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FOR P&ID REFERENCE DRAWINGS, SYMBOLS AND ABBREVIATIONS
REFER TO DRAWINGS P&ID - LEGEND 1 AND PAID - LEGEND 2

LEGEND

DESIGN
PRESSURE

TEST  MIN. TEST  JEST
PRESSURE TEMP® F_ MEDIUM

@ INTEGRITY TEST @ 158 PSIG 22%/245 PSIG 68 WATER

150 PSIG 187.5/199 PSIGC 68 WATER

A.VENTS & DRAINS WITH CAPS/BLIND FLANGES ETC.SHALL BE TESTED
TO THE LAST ISOLATION VALVE.

NOTES:
THROUGH 20215.
UNLESS NOTED OTHERWISE.

CONTAINMENT ANNULUS.

FOR INSERVICE TESTING

6. CLEANLINESS CLASS *C*

18. INSTRUMENT REFERENCES

CLOSE ON "P* SIGNAL OR HEAD TANK 194
LOW LOW LEVEL SIGNAL OWG. 20205

1. WORK THIS DRAWING WITH DRAWINGS 28204, 22205, 20206, & 208208
2. ALL LINES, EGUIPMENT, COMPONENTS AND INSTRUMENTS HAVE SYSTEM PREFIX cc
3. EQUIPMENT ISOLATION VALVE INSIDE CONTAINMENT ARE OPERABLE FROM THE

4. VENT, DRAIN & TEST CONNECTIONS CODE BREAKS ARE AT THE DOWNSTREAM END OF THE
OUTER ISOLATION YALVE PER 1-NHY-885111 UNLESS OTHERWISE NOTED.

%, THE IDENTIFICATION *J* NEAR A VALVE DENOTES THAT VALVE IS DESIGNATED

7.PORTION OF SYSTEM HAS BEEN DOWNGRADED, HOWEVER PIPING SPECIFICATION
HAS BEEN MAINTAINED TO SAFETY CLASS NOMENCLATURE, SOME COMPONENTS
WITHIN THE NEW BOUNDARY HAVE BEEN PROCURED TO SAFETY CLASS 3
RECUIREMENTS, BUT USED IN NNS SERVICE.

8. /\ INDICATES REVISION LEVEL
. SYSTEM DESCRIPTION NUMBER IS $D-23

*  PORTIONS OF THIS DRAWING ARE

NUCLEAR SAFETY RELATED
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