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Reactor Protective System Instrumentation

APPLICABLE MODES OR 
OTHER SPECIFIED SURVEILLANCE 

FUNCTION CONDITIONS REQUIREMENTS ALLOWABLE VALUE 

8. Steam Generator #1 Level-Low 1,2 SR 3.3.1.1 a 43.7% 
SR 3.3.1.7 
SR 3.3.1.9 
SR 3.3.1.13 

9. Steam Generator #2 Level- Low 1,2 SR 3.3.1.1 a 43.7% 
SR 3.3.1.7 
SR 3.3.1.9 
SR 3.3.1.13 

10. Steam Generator #1 Level-High 1,2 SR 3.3.1.1 5 91.5% 
SR 3.3.1.7 
SR 3.3.1.9 
SR 3.3.1.13 

11. Steam Generator #2 Level -High 1,2 SR 3.3.1.1 s 91.5% 
SR 3.3.1.7 
SR 3.3.1.9 
SR 3.3.1.13 

12. Reactor CooLant Flow, Steam 1,2 SR 3.3.1.1 Ramp: s 0.115 psid/sec.  
Generator #1-Low SR 3.3.1.7 Floor: a 12.49 paid 

SR 3.3.1.9 Step: s 17.2 psid 
SR 3.3.1.13 

13. Reactor Coolant Flow, Steam 1,2 SR 3.3.1.1 Ramp: s 0.115 psid/sec.  
Generator #2-Low SR 3.3.1.7 Floor: a 12.49 paid 

SR 3.3.1.9 Step: s 17.2 paid 
SR 3.3.1.13 
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