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LEGEND
— S SECTION XI CLASS 1 PIPING
m—mee ASE SECTION XI CLASS 2 PIPING
seesssssess  ASHE SECTION X1 CLASS 3 PIPING
————— NON-ISI NUCLEAR CLASS AND WSC CLASS
e PRESSURE BOUNDARY EXTENSION
e REFERENCE 8 CONTINUITY
—D=D= HVAC DUCT

A ARCHOR
€S CONSTANT SPRING NANGER
VS VARIABLE SPRING WANGER
NS HYDRAULIC SMUBBER
MS  MECHANICAL SWUGBER
N NON-VELDED SUPPORT ATTACHMENT
v VELDED INTEGRAL SUPPORT ATTACHMENT
R RIGID SUPPORT
i SUAY STRUT
v SHOP VELD
Fy FIELD WELD
(] LONGITUDINAL WELD
WOL WELDOLET

<1 IS 1TEM NUMBER DESIGHATION USED [N THE FIRST 10
YEAR INSERVICE INSPECTION INTERVAL. .

NOTES :

1. MULTIPLE SWAY STRUTS, SPRING SUPPORTS OR SNUBBERS 1M A
SINGLE PIPING SUPPORT ARE SHOWN BY A NUMBER BEFORE
THE SUPPORT TYPE. (EXAMPLE:D 28HS - TWO HYDRAULIC TYPE
SMUBBERS THAT ARE NOT WELDED IMTEGRAL TO THE PIPE).

2. THE COMPONENT COOLING WATER LINE 6°-HdB-3, 3°-488-1,
6°HBB-4, & 3°HBB-s JELDS AMD SUPPORTS ARE EXEMPT FROM
INSERVICE EXAMINATION REQUIREMENTS PER IWD 1220. THE

TS SHOWN MAY NOT REPRESENT THE ACTUAL

WELDS AMD SUPPOR
AS-BUILT COMDITION.

GENERAL NOTE:

DINENSI0MS SHOWN ON THIS DRAVING ARE TO BE USED FOR
APPROXIMA.Z LOCATION ONLY. USE DESIGN DRAVINGS FOR
DIMENSIONAL VERIFICATION.

REFERENCE DRAWINGS :
1SIC2-0400 REACTOR COOLENT PUMP & MOTOR
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