E-CELIISS.IQ!FEIATS.CEL AC=ET749

A
s ASME. SECTION X1 CLASS 1 PIPING (RED)
= ASME SECTION XI CLASS 2 PIPING {BLUE) [
[NFO. NOTE:
(REMOVE AT NEXT UPDATE) ASME SECTION XI CLASS 3 PIPING (GREEN)
REVISION CHANGE [N THE CLOUDED e REFERENCE 8 CONTINU[TY
AREA WAS FOR COLORIZING THE -]
LINE CLASS CODES RIS G St B
: 13-0 wl o=
2 35 —
i 246 v H
(SC) gg QE
DR4612B . wi m 0 e EE
S 2nHBC9 x§ £ » » . REFERENCE TO THE PIPING [SOMETRIC DRAVING FOR DETAILS ON THE PIPING
7 | w_d_f o e ( DRZOI2A 4-eg2_\L L e .4iﬂcc--19_ ] A CONFIGURATION, AND THE LOCATION AND IDENTIFICATION OF VELDS AND SUPPORTS. ¢
TvPE 9" | (P18 | ‘&/_q_ o | / . i [ RESERVED FOR SPECIAL IS1 REQUIREMENTS. (MAY B6)
- oen nm | 8 . . I ACCOMPANIED BY SPECIFIC NOTES.
2°-HBC-9 | -QI Lnn—ln—ll-—f
Suwp L. @ REFERENCE TO THE S| (TEM NUMBER DESIGNATION USED [N THE FIRST
OR4612A ; [151m2-2464 10 YEAR [NSERVICE INSPECTION [NTERVAL. |
CTMT. VESSEL
141 70 1 @ ASHE. SECTION XI CLASS CHANGE
<Pp @ (1 PROGRAM BOUNDARY
D
3
le
F
NOTES A
1.TEI.EI'£0 )
h__
2. FOR IS| BOUNDARY DIAGRAM INDEX SHEET AND H
GEMERAL NOTES, SEE 15102-001.
3. FOR PIPING SYMBOLS AND P 8 [0 INDEX, SEE ORAWING M-001.
4. UNLESS OTHERWISE NOTED, ALL VENT CONNECTIONS ARE Yo"
AND DRAIN CONNECTIONS ARE 1° LINE IDENTIFICATION IS
THE SAME AS THE HEADER.
H
p /, t:,sg.og?rntgmz-oas-s PER sBu
3\| "Ml 00N 78183°00 4 FER INITIALS N FLE: | )
"% B o2, §3102-046-2 FOR “INITIALS qN F]LE*
) 13’,% INC. DCN 15102-046-1 FOR aiTidLs dn Flie-
N\ % lssu:o roa SECOND 10 YEAR IS1  [g y l:;:c o€ Imep| Ecc
wo. | oame REviSions o | oe | eon, m: -
seus N.T.5. | oestouso | Loens "
DAVIS-BESSE NUCLEAR POWER STATION
UNIT NO.1
INSERYVICE INSPECTION DI AGRAM ‘
STATION DRAINAGE SYSTEMS
-2 1S1D2-046 4
W_ IIISIDI 2510046 .DGN 3'x‘4 fl [ZE
1 2 3 4 I 5 6 I 1 ‘ a I 9 | 10 n | 2345670001 $5 458 10 ﬁﬁm‘f‘*ﬁ*‘m“f‘%ﬁﬁf‘ffiH’i’tf"ﬂI 14 psce 41 .J




