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Ladies and Gentlemen: 

In accordance with the provisions of 10 CFR 50.90, Southern Nuclear Operating Company (SNC) 
submitted a proposed amendment to the Farley Nuclear Plant (FNP) Unit 1 and Unit 2 Technical 
Specifications (TS) in letter NEL-00-0227 dated October 9, 2000. The amendment revises TS 
5.5.14, "Technical Specification (TS) Bases Control Program," to provide consistency with the 
changes to 10 CFR 50.59 as published in the Federal Register (Volume 64, Number 191) dated 
October 4, 1999. Per your request, SNC is providing a revision to the October 9, 2000 
amendment request to incorporate an editorial change (WOG-ED-24) to the Nuclear Energy 
Institute (NEI) Technical Specification Task Force (TSTF) Standard Technical Specification 
Change Traveler, TSTF-364 Revision 0, "Revision to TS Bases Control Program to Incorporate 
Changes to 10 CFR 50.59." 

This minor editorial change replaces the phrase "changes do not involve" with "changes do not 
require" in TS 5.5.14.b. This change is made to be consistent with the new 10 CFR 50.59 rule.  

The basis and the conclusions reached in the significant hazards evaluation provided in the 
October 9, 2000 submittal remain valid and therefore are not resubmitted.  

The proposed Technical Specifications change is provided in the Attachment. In accordance with 
10 CFR 50.91(b)(1), a copy of the proposed change has been sent to Dr. D. E. Williamson, the 
Alabama State Designee.  

SNC requests that this amendment be approved by January 19, 2001 with an implementation date 
to correspond with the implementation of the new 10 CFR 50.59 rule at FNP.
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If you have any questions, please advise.  

Respectfully submitted, 

SOUTHERN NUCLEAR OPERATING COMPANY 

Dave Morey 

Sworn to and subscribed before me /is A -day o ja]OO04e-"2 
No arublic 

My Commission Expires: Y' 7 A4.L. 6 

CHM/maf: TS for new 5059 Rev 1.doc 

Attachment: Technical Specifications Changed Page List, Mark-up and Typed Pages

x
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cc: Southern Nuclear Operating Company 
Mr. L. M. Stinson, General Manager - Farley 

U. S. Nuclear Regulatory Commission, Washington, D. C.  
Mr. L. M. Padovan, Licensing Project Manager - Farley 

U. S. Nuclear Regulatory Commission, Region II 
Mr. L. A. Reyes, Regional Administrator 
Mr. T. P. Johnson, Senior Resident Inspector - Farley 

Alabama Department of Public Health 
Dr. D. E. Williamson, State Health Officer
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5.5-22

Revision Instruction

Replace



Programs and Manuals 
5.5

5.5 Programs and Manuals

Diesel Fuel Oil Testing Program

A diesel fuel oil testing program to implement required testing of both new fuel oil 
and stored fuel oil shall be established. The program shall include sampling and 
testing requirements, and acceptance criteria, all in accordance with applicable 
ASTM Standards. The purpose of the program is to establish the following: 

a. Acceptability of new fuel oil for use prior to addition to the emergency 
diesel generator storage tanks by determining that the fuel oil has: 

1. an API gravity or an absolute specific gravity within limits, 

2. a flash point and kinematic viscosity within limits for ASTM 2D fuel 
oil, and 

3. a clear and bright appearance.  

b. Fuel oil stored in the emergency diesel generator storage tanks is within 
limits by verifying that a sample of diesel fuel oil from the storage tank, 
obtained in accordance with ASTM-D270-65, is within the acceptable limits 
specified in Table I of ASTM D975-74 when checked for viscosity, water, 
and sediment every 92 days.  

c. The provisions of SR 3.0.2 and SR 3.0.3 are applicable to the Diesel Fuel 
Oil Testing Program surveillance test frequencies.  

Technical Specifications (TS) Bases Control Program

This program provides a means for processing changes to the Bases of these 
Technical Specifications.  

a. Changes to the Bases of the TS shall be made under appropriate 
administrative controls and reviews.  

b. Licensees may make changes to Bases without prior NRC approval 

provided the changes do noCinjo either of the following: 

1. a change in the TS incorporated in the license; or 

2. a change to the updated FSAR or Bases that 'nivol es an 
Cunreviewed safety questo-n(as nieined ind10 C 50.59.  

F that requires NRC approval pursuant to 
I (continued)

Farley Units 1 and 2 5.5-22 Amendment No. 146 (Unit 1) 
Amendment No. 137 (Unit 2)

5.5.13

5.5.14



Programs and Manuals 
5.5 

5.5 Programs and Manuals 

5.5.13 Diesel Fuel Oil Testing Program 

A diesel fuel oil testing program to implement required testing of both new fuel oil 
and stored fuel oil shall be established. The program shall include sampling and 
testing requirements, and acceptance criteria, all in accordance with applicable 
ASTM Standards. The purpose of the program is to establish the following: 

a. Acceptability of new fuel oil for use prior to addition to the emergency 

diesel generator storage tanks by determining that the fuel oil has: 

1. an API gravity or an absolute specific gravity within limits, 

2. a flash point and kinematic viscosity within limits for ASTM 2D fuel 
oil, and 

3. a clear and bright appearance.  

b. Fuel oil stored in the emergency diesel generator storage tanks is within 
limits by verifying that a sample of diesel fuel oil from the storage tank, 
obtained in accordance with ASTM-D270-65, is within the acceptable limits 
specified in Table I of ASTM D975-74 when checked for viscosity, water, 
and sediment every 92 days.  

c. The provisions of SR 3.0.2 and SR 3.0.3 are applicable to the Diesel Fuel 
Oil Testing Program surveillance test frequencies.  

5.5.14 Technical Specifications (TS) Bases Control Program 

This program provides a means for processing changes to the Bases of these 
Technical Specifications.  

a. Changes to the Bases of the TS shall be made under appropriate 
administrative controls and reviews.  

b. Licensees may make changes to Bases without prior NRC approval 

provided the changes do not require either of the following: 

1. a change in the TS incorporated in the license; or 

2. a change to the updated FSAR or Bases that requires NRC approval I 
pursuant to 10 CFR 50.59.  

(continued) 

Fariey Units I and 2 5.5-22 Amendment No. (Unit 1) 
Amendment No. (Unit 2)


