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U.S. Nuclear Regulatory Commission 
Attn: Document Control Desk 
Washington, D.C. 20555-0001 

SUBJECT: Oconee Nuclear Station - Unit 1 
Docket No. 50-269 
Request to use an Alternative to ASME Boiler and 

Pressure Vessel Code, Section XI 

Pursuant to 10 CFR 50.55a(a) (3) (i), Duke Energy Corporation 

requests the use of an alternative to the requirements of the 

ASME Boiler and Pressure Vessel Code, Section XI, Subsection 

IWA-4533, 1992 Edition with no addenda for Oconee Unit 1.  

This request is to allow the use of an alternative to the 

volumetric examination requirements of IWA-4533 following 

repair of Class A Reactor Vessel (RV) head Control Rod Drive 

components. A similar request was submitted December 28, 

2000, for RV head thermocouple penetrations. Duke has 

evaluated and determined the proposed alternative to IWA-4533 

will provide an acceptable level of quality and safety. This 

Request for Alternate is associated with the ongoing repair of 

a RV head CRDM penetration. Entry into Mode 2 operation is 

currently scheduled for January 9, 2001.  

A detailed description of this proposed alternative, including 

a background discussion and justification is included as an 

attachment to this letter. Questions regarding this request 

may be directed to Robert Douglas at (864) 885-3073.  

Very truly yours, 

William R. McCollum 

Attachment: 
Request for Alternative, Serial Number 00-05 AO/
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xc w/att: 

L. A. Reyes, Regional Administrator 
U.S. Nuclear Regulatory Commission, Region II 
Atlanta Federal Center 
61 Forsyth St., SW, Suite 23T85 
Atlanta, GA 30303 

D. E. Labarge, Senior Project Manager (ONS) 
Office of Nuclear Reactor Regulation 
U.S. Nuclear Regulatory Commission 
Mail Stop 0-8 H12 
Washington, D.C. 20555-0001 

xc(w/o attch): 

M. E. Shannon, 
NRC Senior Resident Inspector 
Oconee Nuclear Station 

Mr. Virgil Autrey 
Division of Radioactive Waste Management 
Bureau of Land and Waste Management 
SC Dept. of Health & Environmental Control 
2600 Bull St.  
Columbia, SC 29201
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DUKE ENERGY CORPORATION 
Oconee Nuclear Station, Unit 1 

Request for Alternative to the Requirements of the 
ASME Boiler and Pressure Vessel Code, Section XI 

Applicable Code Edition and Addenda 

ASME Boiler and Pressure Vessel Code, Section XI, Subsection 
IWA, 1992 Edition with no addenda.  

Description of Code Requirement(s) for Which an Alternative is 
Reaues ted 

Paragraph IWA-4533 specifies that "The weld repair as well as 

the preheated band shall be examined by the liquid penetrant 
method after the completed weld has been at ambient 
temperature for at least 48 hours. The repaired region shall 
be examined by the radiographic method and, if practical, by 
the ultrasonic method," following repair of dissimilar 
materials using the temper bead process in accordance with 
IWA-4530. IWA-4500(e) (2) defines the band around the weld 
repair area of 1-1/2 times the component thickness or 5 
inches, whichever is less.  

An alternative to the requirements of IWA-4533 is requested.  

Description of Proposed Alternative 

In lieu of the requirements of IWA-4533, the following 
alternatives are proposed: 

1. Within the band around the weld repair, as defined by 

IWA-4500(e) (2), an interference exists that would prevent 
using the liquid penetrant examination method over 100% 
of the band area. It is proposed that the band area 
exclusive of the interference will be examined by the 
liquid penetrant method. A diagram of the underside 
Reactor Vessel (RV) head band area surrounding the 
Control Rod Drive Mechanism (CRDM) #21 nozzle weld repair 
showing the interference is attached.
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2. Due to the thickness of the RV head and the complex 

geometry of the Oconee Unit 1 Reactor Vessel Head in the 

area of the CRDM #21 nozzle, examination of the repair 

region by the radiographic method is not practical. It 

is proposed that examination by the ultrasonic method be 

substituted for the radiographic method.  

BackQround Information and Justification for Using the 
Proposed Alternative 

Area Excluded from Examination 

A crack was discovered in the J-groove weld that attaches the 

CRDM #21 nozzle to the underside of the Oconee Unit 1 RV head.  
Repairs to the CRDM #21 nozzle involve removal of defective 
weld material on one side of the nozzle and replacement by the 

temper bead process per the provisions of IWA-4530.  
IWA-4500(e) (2) defines a band around the weld repair of at 

least 1-1/2 times the component thickness or 5 inches, 
whichever is less, that shall be preheated and maintained at a 

minimum temperature based on the welding process to be used.  
Due to the thickness of the head at Oconee Unit 1, the 5-inch 
minimum is utilized for definition of the band area.  

IWA-4533 requires that the repair area, as well as 100% of the 

band area defined in IWA-4500(e) (2), be examined using the 
liquid penetrant method forty-eight hours after the repair is 

completed. The 4-inch outside diameter (OD) CRDM nozzle #21 
projects through the band (See attached sketch). It is 
proposed that the band area exclusive of the 4-inch OD CRDM 
nozzle will receive examination following the weld repairs 

using the liquid penetrant method. This same area will also 
receive examination following the weld repairs using the 

ultrasonic method. The combination of these two methods will 
provide assurance that unacceptable flaws in the Reactor 
Vessel Head material around the CRDM #21 nozzle weld repair 
can be detected.  

Ultrasonic Examination (UT) in Lieu of Radiography 

The geometry in the vicinity of the CRDM #21 nozzle is a poor 

orientation for an effective radiographic examination. The 
thickness of the head limits the sensitivity of the detection 
of defects in the small weld thickness. It is proposed that
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examinations by the ultrasonic method be used in lieu of 

examinations by the radiographic method.  

UT examinations will be performed in accordance with the 

requirements of ASME, Section III, subsection NB. The 

acceptance standards of Paragraph NB-5330 will be applied for 

the UT examinations.  

With the exception of the exclusion area described above, the 
weld deposit, buildup deposit, and base metal within a 5-inch 

band around the repair will be ultrasonically examined to 

ensure the absence of indications which can be characterized 
as planar or laminar defects, lack of fusion, or incomplete 

penetration. Any indications of imperfections must be within 
the limits specified in NB-5330.  

The UT examination procedures and techniques are based upon 

industry standards for the examination of large volumes of 
weld materials developed for the BWR weld overlay 
examinations.  

The UT examination will consist of a combination of 00 

longitudinal wave, creeping wave (ODCR) and 600 longitudinal 
wave search units as described below: 

"* The 00 longitudinal wave examination is performed to detect 
any lack of bond area between the weld material and the 

original parent material, interbead lack of fusion within 
the weld buildup material that is parallel to the 
examination surface, and any laminar type cracking within 
the base material of the examination volume.  

"* The ODCR search unit examination is performed to detect 

welding defects within the weld deposit such as 

contamination cracks or interbead lack of fusion.  

" The 60' longitudinal wave search unit examination is 

performed to detect cracking in the parent base metal 
beneath the weld deposit, and welding defects within the 

weld deposit such as contamination cracks or interbead lack 
of fusion.
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These ultrasonic methods provide assurance equal to that 

gained from the radiographic method in that unacceptable flaws 

in the Reactor Vessel Head material around the CRDM #21 nozzle 

can be detected.  

The Quality and Safety Provided by the Proposed Alternative 

The purpose of the examinations required by IWA-4533 is two
fold: 

1. The original rules were written within the context of 

repairing a detected flaw in the base metal. As such, 

there was a concern for other existing flaws in the 
immediate area. The first purpose of the examination is 

to detect flaws that may be revealed as a result of the 

repair. In this case there are no flaws in the base 

metal that are being repaired. The purpose of the repair 

is to replace the defective weld material with acceptable 

weld material. The proposed inspection method of all 

available surfaces within the heated band is sufficient 
to verify that defects have not been induced on the edge 

of the weld due to the repair process.  

2. Performance of the temper bead repair could result in 

under bead hydrogen induced cracking. The second purpose 

of the examination is to verify that no under bead 

cracking has occurred during the 48-hour hold period.  
The ultrasonic inspection method is perfectly suited for 

the examination of the weld to head interface through the 
weld thickness to detect the possible presence of under 
bead cracks.  

In conclusion, the proposed alternative provides adequate 

assurance that the flaws that might result from the repairs 

can be detected. Therefore, the proposed alternative provides 
an acceptable level of quality and safety.  

Duration of the Proposed Alternative 

The proposed alternative is only applicable to the 

examinations to be made after the repair to the Oconee Unit 1 

Reactor Vessel Head CRDM #21 nozzle during refueling outage 

19.
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Implementation Schedule

This Request for Alternate is associated with the ongoing 

repair of a RV head CRDM penetration. Entry into Mode 2 

operation is currently scheduled for January 9, 2001.

Originated By: 
Timotli/D. Brown

Reviewed By:
Leorrd•/. Azzarello

1-2-0/ 
Date

/26'/ 
D te

Diagram of band surrounding the repair area adjacent CRDM #21 
is provided by the following figure.
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Partial Plan of Oconee Unit 1 
RV Head (Looking Up)

I 1- 1/8" -


