April 13, 1995

Mr. Robert G. Byram

Senior Vice President-Nuclear

Pennsylvania Power and Light
Company

2 North Ninth Street

Allentown, PA 19101

SUBJECT: SUSQUEHANNA STEAM ELECTRIC STATION, UNIT 2 CORRECTION TO TECHNICAL
SPECIFICATIONS PAGE 3/4 1-20 (TAC. NO. M89667)

Dear Mr. Byram:

On December 20, 1994, the Commission issued Amendment No. 106 to Facility
Operating License No. NPF-22 for Susquehanna Steam Electric Station, Unit 2
which removed from the Technical Specifications (TS) the operability
requirement for the Standby Liquid Control System (SLCS) while the plant is in
the refueling mode with any rod withdrawn, and which deleted the 18-month
system surveillance requirement.

In discussions with your staff, I learned that there was an administrative
error in the July 19, 1994, submittal which requested the SLCS TS change.
Specifically, on TS page 3/4 1-20, in section 4.1.5.c, the pressure 1124 was
listed. In your February 14, 1994, submittal for Unit 2 power uprate and in
the resulting Amendment No. 103 dated April 11, 1994, this number had been
changed to 1224.

The purpose of this letter is to provide a corrected page 3/4 1-20 for the TS
Authority File for Unit 2. Please discard the current page and replace it
with the enclosed.

Sincerely,

Ches(%lélr‘g%as]l uss}l%'rle$r%¥j ect Manager

Project Directorate I-2

Division of Reactor Projects - I/II

Office of Nuclear Reactor Regulation
Docket No. 50-388

Enclosure: Corrected TS Page

cc w/encl: See next page
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UNITED STATES
NUCLEAR REGULATORY COMMISSION

WASHINGTON, D.C. 20555-0001

April 13, 1995

Mr. Robert G. Byram

Senior Vice President-Nuclear

Pennsylvania Power and Light
Company

2 North Ninth Street

Allentown, PA 19101

SUBJECT: SUSQUEHANNA STEAM ELECTRIC STATION, UNIT 2 CORRECTION TO TECHNICAL
SPECIFICATIONS PAGE 3/4 1-20 (TAC. NO. M89667)

Dear Mr. Byram:

On December 20, 1994, the Commission issued Amendment No. 106 to Facility
Operating License No. NPF-22 for Susquehanna Steam Electric Station, Unit 2
which removed from the Technical Specifications (TS) the operability
requirement for the Standby Liquid Control System (SLCS) while the plant is in
the refueling mode with any rod withdrawn, and which deleted the 18-month
system surveillance requirement.

In discussions with your staff, I learned that there was an administrative
error in the July 19, 1994, submittal which requested the SLCS TS change.
Specifically, on TS page 3/4 1-20, in section 4.1.5.c, the pressure 1124 was
listed. In your February 14, 1994, submittal for Unit 2 power uprate and in
the resulting Amendment No. 103 dated April 11, 1994, this number had been
changed to 1224.

The purpose of this letter is to provide a corrected page 3/4 1-20 for the TS
Authority File for Unit 2. Please discard the current page and replace it
with the enclosed.

Sincerely,

ool Holuery

Chester Poslusny, Project Manager
Project Directorate I-2
Division of Reactor Projects - I/II
Office of Nuclear Reactor Regulation
Docket No. 50-388
Enclosure: Corrected TS Page

cc w/encl: See next page



—~—

Mr. Robert G. Byram
Pennsylvania Power & Light Company

cc:

Jay Silberg, Esq.

Shaw, Pittman, Potts & Trowbridge
2300 N Street N.W.
Washington, D.C. 20037

Bryan A. Snapp, Esq.

Assistant Corporate Counsel
Pennsylvania Power & Light Company
2 North Ninth Street

Allentown, Pennsylvania 18101

Mr. J. M. Kenny

Licensing Group Supervisor

Pennsylvania Power & Light Company

2 North Ninth Street

Allentown, Pennsylvania 18101

Mrs. Maitri Banerjee

Senior Resident Inspector

U. S. Nuclear Regulatory Commission

P.0. Box 35

Berwick, Pennsylvania 18603-0035

Mr. William P. Dornsife, Director

Bureau of Radiation Protection

Pennsylvania Department of
Environmental Resources

P. 0. Box 8469

Harrisburg, Pennsylvania 17105-8469

Mr. Jesse C. Tilton, III

Allegheny Elec. Cooperative, Inc.

212 Locust Street

P.0. Box 1266

Harrisburg, Pennsylvania 17108-1266

—

Susquehanna Steam Electric Station,
Units 1 & 2

Regional Administrator, Region I
U.S. Nuclear Regulatory Commission
475 Allendale Road

King of Prussia, Pennsylvania 19406
Mr. Harold G. Stanley

Vice President-Nuclear Operations
Susquehanna Steam Electric Station
Pennsylvania Power and Light Company
Box 467

Berwick, Pennsylvania 18603

Mr. Herbert D. Woodeshick

Special Office of the President
Pennsylvania Power and Light Company
Rural Route 1, Box 1797
Berwick, Pennsylvania 18603

George T. Jones

Vice President-Nuclear Engineering
Pennsylvania Power and Light Company
2 North Ninth Street
Allentown, Pennsylvania 18101
Dr. Judith Johnsrud

National Energy Committee
Sierra Club

433 Orlando Avenue
State College, PA 16803
Chairman

Board of Supervisors

738 East Third Street
Berwick, PA 18603



REACTIVITY CONTROL SYSTEMS

SURVEILLANCE REQUIREMENTS (Continued)

b. At least once per 31 days by;
1. Verifying the continuity of the explosive charge.

2. Determining that the available weight of sodium pentaborate is greater than or
equal to 5500 Ibs and the concentration of boron in solution is within the limits

of Figure 3.1.5-2 by chemical analysis.*

3. Verifying that each valve, manual, power operated or automatic, in the flow
path that is not locked, sealed, or otherwise secured in position, is in its correct
position.

c. Demonstrating that, when tested pursuant to Specification 4.0.5, the minimum flow
requirement of 41.2 gpm at a pressure of greater than or equal to 1224 psig is met.

d. At least once per 18 months during shutdown by;

1. Initiating one of the standby liquid control system loops, including an explosive
valve, and verifying that a flow path from the pumps to the reactor pressure
vessel is available by pumping demineralized water into the reactor vessel. The
replacement charge for the explosive valve shall be from the same
manufactured batch as the one fired or from another batch which has been
certified by having one of that batch successfully fired. Both injection loops
shall be tested in 36 months.

2. **Demonstrating that all heat traced piping is unblocked by pumping from the
storage tank to the test tank and then draining and flushing the discharge
piping and test tank with demineralized water.

This test shall also be performed anytime water or boron is added to the solution or
when the solution temperature drops below the limit of Figure 3.1.5-1.

This test shall also be performed whenever both heat tracing circuits have been found to

be inoperable and may be performed by any series of sequential, overlapping or total flow
steps such that the entire flow path is included.

SUSQUEHANNA - UNIT 2 3/4 1-20 Amendment No. 106
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