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. .,-S •10 CFR 50 Appendix E 

Angela K. Krainik Mail Station 7002 
Palo Verde Nuclear Director. Tel. 623-393-2099 PO Box 52034 
Generating Station Emergency Services Division Fax 623-393-1414 Phoenix. Arizona 85072-2034 

090-04934-AKK/EEL 
3/16/2001 

U. S. Nuclear Regulatory Commission 
ATTN: Document Control Desk 
Mail Station P1-37 
Washington, DC 20555-0001 

Dear Sirs: 

Subject: Palo Verde Nuclear Generating Station (PVNGS) 
Units 1, 2, and 3 
Docket Nos. STN 50-52815291530 
Emergency Plan Implementing Procedure Update 

Enclosed please find revised PVNGS Emergency Plan Implementing Procedures (EPIPs), 
which are being submitted in accordance with 10 CFR 50, Appendix E.V. The procedure 
numbers, titles, revision numbers, effective dates and affected pages of the revised EPIPs 
have been identified on an enclosed list.  

Arizona Public Services (APS) has reviewed the EPIP revisions in accordance with 10 CFR 
50.54(q) and has determined the changes do not decrease the effectiveness of the 
Emergency Plan and the implementing procedures, as changed, continue to meet the 
standards of 10 CFR 50.47(b) and the requirements of 10 CFR 50, Appendix E.  

The revised EPIPs contain private or proprietary information (e.g., names, home telephone 
numbers, and internal and external telephone numbers) which must be readily available 
during an emergency and as such, APS requests this information be considered 
confidential and withheld from public disclosure pursuant to 10 CFR 2.790(a) and 10 CFR 
9.17(a). The private and propriety information has been annotated in accordance with 
Generic Letter No. 81-27.  

In accordance with 10 CFR 50.4(b)(5), APS is forwarding two copies of this submittal to the 
NRC Regional Administrator; Region IV and a copy will also be provided to the NRC 
Resident Inspector. There are no commitments made to the NRC in this letter.  
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U. S. Nuclear Regulatory Commission 
ATTN: Document Control Desk 
PVNGS Emergency Plan, Revision 23 
Page 2 

If you have questions regarding this submittal, please contact me at (623) 393-2099.

AKKJEEL/tas 

Enclosure A�-�
cc: E. W. Merschoff 

J. N. Donohew 
J. H. Moorman

(w/Enclosure - 2 copies) 
(w/o Enclosure) 
(w/o Enclosure)
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bcc: S. A. Bauer 
D. W. Crozier 
A. D. Huttie 
E. E. Lumley 
C. K Seaman 
D. G. Marks 
M. J. Sontag (OSRC)

(7636) (w/o Enclosure) 
(6050) (w/Enclosure - 1 copy) 
(7002) (w/o Enclosure) 
(7003) (w/o Enclosure) 
(7636) (w/o Enclosure) 
(7636) (w/o Enclosure) 
(7997) (w/Enclosure - 1 copy)



ENCLOSURE

PVNGS EMERGENCY PLAN IMPLEMENTING PROCEDURE

TITLE NUMBER REVISION EFFECTIVE DATE PAGE NUMBERS MARKED* 

Satellite Technical Support EPIP-01 8 March 15, 2001 7,10,13,16,17,23,47,114,115,118,119,128,132,1 
Center Actions 36,137,146,177,180,182,186,435.  

Operations Support Center EPIP-02 21 March 15, 2001 14,33,100,101,104,105,114,116,118,123,132, 

Actions 
163,166,168,171,420.  

Technical Support Center EPIP-03 27 March 15, 2001 8,30,50,117,118,121,122,133,140,149,180, 
Actions 183,185,188,437.  

Emergency Operations EPIP-04 27 March 15, 2001 45,112,113,116,117,126,130,135,144,175,178,1 

Facility Actions 80,183, 432.  

Telecommunications EPIP-07 5 February 20, 2001 3, 4, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18.  

*Certain EPIPs contain information considered private or proprietary (including names, home telephone numbers, and internal and external telephone numbers, 
which must remain available during an emergency). In accordance with Generic Letter No. 81-27, the specific information has been bracketed on the indicated 
pages. We request this information be considered confidential and withheld from public disclosure pursuant to 10 CFR 2.790(a) and 10 CFR 9.17(a).
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PROCEDURE INTENT 

This procedure provides functional instruction for the activation and operation of the 
Satellite Technical Support Center
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1.0 Introduction 

This document provides instructions for and listings of phone numbers, facsimile numbers, 
and various other telecommunications numbers associated with resources allocated to 
PVNGS emergency preparedness.  

1.1 Emergency numbers 

TYPE OF EMERGENCY .................................................................................. NUMBER 
VALLEY W IDE ......................................................................................................... 9-911 

CHEMICAL 
Hazardous Material Emergencies ............................................................................. 4444 
Environmental ........................................................................................................... 6567 
24-Hour Duty Pager .................................................................................... 602-226-0628 

CONTROL ROOM 
Unit 1 Shift Manager ................................................................................................. 1206 
Unit 2 Shift Manager ................................................................................................. 2206 
Unit 3 Shift Manager ................................................................................................. 3206 

FIRE 
Fire Emergency ......................................................................................................... 4444 
24-Hour Duty Pager .................................................................................... 602-658-0309 

MEDICAL 
Medical Emergency .................................................................................................. 4444 
C lin ic ......................................................................................................................... 2 6 3 6 

RADIOLOGICAL 
24-Hour Duty Pager .................................................................................... 602-658-3219 

SAFETY 
O ffice ................................................................................................. 10 6 3 
Supervisor ................................................................................... 602-746-4688 
Pager Unit 1 ................................................................................... 602-658-0833 
Pager Unit 2 .................................................................................. 602-658-0790 
Pager Unit 3 ................................................................................... 602-658-0899 
Water Reclamation ................................................................................... 602-220-2209 

SECURITY 
Security Emergency .................................................................................................. 4444 
Security Headquarters .............................................................................................. 6471 
Security Headquarters .............................................................................................. 6473 

1.2 How to Use Emergency Preparedness Phones 

1.2.1 Standard beige phones 

For calls to other phones at Palo Verde, dial the four digit extension. For local 
calls going outside the company, dial 9 followed by the complete number.

PV216-0SNI (8-88)
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1.2.2 Long Distance Calls on Beige Phones: 

1.2.2.1 Method One 

Some emergency facility phones are set up for direct long distance dialing 
after dialing a 9 for an outside extension. These phones are limited to those 
for the facility directors and the USNRC, in most cases. Phones for certain 
communicators may also be programmed for long distance calling.  

1.2.2.2 Method Two 

If you have a company InfoSwitch Number (calling account number), you 
may make a long distance call by dialing 9-1-(area code)-(number). After 
hearing several fast beeps, enter the InfoSwitch Number. (During an 
emergency event, an InfoSwitch Number may be available from a 
management position assigned to that facility.) 

1.2.2.3 Method Three 

If you have a calling card, phone card, or other credit card that can be 
accessed by dialing an 800 number, dial 9-1-800-(number).  

1.2.2.4 Method Four 

If none of the above methods work, locate the facility coordinator and 
request assistance or dial the operator at 0.  

1.2.3 Dedicated phones 

These phones can be used as any other site phone.  

1.2.4 Dedicated phones with N-buttons 

When using the N-Line button on a dedicated phone, you may dial four digits to 
contact any of the other dedicated phones with N-Lines. You cannot call other 
plant phones directly. To call outside the company system, you must dial 9 twice 
to receive an outside line.  

1.2.5 FTS-2001 (ENS) phones with 700 / 571 numbers 

These phones may be used to call other FTS-2001 (Federal Telecommunications 
System) phones by dialing the area (facility) code and number for the FTS-2001 
phone being called. Federal employees with special dialing privileges on the 
FTS-2001 System may use these calling methods. It is mandatory to dial a 1 
preceding the area (facility) code of the number being called.

PV216-08Nt (8-88)
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1.2.6 Ringdown phones 

Certain positions have special ringdown phone circuits. To reach all the parties 
on that circuit, lift the receiver and press the call button for five seconds. Wait for 
the other parties to answer. Unanswered phones on the circuit will continue to 
ring in the background for approximately one minute. During this time, you may 
ask the first responders to stand by.  

1.2.7 Dedicated lines 

Dedicated phones function as any other plant PBX phone. If other lines are not 
available, you may use these phones to place or receive calls, just as you can 
with normal beige phones. Dedicated phones are administratively dedicated for 
specific purposes, but may be used as necessary.  

The NAN Phone and OPS Ringdown phones are brown in some Units. Some 
administratively dedicated phones are beige.  

The administratively dedicated phones should be reserved for specific functions 
as follows: 

1.2.7.1 EC / EOD Line 

provides a direct communications link between the Emergency Coordinator 
and the Emergency Operations Director on dedicated phones (SL and 
Standard, but not the dedicated phone) 

1.2.7.2 CR / STSC / TSC / OSC / EOF Lines 

provides direct communications between any two of these facilities on the 
designated line 

1.2.7.3 Technical Line 

provides direct communications with CR, CR Simulator, STSC, STSC 
Simulator, and EOF for transmitting technical and operational data or 
assessment 

1.2.7.4 Radiological Line 

provides direct communications with the RP Office, STSC, STSC 
Simulator, TSC, and OSC for transmitting in-plant radiological information 
and aid in the formation of OSC and field monitoring teams 

1.2.7.5 Environmental Assessment Line 

provides direct communications with the STSC, STSC Simulator, TSC, and 
EOF for transmitting offsite dose rate projections and radiological 
conditions

PV216-O8Nr (8-88)
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1.2.7.6 Maintenance Control Line 

provides direct communications with the CR, CR Simulator, TSC, and OSC 

-- for transmitting maintenance and repair information 

1.2.8 Yellow ringdown lines 

These phones provide communications links between PVNGS and offsite 
locations. When the call button is pushed, all similar phones will ring 
simultaneously at all locations -- no number needs to be dialed.  

1.2.8.1 NAN (Notification Alert Network) 

provides capabilities for notifications only -- will ring at STSC-1, STSC-2, 
STSC-3, TSC, EOF, ADEM/EOC, ARRA, DPS, MCSO, and MCDEM/EOC.  
(Roll call procedure required.) 

1.2.8.2 Operations Voice Circuits #1 and #3 

provides lines for transmission of technical information -- will ring at STSC
1, STSC-2, STSC-3, TSC, EOF, ADEM, and ARRA. (ARRA - #1 only) 

1.2.8.3 Operations Voice Circuits #2 and #4 

provides lines for transmission of technical information -- will ring at STSC 
Simulator, TSC, EOF, ADEM, and ARRA. (ARRA - #4 only) 

1.2.9 Blue ringdown line 

This phone is the public information phone in the EOF -- will ring at JENC 
(employs two circuits).  

1.2.10 Beige PBX 

Normal plant phones are available for direct communications between all 
personnel.  

1.2.11 Cellular phones 

Emergency cellular phone antennas are located in each Unit office corridor on 
the 140' elevation, the TSC, and the EOF. In the Units, phones are stored as 
directed by Unit Management.

PV216-OSNI (8-88)
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1.2.12 Plant Paging System 

The Plant Paging System is designed to allow users to page individual areas of 
the plant. This system has two access modes -- the first mode is the Direct Page, 
which overrides other pages in progress and is restricted to certain phones only; 
the second mode is the Delayed Page, which allows a person to leave a 
message that is played back over the area paged in about 15 to 30 seconds.  

A special direct paging number, 8000, overrides all other pages. This page 
covers those facilities that have paging capability. THIS PAGE SHOULD ONLY 
BE USED WHEN AN EMERGENCY MUST BE ANNOUNCED IMMEDIATELY.  
Dialing the other numbers accesses only those facilities.  

All site public address systems are interconnected such that all announcements 
using PA Access 8000 will be heard in all Units and buildings simultaneously. The 
pole mounted speakers for the Unit Evacuation System are the only speakers 
which are not included in this interconnection. To include the outside pole 
mounted speakers, an announcement must be made from the Control Rooms or 
the TSC on the Unit Evacuation System.  

PAGE AREA ........................................................................................ DELAYED # 
U n it 1 ................................................................................................................ 1 1 11 
U n it 2 ................................................................................................................ 1112 
U n it 3 ................................................................................................................ 11 13 
Technical Support Center ................................................................................. 1114 
Emergency Operations Facility ......................................................................... 1115 
Water Reclamation Facility ............................................................................... 1116 
Administration Building D ................................................................................. 1117 
S e rvice B uild ing ................................................................................................ 1117 
Security Headquarters ...................................................................................... 1117 
Administration Complex Buildings A and B ..................................................... 1179 
N o rth A n nex ..................................................................................................... 116 9 
Unit 1 Operations Support Building ................................................................. 1171 
Unit 2 Operations Support Building ................................................................. 1172 
Unit 3 Operations Support Building ................................................................. 1173 
Main Warehouse .............................................................................................. 1174 
Administration Annex Addition Building F ........................................................ 1176 
Vehicle Maintenance ....................................................................................... 1177 
Energy Information Center .............................................................................. 1189

PV216-08NI (8-88)
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PAG E AREA ............................................................................................ DIRECT # 
Site-wide All-page ............................................................................................ 8000 
Unit 1 ............................................................................................................... 8001 
Unit 2 ............................................................................................................... 8002 
Unit 3 ............................................................................................................... 8003 
Technical Support Center ................................................................................ 8004 
Em ergency Operations Facility ........................................................................ 8005 
W ater Reclam ation Facility .............................................................................. 8006 
Adm inistration Building D ................................................................................ 8007 
Service Building ............................................................................................... 8007 
Security Headquarters ..................................................................................... 8007 
Adm inistration Annex Building E - Floors 1 and 2 ........................................... 8008 
Adm inistration Com plex Buildings A and B ..................................................... 8009 
North Annex ..................................................................................................... 8010 
Unit 1 O perations Support Building ................................................................. 8011 
Unit 2 O perations Support Building ................................................................. 8012 
Unit 3 O perations Support Building ................................................................. 8013 
M ain W arehouse .............................................................................................. 8014 
Adm inistration Annex Addition Building F ........................................................ 8016 
Vehicle M aintenance ....................................................................................... 8017 
Energy Inform ation Center .............................................................................. 8019 
Low Level Radiological M aterial Storage Facility ............................................ 8020 
Adm inistration Annex Building ......................................................................... 8008 
Com bo Shop .................................................................................................... 8015 
Coating Facility ................................................................................................ 8018 

2.0 Phone listings sorted by agency/facility/position

Agency Facility Position Phone 
ADEM Arizona Division of Emergency Mgmt. (EOC) FAX ADEM 602-231-6271 
ADEM Arizona Division of Emergency Mgmt. (EOC) FAX TOC 602-231-6202 
ADEM Arizona Division of Emergency Mgmt. Communications Personnel Area 602-231-6201 

602-231-6223 
ADEM Backup EOF State of Arizona Representative 623-932-6679 
ADEM Message Center (State/JENC) ADEM FAX @ Message Center 602-231-6250 

602-231-6271 
ADEM ADEM Offsite Technical Representative (TOC) 602-392-7502 
ADEM Operations Group Chief Arizona Division of Emergency Mgmt. 602-231-6320 
ADEM Arizona Division of Emergency Mgmt. Policy Group Chief 602-231-6208 

602-392-7509 
ADEM Arizona Division of Emergency Mgmt .Public Information / Media Contact 602-231-6224 
ADEM Arizona Division of Emergency Mgmt. Public Inquiry Center 602-231-6207 

602-231-6327 
602-231-6398 
602-231-6327 

ADEM Arizona Division of Emergency Mgmt. Switchboard (State EOC / TOC) 602-244-0504 
ADEM Arizona Division of Emergency Mgmt. Technical Representative Ringdown (APS) OPS-4

I

PV216-08NI (8-88)
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Agency Facility Position Phone 
ADEM Arizona Division of Emergency Mgmt. TOC Radiation Analysis (ARRA) 602-392-7511 

602-392-7512 
Airport 3000 S Palo Verde Road Buckeye Municipal Airport 623-386-7392 

Hangar #3 Buckeye AZ 

Airport Buckeye Airport FAX Buckeye Airport 623-386-7393 
Airport Buckeye Airport reassembly area FAX verification Buckeye airport 623-386-7392 
Air Ambu. AirEvac Air Ambulance 623-247-3822 
Air Ambu. Native American Air Native American Air 1-800-806-7106 
ANI American Nuclear Insurers American Nuclear Insurers Contact 860-561-3433 
APS Backup EOF Backup EOF District Supervisor digital 602-225-4773 

pager 
APS Backup EOF Backup EOF District Supervisor off-hours 623-932-2875 
APS Backup EOF Backup EOF District Supervisor off-hours 623-386-6836 

(alt.) 
APS Backup EOF Backup EOF Front desk 623-386-4475 

623-932-6677 
623-932-6679 

APS Customer Call Center (CCC) FAX JENC dedicated to (CCC) 602-944-8208 
APS Headquarters Phoenix Security 602-250-2222 
APS JENC FAX Customer Call Center dedicated to 602-231-6365 
APS Phoenix (CHQ) Communications Duty Officer 602-250-2277 
APS Phoenix (CHQ) FAX Media Relations 602-250-2419 
APS Phoenix (CHQ) FAX verification Media Relations 602-250-2277 
ARRA Arizona Radiation Regulatory Agency FAX ARRA Circuit #1 221 
ARRA Arizona Radiation Regulatory Agency FAX ARRA verification 602-255-4845 
ARRA Switchboard Arizona Radiation Regulatory Agency 602-255-4845 
Canberra Canberra Nuclear Services Whole Body Count 203-238-2351 
CE Combustion Engineering Combustion Engineering Contact 623-393-6651 
County County EOC FAX JENC dedicated to 602-267-1355 
County County EOC FAX State of AZ to 602-275-1638 
County County EOC FAX verification County EOC 602-273-1411 
County JENC County EOC dedicated FAX to JENC 602-231-6355 
County State EOC County EOC dedicated FAX to 602-231-6271 
DOE Department of Energy Joint Nuclear Accident Coordination Cente 505-845-4667 
DOE Radiation Emergency Assistance Center DOE OROC (24 hr) 865-576-1003 
DPS Arizona Department of Public Safety DPS Main switchboard 602-223-2000 
FAA Federal Aviation Administration Emergency Operation Center 310-725-3300 
FEMA Backup EOF FEMA EOF Representative 623-386-4475 
FEMA Federal Emergency Management Agency Region IX HQ 415-923-7100 

San Francisco, CA 415-923-7250 
Fire Phoenix Fire Dispatch 602-253-1191 
Hosp. Good Samaritan Medical Center Emergency Center 602-239-2222 

602-239-2224 
Hosp. Maryvale Samaritan Medical Center Emergency Center 623-848-5200 

623-848-5203 
623-848-5204 

INPO Institute of Nuclear Power Operations Duty Officer 800-321-0614

PV216-O8NI (8-88)
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Agency Facility Position Phone 
INPO Institute of Nuclear Power Operations FAX INPO 770-644-8549 

770-644-8567 

INPO Institute of Nuclear Power Operations Switchboard 770-644-8000 
KTAR KTAR Radio 24-Hour Operations 602-263-5556 
KTAR KTAR Radio Switchboard (normal hours only) 602-274-6200 
MCDEM Maricopa County Department of Emergency Drill Controller 602-275-4171 

Management 
MCDEM Maricopa County Department of Emergency Emergency Operations Center 602-273-1411 

Management 602-273-1412 
602-273-1413 
602-273-1414 

MCDEM Health Maricopa County Department of 602-275-8539 
Emergency Management 

MCDEM Highway Maricopa County Department of 602-275-8538 
Emergency Management 

MCDEM JENC (from County EOC) FAX Maricopa County Department of 602-267-1355 
Emergency Management 

MCDEM Maricopa County Sheriff's Office Maricopa County Department of 602-275-8537 
Emergency Management 

MCDEM Public Information Coordinator Maricopa County Department of 602-275-1633 
Emergency Management 

MCDEM Red Cross Maricopa County Department of 602-275-8530 
Emergency Management 

MCDEM State EOC (from County EOC) FAX Maricopa County Department of 602-275-1638 
Emergency Management 

MCDEM Switchboard Maricopa County Department of 602-273-1411 
Emergency Management 

MCSO Non-emergency number Maricopa County Sheriff's Office 602-256-1011 
NTSB National Transportation Safety Board Contact 202-314-6000 
NWS National Weather Service David Runyan 602-379-4607 

ext. 223 
NWS Phoenix Forecast Office National Weather Service 602-379-4609 

602-379-4611 
NWS National Weather Service Robert Wilte (backup) 602-379-4609 

602-379-4611 
PG&E Nuclear Operations Services Pacific Gas & Electric 805-545-3462 
PG&E Senior Vice President Pacific Gas & Electric 415-973-4684 
PG&E Switchboard Pacific Gas & Electric 805-545-6000 

PVNGS Backup EOF Administrative & Logistics Coordinator 623-386-4475 
PVNGS Backup EOF Administrative Support 623-386-4475 

PVNGS Backup EOF Dose Assessment Health Physicist 623-932-6677 
PVNGS Backup EOF Emergency Operations Director 623-932-6681 
PVNGS Backup EOF FAX Administrative Support 623-932-6680 
PVNGS Backup EOF Government Liaison 623-386-4475 
PVNGS Backup EOF Radiation Protection Support Technician 623-932-6677 
PVNGS Backup EOF Radiological Assessment Communicator (radio) 
PVNGS Backup EOF Radiological Assessment Coordinator 623-932-6677

PVNGS Backup EOF Security Coordinator (Access Control) 623-932-6677

PV216-08NI (8-88)
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Agency Facility Position Phone 
PVNGS Backup EOF Technical Analysis Manager 623-386-4474 

PVNGS Backup EOF USNRC Liaison Health Physics 623-932-6677 

PVNGS Badging Security 3161 

PVNGS Calibration Laboratory Radiation Protection Instrumentation 3508/3512 

PVNGS Canberra WB Count Radiation Protection Instrumentation 2606 / 2607 

PVNGS CAS FAX CAS 2687 

PVNGS CAS Security 6471 / 6472 

PVNGS Cellular phone Communications Dept. Leader 602-206-1252 

PVNGS Cellular phone Communications Dept. Leader 602-300-0946 

PVNGS Cellular phone Fire Team 602-370-4392 

PVNGS Control Room Simulator A Control Room Supervisor 7205 

PVNGS Control Room Simulator A Drill Controller 5501 

PVNGS Control Room Simulator A Emergency Coordinator 7206 

PVNGS Control Room Simulator A EOF dedicated phone to 6038 

PVNGS Control Room Simulator A Maintenance Control Line phone 6040 
PVNGS Control Room Simulator A OSC dedicated phone to 6036 

PVNGS Control Room Simulator A Reactor Operators 7200 - 7204 

PVNGS Control Room Simulator A Shift Supervisor 7206 

PVNGS Control Room Simulator A STSC Sim. A dedicated phone to 6035 

PVNGS Control Room Simulator A Unaffected Unit STA 5202 

PVNGS Control Room Simulator A Technical Line phone 6039 

PVNGS Control Room Simulator A TSC dedicated phone to 6037 

PVNGS Control Room Unit 1 Control Room Supervisor 1205 

PVNGS Control Room Unit 1 EOF dedicated phone to 1105 

PVNGS Control Room Unit 1 Maintenance Control Line 1101 

PVNGS Control Room Unit 1 Office corridor (cellular) 602-370-2745 

PVNGS Control Room Unit 1 OSC dedicated phone to 1104 

PVNGS Control Room Unit 1 Reactor Operator(s) 1200-1204 
1206-1207 

PVNGS Control Room Unit 1 Shift Manager 1206 

PVNGS Control Room Unit 1 STSC dedicated phone to 1103 

PVNGS Control Room Unit 1 Technical Line at RMS DCU 1100 

PVNGS Control Room Unit 1 TSC dedicated phone to 1102 

PVNGS Control Room Unit 2 Control Room Supervisor 2205 

PVNGS Control Room Unit 2 EOF dedicated phone to 2105 

PVNGS Control Room Unit 2 Maintenance Control Line 2101 

PVNGS Control Room Unit 2 Office corridor (cellular) 602-370-2746 

PVNGS Control Room Unit 2 OSC dedicated phone to 2104 

PVNGS Control Room Unit 2 Reactor Operator(s) 2200-2204 
2206-2207 

PVNGS Control Room Unit 2 Shift Manager 2206 

PVNGS Control Room Unit 2 STSC dedicated phone to 2103 

PVNGS Control Room Unit 2 Technical Line at RMS DCU 2100 

PVNGS Control Room Unit 2 TSC dedicated phone to 2102 

PVNGS Control Room Unit 3 Control Room Supervisor 3205

PVNGS Control Ronm Unit 3 EOF dedicated phone to 3105

PV216-08NI (8.88)
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Agency Facility Position Phone 
PVNGS Control Room Unit 3 Maintenance Control Line 3101 

PVNGS Control Room Unit 3 Office corridor (cellular) 602-370-2747 

PVNGS Control Room Unit 3 OSC dedicated phone to 3104 
PVNGS Control Room Unit 3 Reactor Operator(s) 3200-3204 

3206-3207 

PVNGS Control Room Unit 3 Shift Manager 3206 
PVNGS Control Room Unit 3 STSC dedicated phone to 3103 

PVNGS Control Room Unit 3 Technical Line at RMS DCU 3100 

PVNGS Control Room Unit 3 TSC dedicated phone to 3102 

PVNGS Dean Peckham PVNGS meteorologist 6949 
PVNGS Deer Valley Office Communications Customer Call Center 602-371-7171 

PVNGS Dosimetry Radiation Protection Instrumentation 3900 

PVNGS Emergency Security 4444 
PVNGS Energy Information Center Communications 6434 

PVNGS EOF Administrative and Logistics Coordinator 6284 
dedicated phone 

PVNGS EOF Administrative Support 6720 

PVNGS EOF Dose Assessment Health Physicist 6719 

PVNGS EOF Drill Controller 6178/6181 
PVNGS EOF Emergency Operations Director 6012 

PVNGS EOF EOF Cellular phone 602-370-2743 

PVNGS EOF FAX EOF 623-386-3630 

PVNGS EOF FAX EOF 6134 
PVNGS EOF FAX EOF Circuit #1 101 

PVNGS EOF FAX EOF Circuit #2 111 

PVNGS EOF FAX EOF verification 6058 
PVNGS EOF FAX TSC dedicated to 6134 

PVNGS EOF FEMA Representative 6192 

PVNGS EOF Government Liaison 6182 

PVNGS EOF Information Coordinator 2720 

PVNGS EOF JENC dedicated FAX to 101 

PVNGS EOF Lead Controller 3936 

PVNGS EOF Plant Status Technician 1513 
PVNGS EOF Radiation Protection Support Technician 6141 

PVNGS EOF Radiological Assessment Communicator 6194 

PVNGS EOF Radiological Assessment Communicator 6281 
dedicated phone from TSC 

PVNGS EOF Radiological Assessment Coordinator 6189 

PVNGS EOF Radiological Assessment Coordinator 6282 
dedicated phone from Control Room 

PVNGS EOF Radiological Assessment Coordinator 6279 
dedicated phone from OSC 

PVNGS EOF Reserved Number 3514/2764 
3938 /3917 
2986 

PVNGS EOF Security Coordinator (Access Control) 6187

PV216-OSNI (8-88)
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Agency Facility Position Phone 
PVNGS EOF Shift Technical Advisor 1515 

PVNGS EOF State of Arizona Representative 6191 

PVNGS EOF Radiological Assessment Coordinator 6283 
dedicated phone from STSC 

PVNGS EOF Systems Engineering 1517/6183 

PVNGS EOF Technical Analysis Manager 1516 

PVNGS EOF Technical Analysis Manager dedicated 6278 
phone 

PVNGS EOF USNRC Liaison Health Physics 1873 

PVNGS Headquarters Security 6473 /6475 

PVNGS JENC Administrative Support 602-231-6370 
602-231-6373 

PVNGS JENC APS Spokesperson 602-231-6368 

PVNGS JENC APS Technical Advisor 602-231-6365 

PVNGS JENC Drill Controller 602-231-6351 
602-231-6352 

PVNGS JENC Facility Coordinator 602-231-6359 

PVNGS JENC FAX Circuit #1 (EOF / JENC) 251 

PVNGS JENC FAX from APS Media Relations 602-231-6365 

PVNGS JENC FAX from County 602-231-6355 

PVNGS JENC FAX from Customer Call Center 602-371-6793 

PVNGS JENC FAX from EOF 602-231-6367 

PVNGS JENC FAX from State 602-231-6362 

PVNGS JENC FEMA Representative(s) 602-231-6375 

PVNGS JENC JENC FAX 251 

PVNGS JENC JENC FAX 602-231-6365 

PVNGS JENC JENC FAX 602-231-6367 

PVNGS JENC JENC FAX verification 602-231-6359 

PVNGS JENC Maricopa County Spokesperson / County 602-231-6358 
PIO 602-231-6395 

PVNGS JENC Media Alert 602-231-6353 

PVNGS JENC Media Briefing Area JENC (dial-out only) 602-231-6382 
602-231-6391 

PVNGS JENC Media Briefing Area JENC (Lunchroom) 602-231-6376 
602-231-6377 
602-231-6378 

PVNGS JENC Media In-bound 602-231-6396 
602-231-6335 
602-231-6338 

PVNGS JENC Media In-bound JENC (front door check-in) 602-231-6332 

PVNGS JENC Public Inquiry 602-231-6354 

PVNGS JENC State of AZ Spokesperson / State PIO 602-231-6361 
602-231-6363 
602-231-6364 

PVNGS JENC State Technical Advisor 602-231-6360 

PVNGS OSC Unit 1 Control Room dedicated phone to 1125 

PVNGS OSC Unit 1 EOF dedicated phone to 1124
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Agency Facility Position Phone 
PVNGS OSC Unit 1 Maintenance Control Line 1122 
PVNGS OSC Unit 1 OSC Coordinator and Staff 1278 
PVNGS OSC Unit 1 Radiological Assessment Line 1123 
PVNGS OSC Unit 1 STSC /TSC dedicated phone to 1120 
PVNGS OSC Unit 1 STSC dedicated phone to 1127 
PVNGS OSC Unit 1 STSC Sim. A dedicated phone to 6029 

PVNGS OSC Unit 1 TSC dedicated phone to 1126 
PVNGS OSC Unit 2 Control Room dedicated phone to 2125 
PVNGS OSC Unit 2 EOF dedicated phone to 2124 

PVNGS OSC Unit 2 Maintenance Control Line 2122 
PVNGS OSC Unit 2 OSC Coordinator and Staff 2278 

PVNGS OSC Unit 2 Radiological Assessment Line 2123 
PVNGS OSC Unit 2 STSC / TSC dedicated phone to 2120 
PVNGS OSC Unit 2 STSC dedicated phone to 2127 

PVNGS OSC Unit 2 TSC dedicated phone to 2126 
PVNGS OSC Unit 3 Control Room dedicated phone to 3125 
PVNGS OSC Unit 3 EOF dedicated phone to 3124 

PVNGS OSC Unit 3 Maintenance Control Line 3122 
PVNGS OSC Unit 3 OSC Coordinator and Staff 3278 
PVNGS OSC Unit 3 Radiological Assessment Line 3123 

PVNGS OSC Unit 3 STSC / TSC dedicated phone to 3120 
PVNGS OSC Unit 3 STSC dedicated phone to 3127 
PVNGS OSC Unit 3 TSC dedicated phone to 3126 
PVNGS PVNGS Employee Communications 6422 

PVNGS PVNGS FAX Communications 171 
PVNGS PVNGS FAX Communications 6243 

PVNGS PVNGS FAX Communications Verification 5757 
PVNGS PVNGS Media Relations Rep. 6433 
PVNGS Radiation Monitoring Tech Unit 1 FAX Radiation Monitoring 1709 

PVNGS Radiation Monitoring Tech Unit I Radiation Monitoring 1273/1275 
PVNGS Radiation Monitoring Tech Unit 2 FAX Radiation Monitoring 2709 
PVNGS Radiation Monitoring Tech Unit 2 Radiation Monitoring 2273/ 2275 

PVNGS Radiation Monitoring Tech Unit 3 FAX Radiation Monitoring 3709 
PVNGS Radiation Monitoring Tech Unit 3 Radiation Monitoring 3273 / 3275 
PVNGS Respirator Fit Test Facility Radiation Protection Instrumentation 3161 / 3177 
PVNGS RP Island Unit 1 Radiation Protection Unit 1 1403/1404 

1405 
PVNGS RP Island Unit 1 Radiological Assessment Line 1121 

PVNGS RP Island Unit 2 Radiation Protection Unit 2 2403/2404 
2405 

PVNGS RP Island Unit 2 Radiological Assessment Line 2121 
PVNGS RP Island Unit 3 Radiation Protection Unit 3 3403 / 3404 

3405 
PVNGS RP Island Unit 3 Radiological Assessment Line 3121 

PVNGS SAS Security 1220/1221

PVNGS Security I Section Leader 1715

PV216-08NI (8-88)
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Agency Facility Position Phone 
PVNGS Security Headquarters FAX Security HQ 2687 

PVNGS Simulator A Instructor Console 5500 

PVNGS STSC Simulator A CR Sim. A dedicated phone to 6027 

PVNGS STSC Simulator A FAX STSC Simulator A 161 

PVNGS STSC Simulator A Drill Controller 6119 

PVNGS STSC Simulator A Environmental Assessment Line 6033 

PVNGS STSC Simulator A EOD dedicated phone to 6034 

PVNGS STSC Simulator A EOF dedicated phone to 6030 

PVNGS STSC Simulator A FAX Simulator STSC Circuit #1 or #2 161 /1110 

PVNGS STSC Simulator A OSC dedicated phone to 6028 

PVNGS STSC Simulator A Rad. Assessment Line phone 6032 

PVNGS STSC Simulator A RM Technician 1274 

PVNGS STSC Simulator A RP Monitor 6032 

PVNGS STSC Simulator A Shift Technical Advisor 5008/6119 

PVNGS STSC Simulator A TSC dedicated phone to 6029 

PVNGS STSC Simulator A Plant Status Tech 5557 

PVNGS STSC Unit 1 Control Room dedicated phone to 1110 

PVNGS STSC Unit 1 Drill Controller 3194 

PVNGS STSC Unit 1 EC / EOD dedicated phone to 1109 

PVNGS STSC Unit I Emergency Coordinator 1207 

PVNGS STSC Unit I Environmental Assessment Line 1108 

PVNGS STSC Unit 1 EOF dedicated phone to 1128 

PVNGS STSC Unit 1 FAX STSC Unit 1 Circuit #1 or #2 131 / 1110 

PVNGS STSC Unit 1 OSC dedicated phone to 1119 

PVNGS STSC Unit 1 Rad. Assessment Line phone 1107 

PVNGS STSC Unit 1 Shift Technical Advisor 1207 

PVNGS STSC Unit 1 STSC Communicator 1133 

PVNGS STSC Unit 1 Technical Line phone 1106 

PVNGS STSC Unit 1 TSC dedicated phone to 1120 

PVNGS STSC Unit 1 Plant Status Tech 1555 

PVNGS STSC Unit 2 Control Room dedicated phone to 2110 

PVNGS STSC Unit 2 Drill Controller 3195 

PVNGS STSC Unit 2 EC / EOD dedicated phone to 2109 

PVNGS STSC Unit 2 Emergency Coordinator 2207 

PVNGS STSC Unit 2 Environmental Assessment Line 2108 

PVNGS STSC Unit 2 EOF dedicated phone to 2128 

PVNGS STSC Unit 2 FAX STSC Unit 2 Circuit #1 or #2 151/2110 

PVNGS STSC Unit 2 OSC dedicated phone to 2119 

PVNGS STSC Unit 2 Rad. Assessment Line phone 2107 

PVNGS STSC Unit 2 Shift Technical Advisor 2207 

PVNGS STSC Unit 2 STSC Communicator 2207 

PVNGS STSC Unit 2 Technical Line phone 2106 

PVNGS STSC Unit 2 TSC dedicated phone to 2120 

PVNGS STSC Unit 2 Plant Status Tech 2555 

PVNGS STSC Unit 3 Control Room dedicated phone to 3110

PV216.08N1 8-8�
PV216-08NI (8-88)
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Agency Facility Position Phone 
PVNGS STSC Unit 3 Drill Controller 3196 
PVNGS STSC Unit 3 EC / EOD dedicated phone to 3109 
PVNGS STSC Unit 3 Emergency Coordinator 3207 
PVNGS STSC Unit 3 Environmental Assessment Line 3108 
PVNGS STSC Unit 3 EOF dedicated phone to 3128 
PVNGS STSC Unit 3 FAX STSC Unit 3 Circuit #1 or #2 141 /3110 
PVNGS STSC Unit 3 OSC dedicated phone to 3119 
PVNGS STSC Unit 3 Rad. Assessment Line phone 3107 
PVNGS STSC Unit 3 Shift Technical Advisor 3207 
PVNGS STSC Unit 3 STSC Communicator 3207 
PVNGS STSC Unit 3 Technical Line phone 3106 
PVNGS STSC Unit 3 TSC dedicated phone to 3120 
PVNGS STSC Unit 3 Plant Status Tech 3555 
PVNGS TSC Chemistry Coordinator 7001 / 7002 
PVNGS TSC Drill Controller 2047 
PVNGS TSC EC Technical Assistant 2560/2561 
PVNGS TSC Electrical Engineering 2004 
PVNGS TSC Emergency Coordinator 7043 / 7037 
PVNGS TSC Emergency Maintenance Coordinator 7036 
PVNGS TSC Environmental Assessment Line 6290 
PVNGS TSC EOD dedicated phone to EC 6292/2560 

2561 
PVNGS TSC EOF to STA 6294 / 2028 
PVNGS TSC FAX TSC 7044 
PVNGS TSC FAX TSC Circuit #1 121 
PVNGS TSC FAX TSC verification 7002 
PVNGS TSC Maintenance Control Line 6291 
PVNGS TSC Mechanical Engineering 7042 
PVNGS TSC Operations Coordinator 7037 / 7043 
PVNGS TSC Ops Coordinator to CR dedicated phone 6293 
PVNGS TSC OSC dedicated phone to 6295 
PVNGS TSC Plant Status Technician 2024 
PVNGS TSC Probabilistic Risk Assessment 2008 
PVNGS TSC Radiological Assessment Line 6289 
PVNGS TSC Radiological Protection Coordinator 7033 / 7045 
PVNGS TSC Reactor Analyst 7025 /7042 
PVNGS TSC RP Support Technician 7045 
PVNGS TSC Safety Analysis Engineer 2026 
PVNGS TSC Security Access Control 2633 
PVNGS TSC Security Director 7019 / 7022 
PVNGS TSC Shift Technical Advisor 2028 
PVNGS TSC STSC to Ops Coordinator dedicated phone 6296 
PVNGS TSC Technical Engineering Manager 7023 / 7025 
PVNGS TSC Technical Engineering Manager 6288 
PVNGS TSC TSC Cellular phone 602-370-2744

I PVNGS USNRC Liaison Operations
-� ___________________________________ L __________________________________ J

2690
216-OSNI (8-88)
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Agency Facility Position Phone 
PVNGS Unit 1 RSP Remote Shutdown Panel 1235 / 6297 
PVNGS Unit 2 RSP Remote Shutdown Panel 2235 / 6298 

PVNGS Unit 3 RSP Remote Shutdown Panel 3235 / 6299 
RMC Emergency Assistance Radiation Management Consultants 215-243-2990 
SCE Southern California Edison Vice President 714-368-1480 
SCE Southern California Edison Vice President / Site Manager 714-368-6255 

State County EOC FAX State EOC dedicated to 602-275-1638 
State County EOC FAX State EOC to 602-231-6231 

State EOF FAX State EOC dedicated to 111 
State JENC FAX JENC 602-231-6362 
State JENC FAX State EOC dedicated to 602-231-6362 
State State EOC FAX County EOC to 602-231-6271 
State State EOC FAX JENC to 602-231-6231 
State State EOC FAX State EOC 211 

State State EOC FAX State EOC 201 
State State EOC FAX State EOC 211 

State State EOC FAX verification 602-244-0504 
State State TOC FAX JENC dedicated to 602-231-6202 
State State TOC FAX State TOC 602-231-6202 
USNRC EOF USNRC Director of Site Operations 2766 
USNRC EOF USNRC Emergency Response 2766 

Coordinator 
USNRC EOF USNRC Environmental Dose Assessment 2783 

Coordinator 
USNRC EOF USNRC Government Liaison Coordinator 2768 

USNRC EOF USNRC PMCL Communicator 2771 
USNRC EOF USNRC Protective Measures Coordinator 2760 
USNRC EOF USNRC Reactor Safety Coordinator / 2721 

Communicator 
USNRC EOF USNRC Safeguards Security Coordinator 2782 
USNRC EOF USNRC Status Summary Coordinator/ 6185 

Communicator 
USNRC EOF, TSC, Ul, U2, U3 USNRC Emergency Notification System 1-700-571-6225 
USNRC Ul, U2, U3, EOF, TSC, SIMA ENS 1-700-571-6225 

USNRC Unit I ERDS 1-700-251-6223 
USNRC Unit 2 ERDS 1-700-251-6227 

USNRC Unit3 ERDSA 1-700-251-6228 

USNRC EOF, TSC HPN 1-700-571-6232 

USNRC Headquarters Operations Center USNRC FAX 301-816-5151 
Rockville, MD 

USNRC Headquarters Operations Center USNRC 301-816-5100 
Rockville, MD 301-951-0550 

USNRC Health Physics Network Federal Telecommunications System 1-700-571-6232 
USNRC Local Area Network Federal Telecommunications System 1-700-571-6224 
USNRC Management Counterpart Link Federal Telecommunications System 1-700-571-6230 
USNRC Federal Telecommunications System Protective Measures Counterpart Link 1-700-571-6226

PV216-08NI (8-88)
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Agency Facility Position Phone 
USNRC Federal Telecommunications System Reactor Safety Counterpart Link 1-700-571-6229 
USNRC JENC USNRC 602-231-6389 
USNRC JENC USNRC 602-231-6213 
USNRC JENC USNRC 602-231-6259 
USNRC JENC USNRC 602-231-6371 
USNRC JENC USNRC 602-231-6374 
USNRC STSC Simulator A USNRC 5008 
USNRC STSC Unit 1 USNRC 3194 
USNRC STSC Unit 2 USNRC 3195 
USNRC STSC Unit 3 USNRC 3196 
USNRC TSC USNRC ENS ! RSCL Communicator 6799 
USNRC TSC USNRC Health Physics Specialist 2047 
USNRC TSC USNRC Radiation Safety Coordinator 6294 
USNRC TSC USNRC Reactor Safety Coordinator 2047 
USNRC TSC USNRC Senior Resident Inspector 2691 
USNRC USNRC PVNGS resident inspectors 3736 / 5979 

3737/ 2137 
USNRC USNRC Region IV administrator 817-860-8225 

Arlington, TX 
NRC Fax 817-860-8210 

USNRC USNRC Region IV switchboard 817-860-8100 
Arlington, TX 

USNRC USNRC NRC Fax 817-860-8210 
Wells Campbell's Drilling, Inc. Well Drilling 602-263-8093 
Wells Layne-Western Company Well Drilling 480-895-9404 
Columbia Security Energy Northwest 509-377-2880 
Gen. Sta 
Columbia Control Room (Unit 2) Energy Northwest 509-377-2278 
Gen. Sta.

PV216-08NI (8-88)
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3.0 Phonetic Alphabet 

3.1 The International Telecommunications Union standard phonetic alphabet (reference: 
http://www.itu.int/radioclub/rr/app24.htm) 

Letter ............................................. Code word ..................................................................... Spoken as * 

. ...............................................................................................................................................................  
A .................................................... Alfa ........................................................................................ Al/ Fah 

B .................................................... Bravo ................................................... Brah Voh 
C .................................................... Charlie .......................................................... Char Lee or Shar Lee 
D .................................................... Delta .............................. .......... ........ ........... Dell Tah 
E .................................................... Echo ....................... ........... .......... .............. Eck O h 
F .................................................... Foxtrot ....................................................... Foks Trot 
G .................................................... Golf ........................................................................................... Golf 
H .................................................... Hotel .............................. .......... ........ ........... Hoh Tell 
I ..................................................... India ................................................ In Dee Ah 
J ..................................................... Juliett ............................................ .... ............ Jew Lee Ett 
K .................................................... Kilo ......................... ........... .......... ............. ey Loh 
L .................................................... Lim a .................................................... Lee M ah 
M ................................................... M ike ................................ ............. ............... M ike 
N .................................................... Novem ber ................................................................ No Vein Ber 
O .................................................... Oscar .................................. .................. Oss Cah 
P .................................................... Papa .................................................... Pah Pah 
Q .................................................... Q uebec ......................................................... Keh Beck 
R .................................................... Rom eo ........................................................ ...... Row M e O h 
S .................................................... Sierra .................................................. ............ See Air Rah 
T .................................................... Tango .................................. .................. Tang Go 
U .................................................... Uniform ........................................ You Nee Form or 00 Nee Form 
V .................................................... Victor ......................... ........... .......... ............ Vik Tah 
W ................................................... W hiskey ...................................................... ........ W iss Key 
X .................................................... X-Ray ....................................................... Ecks Ray 
Y .................................................... Yankee ....................................................... Yana Key 
Z .................................................... Zulu ....................... ..................... .............. Zoo Loo 

The syllables to be emphasized are underlined

PV216-08NI (8-88)



(

Procedure Number Revision # 

EPIP-01 008
Effective Date 

03-15-2001
Document # Critical Area Control Custodian Location Paper Quantity Remarks

06-0OID EMER-COORD 

06-01 OE OPS-ADV 

06-OIOF STSC-COMM 

06-COIG RP-MON 

06-01A SHIFT-TECH-ADV 

06-011 C EMER-COORD 

06-01 ID OPS-ADV 

06-011 E STSC-COMM 

06-01 IF RP-MON 

00-000 

00-000 

00-000 NRC DOCUMENT 
CONTROL DESK 

00-000 NRC RIV ERC

EPIP-01 

EPIP-01 

EPIP-01 

EPIP-01 

EPIP-01 

EPIP-01 

EPIP-01 

EPIP-01 

EPIP-01 

EPIPS 

EPIPS 

EPIPS

PW 

PW 

PW 

PW 

PW 

PW 

PW 

PW 

PW 

PW 

PW 

PW

C/SIM-A-CAR 

C/SIM-A-CAR 

C/SIM-A-CAR 

C/SIM-A-CAR 

C/SIM-B-CAR 

C/SIM-B-CAR 

C/SIM-B-CAR 

C/SIM-B-CAR 

C/SIM-B-CAR 

C/SIM-A-PW-INV 

C/SIM-B-PW-INV 

DOCUMENT CONTROL DESK, US 
NUCLEAR REGULATORY 
COMMISSION, MAIL STATION PI-37, 
WASHINGTON, DC 20555-0001 

USNRC REGION IV, ATTN.: E.W.  
MERSCHOFF, 611 RYAN PLAZA 
DRIVE, SUITE 400, ARLINGTION, TX 
76011

5 

1

DD DELIVERY ONLY 

DD DELIVERY ONLY 

SEND CERTIFIED MAIL ONLY!

2 SEND CERTIFIED MAIL ONLY!

Quantity to be Reproduced 

PW ST 

77 
_ _ I _

For Questions Contact NIRM 

x6131 m.s. 7720

Page 2 of 5

PWEPIPS

Remarks

(

I



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 1 of 443 

Revision 
SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

PROCEDURE INTENT 

This procedure provides functional instruction for the activation and operation of the 
Satellite Technical Support Center

P'V2l16-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 2 of 443 

Revision 
SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

TABLE OF CONTENTS 

SECTION PAGE 

1 .0 O B J E C T IV E .................................................................................................................................. 4 

2.0 EXPECTATIONS/RESPONSIBILITY FOR EMERGENCY PLAN IMPLEMENTATION ............ 4 

3.0 LIMITATIONS AND PRECAUTIONS ......................................................................................... 5 

4.0 ONSHIFT EMERGENCY COORDINATOR ACTIONS - EMERGENCY CLASSIFICATION ......... 8 

5.0 ONSHIFT EMERGENCY COORDINATOR ACTIONS - STSC ACTIVATION ........................ 10 

6.0 SHIFT TECHNICAL ADVISOR ACTIONS .............................................................................. 21 

7.0 RP MONITOR ACTIONS ............................................................................................................ 23 

8.0 SATELLITE TECHNICAL SUPPORT CENTER COMMUNICATOR ACTIONS ....................... 30 

9.0 OPERATIONS ADVISOR ACTIONS ...................................................................................... 31 

10.0 T E R M IN A L A C T IO N S ................................................................................................................ 32 

APPENDIX PAGE 

Appendix A - Emergency Action Levels ...................................................................................... 33 

Appendix B - Protective Action Recommendations ...................................................................... 47 

A ppe nd ix C - F orm s ........................................................................................................................ 52 

A ppendix D - N otification ............................................................................................................... 128 

Appendix E - ERDS Activation ...................................................................................................... 138 

Appendix F - Dose Projection ........................................................................................................ 141 

Appendix G - Core Damage Assessment ..................................................................................... 151 

Appendix H - Autodialer Activation ................................................................................................ 172 

A ppendix I - A ssem bly ........................................................ .......................................................... 177 

Appendix J - Site Evacuation ........................................................................................................ 184 

Appendix K - Emergency Exposures and KI ................................................................................. 191

PV�ItQUNi �
PV216-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 3 of 443 
SRevision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix L - Accident Sampling ................................................................................................... 199 

Appendix M - Ultimate Heat Sink considerations .......................................................................... 243 

Appendix N- ERFDADS operation ................................................................................................ 245 

Appendix 0- Recovery Organization ............................................................................................. 255 

Appendix P- EAL Technical Bases ................................................................................................ 259 

Appendix Q- Dose Projection Technical Bases ............................................................................. 405 

Appendix R- Abbreviations ............................................................................................................ 441

MV�1b-4dt�NI (d.Ua�
P'V216-(BNI (8"8)}



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 4 of 443 

Revision 
SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

1.0 OBJECTIVE 

This procedure provides a means of classifying events into one of the four emergency 
classifications described in the PVNGS Emergency Plan. It should be referenced anytime the 
Shift manager / Emergency Coordinator has determined that the Unit or site is, or has the 
potential to be, in a degraded condition.  

This procedure also provides functional instruction for the activation and operation of the 
Satellite Technical Support Center. It should be referenced anytime by Emergency Response 
personnel when responding to that facility during any classified emergency event.  

2.0 EXPECTATIONS/RESPONSIBILITY FOR EMERGENCY PLAN IMPLEMENTATION 

2.1 Personnel Indoctrination 

2.1.1 The on-duty Shift Manager is the senior licensed member with the ultimate 
responsibility to protect the health and safety of the public. This Shift Manager 
responsibility is of the highest priority and supersedes all other responsibilities, 
including event mitigation. When an event occurs, the Shift Manager should 
remain in, or return to the Control Room and perform emergency plan reviews 
and classifications as required. Qualified personnel at the scene of the problem 
will assess any situation and relay information to the control room. The Shift 
Manager is responsible to ensure the initial classification and proper notifications 
are completed. The Site Manager should not relieve the Shift Manager of the 
Emergency Coordinator (EC) function until completion of the initial classification 
and notification. If the Site Manager is present at the onset of the event, it is 
acceptable for the Site Manager to make the initial classification and notification.  

2.1.2 During emergency situations wherein the Shift Manager is physically (i.e.  
personnel injury) prevented from fulfilling emergency plan requirements, the Site 
Manager is responsible for assuming the Emergency Coordinator role and 
implement the emergency plan. In the interim period prior to the Site Manager 
arriving in the affected Control Room, the following hierarchy shall be followed: 

2.1.2.1 Plant Transient not in progress - The Control Room Supervisor (CRS) is 
responsible for emergency plan implementation until relieved by the Shift 
Manager/Site Manager. The CRS is responsible to make the initial 
classification prior to being relieved as EC. If the Site Manager is present at 
the onset of the event, it is acceptable for the Site Manager to make the 
initial classification and notification.  

2.1.2.2 Plant transient in progress - The CRS is responsible to assign an EC 
qualified individual to implement the emergency plan until relieved by Shift 
Manager/Site Manager. The assigned individual should be in order of 
preference: Unaffected Unit Shift Manager, Site Manager, other SRO, STA, 
or RO.

PV216-08NI (8-88)
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2.1.3 NUREG 0654 requires notification of State/Local officials and the NRC within 15 
minutes and 1 hour respectively, following declaration of an emergency condition.  
Regulations do not specify a time limit for classifying an emergency. However, 
consistent with the NRC position published in Emergency Preparedness Position 
#2 dated 8/95, it is PVNGS management's expectation that 15 minutes is 
also an appropriate limit for classification of an event once indications are 
available to the Control Room operators that an Emergency Action Level 
(EAL) has been exceeded. Failure to recognize that an EAL has been met or 
exceeded does not delay commencement of the 15 minute classification time
clock. Classifications shall be made immediately following recognition that an 
EAL has been met or exceeded. It is not appropriate to wait 15 minutes to make a 
classification once an EAL has been met or exceeded.  

2.1.4 For conditions wherein the unit momentarily enters and exits a higher emergency 
classification, the NRC, as well as State and Local officials shall be notified of 
the transitory condition.  

3.0 LIMITATIONS AND PRECAUTIONS 

3.1 For those situations involving more than one unit, the Unit 1 Shift Manager is 
responsible for initially classifying and declaring the emergency and assuming the 
position of Onshift Emergency Coordinator.  

3.2 If the STSC becomes uninhabitable, the Emergency Coordinator should select an 
Unaffected Unit STSC as an alternate, with the assistance of the Radiation Protection 
Monitor.  

3.3 In the event of a Security Contingency, such as a direct armed attack, the Emergency 
Coordinator should assign other personnel to perform the response actions which are 
normally performed by Security.  

3.4 If an event could endanger arriving personnel due to safety or security conditions, the 
Emergency Coordinator should decide where emergency personnel should report and 
change the initial group pager and onsite Unit Evacuation System messages 
appropriately.  

3.5 Notifications to State/County agencies using the Palo Verde NAN Emergency 
Message Form shall commence within 15 minutes following each initial, 
upgraded, or downgraded emergency declaration or any change to a Protective 
Action Recommendation. Notifications to State/County agencies per the Emergency 
Termination Message Form shall commence within 15 minutes following termination of 
the emergency declaration.  

3.6 The NRC shall be notified immediately after notification of the appropriate State 
and County agencies and not later than one hour after the time of declaration of 
any emergency classification. The NRC shall be contacted immediately following 
notification of State/County agencies for emergency declaration termination.

PV216*SNI (s8-88)
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3.7 The NRC phone must be manned continuously at the NRC's request by a Senior 
Reactor Operator, Reactor Operator, or a Shift Technical Advisor.  

3.8 An Unaffected Unit Shift Technical Advisor shall report to the STSC and address 
core thermohydraulic and engineering parameters within 30 minutes after 
emergency event declaration until relieved by the Reactor Analyst in the Technical 
Support Center.  

3.9 The Emergency Response Data System (ERDS) shall be activated as soon as 
possible, but no later than 1 hour following a declaration of an Alert or higher 
emergency classification.  

3.10 Assembly is recommended at the Alert classification unless the Emergency 
Coordinator is fairly certain that the condition will not deteriorate. Assembly and 
Accountability are mandatory for a Site Area Emergency or a General Emergency.  
Accountability of personnel within the Protected Area is accomplished within 30 
minutes of an Accountability request, and continuously thereafter, using Protected 
Area boundary access control as described in the PVNGS Security Plan. Accountability 
is normally requested after Assembly has been completed.  

3.11 Although Site Evacuation is required at the General Emergency level, it is an option 
for the Emergency Coordinator to determine the need for and order a site evacuation of 
non-essential personnel at a less severe classification level. The Emergency 
Coordinator may also direct sheltering or an early dismissal of personnel prior to a 
danger of radiation exposure.  

3.12 A currently licensed Senior Reactor Operator must approve any suspension of 
safeguards directed by the Emergency Coordinator prior to taking the action.  

3.13 For conditions wherein the unit momentarily enters and exits a higher emergency 
classification, the NRC, as well as State and Local officials shall be notified of the 
transitory condition.  

3.14 Responsibilities of the Affected Unit Shift manager are: 

"* initial classification of the event per this procedure within 15 minutes once 
indications are available to the Control Room operators that an EAL has been 
exceeded 

"* notification of the Site Manager, the Shift Manager of an Unaffected Unit, or other 
qualified individual to assume the duty as Emergency Coordinator, when required 

"* organization of the onshift staff to place the plant into a safe condition 

"* assumption of the Emergency Coordinator position until relieved

PV216.08NI (8-88)
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3.15 The following non-delegable duties are assumed by the Emergency Coordinator upon 

classification of an emergency event: 

* notification of offsite emergency response agencies and organizations 

provision of Protective Action Recommendations to offsite emergency 
management agencies 

* subsequent reclassification of emergency events 

• determination of the necessity for site evacuation 

* authorization for emergency workers to exceed 10 CFR 20 exposure limits 

* activation of onsite and offsite emergency response organizations for an Alert or 
higher emergency classification level 

3.16 The Radiation Protection Monitor shall deploy at least 1 offsite survey team 
within 30 minutes following emergency declaration of an Alert or higher 
classification when an effluent monitor indicates a higher-than-normal release of 
radioactive materials is occurring. As appropriate, the team may be dispatched for 
surveys, advised to stand by, or secured from activities if no radiation release is 
apparent.  

3.17 If ERFDADS is inoperable, meteorological information required by the Radiological 
Monitoring Technician can be obtained by dialing the national Weather Service (602
379-4609 or 602-379-4611).  

3.18 On backshift and weekends, the entire onshift Emergency Response Organization 
(ERO) staff will be activated by the EC. The ERO staff will function as required by the 
event and base their operations primarily from the STSC area to facilitate briefings and 
control. When an OSC Coordinator and Repairs Coordinator arrive as onsite 
augmented personnel, the OSC is considered fully staffed and functions from the 140' 
Auxiliary Building.

PV216-08NI (8488)
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4.0 ONSHIFT EMERGENCY COORDINATOR ACTIONS - EMERGENCY CLASSIFICATION 

4.1 Emergency Classification 

NOTE 

Notification of State and County agencies shall be 
initiated within 15 minutes, following declaration of 
an emergency classification. The NRC is notified 
immediately after State and County notification and 
not later than one hour after declaration of an 
emergency classification. Regulations do not 
specify a time limit for classifying an emergency. It 
is PVNGS management's expectation that 15 
minutes is also an appropriate limit for 
classification of an event once indications are 
available to the Control Room operators that an 
Emergency Action Level (EAL) has been 
exceeded.  

Entry Conditions The following condition has been satisfied: 

A situation has occurred which requires (or may require) the implementation 
of the PVNGS Emergency Plan to protect the health and safety of the public.  

Instructions Evaluate the fission product barrier thresholds and the event based 
Emergency Action Levels in Appendix A - Emergency Action Levels for 
each emergency classification and determine the most accurate 
Emergency Action Level which is currently being met or exceeded.  

Direct the Onshift Shift Technical Advisor or another Emergency 
Coordinator qualified individual to independently verify your 
determination.  

Declare the emergency classification appropriate to the Emergency 
Action Level as determined by the flowchart on the following page.

PV216-08NI (8-88)
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4.2 Initial Actions flow chart 

A/• n Emergency Action-, 

Level is currently being •Complete logs and 
documentation appropriate to 

Sexceeded as the event 
\ eemndfoAppendix A of this/ 

S~procedure/ 

Note 
For events that cleared prior to 

initial classification, use the 
termination form.  

Complete Form EP-0541, 
Are ANPalo Verde NAN Emergency 

Emergency Action Message Form (see 
Levels (EALs) still being NAppendix C - Forms) 
" "4e ed NO (Appendix D - Notification may 

be used for guidance) 

YES 

Emergency Notification Forms are 
in Appendix C - Forms 

S, ,/•CComplete Form EP-05411, Palo, 

Verde NAN Emergency 

Declare the Emergency Message Form (see Appendix 
Classification appropriate to Q - Forms) 
the Emergency Action Level -Go to section 5.00NSHIFT 
that is currently being met or EMERGENCY COORDINATOR 
exceeded ACTIONS - STSC ACTIVATION 

And if needed 
EPIP-03, TSC Actions 

Continue in section 5.0 for STSC 
Activation
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5.0 ONSHIFT EMERGENCY COORDINATOR ACTIONS - STSC ACTIVATION 

5.1 Initial Actions - Onshift Emergency Coordinator

Facility Activation

Security 

PARs

Notifications 

Site Manager 

STSC Staffing 

OSC 
Off-Hours

Initial Actions - Onshift Emergency Coordinator

For off-hours events contact CAS via telephone (6470 / 6471 / 6472, 
4444, or dedicated line) or radio, and direct the CAS operator to notify the 
Security Operations Section Leader to complete supplemental 
notifications for NUE or higher and activate the autodialer for Alert 
or higher.  

Determine the appropriate Protective Action Recommendations using 
Appendix B - Protective Action Recommendations and the RP Monitor's 
recommendations.  

Direct the Satellite Technical Support Center Communicator to complete 
and transmit the Palo Verde NAN Emergency Message form to offsite 
agencies within 15 minutes of emergency event declaration using 
Appendix D - Notification.  

Notify the Site Manager of the emergency situation and direct the Site 
Manager to report to the Affected Unit Control Room and, upon arrival, 
conduct transfer of Emergency Coordinator responsibilities.  

The following positions are minimum staffing for the STSC. These 
positions are available at all times.  
* 1- Onshift Emergency Coordinator 
* 1- Radiation Protection Monitor 
0 2- Satellite Technical Support Center Communicator 
* 3- Shift Technical Advisor's (1 from affected unit, 2 from unaffected 

unit.) 

Activation of the STSC signals the activation of the required onshift 
Emergency Response Organization (ERO) staff. Assemble the onshift 
ERO staff for an initial briefing in the general area of the STSC. To 
facilitate subsequent briefings, instruct the staff to function from the 
STSC area as much as possible. When the OSC Coordinator and 
Repairs Coordinator arrive as onsite augmented personnel, the OSC is 
considered fully staffed. When the OSC is fully staffed direct the OSC 
organization to function from the 140' Auxiliary Building.

PVZO V�Nr �a-�n)
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5.1 Initial Actions - Onshift Emergency Coordinator (continued) 

5.1.1 If the event could endanger personnel due to safety or security conditions, 
Safety e.g., fire, toxic gas release, extreme weather conditions, security 
Notification situation, etc., perform the following: 

Transmit the following message over the Unit Evacuation System: 

"Attention all plant personnel. Attention all plant personnel. The 

following condition exists [ONSITE or IN UNIT_ ] [describe 
condition ]. All plant personnel 
are to take the following actions [select all that apply]:" 

"Take cover in the nearest safe location until further notice." 

"Avoid the area of __ [describe area to avoid]." 

(Repeat the message once.) 

Return to the Onsite Notification Process Flowchart, if appropriate.

5.1.2 
Assembly 
Notification 

(Alert, 
Site Area 
Emergency, 
General 
Emergency) 

5.1.3 
Accountability 
Request

If Assembly is to be conducted, perform the following: 

"* Sound the Unit Assembly Signal for approximately 30 seconds.  

"* Transmit the following message over the Unit Evacuation System: 

"Attention all plant personnel. Attention all plant personnel. An 
emergency situation classified as a exists in 
Unit __ [if appropriate]. Assembly is required. All personnel report 
to your designated Assembly Area." 

(Provide instructions on areas to avoid as appropriate. Repeat sounding 
the Unit Assembly Signal and the message once.) 

Return to the Onsite Notification Process Flowchart, if appropriate.  

If Accountability is to be conducted after Assembly, perform the following: 

• Request CAS Security personnel (verbally or via telephone) to 

perform Accountability and to provide the report within 30 minutes.  

Return to the Onsite Notification Process Flowchart, if appropriate.

PV216-O8NI (8-88)
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5.1 Initial Actions - Onshift Emergency Coordinator (continued)

5.1.4 
NUE Notification

Transmit the following message over the Unit Evacuation System: 
"Attention all plant personnel. Attention all plant personnel. An 
emergency situation classified as a Notification of Unusual Event 
exists in Unit . All emergency response personnel stand by until 
further notice."

Repeat message once. This responsibility can be delegated.

5.1.5 
Standard 
Notification 

(ALERT, 
Assembly not 
conducted)

5.1.6 
Site Evacuation

For an Alert or greater where Assembly is not to be conducted, perform 
the following: 
Transmit the following message over the Unit Evacuation System: 
"Attention all plant personnel. Attention all plant personnel. An 
emergency situation classified as a exists in 
Unit . All emergency response personnel report to your 
emergency location. All other personnel stand by until further 
notice." Provide instructions on areas to avoid as appropriate.  

Repeat message once. This responsibility can be delegated.

If Site Evacuation is to be conducted, determine the evacuation route / 
site egress point (with input from the Radiation Protection Monitor).  

Instruct the Security Director to complete both the supplemental onsite 
notifications and the organization / security actions for a Site Evacuation.  
(6470 / 6471 / 6472, or 4444, or dedicated line or radio).  

When actions to organize the evacuation have been completed and 
security measures have been established, transmit the following 
message over the Unit Evacuation System: 

"Attention all plant personnel. Attention all plant personnel.  
Site evacuation for non-essential personnel is required.  
Proceed to your own vehicles and follow the instructions from 
Security." 

Sound the Site Evacuation Signal for approximately 30 seconds.  

(Repeat the message once.)

PV216-08N1 (8.88)
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5.2 Subsequent Actions - Onshift Emergency Coordinator

ERO Staff 

Inplant and 
Protected Area 
repair team 
dispatch and 
control

Assume the following duties: 
"* Responsibility for control of AO movement under changing 

radiological conditions via the RPM interface.  
"* Responsibility for formation, briefing, and dispatch of emergency 

response teams via the RPM interface.  
"• Responsibility for periodic briefing of onshift ERO staff on current 

conditions.  

Coordinate repetitive implementation of the following with the RPM 
direct the available staff to prepare and dispatch inplant and Protected 
Area teams: 

Keep advised on all personnel resource availability.  

Prioritize team entries and dedicate resources per the following 
guidelines: 

Primary: 
• Immediate entry needed for life or equipment saving 
• 10 CFR 20 exposure limits may be exceeded 
& Appendix K - Emergency Exposures and KI may be used.  
a Radiation Protection personnel will accompany the team.  

Secondary: 
"* No life or equipment saving actions 
"* PVNGS Administrative Exposure Hold Points may be exceeded 
"• Appendix K - Emergency Exposures and KI may be used.  
"* A pre-entry survey will be completed 

Normal: 
"* No life or equipment saving actions 
"* No dose limits exceeded 

Work with the RPM as necessary to establish radiological controls, hold 
points, dose extensions and potassium iodide administration decisions.

PV216"O8NI (8-88)
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5.2 Subsequent Actions - Onshift Emergency Coordinator (continued)

Followup Perform the following actions as required: 

IF... THEN...  

the Shift Technical Direct the Shift Technical Advisor(s) to assess 
Advisor time required core damage within 30 minutes, to notify the 
actions need to be USNRC within 1 hour, and to activate the 
addressed Emergency Response Data System within 1 hour, 

if appropriate.  

dose projection Direct the Radiation Protection Monitor to deploy at 
requirements need to be least 1 offsite survey team within 30 minutes and 
addressed obtain the dose assessment data necessary to 

complete a dose projection.  

the other Units need to be Notify the unaffected Units' Shift Managers of the 
informed of the event emergency.  

Perform the following actions as required: 

IF... THEN...  

reclassification of the Reclassify per Appendix A - Emergency Action 
emergency is required Levels.  

you need a plant status Review the initiating event, plant status, 
update from Control Room emergency classification, EOP in use, and 
personnel corrective actions with Control Room personnel.  

a briefing to onshift ERO Conduct briefings based on plant conditions and 
staff is indicated other problems.  

emergency teams need to During onshift staff timeframes, the RPM will assist 
be dispatched in team briefing and dispatch. After TSC activation, 

the TSC will control teams.  

additional information to the Direct the Satellite Technical Support Center 
Arizona Radiation Communicator to prepare form EP-0542, Follow
Regulatory Agency is up Emergency Message (see Appendix C 
necessary Forms).

Status

rvCIo-U0INr�d-�O)PV216-08NI (8-88)
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5.2 Subsequent Actions - Onshift Emergency Coordinator (continued)

Protective 
measures

Perform the following actions as required:

IF.. THEN...  

a change to the Direct the Satellite Technical Support Center 
emergency classification Communicator to complete and transmit Form EP
or Protective Action 0541, Palo Verde NAN Emergency Message Form 
Recommendation is (see Appendix C - Forms) to offsite agencies within 
indicated 15 minutes of emergency classification.  

the Satellite Technical Authorize emergency exposures as necessary.  
Support Center is deemed Adjust stay times of Satellite Technical Support 
uninhabitable Center personnel to minimize exposure. Relocate 

personnel to an Unaffected Unit Satellite Technical 
Support Center, if necessary.  

use of Potassium Iodide is Consult with the Radiation Protection Monitor 
indicated regarding the use of Potassium Iodide and 

authorize administration of Potassium Iodide to 
personnel. Appendix K - Emergency Exposures 
and KI may be used for guidance.  

the Operations Support Direct the relocation of staff, equipment, and 
Center is deemed supplies to an Alternate Operations Support 
uninhabitable Center in a designated Unaffected Unit. Ensure 

that radiological precautions are observed.  

"a fire response is indicated Implement 14DP-0FP32, Emergency Notification 
and Response, and dispatch the Fire Team and 
Fire Team Advisor. If required, instruct the Security 
Director to contact the offsite fire department for 
assistance.  

"a medical response is Implement 14DP-0FP32, Emergency Notification 
indicated and Response, and 14DP-0FP11, Emergency 

Medical Response. Contact x4444 and advise. If 
necessary, dispatch an emergency medical team 
and coordinate any required offsite assistance.

I�V216 U8NI (8.88)
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5.2 Subsequent Actions - Onshift Emergency Coordinator (continued)

Security 

Repairs

Perform the following actions as required: 

IF... THEN...  

offsite assistance is Request the Security Director to call the 
required appropriate organizations and arrange for access 

when assistance arrives (6470 / 6471 / 6472, 4444, 
or dedicated line or radio).  

site access needs to be Instruct the Security Director to limit access to 
restricted PVNGS and to contact the Local Law Enforcement 

Agency for assistance, if required.  

site access is required for Instruct the Security Director to arrange access for 
offsite assistance personnel personnel not registered on the Emergency 

Response Personnel Access List and/or those 
individuals without Protected Area access.  

Perform the following actions as required: 

IF... THEN...  

inplant status information Determine the scope of emergency repairs, 
is required radiological surveys, etc. Authorize team dispatch 

via the RPM interface.  

an accident sample is Direct Chemistry to initiate the actions necessary 
required to obtain accident sampling and analysis per 

Appendix L - Accident Sampling.  

the disposition of Implement 74DP-9ZZ14, Contaminated Water 
contaminated water in Management Program.  
secondary systems is 
required

PV216-OSNI (8-88)
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5.2 Subsequent Actions - Onshift Emergency Coordinator (continued) 

Turnover of When consulted by the Onsite Emergency Coordinator (EC) or OSC 
Duties Coordinator in an Alert or higher emergency classification, provide a 

briefing on the following items: 
"* initiating event 
"* emergency classification(s) 
"* current plant status 
"* procedures in use 
"* corrective actions applied thus far 

When the Satellite Technical Support Center Communicator and the 
Radiation Protection Monitor have been relieved of their onsite duties, 
transfer the onsite EC duties and responsibilities to the Onsite Emergency 
Coordinator in the Technical Support Center.  

When the Satellite Technical Support Center Communicator and the 
Radiation Protection Monitor have been relieved of their offsite duties, 
transfer the offsite EC duties and responsibilities to the Emergency 
Operations Director in the Emergency Operations Facility.  

Transfer OSC duties and responsibilities to the OSC Coordinator and the 
Repairs Coordinator when they arrive.  

Ensure that the USNRC Liaison in the Technical Support Center has 
assumed continuous communications capabilities with the USNRC.  

If the Emergency Operations Facility is relocated to the Backup 
Emergency Operations Facility resume offsite responsibilities 
(notification of classifications, PAR's and dose assessment) until able to 
transfer offsite responsibilities to the EC in the TSC or the EOD in the 
Backup EOF.

PV216-08NI (8-88)
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5.3 Terminal Actions - Onshift Emergency Coordinator 

Event Address the following items prior to downgrading the event: 
Downgrade 

"* Conditions requiring the current emergency classification level no 
longer exist.  

"* The anticipated plant response is such that there should be no 
degradation to any fission product barriers or increase in radiation 
releases.  

"• Present plant conditions are such that there is no possibility of an 
adverse impact on the health and safety of the public and plant 
personnel due to actions associated with event downgrade.  

"* Consultation with government agencies and the Emergency 
Operations Director, if appropriate, has taken place.  

Transmit the following message over the Unit Evacuation System: 
"Attention all plant personnel. Attention all plant personnel. The 
emergency situation declared in Unit __ has now been downgraded 
to a " 

Provide special instructions as necessary. Repeat the message once.  
This responsibility can be delegated.

D
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5.3 Terminal Actions - Onshift Emergency Coordinator (continued) 

Event Address the following items prior to terminating the event: 
Termination 0 The anticipated plant response is such that there should be no 

challenge to any fission product barriers or radiation releases in 
excess of Technical Specifications.  

" Present plant conditions offer no possibility of an adverse impact on 
the health and safety of the public and plant personnel.  

" Consultation with government agencies and the Emergency 
Operations Director, if appropriate, has taken place.  

If Assembly had been initiated, sound the "All Clear" Signal for 
approximately 30 seconds.  

Transmit the following message over the Unit Evacuation System: 
"Attention all plant personnel. Attention all plant personnel. The 
emergency situation declared in Unit ___ has now been terminated." 
Provide special instructions as necessary. As appropriate, repeat 
sounding the "All Clear" Signal and the message once. This responsibility 
can be delegated.  

Direct the Satellite Technical Support Center Communicator to 
complete the Form EP-0541, Palo Verde NAN Emergency Message 
Form (see Appendix C - Forms) and transmit it to those government 
agencies listed on the form.  

Direct the Shift Technical Advisor to notify the USNRC as soon as 

possible of emergency termination.  

Notify the Unaffected Units' Shift Managers of emergency termination.  

At termination of the emergency classification, notify the PVNGS 
Nuclear Regulatory Affairs Department or the respective Unit Duty 
Engineer and request a written summary be provided to state / county 
offsite authorities within 8 hours (5 days if terminated from a Notification 
of Unusual Event). Provide copies of required materials, as requested by 
the Nuclear Regulatory Affairs Department, for preparation of the report.  

Record Retention Transfer copies of all associated paperwork to the Emergency Planning 

Department. Forward all original paperwork to the Unit Operations 
Department for sorting, collating, and transfer to Nuclear Information 
Records Management.

PV216-OONI (8-88)
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6.0 SHIFT TECHNICAL ADVISOR ACTIONS 

6.1 Initial Actions - Onshift Shift Technical Advisor

Continuing actions

ERDS 

Contacting 
personnel

On a continuing basis, independently verify the current emergency 
classification, assess the status of plant systems and critical plant 
parameters as directed, and communicate the findings to the Shift 
Manager.

For an Alert or higher Emergency Classification, activate the Emergency 
Response Data System (ERDS) in accordance with Appendix E - ERDS 
Activation.  

Contact technical support personnel as required.

6.1 Initial Actions - Unaffected Unit Shift Technical Advisor

Status assessment 

Plant Status

When duties have been assumed and an informational briefing has been 
received, assess the status of plant systems and core thermohydraulic 
parameters on a continuing basis.  

Establish contact with the Plant Status Technicians in the Technical 
Support Center and Emergency Operations Facility, if activated, and 
arrange a 3-way conference call for communicating 15-minute plant 
system status updates.

6.2 Subsequent Actions - Onshift Shift Technical Advisor

Continuing 
assistance 

Continuing 
assessments 

Periodic briefings

Continue independent verification of any changes to emergency 
classifications and communicate the findings to the SM / EC.  

Continue assessments and assist Control Room personnel.  

Periodically brief the Shift Manager concerning plant status, availability of 
support personnel, and corrective action recommendations.

6.2 Subsequent Actions - Unaffected Unit Shift Technical Advisor

Status assessment Continue assessments of plant systems and core therohydraulic 
parameters.

PV216-08NI (8-88)
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6.2 Subsequent Actions - Unaffected Unit Shift Technical Advisor

Core Damage 
Assessment 

Status Updates 

Complete 
worksheeet 

USNRC notification 

USNRC Contact 

Core 
Thermohydraulics 

Onshift Support

Perform Core Damage Assessment per Appendix G - Core Damage 
Assessment.  

Provide a status of plant conditions to the Emergency Coordinator and 
Radiation Protection Monitor on a periodic basis.  

Obtain an Event Notification Worksheet from the Event Reporting Manual 
and complete the form fields as completely as possible.  

Using the Event Notification Worksheet and within 1 hour of initial, 
upgraded, or downgraded emergency classification, notify the USNRC 
Operations Center via the ENS NRC telephone. Dialing a '1" prefix is not 
necessary when calling the NRC.  

Maintain contact with the USNRC until relieved by the USNRC Liaison 
Operations in the Technical Support Center.  

Maintain assessments of plant systems and core thermohydraulic 
parameters until relieved by the Reactor Analyst in the Technical Support 
Center.  

Provide support to the Onshift Shift Technical Advisor as required.

6.3 Terminal Actions 

All Shift Technical Advisors will submit logs, data, and other 
documentation to the Shift Manager after event termination.

PV216-08NI (8-88)
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7.0 RP MONITOR ACTIONS 

7.1 Initial Actions 

Facility activation Receive briefing from EC.  

Brief EC on current radiological conditions as known: 
"* Discuss need for control of AO movement as necessary.  
"* Discuss OSC control and briefing needs.  

Obtain initial Met Data, plant conditions and RMS data.  

7.1.1 First actions

First actions Perform these actions as soon as practical following activation.  

IF... THEN...  

an Alert or higher Deploy at least 1 offsite survey team * within 30 
classification exists and minutes following emergency declaration. The 
there are indications of a team may be dispatched for surveys, advised to 
release ongoing. stand by, or secured from activities if no radiation 

release is apparent.  

indications of a release Perform dose projections (see Appendix F - Dose 
exist or are imminent Projection) and issue an initial PAR (see Appendix 

B - Protective Action Recommendations) based 
on dose projections.  

* - Contact the WRF Control Room at 3007/3002 to dispatch a field team driver.
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7.2 Subsequent actions

Review actions Continually review the following actions for performance as required.  

IF... THEN...  

changing radiological Establish control over AO movement by working 
conditions exist with the EC. If necessary, have all AOs sign in on 

the Emergency REP and obtain EPDs.  

dispatch of teams is • Establish control over personnel by working 
required with the EC to follow the "Emergency Team 

Dispatch Guidelines." 

* Provide radiological briefings to the ERO 
teams.  

changing radiological 0 Monitor location of Security Personnel by 
conditions exist contacting Security Director. Work with Security 

Director to move Security Personnel as 
necessary until TSC activation.  

* Monitor plume pathway and move onsite 
personnel as necessary to minimize dose 
Water Rec Facility, Neutrino Facility, Buildings 
A-X, warehouses, etc.  

0 Monitor plume pathway and discuss incoming 
and outgoing personnel movement with EC.
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7.2.1 Emergency team dispatch guidelines 

Inplant and Coordinate repetitive implementation of the following with the EC and 
Protected Area direct the available ERO staff to prepare and dispatch inplant and 
repair team Protected Area teams.  
dispatch and 
control Keep the Emergency Coordinator advised on all personnel resource 

availability.  

Prioritize team entries and dedicate resources per the following 
guidelines and in accordance with the EC's direction: 

Primary: 
0 Immediate entry needed for life or equipment saving 
0 10 CFR 20 exposure limits may be exceeded 
* Appendix K - Emergency Exposures and KI may be used.  
* Radiation Protection personnel will accompany the team.  

Secondary: 
"* No life or equipment saving actions 
"* PVNGS Administrative Exposure Hold Points may be exceeded 
"* Appendix K - Emergency Exposures and KI may be used.  
"* A pre-entry survey will be completed 

Normal: 
"• No life or equipment saving actions 
"• No dose limits exceeded 

Conduct or direct briefings with team members (the EC or Control Room 
Staff will assist for specific job detail). Establish radiation protection 
equipment requirements and identify any hold (or abort) points at 
significant segments for the mission.  

Use the EP-0131 Briefing Forms (see Appendix C - Forms) to document 
each team dispatch and each team debrief on their return.
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7.2.2 Radiological Field Assessment Team (RFAT) dispatch 

Radiological Field Select RFAT Team members and give them the initial radiological and 
Assessment Team meteorological information to safely reach the RFAT vehicle. A driver 
(RFAT) dispatch from the Water Reclamation Facility may be used during onshift 

response. The driver should be given an initial briefing per TelCon.  

Instruct the field team members to retain their personal whole body 
TLD's when exiting the protected area and proceed to their Radiological 
Field Assessment Team (RFAT) vehicles and establish radio 
communication.  

When the vehicle radio communications checks have been completed, 
provide a specific briefing to team members regarding current survey 
requirements, current radioactive release details and survey 
assignments.  

If any of the below thresholds are found to be met or exceeded, the 
RFAT Team shall immediately inform either the Radiation Protection 
Monitor in the Satellite Technical Support Center or the Radiological 
Assessment Coordinator in the Emergency Operations Facility. These 
may impact the current classification and must be passed to the 
Emergency Coordinator as soon as possible.  

Threshold Site Boundary Dose Rate 
NUE ....................... > 0.1 mRem/hr Deep Dose Equivalent 
Alert ...................... > 1.0 mRem/hr Deep Dose Equivalent 
SAE ...................... > 100 mRem/hr Deep Dose Equivalent 

> 500 mRem/hr Thyroid CDE 
GE ...................... > 1000 mRem/hr Deep Dose Equivalent 

> 5000 mRem/hr Thyroid CDE 

RFAT Teams will locate and track the radioactive plume by determining 
plume edge and centerline dose rates and surveying as directed. The 
criteria for Emergency Action Levels are based on Plume Centerline 
values; therefore varying dose rates or changing conditions shall be 
immediately brought to the attention of the RAC.  

The following indications of a plume are typical: 
Slowly increasing dose / count rate: approaching plume edge 
Sharp increase in dose rate: reached plume edge 
Highest instrument reading: reached plume centerline 
Open window > closed window reading: immersed in plume 
Open window = closed window reading: plume overhead (shine) 
Ground level > waist level reading: ground deposition present
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7.2.3 Radiological Field Assessment Team (RFAT) dispatch, continued 

Radiological Field Once the plume is located, the RFAT Team will radio in their current 
Assessment Team location and plume information, and obtain specific direction on dose 
(RFAT) dispatch rates and air samples to be taken. The RFAT Teams will supply only 
(continued) OW/CW dose rate readings; beta corrections to actual dose will be done 

onsite.  

RFAT air sampling shall be performed in accordance with 75RP-9RP07, 
Radiological Surveys. ( <10 cubic feet air samples may be taken for 
ALARA considerations.) 

RFAT iodine cartridges should be purged in clean air for 30 seconds after 
sampling to aid in removal of noble gases.  

All dose rates and air sample calculations performed by the field team 
members shall be documented on Form EP-0481, Air Sample Data (see 
Appendix C - Forms).  

RFAT Team members are responsible for monitoring their individual 
doses and ensuring they remain within the limits set by the RPM/RAC 
Staff.
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7.2.4 Procedural guidance

Procedural 
guidance

Refer to the following appendices or procedures as required.

IF... THEN...  

accident condition sampling Appendix L - Accident Sampling 
is required using the PASS, 
the High Range RMS skids 
or other sample paths 

assembly / accountability is Appendix I - Assembly 
called 

Containment entry 40DP-9ZZ01, Containment Entry Modes 1-4 
(Operations primarily responsible, but RMS review 
prior to entry is required) 

dose extensions Appendix K - Emergency Exposures and KI 

dose projections Appendix F - Dose Projection 
Appendix Q- Dose Projection Technical Bases 

EDE /TEDE SID limits to Appendix Q- Dose Projection Technical Bases, 
be issued to affected teams section 1.9, External EDE/TEDE Ratios 

Met data is not available via Appendix F - Dose Projection, page 146 (Note) 
ERFDADS 

Protective Action Appendix B - Protective Action Recommendations 
Recommendations are Also review Appendix A - Emergency Action 
required Levels, Radiological Event Category (Modes 1-6 

and defueled unless specified) 

Potassium Iodide Appendix K - Emergency Exposures and KI 
administration is indicated 

site evacuation is called Appendix J - Site Evacuation
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7.3 Terminal actions

Turnover of duties

Radiation 
instrumentation 

Record retention

Transfer onsite and inplant responsibilities to the Radiological Protection 
Coordinator in the Technical Support Center.  

Transfer offsite responsibilities to the Radiological Assessment 
Coordinator in the Emergency Operations Facility.  

Notify the EC after the above transfers are completed.  

Remain in the STSC to provide habitability surveys, and to stay current 
with Operations activities. Update the EOF, TSC, and OSC as 
appropriate based on conditions and events.  

If the Emergency Operations Facility is relocated to the Backup 
Emergency Operations Facility resume offsite responsibilities until able 
to transfer offsite responsibilities to the Radiological Assessment 
Coordinator in the Backup Emergency Operations Facility.  

Ensure that dose rate meters from the emergency kit are transmitted to 
the calibration facility for calibration and required maintenance.  

Submit logs, data, and other documentation to the Emergency 
Coordinator or Shift Manager after event termination.
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8.0 SATELLITE TECHNICAL SUPPORT CENTER COMMUNICATOR ACTIONS 

NOTE 

Notifications to offsite agencies shall commence, via 
the NAN, within 15 minutes following initial, 
upgraded, or downgraded emergency declarations, 
and within 15 minutes following each change in the 
current Protective Action Recommendation.

8.1 Initial Actions 

Facility Activation 

Offsite notifications

When notified to report to the Control Room / Satellite Technical Support 
Center, report to the facility for an Emergency Coordinator briefing.  

As directed, perform the actions associated with initial offsite agency 
notifications (see Appendix D - Notification).

8.2 Subsequent Actions 

Status updates Keep the Emergency Coordinator advised of issues or potential problems 
regarding the notification process.  

Duty transfer to EOF Transfer duties and responsibilities for offsite notifications to the 
Government Liaison Government Liaison in the Emergency Operations Facility when 

contacted.  

Updating EOF on If requested, transmit a copy of the current Form EP-0541, Palo Verde 
latest message NAN Emergency Message Form (see Appendix C - Forms), by fax to the 

Emergency Operations Facility.  

Duties after EOF Maintain communications and logs for the facility as required. If EOF is no 
relief longer able to perform offsite agency notifications, that duty may be 

transferred back to the STSC Communicator.  

If the Emergency Operations Facility is relocated to the Backup 
Emergency Operations Facility resume offsite responsibilities until able 
to transfer offsite responsibilities to the Government Liaison in the 
Backup Emergency Operations Facility.  

8.3 Terminal Actions 

Submit logs, data, and other documentation to the Emergency 
Coordinator after event termination.
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9.0 OPERATIONS ADVISOR ACTIONS 

9.1 Initial Actions

Facility Activation After duties have been assumed and an informational briefing has been 
received, consult with the Control Room Shift Manager and determine the 
technical / operational aspects of the event(s) in progress.

9.2 Subsequent Actions

Facility activation When contacted by the Operations Coordinator in the Technical Support 
Center, provide the technical and operational aspects of the event(s) in 
progress to the Operations Coordinator, when appropriate.  

Providing guidance As required, provide technical and operational guidance to the 
Emergency Coordinator and Operations personnel.  

Assisting operations Assist, as necessary, in reclassification of the emergency and in any 
development of procedures for emergency operations.  

Containment entry Provide analysis of containment conditions prior to entry per 40DP
9ZZ01, Containment Entry in Modes 1 Through 4.

9.3 Terminal Actions 

Submit logs, data, and other documentation to the Shift Manager after 
event termination.
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10.0 TERMINAL ACTIONS 

Terminal Actions - Onshift Emergency Coordinator 

Event Address the following items prior to terminating the event: 
Termination • The anticipated plant response is such that there should be no 

challenge to any fission product barriers or radiation releases in 
excess of Technical Specifications.  

• Present plant conditions offer no possibility of an adverse impact on 
the health and safety of the public and plant personnel.  

* Consultation with government agencies and the Emergency 
Operations Director, if appropriate, has taken place.  

If Assembly had been initiated, sound the "All Clear" Signal for 
approximately 30 seconds.  

Transmit the following message over the Unit Evacuation System: 
"Attention all plant personnel. Attention all plant personnel. The 
emergency situation declared in Unit __ has now been terminated." 
Provide special instructions as necessary. As appropriate, repeat 
sounding the "All Clear" Signal and the message once. This responsibility 
can be delegated.  

Direct the Satellite Technical Support Center Communicator to 
complete the Form EP-0541, Palo Verde NAN Emergency Message 
Form (see Appendix C - Forms) and transmit it to those government 
agencies listed on the form.  

Direct the Shift Technical Advisor to notify the USNRC as soon as 

possible of emergency termination.  

Notify the Unaffected Units' Shift Managers of emergency termination.  

At termination of the emergency classification, notify the PVNGS 
Nuclear Regulatory Affairs Department or the respective Unit Duty 
Engineer and request a written summary be provided to state / county 
offsite authorities within 8 hours (5 days if terminated from a Notification 
of Unusual Event). Provide copies of required materials, as requested by 
the Nuclear Regulatory Affairs Department, for preparation of the report.  

Record Retention Transfer copies of all associated paperwork to the Emergency Planning 

Department. Forward all original paperwork to the Unit Operations 
Department for sorting, collating, and transfer to Nuclear Information 
Records Management.
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Appendix A Page 1 of 14 

Appendix A - Emergency Action Levels 

1.0 Precautions and limitations 

1.1 The Emergency Action Levels in this section each incorporate an Emergency Action 
Level Identification Code (i.e., nn-nn) immediately following the Emergency Action 
Level statement. This code functions as a cross-reference to the PVNGS Emergency 
Action Level Technical Bases in Appendix P- EAL Technical Bases. The first number 
corresponds to the EAL table number in this section. The second number corresponds 
to the sequential EAL within that table. The identification code number is also employed 
as data on PVNGS Emergency Message Forms.  

1.2 Each entry in this section incorporates the industry generic Initiating Condition (IC) and 
the plant specific Emergency Action Level. The Initiating Condition should be reviewed 
to ensure the significance addressed by the Emergency Action Level is taken into 
consideration.  

1.3 The plant operating Mode that existed at the time the event occurred, prior to any 
protective system or operator action initiated in response to the condition, is the 
applicable Mode of the Emergency Action Levels. If an event occurs, and a lower or 
higher plant operating Mode is reached before the emergency classification can be 
made, the declaration shall be based on the Mode that existed at the time the event 
occurred.  

1.4 If a conflict exists in the classification level due to an Emergency Action Level 
discrepancy, the Emergency Action Level most accurately describing the condition 
should be applied when classifying the event.  

1.5 If an indication of barrier challenge or failure exists which is inconsistent with the 
current emergency classification, rediagnose plant conditions and implement the 
emergency classification indicated.  

1.6 If a more severe Fission Product Barrier "LOSS" Category in Section 3 has been met, 
then assume the "POTENTIAL LOSS" criteria of the associated category has been 
automatically satisfied.  

1.7 Used in the context of a steam generator tube rupture as stated in the Fission Product 
Barrier Emergency Action Level [1-7], a "prolonged release of contaminated secondary 
coolant" encompasses a main steam line break, feedwater line break, stuck open 
steam generator safety and/or atmospheric dump valve(s), and plant cooldown (i.e., to 
Mode 5) while steaming the affected steam generator to atmosphere.
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Appendix A Page 2 of 14 

2.0 Instructions 

2.1 Evaluate the following tables and determine the most accurate Emergency Action Level 
which is currently being met or exceeded.  

2.2 Direct the Onshift Shift Technical Advisor or another Emergency Coordinator qualified 
individual to independently verify your determination.
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Table 1: Fission Product Barrier Reference (Modes 1-4)
FUEL CLAD BARRIER RCS BARRIER CONTAINMENT BARRIER 

POTENTIAL LOSS LOSS POTENTIAL LOSS LOSS POTENTIAL LOSS LOSS 

Highest valid CET Highest valid CET temperature > RCS leak > 44 gpm [1-6] RCS leak rate > available CTMT pressure 50 psig and Rapid unexplained CTMT 
temperature > 500 F 12009F [1-1] makeup capacity as indicated increasing [1-10] pressure decrease following by a loss of RCS subcooling initial increase [1-1 0] 
superheated [1-1] (i.e., RCS at saturation 

conditions) [1-6] 

RCS activity > 300 ,uCi/gm Dose CTMT pressure > 8.5 psig with CTMT pressure or sump level 
Equivalent 1-131 [1-3] both CTMT Spray Systems not response not consistent with 

operating [1-10] LOCA conditions [1-10] 

CTMT radiation monitor: CTMT radiation monitor: Failure of both CTMT isolation 
RU-148 > 1.2E+06 mrem/hr, or RU-1 48 > 6.2E+09 mrem/hr, or valves in any one line to close 
RU-149 > 1.8E+06 mrem/hr, RU-149 > 8.7E+09 mrem/hr and pathway to the 
[1-4] [1-11] environment exists 

[1-13] 

Valid RVLMS level SGTR > 44 gpm [1-7] SGTR > 132 gpm with a Release of contain. Secondary 
currently or previously prolonged release of side to atmosphere (i.e., S/G 
< 21% plenum [1-2] contaminated secondary safety or ADV) with S/G P/S 

coolant occurring from the leakage > Tech Spec allowable 
ruptured S/G to the S/G P/S leakage [1-14] 
environment (see Limitations in 
Section 1) [1-7] 

LOAF such that minimum H2 concentration > 3.5% 
acceptable feedwater flow 
cannot be maintained [1-8] by volume [1-10] 

GET > 12 0 02F and not restored 
w/i 15 min. or CET > 7001F with 
RVLMS < 21% plenum and not 
restored within 15 min. [1-12] 

Any condition that, in the opinion of the SM/EC, Any condition that, in the opinion of the SM/EC, Any condition that, in the opinion of the SM/EC, 
indicates loss or potential loss of Fuel Clad Barrier indicates loss or potential loss of RCS Barrier indicates loss or potential loss of CTMT Barrier 
[1 -5] [1 -9] [1-15] 

APPLY THE CRITERIA ABOVE TO THE CONDITIONS BELOW 

UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

Any loss OR any potential loss of Containment Any loss OR any potential loss of either Fuel Loss of both Fuel Clad and RCS Loss of any two barriers 
Clad or RCS 

OR AND 

Potential loss of both Fuel Clad and RCS Potential loss of a third barrier 

OR 

Potential loss of either Fuel Clad or RCS AND 
loss of any additional barrier
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UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 
IC - Loss of All Offsite Power to Essential IC - AC Power Capability to Essential Buses IC - Loss of All Offslte Power and Loss of All IC - Prolonged Loss of All Offsite Power and 
Buses for > 15 Minutes Reduced to a Single Power Source for > 15 Onsite AC Power to Essential Buses Prolonged Loss of All Onsite AC Power 

Minutes Such That Any Additional Single 
Loss of offsite power (ESF XFMRs) to both 4.16 Failure Would Result In Station Blackout Loss of offsite power (ESF XFMRs) and loss of Loss of offsite power (ESF XFMRs) and loss of 
KV Class 1 E buses PBA-S03 and PBB-S04 for onsite AC power (EDGs) to both 4.16 KV Class onsite AC power (EDGs) to both 4.16 KV Class 
> 15 minutes and both Emergency Diesel Either PBA-EI-S03 or PBB-EI-S04 indicates no 1E buses PBA-S03 and PBB-S04 for > 15 1E buses PBA-S03 and PBB-S04 in Modes 1-4 
Generators (EDGs) are supplying power to their voltage in Modes 1-4 under the following minutes in Modes 1-4 [2-5] AND 
respective 4.16 KV Class 1 E buses [2-1] condition: Power restoration to at least one 4.16 KV Class 

1 E bus within 4.5 hours is not likely or 
Loss of offsite power (ESF XFMRs) to both 4.16 degradation of core cooling based on Fission 
KV Class 1 E buses PBA-S03 and PBB-S04 for Product Barrier monitoring is indicated [2-7] 
> 15 minutes and one 4.16 KV Class 1E bus is 
powered from a single onsite power source 
(EDG) 
OR 
Loss of onsite power (EDGs) to both 4.16 KV 
Class 1E buses PBA-S03 and PBB-S04 for > 15 
minutes and one 4.16 KV Class 1E bus is 
powered from a single offsite power source 
(ESF XFMR) [2-3] 

IC - Loss of All Offslte Power and Loss of All 
Onsite AC Power to Essential Buses During 
Cold Shutdown or Refueling Mode 

Loss of offsite power (ESF XFMRs) and loss of 
onsite AC power (EDGs) to both 4.16 KV Class 
1E buses PBA-S03 and PBB-S04 for > 15 
minutes in Modes 5-6 and Defueled [2-4] 

IC - Unplanned Loss of Required DC Power IC - Loss of All Vital DC Power 
During Cold Shutdown or Refueling Mode for 
> 15 Minutes Loss of all required 125 V Class 1E DC power 

(voltage < 112 as indicated on PKA-EI-M41, 
Unplanned loss of required 125 V Class 1 E DC PKB-EI-M42, PKC-EI-M43, and/or PKD-EI
power (voltage < 112 as indicated on PKA-EI- M44) for > 15 minutes in Modes 1-4 [2-6] 
M41, PKB-EI-M42, PKC-EI-M43, and/or PKD
El-M44) for > 15 minutes in Modes 5-6 and 
Defueled [2-2]

(
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Table 2: Electrical Event Category (Modes 1-6 and defueled unless specified)
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I it me monitor reading is sustained for longer tnan tne time frame specified and required assessments cannot be completed Within tnis period, tnen tne 
declaration must be made based on the valid reading.

_B Table 3: Radiological Event Category (Modes 1-6 and defueled unless specified)

UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

IC - Any Unplanned Release of Gaseous or IC - Any Unplanned Release of Gaseous or IC - Boundary Dose Resulting from an Actual IC - Boundary Dose Resulting from an Actual 
Liquid Radioactivity to the Environment that Liquid Radioactivity to the Environment that or Imminent Release of Gaseous or Imminent Release of Gaseous 
Exceeds Two Times the Radiological Exceeds 200 Times the Radiological Radioactivity that Exceeds 100 mR Whole Radioactivity that Exceeds 1000 mR Whole 
Technical Specifications for 60 Minutes or Technical Specifications for 15 Minutes or Body or 500 mR Child Thyroid for the Actual Body or 5000 mR Child Thyroid for the 
Longer Longer or Projected Duration of the Release Actual or Projected Duration of the Release 

Using Actual Meteorology 
Per 74RM-gEF41: Per 74RM-9EF41: Per 74RM-9EF41: 

Confirmed Plant Vent sample analysis or valid Confirmed Plant Vent sample analysis or valid Confirmed Plant Vent sample analysis or valid * Per 74RM-9EF41: 
reading on Plant Vent RU-143 CH-1 indicating reading on Plant Vent RU-143 CH-1 indicating reading on Plant Vent RU-144 CH-1 indicating Confirmed Plant Vent sample analysis or valid 
> 1.22E-03/yCi/cc sustained for 60 minutes or > 1.22E-02 pCi/cc sustained for 15 minutes or > 2.20E-01 pCi/cc sustained for 15 minutes or reading on Plant Vent RU-144 CH-1 indicating 
longer longer longer > 2.20E+00 pCi/cc sustained for 15 minutes or 
OR OR OR longer 
Valid dose assessment indicates > 1000 Valid dose assessment indicates > 10000 Valid dose assessment indicates> 100 mrem/hr OR 
mrem/year Total Body Dose at the Site mrem/year Total Body Dose at the Site External EDE at the Site Boundary Valid dose assessment indicates > 1000 
Boundary [3-1] Boundary [3-8] OR mrem/hr External EDE at the Site Boundary 

Valid dose assessment indicates > 1 .OOE+06 OR 
mrem/year Total Body Dose at the Site Valid dose assessment indicates > 1.00E+07 
Boundary [3-14] mrem/year Total Body Dose at the Site 

Boundary [3-17] 
IC - Any Unplanned Release of Gaseous or IC - Any Unplanned Release of Gaseous or IC - Boundary Dose Resulting from an Actual IC - Boundary Dose Resulting from an Actual 
Liquid Radioactivity to the Environment that Liquid Radioactivity to the Environment that or Imminent Release of Gaseous or Imminent Release of Gaseous 
Exceeds Two Times the Radiological Exceeds 200 Times the Radiological Radioactivity that Exceeds 100 mR Whole Radioactivity that Exceeds 1000 mR Whole 
Technical Specifications for 60 Minutes or Technical Specifications for 15 Minutes or Body or 500 mR Child Thyroid for the Actual Body or 5000 mR Child Thyroid for the 
Longer Longer or Projected Duration of the Release Actual or Projected Duration of the Release 

Per 74RM-9EF41: Per 74RM-gEF41: * Per 74RM-9EF41: 

Confirmed Fuel Bldg. sample analysis or valid Confirmed Fuel Bldg. sample analysis or valid Confirmed Fuel Bldg. sample analysis or valid * Per 74RM-9EF41: 
reading on Fuel Bldg. RU-145 CH-1 indicating reading on Fuel Bldg. RU-146 CH-1 indicating reading on Fuel Bldg. RU-146 CH-1 indicating Confirmed Fuel Bldg. sample analysis or valid 
> 3.12E-03 pCi/cc sustained for 60 minutes or > 1.13E-01 pCi/cc sustained for 15 minutes or > 1.96E+00,uCi/cc sustained for 15 minutes or reading on Fuel Bldg. RU-146 CH-2 indicating 
longer longer longer > 1.96E+01 uCi/cc sustained for 15 minutes or 
OR OR OR longer 
Valid dose assessment indicates> 1000 Valid dose assessment indicates > 10000 Valid dose assessment indicates> 100 mrern/hr OR 
mrem/year Total Body Dose at the Site mrem/year Total Body Dose at the Site External EDE at the Site Boundary Valid dose assessment indicates > 1000 
Boundary [3-2] Boundary [3-9] OR mrem/hr External EDE at the Site Boundary 

Valid dose assessment indicates > 1.OOE+06 OR 
mrem/year Total Body Dose at the Site Valid dose assessment indicates > 1 .OOE+07 
Boundary [3-15] mrerm/year Total Body Dose at the Site 

Boundary [3-18]
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ladle 3: Hadiological Event Category (Modes 1-6 and defueled unless specified)
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SUNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 
IC - Any Unplanned Release of Gaseous or IC - Any Unplanned Release of Gaseous or 
Liquid Radioactivity to the Environment that Liquid Radioactivity to the Environment that 
Exceeds Two Times the Radiological Exceeds 200 Times the Radiological 
Technical Specifications for 60 Minutes or Technical Specifications for 15 Minutes or 
Longer Longer 

Unplanned radioactivity release which results in Unplanned radioactivity release which results in 
Site Boundary dose rates > 2 x ODCM Section Site Boundary dose rates > 20 x ODCM Section 
3.0, 4.0, and 5.0 limits as measured with 3.0, 4.0, and 5.0 limits as measured with 
portable instrumentation [3-3] portable instrumentation [3-10] 

IC - Any Unplanned Release of Gaseous or IC - Any Unplanned Release of Gaseous or IC -Boundary Dose Resulting from an Actual IC -Boundary Dose Resulting from an Actual 
Liquid Radioactivity to the Environment that Liquid Radioactivity to the Environment that or Imminent Release of Gaseous or Imminent Release of Gaseous Exceeds Two Times the Radiological Exceeds 200 Times the Radiological Radioactivity that Exceeds 100 mR Whole Radioactivity that Exceeds 1000 mR Whole Technical Specifications for 60 Minutes or Technical Specifications for 15 Minutes or Body or 500 mR Child Thyroid for the Actual Body or 5000 mR Child Thyroid for the Longer Longer or Projected Duration of the Release Actual or Projected Duration of the Release 

Using Actual Meteorology Site Boundary dose rate > 0.1 mrem/hr Deep Site Boundary dose rate > 1.0 mrem/hr Deep Site Boundary dose rate > 100 mrem/hr Deep Dose Equivalent as measured with portable Dose Equivalent as measured with portable Dose Equivalent as measured with portable Site Boundary dose rate > 1000 mremfhr Deep instrumentation [3-4] instrumentation [3-11] instrumentation Dose Equivalent as measured with portable 
OR instrumentation 
Valid dose assessment indicates> 100 mrem/hr OR 
TEDE or > 500 mremlhr thyroid CDE at the Site Valid dose assessment indicates > 1000 
Boundary [3-16] mrem/hr TEDE or > 5000 mrem/hr thyroid CDE 

at the Site Boundary [3-19]
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Tadle 3: Radiological Event Category (Modes 1-6 and defueled unless specified)
<• I I I -

UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 
IC - Unexpected Increase in Plant Radiation IC - Release of Radioactive Material or 
or Airborne Concentration Increases in Radiation Levels within the 

Facility that Impedes Operation of Systems 
Unexpected increase by a factor of 1000 over Required to Maintain Safe Operations or to 
normal levels in valid direct area radiation Establish or Maintain Cold Shutdown 
monitor readings within the unit 

Valid readings on the associated radiation 
(normal levels comprise the highest reading in monitor in any of the following areas required to 
the past 24 hours excluding the current peak maintain plant safety functions which are: 
value) [3-5] 

(1) > 15 mR/hr: 
RU-18 Control Room 
RU-1 8 Secondary Alarm Station 

OR 

(2) > 5000 mR/hr: 
RU-18 Remote Shutdown Panels 
RU-155 Main Steam Support Structure 
RU-153c Auxiliary Bldg. 100' East 
RU-23 Chemistry Hot Laboratory 
RU-19 Fuel Building [3-12] 

IC - Unexpected Increase in Plant Radiation IC - Major Damage to Irradiated Fuel or Loss 
or Airborne Concentration of Water Level that Has or Will Result In the 

Uncovering of Irradiated Fuel Outside the 
Uncontrolled water level decrease (as indicated Reactor Vessel 
by associated level alarms, sumps, or by visual 
indication) in the reactor refueling cavity, spent Major damage to irradiated fuel or indication of 
fuel pool, and/or fuel transfer canal with all loss of water level in the reactor refueling cavity, 
irradiated fuel assemblies remaining covered by spent fuel pool, and/or fuel transfer canal (i.e., 
water [3-6] level < 132.5 Hf. elevation as indicated by 

associated level alarms, sumps, or by visual 
indication) such that the uncovering of irradiated 
fuel (outside the reactor vessel) has or will occur 
AND 
Valid high radiation alarm on the associated 
radiation monitor exists: RU-16, RU-31, RU-33, 
RU-1 43, or RU-1 45 [3-13] 

IC - Fuel Clad Degradation 

RCS specific activity > Technical Specification 
allowable limits [3-7]
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Table 4: Leakage Event Category (Modes 1-6 and defueled unless specified)
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UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE), GENERAL EMERGENCY (GE) 

IC - RCS Leakage 

Unidentified or pressure boundary 
leakage > 10 gpm in Modes 1-4 
[4-1] 

IC - RCS Leakage 

Identified leakage > 25 gpm in Modes 
1-4 
[4-1]
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Table 5: Malfunction Event Category (Modes 1-6 and defueled unless specified) 

UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

IC - Failure of Reactor Protection System IC - Failure of Reactor Protection System IC - Failure of Reactor Protection System to 
Instrumentation to Complete or Initiate a Instrumentation to Complete or Initiate an Complete an Automatic Scram and Manual 
Automatic Reactor Scram Once a Reactor Automatic Reactor Scram Once a Reactor Scram Was NOT Successful and There Is an 
Protection System Setpoint Has Been Protection System Setpoint Has Been Indication of an Extreme Challenge to the 
Exceeded and Manual Scram Was Exceeded and Manual Scram Was NOT Ability to Cool the Core 
Successful Successful 

Failure of RPS to complete an automatic reactor 
Failure of RPS to initiate or complete an Failure of RPS to initiate or complete an shutdown (i.e., subcritical) and manual 
automatic reactor shutdown(i.e., subcritical) automatic reactor shutdown (i.e., subcritical) shutdown was not successful when in Modes 
once an RPS setpoint has been met or once an RPS setpoint has been met or 1-2 
exceeded and manual shutdown was exceeded and manual shutdown was not AND 
successful when in Modes 1-2 successful when in Modes 1-2 [5-7] CET > 12009F, or RVLMS < 21% plenum, or 

minimum acceptable feedwater flow cannot be 
(manual shutdown includes reactor trip maintained [5-11] 
pushbuttons and/or removal of power to 
CEDMCS Bus from the Control Room) [5-4] 

IC - Inability to Maintain Plant In Cold IC - Loss of Water Level In the Reactor Vessel 
Shutdown that Has or Will Uncover Fuel In the Reactor 

Vessel 
Loss of any function or system which precludes 
the ability to maintain Cold Shutdown and a Loss of reactor vessel water level that has or will 
temperature increase has occurred that either uncover fuel in the reactor vessel when in 
exceeds 210QF or results in an uncontrolled Modes 5-6 (RE: 40EP-9EO11, Lower Mode 
temperature rise approaching 210 2F when in Functional Recovery; Safety Analysis 
Modes 5-6 [5-5] Operational Data) [5-8] 

IC - Complete Loss of Function Needed to 
Achieve or Maintain Hot Shutdown 

Loss of any function (i.e., heat removal, 
reactivity control) or system which precludes the 
ability to achieve or maintain Hot Shutdown 
when in Modes 1-4 [5-9]
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Table 5: Malfunction Event Category (Modes 1-6 and defueled unless specified)
UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

IC - Unplanned Loss of Most or All Safety IC - Unplanned Loss of Most or All Safety IC - Inability to Monitor a Significant 
System Annunciation or Indication In the System Annunciation or Indication in the Transient In Progress 
Control Room for > 15 Minutes Control Room with Either (1) a Significant 

Transient In Progress, or (2) Compensatory Loss of most or all safety system annunciation 
Unplanned loss of most or all safety system Non-Alarming Indicators are Unavailable with a significant transient in progress while in 
annunciation for > 15 minutes requiring Modes 1-4. Compensatory indications and 
Increased monitoring while in Modes 1-4 and Unplanned loss of most or all safety system indications needed to monitor safety functions 
compensatory indications are available [5-1] annunciation for > 15 minutes requiring are both not available [5-101 

increased monitoring while in Modes 1-4 and 
either compensatory indications are unavailable 
or a significant transient is in progress (5-6] 

IC - Inability to Reach Required Shutdown 
Within Technical Specification Limits 

Inability to reach required shutdown conditions 
within the Tech Spec LCO allowable Action 
Statement time limits while in Modes 1-4 (5-2] 

IC - Unplanned Loss of All Onsite or Offsite 
Communications Capabilities 

Loss of all offsite communications capability 
from the Control Room/STSC. This includes 
normal PBX, dedicated lines, ringdown lines, 
ENS, NAN primary, and NAN radio [5-3] 

IC - Unplanned Loss of All Onsite or Offsite 
Communications Capabilities 

Loss of all onsite communications capability 
affecting the ability to perform routine 
operations. This includes normal PBX, plant 
page system, two-way radio, and sound 
powered phone system [5-3]
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Table 6: Hazards Event Category (Modes 1-6 and defueled unless specified) 

UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

IC - Fire Within Protected Area Boundary IC - Fire or Explosion Affecting the 
Not Extinguished Within 15 Minutes of Operability of Plant Safety Systems 
Detection Required to Establish or Maintain Safe 

Shutdown 
Fire affecting major structures or areas within 
the Protected Area not extinguished within 15 Fire or explosion affecting safety systems 
minutes of Control Room notification or Control required for the current operating Mode as 
Room alarm verification [6-1] indicated by degraded performance or as 

indicated by plant personnel reporting visible 
damage (i.e., deformation, scorching) to 
permanent structures or equipment [6-9] 

IC - Natural and Destructive Phenomena 
Affecting the Protected Area 

Explosion affecting the Protected Area resulting 
in visible damage (i.e., deformation, scorching) 
to permanent structures or equipment [6-2] 

IC - Control Room Evacuation Has Been IC - Control Room Evacuation Has Been 
Initiated Initiated and Plant Control Cannot Be 

Established 
Entry into 40A0-9ZZ1 8, Shutdown Outside 
Control Room, or 40AO-9ZZ1 9, Control Room Evacuation of Control Room and control not 
Fire, for Control Room evacuation [6-10] established locally at the Remote Shutdown 

Panel within 15 minutes [6-18] 

IC - Natural and Destructive Phenomena IC - Natural and Destructive Phenomena 
Affecting the Protected Area Affecting the Plant Vital Area 

Vehicle/aircraft crash or missile impact into Vehicle/aircraft crash or missile impact affecting 
plant structures or systems within the Protected plant vital areas [6-111 
Area [6-3] 

IC - Natural and Destructive Phenomena 
Affecting the Plant Vital Area 

Visible structural damage to any building 
containing safe shutdown equipment [6-12]
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Table 6: Hazards 4� �

Table 6: Hazards Event Category (Modes 1-6 and defueled unless specified) 

UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

IC - Release of Toxic or Flammable Gases IC - Release of Toxic or Flammable Gases 
Deemed Detrimental to Safe Operation of Within a Facility Structure Which 
the Plant Jeopardizes Operation of Systems Required 

to Maintain Safe Operations or to Establish 
Release of toxic or flammable gases that could or Maintain Cold Shutdown 
enter the Site Boundary and deemed 
detrimental to safe operation of the plant Toxic or flammable gas within a facility structure 
[6.4] affecting operation of safety systems required 

for the current operating Mode or is life 
threatening to personnel within those structures 
per site Fire Department analyses [6-13] 

IC - Natural and Destructive Phenomena IC - Natural and Destructive Phenomena 
Affecting the Protected Area Affecting the Plant Vital Area 

Main turbine failure causing casing penetration Main turbine failure generating missiles which 
or damage to turbine oil seals or generator result in visible damage to structures containing 
seals [6-5] safety related equipment [6-14] 

IC - Natural and Destructive Phenomena IC - Natural and Destructive Phenomena 
Affecting the Protected Area Affecting the Plant Vital Area 

Valid "Strong Motion Accelerometer Confirmed earthquake > OBE levels per 
SystemTrigger" indicated on Seismic Warning 791S-9SM01 such thatpreliminary analysis 
Panel per 791S-9SM01 [6-6] indicates OBE validity [6-15] 

IC - Natural and Destructive Phenomena IC - Natural and Destructive Phenomena 
Affecting the Protected Area Affecting the Plant Vital Area 

Tornado affecting the Protected Area [6-7] Sustained winds > 105 mph (design levels) or 
tornado with average winds > 300 mph (design 
basis) per 40AO-9ZZ21, Acts of Nature[6-1 6] 

IC - Natural and Destructive Phenomena IC - Natural and Destructive Phenomena 
Affecting the Protected Area Affecting the Plant Vital Area 

Flooding affecting the Protected Area [6-8] Flooding potentially affecting safety systems 
required for the current operating Mode [6-17]
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Table 7: Security Event Category (Modes 1-6 and defueled unless specified) 
UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

IC - Confirmed Security Event IC - Security Event in a Plant IC - Security Event in a Plant Vital IC - Security Event Resulting in 
Which Indicates a Potential Protected Area Area Loss of Ability to Reach and 
Degradation in the Level of Safety Maintain Cold Shutdown 
of the Plant Security event within the Protected Security event within any vital area 

Area (RE: 40DP-0OP07) [7-2] (RE: 40DP-0OP07) [7-3] Security event resulting in the loss of 
Declared Security Color Code ability to reach and maintain Cold 
Condition - Red (Security Shutdown from the Control Room or 
Emergency) indicating a potential Remote Shutdown Panel [7-4] 
degradation in the level of safety of 
the plant [7-1]
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Table 8: Miscellaneous Event Category (Modes 1-6 and defueled unless specified) 

UNUSUAL EVENT (NUE) ALERT SITE AREA EMERGENCY (SAE) GENERAL EMERGENCY (GE) 

IC - Natural and Destructive IC - Natural and Destructive 
Phenomena Affecting the Phenomena Affecting the Plant 
Protected Area Vital Area 

Control Room assessment that an Control Room assessment that an 
event has occurred affecting the event has occurred affecting the 
Protected Area [8-1] plant vital areas [8-3] 

IC - Other Conditions Existing IC - Other Conditions Existing IC - Other Conditions Existing IC - Other Conditions Existing 
Which in the Judgment of the Which in the Judgment of the Which in the Judgment of the Which in the Judgment of the 
Emergency Director Warrant Emergency Director Warrant Emergency Director Warrant Emergency Director Warrant 
Declaration of an Unusual Event Declaration of an Alert Declaration of a Site Area Declaration of a General 

Emergency Emergency 
Other conditions exist which, in the Other conditions exist which, in the 
judgment of the SM/EC, indicate a judgment of the SM/EC, indicate that Other conditions exist which, in the Other conditions exist which, in the 
potential degradation of the level of plant safety systems may be judgment of the SM/EC, indicate judgment of the SM/EC, indicate: 
safety of the plant [8-2] degraded and that increased actual or likely major failure of plant 

monitoring of plant functions is functions needed for protection of (1) actual or imminent substantial 
warranted [8-4] the public [8-5] core degradation with potential for 

loss of CTMT, or 

(2) potential for uncontrolled 
radionuclide releases that can 
reasonably be expected to exceed 
EPA PAG plume exposure levels 
outside the Site Boundary [8-6]
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Appendix B Page 1 of 5 

Appendix B - Protective Action Recommendations 

1.0 Precautions and limitations 

1.1 In the event of a declaration of General Emergency, the response by the State of 
Arizona may involve actions to evacuate the public to include citizens out to ten miles in 
the Emergency Planning Zone. Note that the state's Protective Action Decision may 
differ from the site's Protective Action Recommendation.  

1.2 The protective actions determined within this document are provided to offsite agencies 
as recommendations. Offsite agencies may employ conservative adjustments prior to 
issuing Protective Action Decisions. For this reason, it is essential that protective 
actions recommended to offsite agencies by PVNGS are accurate.  

1.3 Environmental Protection Agency guidance stresses evacuation in lieu of shelter 
whenever possible. Shelter is appropriate only when evacuation cannot be 
implemented or when the duration of the release is expected to be shorter than the time 
period required to evacuate.  

1.4 A Protective Action Recommendation may be based on the current emergency 
classification, current plant conditions, or on a dose projection. When a dose projection 
is unavailable or not applicable, the Protective Action Recommendation should be 
based on the current emergency classification or plant conditions.  

1.5 The Emergency Operations Director shall be informed of the basis for all 
recommended protective actions submitted for issuance to the State of Arizona. The 
information should include any default or abnormal data used to determine the 
recommended protective action and a clarification of the effect these values may have 
on the recommended protective action.  

1.6 If wind direction is unavailable from installed instrumentation and cannot be clearly 
determined by alternate means, e.g., the Unit 1 STA link to the RG system, the 
Protective Action Recommendation must be applied to all sectors. If ERFDADS is 
unavailable, meteorological information required by the Radiological Monitoring 
Technician can be obtained by dialing the National Weather Service in Phoenix (602
379-4609 or 602-379-4611) and requesting current meteorological data at PVNGS. For 
this case, Delta-T will be derived by the Radiological Monitoring Technician. The 
Radiation Protection Monitor should ensure that the Emergency Coordinator is 
informed and that someone is sent to the Meteorological Tower for resolution of failure 
and to obtain local data, if possible.
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2.0 Conditions Impacting PAR's 

2.1 ONSHIFT: The following conditions may impact the current PAR.  

2.1.1 As monitored by the Unit STSC Staff 

"* a large fission product inventory (> fuel clad gap activity) has been 
released to containment.  

"* if imminent containment failure is projected such that a "puff" release > 
design leak rate will occur in conjunction with substantial core damage or 
large fission product inventory.  

2.1.2 As monitored by the RPM 

"* actual dose rates at Site Boundary 

"• projected dose rates at Site Boundary 

"* whether the EPA Protective Action Guidelines are projected to be met or 
exceeded at Site Boundary 

"* current meteorological information.  

"* as time permits RPM initiates Form EP-0381, Dose Projected PAR, to 
document applicability of dose to the PAR (if a PAR is issued based on non
release conditions, the sheet will document that no release is occurring at 
that time).  

2.2 ONSITE: The following conditions may impact the current PAR.  

2.2.1 As monitored by the TSC Staff 

a large fission product inventory (> fuel clad gap activity) has been 
released to containment.  

if imminent containment failure is projected such that a "puff" release > 
design leak rate will occur in conjunction with substantial core damage or 
large fission product inventory.
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2.2.2 As monitored by the RAC 

"* actual dose rates at Site Boundary 

"* projected dose rates at Site Boundary 

"* whether the EPA Protective Action Guidelines are projected to be met or 
exceeded at Site Boundary 

"* current meteorological information.  

"* as time permits DAHP initiates Form EP-0381, Dose Projected PAR, to 
document applicability of dose to the PAR (if a PAR is issued based on non
release conditions, the sheet will document that no release is occurring at 
that time).
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3.0 Protective Action Recommendations 

3.1 Determine the appropriate protective actions using the table below and the RP 
Monitor's recommendations.  

Protective Action Recommendations 

CONDITION RECOMMENDED ACTION 

NOTIFICATION OF UNUSUAL EVENT or ALERT declared NONE 

SITE AREA EMERGENCY declared SHELTER within a 2-mile radius 

GENERAL EMERGENCY declared EVACUATION for 2-mile radius and 5 miles in potentially 
OR EPA Protective Action Guidelines are projected to be affected sectors. (For a "puff" release, evacuation may take 
exceeded (at Site Boundary): longer than the expected release duration - in these situations, 
5 REM > TEDE > 1 Rem consider SHELTER for areas that cannot be evacuated before 
25 REM > TODE > 5 Rem plume arrival.) 

Large fission product inventory (> fuel clad gap activity) has been EVACUATION for 5-mile radius and 10 miles in potentially 
released to containment affected sectors.  
OR EPA Protective Action Guidelines are projected to be (For a "puff" release, evacuation may take longer than the 
exceeded (at Site Boundary): expected release duration - in these situations, consider 
TEDE > 5 Rem SHELTER for areas that cannot be evacuated before plume 
TODE > 25 Rem arrival.) 
OR Imminent containment failure is projected such that a "puff" 
release > design leak rate will occur in conjunction with 
substantial core damage or large fission product inventory 

CAUTION 
An updated PAR should be considered if changes occur that impact radiological conditions 

(i.e. stability class, radiation levels, wind direction, etc.). The updated PAR should 
include both the newly affected sectors and the previously affected sectors.  

Wind from Affected Sectors Distance to S.B. Wind from Affected Sectors Distance to S.B.  

169-191 R-A-B 0.82 (A) 349-011 H-J-K 1.68 (J) 

192-213 A-B-C 0.83 (B) 012-033 J-K-L 1.14 (K) 

214-236 B-C-D 1.58 (C) 034-056 K-L-M 0.75 (L) 

237-258 C-D-E 1.37 (D) 057-078 L-M-N 0.63 (M) 

259-281 D-E-F 1.34 (E) 079-101 L-M-N-P-Q 0.62 (N) 

282-303 E-F-G 1.28 (F) 102-123 M-N-P-Q-R 0.63 (P) 

304-326 F-G-H 1.31 (G) 124-146 N-P-Q-R-A 0.74 (Q) 

327-348 G-H-J 1.88 (H) 147-168 Q-R-A 0.83 (R) 

PV216-08NI (8-88)
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4.0 PAR Follow-up Actions 

4.1 STSC/TSC Staff 

"* ongoing review Appendix A, Emergency Action Levels 

"• ongoing review of containment activity and potential release situation 

4.2 RPM/RAC 

"* ongoing review Appendix A, Emergency Action Levels 

"• provide an update to the existing PAR as required based on changes to the 
radiological conditions (i.e. stability class, radiation levels, wind direction, 
etc.) 

"* updates/changes to an existing PAR should include both the newly affected 
sectors and the previously affected sectors.  

5.0 Guidance for dose beyond the 10 mile EPZ (EPA guidelines apply within the 10 mile 

EPZ only) 

5.1 RPM/RAC 

"* recommendations to the State for protective actions (PARs) beyond 10 
miles are not made by the Site (existing recommendations were developed 
by the EPA and apply to within the 10 mile EPZ - ARRA will develop 
protective actions as required for all areas outside the 10 mile EPZ.) 

"* dose rates and related plume data should be provided to the EC/EOD as 
soon as it becomes clear that detectable levels will be seen beyond 10 
miles. Following EC/EOD notification and approval communicate 
information to ARRA.  

"* data provided should not be based on projections. Plume travel time will 
allow a more accurate data set to be developed from actual field readings 
and samples.
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Appendix C - Forms 
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1.0 Precautions and limitations 

1.1 Forms in this appendix are to be considered "samples." In accordance with 
01 DP-0AP01, Procedure Process," the user may copy a sample form from the 
procedure if the copy is legible enough to use.  

1.2 Forms in this appendix are available on the PVNGS Electronic Forms Menu, 
PVNGS\Site Specific\Emergency Planning.

rVZb.VbN, 1u-�a)
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S 

Form EP-0010, Logistics Overview (sample) 

FORM EP-0010 A F'VNGS EMERGENCY PLANNING

LOGISTICS OVERVIEW

Name: Time: Date:

A. ERO Shift Schedule (describe any abnormalities): 

B. Status of onsite emergency response facilities and equipment: 

STSC: 

TSC: 

OSC: 

EOF: 

C. Additional manpower / equipment I documentation support needed (status, problems, etc.): 

D. American Nuclear Insurers (ANI) informed of current status (if applicable, state comments): 

E. Additional information (if applicable):

F._EPO0101=OC 08/0199 22:.40:06

2.0 Form 

2.1

�V218 O8N) (8 88)
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2.2 Form EP-0011, Personnel Shift Staffing, page 1 of 5 (sample) 

FORM EP-0011 E PVNGS EMERGENCY PLANNING 

PERSONNEL SHIFT STAFFING (Part 1 of 5) 

Complete the checklist below and the attached emergency response facility staffing sheets as necessary 
to ensure effective transition between shifts. Brief the EOD on staffing requirements, if applicable.  

Complete the following items as soon as possible: 

__ Staffing established for 2 shifts - EOD briefed as applicable 

__ Individual staff members informed of shift assignment and time of shift work hours 

__ Emergency response facility staffing boards updated to reflect shift schedules 

Complete the following items at shift change: 

Formal turnover for each position regarding emergency status and duties and responsibilities 

Staff members briefed on any abnormalities or problems encountered or anticipated 

Ensure facility managers brief off-going staff on the following items applicable to their facility: 

•* __ significant events leading to current plant status 

S* __ current emergency classification level 
* _ current Protective Action Recommendation and decisions by the State of AZ 
* - radiological status 
•* __ corrective actions taken thus far 
S* __ prognosis on plant status and current state of the emergency 

__ On-coming staff assumes duties and responsibilities for their respective positions 

__ Shift change occurs 

- Facility managers advised on status of shift change 

__ Emergency response facility staffing boards updated to reflect current staff members on shift 

SEP-o0011 E EPIP-01/02/03/04

PV216-08NI (8-88)
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2.3 Form EP-0011, Personnel Shift Staffing, page 2 of 5 (sample)

FORM EP-0011 E PVNGS EMERGENCY PLANNING

SATELLITE TECHNICAL SUPPORT CENTER (Part 2 of 5) 

Onshift Emergency Coordinator* 

Operations Advisor 

Radiation Protection Monitor* 

3 - Shift Technical Advisors* 

2 - STSC Communicators * 

OTHER: 
Facility Advisor

* - position required for facility activation

F-W EP-0011 E

- 4 i

4 -t 4

PV216-O8NI (8-88)
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2.4 Form EP-0011, Personnel Shift Staffing, page 3 of 5 (sample)

FORM EP-001 I E PVNGS EMERGENCY PLANNING

TECHNICAL SUPPORT CENTER (Part 3 of 5) 

Onsite Emergency Coordinator * 
Administrative Support (two) 

Chemistry Coordinator 

Electrical Engineering* 

Emergency Coordinator Technical Asst.  

Emergency Maintenance Coordinator 

Mechanical Engineering * 
Operations Coordinator 

Probabilistic Risk Assessment 

Radiation Protection Support Technician 

Radiological Protection Coordinator 

Reactor Analyst * 
Safety Analysis Engineer 

Security Director * 

Shift Technical Advisor 

Technical Engineering Manager 

USNRC Liaison Operations 

OTHER: 
Facility Advisor 

Plant Status Technician 

Shift Technical Advisor (additional) 

* - position required for facility activation

EP-0011 E

VVZ�b USNI iS SB)

EPIP-01/02/03104
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2.5 Form EP-0011, Personnel Shift Staffing, page 4 of 5 (sample)

FORM EP-0011 E PVNGS EMERGENCY PLANNING

OPERATIONS SUPPORT CENTER (Part 4 of 5) 

Operations Support Center Coordinator 

2 - Chemistry Technicians * 
3 - Electrical Maintenance Technicians* 

E-Plan Driver * 

Fire Protection / 2 - EMT* 

Instrumentation and Control Technician + 

2 - Mechanical Maintenance Technician * 
Rad Waste Operator * 
9 - (10 if a second RMT is not available) 

Radiation Protection Technician * 
1 (2 if available) - Radiological Monitoring 
Technician * 
Repairs Coordinator 

Security * 
Survey Task Qualified Position • 

OTHER: 

Facility Advisor

* - position required for facility activation

W EP-O011 E EPIP-01/02/03/04

4 F

1

-F I F

-I- F
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2.6 Form EP-0011, Personnel Shift Staffing, page 5 of 5 (sample)

FORM EP-0011 E PVNGS EMERGENCY PLANNING

EMERGENCY OPERATIONS FACILITY (Part 5 of 5) 

Emergency Operations Director * 
Administrative and Logistics Coordinator 

Administrative Support (two) 

Dose Assessment Health Physicist 

Government Liaison* 

Information Coordinator 

Radiation Protection Support Technician 

Radiological Assessment Communicator 

Radiological Assessment Coordinator • 

Security Coordinator 

Shift Technical Advisor 

Systems Engineering 

Technical Analysis Manager • 

USNRC Liaison Health Physics 

OTHER: 
Ass't Emergency Operations Director 

Facility Advisor 

Plant Status Technician 

- position required for facility activation

FEW EP-01l1 E

IOOO)

EPIP-01102/03104

v216-OSNI (8-88)
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2.7 Form EP-0012, Emergency Action Log (sample) 

FORM EP-0012A PVNGS EMERGENCY PLANNING 

EMERGENCYACTION LOG

Name: Position: IFacility Date:

FEPOO0ZDOC 08/01/99 22:54:46

PV216-O8NI (8-88)
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2.8 Form EP-0013, Duty Contact Register (sample)

FORM EP-0013 a PVNGS EMERGENCY PLANNING

DUTY CONTACT REGISTER 

INSTRUCTIONS 

NOTE: Per 10 CFR 26.20(e), any individual offsite reporting for duty in the TSC and/or EOF shall be questioned on 
Fitness for Duty and the response(s) shall be recorded.  

Complete the following information: 

"* print the following: individual name I current time I facility where reporting 
"* record both responses to the following questions in the appropriate blanks: 

Question 1: "Have you abstained from alcohol for the past 5 hours?" 

Question 2: "Are you fit for duty?"

.I Na e of Iniida I Tm IFoFaity. I Rso es)tQu stin

1-

F.EPOO13 DCC O&Ot/99 22:57:42

2

1

2

1

2

1

2

1

2

1

2

1

2

1

________________2

1

________________2

1~

Reviewed by: Date: 
(Signature) 

Reviewe : Review sign this form and submit it tothe ECorEODwhencompleted. Ensure that the facility leader for each 
Individual reporting for duty is made awsare~olley Individual's condition where alcohol has been consumed.

FEPOO13.DO 08/01/99 22:57:42
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2.9 Form EP-0021, FAX Cover (sample) 

FORM EP-0021 A PVNGS EMERGENCY PLANNING 

ARIZONA PUBLIC SERVICE COMPANY 
Palo Verde Nuclear Generating Station 

FAX Cover Sheet 

TO: 

PHONE: _ 
VOICE FAX 

FROM: 

PHONE: .  
VOICE FAX 

PAGES: 
INCLUDING FAX COVER SHEET 

Emergency Planning 

FEP0021.00C 08101199 23:00:40

PVZ16-08NI (8-88)
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2.10 Form EP-0022, EOF Document Distribution (sample)

FORM EP-0022 A PVNGS EMERGENCY PLANNING

EOF DOCUMENT DISTRIBUTION

Date: _ Time:

Retrieve Form EP-0381 and the MESOREM print report from the RAC I Dose Assessment Health 
Physicist workstations and proceed to the copy machine. Make the following number of copies:

Form EP-0381: 
MESOREM print report:

12 
5 (original may be several pages)

Return the originals to the RAC / Dose Assessment Health Physicist workstations.

Distribute copies of both documents per the following lists (some copies must be transmitted via FAX):

Government Liaison (EOF) 1 
Radiation Protection Support Technician (EOF) 1 

Radiation Protection Technician (OSC) 1 

Radiological Assessment Communicator (EOF) 1 

Radiological Assessment Coordinator (EOF) 

Radiological Protection Coordinator (TSC) 1 

Radiological Status Board (EOF) 1 

State of Arizona Representative (EOF) 1

USNRC Liaison Health Physics (EOF) 2

MESOREM Print Report: Radiological Assessment Coordinator (EOF) 1 
Radiological Protection Coordinator (TSC) 1 

State of Arizona Representative (EOF) 1 
USNRC Liaison Health Physics (EOF) 2 

*replace the old form

08M01/99 23:04.08

Name:

FEP0022.DOC

PV216-08NI (8-88)
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2.11 Form EP-0030, Chemistry Status (sample)

FORM EP-0030 A PVNGS EMERGENCY PLANNING

CHEMISTRY STA TUS 

Name: Date: Time: 

_SAMPLE ANALYSES 
Reactor Coolant System Containment Secondary 

POST ACCIDENT SAMPLING EVALUATION 

RCS: 

Containment: 

RU-144: 

RU-146: 

STEAM GENERATOR HYDROGEN BUBBLE RECOMMENDATION TO REDUCE 

#1 Steam Generator. Y ( %) N 

#2 Steam Generator-. Y ( %) N 

COU-NtR'OOM STAT -US 

OTHER Ii4FORMATION

FEP0030.DOC 081WOr99 23:06:48

PV216-08NI (S-88)
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2.12 Form EP-0051, Chemistry Cart #1 Preparation Checklist (sample) 

FORM EP-0051 a PVNGS EMERGENCY PLANNING 

CHEMISTRY CART #1 PREPARATION CHECKLIST 

Name: Date: Time: 

NOTE: This cart preparation can be used for obtaining either liquid or gas samples 

M(hMAree7mi liqd vLS 
Modified lead brick (made to contain three 7-ml liquid vials) 
Modified lead brick (made to contain three 9.2-cc gas vials) 

Adjustable pipettes (with pipette tips) in ranges to allow for sample distribution and dilutions 

Beaker with de-ionized water (2! 50 ml) 

2 gas-tight (twist-lock) 1-cc syringes 

10-ml liquid syringe with a 1½-inch needle 

Plastic paper I plastic bags / parafilm to hold the 7-ml 1 9.2-cc gas vial after final dilution and 
prior to counting 

Labels for chemistry samples 

1-inch thick lead carrying case (pig) 

Absorbent paper 

Three 9.2-cc gas vials with septums (one of them evacuated by 0. 1 cc) 

Three 7-ml liquid vials with screw caps 

Needle-nose pliers 

Parafilm 

Lead bricks 
(place one lead brick in front and one behind each of the modified dilution lead bricks) 

Calculator 

Scissors 

Prepared by: 
(Signature) (Oate) 

FEPOO51.DOC 08/01199 23:09:09

5VZ15.08N1 8-88)
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2.13 Form EP-0052, Chemistry Cart #2 Preparation Checklist (sample) 

FORM EP-0052A PVNGS EMERGENCY PLANNING

CHEMISTRY CART #2 PREPARATION CHECKLIST 

Name: Date: Time: 

NOTE: This cart preparation can be used for obtaining either liquid or gas samples as designated 

ILIQUID: .  

1-ml (B-D) liquid syringe 

6-inch syringe needle 

2-inch thick lead pig (fabricated for a 3Yi-ml glass vial) 

3Yml glass vial 

Parafilm 

Temporary syringe disposal cask 

500-ml beaker (for temporary disposal of used pipette tips, needles, etc.) 

GAS: 

2 gas-tight (twist-lock) 1-cc syringes 

1 -inck thick lead syringe carrying case 

Temporary syringe disposal cask 

Remote tools (two sets may be needed if transporting to an Unaffected Unit) 

Gas syringe carrying case (aluminum case to accommodate syringe and handling tool) 
SBOT H -RE MOTETO0 LS: i 

Syringe handling tool (two sets may be needed for gas sampling if a gas sample is to be 
transported to an Unaffected Unit) 

Prepared by: 
(Signature) (Date)

FEP0052.OOC 08/01/99 23:11:27

'V�1Ij.O8N� (8.88)
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2.14 Form EP-0053, Chemistry Cart #3 Preparation Checklist (sample)

FORM EP-0053 A PVNGS EMERGENCY PLANNING 

CHEMISTRY CART #3 PREPARATION CHECKLIST 

Name: Date: Time: 
NOTE: This checklist is generally performed by the Radiological Monitoring Technician and can be 

used for obtaining RMS HI-Range skid samples 

Sample handling tool (stored in the 140-foot elevation OSC Emergency K1t) 

Latch handle tool (stored in the 140-foot elevation OSC Emergency Kit) 

Portable transfer pig 

KEPIC (if required) 

Loaded special RMS filter head 

Plastic bags 

Tweezers 
Petri dishes 

Prepared by: 
(Signature) (Date)

F-EO03.OC 08101M99 23:13:45

�VZI6-O8NI (8.88)
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2.15 Form EP-0054, Accident Sample Worksheet (sample) 

FORM EP-0054A PVNGS EMERGENCY PLANNING

ACCIDENT SAMPLE WORKSHEET 

Name: IDt:Time: 

(AS REQUIRED FOR SAMPLE TyPE) CONTACT I-FOOT 3-FEET 

Septum Ports 

Syringe 

RMS Skid Working Area 

RMS Sample Chamber (door open) 

Top of Unshielded Sample in Pig 

Pig Top 

Pig Side 

(AS REQUIRED FOR SAMPLE TYPE) 

RU- - Chamber # Sample Volume Cubic Feet 
(original volume uncorrected for Iodine plate-out) 

Grab Sample Collection Duration Seconds 

Sample Start: Date: Time: Flow: _ CFM 

Sample Stop: Date: Time: Flow: _ CFM

I rTEAM DA.

Team Number: 

Team Members: 

Prepared by: 
(Signature) (Date) 

FEP0054.DOC 08101/99 23:15:58

PV216-08NI (8-88)
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2.16 Form EP-0055, RMS Skid Collection Time Calculation (sample) 

FORM EP-0055 A PVNGS EMERGENCY PLANNING 

RMS SKID COLLECTION TIME CALCULATION 

Name: Date: Time: 

SAM PLE SAMPLEDATA 

SAPECOLLEC77ON TiME CALCULATION 
Monitor Number: 

Monitor Reading (M. pCiVcc Sample Flow: CFM 

Collection Time (seconds) Calculation: 

"T. Samole (UQCi 
(M) X (R) X (F) X (472) X (0.04) 

where: 
T.. and Sample pCi are variables - either a specific sample time or a specific sample activity 
may be entered and the other variable will be calculated. Always ensure that the final 
sample activity will be below the 0.25 C! sample counting limitation.  

M = current pCi/cc monitor indication 

R = ratio of VNG - use a known value from analysis (if available) or as belomw 
(based on UFSAR 6. 3.3.6 Source Term for 100% failed fuel) 

* 2.20E-02 IING for LOCA or Fuel Handling Accident 
* 5.70E-04 IING for S/G Tube Leak condition 

F = current sample flow (not process) in CFM 

472 = net unit conversion factor: [(cc'sec) divided by (ff/min)] 

0.04 = Iodine plate-out factor 

Select a collection time that is less than the calculated maximum.  
If the calculated maximum is less than 60 seconds, use 60 seconds as the minimum time.  

Calculated T value: - seconds Selected T value to be used: __ seconds 

Calculated by: Date: 

Print Name: 

Reviewed by: Date:

1ý9 EP-0055 A EPIP-O1/WA2.A504

PV216-08NI (8-88)
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2.17 Form EP-0130, Plant Maintenance Status (sample) 

FORM EP-0130 A PVNGS EMERGENCY PLANNING 

PLANT MAINTENANCE STATUS 

Name: I Date: Time: 

EQUIPMENT STATUS 
Damage Repair Effort(s) 

Electrical: Repair Team: 

Mechanical: Repair Team: 

Instrumentation: Repair Team: 

TOOLS/I SPARE PARTS 

HAZARDS 

Chemical: 

Fire: 

Medical: 

Toxic: 

WATER S'UPPLY STATUS 
Primary Systems: 

Secondary Systems: 

Spray Pond(s): 

PA18C ELLANEOUS 

Radiological Condition(s): 

Decontamination: 

Support Personnel: 

TSC Panel AJ-SDN-UA-001 Status:

FEP0130.DOC 08101/99 23:18:19
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2.18 Form EP-0131, In-plant Team Briefing (sample) 

FORM EP-0131 A PVNGS EMERGENCY PLANNING 

IN-PLANT TEAM BRIEFING 

TEAM IDENTFICATION i Team Members: (Lco: 

f Team Name: 
Plant Location: 

Purpose: 

EXPE&ED *R'kAREA CONDITIONS 
REP Number: Dose Rates: 

Contamination: Airborne: Respirator: Y N 

PROTECTIVE REQUIREMENTS (ini addition to those specified on REP) 

Dosimetry: 

F- PCs: 

K Communications Links: 
ii 

SPE CIAL INSTRUCTIONS 
• Are Emergency Exposure/Ki actions required for any team member? Y N 

If Y(es), has required documentation been completed? Y N 

Hold Points: 

-Abort Points Dose Rate: Dose: Time: 

Other: 

'BRIEFING 

Travel Route Summary: 

I Personnel Hazards: 
V 
IL 

' Tools I Equipment: 

J; Additional Materials: 
Z 
"E Time Brdefing Conducted: Time Team Dispatched: 

O Conducted by: Time Team Returned: 

DEBRIEF COMMENTS

FEPOI3.DOC 08(01/99 23:21:51

PV216-08NI (8-88)
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2.19 Form EP-0231, Draft Information - NUE (sample)

FORM EP-0231 A PVNGS EMERGENCY PLANNING

DRAFT INFORMATION 

Wintersburg, AZ -- A Notification of Unusual Event was declared at Palo 
Verde Nuclear Generating Station Unit - ( 1 1 2 1 3 ) on 
(date) at ------ (time) due to the following reason:

ITEMS TO INCLUDE, IF APPLICABLE: 

* Current plant status, including other Units 
* Status of corrective actions 
• Injuries - describe and indicate if contaminated

No one has been injured (if applicable) and there is no threat to the health 
and safety of the public or plant workers, nor has there been any release 
of radioactive material.

FEI0231.DOC 08/01/99 23:25:37

'V216.08N1 (8-88�

----------------------------------------------------------

------------------ -------------------------------------------

PV216-08NI ("-8)
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2.20 Form EP-0232, Draft Information - Alert (sample)

FORM EP-0232 A PVNGS EMERGENCY PLANNING

DRAFT INFORMATION 

Wintersburg, AZ - An Alert was declared at Palo Verde Nuclear 
Generating Station Unit (- 1 I 2 / 3 ) on (date) at 
(time) due to the following reason:

ITEMS TO INCLUDE, IF APPLICABLE: 

* Current plant status, including other Units 
* Status of corrective actions 
* Radioactive material I gases release 
* Injuries - describe and indicate if contaminated 
* Assembly and Accountability 
* Evacuation of non-essential personnel

No one has been injured (if applicable) and there is no threat to the health 
and safety of the public or plant workers, nor has there been any release 
of radioactive material (if applicable).

FP02MDOC 08101/99 23:28:24

vzIo.voNr¶���a)PV2t6-08N1 (8-88)
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2.21 Form EP-0233, Draft Information - SAE (sample)

FORM EP-0233 A PVNGS EMERGENCY PLANNING

DRAFT INFORMATION 

Wintersburg, AZ -- A Site Area Emergency was declared at Palo Verde 
Nuclear Generating Station Unit -_ ( 1 / 2 3 ) on (date) at 
------ (time) due to the following reason:

ITEMS TO INCLUDE, IF APPLICABLE: 

* Current plant status, including other Units 
• Status of corrective actions 
• Radioactive material I gases release 
* Injuries - describe and indicate if contaminated 
* Assembly and Accountability 
* Evacuation of non-essential personnel

FEP)233.DC 08/01/99 23:31:14

PV216-O0NI (8-08)

I
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2.22 Form EP-0234, Draft Information - GE (sample)

FORM EP-0234A PVNGS EMERGENCY PLANNING

DRAFT INFORMATION 

Wintersburg, AZ -- A General Emergency was declared at Palo Verde 
Nuclear Generating Station Unit (1 1 2 1 3 ) on (date) at 
------ (time) due to the following reason: 

ITEMS TO INCLUDE, IF APPLICABLE: 

* Current plant status, including other Units 
* Status of corrective actions 
* Radioactive material I gases release 
* Injuries - describe and indicate if contaminated 
* Assembly and Accountability 
* Evacuation of non-essential personnel

F-EP0234.DOC 08/01/99 23:33:12

PV216-OBNI (8-88)
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2.23 Form EP-0235, Site-Wide Announcement Worksheet (sample) 

FORM EP-0235B PVNGS EMERGENCY PLANNING

INSTRUC77ONS 

Complete the relevant blanks with a summary of information and perform a Site-Wide Announcemont.  
Strike out any portions not applicable to the event 

Attention all plant personnel -- Attention all plant personnel.  

This is I Is not a Drill.  
(a] rde. ant) 

On at 8 a(n) was 

declared in Unit due to 

A radiological release Is is not in progress at this time 

The wind Is currently from the at miles / hour.  

Specific Instructions: 

This I IIs not a Drill.  
Pr5i-e Onoft) 

IM E:,=BsEPIP-01 O2'054

SITE-WIDE ANNOUNCEMENT WORKSHEET 

Name, Facility: Data: [ TmG,

PV216-08NI(B-88)
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2.24 Form EP-0240, EC Turnover Summary (sample) 

FORM EP-0240 A PVNGS EMERGENCY PLANNING 

EC TURNOVER SUMMARY

Emergency Classification declared at: in Unit: 
(date) ftin•e) 

EAL Status Code(s): 

Initiating Event Summary: 

Summary of Plant Status: 

Procedure(s) in Use: 

Corrective Action(s) Applied: 

Safety Function(s) Currently Jeopardized: 

Radiological Release? (YIN): Describe: 

PAR issued: at: 

(date) (ftie) 

State Protective Action Decision: 

Medical / Fire / etc? (YIN): Describe:

FEP0240.DOC 08105/99 07:06:19

PV216-OSNI (8-88)
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2.25 Form EP-0300, Authorization for Dose Beyond 1 OCFR20 limits (sample)

FORM1~ EP43O is PYNGS EM81301NCY PLANNING

AUTHORFZATION FOR DOSE BEYOND IOCFR20 LIMITS 

NOn~ PowIm Ja UrnI: 

JPIM: SS-,RIEI: Nutb.dr: 

Clwcie oneItn* k? twchda m cw enw r aveJff ky tha1PPa-oPra-u box ot vwic cutumn: 

________________ LAW& ~ TD MO~E and ThroAS CDE LI 

D-:A t~ad~i-cil, t., 5R~ F FT nFl. pfA% 

Px ~L~r~~~ 26 RE zt, PEh IS RE.M AE 

AJ3t vý

GumrhT LtC ýp lra~q a,.*ntancllI~2C~imfflF2. I W.Plortif. IL'2Jý *CQ EPA~ .- Sai rx-c c- O-q fra I q' 
t!ýxo L~v EPA kzo c,'VE il 0iflv ocultn. PkJ !ýS T(C{[iE ý-- -A Em-ir-Xoc'y E-pikA uid

I A" VD0RA NADAPOA

NTzFwo do"e autJhorizaionls ;ý25 R!M., wa fis ditiais-m is requireo pft Appeiodf K,.  
Emqeogecy Exposuties an~d KJ. SelctAlonS. Team fkje~iri4 aod fle opment, If liime perrinls

Nav to-v1 A .d !M Vol!icnJis 1i-idi1 1Iý4vfO 

If a" baroed d-c ,s 2.5 REW. I-rly irvr 
vakknla-y and I Mm tcu acLd ai ri~.k ck!;v!rvo bieti% 

I c, my cm, , ocd An! T i; ,'!: I I -, ,2 C P. 0; h~~

jttt17Cfl An*s� wJ��%.n.)

Radialla1nF~ Prqr,0wo kfg

D0M R REOR UPDAT

13Intbt 7r7uTd up"' Xrmbfd i-

- Ep"'w B �Fw �Žt�4

PV216-OBNr (M-8)

Ak4bVwd for,*ww, roqupstod as stAked iW*w
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2.26 Form EP-0301, TLD Distribution (sample) 

FORM EP-0301 A PVNGS EMERGENCY PLANNING 

TLD DISTRIBUTION 

Monitor Name: Date: 

Location: 

.Name: - SSN: 

Mailing Address: 

City: State: ZIP: 

Telephone Number: 

Thermoluminescent Dosimeter (TLD) Number: Date of Issue: 

Extremity TLD (Number and location worn): 

Name: SSN: 

Mailing Address: 

City: State: ZIP: 

Telephone Number 

Thermoluminescent Dosimeter (TLD) Number: Date of Issue: 

Extremity TLD (Number and location worn): 

Name: . SSN.  

Mailing Address: 

City: State: ZIP: 

Telephone Number.  

Thermoluminescent Dosimeter (TLD) Number: Date of Issue: 

Extremity TLD (Number and location worn): 

Name: SSN: 

Mailing Address: 

City: State: ZIP: 

Telephone Number 

Thermoluminescent Dosimeter (TLD) Number Date of Issue: 

Extremity TLD (Number and location worn): 

FEPW3OI.DOC 08/02199 00:14:33

PV21"8NI (8-88)



z

2.27 Form EP-0330, Plant Status Overview (sample)

FORM EP-0330 R PVNGS EMERGENCY PLANNING

DATE: EMERGENCY CLASS: PALO VERDE UNIT:
.,". .I

POWER LEVEL: TREND 

CORE EXIT TEMP: 

OF 

HIGHEST INCORE 
THERMOCOUPLE TEMP: 

OF 

RX VESSEL WATER LEVEL: 

HEAD % 
PLNM % 

SHUTDOWN (YIN): 

CONTROL RODS IN fYIN): 

COOLING METHOD: 

EMERGENCY BORATE YIN): 

BORON CONC (nnmn:

RCP AUX. AVAIL. tY/Ni 

1A i1 2A 28 

RCP's RUNNING (YIN): 

1A 18 2A 2B 

LOOP T-COLD (*F):

1A 18 2A 

LOOP T-HOT (*F): 

I 

TEMP SURCOOL:

28 

2 

TREND

PRESSURIZER PRESSURE: 

PSIA 

PRESSURIZER LEVEL: 

PRESSURIZER TEMP: 

"OF 

ROT LEVEL: % 

LEVEL CONTROL METHOD: 

GAS CONC (CC tsrmpka): 

HI Hz Xe Kr 

SPEC ACTIVITY (uCilmI): 

TOTAL; 1:

SIAS MYIN): 

HPSI PUMPS RUNNING(YINI: 

SIA SIB 

HPSI FLOW (GPM): 

IA: 1B: 

2A: 28: 

HLI: HL2: 

CHARGING FLOW: 

GPM 

LPSI PUMPS: 

A: GPM 

B: GPM 

RWT LEVEL: TREND 

SIT LEVEL 1% WR): 

1A 18 

2A 2a

STEAM GENERATORS 

LEVEL f% WRJ: 

1 2 

PRESSURE (PSIA): 

1 2 

ISOLATED fYIN): 

1 2 

MAIN FEED FLOW (LBMIUR): 

1 2 

AUXILIARY FEEDWATER 

RUNNING: 

AIBIN 

AUX FEED FLOW: 

SGI: GPM 

SG2: GPM 

TOTAL FLOW: TREND 

SGI: GPM 

SG2: GPM 

CST LEVEL: FT 

ADVs IN USE (YIN: 

SBCS IN USE (YIN):

MwCE POWER:

CIAS (YIN): 

CSAS (YIN): 

ISOLATED (YIN): 

PRESSURE: TREND 

PSIG 

TEMPERATURE: 

OF 

H
2 

CONCENTRATION 1%) 

A: 8: 

CONTAINMENT SPRAY: 

A: 8: 

SUMP LEVEL: TREND 

A: IN 

8: IN 

RADIATION: 

RU148 mRPHR 

RU149 mR/HR 

RECOMBINERS (YIN): 

A: B: 

AIR COOLERS: 

A B C D 

SPEC CONC IuCilmU): 

TOTAL: i:

OFFSITE AC/Y/N): 

ONSITE POWER (YIN): 

DIESEL GENERATORS: 

A., 

B: 

VITAL BUS STATUS: 

PBAS03: 

PBBS04: 

125 VDC: 

PKA PKB 

PKC PKD 

UPS STATUS:

* L I __________________

COMMENTS:

I I

PLANT STATUS OVERVIEW

VAC 

VAC 

VAC 

VAC

cD 

m 

m 
O
I

m 

0 m 0 
T 
z 

5 m 

CD 

--U 

0 

H 
0 

m 
z 
-f m 
JJ 
0t 
H

1 TIME:

r FPPlV,)flfNY

CD 

O 

CD 

CA) 

0 

-4..  
0)

m 

-o 

0) "63

z 
a 

im r, 

z 

M 

z 

< 
m 
z 

-I 
0 

z r

z 

CD 

0, 
N) 
r" 

CO 
CD 

co 

0 

CA)

fWW/QQ An-17-11
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2.28 Form EP-0350, Radiological Status (sample)

FORM EP-03508 PVNGS EMERGENCY PLANNING

RADIOLOGICAL STA TUS/DOSE PROJECTION DEVELOPMENT

Accident Unit (1/2 / 31common):

BAE FO OS RJETO I
r-Steam Generator Tube Rupt.xe (1% feaed fuel) 

H Steam Generator Tube Rupture (1 00% faded ftt)) 

H7 LOCA J% ftared faelj 
H- LOCA 1160%taiedtc,.)) 

Emergency Initially declared- Time fhth:mrn 

Weather: El Normal fl Adverse E:

is a release currently In progress? F] Yes 

Hasthe reactor beernscrammaed? [] Yes 

Reference RMdS Monitor #-------------.

OLo

"W Isolated Containment 
LI Fuel Handling Accident 

[] Waste Gas Decay Tank Acident 
0 Unmorbtored Release Acoident 

Date im/dd&•.y). _.. .

xpadced tctal release duration (h•.ns4,:

it Yes, for how long?t:rmt .. .  

If Yes, for bow long? thhmmx .

Otner______

' MEERLOIA DAT

VWind Speed is. ........ 'at in c: Wind direcolo• is from: ...  

i-zk I-~~ I.. h- cnrA -,-in I Irtchr

-degrees ra 3:, &csv •T-:.

CUREN RADIATO MOIORN SYTE DATA

Grab sample analysis: Compiee (oeebelo) [D] Incomplete 

R hi S M o ri tc r R e a d in g : p C l cc o r - -. . .. . . . . . . .m r en i ; r 

Release FJowate.: Iodine Finration: -. . % (defeuh xi5%) 

Simultaneous release? F-Yes No 

tŽ&~ga rt*idkinnvin- Ieme trltgAr Noble Gas, trnissec

I - -- * 0

Isolated Contalenant (teakagek.: H] 852 co/sec (do") [] Other- -. . . .. ¢csec 

NOTE: Maxinum steam flow (or iW% open v'ave poaftn)wtI result In a very conservative release projection 
VaNdate the release projection withl ftes team data asscon as practicabie.  

510 Tube Rupture: Atfected loop Hot Leg temperature (;V steam rsfeea e. from ...........

Aftected steam hne Low rate: ...  

S&G level > 97% Wk or irncation of IIqu., entrainefi release?

lbm.hr •hmsx ERFDADS or CRJ 

H Yes H No

Fuel Handling Accident: Fuel assembly age tnm W'e last cnbca): .... . hours ftrom Rx Ei ngo r S TAJ

Sam ple Number: . . ... . . . .Sam ple analysis time (tih.rn f: 
Comments: 

Name- Position: 

a] AEimPsne soatd Sfs tmxim m bPPotra iltS

I Date: Time:

S.......... de~fauli-O2:001

I B

I

]UlP-1O I)0NDLV4

PV216-OBNI (8-88)

IRM r-F'-W50q
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2.29 Form EP-0381, Dose Projected PAR (sample) 

FORM EP-0381 c PVNGS EMERGENCY PLANNING 

DOSE PROJECTED PAR 

Date: Time: 

A release at this time is (circle one): In progress not in progress 
The release is (circle one): monitored unmonitored N/A 

The release is (circle one): filtered unfiltered NIA 

The release pathway is (check all that apply): 

E3 Containment [3 Plant vent 0 Fuel Building E0 Steam Line E3 N/A 

O3 Other: 

RMS Monitor: RMS Monitor Reading: 

The expected release duration is: ___ hours (default = 2 hours) 

15 minute average wind speed is mph from -- - degrees MESOREM projected 
(at 35 feet) (at 35 feet) Stability Class is 

(circle one): 
A B C D E F G 
I I I 

MESOREM projected Mixing Depth: meters (unstabte) (neutral) (stable) 

MESOREM projected release rates (pCi/sec) are: 

Iodine: Noble Gas: 

Time since scram: __ Hrs ____ Min R ease in progress: --- Hrs Min 

(from STA) (from STA) 

The plume centerline projected dose (in mremr) based on a ___ - hour release is: 

Distance ) TEDE Thyroid CDE TODE 

SB NOTE: As a minimum, enter date 
for the Site Bounday (SB) fields.  

2 miles 

5 miles 

10 miles 

PAR: 

FEP0381,DOC 0907/99 09:13:49

PV216-OONI-88)
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2.30 Form EP-0481, Air Sample Data (sample) 

FORM EP-0481 PVNGS EMERGENCY PLANNING 

AIR SAMPLE DATA

Sample Number: Sample Date: Sample Time: 

Sample Location: 

Filter (net cpm) X Calculation Constant * = Particulate Concentration 

X 1.6E-1 I IpCi/cc 

If frisker is on-scale, 
Silver Zeolite (net cpm) X Calculation Constant * = Iodine Concentration 

X 3.2E-1 1 - pCilcc

If frisker is off-scale-HI, obtain a closed-window RO-2 contact reading (mrem/hr) on the cartridge and 
multiply the RO-2 reading by the appropriate conversion factor and by 1.OE-06 to obtain a pCi/cc value: 

(RO-2 closed-window reading) X (Conversion Factor) X (1.OE-06) = (1131 Equiv. Concentration in pCi/cc) 

_X - . X 1.OE-06 = pCi/cc 

Multiply the 1131 Equiv. Concentration by 1.3E+06 to obtain the equivalent Thyroid CDE dose rate: 

pCi/cc (previous fine) X 1.3E+06 = REM / hour 

Hours Since Reactor Shutdown: 0-4 5-7 8-12 13-18 19-24 I 25-36 > 36 

Conversion Factor: 2 3 4 6 7 10 20

* The displayed Calculation Constant is based on an assumed sample volume of 10 cubic feet. For sample 
volumes other than 10 cubic feet, multiply concentration by 10 and divide by actual sample volume (cubic feet).  

FEP0481.DOC 07131/99 17:32:49

�V�1b-O8NI (BB8)
PV216-OSNI (8"88)
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2.31 Form EP-0482, Field Team Survey (sample) 

FORM EP-0482 A PVNGS EMERGENCY PLANNING

FIELD TEAM SURVEY 

DATE: 

3 FEET 3 INCHES I (WCilcc) (WCiIlcc) 
TIME LOCATION W7 WC WO WC PART IODINE

-I _______________________ 1 _______ 1 _______ 1 _______ 1 _______ 1 _______ 1 _______

- t 4 * 4 4 I .9-

9 4 I .9. I J. _____

- t t 9 + 9 1 4-

9 4- 9 .9- 4 I 4.

-, I9 9 9 I

9 I. 9 .9. 4 .1 1

r I� 1- 9 4 4

r II t r 1 1

________________ _____ _____I_____ _____ 

FEP�DOC 
07131199 17:3&18

O

F-EP0482.DOC 07/31199 17:38:18

rV216o-08NI (8-88)
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2.32 Form EP-0483, Field Team Plume Sample (sample)

FORM EP-0483B PVNGS EMERGENCY PLANNING

FIELD TEAM PLUME SAMPLE 

RFAT NUMBER: TIME: 

PLUME LOCATI.ONS 

1. EDGE: 

2. CENTERLINE: 

3. EDGE: 

CENTERLINE SURVEY DATA 

3 FEET 3 INCHES 

OPEN WINDOW (mremlhr) 
- GROSS UNCORFXCT'EOC REAING 

CLOSED WINDOW (mrem/hr) 

PARTICULATE CONCENTRATION pic P_ ............ .. .U .._T .._ .N....C........N. .T......T..I..... - -- - - - -- - - pCilcc 

divided by 3.OOE-09 pCi/cc per DAC = DAC 

times 2.5 mrernihr per DAC - ---------- mrem/hr CEDE 

IODINE CONCENTRATION -C---_-T-------------- pCi/cc 

divided by 2.OOE-08 pi Cil/cc per DAC =- ---------------- DAC 

times 25 mrem/hr per DAC = mrem/hr Thyroid CDE 

TEAM EXPOSURE 
NAME: 

EXTERNAL EDE (mrem) 

DAC-Hours 

Time in Plume 
(Authorized TEDE X selected External EDE I TEDE ratio= Allowed External EDE mrem) 

OTHER INFORMATION 

kNO__ Information for identified fields represents the minimum to be reported 

F._EI0483DOC 07131/99 17:43:21

PV216-OBNI (8-88)
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2.33 Form EP-0484, Plume Data Map (sample) 

FORM EP-0484 A PVNGS EMERGENCY PLANNING

PLUME DATA MAP

DATE: 

START OF RELEASE: 

WIND:

TIME:

(DATE) (TIME) 

MPH FROM _

F EP0484.DOC

Rx TRIP TIME: 

STABILITY CLASS:

07/31199 17:47:09

�VZ1fl-U8N, (8-88)

I

P'V2 6-08NI (a-88)
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2.34 Form EP-0500, Radiological Protection Summary (sample) 

FORM EP-0500 A PVNGS EMERGENCY PLANNING 

RADIOLOGICAL PROTECTION SUMMARY 

DATE: TIME: 

EMERGENCY CLASSIFICATION: NUJE ALERT SAE GE 

Radiological Events Driving Classification: 

Radiological Status: 

"* A release IS IS NOT in progress at this time from 
(release point) 

"* Current wind speed is --- _ mph at 35' elevation from degrees at 35' elevation 

Corrective Actions Implemented: 

PVNGS PROTECTIVE ACTION GOVERNMENT PROTECTIVE ACTION 
RECOMMENDA TIONS DECISIONS 

Plant Activities (circle appropriately): 

* ASSEMBLY ACCOUNTABILITY EVACUATION 

* CONTAMINATED INJURIES LIFE-THREATENING INJURIES 

* OTHER: 

FEPO05.DOC 07/31f99 20:24:00

rV�b.U6Ni iU06i
PV216b-DBNI (8-88)
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2.35 Form EP-0501, Vehicle Decontamination (sample) 

FORM EP-0501 A PVNGS EMERGENCY PLANNING 

VEHICLE DECONTAMINA TION

Monitor Nam'e: Date: Time: 
Vehicle Reg: Owner: Address: 

City: State: ZIP: Telephone: 

CONTAMINATION 

Location Outside Vehicle (describe): 

Location Inside Vehicle (describe): 

Location in Engine Compartment (describe): 

Highest Contamination Levels Prior to Decontamination: cpm mrem/hr (circle one) 

Highest Contamination Levels After Decontamination: cpm mremlhr (circle one) 

Vehicle Impounded Ite1(s) Impounded: 

YES NO 

FEP0501.DO0C 07131199 20:31:00

V21 0 N1(8--88)LoooD
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2.36 Form EP-0502, Individual Body Decontamination (sample) 

FORM EP-0502A PVNGS EMERGENCY PLANNING 

INDIVIDUAL BODY DECONTAMINATION 

Monitor Name: Date: Time: 
Patient Name: Address: 
City: State: ZIP: Telephone: 

CONTAMINATION 
Location on Clothing (describe): 

Location on Body (describe): 

Highest Contamination Levels Prior to Decontamination: opm mrernlhr (circle one) 

Highest Contamination Levels Alter Decontamination: _____- cpm mremlhr (circe one) 

Item(s) Impounded: 

FEPO5OZDOC 07/31/99 20.36:18

rv��b-oeNI (8-Be)
PV216-OBNI (8"88)
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2.37 Form EP-0503, KI Distribution (sample)

FORM EP-0503 A PVNGS EMERGENCY PLANNING

Ki DISTRIBUTION

Name: SSN: Work Group: 

Reason For Dispensation: 

Date: Time: Milligrams: 

EC APPROVED (circle one): Y N 
(ADMINISTERING INDIVIDUAL SIGNATURE) 

WORKER: I have reviewed the information below, I am aware of the potential health hazards involved with KI 
usage, and my usage hereunder is voluntary: 

(SIGNATURE)

Potassium Iodide (KI), a stable Iodine, may be used in the event of a radiological emergency as a blocking agent to prevent the uptake of 
radioactive Iodine by the thyroid gland, which depends upon Iodine for the synthesis of thyroid hormones. Iodine is normally supplied to the 
thyroid gland through dietary intake. However, the thyroid is capable of absorbing and storing only a limited amount of Iodine. Excess 
amounts ingested are eliminated by urination. Therefore, the use of stable Iodine will limit thyroid exposure by blocking the uptake of 
radloloine by the thyroid. leading to elimination of radioactive Iodine from the body.  

The use of Potassium Iodide does present some risk to the user in the form of side effects, allergic reactions, or other contraindications
Allergic reactions leading to severe illness may occur for individuals with unusual sensitivity to Iodine or those with pre-existing thyroid 
disease. Such reactions may include enlargement of the thyroid (possibly leading to respiratory impairment), alterations in body metabolism 
due to increasing or decreasing thyroidal hormone output, and hypersensitive reactions such as fever, pain in joints, and alteration of blood 
cell counts. These effects are usually associated with Iodine doses much higher and administered over a longer duration of lime than those 
allowed to be administered by PVNGS Station procedures, Possible side effects include skin rash, swelling of the salivary glands, and IodiSm 
(metallic taste, burning mouth and throat, sore teeth and gums, head cold symptoms, upset stomach, and possible diarrhea)- Allergic 
reactions to low doses are usually limited to angboedema (swelling orhives).  

The above represents the extreme. The sensitivity of the average individual to Potassium Iodide at the levels administered is minimal. A good 
rule is that if no history exists for sensitivity to medication in general nor any for reactions to seafood or shellfish, then there should be no 
reaction to 130 mg of Potassium Iodide administered as one tablet once per day.  

Potassium Iodide may be taken along with other medications prescribed for thyroid problems (e.g., thyroid hormone, antithyroid medications).  
Pregnant and nursing women. babies. and children may also take this drug- Additional questions may be clarified by reading Appendices B 
and C of EPA-400, available at Emergency Planning. Although the Food and Drug Administration has endorsed the use of Potassium Iodide.  
the risks associated with low dosages of Potassium Iodide for thyroid blocking in a radiation emergency may outweigh the risks associated 
with rad:iciodine induced thyroid nodules or cancer. For fth reason, THE USE OF POTASSIUM IODIDE BY EMERGENCY WORKERS SHALL BE 
ON A VOLUNTARY BASIS.  

Potassium Iodide may only be authorized by the Emergency Coordinator for use by volunteers when the projected Thyroid CODE dose is 25 
REM or greater. Emergency workers may be APS or non-APS employees at the facility. Under emergency conditions, volunteer approvals 
and briefings may be obtained or performed locally and telecommunica[ed to expedite the response. Follow-up monitoring of all individuals 
issued Potassium Iodide must be performed in cases where actual exposure to radioactive Iodine did occur. This is necessary to maintain 
the thyroid blocking action by additional Potassium Iodide doses until the Iodine activity decays. Follow-up monitoring of all individuals issued 
Potassium Iodide must also be performed in all cases for possible side effects from the Potassium Iodide.

I FOLLOW3UPDAT
Was individual actually exposed to radioactive Iodine? Y N 

If Y(es), furnish additional information regarding subsequent KI administration, air sample data, Whole Body count 
data, and any other information appropriate to determination of actual Thyroid CDE: 

Reviewed by: Title:

07/31199 20:41:48F-EP0503.DOC

rv�In.v�Nile.ee)PV216-08NI (8-88)
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2.38 Form EP-0511, Core Exit Thermocouple CDA, page 1 of 2 (sample)

FOR~M EP-0511 C PVNGS EM#ERGENCY PLANNIN6i
CORE EXIT THIERMOCOUPLE CDA 

DATE: ~ TI-ME UNIT: ICYCLE-, 

Dateof Ierrerawurereadirg: m1axirntmn1ET Tomperalure' 
Time of lert~eiature readlftg: Reaclot Vesse Preastae:

EP-06i i

Usirng th ie actor Vmmsl Pressure ~r~rth Maimsm CET TernJ~raturI3 ffram.aboy-P), 
delarnihef the~ pertAmI d fuel nxIý fup~iiec ushyj Care Da;?y Atse--snenl, Figuie i 1(Mho

" Pomcwt fl Fuel i i ods, Ruptuid ftni ri ~urt, 

MTE The' Cr, F-s Thetmmb.l piftd-,*Ti jhJ ykid :v 4mw R-Ahc" i r4fqr" .z 

Thal'JcAcwx"-m Ircm Appc17d( G, ON Oao E Bý: m 1, 'G±enciQ 10cfnar~on, zemX 
bamwze'arvlulem tnde prix ID imiII.rt a 6&aia~ 

Ae~, and enim~ednq ýJdrnwe~, deefrn~ie the UGNFIC Cat*;iary of Fael Detrae.  

USNFIC CStogo of Fuel Dwwezng 

Log all biawre ounsidred in deteminatioi of the calegory 04 kiel tiamage on, Form EP-00 12. Emergeny 
Ad-i~n Log,

V216-08NI(8-88)
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2.39 Form EP-0511, Core Exit Thermocouple CDA, page 2 of 2 (sample) 

FORlM EP-0511 PVNGS EMERGENCY PLANNING 

CORE EXIT THERMOCOUPLE CDA 

NOTE 

Fqgufre ¶eab itn Cotie DMfe D AM- ;.rrse1t , Figjureo 1 

FIGURE I 

.PERCENT OF FLIEL RODS WITH RUPTURED CLAD vq: 
MAXIMUM CORE EXIT THEfMOCOUPLE TEMPERATURE

U .• WI 
4n 
0

MAXIMlUM, C-091 EXIT 1ft4.t0~UCUPFL VEMPE KATUA~ 

WftEst AN pree4Ar fit LD** Cwvf~ Le*.efe 
J!*,n EA-851*. Steq, ~.is, withi Ymnperiiure

it~~~o z.i oo 

14osro Tf*AM 9 IFPADS SP0D5-0931

Iý =p-PýI C EPtP O,1rZTflWj'8

PV216-08NI (8-88)
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'IJIWAIllewoo MI uuw"p Ir pelt.--,q siuwu *Umu.-v *mwmiloc) m ase tw. md wr inu 
'elve-, %taui nu Imm 

4OV"Utu W-4!Wu 43VU J(4 IftJ tr--Gfj POIDWADO V er ojýs 40 Iravull-1-6cko 
;Rtll f-Ot n 'ptip. uoqupet jfjiqtiLjTjtjcio tg -3 -p e r, tj 
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JUE4sijerl JLA!)q UeiA Apfeeq C-iow Libiem. W04S la#.% JWkod etim le parkutwoo .  

jfw4d jaipt'6 uLNI, AjvA?&4 6J(lw 45!8m MtNý; V-qW&J,0 ISq JM206j el4t tou. A jL,!ij6r,0j jmvCd 8i4.L 

,ertfeA Taouj eLg jou sl &(Ep QC eta butinp jaý&W- abeian e4l 

-pasn oq oi 9Aýej jawd jrotm ew am-walap ol pmrlbw 
91 luouftni buj.18ekllbuý8 Wpm ol jew sAep 4X a4l ueaq jou se.qj&,-,od joln*iu it

NOW -96WO-IJ3M Od ýLNVld (Z 

.UMOPINS 4L"- 77 Umctwiqs ýtV,)fnal zL, L-WxI 

3 :_LiNfI 3-N ILl_ lLVC) 

(C P i POW VOO SJVhf IN3WIVIVINOO
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vkiýllu
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(oldwes)eloLe6ud'V(IOSNldlu9wululuOD'2;190-d3wJO=I Ot?'?, 

9/_ 10 tv 06*ed 0 xipueddV 

8 LO-dld3 SNOIIOV H31N30 iuocidns IVOINH03i 311-1-13iVS 
UOISIAOH I 
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ONINNVIa AON396aM S!DNAd 5 a LSO-id3 W1404



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 96 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix C Page 45 of 76

2.41 Form EP-0512, Containment RMS CDA, page 2 of 3 (sample) 

FO$RM P-OSI 2c PVNG$ EMERGENCY PLANNING

CONTAJNMEIVT MS 00A tPart 2 Qf 3) 

DATE: TLME- UT47 CY~CLE: 
4) V SNRC CA TEOOR V OF FULL DA MAOI

NT The on zairkzard Racaton m nI hawbqf y)ialcls r.iQ ,11lt, in cwqcas~ 2 71 cf~, 

The KcU-wtowwAl rr- ~nCc~OraGA £~r.Ilr i ti~ ~ i ~ pc 

Usi Core Darnage Assessrmerd, Fi!gurv 2 fagtatwOa, ihe Onme sinc4e re~cto.x s&i-vdown, the c~erecied 
dixte 4A0i ~ f~tI FgYerl r t1* DOW Arsl), Ca aergt ir~ii Cote Drtaenj A4 et1 
delermline trM USNFRC Cateqcxy of ruel Danuage.

MONITOR ID USAIRC CATEGORY OF FUEL DAMAGE 

FLU-149 

5) R1CORAD

q) COMMAENTS

Lcq all biases considere~d in delermiinatic~i d~ thie calftory J ful. dac'me on Fcrm EP-Cfv2, Emrrgen 
AcutonY Log,

MW

PV216-G8NI (8-88)
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2.42 Form EP-0512, Containment RMS CDA, page 3 of 3 (sample) 

'FORM EP0512c PVNGS EMERGENCY PLANNING

CONTAINMiENT RMS COA 

Fgure takenr irow Core tiamW Asses-•nnt, Figure 2 

F! YRE 2 
COA EY 'COI4TAI•NMENT AAOIATION L.EVEL

1-7

E 4.. . .... ,.... ..  
1 '' q .II, " 

S_ IIII . -Di

Lil �.  

4, 4 
.. j S � H

I A 

k
4

*1

vwx& Powt-kcw.Irwr (Iovis)R,

A, KI, FocI Owiat

F - i!a 1~4 a" ) FaI~ I 'ir e

P

V 7 iN

I

llp I - ý! -I- - -- - , " ,

MW Epas!,2 c Eýjpý;) I m:;

I "'E-0i

4•

P'--..i ! i

PV216-08NI 18ý88 I
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2.43 Form EP-0513, Containment Hydrogen CDA, page 1 of 5 (sample)

FO RM E P-51 3~ PVNGS EMPE)GENCY PLANNING

CONTAINMENTHYDROGEN CPA. (Part I of 5)

DATE-: TIME: IUNIT: CYCLE: 
UJ21f: All lqw,,ý t-rik'74 danaID th Wr~ In twoi- A~s~~ Fgr.  

1) CORE UNCOVERWAlG ES TWMA TES________ 
INSTRUMENT ESfMATED CORE ESTlIMATED CORIE 

_________________ UNCOV~ERING TIME R~ECOVERY TIME 

Coa 0,S~r ContorYiwsA-1 F4 or AR~ri L~x~~ivp flijto 

2) BkSTESTIMATE
lecrwrdlh b~ best ;hjino 41 rx-e T4výIýj/ jmErry limmi; jxls rri*.pr.),rdig z*.ji, rn x.Tsute, The 

prensure rect-fded mer ciar unlcover~ing wAill be used int Siep 10 inl cjncaion kwt Figuire S.

lime: 
Time-

Pressurae 

Presue

3PNiLErrLowsATE 

Rec'md the. approxima~te ve~ssel in'19 ".o n~ues I(PMY dun"ý, ihe com re uouernp he~Itup perkd uruil t.,,a 
lime uA puik Curm" exit Tbrtc.cl;Ie (CEJ7 kem erhitue is temted.

HPS1 Flnw Rato; 

Chargirxj Flow Role:.

LPSI Flow Ro.le,

Gttuer Inlet Flokv.--

O'blaln an P1' liquid samope and a Carilainmemta nmE~mere earm* ~ LOlUeI tIrC ia ~ued.1 in 
a ccorriance 'i1t 74OjP-xSSQ an r,: r-zrd I ha vaikee for ihe paamilleters listeo bigkLW,

NOTE: At Ilrhit' 2 h4.V: L; 04Ltod Nt%*,Vle PASSAEfqk t~plQ qbsif Wf* rk'iftl~I ~ ui k~i 
Wlfrpn~i~dl 010 jlf

NCS CMdhIdMs Ottlnniai Cnl¶Ins

qapofl:cklIurL ao 

Systc- Corm',ie~i mmeni 7 irTP 

EP'aBEF'P

Care uco(yerinm 

Care P-,wwy,

Eplpllrtiltz,01101;

ýV216-08NI 
18-88,

ý Er"GýfjB
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2.44 Form EP-O0i 3, Containment Hydrogen CDA, page 2 of 5 (sample)

FORMI~ E P-061 3 PVNGS EIWIEROENCýY PLANN4ING
CONTAINMENT HYDROGEN CDA (,Part 2 of 5) 

DATE TRAE: UNIT: -ACYCLE.  
5)- HYDRWEN SAMPLE OA TA RIDCN 

I1YDROGE4NI MMURED IN CONTAINMENIT 

-'4, x 

X 2.8E+06X X Se 

fld I 0ge I ~&C1:un I rafl &Anvlb Art z rrievs-a dcafr C Cti* fs Sikp 4* 
H{, hMoifr),tc 
Ir 3 1rp7 d" pm; I f~~a,-1, 

2; El-4 Coftratom~'rt u! e 4Gibil ata 

4~2 - ;!;n 1rp~rm ýFr 

II 

A3EC Co*,0 15iw~f~± 

3.5~3T0 Cony&!itn IaxciM leb 

TOTAL MEASURED HYDROGEN 

C~ntInrnMrfl Hyýfr",Ch + R~C,- Mydroqenf a 'To. W Hqyfhcig~n (5CF) $OF

PV216-08NI (8-88)
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2.45 Form EP-0513, Containment Hydrogen CDA, page 3 of 5 (sample)

FORIM IEP-0513 S PYNGS EMERIGENCY PLANNING

CONTAINMENT HYDROGEN CPA (Pairt 3 of 5) 

DATE- TIME:.U-T CYCLE

0)HDOE CRE70 F~OR OXWATIQN
7he tolal mn ýa Hyudi-~~rogen calcltiaIed in Step 5 tmkxhles l-1,11roien gerieraed fiOM ihe O~dath-A ofi 
mate'ials. within C'onlairwnenl1, as -welf as Hydroe#n gerne-rat-ee from. ihe rad-J.iysis of -water. Th-e 
Hý*cnpgva proiiue.01 Trc,4; ihevý Iwo to~I! WIB b* lakuId fin Simpo 6;itid 7 fjnd ý,LIbfrIseTICd ft(.'O 
the Mlal .Hydroge+1 calculated in SUep 5., 

Hecord th e Con tainle nt tef We rature at We*cted ffine in te mzl s ý,b un- the tim the Comta~nrrert 
swffiPir~ Was 10bariodn'afid ;~d ilkijllm~ Ifhe I-i*oow e4~ftuticix 17V OX-idlkiihno mA rnafrmi-a A^4hin 

Cotaflinmen~ft using Figure 

Av W r;r niifI
Time at SIaz¶ InlivaI Duuu~on Average Hý, Production Alte H,, Produced fSCF) 

of inLerval (Thour) contalnmwIt (CtSFhr) ironi I nberval X 

____________Dwiarg Intervral t'F)_______ _____ 

$~d~'2 5~r~......................................  

Total Ptydr-,-en Ptoduactiont,'CF) ft :t___ SCF 

*TlPe 1"aiurna vlue, le' pV1;0. iý M00271 SCF. It akbiigio yaU4jis obtainemrd humr 1ho tauaru) Lriwe

PV216-GBNI (8.88)

w Efl-015ý38 -
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2.46 Form EP-051 3, Containment Hydrogen ODA, page 4 of 5 (sample) 

FORM F-P-0O5130 PVNGS EMERGENCY PLANNING
CONTAINMENT HYDROGE N CDA (Part4 of 5) 

DATE: TIME: UNIT:_ CYCLE: 

7) HYUO*IGE CORFRECVON FOR $RMVOL VWS -

Detemi~n the amount ottiydrogeen pfextaiedfrom the rsdd,.ls~ ol vater us~ig ihe folo.ming ct' 
dec~ay tie and F4re 7 

pkvru" I Ed! ift W' N"ONofMe - fl~xFo&- E-P-4'5t2 Sre~v 2.ý --

E-416iujIa& &MWTa Fuji Prv'i, IWT X .nP3~' X ____-MWI 

ftwctor SNA*4dP ODAtf Rt'actr Shlci~An Timoe 

T~lC e I(on Srm I do'i ticý S6i.mpil 

Uasmg Figure 7, detewnmnle the sp=ecffc Hyt1rogen production rate (SCr.Aftr~ by' radloty"a lor the sample 
lmw. Coi~tan a~ Value from- each curve, raultipty MyIaettaeri .IWWT. and record tot-al K~~po~e ~ 

Lkmft Cur"e H Pr*614190 WFirW Operflng Po",~M7 Totiu H,, progluc"~ $F 

UPPER: X-

LOWER X 

Once obtained, use thie reetss of the radkxdhernL"u damage assessarr t fit:'rin EP-05 t4ý to estimale vwhidi resufts; shnuld be u~sed- the Upper riti fbrL najof fuelpie e1eLieLwrLiit~ 
luel pellet pverl~ejl, of lhe appropnite k!atjknat "t 6*" the twwv culvt'*!a ljr mink aleoiak!tel 1uvt leral~.  

S)~T&TAL HYDROGEN PRODUICED" CORE CLAD 

rtT -uta Ri torn c0oor Ctal Qva~ioi = fSrtV 5 - I&~OP 0. 5teV Tj = _ 

*~2I1clad OxiftuaIo

PV216-GBNI (8-88)
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2.47 Form EP-O0i 3, Containment Hydrogen CDA, page 5 of 5 (sample) 

FO F1 M EP-0513 % PVNGS EMERG3ENCY PLAWI4NG

CONTAINMENT HYDROGEN CPA (Part 5 of-5) 

DATE: TtME: -1 -417- CYCLE: 

P0 ~ER CENT OF fIUPTUR!DU FUEL 900t
Ulsian the percent Al clad oxidized fS~tep 9ý, Mhe prewu~re cturirp cone uncc,.'ennq cSterp gj, anid F~gr~e &ý 
,d~eleine the pirerwit of ruptured fuel Tods.  

E~Iitnatc~ % fuieuvd Fu---l P::ds lrtoj Fkr 

11) PEFCEN T OF ENOWPJTTL ED FUEL ýfl5L 

12) USPJAC CA TEGOR Y OF FUEL DA A.CAG 

Usig 1he eti~inates of the pewc-enI of fuel rods ~ipbdred, tMe peecerit of ifuel rodS embftnntled f)~ 
and ihe Clad Damrage C AaactesfrA fh ~run Core -Damag e Asae~ssrrent, detsim, rn the L$*4Hr, Categoty 
oof FL~l r?~imflgjR 

USNRC C-mtgary(Ics)OEFuel Dam"*; ____

13) RECO!RD 
Log all biases considered in determinatlofi of ttiecategory dfus4 darnage oon Form, ElP-0O12. Efreerg-ncy 
Actien Log.  
$4) COWIENTfS 

EFpt ci Ž2403x

'V216.08N1 a 8a�
PV216-08NI (8-88)
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2.48 Form EP-0514, Containment Radiochemistry CDA, page 1 of 11 (sample) 

FOfWM E"514z -PVNGS EMERGENCY PLANNING
CONTAINMIENT RADIOCHEMIS TRY CDA (Part I cif 71) 

DATE: TItE: UNIT: CYCLE: 
1) RE,4C7P* SHtIUO WN VATA 

Date 0i feacloar tiutd~wn. Time d~ reacto~r shntctok-tn: 

2) SMPLE LO ATMWS

C:C-~nmný-fl ý .fi 5 a RIAS oCcuvrr Tb tx-1d, be ! - Nium, allef the .~idNcoile~ itz U4~,0 1:kag 

L Ieterm ine ihe ri'otar rip rpmae suwp4 I wations frX-Xaswe n~t Ws-r! a Fig re WOin Cam, Damage 

3) AMfPUNG I.  
Oblain~rkC~itVs je and ng.ApJ rf"iuls; froms 1he apprp~t sqAtl floaios, aa-Lolri 
in Step 2. above.

4) SAMPLE VA TA 

Reordw~ the tcdloioing dLt at 1 e tbme each sampile was obtained: 

REACTOR CONT'AINMENT CONTAIN4MENT 
COOLANT SYSTEM ATMOSPHERE GUMP 

Saiitd Diste 

Saftwo Nulnbw~ 

Tampohnvur fN

KCtS Lcvf fr4VTANI W !ý-Iiic T.jime ~tlq*~ 

Cots~- -- - -- - ------------&(6T5~ ~4~i)

- £P.06TB F11 P,Ž'

�o-oo�-16-08NI (8-U)
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2.49 Form EP-0514, Containment Radiochemistry CDA, page 2 of 11 (sample) 

FOJRM EP-fJ514a PVNGS EMERGEN~CY PLANNING

CONTAINMENT RADJOCHEMISTRY CDA (Part 2 of 11) 

DATE: TIME- UNIT: CYCLE.  
5) RCS VOLUME 

Deteffie, ihe RCGS v'oiume al the im-e of ihe sampn~e LaingF FiV~l'a'and Fhgiure 4 in C,-<e D~amage 
Assessmnent, or by using~ ERFOLADS Pvent 0 SD& ý 

OF __ JTC Uni'.'e rd :a ____ CC f4 JMý FýtEre 4 aril RW. MSJý 

SPD WQj Zl~ v Sif1EO - ~ (Yig~PD S0,160) 

6) CONTAhVMENT WATER VOLUME
NOTE~ It c<-Ul r1 wator IQ* src av;ziý 04r4iýnrrjwn naiw IVr. bil ýrýmf.xfWO -,-i RIVT. R , ara SIT

Stp and Pi~are f t in Core D~amage Assessment.  

CcMot;inmnir Vi~iru* wý (___ r

Mw Ep-osta Bpp44ms-ý

V216-08NI (8-88)
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2.50 Form EP-0514, Containment Radiochemistry CDA, page 3 of 11 (sample)

FORlM EP-0514 i. PVNGS EMER~GENCY PLANNINO
CONTAINMENT RAPIOCHEMISTRY CDA (Port 3 of 1,) 

DATE: TIME: UýJIf: CYCLE.  

7) RCS SAMPLE Acmlwry COREsTfm 
Fiecordti e stwlty of mhe HCtS 8ample anM mfrect the ac~iitm or Standard Temc-erature anra Piessure 
(SrP) nd kedecay 

RC 0 - Docay Cweriethd.AcI.v"Y (.m a~t.bakJ X p X Rcs-k~t X 1.OL-ze 

Wnanore

"p%1L- YWj--: Jt vfeII-l Seept WM#IRC F s:tim 5 ecnwt ?Ljr,! EWA OSSOSt-U) 

1.I~~~E-ose 10tX *ov~~ fri~ w, t~

T.dm -af t &T~~ ier'e a~ PCS &"Irod-c 

_______TADLE 1, RCS SAMPLE 

1w~pe 9, Sx'pileAtc1Mjhq Decoy CommoieiAu~VwI'y R~CS Activity 
Can I (COI 

______ (e A __ _ _ __r_ _ _ _ __ _ _ _ _ _ _ _ _ _ 

Xe* 
K _ _ _ _ _ _ _ __ _ __0_ _ _ __ _ _ _ _ _ _ _ _ 

__ _ _ _ _ __ _ 

To~ 
To ~ FE F 

Elt 2A~Eb _ __ _ __ _ 

Lit_ _ _ _ __ _ _ _ _ _ _ __ _ _ _ _ _ _ _ 

La _ _ lE~4 _ _ __ _ _ _ _ _ _ _ _ __ _ _ _ _ _ _ _ _ _ 

_______ __ 8 3Efi. 7 _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

SE-,"' E~PIPM-02I)IN

V216 08N1(8-88)
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2.51 Form EP-0514, Containment Radiochemistry CDA, page 4 of 11 (sample) 

FORIM E-P-0514o PVNG0S EMERGIENCY PLANNI[NO

CONJTAINMENTRA 00CHENISTRY CDA (Part 4 of 11) 

DATE: TIME- UNIT: CYCLE: 

5) CON TAMIMENT SUMP SAMAPLE AWZTI~f CQRRECTION

Heclard the acttv.ly- ofthme CoalainmerA Sumnp sample it oblalned and corred the adiwity lor dec.ay, 

wrDityalWt I 

Z~jn1~kw~i 'TO*rpAhI~=1~' ~rc~AMy(ri ~~ ~wAlml~ r-j 

t.4n~n7r1 .I~krpAryiy V f1rot At-wI X twiC, ~ , wr o

Date 0* Reor Stei~rý,~n vl 61 cwrzill srimp 9w.tricz 

T.rit d Rt16f tS";Lýcmw : j f 0Wrc Can. S-jft Srttj!ir------

TABLE 2. C*1ffANM9KT SWASP SAMPLE 
*imotope ape~av ~ pe 4cn*~vt ANNY e Co ~cteff MAO c*0r Corwr,~n $omp 

To 
Ti___ 2-SE an 

Pr _ _ _ _ _ _ _ _ _ _ _

- P054 EFW 4I,2 03-Y);

PV216-OSNI (8-88)
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2.52 Form EP-0514, Containment Radiochemistry ODA, page 5 of 11 (sample) 

FORM EPA051 4 a PVNGS EM.155140NCV PLANNINO

C~WTAINMENT RADIOCHEMIS TRY COA (Part 5 of 11) 

DATE: TIME- UNIT: CYCLE.  

9) COW AWMNT ATMOSPH)ERE SAMPLE AC77V7TY CORREC1TON 
Hlecordt the acitviti of Ithe Cortainm~eni Aflriciphere samiple it cbtfained and ccqred- Mhe actvity for 
Standard Temiperature anid Pr~usue rSThPJ and for decay, 

v~a'Cie~~ 1i~'eynor -21C0 Ac hit', at fjirnpq m ( 

CntIAtrnLobi,A'-, AL'.v'Iy NdeCorutedfA:iýw y frrýir- :Ikbovu X jif P fAT)' 14-71 X 

Nnl*Idtv at tol "'I sjt(' : 

TM 10 Ct~!nl&Ir7-rt atrios~ltw vtdkvim (n7, 
C.tE-06 CbftVCS~u'n frum PO Va Cl 

Rrd 1, P,.iar,.r T,: P, F~gr 

Mil Lf n~adu Stinfqd~i.ý ----- Da8a &d CGjr~ai Alwrlc~t Sutl~e 

TT116 uf 11dafc~ick &;Wcrm: - Thirt c4 Crtairl. Airfis Sa. .....  

_______TABLE 3. CONTAINMENT ATMOSPHERE SAMPLE 
1154opop Decay 8ý*WJAk Sam~plo Avffi*,r D-c- y Cvwrmýs Connainment 

CM61it yer Sjrecf ActA'ity Atnmespks* Aevtyt'I 
____ ____ ________________ _ ___ ____ ___ ____(Cv 

Ktr t,!E4O __ _ __ _ __ _ 

It 1.1E-DA.  

To 

_____ 2E 1

- Ep- ta E F1 P-el 111-4,013-l'"

V2MOONI(8-88)
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2.53 Form EP-0514, Containment Radiochemistry CDA, page 6 of 11 (sample) 

FO~RM EP-05I4. PVNGS, EMERGENCY PLANNIN4a 

CONTAINMEAT RADIOCHEMISTRY CDA (Part 6 of 11)

DATE, TIME. UNIT:, CYCLE: 

C-alculate Ithe forkrwing rF.Om far eaki N' We C4S amnd lxine isolope uz~ing the decw corria-1ed spocfii 
actkivfiea obtairwad in Sleps 7, 8, anid 9:

- Matlu (zis; trwaonw Ackij.3, I Xeonw '" A-jtiy 
- 0n I fme Jsot~ol Awl1V ) leJfre "ý 1,10

is*"c~ RCS AetA*. RCS Reg1o Comf~tsorMl~ Cow<mwnr~mef Cosfmrmni~s Cui~owt~rt 
(Csum &a wnmtpRwro Afr"Viph" A&rtOdph"r 

Mdtlr~y (0)J AConirfy (0e) R 

Kr~ 

Xe Iý 

11) SOURC~E OF RELEASE

ratios pfwAWe toelow-, 

f~wAcW$vA R000e 01 ActlWfy )?POP I6 

I 1v 

Iw 0s 1300 

Spitce or Ro~la~e :

- P5.

0;1:r- RA*)

-EFIP,1111:2001AU
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2.54 Form EP-0514, Containment Radiochemistry CDA, page 7 of 11 (sample)

FORM4EP-0514a ,PVNGS EMERGIENCY PLANNINa

CON TAINMENT IAOIOCHEMISTRY CDA (P~art 7 ofd 11.) 

DATE: TIME:ý NIJT: CYCLE: 
12) SOURCE INVENTORY ~

Each lsc~ope has an equilibraimirnvl'entecy'. Howescei'. tlhese ejquai~ljmf nvir e n'~rtces muis! be 
coreced crth ph-ai piower 1h slary 41 he reactorhtas not teen cperating ccor-irA~ya ~( w 

1he isoiopes are dwided into 2 groups based on their respective half-lives, G~roup 1 isotoptes are to te 
msed if reactor p-vwsr has not ch-angOe by gmrater Mhan i 10,% in the last 30 days prior to lhea~cci*.nt, 

dGft-Aip2 w~oopes, are used it reador paets has noat dchanged by 4greatler iMan zt10% in the last 4 days 
prio~r to iho agoient, 

'The f rkw~g equartfcvl can be used to determine t~he Pcemea Correction Facto~r W8 Fý) tor Ile Tespecthem 
Isotopic ýgrowp I the previously mentioned critorta ts sallsfie4cl 

Grcup 1 PCF aSwLad State Paw-it Lerkml for Mte octbr 20 Dips I Im

N' tCF P I4 ,4"~i ~wr, Liwýei lr the 4~io P.±D 1 

It Mhe reactor has not operated at a constant power level prior to shuldov~m the tollowing equation is used 
e(Usea JaV30 YPQeiw: h15tcry)z 

PCI: 

W t e a

M mbn. bcol0 ppricd1 
Time trc Mhi to nd C4 Perio 0o~;cf tOr

- RN,

Xi

EPI F1, P ~

PV216-O8NI (8.88)

0MISMAki-
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2.55 Form EP-0514, Containment Radiochemistry CIDA, page 8 of 11 (sample)

FORIM EPOS$14v PYNGS EMEROENCY PILANNINGI

CON~TAWMET FIADIOICHEMISTRY CPA (PartS8 of I f) 

DATE.- THE: I V CCLE
12) SOURCE INVENTORY coitfoue0-, ,,

U§Aql The approp4ate equ~atkwl oayuLawe thie Poww-carrectp~o Factof lr each isolope and Mhe corected 
source it~weritory. Flecord the results. in ihe rabkes beow.

GAS "IM' INVENTORY

fta toom tGroLi Decay Coniimtnt pbWer qA~Ibrfum t Cartected 
I~s~zads) Cwrect~n Sburce Soarci, 

Poctar lhrnrenory (C4 tnveffforly MC) 

:K 1__-56-04 __ .S4E~iO1 ______ 

___________~~~~tý 7 .h~ _ _ _ _ _ _ _ _ _ _ 

FUEL PIELLIT INVENTORY 

isotopq aDe' vcays ýCdmw~t A'*ivzr 9wfftM vr 
f~ecvids C)Lorrection sourmce $curc 

Kf_____ 2 i5.E-04 ______ 77>~ I____ 
X_ _ _ __ _ _ __ _ _ ___ _ __ _ _ 2.12E.tCe __ _ __ 

I ~~2 &.3E,106 ______ .~ ~ ~ _____ 

I ~2 2.9E-06 ______ 2.C*E-CO3 ____ 
___________1.IE-10 100____ 2.22E.O? ______ 

____5 __ 2 6.SE-04 ______ .ECe ______ 
_________2 1.11&04 134E____ _______ 

La _____ 2 TA2YE- _______ 

___________ 2 _ _ _ _ _ a&D _ _ _ _ _ _

w EP,06'B

PV216-08NI (8 88)
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2.56 Form EP-0514, Containment Radiochemistry CDA, page 9 of 11 (sample) 

FOR M EP-0514 a PVNGS EMERGENCY PLANNING

CONTAINMENT RADIOCHEMISTRY CDA (Part 9 of 11) 

DATE: TIME: UNIT: CYCLE: 

13. ...VE.T.RY P .,.CENT

-I p"'k

PV216-08NI (888)

CalcJlate the percent of 1he Corrected sorce w or present fcsr each Isot••e and :eoord ihe results in 
the tabres. below.

C~1~;~et Ao~Wro tr ~rcr~t5VOZW R ~Or O.4a':tpa3ctive )iw'ioa 

WoO X YoWI Adi?.ty I CcrncI-, s-urca lrnortny

% OF GAS GAP INVENTORY PRESENT 

ataopa, TootaIacryf8tr•p I* Coarrted SoaMM at stme 

XL'

% i1CInp prt,•

ERP-CvfjL'41-ý".
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2.57 Form EP-0514, Containment Radiochemistry CDA, page 10 of 11 (sample) 

FORM EP-(14 a PVNGS EMERGENCY PANNINO 

CONTAINMENT RADIOCHEMISTRY CUA (Part 10 of 11)

DATE: TWME: UNIT: CYCLE: 

13) UYVNTOV rwPEfENT 

TolalA7w iI =r*0 W.O Tow Ai~t~ iy/' ~ Cornao~d ir~utwomitu uir iryr ~L .u 

% OF FUEL PELLET INVENTORY PRESENT 

. . .. . . . . .. . .. . .. .tay ($ I p 7. . .. .s o um.. . ,. .  
Slopi 8 Ste 9)1 toncyI ~venorr Preaerut 

Xi, 

Pr ___

M IpuX'4B I I II I

PV216-08NI (8-88)
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2.58 Form EP-0514, Containment Radiochemistry CDA, page 11 of 11 (sample) 

FORM E5P-0514 a PVNGS EMERGENCY( PLANNING

COW~AINMENT RADIOCHEMIS TRY CLJA (Part I1I of 11) 

DATE: TtME- NT CYCLE: 

151`TES. Eý7~feo~Irjg ~isr ýis to, C tf e ar 1lha P AIpva Cic; I ll 10e LTZ:4C.- U SNRZ ý y~Ci I FiA

MW EP-0ýýB M-,a0A

PV216-O8NI (8-88)

FAAi flwuis*pi Q0.rAý ir(,#-o It-~ ýnaf AcciW toa .-P-10 
isr,&trn~. 11 r.aft60-d T~ar ft, in~iuId C-aI0ciij6Yr aM A:k sn~. cffK iC I -L mor a C a E.zafas &*tch 

Dcern-trie Ilia USNRC Calegor~y tA Fkmt Damskge Using Me Raidbloka~ CN-cei-r rycii G6410 
Darnage Assesw*nenl aw the fo1kyAng criteda:, 

1. lde cWaflorn at the Isotopeas v'hticrk mo!si Otaracterize a g~i. samiple (wee Steps 7, 8, and 9);.  

2. deD~ificalion ot the sc~iee oftIhe release (aee Sfet ? 1) 

3. Percent at source inveatflry to( each iosot~epresenIl,(see Step 

USINiIM C b~ete ' yieIof Fuel Dam~age.- ____ 

15) RCR 
Lc'{j AI birvr.s cums~idol'd in LItl ,iiirItian k l U De taear 4 futH i~an;'rjK ti4 Fumr, I EP-COO12. Ert-wrý?!r~cV 
Acton Lcg.



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 114 of 443 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP1 vision 

Appendix C Page 63 of 76 

2.59 Form EP-0541, Palo Verde NAN Emergency Message Form, page 1 of 2 (sample) 

FORM EP-0541 F PVNGS EMERGENCY PLANNING 

PALO VERDE NAN EMERGENCY MESSAGE FORM 

1.. (check one) , 3 This is a dnfl Thi s T s not a drill 

2. This NAN call was initiated at: 
(timne) 

3. This is Palo Verde Nuclear Generating Station Notification of (check one) 

f3 UNUSUAL EVENT 
fl ALERT 
C3 SITE AREA EMERGENCY 
[] GENERAL EMERGENCY 

[] EVENT TERMINATION AT ....... ...  

Declared in Unit , at ....... on PVNGS emergency status code(s): .  

(time) (date) 

5. There is (check one) 0] A RADIOACTIVE RELEASE / El NO RADIOACTIVE RELEASE taking place 
at this time due to this event.  

The following action is recommended: 

rE! There are NO PROTECTIVE ACTIONS required.  
Au Shelter 2-mile radius 
Thi Evacuate 2-mile radius and 5-miles in sectoL 

El Evacuate 5-mile radius and 10-mniles in sectors ... ........ .............. . .............  

El Other 

(E.aoET i a i ue T.imi ntdadil

ReSonln!n Aenoy I Pitmay Link PAternate Link 2 Date Time iniltal 
rIhancopa count Sert ' ic2 sjday) I N NAN R u B' or -b602-25--1011 
AZ DeparflnerA 0 Public Safet (24 hr•dda) NAN NAN Radio B/U or 9-602-223-2000 
AZ Radmailon Reculatcr-y Acency I NAN NAN Radio BtU or 9-602-256-4845 
AZ Divilslon of Emreriency Mmt NAN NAN Radio BWU or 9-602-244-0504 
Marcopa County Dept. o. Emergenicy higmL NAN NAN Radio BJ or 0-602-273-1411 

7. WPAG ER" (type in): 6580311 (message): "This is / is not a dril, PVNGS Unit classificatlion of 

NUE I ALERT I SAE I GE I TERMINATION Status Code(s) This is I is not a drill.  

I ODtatcher fECO (read messa•e from step I7 Black honetncR 81-1080 81-1081 or602-250-1070II 
USNRC -eadquarters (STA. calk P 301-816-tOO -1301-951-6 

RW EP-041 F EPIP-101flA)13".O

PV216-08NI (8-88)
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2.60 Form EP-0541, Palo Verde NAN Emergency Message Form, page 2 of 2 (sample)

FORM EP-0541F PVNGS EMERGENCY PLANNING

PALO VERDE NAN EMERGENCY MESSAGE FORM 

"ONSHIFT COMMUNICA TOR" 

"NAN OPERATIONAL"

EPIP-OV0Z•O-D4WO

PV216-08NI (8488)

1. For a DRILL, EXERCISE, or TEST, retrieve the current month's WHITE Authenticator Code.  
2. For an ACTUAL EVENT, retrieve the LOWEST NUMBERED COLORED Authenticator Code.  

3. Complete steps I 4 and 6 of the Palo Verde NAN Emergency Message Form (EP-0541) per the 
EC instructions.  

4. For step 4, use ERFOADS, select "TOP MENU". then "P&ID" displays, then "MET DATA" to 
obtain required meteorological information.  

5. Instruct the EC to complete steps 3 and 5 of the form, review the form for accuracy, and sign the 
form.  

6. Pick up the receiver on the NAN phone, push the red button for 5 seconds and record the time in 
step 2. Allow 30 seconds for all stations to access the phone.  

7. Announce the following message: "STAND BY FOR WARNING-POINT ROLL CALL, ALL 
STATIONS OBTAIN COPY OF PALO VERDE NAN EMERGENCY MESSAGE FORM." (repeat 
message once) 

8 Announce each NAN agency name and have each agency acknowledge prior to announcing the 
next agency name.  

9. When all agencies have acknowledged, read aloud steps 1-6.  

10. Announce the following message: "STAND BY FOR ACKNOWLEDGEMENT ROLL CALL, 
MARICOPA COUNTY SHERIFF'S OFFICE DID YOU COPY?" 

11. Allow time for the Sheriff's oflice to repeat back the entire message.  

12. Ensure message was read back verbatin. Correct any incorrect information.  
13 Call out each NAN agency name. Ensure each agency acknowledges their copy.  
14. When all agencies acknowledge receipt of the message. announce the following: "END OF 

MESSAGE".  
15. Retrieve the appropriate information from step 3 of the form to complete step 7.  

16. Use the "WPAGER" program on either the STNWork Control Desk in the STSC. Type in pager 
number 6580311 then type in message from step 7.  

17. Notify the ECC dispatcher by transmitting the message per step 7 of the form.  

18. Verify with the STA that the USNRC Headquarters' notification has been completed.  
19. Note any problems that have occurred with the roll call or with the acknowledgement of offsite 

agencies on the Emergency Action Log sheet (EP-0012).

I

r--P-C641 F



2.61 Form EP-0542, Followup Emergency Message, page 1 of 2 (sample) 

FORM EP-0542 A

1 (check one) D - THIS IS A DRILL 01 - THIS IS NOT A DRILL

PVNGS EMERGENCY PLANNING

Message Number.  
(ARRA use only)

THIS IS A PALO VERDE NUCLEAR GENERATING STATION FOLLOW-UP INFORMATION MESSAGE CONCERNING THE (circle one) 

UNUSUAL EVENT - ALERT - SITE AREA EMERGENCY - GENERAL EMERGENCY declared in Unit at MST on 
(time) (date) 

PVNGS EMERGENCY STATUS CODE(S) for Emergency stated above

2 THIS IS at

(name) (ERO title)

3 EMERGENCY stated above was (check one) 

o3 - UPGRADED to _ at MST on 

Dl - CONTINUES 

o3- DOWNGRADED to at MST on 

D3 -TERMINATED at MST on 

4 PROTECTIVE ACTION RECOMMENDATION(S) (check appropriately) 

ol - NONE 

o3 - NO CHANGE SINCE LAST PAR 

o3 - EVACUATE 

O3 -SHELTER 

13 - OTHER 

If the Emergency was terminated, go to Item 14 after completing Items f-4 (otherwise, continue to Item 5).  

If Items 5-13 have not changed from previous Follow-up transmission, write "NC" by those that apply.

(facility)

5 EMERGENCY DESCRIPTION I REMARKS 

6 PVNGS FIELD ACTIVITIES 

o3 - RFAT dispatched 

E3 - Site Evacuation 

7 REACTOR STATUS (check one) 

13 - Tripped at .. . ... . MST 

on 

o3 - Critical at % thermal power

II - Shutdown in progress

r FPWWWA ful(l nRf1cjiq nR-ql;R4

(

z

FOLLOW-UP EMERGENCY MESSAGE FORM (part I of 2)

(

CfD 

-4 

m 
I-i 

m 

Cl) 

0 

z 

0 

z 
-4

z 
a C) 
Ir0 

z 
U) 
-I 

M 

z 

M 
0 

-Id 

m< 

z "Iz 
C 

(D 

I" 

CD 

0) 

0 
4,-.,

-D 
CL 

0.  

0 
"-u 
"CD 
CD 

0.  

-0 

0)

m 
-o 

-u



8 GASEOUS RELEASES (check one)

(

2.62 Form EP-0542, Followup Emergency Message, page 2 of 2 (sample) 

FORM EP-0542 A PVNGS EMERGENCY PLANNING

Message Number: R__ n 

I (ARRA use only)

o3 - Within Technical Specifications 13 -Were above Technical Specifications 

13 - Above Technical Specifications 03 - Potentially above Technical Specifications 

Point of Release Estimated Duration 

Last Significant Change at ____ MST on Releases 

lodines pCilsec Noble Gases iiCi/sec Io 

Effluent flow rate cfm x 472 - - - ------ cclsec 
(ARRA use only) 

9 METEOROLOGICAL DATA 

Wind Is from Degrees at MPH Stability Class Pi 
(35' elev. 15-rmin avg) (35" elev- I 5-min avg) 

10 PLUME ARRIVAL TIME AT (enter time or "NIA" if not applicable) 

Ruth Fisher School MST Arlington School MST 

11 THE FOLLOWING ACTIONS ARE UNDERWAY 

12 WE REQUEST THE FOLLOWING ONSITE SUPPORT I ASSISTANCE FROM OFFSITE SOURCES 

13 OUR PROGNOSIS IS that conditions 03 - Are under control 

03 - Can be expected to terminate within ------ hours 

13 - Are worsening

Started at - _ MST on ...  

topped at ___ MST on -____ 

dine / Noble Gas 
(ARRA use only) 

recipitation (circle one) YES NO 

14 (check one) 

[] - THIS IS A DRILL 

D - THIS IS NOT A DRILL 

APPROVAL:

Emergency Coordinator fEC) 
-- or 

Emergency Opera tions Director (EOD)

Date

r rprA& nnc.

Time

_z

FOLLOW-UP EMERGENCY MESSAGE FORM (part 2 of 2)

Cl 

r-m 

I-i 
m 

U) 
C" 

IT 

z 

-1 

m 
0 

0 
z 
-I

z 

0 
rn 

m 

z 

0 
x 

z 
C 

CD 

0 

CA

ARAV)9j4Q AR'.14-AU

CD 

-O 

C) 03 

0) 
CF) 

0) 

-- 4 
0)

m -o 

ITI 

0 

o

I I I

C \
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2.63 Form EP-0543, NAN Emergency Message Form (Radio Backup), page 1 of 2 (sample) 

FORM EP-0543 F PVNGS EMERGENCY PLANNING 

PALO VERDE NAN EMERGENCY MESSAGE FORM (Radio Backup) 

1. (check orii) ii This is adrill OThis is not a dull 

2. This NAN call was initiated at: 
ftime) 

3. This is Palo Verde Nuclear Generating Station Notilication of (check one) 
r UNUSUAL EVENT 
S ALERT 
1- SITE AREA EMERGENCY 
0 GENERAL EMERGENCY 
0 EVENT TERMINATION AT ..... ....  

(t~ime) (date) 

Declared in Unit . at ,-- . on. PVNGS emergency status code(s): 
ftirm3) (date) 

4. The wind sp eecommende. d MP Hm degrees 
(35There -re N OTEC-(35'VEe -T15mN rinardg.  

Authenticator Code radi 

This ius_ (c.c.ne. STSC Comm- n Gov5te Liison 
(name) 

At (checkoie) SU-1ISTSC SU-2S$ 17 U.3 STSC SEOF 

5. There is (check one) 0 A RADIOACTIVE REL.EASE I E3 NO RADIOACTIVE RELEASE taking place 
at this time due to this event.  

The following action is recommended.  
0 There are NO PROTECTIVE ACTIONS required.  
C3 Shelter 2-mnile radius 
0 Evacuate 2-mite radius and 5-miles in sectors ..............  

0 Evacuate 5-mile radius and 10-iles in sectors_,_ 
[] Other 

6, (check one) 0 This is adril It[This is not a drill 

Approval: ------ -a_.  
/EVED sig}nature) (lime) (date)

Respndinl ALenc% PImry iUnk I Atemate Link Date I Time itnlil a.a R.ounS, •herl ace4 hrWita M NAN or B -, +-255-11 I 
AZ Depailnmielof Public Safet (24 hrs.,day) NAN NAN Rafto BVU or 9-602-223-2000 
AZ Radiation Regulatory Aency NAN NAN Rsoio BRAJ or 9-602-255-4845 6 
AZ Divislon of Emergency )imt. NAN NAN Radio SU or c9-602-244-0504 
Marntopa County Dep. of Ec.onermencc Mifmt. NAN NAN Raft Btl or 9-602-273-1411 

7. -WPAGER" (type in): 6580311 (message): 'This.s / iLs not a drill, PVNGS Unit .- classification of 

NUE /ALERT I SAE IGE I TERMINATION Status Code(s) This is / is not a drill.' 

I Dscatcher IECCC ereed message from slep I! Black pho•einCRI 81-1080, 81-li1 or602-25,a-O70Io 
USNRC Headftarters (STA wil call) 1 301-816-5100 1 301-951-i.,50 1 I 

IW EP-D543r FCPlP-V;2;03,)4

PV216-OSNI (8-89)
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2.64 Form EP-0543, NAN Emergency Message Form (Radio Backup), page 2 of 2(sample)

FORM EP-0543 F PVNGS EMERGENCY PLANNING
PALO VERDE NAN EMERGENCY MESSAGE FORM (Radio Backup) 

"ONSHIFT COMMUNICA TOR" 
"INAN RADIO BACKUP (deskset)"

1. For a DRILL, EXERCISE, or TEST, retrieve the current month's WHITE Authenticator Code.  
2. For an ACTUAL EVENT, retrieve the LOWEST NUMBERED COLORED Authenticator Code.  
3. Complete steps 1, 4 and 6 of the Palo Verde NAN Emergency Message Fcom (EP-0543) per the 

EC instructions.  
4. For step 4, use ERFDADS. select"TOP MENU", then "P&ID" displays, then "MET DATA" to 

obtain required meteorological information.  

5. Instruct the EC to complete steps 3 and 5 of the form, review the form for accuracy, and sign the 
form.  

6. Press the "MODE" button until the display indicates "NANBIU 18". An alternate method to reach 
this status is to press the "HOME" button until the unit audibly beeps, enter "18" on the keypad, 
and press the "SEL" key.  

7. Press the "PAGE" button.  
8- Press the "MODE" button until the display indicates "GOVT AGENCY". The display will 

alternate betveen "GOVT AGENCY" and "ID 710100".  
9- Press the "SEL" button. This action sends a page to all government agencies.  
10. Wait for the four-beep acknowledgement signal. This signal indicates that otfsile desk sets have 

acknowledged the page.  
11. Press "HOME" to return the display to "NANBIU 18".  

12- Pick up the receiver on the NAN phone, push the red button for 5 seconds and record the time in 
step 2. Allow 30 seconds for all stations to access the phone.  

13. Key the radio microphone and announce the following message: "ALL STATIONS THIS NET, 
ALL STATIONS THIS NET. THIS IS-PALO VERDE TO ALL STATIONS. STAND BY FOR 
WARNING-POINT ROLL CALL, ALL STATIONS OBTAIN COPY OF PALO VERDE NAN 
EMERGENCY MESSAGE FORM," 

14. After a 30 second waiting period, repeat the preceding message.  
15. Announce each NAN agency name and have each agency ackno'ledge prior to announcing the 

next agency name.  
16. When alt agencies have acknowledged, read aloud steps 1-6.  
17. Announce the following message: "STAND BY FOR ACKNOWLEDGEMENT ROLL CALL, 

MARICOPA COUNTY SHERIFF'S OFFICE DID YOU COPY?" 
18. Allow time for the Sheriff's office to repeat back the entire message.  

19. Ensure message was read back verbatim. Correct any incorrect information, 
20. Call out each NAN agency name. Ensure each agency acknowledges their copy.  
21. When all agencies acknowledge receipt of the message, announce the following: "PALO 

VERDE OFF".  
22. Retrieve the appropriate information from step 3 of the form to complete step 7.  
23. Use the "WPAGER" program on either the STAWOrk Control Desk in the STSC. Type in pager 

number 6580311 and type in message from step 7.  
24. 7ofthe form.  

25- Verify with the STA that the USNRC Headquarters' notification has been completed.  
26. Note any problems that have occurred with the roll call or with the acknowledgement of offsite 

aencies on the Emergency Action Lao sheet fEP-0012,.

EP-�543 r EPIP O1�O2O1�34

I

;EPIP-JA1*102•1N;O
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2.65 Form EP-0560, Site Security Status (sample) 

FORM EP-0560A PVNGS EMERGENCY PLANNING 

SITE SECURITY STA TUS 

Name: IDate: Time: 

ACCESSiCONTROL 
Site Protected Area 

Vehicle Traffic: Personnel Traffic: 

Areas to Avoid: Areas to Avoid: 

IMPACTS TO SECURITY 

OFFSITE.ASSISTAN.CE __________ 

Notified E TA Onsite 

TECHNICAL SUPPORT CENTER SECURITY 

AfISCELLANEOUS 

Suspension of Safeguards: 

Unaccounted Individuals: 

Transportation: 

Security Personnel Status:

F-EPOSS6flOC

PV216-08N1 (8-88)

0802199 08:49:35
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2.66 Form EP-0561, Individual Accountability (sample) 

FORM EP-0561 a PVNGS EMERGENCY PLANNING

INDIVIDUAL ACCOUNTABILITY 

Assembly Area: Date: Time: 
Department I Group: Unit:

NOTE Contact Security Supervision or FAX this completed form with Accountability results for this Assembly Area to the GAS

F-EP0561 .DOC 08102/99 08:52.21

PV216-08NI (8-88)
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2.67 Form EP-0570, RMS Overview, page 1 of 3 (sample)

FORM EP-0570 A PVNGS EMERGENCY PLANNING

RMS OVERVIEW(Part I of 3) 

RU-01 CH-1 Particulate PCI Icc Containment airborne- Isolates on SIAS I CIAS - Required for 

CH-2 Iodine pCi I cc leak detection - Indicates rate-of-change in accumulated activity 

CH-3 Noble Gas pCI Icc Required for leak detection - Indicates actual concentration 

RU-02 CH-1 Liquid pCi I ml Train-A Essential Cooling Water monitor 

RU-03 CH-1 Liquid pCi I ml Train-B Essential Cooling Water monitor 

RU-04 CH-1 Liquid pCi / ml SIG-1 blowdown monitor 

RU-05 CH-1 Liquid pCi I ml S/G-2 blowdown monitor 

RU-06 CH-1 Liquid pCI I ml Nuclear Cooling Water monitor 

RU-O7 CH-1 Liquid - IC! I~ ml uxiliary Steam Condensate monitor- HI- Alarm diveris 
.,condensate to radwaste storage 

RU-08 CH-1 Particulate pC I cc Auxiliary Building airborne - Located downstream of RU-09 and 

CH-2 Iodine PCI I cc RU-10 - Indicates rate-of-change in accumulated activity 

RU-09 CH-t Noble Gas pC]I cc Auxiliary Building airborne - 100' elevation and below 

RU-10 " CH-1 Noble Gas pClI cc Auxiliary Building airborne - 120'elevation and above 

RU-12 CH-i Noble Gas pCI-/ cc -Waste Gas Decay Tank release monitor -HI Alarm isolates 
-- IGOT release 

RU-t4 CH-1 Particulate PCI I cc Radwaste Building Exhaust - Indicates rate-of-change in 
accumulated activity 

RU-15 CH-1 Noble Gas pCI/cc Radwaste Building Exhaust 

RU- 16 CH-1 Radiation mrem / hr Containment general area at 140' elevation personnel hatch 

RU-17 CH-i Radiation mrem / hr Containment general area at 140' elevation seal table area 
Disconnected under power operation 

RU-18 CH-1 Radiation mrem I hr Control Building 140' elevation behind C.R. panels in racks 

RU-19 CH-1 Radiation mrem l hr Fuel Building 140' elevation - monitors new fuel racks 

RU-20 CH-I Radiation mrem I hr Radwaste Building 100' elevation general area in truck bay 

RU-21 CH-1 Radiation mrem / hr Radwaste Building 100' elevation general area in truck bay 

RU-22 CH-1 Radiation mremn / hr Radwaste Building 100' elevation general area in truck bay 

RU-23 CH-1 Radiation mrem I hr Chemistry Laboratory 140' elevation general area 

RU-24 CH-1 Radiation mrem I hr Central Calibration Facility north of Unit 1 

RU-25 CH-1 Radiation mrem I hr Radwaste Building 100' elevation controlled machine shop 

RU-26 CH-1 Radiation mrem / hr Primary Chemistry Sampling Room 140' elevation general area 

RU-29 CH-1 Noble Gas pCRdai Train-A Control Room Ventilation Intake maonitorn- H1l arm 
- -~ initiates CREFAS 

RU-30 OH-I Noble Gas -~ I 1cc Traln-B3 Control Room Ventilation intake monitor - HI Alarm 
Initiates CREFAS 

RU-31 OH-i Radiation direm Ihr Fuel Building 140' elevation Fuel Pool general area - HI Alarm 
- initiates Train-A FBEVAS which cross-trips CREFAS 

RU-33 OH-i Radiation mrem / hr Containment 140 elevation refueling machine general area 
Disconnected under power operation 

RU-34 CH-1 Noble Gas pCI /cc Containment Purge release monitor 

RU-37 OH-I Radiation aidn /]hr' Auxiliary Building 140' elevotlon east penetration Power Access 
*Purge monitor - HI Alarm Isolates Containment purge release 

________ ________________ - and initiates Traln-A OPIAS which cross-trips OREFAS 

RU-38 CH14- Radiation inrem/ Auxiliary Building 140' elevatlort east penetration Power Access 
-Purge monitor - HI Alarm Isolates Containment purge release 

an~d initiates TraIn-B OPIAS which cross-trips CREFASI

F EP0570.1OC 08102/99 08:57:26

PV216-DBNI (8-88)
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2.68 Form EP-0570, RMS Overview, page 2 of 3 (sample)

FORM EP-0570 A PVNGS EMERGENCY PLANNING

RMS OVERVIEW (Part 2 of ?) 

RU-Sx CH-1 Particulate PCi Icc Backup to RU-O1 (RU-51 UnitI IRU-53 Unit 2/ RU-52 Unit 3) 

(51/52/53) CH-2 Iodine pCi/cc Backup to RU-01 (RU-51 Unit lIRU-53Unit2/RU-52Unit3) 

CH-3 Noble Gas pCi Icc Not normally used 

RU-61 CH-1 Radiation mrem / hr Portable area monitor used as backup to Unit 1 Plant Vent stack 

RU-62 CH-1 Radiation mrem I hr Portable area monitor used as backup to Unit 2 Plant Vent stack 

RU-63 CH-1 Radiation mrem I hr Portable area monitor used as backup to Unit 3 Plant Vent stack 

RU-139 CH-I Radiation mrem I hr S/G-1 Main Steam Line-1 monitor 

CH-2 Radiation mrem I hr S/G-I Main Steam Line-2 monitor 

RU-140 CH-1 Radiation mrem I hr S1G-2 Main Steam Line-1 monitor 

CH-2 Radiation mrem I hr S/G-2 Main Steam Line-2 monitor 

RU-141 CM-i Noble Gas pCI/fcc Condenser Vacuum Exhaust monitor -HI Alarmn lines up 
'condenser exhaust in Thru-Fllter Mode 

RU-142 CH-1 NIG cpm SIG-1 Main Steam Line-1 monitor for SIG tube leakage at power 

CH-2 N
6  cpm SIG-1 Main Steam Line-2 monitor for SIG tube leakage at power 

CH-3 N6 cpm SIG-2 Main Steam Line-1 monitor for SIG tube leakage at power 

CH-4 N cpWm SIG-2 Main Steam Line-2 monitor for S/G tube leakage at power 

RU-143 CH-1 Noble Gas pCi I cc Auxiliary Building Vent LO-Range monitor - actual concentration 

CH-2 Particulate pCi I 2c Auxiliary Building Vent LO-Range monitor - indicates gross 

CH-3 Iodine pCi I cc activity only 

RU-144 CH-I Noble Gas pCi I cc Auxiliary Building Vent Mid-Range monitor 

CH-2 Noble Gas pCi /cc Auxiliary Building Vent HI-Range monilor 

CH-3 Rel Humidity % RH 

CH-4 Non-existent - Used as filter collection chambers 
CH-5 

RU-i45 CH-11 Noble Gas Pci f cc Fuel Building Exhauist monitor - NI Alarm initiates Train-B 
________________FBEVAS which cross-trips CREFAS 

RU-146 CH-1 Noble Gas pCi /c c Fuel Building Exhaust Mid-Range monitor 

CH-2 Noble Gas pCI / cc Fuel Building Exhaust HI-Range monitor 

CH-3 Non-existent - Used as filter collection chambers 

CH-4 

CH-5 

RU-148 CH-1 Radiation mrem ( hr Containment HI-Range monitor at 140' elevation seal table area 

RU-149 CH-1 Radiation mrem ( hr Containment HI-Range monitor at 140' elevation personnel 
I _hatch 

RU-150 CH-1 Radiation mrem (hr Primary RCS Cold Leg Loop-A monitor at 80' elevation 

RU-151 CH-1 Radiation mrem I hr Primary RCS Cold Leg Loop-B monitor at 80'elevation 

RU- 152 CH-1 Radiation mrem I hr Auxiliary Building west wall 70' elevation enroute to elevator 

CH-2 Radiation mrern I hr Auxiliary Building east wall 70' elevation 

CH-3 Radiation mrem / hr Auxiliary Building west end 40' elevation near RDT Pumps 

CH-4 Radiation mren ( hr Auxiliary Building center wall 51' elevation at Containment 

RU-153 CH-1 Radiation mrem ( hr Auxiliary Building west wall 100' elevation 

CH-2 Radiation mremI hr Auxiliary Building east wall 100' elevation by Charging Pumps 

CH-3 Radiation mrem ( hr Auxiliary Building east wall 100' elevation by Penetration Room

F EP0570.OOC 08/02/99 08:57:26
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2.69 Form EP-0570, RMS Overview, page 3 of 3 (sample)

FORM EP-0570 A PVNGS EMERGENCY PLANNING

RMS OVERVIEW (Part 3 of 3, 

RU-154 CH-1 Radiation mrem/hr Auxiliary Building west end 120' elevation enroute to elevator 

CH-2 Radiation mrem / hr Auxiliary Building east end 120' elevation by RU-I0 monitor 

CH-3 Radiation mrem I hr Control Building 140' elevation behind C.R. panels in racks 

RU-155 CH-1 Radiation mrem/ hr MSSS 86'elevation on SIG-1 side 

CH-2 Radiation mrem I hr MSSS 86' elevation on SIG-2 side 

CH-3 Radiation mrem I hr Auxiliary Building west penetration 88' elevation 

CH-4 Radiation mrem / hr Auxiliary Building 120' elevation (Letdown monitor) 

RU-156 CH-1 Radiation mrem I hr Auxiliary Building east penetration 70' elevation 

CH-2 Radiation mrem I hr Auxiliary Building west penetration 100' elevation 

CH-3 Radiation mrem I hr Auxiliary Building west penetration 100' elevation 

RU-157 CH-1 Radiation mrem Ihr MSSS 100' elevation on S/G-1 side 

CH-2 Radiation mrem / hr MSSS 100' elevation on S/G-2 side 

CH-3 Radiation mrem I hr Auxiliary Building west penetration 120' elevation 

RU-158 CH-1 Radiation mrem I hr Auxiliary Building east penetration 120' elevation 

CH-2 Radiation mrem / hr Auxiliary Building 140' elevation at Containment personnel hatch 

CH-3 Radiation mrem I hr Auxiliary Building east penetration 140' elevation by purge lines 

CH-4 Radiation mrem / hr Primary Chemistry Sampling Room 140' elevation general area

FEP0570.DOC 08/02/99 08:57:26
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2.70 Form EP-0620, Technical Analysis Overview (sample)

FORM EP-0620 A PVNGS EMERGENCY PLANNING

TECHNICAL ANALYSIS OVERVIEW

DATE: TIME: 

CRITICAL SAFETY FUNCTION STATUS 
Reactivity Control: 

Inventory Control: 

Pressure Control: 

Heat Removal: 

Maintenance of Vital AC: 

Maintenance of Vital DC: 

Containment Isolation: 

Containment Combustible Gas Control: 

Containment Temperature ! Pressure Control: 

LOST SAFETY FUNCTION 

Time to boil: 

Time to uncover core: 

Time to core melt: 

Time to Rx vessel failure: 

Time to Containment failure: 

Time.to reach 65 psig Containment: 

DOSE PROJECTIONS (SA) - HIGH SIDE RECOMMENDATION TO REDUCE 

OFFSITE DOSE CONSEQUENCES 

2 -Hour EAB (Thyroid CEE): REM 

2-Hour EAB (TEDE): REM 

__-Hour EAB (Thyroid CWE): REM 

_-Hour EAB (TEDE): REM 

_-Hour LPZ (Thyroid CDE): REM 

_-Hour LPZ (TEDE): REM 

RECOMMEN.IED•PERATORN ACTION(S) 

OTHERt INFORMATION

F-EP0o26DOC 08M0299 09:02:16
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2.71 Form EP-0630, Engineering Summary (sample)

FORM EP-0630 A PVNGS EMERGENCY PLANNING

ENGINEERING SUMMARY 
DATE: TIME: 

CRITICAL SAFE FUNCTIONSTATUS 
Reactivity Control: Inventory Control: 

Pressure Control: Heat Removal: 

Maintenance of Vital AC: Maintenance of Vital DC: 

CTMT Isolation: CTMT Combustible Gas Control: 

CTMT Temperature / Pressure Control: 

LOST SAFETY FUNCTION 
Time to boil: Time to uncover core: 

Time to core melt: Time to Rx vessel failure: 

Time to C TUT failure: Time to reach 65 psig CTMT:, 

EQUIPMENT OUT OF FAILURE MODE ESTIMA TED RECOVERY TIME 
SERVICE.....___ ME 

SYSTEMS STATUS 

Heat Sink Systems: 

Chemistry: 

Electrical: 

Mechanical: 

Reactor Engineering: 

Safety I Risk Assessment: 

RESOURCE R~ECOMMENDATION (S) 
Equipment Personnel 

CONTINGENCIES, 

OT"hF NFORMATION

FEP0630.DO 08/02/99 09:05:09

PV2?6*OSNI (8-88)
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2.72 Form EP-0800, ERO Comment Form (sample) 

FORM EP-0800D PVNGS EMERGENCY PLANNING

ERO COMMENT FORM 

Name: Phone: Station: 

ERO Position Title: Facility: Date: 

Basis frcb am): TRAINING DRILL EXERCISE ACTUAL EMERGENCY OTHER 

~~~>f -NIiIACOMMENT

__________________________ Respowise requested? LIYES [INO 
P OdQingator Ao~aso do wt wnta below thts Mon. Fortard this conmmonl to PVN(GS gmotgemy pjattnlnq. MAUs Stallon 605Q., 

1) Dtoesýcommntrt satiSly deficencV ciei spcfe in 10 0FRtI954(s)(2)(ii)? flYES FlNO 
2) Does comm~ent satisty woakness critairagpeffi inF-IPoa? F YES FlNO 
3) Does9 comment ratsfy CROR applicab~iitype ~901DPIPO31'P6 I' YES Fl NO) 

T. P533%EDUE MHANGE 2. ~TRAINING 3, PERSO~NNEL PE.RrFOR#.CE 4. FACILITY i EOU$IPMENT 
5- DRILL PREPARATIONt B. POLICY Olrfxw (c~ird6 allthat apply) 

Signat-ure: ___________________ Date-.________ 

MW EP*OBODO) EPIP-O0fQŽ,O04

PV216-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 128 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 1 8 

Appendix D Page 1 of 10 

Appendix D - Notification 

1.0 Initial notifications 

1.1 Noteworthy Items for notifications 

1.1.1 The numbers on the colored Authenticator Code envelopes represent the 
sequence of actual events that have taken place on site during the current 
calendar year. They do not represent the month of the year. The white 
Authenticator Code envelopes are used for drills, exercises, and tests only. Use 
the same Authenticator Code for the entire event. However, if the event 
terminates after offsite agencies have been notified and then another event takes 
place, retrieve the next lowest-numbered colored Authenticator Code envelope.  

1.1.2 If the event has been terminated prior to commencing notifications, the NAN 
Emergency Message Form should be used. If the event or Protective Action 
Recommendation changes during notifications, inform the current contact that 
the event has changed and discontinue calling the remaining people on the call
out list. Group Pager activation for event termination is not required if the event 
terminates prior to making the initial ERO notification.  

1.1.3 Meteorological information is obtained from ERFDADS by selecting "TOP 
MENU" located at the lower left corner of the display, then selecting "P&ID 
DISPLAYS", and then selecting "MET DATA." If ERFDADS is unavailable, 
meteorological information can be obtained by dialing the National Weather 
Service in Phoenix (602-379-4609 or 602-379-4611) request current 
meteorological data at PVNGS. Ensure that the Emergency Coordinator is 
informed and that someone is sent to the Meteorological Tower for resolution of 
failure and to obtain local data, if possible.  

1.1.4 While making upgraded, downgraded, and/or termination notifications, complete 
the "Date / Time / Initials" columns for those agencies contacted. Certain 
agencies may not respond on backshifts or weekends. The individual notifying 
USNRC Headquarters will complete the "USNRC Headquarters" Section of the 
form.  

1.1.5 If contact with the required agencies is not made via the NAN ringdown phones, 
either the NAN Radio Backup (PVNGS radio), the regular phone, or the cellular 
telephone must be used. The designated backup for the NAN is the PVNGS 
radio.  

1.1.6 The Group Pager message that is transmitted to Emergency Response 
Organization personnel should include the emergency classification, e.g., NUE, 
ALERT, SAE, GE, TERMINATION.  

1.1.7 All noteworthy items and problems should be recorded on the Action Logsheets.

PV216-OSNI (8-88)
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1.2 Authenticator codes 

1.2.1 For initial notification and termination only, retrieve the lowest-numbered colored 
Authenticator Code envelope from the wall key box in the Shift Manager's office 
and remove the code from the envelope.  

1.3 Checking whether NAN is operational 

1.3.1 If the NAN is operational, notify offsite agencies using step 1.5. If the NAN is not 
operational, notify offsite agencies using step 1.7.  

1.4 Completing the Emergency Message Form 

1.4.1 Complete Steps 1, 4, and 6 of Form EP-0541, Palo Verde NAN Emergency 
Message Form (see Appendix C - Forms), per the Emergency Coordinator's 
instructions. Use ERFDADS to obtain meteorological information required for 
Step 4 on the form.  

1.4.2 Instruct the Emergency Coordinator to complete Steps 3 and 5 of the form, 
review the form for accuracy, and sign the form.  

1.4.3 Government Liaison completes steps 1-6 and gets the Emergency Operations 
Director's signature.  

1.5 Offsite notifications using the NAN 

1.5.1 Pick up the receiver on the NAN phone, push the red button for 5 seconds, and 
record the time in Step 2 of the form. Allow 30 seconds for all stations to access 
the phone.  

1.5.2 Announce the following message: "STAND BY FOR WARNING-POINT ROLL 
CALL. ALL STATIONS OBTAIN COPY OF PALO VERDE NAN EMERGENCY 
MESSAGE FORM." 

1.5.3 Repeat message once.  

1.5.4 Announce each NAN agency name and have each agency acknowledge prior to 
announcing the next agency name.  

1.5.5 When all agencies have acknowledged, read aloud Steps 1-6 on Form EP-0541, 
Palo Verde NAN Emergency Message Form (see Appendix C - Forms).  

1.5.6 Announce the following message: "STAND BY FOR ACKNOWLEDGMENT 
ROLL CALL, MARICOPA COUNTY SHERIFF'S OFFICE DID YOU COPY?" 
Allow time for the Sheriff's Office to repeat back the entire message prior to other 
agencies' acknowledgment. Ensure message was read back verbatim. Correct 
any incorrect information. Call out each NAN agency name. Ensure each agency 
acknowledges their copy. If an agency indicates "DOES NOT COPY", clarify the 
message and resume the roll call when the agency does copy.

PV216-08NI (8-88)
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1.5.7 When all agencies acknowledge receipt of the message, announce the following 
message: "END OF MESSAGE." 

1.5.8 Note any problems that have occurred with the roll call or with the 
acknowledgment of offsite agencies. If an agency or person did not get notified, 
complete the Emergency Notifications "Date" and "Time" Columns with "N/A" and 
write your initials. Complete the remaining entries as appropriate.  

1.5.9 Go to step 1.8 to perform Group Pager notifications.  

1.6 Completing the NAN Emergency Message Form (Radio Backup) 

1.6.1 Complete Steps 1, 4, and 6 of Form EP-0543, Palo Verde NAN Emergency 
Message Form (Radio Backup) (see Appendix C - Forms), per the Emergency 
Coordinator's instructions. Use ERFDADS to obtain meteorological information 
required for Step 4 on the form.  

1.6.2 Instruct the Emergency Coordinator to complete Steps 3 and 5 of the form, 
review the form for accuracy, and sign the form.  

1.6.3 Government Liaison completes steps 1-6 and gets the Emergency Operations 
Director's signature.  

1.7 Offsite notifications using the NAN Backup 

1.7.1 Using either the NAN Radio Backup in the Satellite Technical Support Center, the 
Control Room, or the NAN Radio Backup in the Emergency Operations Facility 
[Government Liaison only, model 3 handheld radio], press the "Mode" button until 
the display indicates "NANB/U 18" [Government Liaison only, model 3 handheld 
radio - turn the channel selector knob to the "NANB/U" channel]. An alternate 
method to reach this status is to press the "Home" button until the unit audibly 
beeps. Then enter 18 on the key pad and press the "Sel" key.  

1.7.2 Press the "Page" button [Government Liaison only, model 3 handheld radio 
press the right arrow key until "PAGE" appears on the display, then press the key 
below "PAGE"].  

1.7.3 Press the "Mode" button until the display indicates "GOVT AGENCY". The 
display will alternate between "GOVT AGENCY" and "ID - 710100". [Government 
Liaison only, model 3 handheld radio - enter "710100" on the keypad] 

1.7.4 Press the "Sel" button. [Government Liaison only, model 3 handheld radio 
press the push-to-talk switch] This action sends a page to all government 
agencies offsite.  

1.7.5 Wait for the 4-beep acknowledgment signal. This action indicates that offsite desk 
sets have acknowledged the page.

PV216-OSNI (8-88)
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1.7.6 Press "Home" to return the display to "NANB/U 18" [Government Liaison only, 

model 3 handheld radio - no action required].  

1.7.7 Record the time in Step 2 of the form.  

1.7.8 Key the radio microphone and announce the following message: "ALL 
STATIONS THIS NET, ALL STATIONS THIS NET. THIS IS PALO VERDE TO 
ALL STATIONS. STANDBY FOR WARNING-POINT ROLL CALL. ALL 
STATIONS OBTAIN COPY OF PALO VERDE NAN EMERGENCY MESSAGE 
FORM." 

1.7.9 After a 30-second waiting period, repeat the preceding message.  

1.7.10 Announce each NAN agency name and have each agency acknowledge prior to 
announcing the next agency name.  

1.7.11 When all agencies have acknowledged, read aloud Steps 1-6 on Form EP-0543, 
Palo Verde NAN Emergency Message Form (Radio Backup) (see Appendix C 
Forms).  

1.7.12 Announce the following message: "STAND BY FOR ACKNOWLEDGMENT 
ROLL CALL, MARICOPA COUNTY SHERIFF'S OFFICE DID YOU COPY?" 
Allow time for the Sheriff's Office to repeat back the entire message prior to other 
agencies' acknowledgment. Ensure message was read back verbatim. Correct 
any incorrect information. Call out each NAN agency name. Ensure each agency 
acknowledges their copy. If an agency indicates "DOES NOT COPY", clarify the 
message and resume the roll call when the agency does copy.  

1.7.13 When all agencies acknowledge receipt of the message, announce the following 
message: "PALO VERDE OFF." 

1.7.14 Note any problems that have occurred with the roll call or with the 
acknowledgment of offsite agencies. If an agency or person did not get notified, 
complete the Emergency Notifications "Date" and "Time" Columns with "N/A" and 
write your initials. Complete the remaining entries as appropriate.  

1.7.15 Go to step 1.8 to perform Group Pager notifications.  

1.8 Group Pager notifications

PV216-O8NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 132 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix D Page 5 of 10 

NOTE 

Group Pager activation is unnecessary after all 
emergency response facilities have been activated, 
except for event termination messages. Group 
Pager activation for event termination is not 
required if the event terminates prior to making the 
initial ERO notification. The ECC Dispatcher is 
called for initial notification and termination 
messages only.  

1.8.1 Retrieve the appropriate information from Step 3 of the form and complete Step 7 
using the "W Pager" Program on either the STA's/Operation Technician's 
Computer using pager 6580311.  

EXAMPLE: "This is / is not a drill. PVNGS Unit # 1/2/3 Classification (NUE) 
(ALERT) (SAE) (GE) (TERMINATION) Status Code # # # This is / is not a drill." 

1.8.2 Notify the ECC Dispatcher by transmitting the message per Step 7 of the form.  

1.8.3 The STSC Communicator shall verify with the STA that the NRC ENS notification 
has been completed prior to reporting to the EC that all notifications have been 
completed.  

1.8.4 Inform the Emergency Coordinator / Emergency Operations Director that all 
notifications have been completed.  

1.8.5 If this offsite notification is the initial notification for the current emergency event, 
then call personnel in the Unaffected Units and request them to update their 
colored Authenticator Code envelopes to reflect the next number in sequence 
following the one you have used. Ensure the numbers on the colored 
Authenticator Code envelopes in all three Units' wall key boxes correspond.  

2.0 Followup agency notifications 

As directed, perform the actions associated with followup offsite agency notifications.
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NOTE 

Form EP-0542, Follow-up Emergency Message 
(see Appendix C - Forms), is to be completed after 
the initial notifications have been made and as soon 
as time permits. It should be prepared when 
information becomes available and transmitted to 
the Arizona Radiation Regulatory Agency when 
requested. It does not have to be completed if 
classification and termination were made with the 
same notification.  

2.1 Complete the Follow-up Emergency Message Form 

2.1.1 Complete Steps 1, 2 and 14 on Form EP-0542, Followup Emergency Message 
Form (see Appendix C - Forms).  

2.1.2 Instruct the Radiation Protection Monitor / Radiological Assessment Coordinator 
to complete Steps 8, 9, and 10 of the form.  

2.1.3 Instruct the Emergency Coordinator to complete Steps 3 through 7 and 11 
through 14 of the form, review the form for accuracy, and sign the form.  

2.1.4 Government Liaison completes steps 1-14 and gets the Emergency Operations 
Director's signature.  

2.1.5 Fax the Follow-up Emergency Message Form 

2.1.6 When the Follow-up Emergency Message Form has been requested by the 
Arizona Radiation Regulatory Agency, get the facsimile (FAX) telephone number 
to where it should be transmitted. Per the Emergency Coordinator's / Emergency 
Operations Director's instructions, transmit Form EP-0542, Follow-up Emergency 
Message (see Appendix C - Forms), to the Arizona Radiation Regulatory Agency 
via fax. When complete, inform the Emergency Coordinator/ Emergency 
Operations Director that the Follow-up Emergency Message Form has been 
transmitted to the Arizona Radiation Regulatory Agency.  

3.0 Emergency termination notifications 

As directed, perform the actions associated with offsite agency emergency termination 
notifications.
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NOTE 

Notifications to State/County agencies per the 
Emergency Termination Message Form shall 
commence within 15 minutes following termination 
of the emergency declaration.  

3.1 Authenticator codes 

3.1.1 For initial notification and termination only, retrieve the lowest-numbered colored 
Authenticator Code envelope from the wall key box in the Shift Manager's office 
and remove the code from the envelope.  

3.2 Termination of event 

3.2.1 Complete Steps 1, 4, and 6 of EP-0541, Palo Verde NAN Emergency Message 
Form (see Appendix C - Forms), per the Emergency Coordinator's instructions.  

3.2.2 Instruct the Emergency Coordinator to complete Step 3 and 5 of the form, review 
the form for accuracy, and sign the form.  

3.2.3 Government Liaison completes steps 1-6 and gets the Emergency Operations 

Director's signature.  

3.3 Checking whether NAN is operational 

If the NAN is operational, notify offsite agencies using step 3.4. If the NAN is not 
operational, notify offsite agencies using step 3.6.  

3.4 Offsite notifications using the NAN 

3.4.1 Pick up the receiver on the NAN phone, push the red button for 5 seconds, and 
record the time in Step 2 of the form. Allow 30 seconds for all stations to access 
the phone.  

3.4.2 Announce the following message: "STAND BY FOR WARNING-POINT ROLL 
CALL. ALL STATIONS OBTAIN COPY OF PALO VERDE NAN EMERGENCY 
MESSAGE FORM." 

3.4.3 Repeat message once.  

3.4.4 Announce each NAN agency name and have each agency acknowledge prior to 
announcing the next agency name.  

3.4.5 When all agencies have acknowledged, read aloud Steps 1-6 on Form EP-0541, 
Palo Verde NAN Emergency Message Form (see Appendix C - Forms).
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3.4.6 Announce the following message: "STAND BY FOR ACKNOWLEDGMENT 
ROLL CALL, MARICOPA COUNTY SHERIFF'S OFFICE DID YOU COPY?" 
Allow time for the Sheriff's Office to repeat back the entire message prior to other 
agencies' acknowledgment. Ensure message was read back verbatim. Correct 
any incorrect information. Call out NAN agency name. Ensure each agency 
acknowledges their copy. If an agency indicates "DOES NOT COPY", clarify the 
message and resume the roll call when the agency does copy.  

3.4.7 When all agencies acknowledge receipt of the message, announce the following 
message: "END OF MESSAGE." 

3.4.8 Note any problems that have occurred with the roll call or with the 
acknowledgment of offsite agencies. If an agency or person did not get notified, 
complete the Termination Notifications "Date" and "Time" Columns with "N/A" and 
write your initials. Complete the remaining entries as appropriate.  

3.4.9 Go to step 3.7 for Group Pager notification.  

3.5 Completing the NAN Emergency Message Form (Radio Backup) 

3.5.1 Complete Steps 1, 4, and 6 of Form EP-0543, Palo Verde NAN Emergency 
Message Form (Radio Backup) (see Appendix C - Forms), per the Emergency 
Coordinator's instructions. Use ERFDADS to obtain meteorological information 
required for Step 4 on the form.  

3.5.2 Instruct the Emergency Coordinator to complete Steps 3 and 5 of the form, 
review the form for accuracy, and sign the form.  

3.5.3 Government Liaison completes steps 1-6 and gets the Emergency Operations 
Director's signature.  

3.6 . Offsite notfications using the NAN Backup 

3.6.1 Using either the NAN Radio Backup in the Satellite Technical Support Center, the 
Control Room, or the NAN Radio Backup in the Emergency Operations Facility 
[Government Liaison only, Model 3 handheld radio], press the "Mode" button until 
the display indicates "NANB/U 18" [Government Liaison only, model 3 handheld 
radio - turn the channel selector knob to the "NANB/U" channel]. An alternate 
method to reach this status is to press the "Home" button until the unit audibly 
beeps. Then enter 18 on the key pad and press the "Sel" key.  

3.6.2 Press the "Page" button [Government Liaison only, model 3 handheld radio 
press the right arrow key until "PAGE" appears on the display, then press the key 
below "PAGE"].
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3.6.3 Press the "Mode" button until the display indicates "GOVT AGENCY". (The 
display will alternate between "GOVT AGENCY" and "ID - 710100".) 
[Government Liaison only, model 3 handheld radio - enter "710100" on the 
keypad] 

3.6.4 Press the "Sel" button. [Government Liaison only, model 3 handheld radio 
press the push-to-talk switch] This action sends a page to all government 
agencies offsite.  

3.6.5 Wait for the 4-beep acknowledgment signal. This action indicates that offsite desk 
sets have acknowledged the page.  

3.6.6 Press "Home" to return the display to "NANB/U 18" [Government Liaison only, 
model 3 handheld radio - no action required].  

3.6.7 Record the time in Step 2 of the form.  

3.6.8 Key the radio microphone and announce the following message:"ALL STATIONS 
THIS NET, ALL STATIONS THIS NET. THIS IS PALO VERDE TO ALL 
STATIONS. STANDBY FOR WARNING-POINT ROLL CALL. ALL STATIONS 
OBTAIN COPY OF PALO VERDE NAN EMERGENCY MESSAGE FORM." 

3.6.9 After a 30-second waiting period, repeat the preceding message.  

3.6.10 Announce each NAN agency name and have each agency acknowledge prior to 
announcing the next agency name.  

3.6.11 When all agencies have acknowledged, read aloud Steps 1-6 on Form EP-0543, 
Palo Verde NAN Emergency Message Form (Radio Backup)(see Appendix C 
Forms).  

3.6.12 Announce the following message: "STAND BY FOR ACKNOWLEDGMENT 
ROLL CALL, MARICOPA COUNTY SHERIFF'S OFFICE DID YOU COPY?" 
Allow time for the Sheriff's Office to repeat back the entire message prior to other 
agencies' acknowledgment. Ensure message was read back verbatim. Correct 
any incorrect information. Call out NAN agency name. Ensure each agency 
acknowledges their copy. If an agency indicates "DOES NOT COPY", clarify the 
message and resume the roll call when the agency does copy.  

3.6.13 When all agencies acknowledge receipt of the message, announce the following 
message: "PALO VERDE OFF." 

3.6.14 Note any problems that have occurred with the roll call or with the 
acknowledgment of offsite agencies. If an agency or person did not get notified, 
complete the Termination Notifications "Date" and "Time" Columns with "N/A" and 
write your initials. Complete the remaining entries as appropriate.  

3.6.15 Go to step 3.7 for Group Pager notification.
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3.7 Group Pager notifications 

NOTE 

Group Pager activation is unnecessary after all 
emergency response facilities have been activated, 
except for event termination messages. Group 
Pager activation for event termination is not 
required if the event terminates prior to making the 
initial ERO notification. The ECC Dispatcher is 
called for initial notification and termination 
messages only.  

3.7.1 Retrieve the appropriate information from Step 3 of the form and complete Step 7 
using the "W Pager" Program on either the STA's/Operation Technician's 
Computer using pager 6580311.  

EXAMPLE: "This is / is not a drill. PVNGS Unit # 1/2/3 Classification (NUE) 

(ALERT) (SAE) (GE) (TERMINATION) Status Code # # # This is / is not a drill." 

3.7.2 Notify the ECC Dispatcher by transmitting the message per Step 7 of the form.  

3.7.3 The STSC Communicator shall verify with the STA that the NRC ENS notification 
has been completed prior to reporting to the EC that all notifications thave been 
completed.  

3.7.4 Inform the Emergency Coordinator / Emergency Operations Director that all 
notifications have been completed.  

3.7.5 If this offsite notification is the initial notification and termination for the current 
emergency event, then call personnel in the Unaffected Units and request them 
to update their colored Authenticator Code envelopes to reflect the next number 
in sequence following the one you have used. Ensure the numbers on the 
colored Authenticator Code envelopes in all three Units' wall key boxes 
correspond.
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Appendix E - ERDS Activation 

1.0 For an Alert or higher Emergency Classification, activate the Emergency Response 
Data System in accordance with the following instructions.  

1.1 10 CFR 50.72 states: "The licensee shall activate the Emergency Response Data 
System (ERDS) as soon as possible, but not later than one hour, after declaring an 
emergency class of alert, site area emergency, or general emergency. The ERDS may 
also be activated by the licensee during emergency drills or exercises if the licensee's 
computer system has the capability to transmit the exercise data." At PVNGS, 
ERFDADS sends information via ERDS to the USNRC at both the Regional Office and 
Headquarters on the Federal Telecommunications System (FTS) telephone lines 
through three dial-up modems (one per Unit). ERDS in all three Units can be active 
simultaneously.  

1.2 If ERFDADS is not functioning, perform the following actions: 

1.2.1 Inform the Emergency Coordinator that ERDS cannot be activated.  

1.2.2 Notify the USNRC via the FTS-2000 (ENS) telephone and report that ERDS 
cannot be activated.  

1.3 If the current Unit number shown in the top left corner of the display must be changed 
to transmit data for the applicable Unit, perform the following actions: 

1.3.1 With the left mouse button, click on "Top Menu" at the lower left corner of the 
display.  

1.3.2 When the Top Menu display appears, click on the "System Function Displays" 
box.  

1.3.3 When the System Functions Menu - 1 of 2 display appears, click on the 

"Unit/Server Switch" box.  

1.3.4 When the Unit/Server Switch display appears, highlight the desired Unit.  

1.3.5 When highlighted, click on the "Apply" button at the top of the display.  

1.3.6 The display should read "Unit switched -- PROCEED." 

1.3.7 Click on the "OK" button in the box.
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1.4 Log into the system.  

NOTE 

Failing to activate ERDS within 15 minutes following 
logon will result in automatic logoff and the logon 
process must be reinitialized prior to ERDS 
activation.  

1.4.1 With the left mouse button, click on "Options" toward the left end of the top menu 

bar.  

1.4.2 When the "Options" pull-down menu appears, click on "Logon".  

1.4.3 When the "R*TIME/X Password Entry" box appears, click on the empty rectangle 
box to place the flashing cursor in the box.  

1.4.4 Type STA and click on the "Apply" button in the "R*TIME/X Password Entry" box.  

1.4.5 The "Password Entry" box should disappear and logon is complete.  

1.5 Activate ERDS.  

1.5.1 Following logon into the system, click on "Top Menu" at the lower left corner of 
the display.  

1.5.2 When the Top Menu display appears, click on the "System Function Displays" 
box.  

1.5.3 When the System Functions Menu - 1 of 2 display appears, click on the "ERDS 
Communication Link" box.  

1.5.4 When the ERDS Communication Link display appears, highlight the "Activate" 
box.  

1.5.5 When highlighted, click on the "Apply" button at the top of the display.  

1.5.6 The "Activate" highlight should disappear and ERDS is activated.  

1.6 ERDS status may be monitored as follows.  

1.6.1 To display the status of the ERDS communication link, click on "Top Menu" at the 
lower left corner of the display.  

1.6.2 When the Top Menu display appears, click on the "System Function Displays" 
box.

PV216-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 140 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix E Page 3 of 3 

1.6.3 When the System Functions Menu - 1 of 2 display appears, click on the "ERDS 
Communication Link" box.  

1.6.4 When the ERDS Communication Link display appears, ensure that the 
information displayed indicates appropriate communications status and proper 
transmission of data.  

1.7 Deactivate ERDS upon event termination. ERDS deactivation requires current system 
logon.  

1.7.1 If system logon is required, use step 1.4.  

1.7.2 Following system logon, click on "Top Menu" at the lower left corner of the 
display.  

1.7.3 When the Top Menu display appears, click on the "System Function Displays" 
box.  

1.7.4 When the System Functions Menu - 1 of 2 display appears, click on the "ERDS 
Communication Link" box.  

1.7.5 When the ERDS Communication Link display appears, highlight the "Terminate" 
box.  

1.7.6 When highlighted, click on the "Apply" button at the top of the display.  

1.7.7 The "Terminate" highlight should disappear and ERDS is deactivated.  

1.8 See Appendix N- ERFDADS operation for a list of data that is transmitted on ERDS.
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Appendix F - Dose Projection 

1.0 Noteworthy items 

1.1 The MESOREM-JR computerized dose assessment program is the primary dose 
calculation method used for performing dose projections. If the primary method cannot 
be used at the preferred location, it should be performed at an alternate location and 
the dose projection results telecommunicated to the preferred location.  

1.2 Printers shall not be connected to uninterruptible power supplies dedicated as backup 
power sources to computers designated for dose projection capability. If a 
computerized dose projection must be performed using an uninterruptible power supply 
as the sole power source, calculation results must be transcribed manually from the 
computer monitor display.  

1.3 The initial calculation of projected doses should be completed for a 2-hour release at 
the Site Boundary affected sector centerline. The Protective Action Recommendation 
issued may be based on this projection and the 2-hour time period appropriate for the 
release is the assumed basis used in the PVNGS / Arizona Radiation Regulatory 
Agency agreements. A projection should be run for the total release time if the release 
continues beyond 2 hours.  

1.4 The 1 % failed fuel scenario should be selected unless plant conditions indicate severe 
(>10%) fuel clad failure.  

1.5 Use of 100% fuel clad failure will project extreme levels of Iodine activity. If this 
scenario is used, Survey Teams must be made aware of the potential for extreme 
levels of Iodine activity and of the need to expedite data verification surveys. Since 
calculated doses are analytic estimates only, the calculations should be validated with 
field data as soon as possible. If calculated estimates differ considerably from 
associated field data, Emergency Operations Facility staff should use the "Back
Calculation" function to obtain an adjusted projection and the function should be 
repeated until a best-fit calculation correlates with the associated field data.  

1.6 If the "F1 - Isolated Containment" option is selected from the Accident Menu, the Dose 
Projection Technical Basis Manual may be referenced for information pertinent to this 
accident scenario. Accordingly, correlation monitor values for Containment RMS 
Monitors RU-1 48 / RU-149 are also provided in the manual for instances when these 
monitors are inoperable or are not functioning properly.  

1.7 Parameter entries must be in accordance with the options given for each, i.e., within a 
specified range, entered in a specific format, etc. Review each option. In cases where 
the actual value is less than the lowest range, or greater than the highest range value, 
enter the minimym or maximum allowable range value. Make a note of the actual value 
on page 4 of the printout.
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1.8 If one projection is continued through a date change, and actual date on a menu screen 

will not be updated until that screen is exited and then re-entered on the new date. This 

will not affect the program results.  

1.9 If RMS Monitors RU-1 39/140 are inoperable during an actual release the Mesorem 

SGTR 1% Scenario allows use of built-in default calculations for either an ADV or 

MSSS release. These default values, based on the Steam Generator Tube Rupture 

Accident Analysis from CESSAR 15.6, will result in the issuance of very conservative 

Protective Action Recommendations. The Emergency Coordinator or Emergency 

Operations Director must be informed that values obtained are based on the 

assumption of 1% Failed Fuel, a 400 GPM primary/secondary leak rate, and a 2 hour 

release. A Survey Team must be dispatched immediately to the Site Boundary to verify 

the release levels.  

1.10 RMS Monitors RU-139 / RU-140 will respond to N16 gamma during steam generator 

tube leakage at power operation in addition to designed activity monitoring. Use of at

power RU-1 39 / RU-1 40 monitor values could result in an extremely conservative dose 

projection. In this case, it is imperative to obtain a sample and repeat the dose 
calculation immediately after reactor scram.  

1.11 During steam releases from specific plant systems, the possibility exists of the systems 

to achieve a solid condition. In these instances, any release would most likely become 

entrained with liquid. If this condition coincides with major steam generator tube 

failures, the projected Thyroid CDE value should be multiplied by a factor of 100.  

1.12 The "F7 - Waste Gas Decay Tank Accident" selection on the Accident Menu is not 

appropriate for a surge tank or any tank / pathway gaseous release which may contain 

significant Iodine activity. The "F4 - Loss of Coolant Accident 1 %" projection should be 

selected for any release containing potential Iodine activity (i.e., tank isolated for less 
than 45 days).  

1.13 Unmonitored Release 

Typical accident assumptions would indicate that a release is occurring which is not 

monitored by an RMS monitor, nor would there be any flow rate(s) available. There will 

likely be no indications of release activity initially other than immediate area dose rates.  

Examples of this type of release are a ruptured tank in the Radwaste yard which 

contained radioactive liquids, an outside fire involving radioactive waste, an accident 

involving waste shipment on site, an accident in the Radwaste Storage Building, etc. In 

all of these cases, release rates would typically be relatively low, but the potential would 

exist for high level releases. Site Boundary dose estimates may have to be developed 

from available data and provided to ARRA in lieu of a MESOREM projection until actual 

Site Boundary data becomes available.
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1.14 For unmonitored release events, the Survey Teams should be directed to obtain peak 
dose rate readings at the leading edge of the plume based on the current plume 
direction. The team(s) should be prepared to follow the leading edge as necessary.  
They should report current dose rates (closed window) which may be used as External 
EDE dose rates measured per hour for PAR determinations. The External EDE dose 
rates should be used, along with the current ERFDADS wind speed, to determine when 
the leading edge of the plume will reach the Site Boundary and what the dose rates will 
be at the time of arrival. Decay need not be taken into effect at this time. If Iodine 
shows any significance, the External EDE dose rate should be multiplied by 2. The net 
dose determined should be treated as TEDE for PAR purposes and Appendix B 
Protective Action Recommendations, should be reviewed using this value to derive a 
qualified Protective Action Recommendation for the EC / EOD. In most cases, these 
actions will demonstrate Site Boundary dose to be minimal or zero, due to the low 
release rate. The team(s) should be instructed to obtain as many air samples as 
practicable to provide data for follow-up analyses. Appendix Q- Dose Projection 
Technical Bases, provides additional methodologies and information which may be of 
use in several types of unmonitored scenarios.
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2.0 MESOREM, Jr. startup 

2.1 Select "MESOREM" from the functional display or select the MESOREM icon.  

2.2 At the "PASSWORD" Prompt, type one of the following: 

"• STSC (for units inside the Protected Area) 

"° EOF (for the unit in the EOF and for program copies downloaded from the LAN) 

2.3 At the "ID" Prompt, type 000000 (six zeroes).  

2.4 Review the "Help" item that follows. Press <ENTER> when completed.  

2.5 When the "Command Menu" appears, ensure that the "Current Time" field is correct 

toward the upper right portion of the display. If the time and/or date requires 

adjustment, select Q to quit and adjust the time and/or date accordingly. When 

complete, execute the previous steps to this point.  

2.6 Re-evaluate the current time and date for accuracy.  

2.7 Select <F2> ("Execute Dispersion Model").  

NOTE 

Selection <F2> ("Execute from Edited Files") on the 
"Mode-A Menu" display is employed only by 
Emergency Operations Facility personnel. Further 

guidance on this function may be obtained from the 
Dose Projection Technical Bases Manual.  

2.8 When the "Mode-A Menu" display appears, select <Fl> ("Fast Mode A - Initiate Model 

from Sequential Screens").  

2.9 When the "Accident Menu" display appears, proceed to Section 3.0 of this document.  

3.0 MESOREM, Jr. Mode A dose projection 

3.1 When the "Accident Menu" appears as represented below, select the appropriate 

accident type: 

3.1.1 F1 - Isolated Containment 

3.1.2 F2 - Steam Generator Tube Rupture 1% 

3.1.3 F3 - Steam Generator Tube Rupture 100%
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3.1.4 F4 - Loss of Coolant Accident 1% 

3.1.5 F5 - Loss of Coolant Accident 100% 

3.1.6 F6 - Fuel Handling Accident 

3.1.7 F7 - Waste Gas Decay Tank Accident 

3.2 For the following prompts, enter the appropriate data as indicated: 

3.2.1 Time Emergency Declared - enter the time the emergency was declared, as this 
entry will affect the plume mixing height. For back-calculations, enter the time the 
original event / release occurred.  

3.2.2 Date Emergency Declared - enter the current date. For back-calculations, enter 

the appropriate date the original calculation was performed.  

3.2.3 Adverse Weather or Normal Weather - enter Normal. Enter Adverse when 
weather / road conditions will delay evacuation times.  

3.2.4 Expected Total Release Duration Time - if known, enter the expected duration of 
the release. If unknown, enter 2 hours initially. If release phase extends beyond 

2 hours, enter values high enough to encompass total release phase time.  

3.2.5 Has Release Been in Progress - enter Yes. Entering No will invoke the "Time 

Until Release Begins" Prompt, which allows for a bounding calculation based on 
degrading conditions and the release projected to begin in the future.  

NOTE 

The initial calculation of projected doses should be 
completed for a 2-hour release at the Site Boundary 
affected sector centerline. The Protective Action 

Recommendation issued may be based on this 
projection and the 2-hour time period appropriate for 
the release is the assumed basis used in the 
PVNGS / Arizona Radiation Regulatory Agency 
agreements. A projection should be run for the total 
release time if the release continues beyond 2 
hours.  

3.2.6 Time Release Has Been in Progress - enter the difference between the current 

time and the time the release began. Ensure that the time entered is less than the 
time entered for the "Expected Total Release Duration".
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3.2.7 Has Reactor Been Scrammed - enter Yes if the source mix is decaying and is not 
directly attributable to a critical reactor.  

3.2.8 Number of Hours and Minutes Since Scram - enter the difference between the 

current time and the time the source mix began to decay.  

3.2.9 When the "Monitor Type Menu" appears, select the appropriate RMS Monitor for 
the applicable release path.  

NOTE 

Meteorological information is obtained from 
ERFDADS by selecting "TOP MENU" located at the 
lower left corner of the display, then selecting "P&ID 
DISPLAYS", and then selecting "MET DATA." If 
ERFDADS is inoperable, get weather information by 
dialing the National Weather Service in Phoenix 
(602-379-4609 or 602-379-4611) and requesting 
current meteorological data at PVNGS.  

3.2.10 Wind Speed - enter the 15-minute average of the 35-foot elevation wind speed 
parameter obtained from ERFDADS meteorological data. (If ERFDADS and 
NWS data are both unavailable, enter 1 mph.) 

3.2.11 Wind Direction - enter the 15-minute average of the 35-foot elevation wind 
direction parameter obtained from ERFDADS meteorological data. (If ERFDADS 
and NWS data are both unavailable, enter 9 0 -.)
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NOTE 

The default Delta-T used by the program is +1 89F, 
which is extremely stable, thus very conservative.  
Therefore, if ERFDADS meteorological data is 
unavailable and data has been obtained from the 
National Weather Service, a more appropriate 
Stability Class can be derived by selecting a Delta-T 
from the Alternative Delta-T Chart, as the National 
Weather Service is not able to provide Delta-T at 
PVNGS. The Stability Class will display after the 
Delta-T has been entered.  

3.2.12 Delta-T - enter the 15-minute average Delta-T obtained from ERFDADS 
meteorological data. (If ERFDADS and NWS data are both unavailable, enter 
18). If data has been obtained from the National Weather Service, select an 
appropriate Delta-T using the following Alternative Delta-T Table to derive an 
appropriate Stability Class 

Alternative Delta T

Wind Speed, mph Day (light) Night (dark) 

<4 - 1.60 F +4.0 0 F 

4-7 - 1.4' F +2.0' F 

> 7- 9 -1.4' F + 1.0' F 

> 9- 13 -1.0 0 F - 1.0° F 

> 13 -1.0 0 F - 1.0' F

3.2.13 The calculated mixing depth, presented in units of meters, will display after the 
Ambient Temperature is entered. The mixing depth correlates to the height at 
which the plume stops rising and levels out.  

3.2.14 Ambient Temperature - enter the 15-minute average Ambient Temperature 
obtained from ERFDADS meteorological data. (If ERFDADS and NWS data are 
both unavailable, enter 62.) 

3.3 Press <ENTER>.
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NOTE 

Selection <FI> ("Grab Sample Analysis Complete") 
on the "Breakdown Menu" display is employed only 
by Emergency Operations Facility personnel. Use 
of this function is addressed in the Dose Projection 
Technical Bases Manual. Selection <F2> ("Grab 
Sample Analysis Incomplete") assumes a default 
isotopic mix, with the projection based on RMS 
Monitor values and process flow rate.  

3.4 When the "Breakdown Menu" appears, select <F2> ("Grab Sample Analysis 
Incomplete").  

NOTE 

Filter efficiencies for both the Plant Vent and Fuel 
Building Exhaust are'assumed to be 95% when in 
operation and lined up through filtration. Prior to 
data entry, the associated system status must be 
verified. If status cannot be verified or the system 
associated with the applicable release point is not in 
operation and lined up through filtration, then filter 
efficiency is assumed to be 0%. All other release 
points are assumed to be 0% efficient. RU-1 48 / 
RU-149 values obtained from other sources may 
need to be converted to REM / hour for input into 
the system.  

3.5 At the prompts requiring RMS Monitor data, process flow rate, and filter efficiency, 
enter the data associated with the applicable release point.  

3.6 At the "Do you wish to revise effluent data again?" Prompt, enter Y if a review / 
correction of data is required or N to continue.  

3.7 At the "Would you like an automatic dump to the printer" Prompt, enter Y to perform / 
print the calculation or N to review /transcribe the calculation results from the computer 
monitor display.  

3.8 When the prompt "Will this be a simultaneous release?" appears, select the most 
appropriate response based on the following option summary:
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3.8.1 Y - returns to the "Accident Menu" to allow for performance of a second 
projection using the same meteorological data to obtain summed doses. If this 
option is selected, the dose projection starting with step 2.0 must be performed a 
second time, after which the prompt "Do you wish to consider other release 
points?" will display. Select N after all release calculations have been performed.  
A summation dose report entitled "Simultaneous" will then be spooled to the 
printer.  

3.8.2 N - invokes the "Receptor Display Menu", offering additional options for detailed 
reviews of the data. (These are generally employed by the Radiological 
Assessment Coordinator in the Emergency Operations Facility using the Dose 
Projection Technical Bases Manual).  

3.9 When the "Receptor Display Menu" appears, select 0, which invokes the prompt "Do 
you wish to perform another forecast? [Y/N]." If another projection is required, enter Y 
and perform another projection from the "Accident Menu" starting with step 2.0. Enter 
N to continue with the existing projection from the "Command Menu" selections.  

3.10 Transfer the printed report to the Radiation Protection Monitor in the Affected Unit 
STSC or to the Radiological Assessment Coordinator in the EOF as soon as possible.  
Additional copies of the printed report may be produced and distributed as required.  

4.0 MESOREM, Jr. availability 

4.1 MESOREM-JR is currently available in each Unit and in the EOF. The EOF 
MESOREM-JR computers are equipped with uninterruptible power supplies.  
Additionally, each location has MESOREM-JR available on a backup computer. A 
laptop computer in the EOF equipment locker is loaded with Windows 95 and 
Mesorem. This unit is intended to be used should an EOF relocation be necessary. An 
older laptop computer in the TSC equipment locker is loaded with Mesorem and 
intended to be available for use in a blackout condition (when normal power may be 
lost to much of the site). The Diesel Generator powering the TSC will provide power to 
run the laptop in that worst case situation.  

4.2 A copy of the program is also available on PVNGS default Drive V: in Directory 
\Eplan\Mesorem\ for use by personnel in the Chemistry and Radiation Protection 
Groups to provide event support as required. However, the MESOREM-JR dose 
assessment program should not be executed on the LAN, as multi-user support is not 
possible. The program will run under MS Windows 95, MS Windows 98, or MS 
Windows NT (Version 4.0 or later) as a local copy. The program can also be executed 
on a computer running MS-DOS as the operating system.
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4.3 To install MESOREM-JR from the LAN onto a local computer, create a directory on the 
local computer named MESOREM at the root level (i.e., C:\MESOREM). Download all 
MESOREM files from the LAN into the C:\MESOREM Directory on the local computer 
(2 MB HDD free space required). Execute the MESOREM.BAT File to start the 

program. (This action will place the user at the beginning of Section 2.0 in this 

procedure.) When finished with the program, delete all MESOREM files and the 

C:\MESOREM Directory from the local computer. Deletion of all MESOREM files on 

the local computer after use will ensure continuous synchronization of current 
MESOREM revision copies currently installed on all computers.
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Appendix G - Core Damage Assessment 

1.0 General Information 

NOTE 

This document directly supports PVNGS Unit 2 Sale 
/ Leaseback Agreements. Any changes to or 
cancellation of the assessment methodology 
incorporated herein shall require review and 
approval by Arizona Public Service Company Law 
Department staff prior to implementation.  

1.1 The APS employee tasked with performing the instructions within this document shall 
be current in qualifications and have records on file certifying successful completion of 
Training Course NGT82, Core Damage Assessment, or its equivalent, prior to 
performing the instructions within this document.  

1.2 The principle method of core damage assessment (CDA) following an accident is 
based on radiochemistry data. Other plant indications may be available which can 
improve the estimation of core damage. These include incore temperature indicators, 
Containment radiation monitors, and the total quantity of Hydrogen released from 
Zirconium degradation. When possible, these additional indicators should be factored 
into the assessment.  

1.3 PASS does not have the ability to obtain a sample representative of the water in the 
Containment sump until after a RAS occurs. Core damage estimates made using 
radiochemistry data during a small-break LOCA, in which a small amount of water is in 
Containment and a RAS has not yet occurred, shall only be made utilizing the off-gas 
data obtained from the Containment atmosphere and RCS samples. Once a RAS has 
occurred and suction has been transferred to the Containment sump, a sample can be 
obtained from the safety injection line.  

1.4 The assessment of core damage obtained by using this document is only an estimate.  
The techniques employed in these instructions are only accurate in locating core 
conditions to within one or more of the ten (10) USNRC Fuel Damage Categories 

1.5 Severe core damage does not occur uniformly. Damage occurring in regions of the 
core with higher power densities and along blocked channels will be more extensive 
than in other regions of the core. Therefore, the identification of a single USNRC 
Category may not sufficiently describe the actual damage state of the core. The most 
desired assessment is one made with the most accuracy and not necessarily the most 
conservatism.
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1.6 Under emergency conditions, there can be extreme demands placed on the Chemistry 
Technician's time and on the sampling system. Conditions may change rapidly, 
requiring a re-evaluation of sample options and the cancellation of operations in 
progress to begin others. For this reason, it is important that efficient communications 
be established between the Shift Technical Advisor or Reactor Analyst, the Chemistry 
Coordinator, and the Emergency Coordinator.  

2.0 Core Exit Thermocouple CDA Information 

2.1 The assessment of core damage obtained by this method extends up to the time of 
clad rupture on most of the fuel rods. This time occurs early in very severe core 
uncovering accidents. More severe core damage cannot be quantified by the Core Exit 
Thermocouple (CET) assessment method.  

2.2 The maximum CET temperature represents a low limit estimate of steam temperature 
and the peak core temperature could be up to 5002F higher.  

2.3 The curve in Figure 1 assumes that the fuel has been maintained at its rupture 
temperature for 10 minutes.  

2.4 The CET temperature lags the steam temperature by about 6 minutes. Thus, this 
method is most appropriate for relatively slow core uncovering with a maximum 
temperature below the rapid oxidation initiation temperature of 1800-F. A smooth CET 
recording and a time of 20 minutes (or longer) until the core uncovers are indicators for 
a reliable prediction of clad rupture.  

2.5 If pressure drops below 100 psia within the first 2 minutes of indication of the accident, 
a large break is indicated and undetected core heatup will occur. Depending on the 
rate of refill, the thermocouple temperature may rise rapidly, then quench when the 
core is recovered. This method may yield very low estimates of clad rupture in these 
cases.  

2.6 If the RCS pressure, at the time of maximum CET readings, is greater than 1650 psia, 
it could exceed the rod internal gas pressure, depending on burnup. This could cause 
clad collapse rather than clad ballooning. The clad rupture criteria for such rod 
collapse are less well defined. However, at temperatures in excess of 1800-F (where 
the highest pressure curve on Figure 1 applies), clad failure sufficient to release fission 
gas is likely and this method can be used to obtain estimates of core damage.  

2.7 If a peak CET temperature of 2200°-F is reached, over 50% of the rods have ruptured, 
regardless of core burnup or system pressure.
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3.0 Containment Radiation Monitor (RMS) CDA Information 

3.1 This method of core damage assessment relies upon radiation dose rate 
measurements taken from one or more monitors located inside the Containment 
Building to determine the total quantity of fission products released from the core. The 
quantity of fission products present at the location of the monitors may fluctuate rapidly 
due to transient plant conditions; therefore, multiple measurements within a minimum 
time frame are recommended. Samples obtained during rapidly changing plant 
conditions should not be weighed heavily in the assessment of core damage. If RU
148 and RU-1 49 are both not available for dose rate measurements, equivalent 
readings can be obtained from the Radiation Protection Monitor in the Satellite 
Technical Support Center or the Radiological Assessment Coordinator in the 
Emergency Operations Facility.  

3.2 This method is limited to the upper bounding condition of fission product release from 
the core due to fuel overheat. Concurrent with fuel overheat, there may be localized 
fuel pellet melting. This method does not attempt to identify the extent of any potential 
fuel melting, since the transport of non-volatile fission products released due to melting 
is not known.  

3.3 This method is limited to the interpretation of the dose rate measurement resulting from 
a mix of fission products. Thus, this method cannot accurately distinguish between the 
conditions of fuel cladding failure and fuel overheat when the resulting dose rates are 
the same. This method does provide an upper limit estimate of the progressive core 
damage. Concurrent conditions of cladding failure and fuel overheat should be 
anticipated due to radial distribution of heat generation within the core.  

3.4 A number of factors influence the reliability of the measured radiation dose rates upon 
which this method is based. Reliability is influenced by the ability to obtain 
representative measurements due to the incomplete mixing of the measured media 
and equipment limitations. The method relies on analytically determined values of the 
best estimate dose rates that are anticipated to correspond to the specific categories of 
core damage. These analytical values are based on assumptions made about the 
identity and the relative proportions of the fission products released from the core and 
their transport within Containment.  

3.5 Dose rate measurements may have been obtained during transient conditions.  
Measurements taken during steady-state conditions should weigh more heavily.  

3.6 Dose rates significantly above the lower bounds for the category of major fuel pellet 
overheat may indicate concurrent fuel pellet melting. This method may not be used to 
estimate the degree of fuel pellet melting.

^
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3.7 Dose rates within the category of fuel overheating may be anticipated to include 
concurrent fuel cladding failure. This method may not be used to distinguish the relative 
contributions of the two categories to the total dose rate. The method does provide an 
estimate of the highest category of damage and assumes 50% of core lodines are 
available for release to Containment. This number may be over-estimated, thus 
resulting in a non-conservative damage assessment.  

3.8 Dose rates corresponding to the two categories of major fuel cladding failure and initial 
fuel overheat are observed to overlap in Figure 2. The evaluation of other plant 
parameters may be required to distinguish between them. However, concurrent 
conditions may be anticipated.  

3.9 Several assumptions were made in the calculations performed to generate the graph of 
Figure 2. They include: 

3.9.1 The distribution of all airborne radionuclides in the Containment atmosphere is 
homogeneous.  

3.9.2 The dose rates were measured at the Containment top-centerline.  

3.9.3 The Containment Spray System has operated for 2 hours and has effected a 
halogen reduction by a factor of 7.  

3.9.4 The gamma flux at the detector was determined by the point kernel method.  

4.0 Hydrogen Production CDA Information 

4.1 This method of core damage assessment is not a unique indicator of the amount of 
core clad oxidation, since the Hydrogen in Containment contains a mixture of Hydrogen 
generated within the core by clad oxidation and also Hydrogen from radiolytic 
dissociation of water and oxidation of aluminum and zinc.  

4.2 This method only provides an estimate of the percentage of rods which have 
progressed to at least clad rupture or clad embrittlement. It does not attempt to predict 
the physical configuration of these rods which have progressed beyond local clad 
fragmentation.  

4.3 Depending on the accident conditions, a given total amount of Hydrogen produced by 
oxidation of the fuel clad can represent varying local amounts and distributions of clad 
damage. This method biases the damage estimates such that the results represent 
lower limit estimates of clad damage.  

4.4 The basis for this assessment assumes zero inlet flow into the core and also assumes 
the two-phase level within the core is uniform across the entire core.
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4.5 By the time that 0.5% of the core clad has oxidized during boil-off, between 40% and 

100% of the rods can be considered to be ruptured, depending on system pressure.  

Hydrogen measurement serves only as a backup to more sensitive methods of 

determining clad rupture. If the Hydrogen measurement indicates greater than 20% of 

the clad has oxidized, then substantial core damage is certain, regardless of the 

particular reflood scenario. For a given percent of oxidation of the core clad, the lower 

limit estimate of embrittled clad in the assessment of the percent of embrittled fuel rods 

is for most scenarios, which presents the least amount of potential structural damage.  
The actual damage is probably greater.  

4.6 When the pressure during core uncovering is less than about 100 psia, a rapid core 

uncovering by blowdown has probably occurred. Heatup with minimum clad oxidation 

occurs. The extent of potential clad structural failure by melting may be greater than 

the upper limit of embrittlement as determined by core clad oxidation.  

4.7 If inlet flow exists while the core is uncovering, the rate of uncovering is slower than 

was assumed for the derived curves of the figures used in this method. For a 

measured total amount of oxidation, the local percentage of oxidation is probably 

greater along a shorter length of the upper portions of the fuel.  

4.8 This method is not acceptable under conditions where a void exists in the Reactor 
Coolant System.  

5.0 Radiological Analysis CDA Information 

5.1 This method relies on samples obtained from multiple locations inside the Containment 
Building to determine the total quantity of fission products released from the core. The 

amount of fission products present at each sample location may be changing rapidly 

due to transient plant conditions. Therefore, an accurate assessment requires that the 

samples be completed within a minimum time period and obtained under stabilized 
plant conditions. Samples obtained during rapidly changing plant conditions should not 
be weighed heavily into the assessment of core damage.  

5.2 Samples obtained during the accident at TMI-2 indicate that the amount of Iodine 
predicted to be released is grossly over-estimated.  

5.3 A number of factors influence the reliability of the Chemistry samples upon which this 
method is based: 

5.3.1 Reliability is influenced by the ability to obtain representative samples due to 

incomplete mixing of the fluids and by equipment limitations.  

5.3.2 The accuracy achieved in the radiological analyses are also influenced by a 
number of factors: 

5.3.2.1 The equipment employed in the analysis may be subjected to high levels of 

radiation exposure over extended periods of time.
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5.3.2.2 Technicians are required to exercise considerable caution to minimize the 
spread of radioactive materials.  

5.3.2.3 Samples have the potential of being contaminated by numerous sources 
and may not be representative.  

5.3.2.4 Plate-out, precipitation, and chemical reactions may take place in the long 
sample lines. Therefore, the results obtained may not be representative of 
actual plant conditions.  

5..3.3 To minimize these effects, multiple samples should be obtained over an extended 
time period from each location.  

6.0 Core Damage Evaluation 

6.1 The core damage estimate methods presented are not required to be performed in any 
given order and all methods may not be appropriate for the given accident scenario.  
However, it is recommended that as many applicable methods as necessary be used 
prior to making a final assessment of core damage. The figures in this document will 
aid in the assessments.  

6.2 For core damage assessment using Core Exit Thermocouples, complete Form 
EP-0511, Core Exit Thermocouple CDA (see Appendix C - Forms).  

6.3 For core damage assessment using Containment radiation monitors, complete Form 
EP-0512, Containment RMS CDA (see Appendix C - Forms).  

6.4 For core damage assessment using Hydrogen production, complete Form EP-0513, 
Containment Hydrogen CDA (see Appendix C - Forms) 

6.5 For core damage assessment using radiological analysis, complete Form EP-0514, 
Containment Radiochemistry CDA (see Appendix C - Forms).  

6.6 When all applicable methods for assessing core damage have been completed, make 
a final assessment utilizing all available information from the four methods of 
assessment. The final assessment requires sound engineering judgment and 
knowledge of all biases and assumptions discussed under Personnel Indoctrination in 
Section 1.0 through 5.0 of this document.  

6.7 Using the previously mentioned considerations, evaluate the final assessment of core 
damage for accuracy.  

6.8 Using section 7.0, Fuel Damage Categories, compare the results obtained for the final 
core damage assessment to the USNRC Categories of Fuel Damage and select the 
category most accurately matching that derived in the final assessment.  

6.9 Report the results obtained from the comparison to the Emergency Coordinator as 
soon as possible.
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7.0 Fuel Damage Categories 

7.1 Use the table below for comparisons with the final core damage assessment obtained 
in steps 6.2 through 6.9.

CATEGORY FUEL DAMAGE 

1 No Fuel Damage 

2 Initial Cladding Failure 

3 Intermediate Cladding Failure 

4 Major Cladding Failure 

5 Initial Fuel Pellet Overheating 

6 Intermediate Fuel Pellet Overheating 

7 Major Fuel Pellet Overheating 

8 Fuel Pellet Melt 

9 Intermediate Fuel Pellet Melt 

10 Major Fuel Pellet Melt
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CLAD DAMAGE CHARACTERISTICS OF FUEL DAMAGE 

USNRC 
CATEGORY OF TEMPERATURE MECHANISM OF CHARACTERISTIC MEASUREMENT PERCENT OF 

FUEL DAMAGE RANGE °F DAMAGE MEASUREMENT RANGE DAMAGED RODS C 

0) 

CD 
1. No Fuel Damage 750 None <1 0 

0) 

2, Initial Cladding < 15501F < 10 CD 

Failure (n 

Maximum Core Exit 0 
Thermocouple Reading (Dn 

3. Intermediate 
Rupture Due to Pin 

1200-1800 < 1700OF 10-50 
Cladding Failure Overpressure 

CL 

4. Major Cladding < 2300°F 350 Fir-o•0) 
Failure 1-5% Oxidation to 

CD 

Core Oxidation 

5. Initial Fuel Pellet < 10 
Overheating 1-5% 

1800-3350 
Loss of Structure Amount of Hydrogen 

6. Intermediate Fuel Integrity Due to Fuel Gas Produced 10200 

Pellet Overheating Clad(Equivalent to % of Core 5-20%10 
Oxidation) 

7. Major Fuel Pellet 3450 > 50 

Overheating 20-65% 

NOTE: This table is to be used for both the CET and Hydrogen methods of core damage assessment
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DOSE RATE CHARACTERISTICS OF USNRC CATEGORIES OF FUEL DAMAGE 

RELEASE OF RELEAE OF DISTRIBUTION OF 
USNRC CATEGORY MECHANISM OF SOURCE OF CHARACTERISTIC DIST ION O F 
OF FUEL DAMAGE RELEASE RELEASE ISOTOPE AS A % OF ISSIONTPRODUCT 

SOURCE INVENTORY 

1, No Fuel Damage Halogen Spiking Gas Gap < 1% Airborne Tramp Uranium 

2. Initial Cladding Failure Gas Gap < 10% Airborne 

3. Intermediate Claddi Clad Burst and 
Fure ing Diffusional Gap Gas Gap 10-50% Airborne 

Release 

4. Major Cladding Failure Gas Gap > 50% Airborne 

5. Initial Fuel Pellet Airborne: 

Overheating Fuel Pellet < 10% 100% Noble Gas 

Grain Boundary 
25% Halogen 

Diffusion 
6. Intermediate Fuel Pellet Plated Out: 

Overheating Fuel Pellet 10-50% 25% Halogen 
1% Solids 

7. Major Fuel Pellet Diffusional Release Fuel Pellet > 50% 
Overheating from UO2 Grains 

NOTE: This table is to be used for the Containment Radiation Monitor method of core damage assessment
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RADIOLOGICAL CHARACTERISTICS OF USNRC CATEGORIES OF FUEL DAMAGE 

RELEASE OF 
USNRC CATEGORY MECHANISM OF SOURCE OF CHARACTERISTIC CHARACTERISTIC 
OF FUEL DAMAGE RELEASE RELEASE ISOTOPE ISOTOPE AS A % OF 

SOURCE INVENTORY 

1. No Fuel Damage Halogen Spiking Gas Gap 1131, Cs' 37, Rb88  
< 1% 

Tramp Uranium 

2. Initial Cladding Failure Gas Gap < 10% 

Clad Burst and 3. Intermediale Cladding Diffusional Gap Gas Gap Xel 3lm, Xei 33, 1'3 10-50% 
Release 

4. Major Cladding Failure Gas Gap > 50% 

5. Initial Fuel Pellet Fuel Pellet < 10% 
Overheating Grain Boundary 

6. Intermediate Fuel Pellet Diffusion Cs03 4, Rb88, 
Overheating Te1

29
, Te'

32 

7. Major Fuel Pellet Diffusional Release Fuel Pellet > 50% 
Overheating from U02 Grains 

8. Fuel Pellet Melt Fuel Pellet < 10% 

9. Intermediate Fuel Pellet Escape from Fuel Pellet Ba' 4°, La140 , 10-50% 
Melt Molten Fuel La' 42, Pr1 44 

10. Major Fuel Pellet Melt Fuel Pellet > 50% 

NOTE: This table is to be used for the Radiochemistry method of core damage assessment
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8.0 Figures 

8.1 Figure 1 - Percent of fuel rods with ruptured clad vs. maximum Core Exit Thermocouple 
temperature 

FIGURE 1 

PERCENT OF FUEL RODS WITH RUPTURED CLAD vs 
MAXIMUM CORE EXIT THERMOCOUPLE TEMPERATURE
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8.2 Figure 2 - CDA by Containment radiation level 

FIGURE 2 

CDA BY CONTAINMENT RADIATION LEVEL
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8.3 Figure 3 - Pressure vs saturation temperature 

FIGURE 3

PRESSURE vs SATURATION TEMPERATURE 
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8.4 Table - Pressure vs saturation temperature

PRESSURE vs SATURATION TEMPERATURE 

psia xF psia xF psia xF psia xF psia xF psia xF psia xF 

20 228.0 130 347.3 240 397.4 550 476.9 1100 556.3 1650 609.1 2400 662.1 

30 250.3 140 353.0 250 401.0 600 486.2 1150 561.8 1700 613.1 2500 668.1 

40 267.3 150 358.4 260 404.4 650 494.9 1200 567.2 1750 617.1 2600 673.9 

50 281.0 160 363.6 270 407.8 700' 503.1 1250 572.4 1800 621.0 2700 679.5 

60 292.7 170 368.4 280 411.1 750 510.8 1300 577.4 1850 624.8 2800 685.0 

70 302.9 180 373.1 290 414.3 800 518.2 1350 582.3 1900 628.6 2900 690.2 

80 312.0 190 377.5 300 417.4 850 525.2 1400 587.1 1950 632.2 3000 695.3 

90 320.3 200 381.8 350 431.7 900 532.0 1450 591.7 2000 635.8 3100 700.3 

100 327.8 210 385.9 400 444.6 950 538.4 1500 596.2 2100 642.8 3200 705.1 

110 334.8 220 389.9 450 456.3 1000 544.6 1550 600.6 2200 649.5 3208 705.5 

120 341.3 230 393.7 500 467.0 1050 550.5 1600 604.9 2300 655.9
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8.5 Figure 4 - RCS vessel level vs. volume 

8.5.1 When the RCS is full, the RCS volume = 3.78E+08 cc. To determine the RCS 
water volume when the RCS is not full, the Reactor Vessel Level Monitoring 
System (RVLMS) is used. This system includes 8 detectors located at different 
levels in the reactor vessel. The approximate RCS level can be determined by 
how many detectors have uncovered. The information below provides the volume 

to be used at each detector location.  

NOTE 

The INITIAL DRAINDOWN values assume that the 
RCS is in the process of draining and that the 
Steam Generator tubes remain filled. The REFILL 
values assume that the RCS has drained and then 
refilled. If the status of the Steam Generators is 
unknown, use INITIAL DRAINDOWN values.

1 Gallon = 3.785412 E + 3cc 

ERFDADS RVUH SPDS-3015 

ERFDADS RVOP SPDS-3016

PV216-O8NI (8-8U)

DETECTOR INITIAL DRAINDOWN REFILL 

VOLUME BELOW (cc) VOLUME BELOW (cc) 

HJTC #1 3.71 E+08 cc 1.51 E+08 cc 

HJTC #2 3.55E+08 cc 1.37E+08 cc 

HJTC #3 3.40E+08 cc 1.22E+08 cc 

HJTC #4 3.24E+08 cc 1.08E+08 cc 

HJTC #5 3.20E+08 cc 1.02E+08 cc 

HJTC #6 3.17E+08 cc 9.68E+07 cc 

HJTC #7 3.13E+08 cc 9.12E+07 cc 

HJTC #8 3.1OE+08 cc 8.57E+07 cc
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8.6 Figure 5 - Density correction factor for reactor coolant temperature 

FIGURE 5
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8.7 Figure 6 - Hydrogen production rate from aluminum and zinc vs. temperature for 

PVNGS 

FIGURE 6 

HYDROGEN PRODUCTION RATE FROM ALUMINUM 
AND ZINC vs TEMPERATURE FOR PVNGS
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SPECIFIC RADIOLYTIC HYDROGEN PRODUCTION vs TIME
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8.9 Figure 8 - Percent of fuel rods with ruptured clad vs. core clad oxidation 

FIGURE 8

PERCENT OF FUEL RODS WITH RUPTURED 
CLAD vs CORE CLAD OXIDATION

100

-- I 

0 

I-• 

cc 

U.  

0 U-

03

0_ [ _II I _ I _ I 
0.0 0.5 1.0 1.5 2.0

% OXIDATION OF CORE CLAD VOLUME 

When the pressure in Use Curve Labeled 
Form EP-0513, Step 2, is: with Temperature:

< 100 psia 

< 1200 psia 

< 1650 psia

1200OF 
1500OF 

1 800 0 F

PV21O.OONI (8.88)
PV216-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 169 of 443 

Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix G Page 19 of 21 

8.10 Figure 9 - % of the fuel rods with oxication embrittlement vs. total core oxidation for 1% 

to 3% decay heat and 300 PSIA to 2500 PSIA when coolant level drops by boil-off with 

no inlet flow until core is rapidly quenched 

FIGURE 9 

% OF THE FUEL RODS WITH OXIDATION 

EMBRITTLEMENT vs TOTAL CORE OXIDATION FOR 1% 
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z

SAMPLE LOCATIONS APPROPRIATE FOR CORE DAMAGE ASSESSMENT 

ACCIDENT CONTAINMENT CONTAINMENT SHUTDOWN 
SCENARIO RCS HOT LEG SUMP ATMOSPHERE COOLING 

Small Break LOCA 
Reactor Power > 1% 

Small Break LOCA 
Reactor Power < 1% 

Small Steam YES 
Line Break 

Large Break LOCA 
Reactor Power > 1% 

Large Break LOCA YES YES YES 
Reactor Power < 1% 

Large Steam YES YES 
Line Break 

Steam Generator YES YES 
Tube Rupture
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8.12 Figure 11 - Containment water volume vs. Containment water level 

FIGURE 11
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Appendix H - Autodialer Activation 

NOTE 

If the declared emergency situation is terminated 

prior to activation of the autodialer, do not activate 

the autodialer. The Shift Manager / Emergency 

Coordinator will direct the use of the autodialer. If 
the autodialer cannot be activated from the PVNGS 

Technical Support Center, initiate a manual call out 

utilizing the phone list provided by Emergency 
Planning. Contact Emergency Planning for 
assistance.  

1.0 Activating the OLD/Microlog autodialer.  

1.1 If the OLD/Microlog autodialer is not operational go to step 3.0 "Activating the 

NEW/RapidReach autodialer". If both autodialer systems are not operational initiate a 

manual call out utilizing the phone list provided by Emergency Planning.  

1.2 Power up the autodialer unit.  

1.3 When the "ATERM" screen appears, press <F2>.  

1.4 At the "Enter Password" prompt, type mlog and press <ENTER>.  

1.5 Select the "Administrator" option and press <ENTER>.  

1.6 At the prompt, type your Employee ID Number (without the leading letter) and press 

<ENTER>.  

1.7 Type your password and press <ENTER>.  

1.8 Scroll down slowly and highlight the appropriate option from the following choices: 

1.8.1 Unit 1 Setup (for Emergency Response Notifications) 

1.8.2 Station Setup (for Fire Department activation) 

1.9 When the appropriate option is highlighted, press <ENTER>.  

1.10 Highlight the appropriate selection from the following choices: 

1.10.1 E (actual emergency) / (classification) 

1.10.2 D (drill) / (classification)
PV216o08NI (8-88)
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1.10.3 T (test) / (classification) 

1.11 When the appropriate selection is highlighted, press <ENTER>.  

1.12 When the "Working - Please Wait" dialog box disappears, press <ESC> two times.  

NOTE 

There may be a file transfer operation at this point.  
In a case of the file transfer dialog on the screen, 
wait until file transfer is completed (dialog box 
disappears) before continuing on to next step.  

1.13 Select the "Administrator" option again and press <ENTER>.  

1.14 At the prompt, type your Employee ID Number (without the leading letter) and press 

<ENTER>.  

1.15 Type your password and press <ENTER>.  

1.16 Select the appropriate designator from the following choices: 

1.16.1 Emergency Activation 

1.16.2 Drill Activation 

1.16.3 Test Activation 

1.17 When the appropriate option is highlighted, press <ENTER>.  

1.18 Select the appropriate Unit and press <ENTER>.

PV216-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 174 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix H Page 3 of 5 

CAUTION 

Selecting the option "Yes" (Y) in the next step 
STARTS activation. There is no additional 

confirmation step to allow you to back out of an 

activation prior to its commencement if you select 
the "Yes" option.  

1.19 At the prompt "You have selected system (Emergency/Drill/Test) Activation for (UNIT 

1/2/3/PVNGS STATION) location. The system is not currently staffing. Are you certain 

that you wish to continue?", type Y (yes).  

1.20 Ensure that the system has been activated by verifying the appearance of status 

screens displaying Emergency Response Organization position information as 

responders are reached.  

1.21 If the autodialer failed to activate or failed to complete the notification process, notify 

the Shift Manager / Emergency Coordinator that the autodialer in the Technical Support 

Center failed the activation process. If necessary, inform the Emergency Coordinator of 

the current status of the system.  

2.0 Terminating the autodialer activation.  

2.1 From the "Monitoring Staffing for Unit (1/2/3/PVNGS Station)", select <F2> "Stop 

Staffing".  

2.2 At the prompt, type your Employee ID Number (without the leading letter) and press 

<ENTER>.  

2.3 Type your password and press <ENTER>.  

2.4 A "Real Time" fax report dialog box will display followed by a "Working - Please Wait" 

dialog box. When the "Working - Please Wait" dialog box disappears, the "Monitoring 

Staffing" screen also disappears.  

2.5 The main Coordinator screen appears with "(RE)ACTIVATED, NOT STAFFING" in the 

left side of the upper box on the screen.  

2.6 Select the "Administrator" option and press <ENTER>.  

2.7 At the prompt, type your Employee ID Number (without the leading letter) and press 

<ENTER>.  

2.8 Type your password and press <ENTER>.

PV216-08NI (8-88)
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2.9 Select the "RESET" option and press <ENTER>.  

2.10 After the "Working - Please Wait" dialog box disappears, press the <ESC> key once.  

2.11 Select the <CTRL> + <RIGHT SHIFT> (Hold down the "control" key and 
simultaneously press the "Shift" key on the right hand side of the keyboard), to bring up 
the ATERM SPECIAL FUNCTIONS dialog box. Highlight "END ATERM SESSION" and 
press <ENTER>.  

2.12 The ATERM Login screen should appear. This action terminates the modem session 
from the workstation to the Autodialer.  

2.13 When emergency notifications have been completed, inform the Emergency 
Coordinator of any unaffirmed Emergency Response Organization positions.  

3.0 Activating the NEW/RapidReach autodialer.  

3.1 If the NEW/RapidReach autodialer is not operational go to step 1.0 "Activating the 
OLD/Microlog autodialer". If both autodialer systems are not operational initiate a 
manual call out utilizing the phone list provided by Emergency Planning.  

3.2 Power up the Security Director PC workstation as necessary.  

3.3 Log onto the Security Director workstation using your normal Login information.  

3.4 Select the "Rapid Reach Client" application from either the "Start" menu or the desktop 
icon. Double click on the selection to start the "Rapid Reach Client".  

3.5 The "Rapid Reach login" box will appear.  

3.6 Scroll through the list of names in the login box until your name appears. Highlight your 
name then click the "OK" button.  

3.7 Type your password into the "Password" box that appears. Click on the "OK" button to 
finish logging into the "Rapid Reach" autodialer.  

3.8 When "Rapid Reach" opens you will be presented with the "Overview" screen.  

3.9 Observe the two circles in the top right corner of the "Overview" screen. If they are 
flashing white and blue proceed to the next step. If they do not turn to the flashing white 
and blue mode within approximately 1 minute, abort the autodialer call out attempt, 
inform the Emergency Coordinator that the autodialer is unavailable and begin the 
manual call out process 

3.10 Click on the "lightning bolt' icon on the top of the screen to the right of the screen title 
word "Overview".

PV216-OUNI (8-88)
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3.10.1 Select the appropriate scenario per Emergency Coordinator direction from the 
"Quickstart scenario" box that appears on the screen.  

3.10.2 Verify the "Start time:" date and time fields reflect current date and time. If not set 
the date and time to the current date and time.  

3.11 When the appropriate scenario is highlighted, click on the "OK" button.  

3.12 The "Start of Scenario" box appears. Verify the correct scenario title is displayed in the 
"Start of Scenario" box.  

3.12.1 If the wrong scenario is displayed, select the "Cancel" button and select the 
correct scenario.  

3.12.2 If the correct scenario is displayed select the "Start" button to initiate the call out.  

3.13 The "Overview" screen will be displayed. Progress of the call out can be monitored in 
the lower window of this screen.  

3.14 Verify that the call out activation was achieved by observing for phone activity 
indications in the "Status" column of the lower screen.  

3.15 If there is no indication of call activity, inform the Emergency Coordinator that the 
autodialer is not available and begin the manual call out process.  

4.0 Terminating the autodialer activation.  

4.1 The call out will terminate automatically upon completion of the contact attempts for the 
selected scenario. If the "Traffic Light" icon to the right of the "Call-out" window on the 
"Overview" screen is "grayed out" the call out has completed.  

4.2 If necessary to stop the call out prior to automatic completion, click on the "Traffic Light" 
icon to the right of the "Call-out" window on the "Overview" screen. All call-out activity 
will stop.  

4.3 When emergency notifications have been completed, inform the Emergency 
Coordinator of any unaffirmed Emergency Response Organization positions.
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Appendix I - Assembly 

1.0 General information 

1.1 Assembly is recommended at the Alert classification level unless the Emergency 
Coordinator is reasonably assured that the condition does not have the potential to 
further degrade. Accountability is required for a Site Area Emergency or a General 
Emergency and must be completed within 30 minutes following the request for 
Accountability. Accountability does not have to be performed immediately following the 
request for Assembly.  

1.2 Designated Assembly Areas within the Protected Area are the Control Room/Satellite 
Technical Support Center, Technical Support Center, Operations Support Center, and 
Containment (Modes 5, 6, and Defueled, if appropriate). Designated Assembly Areas 
beyond the Protected Area are major buildings within the Owner Controlled Area 
having the capability of receiving Plant Paging System announcements.  

1.3 Essential personnel are Emergency Response Organization personnel currently 
required for duty, and individuals engaged in Emergency Coordinator authorized critical 
work. If directed, essential personnel in an Unaffected Unit who normally respond to 
their Assembly Area will respond to the Affected Unit Assembly Area.  

1.4 If the Security Computer System is not functioning, Security personnel will manually 
account for Protected Area personnel at Security Headquarters. Protected Area 
Assembly Area supervision will accommodate accordingly at each of their respective 
locations.  

2.0 Emergency Coordinator actions 
2.1 For Assembly/Accountability (required for SAE and GE, optional for Alert), perform the 

following: 

2.1.1 Sound the Unit Assembly Signal for approximately 30 seconds.  

2.1.2 Transmit the following message over the Unit Evacuation System: 
"Attention all plant personnel. Attention all plant personnel. An emergency 
situation classified as a exists in Unit . Assembly is 
required. All personnel report to your designated Assembly Area." Provide 
instructions on areas to avoid as appropriate.  

2.1.3 Repeat sounding the Unit Assembly Signal and the message once. This 
responsibility can be delegated.  

2.1.4 Direct the Security Director to complete supplemental onsite notifications and 
activate the autodialer (6470 / 6471 / 6472, 4444, or dedicated line or radio).

vV�,b.UaNI 8.68)^
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2.1.5 Personnel assembly is accomplished as follows: 

2.1.5.1 Personnel in Containment are to secure work safely, report to the 140' 
hatch, and await instructions.  

2.1.5.2 Emergency Response Organization members are to report to their 
Emergency Response Facilities.  

2.1.5.3 Personnel in the Protected Area engaged in EC-authorized critical work are 
to report to the OSC, STSC, or TSC and card in on the ACAD card reader 
before returning to work.  

2.1.5.4 All other personnel, whether inside or outside the Protected Area., are to 
report to the nearest Assembly Area outside the Protected Area. These are 
considered to be non-essential personnel.  

2.1.6 Ensure that assembling personnel each register their ACAD in the card reader. If 
the ACAD card reader is inoperable, direct all personnel to register their names 
and ACAD Numbers on Form EP-0561, Individual Accountability (see Appendix 
C - Forms). Collect all forms and fax them to CAS.  

2.1.7 To terminate Assembly by having personnel return to work, transmit the following 
message over the Unit Evacuation System: "Attention all plant personnel.  
Attention all plant personnel. The Assembly process is complete. All personnel 
are to resume normal work activities." 

2.1.8 To terminate Assembly by an early dismissal of personnel, transmit the following 
message over the Unit Evacuation System: "Attention all plant personnel.  
Attention all plant personnel. The Assembly'process is complete. All non
essential personnel are released from work and may leave the site."

rv�,u.ubNI Lu.ua,
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The following site map details designated Assembly Areas to be used for assembling personnel 
when Assembly has been directed by the Emergency Coordinator.  

I W -- = i, -i) ' 8ro.dwav Rd

11. North Annex and Warehouse

PV216.58N1 (5.55) I J

Protected Area Owner Controlled Area 

1. Unit 1 Power Block 6. Building D 

2. Unit 2 Power Block 7. Buildings E and F 

3. Unit 3 Power Block 8. Buildings A, B, C 

4. Security Headquarters 9. Transportation 

5. Technical Support Center 10. Water Reclamation Facility Admin
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2.2 If Accountability is to be conducted after Assembly, perform the following: 

2.2.1 Request CAS Security personnel (6470 / 6471 / 6472, or 4444, or dedicated line 
or radio) to perform Accountability and to provide the report within 30 minutes.  

2.2.2 Advise the Security Director to locate any unaccounted individuals.  

2.2.3 If non-essential personnel have registered into a Protected Area Assembly Area 
and Accountability has been completed, notify the Security Director and request 
to arrange for transfer of these personnel to an appropriate Assembly Area.  

2.2.4 Maintain continuous accountability of STSC personnel after Assembly. It is the 
position of PVNGS management that continuous accountability be maintained by 
knowledge of those individuals inside, and controlling access to, the Protected 
Area. Specific locations, i.e., Sector designation, of individuals inside the 
Protected Area may be ascertained by various methods, such as use of the 
Security Computer System and associated ACAD card readers, use of Form EP
0131, In-plant Team Briefing (see Appendix C - Forms) in the OSC, Protected 
Area Assembly Area Supervisor knowledge, and Central Alarm Station (CAS) 
Operator knowledge. It is through a combination of these available administrative 
resources that continuous accountability of personnel inside the Protected Area 
can be maintained. The responsibility for maintaining continuous accountability 
of personnel within the envelope of each of the emergency response facilities 
within the Protected Area lies with the appropriate facility manager.  

2.2.5 To terminate Accountability by having personnel return to work, transmit the 
following message over the Unit Evacuation System: "Attention all plant 
personnel. Attention all plant personnel. The Assembly process is complete. All 
personnel are to resume normal work activities." 

2.2.6 To terminate Accountability by an early dismissal of personnel, transmit the 
following message over the Unit Evacuation System: "Attention all plant 
personnel. Attention all plant personnel. The Assembly process is complete. All 
non-essential personnel are released from work and may leave the site." 

2.2.7 To terminate Accountability by a Site Evacuation, see Appendix J - Site 
Evacuation.

'V216-OSNI (B.88)
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3.0 Security Director actions 

3.1 Lock down the Protected Area.  

3.2 Notify the Water Reclamation Facility Control Room of the Assembly directive to ensure 
WRF personnel are notified to assemble.  

3.3 When Assembly is directed, search the following areas in each Unit: 

3.3.1 A-213 / A-217, CEDMCS Rooms 

3.3.2 AC-04 /AC-13, Containment Spray Pump Rooms 

3.3.3 AC-05 / AC-10, LPSI Rooms 

3.3.4 AB-08, Gas Stripper Room 

3.3.5 AB-02 / AB-1 0 / AB-1 1, 77'/ 87' Mechanical Penetration Rooms 

3.3.6 Y-1 05 / Y-1 06, 84' Pipe Density Tunnel 

3.3.7 F-106, Fuel Cask Loading Area 

3.3.8 R-211, 120' Radwaste Control Room 

3.3.9 A-108 /A-109, 100' EW Heat Exchanger Rooms 

3.3.10 A-124 / A-123, 88' Essential Pipe Chase 

3.3.11 A-231 / A-232, Valve Gallery 

3.3.12 A-210 / A-217 / A-218, Boron Injection Rooms 

3.3.13 A-312 - R-303 - R-308, Waste Gas Panel Aisle 

3.3.14 Y-101, 90' Nuclear Cooling Condensate 

3.3.15 C-111, MSSS 100' Valve and Pipeway Area 

3.3.16 Y-102/Y-103, Spray Pond Pump Rooms 

3.3.17 TSC Diesel Room
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3.4 Search the following non-designated Assembly Areas and buildings outside the 
Protected Area for personnel: 

3.4.1 Evaporation Ponds 

3.4.2 SRP Switchyard 

3.4.3 80-Acre Lake 

3.4.4 Site Landfill 

3.4.5 Neutrino Facility 

3.5 When searches have been completed, advise Secondary Alarm Station personnel of 
the search status.  

3.6 Support the Emergency Coordinator with post-Assembly activities.  

3.7 For Accountability, perform the following actions.  

3.7.1 Ensure that the Emergency Coordinator receives a detailed Accountability report 
within 30 minutes following the request.  

3.7.2 Using the Unit Evacuation System and/or the site-wide page, locate any 
unaccounted individuals identified on the detailed Accountability Report.  

3.7.3 If necessary, coordinate with Fire Protection personnel to locate and assist 
unaccounted individuals identified on the detailed Accountability Report.  

4.0 Assembly Area Supervision actions 

4.1 Ensure assembling personnel each register their ACAD in the card reader.  

4.2 If the ACAD card reader is inoperable, perform the following actions: 

4.2.1 Direct all personnel to register their names and ACAD Numbers on Form EP
0561, Individual Accountability (see Appendix C - Forms).  

4.2.2 Collect all forms and transmit them by facsimile (FAX 2687) to Security 
supervision.  

4.3 If essential personnel are dispatched from an Assembly Area prior to completion of 
Accountability, account for them via one of the following methods (preferred listed first): 

4.3.1 Transmit a copy of Form EP-0131, In-plant Team Briefing (see Appendix C 
Forms), by facsimile (FAX) to Security supervision.  

4.3.2 Notify Security supervision by telephone (6470 / 6471 / 6472) of name and ACAD 
numbers for the appropriate individuals as listed on an Accountability Form.
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4.4 If non-essential personnel have registered into a Protected Area Assembly Area and 
Accountability has been completed, notify the Security Director and request to arrange 
for transfer of these personnel to an appropriate Assembly Area.
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Appendix J - Site Evacuation 

1.0 General information 

1.1 Although Site Evacuation is required at the General Emergency level, it is an option for 
the Emergency Coordinator to determine the need for and order a site evacuation of 
non-essential personnel at a less severe classification level. The Emergency 
Coordinator may also direct sheltering or an early dismissal of personnel prior to a 
danger of radiation exposure.  

1.2 Personnel who are not identified as Emergency Response Organization staff members 
are considered non-essential. This excludes onsite and offsite assistance personnel 
who are currently engaged in emergency response activities in direct support of the 
Emergency Response Organization.  

1.3 It is imperative that onsite organization efforts associated with the evacuation are 
completed prior to notification of all non-essential personnel by the Emergency 
Coordinator of the need to evacuate the site. Security personnel must be strategically 
located to effect an orderly evacuation. A disorderly evacuation could increase the 
potential for personal injury and site security efforts should be coordinated with local 
law enforcement agencies to lower this potential.  

1.4 Buckeye Airport is the preferred reassembly area due to additional radiological support 
provided by the Arizona Radiation Regulatory Agency and additional security support 
provided by local law enforcement agencies.  

2.0 Emergency Coordinator actions 

2.1 After actions to organize the evacuation have been completed and security measures 
have been established, transmit the following message over the Unit Evacuation 
System: 

"Attention all plant personnel. Attention all plant personnel. Site evacuation for non
essential personnel is required. Proceed to your own vehicles and follow the 
instructions from Security." 

2.1.1 Sound the Site Evacuation Signal for approximately 30 seconds.  

2.1.2 Repeat the message once. This responsibility can be delegated.  

3.0 Radiation Protection Monitor / Radiological Assessment Coordinator actions 

3.1 Consult with the Security Director / Security Coordinator to determine the evacuation 
route and site egress point.
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3.2 Designate one or more radiological monitoring team(s) who will go to the Reassembly 
Area at Buckeye Airport to provide monitoring of personnel and vehicles.  

3.3 In conjunction with the Security Director / Security Coordinator, provide a briefing to the 
radiological monitoring team(s), Reassembly Team Leader(s), and the lead Security 
vehicle driver on the site egress and evacuation routes.  

3.3.1 After the briefing, direct the radiological monitoring team(s) to take the following 

actions: 

3.3.1.1 Obtain a copy of EPIP-06, Reassembly Area Operations.  

3.3.1.2 Obtain two to four friskers (RM-20).  

3.3.1.3 Obtain one to two dose rate instruments.  

3.3.1.4 Obtain one two-way radio.  

3.3.1.5 Obtain the Reassembly Area key.  

3.3.1.6 Proceed immediately to the Reassembly Area at the Buckeye Airport using 
the appropriate site egress and evacuation routes.  

NOTE 

EPIP-06, Reassembly Area Operations, is designed 
to prepare the Reassembly Area for use in 
accordance with the State of Arizona Personnel, 
Vehicle, and Equipment Decontamination Standard 
Operating Procedure. It should be utilized only for 
the time period prior to the arrival of state officials.  
Thereafter, the State of Arizona Standard Operating 
Procedure will be used to direct Reassembly Area 
Operations.  

3.3.1.7 Upon arrival at the Reassembly Area, implement EPIP-06, Reassembly 
Area Operations, and transition to the State of Arizona Personnel, Vehicle, 
and Equipment Decontamination Standard Operating Procedure upon 
arrival of state officials.  

4.0 Security Director / Security Coordinator actions 

4.1 Consult with the Radiation Protection Monitor / Radiological Assessment Coordinator 
to determine the evacuation route and site egress point.
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4.2 The Security Director will complete supplemental onsite notifications prior to the Site 
Evacuation.  

4.3 Inform Security supervision of the site egress and evacuation routes selected. Direct 

Security supervision to take the following actions and to report when completed.  

4.3.1 Instruct a Security Officer to perform the following actions: 

4.3.1.1 Obtain the emergency equipment for a Site Evacuation from Security 
Headquarters.  

4.3.1.2 Prepare a selected Security vehicle (Security Shift Van preferred) with the 
emergency equipment.  

4.3.1.3 Assume a strategic location at the designated site egress point.  

4.3.1.4 Report when in position at the egress point.  

4.3.1.5 Advise the CAS / SAS of status upon arrival at the Reassembly Area.  

4.3.2 As determined by existing radiological conditions, direct Members of the Security 
Force to establish security measures and traffic flow requirements using 
personnel appropriately.  

4.3.3 Advise local law enforcement agencies of the designated site egress point, the 
selected evacuation route, and the destination.  

4.3.4 Contact the Water Reclamation Facility Control Room at Extension 3007 and 
inform the WRF Shift Supervisor's of the need to evacuate the site, the 
designated site egress point, and to direct his / her personnel to load their 
vehicles to capacity and form a single line behind the lead Security vehicle at the 
designated site egress point.  

4.4 In conjunction with the Radiation Protection Monitor/ Radiological Assessment 
Coordinator, provide a briefing to the radiological monitoring team(s), Reassembly 
Team Leader(s), and the lead Security vehicle driver on the site egress and evacuation 
routes.  

4.4.1 Direct the Reassembly Team Leader(s) to obtain emergency van key boxes for 
vans located in the Operations and North Annex parking lots from the Emergency 
Operations Facility Activation Room. The keys are to be dispensed only to those 
personnel requiring van keys.  

4.4.2 Direct the Reassembly Team Leader(s) to meet with the lead Security vehicle at 
the site egress point selected.
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4.4.3 Direct the lead Security vehicle driver that when automobile and van drivers have 
formed a single line behind the lead Security vehicle at the designated site 
egress point, to proceed to the Buckeye Airport using the preselected evacuation 
route. Local law enforcement agencies will aid in the evacuation process, if 
required.  

4.5 When the site has been evacuated, direct Security supervision to conduct searches of 
all buildings and areas outside the Protected Area for non-essential personnel.
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5.0 Site Evacuation routes 

Site Evacution route #1
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Site Evacuation route #2
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Site Evacuation route #3

D
PV216-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 191 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 e 8 

Appendix K Page 1 of 8 

Appendix K - Emergency Exposures and KI 

1.0 Introduction 

1.1 Content 

1.2 This document provides instructions for performing the following task(s): 

"* authorization and documentation of dose extensions 

"* authorization and documentation of Potassium Iodide use 

1.3 Noteworthy Items 

Compliance with 10 CFR 20 during emergencies, including 10 CFR 20.1201 (a) 
dose limits, shall occur as standard practice. Emergency related evolutions 
should have a specific purpose involving high-priority actions necessary to save 
life, protect workers or the public, limit radiological release, or place the plant in a 
more secure condition relating to the emergency (protecting the plant).  

Personnel authorized to receive dose in excess of 25 REM or to use Potassium 
Iodide (KI) for projected Thyroid CDE doses in excess of 25 REM shall be 
briefed, if time permits, on hazards and potential consequences prior to 
performing activities associated with that authorization.  

Forms EP-0300, Dose Authorization and EP-503, KI Authorization may need to 
be completed initially with TelCom approvals from the RPM/RAC/RPC and the 
EC. The MASTER copy of the form will be the one initiated where the authorized 
individual is (typically the OSC). This is to ensure the worker signature is 
obtained on the initially on the MASTER copy.  

Subsequent dose extensions will not be granted prior to completion of preceding 
dose extension documentation.  

All dose received, including dose not subject to (beyond) 10 CFR 20.1201 (a) 
occupational dose limits, will need to be subsequently documented in 
accordance with 10 CFR 20.2106, Records of Individual Monitoring Results.
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2.0 Emergency Exposure & KI Authorization 

2.1 Select Team Members (OSC Staff can assist with this) 

Personnel authorized to receive dose in excess of 25 REM or to use Potassium 

Iodide (KI) for projected Thyroid CDE doses in excess of 25 REM shall be a 

volunteer working under direct authorization of the Emergency Coordinator.  

Emergency exposures associated with life-saving actions shall be limited to a 

single occurrence per lifetime.  

Volunteers 45 years of age or older should receive primary consideration. When 

possible, the radiation exposure history of a volunteer should be researched and 

inspected prior to authorization. Minors are specifically excluded as volunteers.  

Females shall not be allowed to exceed dose limits specified on their applicable 

Prenatal Dose Limit Statements.  

2.2 Determine Dose Limit to be used 

Review available surveys and projected data applicable to situation.  

Review dose limits chart (on next page) and select appropriate TEDE, TODE, 
LDE and SDE values to authorize.  

Direct a staff member (in the facility where the worker to be authorized is) to 

follow Section 3.0 guidance in this procedure and initiate a Form EP-0300.  

Signatures other than the worker may be obtained per TelCom if necessary, with 

valid signature obtained as soon as possible.  

2.3 KI Authorization 

Review available surveys and projected data to verify expected Thyroid CDE will 

be >25 Rem.  

For the most effective utilization, KI should be administered at least one-half hour 

prior to anticipated Iodine exposure. However, even when taken 3-4 hours 

following acute Iodine exposure KI will maintain substantial benefit.  

Direct a staff member (in the facility where the worker to be authorized is) to 

follow Section 4.0 guidance in this procedure and initiate a Form EP-0503.  

Signatures other than the worker may be obtained per TelCom if necessary, with 

valid signature obtained as soon as possible.  

2.4 Follow-up Actions 

Direct staff to ensure Sections 5.0 and 6.0, Follow-up Actions, are followed.  

Ensure that the master copy of Forms EP-0300 and EP-0503 are controlled and 
ultimately filed with all appropriate actual signatures.
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2.5 KI Issue Determination 

A total dose in excess of 25 Rem Thyroid CDE is expected based on projected 

data, risk assessments or other means.  

2.6 Dose Limit Determination 

Use the following chart to determine dose limits for which authorization of dose 

extensions may be required: 

DOSE LIMITS TEDE TODE LDE SDE AUTHORIZATION 
REQUIRED BY: 

10 CFR 20.1201 Limits 5 REM 50 REM * 15REM 50 REM RPM / RPC up to these limits 

(EPA guidance for all per year per year per year EC to go beyond these limits 

workers in emergencies) per year 

EPA Guidance for Pro- 10 REM 100 REM 30 REM 100 REM EC only (when 

tecting Valuable Property per event per event per event per event lower dose is not practicable) 

EPA Guidance for Life- < 25 REM < 250 REM < 75 REM < 250 REM EC only (when 

Saving or Protection of per event per event per event per event lower dose is not practicable) 

Large Populations 

EPA Guidance for Life- > 25 REM > 250 REM > 75 REM > 250 REM EC only (and 

Saving or Protection of per event per event per event per event a risk discussion must be 

Large Populations (on a conducted) 

Voluntary Basis Only)

* Sum of Deep Dose Equivalent and Committed Dose Equivalent (DDE + CDE). EPA does not use TODE (Total 

Organ Dose Equivalent); EPA uses CDE in this column. PVNGS assesses TODE and, via this Instructional Guide and 

subsequent Dosimetry follow-up, also assesses Thyroid CDE.  

2.7 The RPM / RPC may authorize doses up to the 10 CFR 20 limits only.  

2.8 The EC must authorize doses beyond the 10 CFR 20 limits.  

2.9 "Protecting Valuable Property" includes equipment-saving measures as well as 

sampling, surveillance, or repair activities that, in the opinion of the Emergency 

Coordinator, constitutes plant protective measures.  

2.10 The exposure that workers incur for the protection of large populations may be 

considered justified for situations in which the collective dose avoided by the 

emergency operation(s) is significantly larger than that incurred by the workers 

involved.
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2.11 Silver Zeolite Cartridge activity based on contact readings 

On scale frisker readings result in no requirement to issue KI.  

Full scale frisker readings, i.e. 500,000 cpm, correlate to 1.6E-05 pCi/cc activity, 
which in turn equates to slightly under 21 Rem/hour Thyroid CDE dose rate.  

A frisker reading of 625 cpm correlates to the DAC limit of 2.00E-08 pCi/cc.  

On scale RO-2 (closed window) readings of 3 mRem/hr at 1 hour after reactor 

scram, correlate to 6.OOE-06 ,Ci/cc 1-131 equivalent; 

which in turn corresponds to -8 Rem Thyroid CDE/Hour.
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3.0 Emergency Exposure Documentation 

3.1 Initiating Person 

The RPM / RPC / RAC will perform a radiological evaluation of the situation and 
determine the dose limits to be authorized and will provide direction to staff where 
the worker to be authorized is staged.  

3.2 Facility Staff completes Form EP-0300, Authorization for Dose Beyond 10 CFR 20 
Limits, as follows: 

The ORIGINATOR Section shall be completed per the RPM / RPC (or staff).  
Normally completed in the OSC.  

Indicate clearly in the "Reason for Request" area the core need for dose 
extensions for this team entry.  

Expedite obtaining the signatures. The MASTER copy has the worker signatures.  
Other signatures may be per TelCom initially.  

Any documentation of radiation surveys, etc. (as time permits) which were used 
for the radiological evaluation should be attached to MASTER copy.  

3.3 Signatures may be per TelCom; with actual signature later.  

The Radiation Worker shall sign on the appropriate line(s) in the 
AUTHORIZATION AND APPROVAL Section.  

____ The Emergency Coordinator must authorize dose beyond 10 CFR 20 limits. The 
Emergency Coordinator should be aware of all dose authorized beyond 
administrative limits.
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4.0 Potassium Iodide Issue Documentation 

4.1 Initiating Person 

The RPM / RPC / RAC will perform a radiological evaluation of the situation and 
determine the dose limits to be authorized and will provide direction to staff where 
the worker to be authorized is staged.  

4.2 Facility Staff completes Form EP-0503, KI Distribution, as follows: 

Review total dose expectations and initiate a Form EP-0300 if required. (TEDE 
and TODE limits and required approvals for exceeding dose limits must be 
established coincident with approval for the administration of KI).  

Initiate documentation for each individual authorized KI administration by using 
one Form EP-0503, KI Distribution, for each worker.  

Though not mandatory, record individuals' HPID Numbers and dates-of-birth on 
the forms as time permits.  

Expedite obtaining the signatures. The MASTER copy has the worker signatures.  

Other signatures may be per TelCom initially.  

4.3 Dispensation of KI 

Ensure a briefing on the possible side effects of Potassium Iodide (i.e., 
summarization of information on Form EP-0503) is conducted prior to the 
administration of KI to individuals.  

Obtain a supply of KI tablets from the Emergency Kit and issue one tablet to each 
individual authorized KI. (KI is maintained in the following Emergency Kits: all 

STSCs, all OSCs, TSC, EOF, all RFATs, and the offsite decontamination points.) 

Ensure each individual understands the need for an additional table per day for 
the next three days, with medical follow-up.  

4.4 MASTER Form to be used for follow-up.  

Assist the RPM / RPC to ensure KI administration follow-up actions are 
accomplished for each individual per Section 6.0 of this document.
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5.0 Emergency Exposure Follow-up Actions 

Upon return of team members, collect all dosimetry for evaluation.  

_ Ensure all team members are not deployed for further work until exposure evaluations 
have been completed.  

_ Retrieve Appendix B, Record Exposure Evaluation, of Procedure 75RP-9ME23, Lost or 
Damaged Dosimetry, and initiate actions to complete the form.  

_ Transmit all thermoluminescent dosimetry (TLDs) to Dosimetry for evaluation. (include 
information regarding which individuals require expedited dose reports.) 

During RRACS record update, ensure appropriate dose limits are reset to normal 
levels. (Dosimetry personnel will complete the RECORDS UPDATE Section of the 
Record Exposure Evaluation Form.) 

_ Conduct a team debriefing at the conclusion of the job evolution and when exposure 
evaluations have been initiated.  

Report any exposures authorized by the EC and received by team members to the 
Emergency Coordinator / Emergency Operations Director.  

_ Ensure that the EC initiates actions to complete USNRC notifications of radiation 
exposures per 75DP-ORP04, Radiological Reports, if appropriate.
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6.0 KI Administration Follow-up Actions 

NOTE 

Performance of this section assumes personnel 
from Dosimetry, Medical, and Radiation Protection 
are available for support efforts.  

Obtain a supply of 130 mg KI tablets from the Emergency Kit and issue one (1) tablet to 

each individual authorized KI every 24-hours for three (3) days. (K! is maintained in the 

following Emergency Kits: all STSCs, all OSCs, TSC, EOF, all RFATs, and the offsite 

decontamination points.) 

Consult the Medical Department and determine if the need exists for extended KI 
administration periods by evaluating radiological exposures.  

In unusual circumstances, KI may be issued for a period of up to ten (10) days.  
The Medical Department will provide KI dispensing instructions and will supervise 
KI administration.  

Continue the monitoring of personnel for side effects to KI and/or any radioiodine 
exposures that may have occurred.  

When required documentation on each Form EP-0503, KI Distribution, has been 
completed, forward the completed forms to Dosimetry. (These forms become part of 
each individual's exposure history.)
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Appendix L - Accident Sampling 

1.0 Introduction 

1.1 Applicability 

This Appendix is applicable to obtaining, handling, analyzing, and reporting samples 
pertaining to accident conditions in accordance with the requirements specified in 
NUREG-0654 and NUREG-0737. It provides the methodology for analysis of reactor 
coolant liquid, safety injection liquid, and Containment atmosphere samples. In 
addition, the document functions to provide instructions for RMS effluent sampling from 
the Plant Vent and Fuel Building Exhaust high range monitors for particulate and Iodine 
activity. Chemistry will usually be responsible for performance of this procedure with 
assistance from Operations and Radiation Protection personnel.  

1.2 Prerequisites 

Direction has been authorized and received for initiating the actions necessary to 
obtain accident sampling and analysis.  

1.3 Precautions - general 

1.3.1 Sampling activities require review of current and potential radiation and airborne 
activity to determine if actions associated with emergency exposures or issuance 
of KI need to be implemented.  

1.3.2 When practical, the use of remote tools and shielding to minimize radiation 
exposure should be accomplished.  

1.3.3 Monitoring for explosive atmospheres should be performed whenever plant, fuel, 
or sampling conditions indicate actual or potential elevated Hydrogen levels.  

1.3.4 If possible, the sample should be counted in an Affected Unit laboratory. An 
Unaffected Unit laboratory should be prepared for analysis if conditions preclude 
counting in the Affected Unit laboratory.  

1.3.5 Samples acquired during and after accident conditions should not be disposed of 
or destroyed without prior approval of the Chemistry Coordinator or the 
Emergency Coordinator.  

1.4 Precautions - PASS inoperable 

1.4.1 74DP-9CY02, Post-Accident Sampling System Program, provides direction for 
alternate sampling capability in the event that PASS becomes inoperable.  
Further direction is contained in 740P-9SS05, Preplanned Alternate Sampling, 
which provides specific alternate sampling and collection methodology. The 
guidance in these procedures should be used in conjunction with this document 
for sample handling, control, and analysis.
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1.4.2 When using the Preplanned Alternate Sampling methodology, dose rates and 
airborne activity will vary considerably, depending on plant conditions.  

1.4.3 The calculated data (PASS Dose Information / Thumb Rules) in Section 9.0 of 
this document, Sample Data Reference, is based on using a PASS which is 
operable. The calculation assumes the CEDE dose to be negligible relative to 
the DDE.  

1.4.4 Calculated data is not provided for specific Preplanned Sampling events beyond 
the data developed for PASS sampling for the following reasons: 

1.4.4.1 In a Loss-of-Power (LOP) condition, the potential for localized airborne hot 
spots is high because ventilation / filtration will not be operating. The 
natural ventilation flows and flow paths resulting will be unpredictable.  

1.4.4.2 Under abnormal plant conditions in which PASS is not operable, travel 
paths to and from sample areas, stay times in those areas, and plant 
conditions could vary widely from the projected calculated data comprising 
Section 9.0 of this document.  

1.4.4.3 Use of supplied air, Self-contained Breathing Apparatus (SCBA), and/or 
other use of respiratory protection will most likely be required under 
accident conditions, as implementation of the procedure indicates 
significant plant conditions exist. The CEDE dose component may be 
crucial.  

1.5 Precautions - RMS skid and sampling activity 

1.5.1 Due to the potential for fluctuating area and release stack dose rates under 
accident conditions, the Chemistry and Radiological Monitoring Technician must 
maintain the Radiation Protection Monitor and Operations Support Center staff 
aware of their work areas and expected stay times to allow for dose control.  

1.5.2 Dose rates and/or conditions may preclude accomplishing scheduled tasks.  
These conflicts should be brought to the attention of the Emergency Coordinator 
and Chemistry Coordinator for resolution.  

1.6 Precautions for Chemistry Technician / Radiological Monitoring Technician 

1.6.1 Sampling activities under emergency conditions prior to activation of onsite 
facilities will be authorized by the Onshift Organization - sampling activities under 
emergency conditions following activation of onsite facilities will be authorized by 
the Onsite Organization.  

1.6.2 Prior to sampling work activities, all applicable technicians must sign the 
Emergency Radiation Exposure Permit and participate in a briefing conducted by 
Operations Support Center staff on current and expected conditions.  
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1.6.3 A working area telephone number should be provided to the Operations Support 

Center Coordinator and to the Chemistry Coordinator in the Technical Support 
Center. Available FAX machines may be utilized for additional communications 
with Technical Support Center staff.  

1.6.4 During sampling activities, the Chemistry and/or Radiological Monitoring 
Technician should provide verbal updates to the Radiation Protection Technician, 
concentrating on actions which may cause a change in radiation levels.  

1.6.5 Consider raising the alarm setpoints on RU-23, RU-26, and/or RU-1 58D 
commensurate with expected area dose rates. Consider isolating the taps on 

RU-9 and RU-10 to obtain representative sampling of a particular area, i.e., 
isolating RU-10 to monitor only the Chemistry Hot Lab area during sampling.  

1.6.6 Verify the current operability of the sampling area ventilation system.  

1.7 Precautions for Radiation Protection Technician 

1.7.1 A determination must be made regarding protective equipment and area entry 

requirements prior to commencement of any sampling work. As soon as 

personnel are identified, extremity thermoluminescent dosimetry (TLD) packets 

should be prepared to avoid any delays in the sampling evolution.  

1.7.2 Critical steps in the procedure should be reviewed with assigned personnel and 
expected stay times, sample exposure times, and critical areas should be 
determined. Expected exposures should be ascertained when reviewing 
available survey data, plant conditions, and RMS indications. Additional surveys 
should be obtained, if necessary. An RO-7 can be used to monitor dose rate 
changes in front of septum ports in extreme dose conditions.  

1.7.3 Exposure limits, dose extensions, Potassium Iodide administration, and 
approvals can be obtained from the Radiation Protection Monitor / Radiological 
Protection Coordinator. If necessary, process additional exposure authorizations 
and/or KI distribution documentation (see Appendix K - Emergency Exposures 
and KI, and contact the RP Monitor for guidance). Ensure all documentation, 
including RRACS entries, are complete prior to proceeding with sampling 
evolutions.  

1.7.4 A Radiation Exposure Permit should be prepared for all assigned sampling 
activities. Form EP-0131, In-plant Team Briefing (see Appendix C - Forms), will 
aid in assurance that radiological controls and directions are established.  

1.7.5 The calculated data (PASS Dose Information / Thumb Rules) in Section 9.0 of 

this document, Sample Data Reference, and the Briefing Guidelines in section 
2.0 should be reviewed with all team members prior to dispatch.  

1.7.6 Ensure that all samples collected are labeled, stored, and posted in accordance 
with 75RP-9RP15, Control and Storage of Radioactive Material.
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1.8 Precautions - Chemistry Leader/ Chemistry Coordinator 

NOTE 

The Chemistry Coordinator will function from the 
Technical Support Center following that facility's 
activation. Prior to activation, direction and/or 
recom-mendations may be obtained via 
telecommunications from an offsite Chemistry 
Leader if specific Chemistry information and/or 
direction is necessary.  

1.8.1 The Chemistry Leader / Chemistry Coordinator should ensure that all personnel 
assigned duties regarding sampling and analysis are qualified and experienced 
on system operations.  

1.8.2 In coordination with the Emergency Coordinator and Shift Technical Advisor / 
Reactor Analyst, the Chemistry Leader and/or Chemistry Coordinator should 
determine the samples required and the sampling priorities for current plant 
conditions. Consideration of and planning for RMS high range skid sampling 
options (3 P/I configurations are available), sampling per the Preplanned 
Alternate Sampling options, PASS sample options, and other RMS samples 
available should be included.  

1.8.3 Analytical equipment required to analyze a post-accident sample should be 
prepared at an Alert, or higher, emergency classification, whether or not a post
accident sample has been requested. If radiation levels are prohibitive in the 
Affected Unit, preparations should be started in an Unaffected Unit.  

1.8.4 Consideration should be given to allow at least 2 hours to elapse after a reactor 
trip prior to isolating a PASS RCS or Containment atmosphere sample: 

1.8.4.1 2-hour decay could decrease local radiation levels by 2-21/2 times 

1.8.4.2 3-hour decay could decrease local radiation levels by up to 10 times 

1.8.5 Containment and Auxiliary Building sump liquids may exhibit higher-than-normal 
radiation levels during accident conditions.  

1.8.6 The Auxiliary Building sumps automatically pump to the TDS Tanks to prevent 
flooding and subsequent loss of the HPSI, LPSI, and CS Pumps. If RCS leakage 
to the Containment or Auxiliary Building sumps exists in conjunction with 

elevated RCS activity, monitoring and planning will be required for the extreme 
activity potential that can be transferred to the TDS Tank area outside of the 

Radwaste Building.
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1.8.7 Safety Injection liquid samples can be used to estimate the Containment sump 
activity levels after a Recirculation Actuation Signal (RAS) has occurred or if the 
plant has been cooled down and Shutdown Cooling has been placed into service.  

1.9 Precautions - Radiation Protection Monitor (RPM) / Radiological Protection Coordinator 
(RPC) 

1.9.1 The RPM should direct, review, and monitor the actions of the Radiation 
Protection staff to ensure adequate pre-job surveys, REPs, and team briefings 
are provided for all sampling teams. The PASS Dose Information / Thumb Rules 
in section 9.0 and the Briefing Guidelines in section 2.0 of this Appendix should 
be used.  

1.9.2 If exposures due to sampling activities are expected to approach or exceed those 

specified in 10 CFR 20.1201 (a) or if high Iodine activity is potentially present, 
recommendations should be made to the Emergency Coordinator to implement 
guidance associated with Appendix K - Emergency Exposures and KI.  

1.9.3 Communications between the Chemistry and Radiological Monitoring 
Technicians and the Operations staff should be maintained to ensure that 
changing plant conditions are understood and properly confirmed during all 
sampling activities. Any changes that occur to either monitored or unmonitored 
release pathways should be taken into account from an offsite perspective. Any 
changes that occur to onsite RCA boundaries due to internal and external dose 
limitations should also be considered as plant conditions change.  

2.0 Sampling Briefing and Preparation 

2.1 Briefing guidelines 

The following Sampling Team Briefing Guidelines should be used when conducting the 

In-plant Team Briefing prior to sampling activities: 

2.1.1 As a minimum, extremity dosimetry shall be placed on the middle finger of 
anyone handling sample tools or samples. Extremity dosimetry shall be utilized 
for Chemistry personnel working directly in front of septum ports on the Post
Accident Sampling System (PASS) or Radiological Monitoring (RM) Technicians 
collecting samples from Radiation Monitoring System (RMS) high range skids.  
Extremity dosimetry should be issued in accordance with site dosimetry 
procedures.
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2.1.2 Due to the speed with which an accident sample is drawn, the RP Technician will 
probably not have sufficient time to collect an air sample and have it counted 
before the time at which the accident sample is drawn. Nor is there expected to 
be significant airborne activity released from the sample when using the PASS 
unit. Despite this assumption, an air sample should be prepared and run during 
the sampling activity to allow for the unexpected. RU-10 should be monitored 
constantly by the RM Technician. Preplanned Alternate Sampling activities will 
require additional actions based on implementation of section 7.0, Preplanned 
Alternate Sampling.  

2.1.3 Proper labeling of samples with applicable times related to events will be crucial 
to the ongoing response to the emergency. All labeling activities should be 
performed from the long-term impact perspective. If extreme sample activity 
precludes labeling samples directly, the RP Technician shall ensure that outer 
postings are complete and that they provide direction for control of the samples.  

2.1.4 The accident sampling team should thoroughly discuss each planned sample 
activity by stepping through this document and verbalizing the intent of each step 
and what is required to perform that step. Equipment should be verified available 
prior to starting actual sample collection. Plan for the unexpected; discuss what 
to do if a sample is dropped, a glass syringe breaks, etc. Any system breach will 
cause an immediate significant increase in Noble Gas activity.  

2.1.5 The accident sampling team shall immediately inform the Operations Support 
Center Coordinator and the Chemistry Coordinator of significant problems or 
changes to the expected conditions as addressed in this briefing and on the REP.  

2.1.6 The accident sampling team shall review the information comprising the PASS 
Dose Information / Thumb Rules in section 9.0 of this procedure, Sample Data 
Reference, prior to the start of sampling. All accident sampling team members 
shall also review current RMS indications. Preplanned Alternate Sampling teams 
shall employ continual RMS monitoring during all sampling evolutions.  

2.1.7 When possible, use remote tools to handle high activity samples during sampling 
and analysis to provide maximum distance from the source. Maintain personnel 
exposures ALARA by observing all necessary precautions based on existing 
conditions.  

2.1.8 The travel routes to and from the sample area should be reviewed to minimize 
dose. The route should be monitored for changes by OSC staff after an accident 
sampling team is dispatched.  

2.1.9 Monitoring for an explosive atmosphere should be performed whenever plant / 
sampling / fuel conditions indicate elevated Hydrogen activity.
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2.2 Preparing resources 

NOTE 

Emergency conditions may require immediate 
actions. If all actions outlined in the remainder of 
this Section cannot be completed prior to team 
dispatch, they may be completed in parallel with or 
as soon as possible following team dispatch.  

2.2.1 When the team briefing has been completed and documented, ensure that all 
appropriate personnel data have been recorded on the applicable REP and have 
been entered into RRACS accordingly.  

2.2.2 Ensure that all specified dosimetry and protective equipment has been issued.  

2.2.3 Ensure that all RP pre-job surveys are complete and that preliminary postings are 
in place as required.  

2.2.4 Ensure that the Chemistry, RP, and RM Technicians have each reviewed the 
actions in this document relative to critical hold points and that each has reviewed 
their planned sample survey and handling techniques in accordance with the 
Briefing Guidelines in section 2.0 and the PASS Dose Information / Thumb Rules 
specified in section 9.0 of this document.  

2.2.5 Direct each accident sampling team member to perform an initial RMS review.  

2.2.6 Instruct the RM Technician to monitor for unexpected changes on monitors near 
the sampling areas and near routes leading to and from the sampling areas.  

NOTE 

The choice of sampling method to be used is based 
on dose potential rather than on event 
categorization. Normal sampling systems may be 
employed under emergency conditions until or 
unless the dose potential mandates otherwise.
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2.2.7 Based on sampling requirements, ensure that one of the following actions has 
occurred: 

2.2.7.1 The Chemistry Technician has prepared either Chemistry Cart #1 or 
Chemistry Cart #2 for PASS sampling. Form EP-0051, Chemistry Cart #1 
Preparation Checklist (see Appendix C - Forms), or Form EP-0052, 
Chemistry Cart #2 Preparation Checklist (see Appendix C - Forms), may be 
used as a guide.  

2.2.7.2 The Radiological Monitoring Technician has prepared Chemistry Cart #3 for 
RMS high range skid sampling. Form EP-0053, Chemistry Cart #3 
Preparation Checklist (see Appendix C - Forms), may be used as a guide.  

2.2.7.3 The Chemistry Technician has prepared equipment per the requirements 
specified in 740P-9SS05, Preplanned Alternate Sampling (PASS is 
inoperable and PASP has been initiated.) 

NOTE 

Initially, two 1-inch attenuator blocks are used for 
the liquid and gas isotopic sample analyses.  
Initially, six 1-inch attenuator blocks are used for the 
particulate and Iodine sample analyses and the 
number of attenuator blocks are decreased, if 
necessary.  

2.2.8 Verify that an efficiency calibration for necessary attenuators has been performed 
in accordance with 74CH-9XC50, Operation and Calibration of the Gamma 
Spectrometry System, for each detector to be used. A PASS detector is any 
predefined detector which has been calibrated and verified using lead 
attenuators or collimators within 25% of certificate activity in accordance with 
74DP-OCH02, Instrument Performance Monitoring.  

2.2.9 Verify that calibrations have been performed on the Multi-Channel Analyzer 
(MCA), Autotitrator, Ion Chromatograph, and Gas Chromatograph and that they 
meet the criteria specified in 74DP-OCH02, Instrument Performance Monitoring.  

2.2.10 If the Gas Chromatograph is to be used, ensure that the exhaust is directed to an operating 
vent fan.  

3.0 PASS depressurized liquid sampling 

3.1 Preparing for sample collection 

3.1.1 Place the temporary syringe disposal shield inside the sample room.
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3.1.2 (The Chemistry Technician shall) begin sampling operations from the sample 
location per 740P-xSS02, Operation of the Post Accident Sampling System, by 
placing the system into sample recirculation mode.  

NOTE 

During sample recirculation, an increase in activity 
may be observed on RU-26, on RU-158 CH-4 
(Chemistry Sample Room), and on RU-1 55 CH-3 
(77' West Penetration Room). Samples in Units 2 
and 3, with the exception of Containment 
atmosphere, recirculate coolant immediately from 
the 77' elevation West Penetration Room to the 
Chemistry Primary Sample Room. Containment 
atmosphere samples are first recirculated locally to 
the 77' elevation West Penetration Room and then 
are directed to the Chemistry Primary Sample 
Room in a recirculation phase. In Unit 1, all 
samples progress through local recirculation before 
they are directed to the Chemistry Primary Sample 
Room.  

3.1.3 (The Chemistry Technician will) inform the RP Technician, the RM Technician, 
and the OSC Coordinator that PASS is in sample recirculation.  

3.1.4 (The Chemistry Technician will) inform the RP Technician when the PASS sample 
is isolated and piping flush begins per 740P-xSS02, Operation of the Post 
Accident Sampling System.  

3.1.5 (The Chemistry Technician will) inform the RP Technician when flush is complete.  

3.1.6 (The RP Technician will) survey the sample area, concentrating on the following 
areas: 

3.1.6.1 Special concern should be placed on streaming from the septum ports, 
approximately 6 inches from the floor, and directly in front of the sample 
sink.  

3.1.6.2 Ask the Chemistry Technician which septum port is appropriate prior to 
entering the sample room.  

3.1.6.3 Changing or unexpected conditions and dose rates which differ from the 
planned activities as discussed in the Sampling Team Briefing must be 
brought to the attention of the OSC Coordinator prior to continuing.
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3.1.6.4 Form EP-0054, Accident Sample Worksheet (see Appendix C - Forms), 
may be used as a job aid as required to log information collected per this 
document.  

NOTE 

Depending on the analyses to be performed, it may 
be necessary to withdraw up to 0.5 ml of sample.

Volume 

Analysis to be Done Needed lAW 

Gamma Isotopic 0.1 ml 74CH-9XC50 

B 0.3 ml 74CH-9ZZ06 

CI 0.1 ml 74CH-9ZZ72

3.1.6.5 (The Chemistry and RP Technicians shall) review the dose rates, planned 
sample volume, and other activities to ensure conditions and expected 
exposures remain within the scope of the Briefing Guidelines.  

Ensure that the Chemistry Technician's estimated time of exposure to 
the unshielded sample is a conservative assumption. Once the sample 
is obtained, it must be placed into the shielded holder - the sample 
cannot be injected back into the system.  

3.1.6.6 (The RP Technician should) inform the OSC Coordinator that sample 
collection is about to begin.  

3.1.6.7 (The Chemistry Technician should) inform the Chemistry Coordinator that 
sample collection is about to begin.  

3.1.6.8 (The RP Technician shall) examine the placement of the Chemistry 
Technician's dosimetry to ensure adequate and accurate monitoring 
capabilities exist.
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3.2 Collecting the sample 

NOTE 

A 1-ml liquid syringe of primary coolant, collected 2 
hours after a LOCA with a 100% fuel failure, is 
estimated to read approximately 780 REM / minute 
contact, and will decrease to 80 REM / minute at 6 
cm (2.4 inches).  
The following steps (Collecting the Sample) allow 
the highest exposure potential, though they take 
place within a very short time span. All actions by 
Chemistry and Radiation Protection should be "dry 
run" immediately prior to obtaining the actual 
sample. During the "dry run", special attention 
should be directed to safe and stable positioning of 
the carts and pigs, avoidance of septum area shine, 
etc.  

3.2.1 Using the equipment previously staged on Chemistry Carts #1 and #2, place a 
3½2-ml liquid vial into the 2-inch thick lead pig.  

3.2.2 Position the lead pig and cart #2 near the sample area to allow a safe and rapid 
transfer from septum port area to pig.  

3.2.3 Using the remote tool, place the syringe into the liquid sample port guide tube 
assembly.  

3.2.4 Quickly and carefully, withdraw the desired sample volume into the syringe.  

3.2.5 Remove the syringe from the sample port and carefully dispense the entire 
volume into the 3Y2-ml vial contained in the lead pig.  

3.2.6 Place the empty syringe into the temporary syringe disposal cask with the point of 
the needle down.  

3.2.7 (The RP Technician shall) take the dose rate reading at the top of the vial prior to 
dilution. This reading will be used for subsequent dilution calculations.  

3.2.8 Prepare one piece of parafilm measuring 2-inch by 2-inch. Do not remove the 
backing paper from the piece of parafilm.  

3.2.9 Place the piece of parafilm with the backing paper facing down over the vial 
containing the sample.  

3.2.10 Install and latch the lead pig lid and move to a low dose area, as required.
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3.2.11 If the sample is to be transferred to an Unaffected Unit for analysis, proceed to 
section 8.0 of this document, Sample Transportation. Otherwise, continue in this 
Section.  

3.2.12 Monitor the background dose from the cart when working on dilution activities for 
isotopic analysis to ensure that Chemistry Count Room operations are not 
affected.  

3.2.13 (The Chemistry Technician and the RP Technician shall) review the dose rates 
and required sample analysis time.  

3.2.14 Unlatch and remove the lid from the lead pig containing the sample.  

3.2.15 Using two tongs approximately 10 inches long, remove the parafilm and paper 
backing from the top of the 31/2-ml vial. Ensure that the vial is not pulled out of the 
lead pig by the parafilm.  

3.2.16 Ensure that the sample vial remains within the shielded portion of the lead pig for 
the maximum possible time.  

3.2.17 (The Chemistry Technician will) review use of the contamination controls prior to 
proceeding.  

3.2.18 (The RP Technician shall) directly monitor all work in the immediate area and 

ensure localized posting and contamination controls are in effect.  

3.3 Preparing for sample analysis 

3.3.1 Ensure that the modified lead brick containing three vials is on cart #1 with their 
vial lids removed.  

3.3.2 Ensure that no other contributing dose rate source is on cart #1.  

3.3.3 Determine the appropriate required analysis to perform and proceed to the 
appropriate analysis block per the following: 

3.3.3.1 For Boron Analysis, go to section 3.4.  

3.3.3.2 For Chloride Analysis, go to section 3.5.  

3.3.3.3 For Gamma Isotopic Analysis, go to section 3.6.  

3.3.3.4 For Oxygen Analysis, go to section 3.7.  

3.3.4 Using a pipette, withdraw an appropriate volume of liquid for each analysis 
required from the sample vial contained in the lead pig.  

3.4 Boron analysis
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3.4.1 For Boron analysis, proceed to 74CH-9ZZ06, Boron Autotitrator Operation and 
Calibration, using an RP Technician to provide radiological controls and support 
coverage. Return to this step when completed.  

3.4.2 Proceed to section 6.0 of this document, sample analysis follow-up.  

3.5 Chloride analysis 

3.5.1 For Chloride analysis, proceed to 74CH-9ZZ72, Operation and Calibration of the 
Ion Chromatograph, using an RP Technician to provide radiological controls and 
support coverage. (Return to this step when completed.) 

3.5.2 Proceed to section 6.0 of this document, sample analysis follow-up.  

3.6 Gamma isotopic analysis 

3.6.1 Dispense each volume of sample into one of the 7-ml vials contained in the 
modified 3-stage lead brick. Identify each vial if more than one is to be used.  

3.6.2 Move cart #2 to an area away from cart #1 to minimize the dose rate. Relocate 
cart #2 to an area which will not affect Count Room operations.  

3.6.3 Prior to any dilution performed on the vial previously prepared for Gamma 
Isotopic analysis, the RP Technician shall follow the direction of the Chemistry 
Technician and use a teletector to obtain the dose reading at the top of the vial.  

3.6.4 Using the following equation, calculate activity (A): 

A = (RV/G) X 1000 

where: 

A = total sample activity in mCi (milliCuries) 

R = sample dose rate reading at the top of the vial in R/hr (obtained by RP 
Technician in the preceding step) 

V = sample volume in ml (normally 0.1 ml) 

G = applicable conversion factor for the sample being analyzed (REM/hour/Ci/ml) 
from (Dose Rate - Curie Conversion Factors) in section 9.0 of this document, 
Sample Data Reference 

1000 = conversion factor from Ci to mCi 

Calculated activity: mCi
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NOTE 

Isotopic analysis should not be performed on any 
PASS liquid sample with activity greater than 1.4 
mCi or readings greater than 800 mrem / hour.  
Consequently, the following direction provides the 
methodology to determine if dilution is required and, 
if so, the amount of dilution. The initial dilution does 
not affect the total activity in the first vial.  

3.6.5 Use Factor A (total sample activity in mCi) to determine the required dilution to 
obtain a sample activity of less than or equal to 1.4 mCi utilizing the calculated 
data (PASS Liquid Sample Dilution Requirements) in section 9.0 of this 
document, Sample Data Reference.  

3.6.6 After using pipettes to transfer the desired sample volume from one vial to 
another, use a 10-ml (B-D) syringe with a 1½2-inch needle to dilute the sample to 
a total volume of 7 ml with D.I. water.  

3.6.7 When the final dilution is complete, replace the screw cap on the vial to be 

counted and wrap the vial with parafilm, plastic wrap, or a plastic bag.  

3.6.8 Prepare and attach clear identification information to the sample vial.  

3.6.9 If dilutions were completed for the remaining dilution vials, cap them and attach 
clear identification information to them.  

3.6.10 (The RP Technician will) obtain a contact and a 1-foot dose rate reading on the 
sample.  

3.6.11 (The RP Technician will) record the dose rate reading(s) on a survey map and 
post / label the sample accordingly.  

3.6.12 (The Chemistry Technician should) review the planned movement and use of the 
sample to allow the RP Technician to prepare the necessary area postings and 
contamination controls.  

3.6.13 Place the 7-ml sample vial to be counted into a 1-inch lead carrying case and 
carry the sample to the sample counting room.  

3.6.14 (The RP Technician will) post the Count Room area and prepare contamination 

controls as sample activity warrants.  

3.6.15 (The Chemistry Technician should) review planned activities / work.
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3.6.16 Using two 1-inch attenuator blocks for liquid isotopic sample analysis initially, 
carefully and quickly remove the sample vial from the lead carrying case and 
orient the sample to the proper position for counting.  

NOTE 

The sample volume input for the Multi-Channel 
Analyzer Command Procedure is 1 / DF, where DF 
= Dilution Factor determined per the PASS Liquid 
Sample Dilution Requirements in Section 9 of this 
document, Sample Data Reference.  

3.6.17 Perform analysis of the sample in accordance with 74CH-9XC50, Operation and 
Calibration of the Gamma Spectrometry System.  

3.6.18 Carefully remove the sample from the lead counting shield and place the sample 
in the lead carrying case.  

3.6.19 Proceed to section 6.0, sample analysis follow-up.
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3.7 Oxygen analysis 

NOTE 

Dissolved Oxygen for post-accident conditions will 
be determined by calculating the amount of Oxygen 
introduced into the system from either the borated 
water source (RWT) or the Containment 
atmosphere. Any Oxygen depletion due to 
Hydrogen scavenging or other means will be 
ignored. Henry's Law Constants were taken from 
EPRI, PWR Primary Water Chemistry Guidelines, 
Revision 2, and Lange's Handbook of Chemistry, 
12th Edition. Oxygen (cc/kg) is converted to Oxygen 
(ppm) in the ratio: ppm (0.7) = cc/kg.  

3.7.1 For Small Break LOCA (pre-RAS), perform the following: 

Determine RCS Oxygen concentration (Cf) using the following equation: 

-[(Prwt) x 0.209 x 1.43] x [Vrwt] x CI x VI1 
Cf = Vf I 

where: 

Cf = Final RCS oxygen concentration, ppm 

Prwt = RWT pressure, psia 

0.209 = Conversion factor for partial pressure of oxygen exerted on RWT 

(Oxygen is 20.9% of atmosphere) 

1.43 = Conversion factor, ppm / (cc/kg) 

Vrwt = Volume of RWT added to system, gallons 

Cl = Initial concentration of RCS Oxygen, ppm 

VI = Initial volume of RCS, gallons (maximum RCS volume = 100,000 gallons)
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Vf = Final combined volume, gallons (maximum RCS volume = 100,000 gallons) 

H = Henry's Law Constant, kg-psia/cc (from table below) 

RWT Temperature (-F) kg-psia / cc 

Trwt = 75 0.51 

Trwt= 100 0.62 

Trwt = 150 0.78 

Trwt = 200 0.86 

3.7.2 For Large Break LOCA (RAS), perform the following: 

Determine RCS Oxygen concentration using the following equation:

Crcs= pctmt x 0.209 x 1.43] 

where: 

Crcs = Concentration of Oxygen in RCS (ppm) 

Pctmt = Containment pressure, psia 

0.209 = Conversion factor for partial pressure of Oxygen in Containment 
(Oxygen is 20.9% of atmosphere) 

1.43 = Conversion factor, ppm / (cc/kg) 

H = Henry's Law Constant, kg-psia/cc (from table below)
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4.0 PASS pressurized liquid (gas) / containment air sampling 

4.1 Preparing for Sample Collection 

4.1.1 Place the temporary syringe disposal shield inside the sample room.  

4.1.2 (The Chemistry Technician shall) begin sampling operations from the sample 
location per 740P-xSS02, Operation of the Post Accident Sampling System, by 
placing the system into sample recirculation mode.  

4.1.3 (The Chemistry Technician will) inform the RP Technician, the RM Tech-nician, 
and the OSC Coordinator that PASS is in sample recirculation.  

4.1.4 (The Chemistry Technician will) inform the RP Technician when the PASS sample 
is isolated and piping flush begins per 740P-xSS02, Operation of the Post 
Accident Sampling System.  

4.1.5 (The Chemistry Technician will) inform the RP Technician when flush is complete.  

4.1.6 (The RP Technician will) survey the sample area, concentrating on the following 
areas: 

4.1.6.1 Special concern should be placed on streaming from the septum ports 
located at the front of the sample sink approximately 6 inches from the floor 
and at the left side of the sample sink approximately 18 inches from the 
floor.  

4.1.6.2 Ask the Chemistry Technician which septum port is appropriate for the 
intended sample prior to entering the sample room 

4.1.6.3 Changing or unexpected conditions and dose rates which differ from the 
planned activities as discussed in the Sampling Team Briefing must be 
brought to the attention of the OSC Coordinator prior to continuing 

4.1.6.4 Form EP-0054, Accident Sample Worksheet (see Appendix C - Forms), 
may be used as a job aid as required to log information collected per this 
document
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NOTE 

Depending on the analyses to be performed, it may 
be necessary to withdraw up to 2 samples.

Analysis to be Done Volume Needed 

H2 / 02 0.5 cc 

Gamma Isotopic 0.1 cc

4.1.7 (The Chemistry Technician shall) inform the RP Technician of the number and 
volume of samples required.  

4.1.8 (The Chemistry and RP Technicians shall) review the dose rates, planned sample 

volume, and other activities to ensure conditions and expected exposures remain 
within the scope of the Briefing Guidelines. Ensure that the Chemistry 
Technician's estimated time of exposure to the unshielded sample is a 
conservative assumption. Once the sample is obtained, it must be placed into the 
shielded holder - the sample cannot be injected back into the system.  

4.1.9 (The RP Technician should) inform the OSC Coordinator that sample collection is 

about to begin.  

4.1.10 (The Chemistry Technician should) inform the Chemistry Coordinator that sample 
collection is about to begin.  

4.1.11 (The RP Technician shall) examine the placement of the Chemistry Technician's 

dosimetry to ensure adequate and accurate monitoring capabilities exist.
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4.2 Collecting the sample 

CAUTION 

A 0.5 cc syringe of RCS gas, collected 3 hours after 
a LOCA with a 100% fuel failure, is estimated to 
read approximately 330 REM / minute contact, and 
will decrease to 27 REM / minute at 6 cm (2.4 
inches). The following steps (Collecting the Sample) 
allow the highest exposure potential, though they 
take place within a very short time span. All actions 
by Chemistry and Radiation Protection should be 
"dry run" immediately prior to obtaining the actual 
sample. During the "dry run", special attention 
should be directed to safe and stable positioning of 
the carts and pigs, avoidance of septum area shine, 
etc.  

4.2.1 With the equipment previously staged on Chemistry Carts #1 and #2, position the 

lead pig and cart #2 near the sample area to allow a safe and rapid transfer from 

septum port area to pig.  

4.2.2 Insert the gas-tight syringe into the handling tool and adjust the tool to withdraw 
the desired amount.  

4.2.3 Using the syringe handling tool, place the syringe into the port guide tube 

assembly and withdraw the desired sample volume into the syringe.  

4.2.4 (The Chemistry Technician will) place the syringe handling tool containing the 

syringe on the sample cart and then retreat to a designated low dose area.  

4.2.5 (The RP Technician shall) take the dose rate reading on the syringe to establish 
initial working conditions.  

4.2.6 If the sample is to be transferred to an Unaffected Unit, (the Chemistry Technician 

will) lock the syringe using the remote syringe locking tool.  

4.2.7 (The Chemistry Technician will) place the syringe handling tool containing the 
syringe in the syringe carrying case.  

4.2.8 If the sample is to be transferred to an Unaffected Unit for analysis, proceed to 

section 8.0, Sample Transportation. Otherwise, continue in this Section.
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4.2.9 Relocate the sample cart with the sample to an area of known background 
readings for the required analysis. Ensure that the area selected will not affect 
Count Room operations due to an unshielded source.  

4.2.10 (The Chemistry Technician and the RP Technician shall) review the dose rates 
and required sample analysis time.  

4.2.11 Ensure that the sample remains shielded for the maximum possible time.  

4.2.12 (The Chemistry Technician will) review use of the contamination controls prior to 
proceeding.  

4.2.13 (The RP Technician shall) directly monitor all work in the immediate area and 
ensure localized posting and contamination controls are in effect.  

4.3 Preparing for sample analysis 

4.3.1 Ensure that all analyses activities are performed in accordance with Chemistry 
procedures and that the RP Technician is available to provide radiological 
controls and coverage.  

4.3.2 Determine the appropriate required analysis to perform and proceed to the 
appropriate analysis block per the following: 

4.3.2.1 For Hydrogen and Oxygen Analyses, go to section 4.4.  

4.3.2.2 For Gamma Isotopic Analysis, go to section 4.5.  

4.4 Hydrogen and Oxygen analyses 

4.4.1 For Hydrogen and Oxygen analyses, transport 0.5 cc of sample to the gas 
chromatograph and analyze the sample in accordance with 74CH-9XC40, 
Operation and Calibration of the Hewlett Packard Gas Chromatograph. Return to 
this step when completed.  

4.4.2 Proceed to section 6.0, sample analysis follow-up.  

4.5 Gamma Isotopic analysis 

4.5.1 For Gamma Isotopic analysis, transport 0.1 cc of sample to the sample 
preparation area and dispense the sample volume into a 9.2 cc gas vial (the vial 
previously evacuated 0.1 cc) contained in the modified lead bricks. The sample is 
now shielded.  

4.5.2 Dispose of the syringe into the syringe disposal cask, needle down.  

4.5.3 Move cart #2 to an area away from cart #1 to minimize the working dose.
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4.5.4 Prior to any dilution performed on the vial previously prepared for Gamma 
Isotopic analysis, the RP Technician shall follow the direction of the Chemistry 
Technician and use a teletector to obtain the dose reading at the top of the vial.  

4.5.5 Using the following equation, calculate activity (A): 

A = (RV/G) X 1000 

where: 

A = Total sample activity in mCi (milliCuries) 

R = Sample dose rate reading at the top of the vial in REM/hr (obtained by RP 
Technician in the preceding step) 

V = Sample volume in ml (normally 0.1 ml) 

G = Applicable conversion factor for the sample being analyzed 
(REM/hour/Ci/ml) from (Dose Rate - Curie Conversion Factors) in section 9.0, 
Sample Data Reference 

1000 = Conversion factor from Ci to mCi 

Calculated activity: mCi 

NOTE 

Isotopic analysis should not be performed on any 
PASS liquid sample with activity greater than 1.4 
mCi or readings greater than 800 mrem / hour.  
Consequently, the following direction provides the 

methodology to determine if dilution is required and, 
if so, the amount of dilution. The initial dilution does 
not affect the total activity in the first vial.  

4.5.6 Use Factor A (total sample activity in mCi) to determine the required dilution to 

obtain a sample activity of less than or equal to 1.4 mCi utilizing the calculated 

data (PASS Liquid Sample Dilution Requirements) in section 9.0 of this 
document, Sample Data Reference.  

4.5.7 Perform the appropriate dilution by evacuating the specified amount from a clean 
9.2 cc gas vial and injecting the sample.  

4.5.8 (The RP Technician will) obtain a contact and a 1-foot dose rate reading on the 
sample.
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4.5.9 (The RP Technician will) record the dose rate reading(s) and post / label the 
sample accordingly.  

4.5.10 Place the final sample into a 1-inch shield and transport the sample to the sample 
counting room.  

4.5.11 Using two 1-inch attenuator blocks for gas isotopic sample analysis initially, 
carefully and quickly remove the sample vial from the lead carrying case and 
orient the sample to the proper position for counting.  

NOTE 

The sample volume input for the Multi-Channel 
Analyzer Command Procedure is 1 / DF, where DF 
= Dilution Factor determined per section 9.0 of this 
document, Sample Data Reference.  

4.5.12 Perform analysis of the sample in accordance with 74CH-9XC50, Operation and 

Calibration of the Gamma Spectrometry System.  

4.5.13 Carefully remove the sample from the lead counting shield and place the sample 
in the lead carrying case.  

4.5.14 Proceed to section 6.0 in this document, Sample Analysis Follow-up.  

5.0 RU-144 / RU-146 High Range sampling 

5.1 Preparing resources 

5.1.1 "Mn" is the designator used for a Bechtel RU monitor number (e.g., Monitor-30 
correlates to RU-144, Monitor-49 correlates to RU-146). "C" is the designator for 
the Channel Number or sample chamber, as appropriate.  

5.1.2 RU-1 44 / RU-1 46 have two particulate / Iodine continuous (default) collection 
chambers and a third grab sample chamber, which has precisely timed collection 
capabilities. These are identified as 1, 2, and 3 from left to right when facing the 
chamber collection trays. The timed grab sample chamber is #3.  

5.1.3 2 sample choices exist: 

5.1.3.1 Either one of the two continuous channels may be collected after placing 

the alternate channel into operation, or...  

5.1.3.2 A timed grab sample may be taken (low volume) in conditions of high 
Iodine activity
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5.1.4 The instructions in this Section should be performed by the Radiological 

Monitoring Technician and pertain only to RU-1 44 and RU-146 particulate and 

Iodine samples. All other samples should be obtained in accordance with 74RM

9EF60, RMS Sample Collection.  

5.1.5 Access to either monitor requires established radio communications with 

Technical Support Center personnel or with those designated per the team 

briefing. The RP Technician shall ensure that radio communications are 

maintained.  

CAUTION 

Exposure rates may be extremely high when 

attempting to obtain samples from an effluent 

monitor under accident conditions - both at the skid 

and enroute. All ingress / egress paths should be 

evaluated to minimize potential dose. The 

instructions herein may be performed out-of

sequence for ALARA considerations. Sample dose 

rates will be dependent on sample flow rates and 

Iodine activity levels. Form EP-0055, RMS Skid 

Collection Time Calculation (see Appendix C 

Forms), may be used to determine the collection 

time in high Iodine activity situations to maintain 

sample dose rates below the 0.25 Ci sample 
counting limit.  

5.1.6 (The RP Technician shall) ensure that the Radiological Protection Coordinator 

(RPC) in the Technical Support Center (TSC), or designee, will monitor plant and 

RMS conditions and provide them to the sampling team via radio, as appropriate.  

5.1.7 Use Form EP-0054, Accident Sample Worksheet (see Appendix C - Forms), as 

required, to log information accumulated during performance of these 

instructions.
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NOTE 

The filter head, a stainless steel head specifically 
designed for the RMS, and the required sample 
handling tools / tongs, are located in the OSC 
Emergency Kit.  

5.1.8 Prepare all equipment associated with Chemistry Cart #3 for RMS high range 
skid sampling. Form EP-0053, Chemistry Cart #3 Preparation Checklist (see 
Appendix C - Forms), may be used as a guide.  

5.1.9 If RU-146 sampling is to be performed, ensure that a bucket with at least 50' of 

rope is included with the equipment.  

5.1.10 Load the filter head with a Silver Zeolite (AgX) Cartridge and particulate filter.  

5.1.11 Determine the sample to prepare and proceed to the appropriate sample 
preparation block per the following: 

5.1.11.1 To prepare a continuous collection sample from RU-144, go to section 5.2.  

5.1.11.2 To prepare a timed grab sample from RU-144, go to section 5.3.  

5.1.11.3 To prepare a continuous collection sample from RU-146, go to section 5.4.  

5.1.11.4 To prepare a timed grab sample from RU-1 46, go to section 5.5.  

5.2 RU-144 Continuous Collection Sample Preparation
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NOTE 

Sample collection dose can be minimized by using 
the Operator Workstation if communications exist 

with the RU-144 monitor. If communications are 

lost, operations may be performed using a KEPIC at 

the PAMU or locally at the KESMIC, depending on 

area dose rate conditions. However, data entered 

at the KEPIC or KESMIC will only remain valid while 

the monitor is not communicating with the RMS 
Server. If communications are re-established with 

the RMS Server, the data will default to the last 

configuration value entered at the Operator 
Workstation.  

5.2.1 Obtain the duration (seconds) of sample collection and sample flow (cfm) for the 

current sample at the Operator Workstation from the Operator Monitor and 

Database screens. At alternate locations, enter DSP 4 23 ENT to obtain 

collection duration; enter DSP 1 19 ENT to obtain sample flow.  

5.2.2 Change the sample chamber from the Operator Monitor screen by entering the 

password and selecting the desired channel ACTIVATE button. (At alternate 

locations, first place the keyswitch in "ENABLE/LOCAL" and then enter SET 3 15 

(1 or 2) ENT.) 

5.2.3 Proceed to section 5.6.
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5.3 RU-1 44 Timed Grab Sample Preparation 

NOTE 

Sample collection dose can be minimized by using 
the Operator Workstation if communications exist 
with the RU-144 monitor. If communications are 
lost, operations may be performed using a KEPIC at 
the PAMU or locally at the KESMIC, depending on 
area dose rate conditions. However, data entered at 
the KEPIC or KESMIC will only remain valid while 
the monitor is not communicating with the RMS 
Server. If communications are reestablished with 
the RMS Server, the data will default to the last 
configuration value entered at the Operator 
Workstation.  

5.3.1 Obtain the duration (seconds) of sample collection and sample flow (cfm) for the 

current sample at the Operator Workstation from the Operator Monitor and 

Database screens. At alternate locations, enter DSP 4 23 ENT to obtain 
collection duration; enter DSP 1 19 ENT to obtain sample flow.  

5.3.2 Maintain records as required. When the Timed Grab Sample is completed, the 

flow will return to the channel entered.  

CAUTION 

Verify that the grab sample duration is entered 
correctly. A collection cannot be stopped once it has 
been started until the entered duration time has 
elapsed.  

5.3.3 Set the grab sample duration on the Database screen at the GRAB SAMPLE 

DURATION field. (At alternate locations, first place the keyswitch in 

"ENABLE/LOCAL" and then enter SET 3 16 (sample duration in seconds) ENT.  
Verify by typing DSP 3 16 ENT.) 

5.3.4 Initiate the grab sample by clicking the Grab Sample channel ACTIVATE button 

on the Operator Monitor screen. (At alternate locations, first place the keyswitch 

in "ENABLE/LOCAL" and then enter FTN 3 02 ENT.)
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5.3.5 Allow sample collection to complete before continuing. The RP Technician can 

use this time period to establish a Cold Area for the team.  

5.3.6 Proceed to section 5.6.  

5.4 RU-146 Continuous Collection Sample Preparation 

NOTE 

Only current sample collection data can be obtained 
at the Operator Workstation. All other actions must 
be performed at the KERIC, KELIC, or the KESMIC, 
depending on area dose rate conditions. However, 
data entered at the KELIC or KESMIC will only 
remain valid while the monitor is not communicating 
with the RMS Server or the KERIC. If 
communications are re-established with the RMS 
Server, the data will default to the last configuration 
value entered at the KERIC.  

5.4.1 Obtain the duration (seconds) of sample collection and sample flow (cfm) for the 

current sample at the Operator Workstation from the Operator Monitor and 

Database screens. (At alternate locations, enter DSP 3 16 ENT to obtain 

collection duration; enter DSP 1 19 ENT to obtain sample flow.) 

5.4.2 Change the sample chamber by first placing the keyswitch in "ENABLE/LOCAL" 

and then entering SET 3 15 (1 or 2) ENT.  

5.4.3 Proceed to section 5.6.
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5.5 RU-146 Timed Grab Sample Preparation 

NOTE 

Only current sample collection data can be obtained 
at the Operator Workstation. All other actions must 
be performed at the KERIC, KELIC, or the KESMIC, 
depending on area dose rate conditions. However, 
data entered at the KELIC or KESMIC will only 
remain valid while the monitor is not communicating 
with the RMS Server or the KERIC. If 
communications are re-established with the RMS 
Server, the data will default to the last configuration 
value entered at the KERIC.  

5.5.1 Obtain the duration (seconds) of sample collection and sample flow (cfm) for the 
current sample at the Operator Workstation from the Operator Monitor and 
Database screens. At alternate locations, enter DSP 3 16 ENT to obtain 
collection duration; enter DSP 1 19 ENT to obtain sample flow.  

5.5.2 Maintain records as required. When the Timed Grab Sample is completed, the 
flow will return to the channel entered.  

CAUTION 

Verify that the grab sample duration is entered 
correctly. A collection cannot be stopped once it has 
been started until the entered duration time has 
elapsed.  

5.5.3 Set the grab sample duration by first placing the keyswitch in "ENABLE/LOCAL" 
and then entering SET 3 16 (sample duration in seconds) ENT. [Example: 90 
seconds is entered as "9.00 01 ENT"]. Verify by typing DSP 3 16 ENT.  

5.5.4 Initiate the grab sample by first placing the keyswitch in "ENABLE/LOCAL" and 
then entering FTN 3 02 ENT.  

5.5.5 Allow sample collection to complete before continuing. (The RP Technician can 
use this time period to establish a Cold Area for the team.) 

5.5.6 Proceed to section 5.6.

PV216-OSNI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 228 of 443 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 

Appendix L Page 30 of 44 

5.6 High Range Collection 

NOTE 

RMS skid sampling may require passage through 

and/or working in general areas accompanied by 

high and varying dose rates. Constant attention 
must be given to background dose rates and 
expected high dose rates from the sample media.  
The travel route employed and sampling activities 

performed by Chemistry and RP should be acted 

and talked through prior to the actual sampling 
evolution.  

5.6.1 With the necessary equipment, proceed to the monitor location.  

5.6.2 Taking along that which is required, proceed to the monitor. If on location at RU

146, leave the lead pig with the lid open on the 140' elevation directly below the 

point from which the sample will be lowered. Carry the latch handle, handling 

tool, bucket, rope, and new filter head up the stairs to the monitor.  

5.6.3 (The RP Technician shall) verify working dose rates at the monitor.  

5.6.4 Ensure that the transfer pig lid is open and that the transfer pig is positioned for 

smooth and quick transfer of the sample. If on location at RU-1 46, tie one end of 

the rope to the bucket handle and the other end to the railing. Ensure that 

samples can be lowered without impairment.  

5.6.5 Prior to isolating the sample flow valves, check the position of the solenoid valves 

to ensure that the channel has been isolated. The lamp above the active 

collection channel will be illuminated.  

5.6.6 Close the inlet and outlet sample flow valves of the particulate / Iodine channel(s) 

as directed in the team briefing per the following chart:

P/I Chamber #1 P11 Chamber #2 P/I Chamber #3 

IN OUT IN OUT IN OUT 

HCV- HCV- HCV- HCV- HCV- HCV

02 05 03 06 04 07 

5.6.7 Open the shielded door by raising the latch.
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5.6.8 (The RP Technician should) measure the dose rate on the P/I holder. If the dose 

rate exceeds the contact reading [REM / hr] as specified in the team briefing, the 

shield door should be closed and the sample left to decay prior to removal.  

5.6.9 Insert the latch handle tool over the sample assembly lever and turn it counter

clockwise to release the spring tension. (This step can be performed manually as 

dose rates permit.) 

5.6.10 Remove the Iodine and particulate sample filter head from the assembly quickly 

and carefully using tongs or manually as dose rates permit.  

5.6.11 (The RP Technician should) obtain 1-foot dose rate readings on the sample filter 

head.  

5.6.12 Place the sample filter head in the lead transfer pig and replace the lid. If on 

location at RU-146, place the sample filter head in the bucket and lower it to the 

140' elevation at the pig.  

5.6.13 Place the new filter head in the monitor sample assembly.  

5.6.14 Turn the lever on the sample assembly clockwise using the latch handle or 

manually as dose rates permit.  

5.6.15 Close and latch the shielded door and open the appropriate inlet and outlet 

valves previously closed.  

5.6.16 Obtain total flow values.  

5.6.17 If necessary, use the RMS key to place the microprocessor in "Local" or "Enable" 

Mode.  

5.6.18 At the microprocessor, enter DSP C 37 ENT to display total flow in cubic feet, 

where "C" refers to 3 for continuous grab sample chamber #1, 4 for continuous 

grab sample chamber #2, or 5 for the timed grab sample chamber.  

5.6.19 Record this value on Form EP-0054, Accident Sample Worksheet (see Appendix 

C - Forms), as appropriate.  

5.6.20 Step the filter and zero the flow totalizer and timer by performing the following 

actions: 

5.6.20.1 Enter STP C ENT to step the filter. Use the number previously entered as 
"nC.11 

5.6.20.2 Verify that the totalizer has been re-zeroed by entering DSP C 37 ENT. Use 

the number previously entered as "C." 

5.6.21 Return the microprocessor to "Remote" or "Disable" Mode.  
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5.6.22 Press the "TEST-LT CK" Button to ensure that microprocessor communications 

are restored.  

5.6.23 (If on location at RU-146, return to the 140' elevation and place the sample filter 

head in the transfer pig and replace the lid.) 

5.6.24 (The RP Technician will) contact the OSC Coordinator and (the Radiological 

Monitoring Technician will) contact the Chemistry Coordinator and relay that the 

filters have been changed.  

5.6.25 Deliver the sample to the appropriate Counting Room.  

5.6.26 (The RP Technician will) label and shield (or store), as designated, the sample to 

minimize background activity.  

5.6.27 (The Radiological Monitoring Technician will) ensure that all necessary data is 

attached.  

5.6.28 If the sample is to be transferred to an Unaffected Unit for counting, proceed to 
section 8.0, Sample Transportation. Otherwise, continue in this Section.  

5.7 High Range Skid Sample Analysis 

CAUTION 

Contact dose rate readings on the particulate and 
Iodine assembly may be greater than 9.0 REM / 
hour. Maintain adequate distances, minimize time 

periods in proximity, and maximize the use of 
shielding to ensure that personnel doses during 
sample analyses are maintained ALARA.  

5.7.1 Using the P/I radiation level at a distance of 1 foot from the P/I cartridge, 

(readings obtained previously or at this time with the pig lid removed), determine 
the best method to obtain an estimate of isotopic Iodine levels.
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NOTE 

Counting systems in the laboratory are restricted to 

approximately 0.25 Ci in the sample due to 
avalanche and Compton scatter of the sample.  

5.7.2 If dose rates are > 0.8 REM / hour, perform the following actions: 

5.7.2.1 Using section 9.0, Sample Data Reference, RMS P/I Dose Rate - Curie 

Conversion Factors, obtain the appropriate net dose rate Curie conversion 

factors for 1131 through 1135, according to the time elapsed from the time of 

the accident to the time of the sample.  

5.7.2.2 Calculate the estimated Curie content using the following formula: 

AI=R X G 

where: 

Al = Individual isotopic activity in Curies 

R = Unshielded sample dose rate reading at 1 foot in REM / hour 

G = Individual isotopic conversion factor for 1131 through 1135 from RMS 

P/I Dose Rate - Curie Conversion Factors in section 9.0, Sample Data 
Reference 

5.7.2.3 Calculate the effluent Iodine concentrations using the following formula: 

_ 35.3 x Ai Ci- VO0 
V x 0.04 

where: 

Ci = Iodine concentration of isotope "I," pCi/cc 

V = Sample volume, cubic feet 

35.3 = Conversion factor, pCi - ft3 / Ci - cc 

0.04 = Plate-out correction factor for RU-144 / RU-146 skid samples
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5.7.2.4 Calculate the total Iodine concentration by summing the isotopic 

concentrations.  

5.7.2.5 Proceed to section 6.0, Sample Analysis Follow-up.  

5.7.3 If dose rates are less than or equal to 0.8 REM / hour, perform the following 
actions: 

5.7.3.1 Using six 1-inch attenuator blocks initially, carefully and quickly place the 
sample filter head assembly in the lead shield in the sample holder rack at 
the highest elevation centered directly over the appropriate attenuator 
block. Remove blocks as necessary.  

5.7.3.2 Perform sample analysis in accordance with 74CH-9XC50, Operation and 
Calibration of the Gamma Spectrometry System. Multiply the sample 
volume by 0.04 Iodine plate-out correction factor.  

5.7.3.3 Remove the sample from the lead shield quickly and carefully using tongs 
and place the sample in a lead cask / pig.  

5.7.3.4 Proceed to section 6.0, Sample Analysis Follow-up.  

6.0 Sample analysis follow-up 

6.1 Control of Analyzed Samples 

NOTE 

Form EP-0514, Containment Radiochemistry CDA 
(Parts 1-11 - see Appendix C - Forms) can be used 
to facilitate transmittal of data to the Technical 
Support Center.  

6.2 Report analytical results to the Chemistry Coordinator upon completion of sample 
analysis.
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NOTE 

As appropriate, it is recommended that the Boron 
sample be discarded to the Chemical Drain Tank to 
minimize handling of diluted and contaminated 
samples.  

6.3 (The Chemistry Coordinator will) designate which samples are to be saved and which 
are to be discarded.  

6.4 Analyzed samples designated to be saved shall be dose rated, labeled, and shielded 
(or stored) as specified by the RP Technician to minimize background activity.
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7.0 Preplanned Alternate Sampling 

CAUTION 

Significant exposure potential exists for the steps in 
this Section if performed under fuel failure 
conditions. The PASS should be used in all such 
conditions, if available. Team briefing and 
preparation must be planned with additional detail 
under fuel failure conditions in accordance with the 
guidance in this Section.  
The loss of the PASS unit will remove the built-in 
sample and recirculation path shielding provided by 
that system and the built-in control of airborne (gas) 
leakage.  
Section 9.0, Sample Data Reference, PASS Dose 
Information / Thumb Rules, applies to use of the 
PASS unit only. Use of the alternate sampling path 
under failed fuel conditions implies operating under 
worst-case conditions. It is imperative that actions 
are based on those conditions rather than 
assumptions because of the potential for lethal dose 
areas to exist.  
Dose rates in the primary sample sink area will 
mandate stay time controls for worst-case 
situations. It will be crucial to involve the RM 
Technician to provide full-time monitoring of RMS 
indications (dose rates and airborne levels) to assist 
the PASS team.  
Airborne problems are minimized using PASS, but 
have the potential to be extreme when using the 
Preplanned Alternate Sampling methodology.  
Breathing protection (SCBA or supplied air) should, 
therefore, be used if practicable.  
Analysis in the Affected Unit is highly doubtful when 
using the Preplanned Alternate Sampling 
methodology. Another Unaffected Unit laboratory 
should be prepared for sample analysis.  

7.1 Review both Section 3.6 (specific information applicable to preplanned alternate 

sampling conditions and assumptions) and Appendices A and B of 74DP-9CY02, Post 

Accident Sampling Program.
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7.2 Review Section 3 of 740P-9SS05, Preplanned Alternate Sampling.  

7.3 Clarify the planned sequence of actions with the sampling team and how these actions 

integrate with this procedure -- an example follows: 

PASS is inoperable and an RCS liquid sample must be collected from the primary 

sample sink. The team would use part of Section 4 of 740P-9SS05, Preplanned 

Alternate Sampling, to obtain a sample. They would then implement this procedure 

and perform Section 3.3, PASS Depressurized Liquid Sampling - Sample Analysis. (All 

actions should be acted and talked through during the briefing to ensure that a 

workable sequence of actions has been thoroughly formulated.) 

7.4 Ensure all applicable actions relative to Appendix K - Emergency Exposures and KI 

have been addressed for the sample team.  

7.5 Review the plant conditions with the sample team and the potential for fuel failure and 

its impacts.  

7.6 Obtain the sample and analyze accordingly per the guidance disseminated in the team 

briefing.  

8.0 Sample transportation 

NOTE 

Using the lead pig transfer rod, two individuals will 

be required to transport the lead pig containing the 

sample to an Unaffected Unit. The transfer rod 

should allow a 3-foot distance between each 

individual and the lead pig.  

8.1 Onsite sample movement 

8.1.1 (The RP Technician will) ensure that the sample is radiologically labeled and 

packaged, as appropriate, prior to transfer.  

8.1.2 (The Chemistry Technician and Chemistry Coordinator will) determine the 

location to which the sample will be transferred.  

8.1.3 (The Radiological Protection Coordinator and the RP Technician shall) determine 

the route based on current site conditions.  

8.1.4 An Emergency REP and a team briefing shall be prepared, with all participating 

group personnel signed onto the REP prior to start of sample movement.
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8.1.5 Advise the Security Director of the planned route of passage for Security escort 

and for the clearing of passageways in the receiving Unit, if appropriate.  

8.1.6 Obtain an appropriate vehicle for transportation between Units as the activity and 
plant conditions warrant.  

8.1.7 Prior to transfer, transmit copies of all applicable RP survey data and Chemistry 
information for the sample to the receiving Unit's RP and Chemistry 
Departments.  

8.1.8 Prior to transfer, obtain acknowledgement of sample receipt preparations from 
the appropriate receiving Unit's department personnel.  

8.1.9 Transfer the sample using planned resources, as necessary.  

8.1.10 (Receiving Unit personnel will) assume continuation of performance in this 
procedure upon receipt of the transferred sample.  

8.2 Offsite sample shipping 

8.2.1 Labeling and shipping of samples will be performed by site personnel who are 
trained and qualified on applicable procedures in accordance with current site 

radwaste shipping and handling requirements.  

9.0 Sample data reference 

9.1 This information is based on PVNGS Calculation 03-NC-SS-AO1, PASS Doses. The 
calculation is for a LOCA worst-case analysis and is based on the following 
assumptions: 

9.1.1 Sampling is performed in the Affected Unit using the PASS.  

9.1.2 Analysis is performed in an Unaffected Unit.  

9.1.3 Dose traveling to and from the Affected Unit is not included (-2 REM TEDE).  

9.1.4 Use is made of remote handling tools.  

9.1.5 Source term data is from Bechtel Calculation 13-NC-CH-304, Post LOCA Sample 
Doses.  

9.1.6 Airborne dose rates from Bechtel Calculation 13-NC-ZA-322, Post LOCA 
Airborne Dose for PASS, are negligible.  

9.1.7 Dose given is for normal ventilation operable and for loss of power conditions 
(i.e., loss of ventilation).  

9.1.8 Extremity dose "EX" is SDE to the extremities.
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Dose in REM RCS Liquid RCS Gas CTMT Air RCS Liquid RCS Gas CTMT Air 

wlLOP wiLOP wlLOP 

Preparation 0.36 DDE 0.37 DDE 0.37 DDE 1.32 DDE 1.75 DDE 1.53 DDE 

Sampling 0.12 DDE 0.10 DDE 0.09 DDE 0.80 DDE 0.66 DDE 0.47 DDE 

Dilutions 2.20E-03 DDE 1.30E-04 DDE 3.50E-06 DDE 2.20E-03 DDE 1.30E-04 DDE 3.50E-06 DDE 

0.26 EX 1.30E-04 EX 8.70E-06 EX 0.26 EX 1.30E-04 EX 8.70E-06 EX 

Analysis 4.20E-02 DDE 1.70E-03 DDE 4.70E-05 DDE 4.20E-02 DDE 1.70E-03 DDE 4.70E-05 DDE 

0.22 EX 2.90E-03 EX 7.30E-05 EX 0.22 EX 2.90E-03 EX 7.30E-05 EX 

TOTALS 0.53 DDE 0.47 DDE 0.46 DDE 2.20 DDE 2.40 DDE 2.00 DDE 

Sample Type Sample Quantity (cc or ml) mrem /Hour @ 18" 

RCS Liquid 0.1 425 

0.3 1270 

0.8 3400 

RCS Gas 0.1 68 

0.5 340 

Containment Atmosphere 0.1 2 

0.5 9 

DOSE RATE - CURIE CONVERSION FACTORS (extrapolate as necessary) 

RCS LIOUID SUMMARY 

Time (Hours) REM / Hour @ 6 cm -. Ci/ ml or Ci I cc Conversion Factor G 

(REMIHourlCilcc)• 

0 450 1.5720 286.9 

1 290 1.1723 248.9 

4 150 0.8106 188.0 

8 105 0.6441 163.4 

12 84 0.5481 151.6 

24 52 0.3912 132.8 

48 30 0.2626 115.9 

72 22 0.2051 107.4 

168 12 0.1232 96.8 

252 8.9 0.0923 95.9 
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RCS GAS SUMMARY 

0 430 1.4696 295.3 

1 280 1.0949 256.2 

4 140 0.7438 192.2 

8 96 0.5799 166.0 

12 74 0.4855 153.3 

24 44 0.3329 132.3 

48 24 0.2105 112.5 

72 16 0.1577 102.0 

168 7.8 0.0869 89.2 

252 5.4 0.0611 88.4 

Conversion factor is variable "G" 
•* 6 cm is equivalent to the reading at the top of the vial 
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DOSE RATE - CURIE CONVERSION FACTORS (extrapolate as necessary) 

CONTAINMENTATMOSPHERE SUMMARY 

Time (Hours) REM I Hour @ 6 cm * Ci I m. or Cii. C Conversion Factor G 
(REMI Hour/Cl /cc) 

0 4.30 0.0170 249.770 

1 1.20 0.0074 163.230 

4 0.45 0.0050 89.670 

8 0.25 0.0041 59.654 

12 0.18 0.0037 47.760 

24 0.11 0.0031 36.496 

48 0.08 0.0025 31.960 

72 0.07 0.0022 30.775 

168 0.04 0.0012 30.240 

252 0.02 0.0008 30.603 

SI SUMMARY 

0 110 0.3657 290.970 

1 69 0.2732 252.510 

4 36 0.1874 190.200 

8 24 0.1476 164.960 

12 19 0.1247 152.720 

24 12 0.0874 133.010 

48 6.6 0.0571 114.920 

72 4.6 0.0438 105.670 

168 2.4 0.0254 94.245 

252 1.7 0.0186 93.381 

Conversion factor is variable "G" 
k* 6 cm is equivalent to the reading at the top of the vial 
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PASS LIQUID SAMPLE DILUTIONREQUIREMENTS (extrapolate as necessary) 

- <<<< VIAL#1 > >> < < VIAL#2 > >> <<<<< VIAL#3 > >>>> 

"Sample Final mCi D.F. Sampleml Final mCi Final D.F. Sampleml Final mCi Final D.F.  
from PASS "A" Vial #1 .Vial #2 

0.1 1000 70 0.1 14.29 4900 0.5 1.02 68600 

0.1 900 70 0.1 12.66 4900 0.5 0.92 68600 

0.1 800 70 0.1 11.43 4900 0.5 0.82 68600 

0.1 700 70 0.1 10.00 4900 0.5 0.71 68600 

0.1 600 70 0.1 8.57 4900 1.0 1.22 34300 

0.1 500 70 0.1 7.14 4900 1.0 1.02 34300 

0.1 400 70 0.1 5.51 4900 1.0 0.82 34300 

0.1 300 70 0.1 4.29 4900 1.0 0.61 34300 

0.1 200 70 0.1 2.86 4900 2.0 0.82 17150 

0.1 100 70 0.1 1.43 4900 2.0 0.41 17150 

0.1 90 70 0.1 1.29 4900 

0.1 80 70 0.1 1.14 4900 

0.1 70 70 0.1 1.00 4900 

0.1 60 70 0.1 0.86 4900 

0.1 50 70 0.1 0.71 4900 

0.1 40 70 0.2 1.14 2450 

0.1 30 70 0.2 0.86 2450 

0.1 20 70 0.3 0.86 1633 

0.1 10 70 0.5 0.71 980 

0.1 9 70 0.5 0.64 980 

0.1 8 70 0.5 0.57 980 

0.1 7 70 0.5 0.50 980 

0.1 6 70 0.5 0.43 980 

0.1 5 70 0.5 0.36 980 

0.1 4 70 0.5 0.28 980 

0.1 3 70 0.5 0.22 980 

0.1 2 70 0.5 0.14 980 

Alternative Calculation: 

C2V2 C1I 

Where: C1 = value for A" calculated per section 3.6, PASS Depressurized Liquid Sampling, Gamma Isotopic Analysis 
V2=7ml and C2= 1.4 mCi
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PASS GAS SAMPLE DILUTION REQUIREMENTS (extrapolate as necessary) 
«<<<< VIAL#1 >>>>> << '< VIAL#2 >>>>> <<<< <VIAL#3 >>>>> 

Sample Final mCl D.R Sampleml Final mCi Final D.F. Sampleml Final mCi Final D.F.  
from PASS "A" Vial #1 Vial #2 

(ml) 
0.1 1000 92 0.1 10.87 8464 0.5 0.59 155738 

0.1 900 92 0.1 9.78 8464 0.5 0.53 155738 

0.1 800 92 0.1 8.70 8464 0.5 0.47 155738 

0.1 700 92 0.1 7.61 8464 0.5 0.41 155738 

0.1 600 92 0.1 6.52 8464 1.0 0.71 77869 

0.1 500 92 0.1 5.43 8464 1.0 0.59 77869 

0.1 400 92 0.1 4.35 8464 1.0 0.47 77869 

0.1 300 92 0.1 3.26 8464 1.0 0.35 77869 

0.1 200 92 0.1 2.17 8464 2.0 0.47 38934 

0.1 100 92 0.1 1.09 8464 2.0 0.24 38934 

0.1 90 92 0.1 0.98 8464 

0.1 80 92 0.1 0.87 4232 

0.1 70 92 0.1 0.76 4232 

0.1 60 92 0.1 0.65 2821 

0.1 50 92 0.1 0.54 1693 
0.1 40 92 0.2 0.87 1693 

0.1 30 92 0.2 0.65 1693 

0.1 20 92 0.3 0.65 1693 
0.1 10 92 0.5 0.54 1693 

0.1 9 92 0.5 0.49 1693 

0.1 8 92 0.5 0.44 1693 
0.1 7 92 0.5 0.38 1693 

0.1 6 92 0.5 0.32 1693 
0.1 5 92 0.5 0.27 1693 

0.1 4 92 0.5 0.21 1691 
0.1 3 92 0.5 0.16 1693 

0.1 2 92 0.5 0.11 1693 

Alternative Calculation: 

C2V2 
C 1 

Where: C1 = value for "A' calculated per section 3.6, PASS Depressurized Liquid Sampling, Gamma Isotopic Analysis 
V2 = 9.2cc and C2 = 1.4 mCi 
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RMS PA DOSE RATE - CURIE CONVERSION FACTORS 

Time After 1131 ("G") .32 ("G) 0.33 ("G') 1 34 ("G") 113 5("G") 

Accident (hours) C / REM/hr Ci REM I hr Cit/ REM Ihr Cl/REM/Ihr Ci I REM Ihr 

0 1.20E-02 1.30E-02 2.60E-02 2.80E-02 2.40E-02 

1 1.20E-02 9.30E-03 2.40E-02 1.30E-02 2.20E-02 

2 9.40E-03 5.40E-03 1.80E-02 4.40E-03 1.50E-02 

3 2.40E-02 1.OOE-02 4.50E-02 5.1 OE-03 3.50E-02 

4 2.90E-02 9.OOE-03 5.30E-02 2.80E-03 3.80E-02 

5 3.40E-02 7.80E-03 6.OOE-02 1.50E-03 4.0OE-02 

6 3.80E-02 6.40E-03 6.50E-02 6.80E-04 4.1 OE-02 

7 4.20E-02 5.30E-03 7.1OE-02 3.80E-04 4.10E-02 

8 4.60E-02 4.50E-03 7.50E-02 2.1 OE-05 4.OOE-02 

9 5.OOE-02 3.60E-03 7.90E-02 9.OOE-05 8.1 OE-03 

10 5.40E-02 2.90E-03 8.30E-02 4.90E-05 3.90E-02 

11 5.90E-02 2.1OE-03 8.70E-02 2.1OE-05 3.80E-02 

12 6.20E-02 1.70E-03 8.90E-02 11 OE-06 3.60E-02 

13 6.60E-02 1.20E-03 9.20E-02 5.40E-06 3.50E-02 

14 7.OOE-02 1.30E-03 9.50E-02 2.60E-06 3.30E-02 

15 7.40E-02 6.80E-04 9.70E-02 1.40E-06 3.20E-02 

16 7.90E-02 7.20E-04 1.OOE-01 5.80E-07 3.OOE-02 

17 8.20E-02 5.30E-04 1.00E-01 3.OOE-07 2.90E-02 

18 8.60E-02 4.OOE-04 1.OOE-01 1.60E-07 2.70E-02 

19 9.OOE-02 3.40E-04 1.OOE-01 6.70E-08 2.60E-02 

20 9.40E-02 2.60E-04 1.10E-01 2.60E-08 2.50E-02 

21 9.80E-02 1.80E-04 1.10E-01 1.80E-08 2.30E-02 

22 1.OOE-01 1.90E-04 1.10E-01 6.70E-09 2.1OE-02 

23 1.10E-01 1.OOE-04 1.10E-01 3.OOE-09 2.OOE-02 

24 1.10E-01 9.30E-05 1.10E-01 1.OOE-09 1.90E-03 

24 - 48 1.60E-01 3.1 OE-06 1.10E-01 1.60E-1 3 7.80E-03 

48- 72 2.40E-01 4.40E-09 8.20E-02 1.60E-21 1.10E-03 

72- 96 3.OOE-01 4.30E-1 2 5.00E-02 1.30E-29 1.20E-04 

96- 120 3.40E-01 3.70E-1 5 2.60E-02 9.1 OE-38 1.20E-05 

NOTE: P/I exposure rate is calculated assuming that the measurement is taken 1 foot from the P/I cartridge.  
These conversion factors are independent of the distance that the radiation measurement is taken.  

PV216-08NM (8-08)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 243 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix M Page 1 of 2 

Appendix M - Ultimate Heat Sink considerations 

1.0 Ultimate Heat Sink considerations 

For an alternate source of Spray Pond inventory, direct Maintenance and Engineering to 
implement actions necessary to restore Spray Pond inventory, with particular respect to the 
following items: 

1.1 Ensure that these actions are initiated within 6 days following a seismic event/SSE that 
results in irreparable damage to the 3 onsite wells which supply makeup water to the 
spray pond.  

1.2 Secure a dependable water supply capable of delivering 1200 gpm within 21 days of an 
SSE or other accident which eliminates or restricts normal water supply to an 
inadequate level.  

1.3 Ensure that the Environmental Department files a Notice of Intent to Drill with the 
Arizona Department of Water Resources before new well drilling commences.  

1.4 Ensure that, as soon as practical, the Environmental Department applies for a 
temporary permit to withdraw groundwater in excess of our grandfathered right by 
submitting evidence that an emergency exists to the Director of the Arizona 
Department of Water Resources.  

1.5 Ensure that Spare Well Water Pump (MLIS ID #45750074) and 200 HP, 3-phase, 1800 
rpm Electric Motor (MLIS ID #44670001) have been adequately maintained under PM 
Task 054390.  

1.6 Ensure an accurate assessment of current water inventory, normal water supply 
system status, time estimates for restoration of normal systems, identification of 
alternate supplies, and technically sound solutions to any outstanding water supply 
problems.  

1.7 Ensure that a well drilling company capable of constructing a well within 15 days is 
mobilized.  

1.8 Ensure that a supply company capable of delivering temporary piping is mobilized.  

1.9 Identify alternate routes to the site from Phoenix or possible equipment air lifts.  

1.10 Determine the extent of damage to the 2 normal production wells 34abb and 27ddc and 
the standby well 27cbc with work initiated to restore the normal production wells and 
the standby well to service.  

1.11 Reference the ERTEC drawing on the next page for well site selections.
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2.0 Ertec Drawing
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Appendix N- ERFDADS operation 

1.0 Noteworthy items: 

1.1 ERFDADS is comprised of the following 4 sections: 

1.1.1 SPDS Displays Menu 

1.1.2 P&ID Menu 

1.1.3 Thermal Performance (not addressed in this Appendix) 

1.1.4 System Function Displays Menu 

1.1.5 User Displays Menu (not addressed in this Appendix) 

1.2 The mouse used for cursor positioning is optical in nature, making it sensitive to mouse 
pad orientation and mouse pad cleanliness. Food or drink should not be consumed 
near ERFDADS workstation areas.  

1.3 If all data values on any display turn magenta, Operations Computer Systems (OCS) 
personnel should be notified immediately for corrective action. The inability to correct 
this condition may require a USNRC notification due to loss of Emergency Response 
Data System transmission capabilities.  

1.4 If the system appears to be functioning incorrectly or becomes locked up, the system 
should be rebooted.  

1.5 Help is available from almost anywhere within the ERFDADS display regions. It can 
generally be accessed from the top menu bar by selecting the option with the left 
mouse button. A "Help" window will appear containing help for those items accessible 
within the main window in focus.  

1.6 Top Menu Bar Functions 

1.6.1 FILE 

1.6.1.1 Reset Display: Redraws the current display back to defaults 

1.6.1.2 Clear: Erases the current display except for the menu bars 

1.6.1.3 Print Window Laser: Prints in black and white (this is the fastest printing 
option) 

1.6.1.4 Enh Prnt Wndw Lsr: Prints an enhanced printout 

1.6.1.5 Print Window Color: Prints a color printout 

1.6.1.6 Kill Print: Cancels the last "Print" command
PV21�.O�NI (8-88)
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1.6.1.7 Quit: Ends the current mmi session and returns to the desktop 

1.6.2 Edit: Allows use of cut and paste functions 

1.6.3 OPTIONS 

1.6.3.1 Point List: Lists all available ERFDADS points (-3000) 

1.6.3.2 Trend List: lists all user-defined trends / groups 

1.6.3.3 Logon: Allows access to controlled-access functions 

1.6.3.4 Logoff: Allows logoff to prevent unauthorized access 

1.7 Bottom Menu Bar Functions 

1.7.1 Top Menu: Returns to the top main mmi display 

1.7.2 Screen Up: Decrements 1 screen display 

1.7.3 Screen Down: Increments 1 screen display 

S1.7.4 Previous Screen: Returns to the last displayed screen 

1.7.5 Silence: Silences any Level 1 or Level 2 audible alarm 

1.7.6 Audible List: Displays all points currently in alarm status 

1.7.7 Text Input Box: Allows entry for a trend display name 

1.8 MMI Menu Bar Functions: The mmi Menu Bar Functions are accessed by selecting the 

gray bar at the top of the current window with the right mouse button. The following 

options can be selected with the right mouse button from the drop-down menu: 

1.8.1 Close: Reduces the mmi window to an icon 

1.8.2 Full Size: Maximizes the current window to full-screen 

1.8.3 Move: Allows for dynamic window positioning 

1.8.4 Resize: Allows for dynamic window sizing 

1.8.5 Back: Changes focus to other windows currently open 

1.8.6 Refresh: Redraws the last display with the current time 

1.8.7 Quit: Ends the current mmi session and returns to the desktop
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1.9 Workspace Menu Functions: Workspace functions are accessible by closing the mmi 

window to an icon and selecting a point anywhere within the light blue background area 

with the right mouse button. The following options can be selected with the right mouse 

button from the pop-up menu: 

1.9.1 Restart ERFDADS: Automatically shuts down and restarts the system 

1.9.2 ERFDADS MMI: Allows opening of up to 4 mmi windows concurrently 

1.9.3 ERFDADS CSF: Allows opening of a new SPDS window 

1.9.4 Remote RMS: Opens RMS display for "Unit 1 (RED)", "Unit 2 (YELLOW)", or 

"Unit 3 GREEN)" 

1.9.5 Print Tool: Allows spooling a SUN file to any of several printers 

1.9.6 Print Window Laser: Allows black & white printout from a colored window 

1.9.7 PTARS: Allows view / edit of post-trip trend data 

1.9.8 Kill PTARS: Stops PTARS and returns to blank workspace display 

1.9.9 Exit: Shuts down the system and returns to "Logon" display 

1.10 SPDS Menu Functions: SPDS displays are configured to allow for monitoring of critical 

safety functions, to allow for event diagnosis and classification, and to notify Control 

Room personnel with messages similar to control board annunciators. 101 displays 

are available. Movement between multiple page displays can be performed by using 

the "Up / Down" buttons located toward the bottom of the display. The SPDS Display 

Menu consists of 2 pages listing the following options: 

1.10.1 Critical Safety Functions: Contains 10 selections to allow operators to evaluate 

CSF criteria 

1.10.1.1 Critical Safety Functions: Overall list of the individual critical safety 

functions 

1.10.1.2 FR Safety Func Tracking: Allows tracking of the above functions 

1.10.1.3 Safety Func Status Check: Shows status of the above functions 

1.10.1.4 Reactivity Control: One of the critical safety functions 

1.10.1.5 Vital Auxiliaries: One of the critical safety functions 

1.10.1.6 Press Control: One of the critical safety functions 

1.10.1.7 Heat Removal: One of the critical safety functions 

1.10.1.8 CTMT Integrity: One of the critical safety functions
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1.10.1.9 CTMT Atmos: One of the critical safety functions 

1.10.1.10 Inventory Control: One of the critical safety functions 

1.10.2 Safety Injection Delivery: Contains 4 selections to provide equipment status: 

1.10.2.1 HPSI Curve: Displays HPSI pump curve based on current parameters 

1.10.2.2 LPSI Curve: Displays LPSI pump curve based on current parameters 

1.10.2.3 Train A/B SI: Displays current status of pumps / valves and parameters 

1.10.3 Operator Information: contains 9 selections to aid operators: 

1.10.3.1 Event Classification: Suggests event classifications based on parameters 

1.10.3.2 Personalities: Allows selecting Control Room Supervisor, Primary Operator, 

or Secondary Operator 

1.10.3.3 SPDS Overview: Provides an overview of SPDS 

1.10.3.4 PZR Cooldown: Shows pressurizer cooldown rate in deg F/hr and 15 

minute averages 

1.10.3.5 RCS Cooldown: Plots 15-minute average primary cooldown rates 

1.10.3.6 Multi-Input: Displays pages of multi-input parameters for SPDS 

1.10.3.7 Rad Monitors: Summary of current radiation levels 

1.10.3.8 RCS P/T - NPSH Curve: Displays RCP parameters with typical NPSH 

curves 

1.10.3.9 ERDS Link: Allows activation of the ERDS link to the USNRC 

1.11 Advisory Messages: At the bottom of each SPDS display are 5 buttons corresponding 

to 5 message sets the operator can use for immediate notification of system, 

component, or parameter status. Each can be displayed in 1 of 5 colors representing a 

hierarchy of importance. When a monitored parameter reaches a given message 

setpoint, the button holding the message set for that parameter will change to 1 of 5 

colors and the message will be displayed within the bounds of the specified button.  

The 5 colors and their importance are represented as follows: 

1.11.1 Red: Urgent informational messages 

1.11.2 Yellow: Caution informational messages 

1.11.3 Green: Important informational messages 

1.11.4 Blue: Time-dependent informational messages
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1.11.5 White: Helpful informational messages 

1.12 Operator EOP Support: This area of the Safety Parameter Display System consists of a 

series of pages used to assist Control Room Operators in monitoring the status of the 

plant for each Emergency Operating Procedure. Following a reactor trip, ERFDADS 

will evaluate which event is occurring. When the "Overview" button is selected with the 

diagnosed EOP message, the system will display the diagnosed EOP display for that 

section. The diagnosis cannot be overridden. The diagnosed EOP support display 

must be escaped and the EOP support display for the desired EOP must be accessed.  

Each operator has access to selected pages in the EOP support area pertaining to the 

specific operator function relative to his/her Control Room position. These pages are 

consistent with plant equipment and parameters intended for that portion of the EOP a 

specific operator is currently performing. When a safety function is not satisfied, the 

Functional Recovery Procedure will be diagnosed by ERFDADS and the operators 

would begin monitoring the screens specific to that EOP.  

1.13 P&ID Functions: P&ID displays organize system parameter data into a graphical layout 

of the system and provide the current data for each parameter associated with each 

layout. The 43 displays currently available are separated into similar categories 

primary systems, secondary systems, electrical systems, etc. To access a system, 

select the P&ID box from the top menu. A display will appear with all the major 

systems categorically organized. Selecting a display will present that system along 

with most of the available ERFDADS points associated with that given system and the 

current status of each point. To view a trend of a specific parameter, select the given 

parameter's value. Either the attributes (analog or digital) display will appear or a multi

input display for a calculated point (SPDS point) will appear. If the multi-input display 

appears, select the point again for the attributes display. Selecting the "Trend-1" button 

located at the lower left portion of the attributes screen will display a trend for that 

specified point. To return to the system display, select "Previous Screen" twice 

(selecting the gray screen title button returns to the main P&ID display). Data is 

displayed in the P&ID screens using the following format: 

1.13.1 Green: Reliable value 

1.13.2 Magenta: Failed validity check 

1.13.3 White: Suspect data 

1.13.4 Orange: Exceeded a rate-of-change setpoint 

1.13.5 Yellow: Exceeded a HI or LO setpoint (Level 2) 

1.13.6 Red: Exceeded a HI-HI or LO-LO setpoint (Level 1) 

1.13.7 Cyan: Manually input data
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1.14 The following selections, attributes, displays, and options are available from the 

System Function Displays Menu: 

1.14.1 Alarm Mode Selection - This option changes the mode for which alarms are 

determined. Modes available are Modes 1-6 and Harsh Containment. The 

calculation is normally performed automatically, but can be overridden by Control 

Room Supervision via a logon password.  

1.14.2 Analog Point Attributes - This option displays the current value for any analog 

ERFDADS point. Also provided is information on associated instrumentation and 

alarm values, if appropriate. Calculated points will list, in addition, the 

calculations and point values which are used to determine the SPDS point.  

1.14.3 Archive Copy - For normal post-trip actions, the active PTARS file can be copied 

to the secondary PTARS file and the active 14-hour file, to the secon-dary 14

hour file. 15 minutes should be allowed for the copy procedure to complete.  

Data archived in this manner can only be accessed from the server it was saved 

to. Copying of files with this option is also allowed for DAT tape backup 

purposes. All archive operations from this option can be performed at any time, 

regardless of reactor status.  

1.14.4 Archive Retrieval - This function is used to retrieve data for ERFDADS graphs 

and is different than PTARS retrieval. Output from 7 available files can be viewed 

as trend graphs, X-Y plots, tabular lists of values, or ASCII files.  

1.14.5 Audible Alarm Configuration - (function available only to OCS personnel) 

1.14.6 Demand Scan - Use this selection when data for a single point (analog or digital) 

is needed for any single point in time. Since the result is a "snapshot" of current 

conditions at the time it was invoked, the value will not change. This is in contrast 

to the analog / digital point attributes function, which maintains a continuing 

update of a specified value as it changes over time.  

1.14.7 Digital Point Attributes - Functions identical to the Analog Point Attributes 

Function, except for digital points (i.e., valve / breaker / pump states) only.  

Alarms can also be assigned for this option following the same procedure as 

discussed previous. However, since digital points monitor 2 states (0 or 1), the 

only value gained would be alarming pump start / stop, valve open / close, or 

breaker open / close.  

1.14.8 ERDS Communication Link - This option is used to activate the Emergency 

Response Data System link to USNRC Operations Center. Instruction for use is 

discussed in the Emergency Response Data System Instructional Guide.  

1.14.9 External Health Interface - This option is used to monitor the status of com

munications links from ERFDADS to QSPDS, RMS, and ERDS for errors.
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1.14.10 Group Update -This function allows the user to group sets of points for display as 
a group trend (up to 4 points per group), group bar chart (up to 6 points per 
group), or a tabular display (up to 24 points per page). Group trends default to 
the preset range and must be changed every time they are invoked if the range 
was not valid. This is in contrast to user trends, which are saved with the range 
selected by the user and will always be loaded into memory with that range.  

1.14.11 Log Information Update - This option allows the user to retrieve a saved set of 
data that will display the current status and current parameter value when 
invoked. The data can also be spooled to a printer.  

1.14.12 Log Summary - The summary contains a listing of user configured files which can 
be used for log information update. Selecting a file name from the menu will 
display the particular data input for that file.  

1.14.13 Message Retrieval - Use this function to monitor error and system messages. Of 
the 6 messages, the Primary Alarm is the most useful choice, which will invoke a 
listing of all alarms that have occurred. Also displayed will be the time each has 
occurred and the time each has cleared (if relevant), the value that caused (and 
cleared) the alarm, and the type of alarm (Level 1 / Level 2). By specifying a filter, 
the user can select which alarms to display based on the plant system 
designator. The time frame available, however, is limited to the current active 14
hour file.  

1.14.14 Password Update - Passwords can be changed from this option. Access is 
limited to Operations Computer Support personnel only.  

1.14.15 Point Summaries - This summary provides a list used to check the status of 
various points, such as those alarming, those which have their alarm function 
bypassed, those which have an audible alarm assigned, those removed from 
scan, those assigned manually substituted values, or those currently without 
valid values. Separate listings exist for analog and digital points.  

1.14.16 System Health - This function is used to monitor the status of all ERFDADS 
terminals having the ability to access the specific Unit's data (18 terminals).  

1.14.17 Tabular Display - Selecting this option invokes a tabular listing of up to 24 points 
per page, each of which will list the point name, description, and the current value 
with units of measurement.
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1.14.18 Unit / Server Switch - This option is used to change the Unit or server from which 

to receive data. 2 redundant servers exist, of which each is capable of 

performing all functions in the event that the other server is no longer capable of 

performing its function. Each STSC terminal in a specified Unit should be linked 

to a different server. When server changes are made and the "Apply" option is 

selected from the pop-up window, the white highlighted text will shift to the new 

server selected and the switching is completed. When switching Units, 

compliance with the pop-up message box is required. The user must wait 

approximately 1 minute for confirmation that the change has occurred prior to 

continuing.  

2.0 Troubleshooting the System 

2.1 Mouse Will Not Move or Moves Slowly - The mouse used for cursor positioning is 

optical in nature, making it sensitive to mousepad orientation and mousepad 

cleanliness. Rotate the mousepad 902 and clean the pad. Ensure that the mouse 

connector to the keyboard is fully inserted. Ensure that the keyboard connector to the 

computer is fully inserted.  

2.2 System is Responding Extremely Slowly - The most likely cause is that both terminals 

are linked to the same server. Ensure that each terminal is linked to a different server.  

If the problem persists, exit the system on 1 terminal and log back on. Repeat this 

procedure for the other terminal.  

2.3 Fatal Error Message Received When Trying to Retrieve Data - Verify that the correct 

date and time were entered and that the correct data file is being used for the date and 

time desired. For example, this error may occur if the user is attempting to retrieve 

data 18 hours old from the 14-hour file. This error can also occur when a user selects a 

PTARS data file and 1 of the points displayed is not a PTARS point. In this case, the 

invalid point should be deleted or a different data file type should be selected. Server 

shifts can also occur after performing an archive copy. The cause for this is unknown, 

but the user should ensure that the server the terminal is linked to remains the same 

after the copy is performed. If it is not, the terminal should be switched back to its 

original server.  

2.4 MMI Display has Disappeared - Search for an mini icon at the bottom of the current 

display. If found, reopen the window with a double-click on the icon with the left mouse 

button. If no icon is found, select a point anywhere within the light blue background 

area with the right mouse button. This action will invoke the Workspace Menu. Select 

"ERFDADS MMI" if listed or "Restart ERFDADS" if it is not.  

2.5 Data is Missing From the Point List / Trend List - This error message can occur when 

trying to invoke a trend list or when trying to transmit a trend to 1 of the terminals in the 

Control Room. If an error message stating that no files can be found or that the file 

cannot be sent, the link to that module has most likely been lost. The system must be 

rebooted to reconnect all file links.
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2.6 All Data Values on a Display Turn Magenta - 1 or both DAS Units have crashed. Invoke 

the "System Health" display from the "System Functions" Menu and view the status of 

the DAS Units. If only 1 unit is unavailable, switch to the available server. If both DAS 

Units are unavailable, the system is unavailable and is not accessible from any of the 

units. Contact 1 of the other Units to ensure availability of meteorological data.  

Operations Computer Support (OCS) personnel should be notified immediately for 

corrective action. The inability to correct this condition may require a USNRC 
notification due to loss of Emergency Response Data System transmission 
capabilities., 

2.7 Auto-Logout Message Received - This is a normal message that is received when 5 

minutes have elapsed after performing a logon to activate ERDS or to perform an 
Archive Copy. The automatic logoff occurs to prevent unauthorized access should the 

user leave the area. Auto-Logout has no effect on system capabilities.  

2.8 Color to Black & White Prints Not Working - If the correct screen print is not occurring 

(i.e., a zoomed icon picture prints), ensure that the mmi icon is reopened within 8 

seconds. The "Snapshot" program incorporates an 8-second delay to allow the user to 

select the desired window. When the 8 seconds have timed out, the next item which is 

selected will print.  

2.9 System Appears to Function Incorrectly or is Locked Up - Perform a system reboot.  

3.0 System shutdown 

If it becomes necessary to shut down the system for the purpose of rebooting, perform the 
following actions: 

3.1 Close the "mmi" window by selecting the "down arrow" button toward the upper left 
portion of the display with the left mouse button.  

3.2 Invoke the "Workspace Menu" by selecting a point anywhere within the light blue 
background area with the right mouse button.  

3.3 Select "EXIT" from the "Workspace Menu" with the right mouse button.  

4.0 System startup 

If the system accepts no mouse commands, perform the following actions to start up the 

system: 

4.1 Press the <STOP> and <A> keys simultaneously.  

4.2 From the "Options" List, type N (new) at the ">" Prompt. (This display may not appear.) 

4.3 Press <Return>.
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4.4 When the "Type Help for more information" message appears, type sync on the "OK" 
Line.  

4.5 Press <Return>.  

4.6 At the Login Display, type ERFDADS (or the STA Login ID) and press <Return>.  

4.7 At the "Password" display, press <Return>.  

5.0 ERDS Transmission Data Set

POINT ID DESCRIPTION POINT ID DESCRIPTION 

ARF38 Condenser Air Removal Flow SPDS 0093 RCS T-Cold Loop 1A 

CPF42 Plant Vent Exhaust Flow SPDS 0094 RCS T-Cold Loop 1 B 

HFF93 Fuel Building Exhaust Flow SPDS 0095 RCS T-Cold Loop 2A 

RDL1 0 Reactor Cavity Sump Level SPDS 0096 RCS T-Cold Loop 2B 

RDL410 CTMT Sump Level East SPDS 0109 Time Since Reactor Trip 

RDL411 CTMT Sump Level West SPDS 0143 Wind Speed - 35' 15-Minute Avg 

SEJ1AA Excore Log Power Channel A SPDS 0144 Wind Direction - 35' 

SEJ1 BB Excore Log Power Channel B SPDS 0146 Atmospheric Stability Class 

SENIS1 Excore StartUp Power Channel 1 SPDS 0194 Estimated Core Flow - lb/m Avg 

SENIS2 Excore StartUp Power Channel 2 SPDS 0203 Charging Flow 

SIL706 CTMT Recirculation Sump A Level SPDS 0215 LPSI A Flow 

SIL707 CTMT Recirculation Sump B Level SPDS 0216 LPSI B Flow 

SPDS 0001 Pressurizer Pressure SPDS 0217 HPSI Flow to Loop 1A 

SPDS 0002 CTMT Pressure SPDS 0218 HPSI Flow to Loop 1B 

SPDS 0003 S/G #1 Pressure SPDS 0219 HPSI Flow to Loop 2A 

SPDS 0004 S/G #2 Pressure SPDS 0220 HPSI Flow to Loop 2B 

SPDS 0005 S/G #1 Actual Wide Range Level SPDS 0606 RU-004 10-Minute Avg 

SPDS 0006 S/G #2 Actual Wide Range Level SPDS 0607 RU-005 10-Minute Avg 

SPDS 0007 Auxiliary Feedwater Flow to S/G #1 SPDS 0635 RU-139A 10-Minute Avg 

SPDS 0008 Auxiliary Feedwater Flow to S/G #2 SPDS 0636 RU-139B 10-Minute Avg 

SPDS 0009 CTMT Temperature SPDS 0637 RU-140A 10-Minute Avg 

SPDS 0013 Log / Linear Reactor Power SPDS 0638 RU-1 40B 10-Minute Avg 

SPDS 0015 Reactor Vessel Level - Head SPDS 0639 RU-141 10-Minute Avg 

SPDS 0016 Reactor Vessel Level - Plenum SPDS 0640 RU-143 10-Minute Avg 

SPDS 0017 RCS T-Hot Loop 1 SPDS 0643 RU-1 45 / 146 10-Minute Avg 

SPDS 0018 RCS T-Hot Loop 2 SPDS 0644 RU-148 10-Minute Avg 

SPDS 0021 Subcooling Margin SPDS 0645 RU-149 10-Minute Avg 

SPDS 0052 RWT Level SPDS 0671 RU-155D 10-Minute Avg 

SPDS 0054 Actual Pressurizer Level SPDS 5035 S/G #1 Feed Flow Rate 

SPDS 0079 Representative CET SPDS 5036 S/G #2 Feed Flow Rate 

SPDS 0082 CTMT Hydrogen Concentration
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Appendix 0- Recovery Organization 

1.0 Noteworthy items 

1.1 Recovery operations may initiate when the plant is in a controlled and stable condition.  

No action should be taken to disturb this condition without express approval of the 

Recovery Manager.  

1.2 Long term post-emergency efforts that follow a major incident are a functional 

responsibility of the Recovery Organization and can be performed by PVNGS and 

other APS Company personnel, contract experts and specialists, and qualified 

engineers under the direction of the Recovery Organization.  

1.3 The Emergency Operations Director, filled by the Vice President - Nuclear Production, 

or designated alternate, will assume the duties and responsibilities of the Recovery 

Manager and, with the advice of the Emergency Coordinator, will be responsible for 

implementing the direction in this document. S/he will have overall corporate 

responsibility for restoring the Unit to a normal operating configuration.  

1.4 This document should be referenced when the Emergency Operations Director has 

determined that recovery operations are necessary to perform the following activities: 

1.4.1 Identify the extent of station damage and radiological contamination 

1.4.2 If appropriate, return the station to an operating status in compliance with 

Technical Specifications 

2.0 Recovery actions 

2.1 Notify affected offsite emergency management organizations (via NAN) and the 

USNRC (via FTS-2000 ENS) that recovery operations are in progress.  

2.2 Request attendance in the Emergency Operations Facility to form the Recovery 

Organization by assigning available management personnel per the Recovery 

Organization Chart. Alternates can be utilized if positions cannot be filled by prescribed 

management individuals.  

2.3 Direct Joint Emergency News Center personnel to conduct a final news briefing for the 

event and to facilitate the transfer of press operations to APS Media Relations.  

2.4 Establish recovery operations by assessing the following issues during the 

implementation meeting: 

2.4.1 Status of plant / site conditions, accessibility to contaminated areas, the need for 

additional decontamination, condition of plant equipment 

2.4.2 Recovery of plant buildings or areas
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2.4.3 Personnel exposures 

2.4.4 USNRC involvement / interface 

2.4.5 Level of offsite support required 

2.4.6 Assignment of work groups, tasks, staffing, etc.  

2.4.7 Logistics support - documentation, information flow, etc.  

2.4.8 Preliminary damage estimates 

2.5 For known or suspected significant plant damage, survey teams may be formed 

consisting of Operations, Engineering, Maintenance, and Radiation Protection 

personnel to ascertain the extent of physical damage and to identify areas of 

contamination and high radiation. Results of the surveys should be used by the 

Recovery Manager, the Station Operations Manager, and the Radiological Services 

Manager to plan the approach for repairing and returning the Unit to operation.  

2.6 Under direction of the Recovery Manager, the Recovery Organization and selected 

offsite personnel, if applicable, should address the planning and coordination of the 

recovery effort. Activities such as the maintenance and repair of existing plant systems 

and/or components, modifications, installations, and decontamination should be 

discussed, prioritized, and planned. The need for portable shielding and special 

procedures should be addressed, as well.  

2.7 Actual recovery operations may commence upon identification and prioritization of 

assessed issues, finalization of the recovery plan, development of special procedures, 

if necessary, and allocation of adequate repair equipment. The Recovery Manager will 

ensure that applicable personnel are properly trained prior to implementation of 

recovery operations. Training material should be developed and training conducted for 

specialized tasks identified.  

2.8 In addition to specialized requirements in place, normal Unit / plant practices shall be 

followed regarding maintenance, repair, modification, installation, decontamination, and 

personnel exposure control.  

2.9 The Radiological Services Manager should develop plans to process and control 

radwaste, estimate total population dose on a periodic basis in conjunction with state 

and federal authorities, and coordinate activities of staff Radiological Engineers and 

Radiation Protection personnel.  

2.10 The Station Operations Manager should oversee in-plant operations on a daily basis.  

During recovery operations, s/he will be responsible for ensuring that plant repairs and 

modifications optimize post-recovery plant operational effectiveness and safety.  

Maintenance and Work Control Management will support the Station Operations 
Manager with required maintenance and repair work.
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2.11 The Nuclear Support Manager should focus necessary engineering and contract 
resources on aspects of plant recovery requiring redesign or modification.  

2.12 The Technical Support Manager should provide work analyses, guidelines, and 
procedures in direct support of plant operations.  

2.13 The Quality Assurance Manager will ensure that the overall conduct of recovery 
operations is performed in accordance with corporate policy and regulations governing 
activities which may affect the health and safety of the public.  

2.14 The Administrative / Logistics Manager will supply administrative, logistic, 
communications, and personnel support for the recovery operation.  

2.15 The PVNGS Communications Manager should coordinate the flow of information to the 
media concerning recovery operations.  

2.16 The Planning / Scheduling Manager will develop an overall schedule to guide the 
recovery effort.  

2.17 During the course of recovery operations, unforeseen issues encountered shall be 
evaluated and factored into the overall recovery plan and the schedule adjusted 
accordingly.  

2.18 Upon completion of recovery operations and prior to commencement of normal plant 
operations, Unit Technical Specification compliance shall be verified.  

2.19 Upon completion of recovery operations, each Recovery Organization member shall 
submit all written documentation to the Recovery Manager, who will ensure it is 
forwarded to PVNGS Emergency Planning.
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3.0 Recovery Organization Chart

I I T C I I 

OPERATIONS SUPPORT SUPPORT SERVICES 
I I I I

PVZI6-08N1 (6-88)

RECOVERY ORGANIZATION PVNGS RESPONSIBLE DEPARTMENT 

RECOVERY MANAGER EOD (Vice President - Nuclear Production) 

PVNGS COMMUNICATIONS Strategic Communications 

QUALITY ASSURANCE Nuclear Assurance 

PLANNING & SCHEDULING Outage Department-Scheduling 

STATION OPERATIONS Operations 

NUCLEAR SUPPORT Nuclear Engineering / Projects 

TECHNICAL SUPPORT Operations Support 

RADIOLOGICAL SERVICES Radiation Protection 

ADMINISTRATIVE & LOGISTICS Nuclear Materials Management and Budgets 

Italicized positions are not required as a prerequisite for formation and activation of 
the Recovery Organization
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Appendix P- EAL Technical Bases 

1.0 EAL TECHNICAL BASES 

1.1 Introduction 

1.1.1 Purpose of EAL Bases 

1.1.1.1 This document was developed to provide a single source of information 
related to the Palo Verde Nuclear Generating Station emergency action 
levels. It describes the intention and technical basis for each emergency 
action level used to classify plant related emergencies.  

1.1.1.2 Emergency action levels are plant specific indications, conditions, or 
instrument readings which are utilized to classify emergency conditions as 
defined in the PVNGS Emergency Plan. This Emergency Action Level 
Bases Document has been developed to facilitate the review process for 
revisions to the PVNGS Emergency Classification Procedure, provide 
historical documentation and justification for reference purposes, and to 
provide training to operators and decision makers that will enhance their 
comprehension of emergency classification.  

1.1.2 Significance of EAL Bases 

1.1.2.1 Not only is it necessary to know when to declare an emergency, but it is 
also important to know the proper level of emergency to declare.  
Declaration of too low an emergency classification could result in a failure 
to mobilize the resources necessary to deal with a degrading plant 
condition. Declaration of too high an emergency classification could cause 
unwarranted public concern and hardship. There is no single criterion 
which can be used to determine the exact emergency classication for a 
given event or plant condition. NUMARC/NESP-007 lists a number of 
example initiating conditions for each of the emergency classifications. All 
of the emergency action levels in the PVNGS Emergency Classification 
Procedure are based on these initiating conditions.

PV216-08N1 (8-88)
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1.1.2.2 Emergency action levels are, for the most part, symptom based. The 
action level is defined by values of key plant operating parameters which 
identify emergency or potential emergency conditions. This approach 
allows the full scope of variations in the types of events to be classified as 
emergencies. But, a purely symptom based approach is not sufficient to 
address all events for which emergency classification is appropriate.  
Therefore, events to which no predetermined symptoms can be ascribed 
are also utilized as emergency action levels since they may be indicative of 
potentially more serious conditions not yet fully realized. Moreover, other 
events are selected for inclusion as emergency action levels to ensure 
compliance with applicable regulatory guidance, particularly Regulatory 
Guide 1.101.  

1.1.2.3 This document ties together the aspects of emergency response 
implementation to the plant specific characteristics of the Palo Verde Units.  
By providing a detailed description of the technical basis for each action 
level as well as a reference to the source requirement for the action level, 
this document should aid those people who need to make classification 
decisions.  

1.1.3 Scope of bases 

1.1.3.1 The EALs are addressed within section 1.0 in the order by which they 
appear in the PVNGS Emergency Classification Procedure, each on a 
separate page. The page format is also explained in section 1.0. The 
emergency classification which should result from the initiating condition 
represented by the EAL is given in the upper right corner. EALs dealing 
with barriers or releases are usually symptom based, while others may be 
event oriented. The technical basis for the EAL is provided in detail, 
followed by references to source documents as well as NUMARC/NESP
007. In cases where PVNGS procedures were used as a reference for the 
technical basis, Unit 1 procedures (indicated by a "1" as the second digit of 
the procedure number as in 41 EP-1 EO01) were used to develop the 
technical basis. It is not anticipated that there would be differences 
between unit specific procedures of a magnitude or nature sufficient to 
affect the development of the bases. Section 1.3 contains a matrix 
referencing EALs from NUMARC/NESP-007 to PVNGS Emergency 
Classifications.  

1.1.4 Regulatory requirements and guidance
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1.1.4.1 The current regulatory position on nuclear power plant emergency 
classification methods can be found in Title 10 of the Code of Federal 
Regulations Part 50 (10 CFR 50). Specifically, 10 CFR 50.47(b)(4) states: 
"A standard emergency classification and action level scheme, the bases of 
which include facility system and effluent parameters, is in use by the 
nuclear facility licensee, and State and local response plans call for 
reliance on information provided by facility licensees for determinations of 
minimum initial offsite response measures." 

1.1.4.2 10 CFR 50 Appendix E IV (c) states: "The entire spectrum of emergency 
conditions that involve the alerting or activating of progressively larger 
segments of the total emergency organization shall be described. The 
communication steps to be taken to alert or activate emergency personnel 
under each class of emergency shall be described. Emergency action 
levels (based not only on onsite and offsite radiation monitoring 
information, but also on readings from a number of sensors that indicate a 
potential emergency, such as the pressure in containment and the 
response of the Emergency Core Cooling System) for notification of offsite 
agencies shall be described. The existence, but not the details, of a 
message authentication scheme shall be noted for such agencies. The 
emergency classes defined shall include: (1) notification of unusual 
events, (2) alert, (3) site area emergency, and (4) general emergency.  
These classes are further discussed in NUREG-0654; FEMA-REP-1." 

1.1.4.3 NUREG-0654/FEMA-REP-1, Rev. 1, Planning Standard ll.D., states: 
"1. An emergency classification and emergency action level scheme as set 
forth in Appendix 1 must be established by the licensee. The specific 
instruments, parameters, or equipment status shall be shown for 
establishing each emergency class in the in-plant emergency procedures.  
The plan shall identify the parameter values and equipment status for each 
emergency class.  
2. The initiating conditions shall include the example conditions found in 
Appendix 1 and all postulated accidents in the Final Safety Analysis Report 
(FSAR) for the nuclear facility." Essentially, Appendix 1 of NUREG-0654 is 
one of the gauges to which emergency classification methods are 
measured. Revision 2 of Regulatory Guide 1.101, Emergency Planning 
and Preparedness of Nuclear Reactors, endorsed NUREG-0654.

PV216-08NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 262 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix P Page 4 of 146 

1.1.4.4 Regulatory Guide 1.101, Revision 3 states: "The nuclear utility industry has 

now a decade of experience in adapting the NRC guidelines to develop 

sets of site-specific EALs and in using these EALs in exercises and under 
actual accident conditions. During this period, licensees have developed, 
offsite emergency response authorities have agreed upon, and the NRC 

has approved sets of EALs that represent broad variations in the ways the 

guidance in NUREG-0654 can be applied. It is possible that two plants, 
faced with identical conditions and applying their EAL schemes, would 
declare different levels of emergency (different ECLs). Also, there have 

been situations that were not contemplated when the guidelines were 

written and plant personnel were without specific guidance on which ECL 

to declare. ... In some cases, inconsistencies among initiating conditions 

together with broad ranges of risks with an initiating condition have resulted 
in some licensees declaring inappropriate ECLs.  
In view of this experience, the Nuclear Management and Resource 
Council, Inc. (NUMARC) formed a task force to conduct a study to develop 
a systematic approach and support basis for development of emergency 

action levels. The methodology that was developed from this effort is 
described in NUMARC/NESP-007, Rev. 2, Methodology for Development 
of Emergency Action Levels, January 1992. NRC staff has reviewed the 

NUMARC methodology and considers it to be an acceptable alternative 
method to that described in NUREG-0654." 

1.1.4.5 NUMARC/NESP-007, Revision 2 states: "This methodology develops a set 
of generic EAL guidelines, together with the basis for each, so that they can 

be used and adapted by each utility on a consistent basis. The review of 
the industry's experiences with EALs, in conjunction with regulatory 
considerations, was applied directly to the development of this generic set 

of EAL guidelines. The generic guidelines are intended to clearly define 
conditions that represent increasing risk to the public and can give 
consistent classifications when applied at different sites." PVNGS staff 
agrees with the NRC acceptance of the NUMARC methodology and adopts 
the guidance contained in NUMARC/NESP-007 as an alternative method 
to that described in NUREG-0654 for the development of emergency action 
levels (EALs).
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1.1.5 Fission Product Barrier EAL Criteria 

1.1.5.1 PVNGS Emergency Action Levels formulated according to the barrier 
based classification philosophy. As such, the ultimate emergency 
classification resulting from following PVNGS Emergency Action Levels will 
be based on combinations of EALS. These combinations are compiled 
using Table 4 of NUMARC/NESP-007 and are based on the following 
barrier criteria: 

1. Notification of Unusual Event (NUE) 

Any loss OR any potential loss of Containment 

2. Alert (ALERT) 

Any loss OR any potential loss of either Fuel Clad or RCS 

3. Site Area Emergency (SAE) 

Loss of both Fuel Clad and RCS 

OR Potential loss of both Fuel Clad and RCS 

OR Potential loss of either Fuel Clad or RCS AND loss of any 
additional barrier 

4. General Emergency (GE) 

Loss of any two barriers 

AND Potential loss of a third barrier
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1.1.5.2 Although the logic used for the initiating conditions in PVNGS Emergency 
Action Levels appears overly complex, it is necessary to reflect the 
following considerations: 

The Fuel Clad Barrier and the RCS Barrier are weighted more heavily 
than the Containment Barrier. Notification of Unusual Event (NUE) 
initiating conditions associated with Fuel Clad and RCS Barriers are 
addressed under the LEAKAGE and MALFUNCTION Emergency 
Action Levels in PVNGS Emergency Action Levels.  

0 At the Site Area Emergency (SAE) level, there must be some ability to 
dynamically assess how far present conditions are from General 
Emergency. If Fuel Clad Barrier and RCS Barrier "Loss" EALs existed, 
this would indicate to the Emergency Operations Director (EOD) that, in 
addition to offsite dose assessments, continual assessments of 
radioactive inventory and containment integrity must be focused on.  
However, if both Fuel Clad Barrier and RCS Barrier "Potential Loss" 
EALs existed, the EOD would have more assurance that there was no 
immediate need to escalate to a General Emergency (GE).  

S.The ability to escalate to higher emergency classification levels as an 
event gets worse must be maintained. For example, RCS leakage 
steadily increasing would represent an increasing risk to public health 
and safety.  

1.1.5.3 If a "Potential Loss" or "Loss" of a barrier in PVNGS Emergency Action 
Levels appears imminent (i.e., within 1 to 2 hours), a classification should 
be made as if the affected threshold(s) are already exceeded, particularly 
for the higher emergency classification levels.  

1.2 Classification Criteria 

1.2.1 Classification Criteria preface 

1.2.1.1 NUREG-0654 FEMA REP-1 provides the definitions of each of the four 
emergency classifications as well as example initiating conditions which 
are indicative of each. The definitions provided in NUREG-0654 FEMA 
REP-1 are somewhat ambiguous in application and the example initiating 
events are not symptomatically definable or applicable in all cases.
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1.2.1.2 There are three considerations related to emergency classification levels: 

1. The potential impact on radiological safety, either as now known or as 
can be reasonably projected.  

2. How far the plant is beyond its predefined design, safety, and operating 
envelopes.  

3. Whether or not conditions that threaten health are expected to be 
confined to within the site boundary.  

1.2.1.3 The following pages incorporate the four emergency classification level 
definitions as delineated within NUREG-0654. Additional discussion is 
provided on threshold determinations to eliminate ambiguities and to help 
clarify the intent of each of the emergency classification levels.  

1.2.2 Notification of Unusual Event (NUE) 

1.2.2.1 "Events are in progress or have occurred which indicate a potential 
degradation of the level of safety of the plant. No releases of radioactive 
material requiring offsite response or monitoring are expected unless 
further degradation of safety systems occur." 

1.2.2.2 Potential degradation of the level of safety of the plant is indicated primarily 
by exceeding plant technical specification Limiting Condition for Operation 
(LCO) allowable action statement time for achieving required mode 
change. Precursors of more serious events should also be included 
because precursors do represent a potential degradation in the level of 
safety of the plant. Minor releases of radioactive materials are included. In 
this emergency classification level, however, releases do not require 
monitoring or offsite response (e.g., dose consequences of less than 10 
millirem).  

1.2.3 Alert 

1.2.3.1 "Events are in progress or have occurred which involve an actual or 
potential substantial degradation of the level of safety of the plant. Any 
releases are expected to be limited to small fractions of the Environmental 
Protection Agency (EPA) Protective Action Guideline exposure levels."
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1.2.3.2 Rather than discussing the distinguishing features of "potential 
degradation" and "potential substantial degradation", a comparative 
approach would be to determine whether increased monitoring of plant 
functions is warranted at the Alert level as a result of safety system 
degradation. This addresses the operations staff's need for help, 
independent of whether an actual decrease in plant safety is determined.  
This increased monitoring can then be used to better determine the actual 
plant safety state, whether escalation to a higher emergency classification 
level is warranted, or whether de-escalation or termination of the 
emergency classification declaration is warranted. Dose consequences 
from these events are small fractions of the EPA PAG plume exposure 
levels (i.e., about 10 millirem to 100 millirem).  

1.2.4 Site Area Emergency (SAE) 

1.2.4.1 "Events are in progress or have occurred which involve actual or likely 
major failures of plant functions needed for the protection of the public.  
Any releases are not expected to result in exposure levels which exceed 
EPA Protective Action Guideline exposure levels except near the site 
boundary." 

1.2.4.2 The discriminator (threshold) between Site Area Emergency and General 
Emergency is whether or not the EPA PAG plume exposure levels are 
expected to be exceeded outside the site boundary. This threshold, in 
addition to dynamic dose assessment considerations discussed in the EAL 
guidelines of NUMARC/NESP-007, clearly addresses NRC and offsite 
emergency response agency concerns as to timely declaration of a 
General Emergency.  

1.2.5 General Emergency (GE) 

1.2.5.1 "Events are in progress or have occurred which involve actual or imminent 
substantial core degradation or melting with potential for loss of 
containment integrity. Releases can be reasonably expected to exceed 
EPA Protective Action Guideline exposure levels offsite for more than the 
immediate site area." 

1.2.5.2 The bottom line for the General Emergency is whether evacuation or 
sheltering of the general public is indicated based on EPA PAGs, and 
therefore should be interpreted to include radionuclide release regardless 
of cause. In addition, it should address concerns as to uncertainties in 
systems or structures (e.g., containment) response, and also events such 
as waste gas tank releases and severe spent fuel pool events postulated to 
occur at high population density sites. To better assure timely notification, 
EALs in this category must primarily be expressed in terms of plant function 
status, with secondary reliance on dose projection. In terms of fission 
product barriers, loss of two barriers with potential loss of the third barrier 
constitutes a General Emergency.
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1.3 NUMARC/PVNGS EAL Matrix 

1.3.1 EAL Matrix Preface 

1.3.1.1 NUMARC/NESP-007 provides information by Recognition Categories in 
the following outline: 

* A - Abnormal Rad Levels / Radiological Effluent 

* F - Fission Product Barrier Degradation 

* H - Hazards and Other Conditions Affecting Plant Safety 

* S - System Malfunction 

1.3.1.2 Within NUMARC/NESP-007, the initiating conditions for each of the 
Recognition Categories A, H, and S are in the order of Unusual Event, 
Alert, Site Area Emergency, and General Emergency. For Recognition 
Category F, the barrier-based EALs are presented in Table 4 (PWR).
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1.3.1.3 PVNGS, as delineated in Emergency Action Levels and this EAL Technical 
Bases document, takes a like approach insofar as emergency classification 
order is concerned. However, PVNGS Emergency Action Level Event 
Categories have been outlined in a manner consistent with past practices 
due to human factors considerations. PVNGS Emergency Action Level 
Event Categories conform to NUMARC/NESP-007 criteria with the 
exception that PVNGS Emergency Action Levels further detail the EALs 
categorically. PVNGS Emergency Action Levels incorporate 
NUMARC/NESP-007 Recognition Category F as the Fission Product 
Barrier Reference. This layout is equivalent to the PWR-Table 4 of 
NUMARC/NESP-007 with the exception that the sub-columns and 
associated EALs for "Loss" and "Potential Loss" have been transposed due 
to human factors considerations. The three remaining NUMARC/NESP
007 Recognition Categories (i.e., A, H, S) are directly related to the seven 

PVNGS Event Categories under the following regime and comprise the rest 
of the PVNGS Emergency Action Levels: 

"* Electrical 

"* Radiological 

"• Leakage 

"* Malfunctions 

"* Hazards 

"* Security 

"• Miscellaneous 

1.3.1.4 The matrix is entitled NUMARC/NESP-007 to PVNGS EAL Cross
Reference, where entries are categorized and sequenced according to 
NUMARC/NESP-007. This arrangement applies to Recognition Category 
sequence as well as emergency classification level hierarchy. A relation to 
the PVNGS Emergency Action Level Technical Bases can be found within 
the tables of PVNGS Emergency Action Levels, where the PVNGS EAL 
Identification Code associated with each EAL is embedded within each 
respective EAL Unit and corresponds to the PVNGS EAL Technical Bases 
number where the basis for the particular Emergency Action Level can be 
found. The matrix, together with PVNGS Emergency Action Levels, is 
intended to provide for an uncomplicated method to quickly relate EALs 
from one document to their counterparts in the other.
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1.3.1.5 Specific NUMARC/NESP-007 Emergency Action Levels cross-referenced 
as "N/A" within the following tables signify no applicability of the generic 
EAL to PVNGS. These items are noted as exclusions to NUMARC/NESP
007 and are catalogued in section 1.4 of this document along with a basis 
for each exclusion.  

1.3.2 EAL Matrix 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category A - NOTIFICATION OF UNUSUAL EVENT (NUE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

AU1-1 Table 3: RADIOLOGICAL: Row 1, Row 2 

AU1-2 Table 3: RADIOLOGICAL: Row 1, Row 2 

AU1-3 N/A 

AU1-4 Table 3: RADIOLOGICAL: Row 3, Row 4 

AU2-1 Table 3: RADIOLOGICAL: Row 6 

AU2-2 Table 3: RADIOLOGICAL: Row 6 

AU2-3 N/A 

AU2-4 Table 3: RADIOLOGICAL: Row 5 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category A - ALERT 

NUMARC/NESP-007 PVNGS PROCEDURES 

AAI-1 Table 3: RADIOLOGICAL: Row 1, Row 2 

AA1-2 Table 3: RADIOLOGICAL: Row 1, Row 2 

AA1-3 N/A 

AA1-4 Table 3: RADIOLOGICAL: Row 3, Row 4 

AA2-1 Table 3: RADIOLOGICAL: Row 6 

AA2-2 Table 3: RADIOLOGICAL: Row 6 

AA2-3 Table 3: RADIOLOGICAL: Row 6 

AA2-4 Table 3: RADIOLOGICAL: Row 6 

AA3-1 Table 3: RADIOLOGICAL: Row 6 

AA3-2 Table 3: RADIOLOGICAL: Row 6 
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NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category A- SITE AREA EMERGENCY (SAE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

AS1-1 Table 3: RADIOLOGICAL: Row 1, Row 2 

AS1-2 N/A 

AS1-3 Table 3: RADIOLOGICAL: Row 4 

AS1-4 Table 3: RADIOLOGICAL: Row 4 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category A - GENERAL EMERGENCY (GE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

AGI-1 Table 3: RADIOLOGICAL: Row 1, Row 2 

AG1-2 N/A 

AG1-3 Table 3: RADIOLOGICAL: Row 4 

AG1-4 Table 3: RADIOLOGICAL: Row 4 
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NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category F - FUEL CLAD BARRIER 

NUMARC/NESP-007 PVNGS PROCEDURES 

1 N/A 

2 Table 1: Fuel Clad: Row 2 

3 Table 1: Fuel Clad: Row 1 

4 Table 1: Fuel Clad: Row 2 

5 Table 1: Fuel Clad: Row 3 

6 N/A 

7 Table 1: Fuel Clad: Row 4 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category F - RCS BARRIER 

NUMARC/NESP-007 PVNGS PROCEDURES 

1 N/A 

2 Table 1: RCS: Row 1 

3 Table 1: RCS: Row 2 

4 N/A 

5 Table 1: RCS: Row 3 

6 Table 1: RCS: Row 4 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category F - CONTAINMENT BARRIER 

NUMARC/NESP-007 PVNGS PROCEDURES 

1 N/A 

2 Table 1: CTMT: Row 1, Row 2, Row 4 

3 Table 1: CTMT: Row 3 

4 Table 1: CTMT: Row 4 

5 Table 1: CTMT: Row 3 

6 Table 1: CTMT: Row 5 

7 N/A 

8 Table 1: CTMT: Row 6 
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NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category H - NOTIFICATION OF UNUSUAL EVENT (NUE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

HU1-1 Table 2: HAZARDS Row 7 

HU1-2 Table 2: HAZARDS Row 8 

HU1-3 Table 2: MISCELLANEOUS: Row 1 

HU1-4 Table 2: HAZARDS Row 4 

HU1-5 Table 2: HAZARDS: Row 2 

HU1-6 Table 2: HAZARDS: Row 6 

HU1-7 Table 2: HAZARDS: Row 9 

HU2-1 Table 2: HAZARDS: Row 1 

HU3-1 Table 2: HAZARDS: Row 5 

HU3-2 Table 2: HAZARDS: Row 5 

HU4-1 Table 2: SECURITY: Row 1 

HU4-2 Table 2: SECURITY: Row 1 

HU5-1 Table 2: MISCELLANEOUS: Row 2 
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NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category H - ALERT 

NUMARC/NESP-007 PVNGS PROCEDURES 

HA1-1 Table 6: HAZARDS: Row 7 

HA1-2 Table 6: HAZARDS: Row 8 

HA1 -3 Table 6: HAZARDS: Row 4 

HA1-4 Table 8: MISCELLANEOUS: Row 1 

HA1-5 Table 6: HAZARDS: Row 3 

HA1-6 Table 6: HAZARDS: Row 6 

HA1-7 Table 6: HAZARDS: Row 9 

HA2-1 Table 6: HAZARDS: Row 1 

HA3-1 Table 6: HAZARDS: Row 5 

HA3-2 Table 6: HAZARDS Row 5 

HA4-1 Table 7: SECURITY: Row 1 

HA4-2 Table 7: SECURITY: Row 1 

HA5-1 Table 6: HAZARDS: Row 2 

HA6-1 Table 8: MISCELLANEOUS: Row 2
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NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category H - SITE AREA EMERGENCY (SAE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

HS1-1 Table 7: SECURITY: Row 1 

HS1-2 Table 7: SECURITY: Row 1 

HS2-1 Table 6: HAZARDS: Row 2 

HS3-1 Table 8: MISCELLANEOUS: Row 2 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category H - GENERAL EMERGENCY (GE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

HG1-1 Table 7: SECURITY: Row1 

HG1-2 Table 7: SECURITY: Row 1 

HG2-1 Table 8: MISCELLANEOUS: Row 2 

PV216-08NI (8-88)
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NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category S - NOTIFICATION OF UNUSUAL EVENT (NUE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

SUI-1 Table 2: ELECTRICAL: Row 1 

SU2-1 Table 5: MALFUNCTIONS: Row 4 

SU3-1 Table 5: MALFUNCTIONS: Row 3 

SU4-1 N/A 

SU4-2 Table 3: RADIOLOGICAL: Row 7 

SU5-1 Table 4: LEAKAGE: Row 1, Row 2 

SU6-1 Table 5: MALFUNCTIONS: Row 5, Row 6 

SU7-1 Table 2: ELECTRICAL: Row 2 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category S -ALERT 

NUMARC/NESP-007 PVNGS PROCEDURES 

SAI-1 Table 2: ELECTRICAL: Row 2 

SA2-1 Table 5: MALFUNCTIONS: Row 1 

SA3-1 Table 5: MALFUNCTIONS: Row 2 

SA4-1 Table 5: MALFUNCTIONS: Row 3 

SA5-1 Table 2: ELECTRICAL: Row 1 

PVI.BN .8
PV216-08NI (8-88)
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NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category S - SITE AREA EMERGENCY (SAE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

SS1-1 Table 2: ELECTRICAL: Row 1 

SS2-1 Table 5: MALFUNCTIONS: Row 1 

SS3-1 Table 2: ELECTRICAL: Row 3 

SS4-1 Table 5: MALFUNCTIONS: Row 3 

SS5-1 Table 5: MALFUNCTIONS: Row 2 

SS6-1 Table 5: MALFUNCTIONS: Row 4 

NUMARC/NESP-007 to PVNGS EAL Cross-Reference 

Recognition Category S - GENERAL EMERGENCY (GE) 

NUMARC/NESP-007 PVNGS PROCEDURES 

SG1-1 Table 2: ELECTRICAL: Row 1 

SG2-1 Table 5: MALFUNCTIONS: Row 1 

PV216-0ONI (8-88)
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1.4 Exclusions to NUMARC/NESP-007 

The EALs in the EXCLUSIONS TO NUMARC/NESP-007 Section are addressed in the order by 
which they appear in NUMARC/NESP-007and the basis and justification for exclusion of each 
NUMARC EAL will begin on a new page. The format of each page will comply with the following 
regime: 

APP MODE: MODES x-x CLASS: xxxxx 

CATEGORY: [A, F, H, S] (Recognition Category) 

NUMARC/NESP-007 INITIATING CONDITION: 

(The IC and Example EAL(s) as presented in NUMARC/NESP-007) 

EXCLUSIONARY BA SIS: 

(The full technical basis supporting the exclusion of the EAL from PVNGS Emer
gency Action Levels and any other information and/or justification regarding the 
basis) 

SOURCE DOCUMENT: 

(The source document(s) used as reference for the exclusionary basis)

PV216-08NI (8-88)
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APP MODE: MODES 1 - 6 CLA : NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AU1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment 
that Exceeds Two Times the Radiological Technical Specifications for 60 
Minutes or Longer.  

3. Valid reading on perimeter radiation monitoring system greater than 0.10 
mR/hr above normal background for 60 minutes [for sites having 
telemetered perimeter monitors].  

EXCLUSIONARY BASIS: 

PVNGS does not incorporate a perimeter radiation monitoring system in its design.  
Reliance on monitoring offsite gaseous releases is accomplished by Radiation Mon
itoring System (RMS) alarms, Chemistry sample analyses, and real-time dose 
assessment capabilities and is addressed by AU1-1, AU1-2, and AU1-4. This EAL 
is excluded from the PVNGS EAL scheme because no telemetered perimeter moni
tors exist on the site.  

SOURCE DOCUMENT: 

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2 

PV216-08NI (8-88)
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APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARCANESP-007 INITIATING CONDITION: 

AU2 Unexpected Increase in Plant Radiation or Airborne Concentration.  

3. (Site-specific) radiation reading for irradiated spent fuel in dry storage.  

EXCLUSIONARY BASIS: 

PVNGS does not incorporate spent fuel dry storage facilities in its design. Reliance 
on spent fuel temporary storage capabilities is accomplished in the Spent Fuel Pool 
and is addressed by AU2-1, AU2-2, and AU2-4. This EAL is excluded from the 
PVNGS EAL scheme because no spent fuel dry storage modules exist on the site.  

SOURCE DOCUMENT: 

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2

PV216-OSNI (8-88)
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APP MODE: MODES 1 - 6 CL - S:AL 

CATEGORY. [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-O07 INITIATING CONDITION: 

AA1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment 
that Exceeds 200 Times Radiological Technical Specifications for 15 Minutes 
or Longer.  

3. A valid reading on perimeter radiation monitoring system greater than 
10.0 mR/hr sustained for 15 minutes or longer [for sites having teleme
tered perimeter monitors].

EXCLUSIONARY BASIS:

PVNGS does not incorporate a perimeter radiation monitoring system in its design.  

Reliance on monitoring offsite gaseous releases is accomplished by Radiation Mon

itoring System (RMS) alarms, Chemistry sample analyses, and real-time dose 

assessment capabilities and is addressed by AA1 -1, AA1 -2, and AA1 -4. This EAL is 

excluded from the PVNGS EAL scheme because no telemetered perimeter monitors 

exist on the site.  

SOURCE DOCUMENT.  

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
Offsite Dose Calculation Manual (ODCM), Rev. 7 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 

Rev. 2

PV216-08NI (8-88)
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APP MODE: MODES 1 - 6 CLAS SAE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AS1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous 

Radioactivity Exceeds 100 mR Whole Body or 500 mR Child Thyroid for the 

Actual or Projected Duration of the Release.  

2. A valid reading sustained for 15 minutes or longer on perimeter radiation 

monitoring system greater than 100 mR/hr. [for sites having telemetered 

perimeter monitors] 

EXCLUSIONARY BASIS: 

PVNGS does not incorporate a perimeter radiation monitoring system in its design.  

Reliance on monitoring offsite gaseous releases is accomplished by Radiation Mon

itoring System (RMS) alarms, Chemistry sample analyses, and real-time dose 

assessment capabilities and is addressed by AS1 -1, AS1 -3, and AS1 -4. This EAL is 

excluded from the PVNGS EAL scheme because no telemetered perimeter monitors 

exist on the site.  

SOURCE DOCUMENT.  

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 

Offsite Dose Calculation Manual (ODCM), Rev. 7 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 

Rev. 2 

PV216-08NI (8-88)
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APP MODE: MODES 1 - 6 CLAS: GE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARCANESP-007 INITIATING CONDITION: 

AG1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous 
Radioactivity that Exceeds 1000 mR Whole Body or 5000 mR Child Thyroid for 
the Actual or Projected Duration of the Release Using Actual Meteorology.  

2. A valid reading sustained for 15 minutes or longer on perimeter radiation 
monitoring system greater than 1000 mR/hr. [for sites having telemetered 
perimeter monitors] 

EXCLUSIONARY BASIS: 

PVNGS does not incorporate a perimeter radiation monitoring system in its design.  
Reliance on monitoring offsite gaseous releases is accomplished by Radiation Mon
itoring System (RMS) alarms, Chemistry sample analyses, and real-time dose 
assessment capabilities and is addressed by AGI -1, AG1 -3, and AG1 -4. This EAL 

is excluded from the PVNGS EAL scheme because no telemetered perimeter moni
tors exist on the site.  

SOURCE DOCUMENT.

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 

Offsite Dose Calculation Manual (ODCM), Rev. 7 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2

PV216-08NI (8-98)
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APP MODE: MODES 1 - 4 CLAS_ : N/A 

CATEGORY: [F] Fission Product Barrier Degradation

NUMARCINESP-007 INITIATING CONDITION: 

1. Critical Safety Function Status (Fuel Clad Barrier)

EXCLUSIONARY BASIS: 

PVNGS, a Combustion Engineering (CE) plant, does not incorporate Critical Safety 

Function Status Tree (CSFST) monitoring in its Emergency Operating Procedure 

(EOP) design. Reliance on monitoring safety function status is accomplished by 

PVNGS Procedure 41 EP-1 R008, Functional Recovery, Appendix FA. Safety Func

tion monitoring is also addressed by Control Room operators upon entry into 

PVNGS Procedure 41 EP-1 EO01, Emergency Operations, which is normally entered 

after a reactor trip event and used for event diagnosis. Safety function status moni

toring uses the same parameters as depicted within the Fission Product Barrier Ref

erence. Adequate monitoring, analysis, and diagnosis of Fuel Clad Barrier 

parameters are accomplished within the remainder of the Fission Product Barrier 

Reference Table and is addressed within the EAL scheme for the Fuel Clad Barrier.  

This EAL is excluded from the PVNGS EAL scheme because no Critical Safety 

Function Status Tree, nor any challenge classifications (i.e., Yellow, Orange, and 

Red Paths), exist in the site's Emergency Operating Procedure design.  

SOURCE DOCUMENT: 

PVNGS Procedure 40DP-9AP05, Emergency Operating Procedures Technical 
Guideline, Rev. 00.07 
PVNGS Procedure 41 EP-1 EO01, Emergency Operations, Rev. 00.10 
PVNGS Procedure 41 EP-1 RO08, Functional Recovery, Rev. 00.12 

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2

PV215.08N1 (888)
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APP MODE: MODES 1 - 4 j CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

6. Other (Site-Specific) Indications (Fuel Clad Barrier) 

EXCLUSIONARY BASIS: 

PVNGS incorporates in its design a containment particulate and gas radiation moni
tor (RU-01), which consists of inlet and outlet sample paths coming from and return
ing to containment and a sample and instrumentation skid located outside 
containment in the East Electrical Penetration Room. Its sole purpose encom
passes RCS leakage detection and is one of the three RCS leakage detection meth
odologies directed by site Technical Specifications. RU-01, however, becomes 
isolated from the containment atmosphere either as directed by plant procedures 
when an RCS leak is confirmed or automatically when containment pressure 
reaches the Containment Isolation Actuation Signal (CIAS) setpoint of 3.0 psig con
tainment pressure. Since this method is designed for initial detection of RCS leak
age, it is ineffective after the radiation monitor is isolated from the containment 
atmosphere. It cannot facilitate in the identification of "Loss" or "Potential Loss" of 
either the RCS Barrier or the Fuel Clad Barrier, since these fission product barrier 
thresholds would not be met until long after the radiation monitor has been isolated 
from the containment atmosphere which it monitors.  

No additional site-specific qualitative methodologies exist which could augment or 
enhance the process of monitoring the Fuel Clad Barrier other than those specifi
cally addressed within the Fission Product Barrier Reference Table.  

SOURCE DOCUMENT: 

PVNGS Procedure 40ST-9RC02, RCS Water Inventory Balance, Rev. 00.00 
PVNGS Procedure 41AO-1ZZ14, Excessive RCS Leakrate, Rev. 03.01 
PVNGS Procedure 41 EP-1 EO01, Emergency Operations, Rev. 00.10 
PVNGS Unit 1 Technical Specifications, Amendment 74 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2

PV216-08NI (8-88)
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APP MODE: MODES 1 - 4 CLSS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

1. Critical Safety Function Status (RCS Barrier)

EXCLUSIONARY BASIS:

PVNGS, a Combustion Engineering (CE) plant, does not incorporate Critical Safety 
Function Status Tree (CSFST) monitoring in its Emergency Operating Procedure 
(EOP) design. Reliance on monitoring safety function status is accomplished by 
PVNGS Procedure 41 EP-1 R008, Functional Recovery, Appendix FA. Safety Func

tion monitoring is also addressed by Control Room operators upon entry into 

PVNGS Procedure 41 EP-1 E001, Emergency Operations, which is normally entered 
after a reactor trip event and used for event diagnosis. Safety function status moni

toring uses the same parameters as depicted within the Fission Product Barrier Ref

erence. Adequate monitoring, analysis, and diagnosis of RCS Barrier parameters 
are accomplished within the remainder of the Fission Product Barrier Reference 
Table and is addressed within the EAL scheme for the RCS Barrier. This EAL is 
excluded from the PVNGS EAL scheme because no Critical Safety Function Status 
Tree, nor any challenge classifications (i.e., Yellow, Orange, and Red Paths), exist in 
the site's Emergency Operating Procedure design.  

SOURCE DOCUMENT.  

PVNGS Procedure 40DP-9AP05, Emergency Operating Procedures Technical 
Guideline, Rev. 00.07 
PVNGS Procedure 41 EP-1 EO01, Emergency Operations, Rev. 00.10 
PVNGS Procedure 41 EP-1 R008, Functional Recovery, Rev. 00.12 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2

PVZI6-08N1 (&-88)
PV216-OSNI (8-88)
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EXCLUSIONARY BASIS:

PVNGS incorporates in its design a containment particulate and gas radiation moni

tor (RU-01), which consists of inlet and outlet sample paths coming from and return

ing to containment and a sample and instrumentation skid located outside 

containment in the East Electrical Penetration Room. Its sole purpose encom

passes RCS leakage detection and is one of the three RCS leakage detection meth

odologies directed by site Technical Specifications. RU-01, however, becomes 

isolated from the containment atmosphere either as directed by plant procedures 

when an RCS leak is confirmed or automatically when containment pressure 

reaches the Containment Isolation Actuation Signal (CIAS) setpoint of 3.0 psig con

tainment pressure. Since this method is designed for initial detection of RCS leak

age, it is ineffective after the radiation monitor is isolated from the containment 

atmosphere. It cannot facilitate in the identification of "Loss" or "Potential Loss" of 

either the RCS Barrier or the Fuel Clad Barrier, since these fission product barrier 

thresholds would not be met until long after the radiation monitor has been isolated 

from the containment atmosphere which it monitors.  

Two other radiation monitors, RU-148 and RU-149, which are the containment high 

range area monitors, would indicate off-scale LO readings under conditions warrant

ing use of radiation monitoring when the reactor coolant noble gas and iodine inven

tory associated with normal operating concentrations (i.e., within Tech Specs) are 

assumed to be instantaneously released and dispersed into containment.  

SOURCE DOCUMENT: 

PVNGS Procedure 41 AO-1 ZZ1 4, Excessive RCS Leakrate, Rev. 03.01 

PVNGS Procedure 41 EP-1 EO01, Emergency Operations, Rev. 00.10 

PVNGS Unit 1 Technical Specifications, Amendment 74 

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 

Rev. 2

PV216-OBNI (8-88)
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NUMARC/NESP-007 INITIATING CONDITION: 

4. Containment Radiation Monitoring (RCS Barrier)
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APP MODE: MODES 1 - 4 CLAS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation

NUMARCINESP-007 INITIATING CONDITiON: 

1. Critical Safety Function Status (Containment Barrier)

EXCLUSIONARY BASIS:

PVNGS, a Combustion Engineering (CE) plant, does not incorporate Critical Safety 

Function Status Tree (CSFST) monitoring in its Emergency Operating Procedure 

(EOP) design. Reliance on monitoring safety function status is accomplished by 

PVNGS Procedure 41 EP-1 R008,-Functional Recovery, Appendix FA. Safety Func

tion monitoring is also addressed by Control Room operators upon entry into 

PVNGS Procedure 41 EP-1 EO01, Emergency Operations, which is normally entered 

after a reactor trip event and used for event diagnosis. Safety function status moni

toring uses the same parameters as depicted within the Fission Product Barrier Ref

erence. Adequate monitoring, analysis, and diagnosis of Containment Barrier 

parameters are accomplished within the remainder of the Fission Product Barrier 

Reference Table and is addressed within the EAL scheme for the Containment Bar

rier. This EAL is excluded from the PVNGS EAL scheme because no Critical Safety 

Function Status Tree, nor any challenge classifications (i.e., Yellow, Orange, and 

Red Paths), exist in the site's Emergency Operating Procedure design.  

SOURCE DOCUMENT 

PVNGS Procedure 40DP-9AP05, Emergency Operating Procedures Technical 

Guideline, Rev. 00.07 

PVNGS Procedure 41 EP-1 EO01, Emergency Operations, Rev. 00.10 

PVNGS Procedure 41EP-1 RO08, Functional Recovery, Rev. 00.12 

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 

Rev. 2

PV216-08NI (8-881
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APP MODE: MODES 1 - 4 CLASS:/A 

CATEGORY: [F] Fission Product Barrier Degradation

NUMARC/NESP-007 INITIATING CONDITION: 

7. Other (Site-Specific) Indications (Containment Barrier)

EXCLUSIONARY BA SI:

This EAL encompasses other site-specific indications which could be used to signify 

a "Loss" or "Potential Loss" of the Containment Barrier. Specifically addressed are 

area or ventilation monitors in the containment "annulus" or other contiguous build

ings. PVNGS Emergency Operating Procedures do not provide for containment 

venting as a method utilized to preclude conditions where a potential loss or loss of 

the containment barrier could occur. Under these conditions, the hydrogen recom

biners would be put into service some 100 hours subsequent to a loss of coolant 

accident (LOCA) for purposes of addressing the potential hydrogen problem which 

may result from the LOCA. Containment venting is only performed during normal 

routine plant operations.  

No additional site-specific qualitative methodologies exist which could augment or 

enhance the process of monitoring the Containment Barrier other than those specif

ically addressed within the Fission Product Barrier Reference Table.  

SOURCE DOCUMENT

PVNGS Procedure 41 EP-1 EO01, Emergency Operations, Rev. 00.10 

PVNGS Procedure 41 EP-1 R002, Loss of Coolant Accident, Rev. 00.06 

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2

PV216-OBNI (8-88)
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APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SU4 Fuel Clad Degradation.  

1. (Site-Specific) radiation monitor readings indicating fuel clad degradation 
greater than Technical Specification allowable limits.  

EXCLUSIONARY BASIS: 

This EAL is not applicable to PVNGS due to incorporation of no failed fuel monitor 
within its design. However, RCS Letdown Radiation Monitor, RU-1 55D, is used for 
trend analysis in determining changes in RCS activity which would denote changes 
in fuel clad integrity. It is neither Technical Specification related nor is it to be used 
for quantification of fuel clad degradation. The sole function of RU-1 55D is to pro
vide trend data as a basis for RCS sampling frequency.  

SOURCE DOCUMENT: 

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Unit 1 Technical Specifications, Amendment 74 
Engineering Calculation 13-JC-SQ-215, RE-155D, Total Loop Uncertainty and Set
point, Rev. 0 
PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, 
Rev. 2 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, 
Rev. 00.10 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, 
Rev. 2

PV216.OBNI (8.88)
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1.5 PVNGS EAL Technical Bases 

1.5.1 Introduction 

The EALs in the Technical Bases Section are addressed on the following pages, not necessar

ily in the order by which they appear in Tables 1 through 8 of the procedure, and the tech
nical composition for each will begin on a new page. The format of each page will comply with 
the following regime: 

APP MODE: MODES x - x CLASS: xxxxx 

CATEGORY: [A, F, H, S] (Recognition Category) 

NUMARC/NESP-007 INITIATING CONDITION: 

(The IC and Example EAL(s) as presented in NUMARC/NESP-007) 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

(The PVNGS specific EAL as presented in PVNGS Procedures) 

LOCATION: Appendix A, PVNGS Emergency Action Levels - Table (1 through 8): 
(Category, Row) 

TECHNICAL BASIS: 

(The technical basis supporting the EAL as stated) 

NUMARC DEVIATION: 

(The deviation(s) to the NUMARC/NESP-007 EAL and justification) 

SOURCE DOCUMENT.  

(The source document(s) used as reference for the basis and deviation justifications) 

(EAL number) 

n-n 
PV216- 08NI (8-88)
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1.5.2 1-1 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARCINESP-007 INITIATING CONDITION: 
3. Core Exit Thermocouple Readings

PVNGS EMERGENCY ACTION LEVEL (EAL :

POTENTIAL LOSS: Highest valid CET temperature > 501F superheated 

LOSS: Highest valid CET temperature> 1200'F 

LOCATION: Appendix A, Table 1: FUEL CLAD / Row 1 

TECHNICAL BASIS: 

The limit for RCS heat removal using two-phase natural circulation/ reflux boiling is CET subcooling 
greater than 50°F superheated (-50'F subcooled), which corresponds to a loss of subcooling. CET 
indications at or above 50OF superheated are a clear sign that core heat removal capacity is lost or 
greatly reduced and one fission product barrier, the fuel clad, is threatened due to elevated fuel 
temperatures. 50°F superheated qualifies as a condition representing a "Potential Loss" of the Fuel 
Clad Barrier.  

The 1200°F temperature constitutes a "Loss" of the Fuel Clad Barrier per NUMARC/NESP-007, 
Rev. 2. It indicates significant superheating of the coolant.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT-

PVNGS Procedure 40EP-9EO09, Functional Recovery, Rev. 6 
PVNGS Procedure 41EP-1EO01, Emergency Operations, Rev. 00.10, Appendix S, Rev. 00.06 
PVNGS Procedure 41 EP-1 R008, Functional Recovery, Rev. 00.12, Appendix FA, Rev. 00.07 
PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2

1-1
'V216-O8NI (8.8rn
PV216-OSNI (8-88)P



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 292 of 443 

Revision 
SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix P Page 34 of 146 

1.5.3 1-2 (page 1 of 2) 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

5. Reactor Vessel Water Level 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

POTENTIAL LOSS: Valid RVLMS level currently or previously < 21% plenum 

LOSS: N/A 

LOCATION: Appendix A, Table 1: FUEL CLAD / Row 4 

TECHNICAL BASIS: 

Steam voids may form in the reactor vessel [outlet] plenum as a result of inventory loss, pressure 
drop, or inadequate heat removal from the core when core temperatures exceed saturation for RCS 
pressure following a reactor trip. During this period, cooling is typically via natural circulation. If void 
size cannot be controlled and the void extends into the reactor vessel outlet plenum, the heat 
removal process shifts from subcooled natural circulation to less efficient and non-preferred reflux 
boiling. Any indication of void formation requires immediate attention to control and/or reduce the 
size of the void and to maintain RCS heat removal capability. Voiding in the outlet plenum is most 
likely caused by loss of inventory or by loss of pressure control in the RCS. In either case, the fuel 
clad is threatened with perforation due to elevated centerline temperatures from the lower heat 
removal capability of reflux boiling compared to natural circulation.  

The Reactor Vessel Level Monitoring System (RVLMS) is comprised of eight Heated Junction 
Thermocouples (HJTC) oriented vertically above the upper Fuel Alignment Plate (FAP) in the 
reactor vessel. As head and outlet plenum (hot leg) levels decrease, HJTCs begin to become 
uncovered, causing indicated temperatures for the affected HJTCs to rise as temperatures 
approach saturated conditions during development of the steam void. Indicated levels read out as 
incremental values on 1 E Class instrumentation in the Control Room.  
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TECHNICAL BASIS (continued...): 

Corresponding detector numbers and their respective indicated readings are as follows: 

Detector Number Meter Reading 

1 (uncovered) 67% head 
2 (uncovered) 41% head 
3 (uncovered) 16% head 
4 (uncovered) 0% head 
5 (uncovered) 73% plenum 
6 (uncovered) 47% plenum 
7 (uncovered) 21% plenum 
8 (uncovered) 0% plenum 

As can be seen, once Detector 8 becomes uncovered and detects saturated conditions, indicated 
level will proceed from 21% plenum to 0% plenum. From this point on, as vessel level continues to 

lower, it can no longer be discerned as to where actual reactor vessel water level is. The value 

chosen in this EAL conforms to the generic basis in that "< 21% plenum" indicates a potential loss 
of the Fuel Clad Barrier, as actual water level may be at the top of the active fuel, or below. If level 
recovers, the fact that the core was uncovered still signifies the possibility that fuel damage exists.  

NUMARC DEVIATION: 

While actual reactor vessel water level may be above the active region of the fuel after indicated 
water level reaches "0", it can no longer be determined exactly where actual level is when level 
continues to decrease. Conservatively, an assumption must be made at the time that vessel water 
level is AT the top of the active fuel.  

SOURCE DOCUMENT.  

PVNGS Procedure 41AO-1ZZ54, Monitoring the Reactor Vessel Inventory with RVLMS Inoperable, 
Rev. 01.02 
PVNGS Procedure 41EP-1R008, Functional Recovery, Rev. 00.12, Appendix FA, Rev. 00.07 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.5 1-3 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMA RCINESP-007 INITIATING CONDITION: 

2. Primary Coolant Activity Level 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

POTENTIAL LOSS: N/A 

LOSS: RCS activity > 300 pCi/gm Dose Equivalent 1-131 

LOCATION: Appendix A, Table 1: FUEL CLAD / Row 2 

TECHNICAL BASIS: 

Due to the likelihood of fuel damage during an ATWS caused by fuel overheat due to either 
mechanical binding of stuck CEAs or Reactor Trip Switchgear Breaker failure, this EAL would be 
met if a chemistry sample analysis indicated that fuel damage exists, as signified by Dose 
Equivalent Iodine 131 exceeding 300,uCi/gm. This amount of coolant activity is well above that 
expected for Iodine spikes and corresponds to less than 5% fuel clad damage, which indicates 
significant clad heating. Thus, the Fuel Clad Barrier is considered lost.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT.

PVNGS Procedure 41EP-1R008, Functional Recovery, Rev. 00.12, Appendix FA, Rev. 00.07 
PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.6 1-4 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARCINESP-007 INITIATING CONDITION: 

5. Containment Radiation Monitoring 

PVNGS EMERGENCY ACTION LEVEL (EAL): 
POTENTIAL LOSS: N/A 

LOSS: CTMT radiation monitor: RU-148> 1.2E+06 mrem/hr or RU-149 > 1.8E+06 mrem/hr 

LOCATION: Appendix A, Table 1: FUEL CLAD / Row 3 

TECHNICAL BASIS: 
The containment HI range area monitors, RU-148 and RU-149, provide radiation accident condition 
information inside containment. Bechtel Calculation 13-NC-ZY-216 provides a basis to correlate the 
readings from RU-1 48/RU-1 49 to a Core Damage Fraction (CDF). The calculation uses CESSAR 
Table 15.6.5-1 for Source Term and assumes that 100% of the Equilibrium Noble Gas and 25% of 
the Equilibrium Iodine are airborne in containment. Per this calculation, a CDF of 1% equates to 
readings of 1.2E+06 mrerm/hr on RU-1 48 and 1.8E+06 mrem/hr on RU-1 49 and is based on 300 
,uCi/gm Dose Equivelant Iodine 131 in the containment atmosphre. An assumption in the calculation 
consists of a reactor shutdown 15 minutes ago, yielding an effective age of 0.25 hours. The 
corresponding readings for both radiation monitors differ slightly due to their respective physical 
locations within containment.  

NUMARC DEVIATION: 
NUMARC/NESP-007 specifies these values should be based on an "approximate" clad failure of 
2%-5%, depending on core inventory and RCS volume. Cores associated with the PVNGS Units 
are larger than normal and the Bechtel Calculation assumes 1 % clad failure with a LOCA to arrive 
at the values given for this EAL.  

SOURCE DOCUMENT.  
PVNGS Procedure 41EP-1R008, Functional Recovery, Rev. 00.12, Appendix FA, Rev. 00.07 
PVNGS Procedure 74CH-9ZZ87, Iodine-131 Dose Equivalent Determination, Rev. 2 
PVNGS Unit 1 Technical Specifications, Amendment 74 
Bechtel Calculation 13-NC-ZY-216, Rev. 1 
Combustion Engineering Standard Safety Analysis Report (CESSAR), Table 15.6.5-1 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.7 1-5 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

7. Emergency Director Judgment

PVNGS EMERGENCY ACTION LEVEL (EAL):

POTENTIAL LOSS / LOSS: Any condition that, in the opinion of the SM/EC, indicates loss or 
potential loss of Fuel Clad Barrier 

LOCATION: Appendix A, Table 1: FUEL CLAD / Row 7 

TECHNICAL BASIS: 

This EAL addresses any other factors that are to be used by the Emergency Operations Director 
(or SMIEC) in determining whether the Fuel Clad Barrier is lost or potentially lost. In addition, the 
inability to monitor the barrier is also incorporated into this EAL as a factor in Emergency Operations 
Director (or SM/EC) judgment that the barrier may be considered lost or potentially lost. The 
Emergency Operations Director (or SM/EC) can incorporate the fuel damage category results from 
Core Damage Assessment to help determine the status of the Fission Product Barrier.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMA RCINESP-007 INITIATING CONDITION: 

2. RCS Leak Rate 

PVNGS EMERGENCY ACTION LEVEL (EAL : 
POTENTIAL LOSS: RCS leak > 44 gpm 
LOSS: RCS leak rate> available makeup capacity as indicated by a loss of RCS subcooling 
(i.e., RCS at saturation conditions) 

LOCATION: Appendix A, Table 1: RCS / Row 1 

TECHNICAL BASIS: 
RCS leakage is the flow of any reactor coolant out through the RCS pressure boundary to any 
location by a means other than design flow or drainage of coolant as part of an authorized 
procedure. It may be detected by any or all of the following means: 

"* Increasing containment radiation levels or airborne activity levels.  
"* Increasing containment sump levels, temperature, pressure, or humidity.  
"* Increasing steam generator blowdown radiation levels or steam line radiation levels or steam 

generator activity.  
"* Increasing radiation levels, airborne activity levels, or sump levels in the auxiliary building.  
"* Decreasing RCS pressure or pressurizer level (with no other transient in progress).  
"* Reactor Coolant System leak rate determination.  

Measurement of the rate may be made by an RCS inventory balance (conducted at least every 72 
hours in accordance with 40ST-9RC02, RCS Water Inventory Balance, or as part of Procedure 
41EP-1R002, Loss of Coolant Accident) or by observation that pressurizer level continues to 
decrease with letdown isolated and one charging pump running in a normal configuration.  

The 44 gpm leak rate (PotentialLoss) is based on the capacity of one running charging pump. Any 
RCS leakage which requires a second charging pump to be started to maintain pressurizer 
pressure and level must be in excess of 44 gpm; therefore, the more conservative condition is also 
easier to identify.  

The "Loss" EAL addresses conditions where leakage from the RCS is greater than available 
inventory control capacity such that a loss of RCS subcooling has occurred. The loss of RCS 
subcooling is the fundamental indication that the inventory control systems are inadequate in 
maintaining RCS pressure and inventory against the mass loss through the leak.  

1-6
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NUMARC DEVIATION: 

The charging pumps used at PVNGS are positive displacement pumps and each has a capacity of 
44 gpm. Using a value of 44 gpm meets the intent of the "Potential Loss" NUMARC/NESP-007 EAL 
in that the requirement to start a second charging pump to conserve RCS inventory conforms to the 
generic basis of taking the action due to the inability to maintain normal RCS liquid inventory.  

The "Loss" EAL conforms to NUMARC/NESP-007 generic guidance.  

SOURCE DOCUMENT

PVNGS Procedure 41 EP-1 R002, Loss of Coolant Accident, Rev. 00.06 
PVNGS Procedure 40ST-9RC02, RCS Water Inventory Balance, Rev. 00.00 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

3. SG Tube Rupture 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

POTENTIAL LOSS: SGTR leak > 44 gpm 

LOSS: SGTR > 132 gpm with a prolonged release of contaminated secondary coolant occurring 
from the ruptured S/G to the environment (see Limitations in Section 1) 

LOCATION: Appendix A, Table 1: RCS / Row 4 

TECHNICAL BASIS: 

The 44 gpm leak rate (Potential Loss) is based on the capacity of one running charging pump. Any 
SGTR event which requires a second charging pump to be started to maintain pressurizer pressure 
and level must be in excess of 44 gpm; therefore, the more conservative condition is also easier to 
identify.  

The "Loss" EAL addresses ruptured S/Gs with an unisolable secondary line break corresponding 
to the loss of the RCS Barrier and the Containment Barrier. (NOTE: the Containment Barrier loss 
is represented by the "Secondary Side Release with Primary-to-Secondary Leakage" EAL.) This 
allows the direct release of radioactive fission and activation products to the environment. Since 
actual leak rate is a function of the offsite dose rates attainable for this event, 132 gpm is consistent 
with the diagnostic activities of the applicable Emergency Operating Procedure (i.e., 41EP-1RO03, 
Steam Generator Tube Rupture). This includes indication of a primary coolant inventory reduction 
and increased secondary radiation levels. 41 EP-1 RO08, Functional Recovery, would be the 
applicable procedure for a SGTR along with an uncontrolled or complete depressurization of the 
ruptured S/G. Secondary radiation increases are observed via radiation monitoring of condenser 
off-gas, S/G blowdown, main steam, and/or S/G sampling. Determination of the "uncontrolled" 
depressurization of the ruptured S/G is based on indication that the pressure decrease in the 
ruptured SIG is not a function of normal operator actions. The Precautions and Limitations Topic 
Area in PVNGS Emergency Action Levels (Appendix A), qualifies this part of the event.  
Emergency Operating Procedures direct the subsequent plant cooldown to take place utilizing 
steaming of the unaffected S/G. The "plant cooldown steaming affected S/G to atmosphere" is 
included as an uncontrolled depressurization due to the same effect this action has on offsite dose 
rates in relation to dose rates caused by steam line breaks or stuck open S/G safety valve(s).  

1-7
PV21"WBN (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 300 of 443 

Revision 
SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 R 8 

Appendix P Page 42 of 146 

1.5.11 1-7 (page 2 of 2) 

NUMARC DEVIATION: 

The charging pumps used at PVNGS are positive displacement pumps and each has a capacity of 
44gpm. Using a value of 44 gpm meets the intent of the "Potential Loss" NUMARC/NESP-007 EAL 
in that the requirement to start a second charging pump to conserve RCS inventory conforms to the 
generic basis of taking the action due to the inability to maintain normal RCS liquid inventory.  

The "Loss" EAL conforms to NUMARC/NESP-007 generic guidance with the exception of where 
the "plant cooldown steaming affected SIG to atmosphere" is included as an uncontrolled 
depressurization, as referenced in the PVNGS Emergency Action Levels. This condition would 
involve a prolonged release of contaminated secondary coolant from the affected S/G to the 
environment if that affected S/G is utilized for plant cooldown to Mode 5 (Cold Shutdown) because 
plant Emergency Operating Procedures direct plant cooldown via steaming of the unaffected SIG 
to the condenser, which is the preferred path.  

SOURCE DOCUMENT

PVNGS Procedure 41 EP-1 R003, Steam Generator Tube Rupture, Rev. 00.08 
PVNGS Procedure 41 EP-1 R008, Functional Recovery, Rev. 00.12 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.12 1-8 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

5. Other (Site-Specific) Indications

PVNGS EMERGENCY ACTION LEVEL (EAL):

POTENTIAL LOSS: LOAF such that minimum acceptable feedwater flow cannot be maintained 

LOSS: N/A 

LOCATION: Appendix A, Table 1: RCS / Row 5 

TECHNICAL BASIS: 

This EAL addresses the inability to initially remove heat from the RCS during early stages of an 

event, thereby jeopardizing the Heat Removal Safety Function. If emergency auxiliary feedwater 
flow (and main feedwaterflow) required by design is insufficient to remove the amount of heat from 

at least one steam generator, an extreme challenge should be considered to exist and the RCS 
Barrier is potentially lost. Procedure 41 EP-1 R005, Loss of All Feedwater, includes provisions for 
establishing feedwater flow to the S/G (s) under conditions where no flow could be established from 
the Control Room. A potential loss of the RCS Barrier exists if actions from outside the Control 
Room are required to establish or maintain minimum acceptable feedwater flow and all attempts 
from the Control Room to establish or maintain acceptable feedwater flow have been exhausted.  

NUMARC DEVIATION: 

This "Potential Loss" EAL meets the NUMARC/NESP-007 intent of other indications. The EAL 
includes a Control Room diagnosis that a loss of all feedwater condition exists with indications that 
feedwater flow to at least one S/G cannot be initiated or maintained from the Control Room.  

SOURCE DOCUMENT: 

PVNGS Procedure 41 EP-1 RO05, Loss of All Feedwater, Rev. 00.07 
PVNGS Procedure 41 EP-1 RO08, Functional Recovery, Rev. 00.12 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.13 1-9 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMA RC/NESP-007 INITIATING CONDITION: 

6. Emergency Director Judgment 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

POTENTIAL LOSS / LOSS: Any condition that, in the opinion of the SMIEC, indicates loss or 
potential loss of RCS Barrier 

LOCATION: Appendix A, Table 1: RCS / Row 7 

TECHNICAL BASIS: 

This EAL addresses any other factors that are to be used by the Emergency Operations Director 
(or SM/EC) in determining whether the RCS Barrier is lost or potentially lost. In addition, the inability 
to monitor the barrier is also incorporated into this EAL as a factor in Emergency Operations 
Director (or SMIEC) judgment that the barrier may be considered lost or potentially lost.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT.  

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

2. Containment Pressure

PVNGS EMERGENCY ACTION LEVEL (EAL): 
POTENTIAL LOSS: 

Row 1: CTMT pressure 50 psig and increasing 
Row 2: CTMT pressure > 8.5 psig with both CTMT Spray Systems not operating 
Row 5: H2 concentration > 3.5% by volume 

LOSS: 
Row 1: Rapid unexplained CTMT pressure decrease following initial increase 
Row 2: CTMT pressure or sump level response not consistent with LOCA conditions 

LOCATION: Appendix A, Table 1: CONTAINMENT / Row 1, Row 2, Row 4 

TECHNICAL BASIS: 
The only likely cause for a pressure excursion in containment at or exceeding 50 psig is a LOCA 
with failure of containment pressure control systems. CIAS setpoint is 3 psig. Containment Spray 
setpoint (CSAS) is 8.5 psig. In order for containment pressure to reach 50 psig, both Containment 
Spray trains must have already failed. Maximum allowed containment pressure by Technical 
Specifications is 2.5 psig. Design pressure is 60 psig. The proximity of containment pressure to 
design pressure, in combination with probable elevated containment air temperatures in the case 
of a LOCA and the demonstrated inability to control containment pressure, make the failure of 
containment likely. This "Potential Loss" EAL is included in PVNGS Emergency Action Levels 
to provide clear indication that containment integrity is threatened and to provide for a path of further 
escalation in the case of one or two fission product barriers already lost or threatened.  

The likely source of hydrogen in containment is a LOCA into containment accompanied by severe 
fuel melt. A metal-water reaction of the zircalloy clad produces hydrogen in the core, which is then 
released into containment. Other possible sources include: radiolytic decomposition of post-LOCA 
emergency cooling solutions or corrosion of metals and paints by emergency cooling containment 
spray solutions. The conservative approach assumesthat severe core damage is the source. Core 
damage and leakage of this magnitude clearly indicate a failure of two fission product barriers.  
Hydrogen levels of this magnitude in containment would likely be accompanied by elevated 
containment pressure and, with hydrogen approaching the lower flammable limit of 4%, would 
threaten containment integrity with a further pressure spike from a hydrogen burn. Rapid 
unexplained loss of containment pressure which is not directly attributable to containment spray or 
condensation effects following an initial pressure increase indicates a loss of containment integrity.  
Containment pressure and sump levels should increase as a result of the mass and energy release 
into containment from a LOCA. Thus, sump level or pressure not increasing indicates containment 
bypass and a loss of containment integrity.  
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1.5.15 1-10 (page 2 of 2) 

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT: 

PVNGS Procedure 41 EP-1 R002, Loss of Coolant Accident, Rev. 00.06 
PVNGS Procedure 41 EP-1 R008, Functional Recovery, Rev. 00.12, Appendix FA, Rev. 00.07 
PVNGS Unit 1 Technical Specifications, Amendment 74 
NUREG/BR-0150, USNRC RTM-92, Response Technical Manual, Volume 1 Rev. 2, October 1992 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.16 1-11 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

5. Significant Radioactive Inventory In Containment 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

POTENTIAL LOSS: CTMT radiation monitor: RU- 148> 6.2E+09 mrem/hr or RU-149> 8.7E+09 
mrem/hr 

LOSS: N/A 

LOCATION: Appendix A, Table 1: CONTAINMENT / Row 3 

TECHNICAL BASIS: 

The readings associated with RU-148 and RU-149 are values which indicate significant fuel 
damage well in excess of the EAL associated with loss of the Fuel Clad Barrier. A major release of 
radioactivity requiring offsite protective actions from core damage is not possible unless a major 
failure of fuel cladding allows radioactive material to be released from the core into the reactor 
coolant. Regardless of whether containment is challenged, this amount of activity in containment, 
if released, could have such severe consequences that it is prudent to treat this as a "Potential 
Loss" of containment, such that a General Emergency declaration is warranted. NUREG-1228, 
Source Estimations During Incident Response to Severe Nuclear Power Plant Accidents, indicates 
that such conditions do not exist when the amount of clad damage is less than 20%. Hence, these 
radiation monitor readings correspond to 20% fuel clad damage.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT

PVNGS Procedure 41 EP-1 R002, Loss of Coolant Accident, Rev. 00.06 
MESOREM, Jr., Atmospheric Dispersion and Dose Assessment Program, Ver. 0165-4.02 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.17 1-12 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMA RC/NESP-007 INITIATING CONDITION: 

6. Core Exit Thermocouples

PVNGS EMERGENCY ACTION LEVEL (EAL): 
POTENTIAL LOSS: CET > 1200°F and not restored w/i 15 min. or CET > 700'F with RVLMS 
< 21% plenum and not restored wli 15 min.

LOSS: N/A 

LOCATION: Appendix A, Table 1: CONTAINMENT / Row 6 

TECHNICAL BASIS: 
Restoration implied in the EAL assumes that function restoration procedures are considered 
effective if temperatures are decreasing or if vessel water level is increasing. The conditions 
mentioned in the EAL represent a core melt sequence which, if not corrected, could lead to vessel 
failure and an increased potential for containment failure. In conjunction with CET EALs in the Fuel 
Clad Barrier and leakages in the RCS Barrier, this EAL would result in the declaration of a General 
Emergency. There exists no success path for this event if function restoration procedures are 
ineffective.  

Severe accident analyses (e.g., NUREG-1150) have concluded that function restoration 
procedures can arrest core degradation within the reactor vessel in a significant fraction of the core 
damage scenarios, and that the likelihood of containment failure is very small in these events.  
Given this, it is appropriate to provide a reasonable period to allow function restoration procedures 
to arrest the core melt sequence. Whether or not the procedures will be effective should be 
apparent within 15 minutes. The Emergency Operations Director/Emergency Coordinator should 
make the declaration as soon as it is determined that the procedures have been, or will be, 
ineffective. The reactor vessel level identified in the EAL is consistent with application to PVNGS.  
(See the Technical Basis for the Fuel Clad Barrier "Potential Loss" EAL on reactor vessel water 
level.) 

NUMARC DEVIATION: 
NONE 

SOURCE DOCUMENT.
PVNGS Procedure 41 EP-1 R002, Loss of Coolant Accident, Rev. 00.06 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.18 1-13 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARCINESP-007 INITIATING CONDITION: 

3. Containment Isolation Valve Status After Containment Isolation 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

POTENTIAL LOSS: N/A 

LOSS: Failure of both CTMT isolation valves in any one line to close and pathway to the 
environment exists 

LOCATION: Appendix A, Table 1: CONTAINMENT / Row 3 

TECHNICAL BASIS: 
The PVNGS setpoint for a Containment Isolation Actuation Signal (CIAS) is 3.0 psig containment 
pressure. The likely cause for elevated containment pressure is a LOCA into containment. The 
containment atmosphere will be contaminated to some degree by activity from the RCS. If both 
containment isolation valves which are required to close on a CIAS do not fully close, there will be 
an unmonitored release to the environment from the containment if it is determined that a 
downstream pathway to the environment exists. Without evidence of fuel or clad damage, the risk 
of exposure to the public exceeding FSAR limits is minimal.  

This EAL addresses an incomplete containment isolation that allows a direct release to the 
environment. It represents a loss of the Containment Barrier.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT

PVNGS Procedure 41 EP-1 R002, Loss of Coolant Accident, Rev. 00.06 
PVNGS Procedure 41EP-1RO08, Functional Recovery, Rev. 00.12, Appendix FA, Rev. 00.07 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.19 1-14 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

4. SG Secondary Side Release With Primary To Secondary Leakage

PVNGS EMERGENCY ACTION LEVEL (EAL):

POTENTIAL LOSS: N/A 

LOSS: Release of contain. secondary side to atmosphere, i.e., SIG safety orADV, with S/G P/S 
leakage > Tech Spec allowable SIG P/S leakage 

LOCATION: Appendix A, Table 1: CONTAINMENT / Row 4 

TECHNICAL BASIS: 

The "Loss" EAL is based on steam generator tube leakage in excess of Tech Spec allowable S/G 
primary-to-secondary leakage in combination with a release of contaminated steam to the 
environment. Steam release may be due to a steam line break. It may also be due to operation of 
the main steam safety or atmospheric dump valves (ADVs), or turbine-driven AF pump exhaust.  
These methods may release steam to the environment as a normal factor of operation. In the case 
of a steam line break, the leakage to the environment may not be isolable. If the release of steam 
is from turbine-driven AF pump exhaust, isolation will likely result in loss of steam generator feed 
with eventual loss of core cooling as the steam generators boil dry. The Main Steam safety or 
atmospheric dump valves are commonly used as a primary means of RCS heat removal during 
post-trip natural circulation cooling of the core. Under these conditions, a release of steam from the 
Main Steam safety or atmospheric dump valves cannot be isolated without loss of core cooling or 
risking a possible overpressure condition in the steam generators. It is likely that there will be some 
contamination of the steam released to the environment by leakage from the primary coolant 
system. This release will be unmonitored. Without evidence of fuel or clad damage, the risk of 
exposure to the public exceeding FSAR limits is minimal.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT

PVNGS Procedure 41AO-1ZZ08, Steam Generator Tube Leak, Rev. 00.08 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.20 1-15 

APP MODE: MODES 1 - 4 CLASS: N/A 

CATEGORY: [F] Fission Product Barrier Degradation 

NUMARC/NESP-007 INITIATING CONDITION: 

8. Emergency Director Judgment 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

POTENTIAL LOSS / LOSS: Any condition that, in the opinion of the SMIEC, indicates loss or 
potential loss of CTMT Barrier 

LOCATION: Appendix A, Table 1: CONTAINMENT / Row 7 

TECHNICAL BASIS: 

This EAL addresses any other factors that are to be used by the Emergency Operations Director 
(or SM/EC) in determining whether the Containment Barrier is lost or potentially lost. In addition, 
the inability to monitor the barrier is also incorporated into this EAL as a factor in Emergency 
Operations Director (or SM/EC) judgment that the barrier may be considered lost or potentially lost.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT: 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [S] System Malfunction 

NUMARCINESP-007 INITIATING CONDITION: 
SUW Loss of All Offsite Power to Essential Busses for Greater Than 15 Minutes.  
1. The following conditions exist: 
a. Loss of power to (site-specific) transformers for greater than 15 minutes.  
AND 
b. At least (site-specific) emergency generators are supplying power to emergency busses.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Loss of offsite power (ESF XFMRs) to both 4.16 KV Class 1 E buses PBA-S03 and PBB-S04 for > 
15 minutes and both Emergency Diesel Generators (EDGs) are supplying power to their respective 
4.16 KV Class 1 E buses 

LOCATION: Appendix A, Table 2: ELECTRICAL / Row 1 

TECHNICAL BASIS: 

Prolonged loss of AC power reduces required redundancy and potentially degrades the level of 
safety of the plant by rendering the plant more vulnerable to a complete loss of AC power (Station 
Blackout). Fifteen minutes is selected as a threshold to exclude transient or momentary power 
losses.  

NUMARC DEVIATION: 

The EAL is not exclusive to specific transformers as the source of the loss of power, since the 
condition could be due to other causes. Breaker problems or relay faults would lead to the specified 
condition, as well. It is irrelevant what the actual cause of the condition may be. What is relevant 
is that the condition should be identified and actions, as a result of the loss of power, should be 
taken to properly classify the event and proceed under direction of plant procedures.  

SOURCE DOCUMENT: 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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APP MODE: MODES 5 - 6, Defueled CLASS: NUE 

CATEGORY: [S] System Malfunction 

NUMARCINESP-007 INITIATING CONDITION: 

SU7 Unplanned Loss of Required DC Power During Cold Shutdown or Refueling Mode for Greater 
Than 15 Minutes.  
1. Either of the following conditions exist: 
a. Unplanned loss of Vital DC power to required DC busses based on (site-specific) bus voltage 
indications.  
AND 
b. Failure to restore power to at least one required DC bus within 15 minutes from the time of loss.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Unplanned loss of required 125 V Class 1 E DC power (voltage < 112 as indicated on PKA-EI-M41, 
PKB-EI-M42, PKC-EI-M43, and/or PKD-EI-M44) for > 15 minutes in Modes 5-6 and Defueled 

LOCATION: Appendix A, Table 2: ELECTRICAL / Row 3 

TECHNICAL BASIS: 
The purpose of this EAL is to recognize a loss of DC power compromising the ability to monitor and 
control the removal of decay heat during Cold Shutdown or Refueling operations. This EAL is 
anticipatory in as much as the operating crew may not have necessary indication and control of 
equipment needed to respond to the loss. "Unplanned" is included in this EAL to preclude the 
declaration of an emergency as a result of planned maintenance activities. The intention is that the 
loss of the operating (OPERABLE) train is to be considered when the other redundant train may be 
out of service.  

Bus voltage of 112 is based on minimum bus voltage necessary for the operation of safety related 
equipment (i.e., 110.25 volts), as determined by the Engineering calculation performed to ascertain 
the two-hour Operability requirement with minimum bus voltage required to meet Technical 
Specifications OPERABILITY and by the acceptance criteria contained in 32ST-9PK03. Since 
instrument inaccuracy of 1% of full scale (150) results in an additional 1.5 volts needed to be 
applied, and since 1/2 of each minor division (i.e., 2 volts) is as close as can technically be 
monitored, 111.75 volts is rounded up to 112 volts as the threshold for this EAL.  
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NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT: 
Engineering Calculation 13-EC-PK-1 61, Rev. 6 
PVNGS Procedure 32MT-9ZZ09, Meter Calibration, Rev. 02.04 
PVNGS Procedure 32ST-9PK03, 18 Month Surveillance Test of Station Batteries, Rev. 05.01 
Combustion Engineering, Inc., Report on Combustion Engineering Input to Station Blackout Battery 
Evaluation for Palo Verde Units 1, 2, & 3, NOV 30, 1988 
Regulatory Guide 1.155, Station Blackout, AUG 1988 
NUMARC 87-00, Station Blackout at Light Water Reactors 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 4 CLASS: ALERT 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 
SA5 AC power capability to essential busses reduced to a single power source for greater than 15 
minutes such that any additional single failure would result in station blackout.  
1. Either of the following conditions exist: (a and b) 
a. Loss of Power to <site-specific> Transformers for Greater Than 15 Minutes, AND 
b. Onsite Power Capability has been Degraded to one (Train of) Emergency Bus(ses) Powered 
From a Single Onsite Power Source due to the Loss of: <site-specific list>

PVNGS EMERGENCY ACTION LEVEL (EAL): 
Either PBA-EI-S03 or PBB-EI-S04 indicates no voltage in Modes 1-4 under the following condition: 

Loss of offsite power (ESF XFMRs) to both 4.16 KV Class 1 E buses PBA-S03 and PBB-S04 for > 
15 minutes and one 4.16 KV Class 1 E bus is powered from a single onsite power source (EDG) 
OR 
Loss of onsite power (EDGs) to both 4.16 KV Class 1 E buses PBA-S03 and PBB-S04 for > 15 
minutes and one 4.16 KV Class 1 E bus is powered from a single offsite power source (ESF XFMR) 

LOCATION: Appendix A, Table 2: ELECTRICAL / Row 1 

TECHNICAL BASIS: 
This EAL is intended to provide an escalation from EAL [SU1-1]. The condition indicated is the 
degradation of the offsite and onsite power systems such that any additional single failure would 
result in a total loss of power to both essential buses. This condition could occur due to a loss of 
offsite power with a concurrent failure of one emergency diesel generator to supply power to its 
respective emergency bus. Another related condition could be the loss of all offsite power to the 
essential buses from the ESF Transformers and loss of both emergency diesel generators with only 
one train of emergency buses being backfed from the unit main generator, or the loss of both 
emergency diesel generators with only one train of emergency buses being backfed from offsite 
power. The subsequent loss of this single power source would escalate the event to an SAE in 
accordance with EAL [SS1-1]. Control Room indications representing this condition would be all 
power supplies to both essential buses unavailable except for a single power source such that if 
lost, would establish the single failure vulnerability. Since PVNGS is a multi-unit site, credit is 
allowed for a cross-tie of another unit's emergency diesel generator, provided that the evolution is 
being directed by plant procedures. However, the impact of this condition on other safety functions 
must be considered.
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NUMARC DEVIATION: 
The EAL is not exclusive to specific transformers as the source of the loss of power, since the 
condition could be due to other causes. Breaker problems or relay faults would lead to the specified 
condition, as well. It is irrelevant what the actual cause of the condition may be. What is relevant 
is that the condition should be identified and actions, as a result of the loss of power, should be 
taken to properly classify the event and proceed under direction of plant procedures.  

This EAL does not address specific Control Room annunciator indications for this condition due to 
the inconsistencies associated with it. Control Room annunciation is utilized in analyzing the 
condition, as directed by plant annunciator response procedures which direct subsequent actions 
based on priorities established within those procedures.  

SOURCE DOCUMENT

41 AL-1 RK1 A, Panel B01 A Alarm Responses, Rev. 03.01 
41AL-1RK1 B, Panel B01B Alarm Responses, Rev. 02.08 
41AL-1RK1C, Panel B01C Alarm Responses, Rev. 03.19 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.26 2-4 

APP MODE: MODES 5 - 6, Defueled CLASS: ALERT 

CATEGORY: [S] System Malfunction

NUMARC/NESP-007 INITIATING CONDITION: 

SA1 Loss of All Offsite Power and Loss of All Onsite AC Power to Essential Busses During Cold 
Shutdown Or Refueling Mode.  
1. The following conditions exist: 
a. Loss of power to (site-specific) transformers.  
AND 
b. Failure of (site-specific) emergency generators to supply power to emergency busses.  
AND 
c. Failure to restore power to at least one emergency bus within 15 minutes from the time of loss of 
both offsite and onsite AC power.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Loss of offsite power (ESF XFMRs) and loss of onsite AC power (EDGs) to both 4.16 KV Class 1 E 
buses PBA-S03 and PBB-S04 for > 15 minutes in Modes 5-6 and Defueled 

LOCATION: Appendix A, Table 2: ELECTRICAL / Row 2 

TECHNICAL BASIS: 
Loss of all AC power compromises all plant safety systems requiring electric power including SDC, 
ECCS, Containment Spray, Spent Fuel Heat Removal, and the Ultimate Heat Sink (SP). When in 
Cold Shutdown, Refueling, or a Defueled Mode, the event can be classified as an ALERT because 
of the significantly reduced decay heat, lower RCS temperature and pressure, and the increased 
time to restore one of the emergency buses relative to that specified for the SAE EAL. Fifteen 
minutes is selected as a threshold to exclude transient or momentary power losses.  

NUMARC DEVIATION: 
The EAL is not exclusive to specific transformers as the source of the loss of power, since the 
condition could be due to other causes. Breaker problems or relay faults would lead to the specified 
condition, as well. It is irrelevant what the actual cause of the condition may be. What is relevant 
is that the condition should be identified and actions, as a result of the loss of power, should be 
taken to properly classify the event and proceed under direction of plant procedures.  

SOURCE DOCUMENT.  

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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APP MODE: MODES 1 - 4 CLASS: SAE 

CATEGORY: [S] System Malfunction 

NUMA RCINESP-007 INITIATING CONDITION: 

SS1 Loss of All Offsite Power and Loss of All Onsite AC Power to Essential Busses.  
1. The following conditions exist: 
a. Loss of power to (site-specific) transformers.  
AND 
b. Failure of (site-specific) emergency generators to supply power to emergency busses.  
AND 
c. Failure to restore power to at least one emergency bus within (site-specific) minutes from the time 
of loss of both offsite and onsite AC power.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Loss of offsite power (ESF XFMRs) and loss of onsite AC power (EDGs) to both 4.16 KV Class 1 E 
buses PBA-S03 and PBB-S04 for > 15 minutes in Modes 1-4 

LOCATION: Appendix A, Table 2: ELECTRICAL / Row 1 

TECHNICAL BASIS: 

Loss of all AC power compromises all plant safety systems requiring electric power including SDC, 
ECCS, Containment Spray, Spent Fuel Heat Removal, and the Ultimate Heat Sink (SP). Prolonged 
loss of all AC power will cause core uncovering and loss of containment integrity. Thus, this event 
can escalate to a General Emergency. The fifteen minute time duration is selected to exclude 
transient and momentary power losses.  

NUMARC DEVIATION: 

The EAL is not exclusive to specific transformers as the source of the loss of power, since the 
condition could be due to other causes. Breaker problems or relay faults would lead to the specified 
condition, as well. It is irrelevant what the actual cause of the condition may be. What is relevant 
is that the condition should be identified and actions, as a result of the loss of power, should be 
taken to properly classify the event and proceed under direction of plant procedures.  

SOURCE DOCUMENT: 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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APP MODE: MODES 1 - 4 CLASS: SAE 

CATEGORY: [S] System Malfunction 

NUMARCINESP-007 INITIATING CONDITION: 

SS3 Loss of All Vital DC Power.  
1. Loss of All Vital DC Power based on (site-specific) bus voltage indications for greater than 15 
minutes.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Loss of all required 125 V Class 1 E DC power (voltage < 112 as indicated on PKA-EI-M41, 
PKB-EI-M42, PKC-EI-M43, and/or PKD-EI-M44) for > 15 minutes in Modes 1-4 

LOCATION: Appendix A, Table 2: ELECTRICAL / Row 3 

TECHNICAL BASIS: 

Loss of all DC power compromises the ability to monitor and control plant safety functions.  
Prolonged loss of all DC power will cause core uncovering and loss of containment integrity when 
there is significant decay heat and sensible heat in the Reactor Coolant System. Fifteen minutes 
is selected as a threshold to exclude transient and momentary power losses.  

Bus voltage of 112 is based on minimum bus voltage necessary for the operation of safety related 
equipment (i.e., 110.25 volts), as determined by the Engineering calculation performed to ascertain 
the two-hour Operability requirement with minimum bus voltage required to meet Technical 
Specifications OPERABILITY and by the acceptance criteria contained in 32ST-9PK03. Since 
instrument inaccuracy of 1% of full scale (150) results in an additional 1.5 volts needed to be 
applied, and since 1/2 of each minor division (i.e., 2 volts) is as close as can technically be 
monitored, 111.75 volts is rounded up to 112 volts as the threshold for this EAL.  

NUMARC DEVIATION: 
NONE 

SOURCE DOCUMENT: 

Engineering Calculation 13-EC-PK-1 61, Rev. 6 
PVNGS Procedure 32MT-9ZZ09, Meter Calibration, Rev. 02.04 
PVNGS Procedure 32ST-9PK03, 18 Month Surveillance Test of Station Batteries, Rev. 05.01 
Combustion Engineering, Inc., Report on Combustion Engineering Input to Station Blackout Battery 
Evaluation for Palo Verde Units 1, 2, & 3, NOV 30, 1988 
Regulatory Guide 1.155, Station Blackout, AUG 1988 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 4 CLASS: GE 

CATEGORY: [S] System Malfunction

NUMARCINESP-007 INITIATING CONDITION:

SG1 Prolonged Loss of All Offsite Power and Prolonged Loss of All Onsite AC Power.  
1. Prolonged loss of all offsite and onsite AC power as indicated by: 
a. Loss of power to (site-specific) transformers.  
AND 
b. Failure of (site-specific) emergency diesel generators to supply power to emergency busses.  
AND 
c. At least one of the following conditions exist: 
Restoration of at least one emergency bus within (site-specific) hours is NOT likely 
OR 
(Site-Specific) Indication of continuing degradation of core cooling based on Fission Product Barrier 
monitoring.  

PVNGS EMERGENCY ACTION LEVEL (EALI: 

Loss of offsite power (ESF XFMRs) and loss of onsite AC power (EDGs) to both 4.16 KV Class 1 E 
buses PBA-S03 and PBB-S04 in Modes 1-4 
AND 
Power restoration to at least one 4.16 KV Class 1 E bus within 4.5 hours is not likely or degradation 
of core cooling based on Fission Product Barrier monitoring is indicated 

LOCATION: Appendix A, Table 2: ELECTRICAL / Row 1 

TECHNICAL BASIS: 
Loss of all AC power compromises all plant safety systems requiring electric power including SDC, 
ECCS, Containment Spray, Spent Fuel Heat Removal, and the Ultimate Heat Sink (SP). Prolonged 
loss of all AC power will lead to loss of fuel clad, RCS, and containment. The 4.5 hour time duration 
to restore AC power is based on the site blackout coping analysis performed in conformance with 

10 CFR 50.63 and Regulatory Guide 1.155, Station Blackout. Appropriate allowance for offsite 
emergency response exists. Although this EAL may be redundant to Fission Product Barrier 
EAL(s), its inclusion is necessary to better assure timely recognition and emergency response.
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TECHNICAL BASIS (continued...): 
The specification of this EAL assures that in the unlikely event of a prolonged loss of power to both 
essential buses, timely recognition of the seriousness of the event occurs and that declaration of a 
General Emergency occurs as early as is appropriate, based on a reasonable assessment of the 
event trajectory.  

The likelihood of restoring at least one emergency bus is based on a realistic appraisal of the 
situation, since a delay in an upgrade decision based on only a chance of mitigating the event could 
result in a loss of valuable time in preparing and implementing public protective actions.  

In addition, under these conditions, fission product barrier monitoring capability may be degraded.  
Although it may be difficult to predict when power can be restored, it is necessary to give the 
Emergency Operations Director/Emergency Coordinator a reasonable idea of how quickly (s)he 
may need to declare a General Emergency based on two major considerations: 

1. Are there any present indications that core cooling is already degraded to the point that Loss or 
Potential Loss of Fission Product Barriers is IMMINENT? 

2. If there are no present indications of such core cooling degradation, how likely is it that power can 
be restored in time to assure that a loss of two barriers with a potential loss of the third barrier can 
be prevented? 

Thus, indication of continuing core cooling degradation must be based on Fission Product Barrier 
monitoring with particular emphasis on Emergency Operations Director/Emergency Coordinator 
judgment as it relates to IMMINENT Loss or Potential Loss of fission product barriers and degraded 
ability to monitor fission product barriers.  

NUMARC DEVIATION: 
The EAL is not exclusive to specific transformers as the source of the loss of power, since the 
condition could be due to other causes. Breaker problems or relay faults would lead to the specified 
condition, as well. It is irrelevant what the actual cause of the condition may be. What is relevant 
is that the condition should be identified and actions, as a result of the loss of power, should be 
taken to properly classify the event and proceed under direction of plant procedures.  

SOURCE DOCUMENT
Combustion Engineering, Inc., Evaluation of a Prolonged Station Blackout with Plant Recovery, 
Prepared for Arizona Public Service Company, MAR 1989 
Regulatory Guide 1.155, Station Blackout, AUG 1988 
NUMARC 87-00, Station Blackout at Light Water Reactors 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARCINESP-007 INITIATING CONDITION: 

AU1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
Two Times the Radiological Technical Specifications for 60 Minutes or Longer.  
1. A valid reading on one or more of the following monitors that exceeds the "value shown" (site 
specific monitors) indicates that the release may have exceeded the above criterion and indicates 
the need to assess the release with (site-specific procedure): 
(site-specific list) 
NOTE: If the monitor reading(s) is sustained for longer than 60 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  
2. Confirmed sample analyses for gaseous or liquid releases indicates concentrations or release 
rates with a release duration of 60 minutes or longer in excess of two times (site-specific technical 
specifications).  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

* Per 74RM-9EF41: 

Confirmed Plant Vent sample analysis or valid reading on Plant Vent RU-143 CH-1 indicating 
> 1.22E-03 pCi/cc sustained for 60 minutes or longer 
OR 
Valid dose assessment indicates > 1000 mrem/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 

assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL/ Row 1 

TECHNICAL BASIS: 

The term "Unplanned", as used in this context, includes any release for which a radioactive 
discharge permit was not prepared, or a release that exceeds the conditions (e.g., minimum dilution 
flow, maximum discharge flow, alarm setpoints, etc.) on the applicable permit.  

3-1
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TECHNICAL BASIS (continued...): 
Unplanned releases in excess of two times the site Offsite Dose Calculation Manual (ODCM) that 
continue for 60 minutes or longer represent an uncontrolled situation and hence, a potential 
degradation in the level of safety. The final integrated dose (which is very low in the NUE 
Classification) is not the primary concern here; it is the degradation in plant control implied by the 
fact that the release was not isolated within 60 minutes. Therefore, it is not intended that the release 
be averaged over 60 minutes. For example, a release of 4 times the ODCM for 30 minutes does 
not exceed this EAL. Further, the Emergency Coordinator should not wait until 60 minutes has 
elapsed, but should declare the event as soon as it is determined that the release duration has or 
will likely exceed 60 minutes.  

10 CFR 50.72 requires a non-emergency four-hour report for a release that exceeds 2 times 
maximum permissible concentrations (MPC) in unrestricted areas averaged over a period of one 
hour. There is generally more than one applicable ODCM limit (e.g., air dose rate, organ dose rate, 
organ doses, release rates, etc.). Often, effluent monitor alarms are based on instantaneous 
release rates. Depending on the source term, other ODCM limits may impose more restrictions.  
For this reason, the EALs should trigger an assessment of all applicable ODCM limits.  

Monitor indications are calculated on the basis of the methodology of the ODCM and other 
procedures which are used to demonstrate compliance with 10 CFR 20 and/or 10 CFR 50 Appendix 
I requirements. Annual average meteorological criteria is also used where allowed.  

The following calculation is used to derive the RU-1 43 HI Alarm setpoint, which correlates to the 
ODCM limit for offsite dose: 

mrem 500 yr = 6.12E-04 uCi Icc 

(1750u- -mrem Yr (8.91E06 ) 11000cfm) (471.9 c 

Where: 500 = Total Body Dose Rate Limit in mrernlyr 
111000 = Maximum process flow for the Plant Vent in CFM w/o Refueling Purge 
1750 = Equivalent Total Body Dose in mrern/yr per pCi/m 3 using 1% failed fuel mix 
8.91 E-06 = Highest annual X/Q in sec/m 3 from the ODCM 
471.9 = A units conversion factor in cc/sec per CFM 

NUMARC DEVIATION: 
Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  
Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  

SOURCE DOCUMENT: 

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 
AU1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
Two limes the Radiological Technical Specifications for 60 Minutes or Longer.  
1. A valid reading on one or more of the following monitors that exceeds the "value shown" (site 
specific monitors) indicates that the release may have exceeded the above criterion and indicates 
the need to assess the release with (site-specific procedure): (site-specific list) 
NOTE: If the monitor reading(s) is sustained for longer than 60 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  
2. Confirmed sample analyses for gaseous or liquid releases indicates concentrations or release 
rates with a release duration of 60 minutes or longer in excess of two times (site-specific technical 
specifications).  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

* Per 74RM-9EF41: 

Confirmed Fuel Bldg. sample analysis or valid reading on Fuel Bldg. RU-1 45 CH-1 indicating 
> 3.12E-03 pCi/cc sustained for 60 minutes or longer 
OR 
Valid dose assessment indicates > 1000 mrem/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 

assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 2 

TECHNICAL BASIS: 

The term "Unplanned", as used in this context, includes any release for which a radioactive 
discharge permit was not prepared, or a release that exceeds the conditions (e.g., minimum dilution 
flow, maximum discharge flow, alarm setpoints, etc.) on the applicable permit.  
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TECHNICAL BASIS (continued...): 
Unplanned releases in excess of two times the site Offsite Dose Calculation Manual (ODCM) that 
continue for 60 minutes or longer represent an uncontrolled situation and hence, a potential 
degradation in the level of safety. The final integrated dose (which is very low in the NUE 
Classification) is not the primary concern here; it is the degradation in plant control implied by the 
fact that the release was not isolated within 60 minutes. Therefore, it is not intended that the release 
be averaged over 60 minutes. For example, a release of 4 times the ODCM for 30 minutes does 
not exceed this EAL. Further, the Emergency Coordinator should not wait until 60 minutes has 
elapsed, but should declare the event as soon as it is determined that the release duration has or 
will likely exceed 60 minutes.  

10 CFR 50.72 requires a non-emergency four-hour report for a release that exceeds 2 times 
maximum permissible concentrations (MPC) in unrestricted areas averaged over a period of one 
hour. There is generally more than one applicable ODCM limit (e.g., air dose rate, organ dose rate, 
organ doses, release rates, etc.). Often, effluent monitor alarms are based on instantaneous 
release rates. Depending on the source term, other ODCM limits may impose more restrictions.  
For this reason, the EALs should trigger an assessment of all applicable ODCM limits.  

Monitor indications are calculated on the basis of the methodology of the ODCM and other 
procedures which are used to demonstrate compliance with 10 CFR 20 and/or 10 CFR 50 Appendix 
I requirements. Annual average meteorological criteria is also used where allowed.  

The following calculation is used to derive the RU-145 HI Alarm setpoint, which correlates to the 
ODCM limit for offsite dose: 

mrem 
500 yr = 1.56E-03 uCi /cc 

(1750 mrem/yr) (8.91 E-06o"c ) (43500 cfm) (471.9 cc/sec 

Where: 500 = Total Body Dose Rate Limit in mrernlyr 
43500 = Maximum process flow for the Fuel Bldg. in CFM 
1750 = Equivalent Total Body Dose in mrem/yr per pCi/m3 using 1% failed fuel mix 
8.91 E-06 = Highest annual 7(/Q in sec/m3 from the ODCM 
471.9 = A units conversion factor in cc/sec per CFM 

NUMARC DEVIATION: 
Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  

SOURCE DOCUMENT.
PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AU1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
Two Times the Radiological Technical Specifications for 60 Minutes or Longer.  
4. Valid indication on automatic real-time dose assessment capability greater than (site-specific 
value) for 60 minutes or longer [for sites having such capability].  

PVNGS EMERGENCY ACTION LEVEL (EAL : 

Unplanned radioactivity release which results in Site Boundary Dose Rates > 2 x ODCM Section 
3.0, 4.0, and 5.0 limits as measured with portable instrumentation 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 3 

TECHNICAL BASIS: 

The term "Unplanned", as used in this context, includes any release for which a radioactive 
discharge permit was not prepared, or a release that exceeds the conditions (e.g., minimum dilution 
flow, maximum discharge flow, alarm setpoints, etc.) on the applicable permit.  

Unplanned releases in excess of two times the site Offsite Dose Calculation Manual (ODCM) that 
continue for 60 minutes or longer represent an uncontrolled situation and hence, a potential 
degradation in the level of safety. The final integrated dose (which is very low in the NUE 
Classification) is not the primary concern here; it is the degradation in plant control implied by the 
fact that the release was not isolated within 60 minutes. Therefore, it is not intended that the release 
be averaged over 60 minutes. For example, a release of 4 times the ODCM for 30 minutes does 
not exceed this EAL. Further, the Emergency Coordinator should not wait until 60 minutes has 
elapsed, but should declare the event as soon as it is determined that the release duration has or 
will likely exceed 60 minutes.  

10 CFR 50.72 requires a non-emergency four-hour report for a release that exceeds 2 times 
maximum permissible concentrations (MPC) in unrestricted areas averaged over a period of one 
hour. There is generally more than one applicable ODCM limit (e.g., air dose rate, organ dose rate, 
organ doses, release rates, etc.). Often, effluent monitor alarms are based on instantaneous 
release rates. Depending on the source term, other ODCM limits may impose more restrictions.  
For this reason, the EALs should trigger an assessment of all applicable ODCM limits.  

Monitor indications are calculated on the basis of the methodology of the ODCM and other 
procedures which are used to demonstrate compliance with 10 CFR 20 and/or 10 CFR 50 Appendix 
I requirements. Annual average meteorological criteria is also used where allowed.  
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NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  

In lieu of specific dose rate values, reference to the Offsite Dose Calculation Manual (ODCM) is 
included as part of the EAL due to the magnitude of entries and their respective bases within the 
ODCM.  

PVNGS has committed in its Emergency Plan to specify into its EALs appropriate Site Boundary 
Dose Rates as measured with portable instrumentation. No automatic real-time instrumentation 
exists at the Site Boundary.  

SOURCE DOCUMENT

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
PVNGS Commitment RCTS 033715 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Emergency Plan, Rev. 14 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.37 3-4 

APP MODE: MODES 1 - 6 CLA NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARCINESP-007 INITIATING CONDITION: 

AU1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
Two Times the Radiological Technical Specifications for 60 Minutes or Longer.  
4. Valid indication on automatic real-time dose assessment capability greater than (site-specific 
value) for 60 minutes or longer [for sites having such capability].  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Site Boundary Dose Rate > 0.1 mrem/hr Deep Dose Equivalent as measured with portable 
instrumentation 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 4 

TECHNICAL BASIS: 

A measured dose rate of 0.1 mrem/hr Deep Dose Equivalent at the Site Boundary indicates entry 
into a Notification of Unusual Event (NUE).  

NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  

PVNGS has committed in its Emergency Plan to specify into its EALs appropriate Site Boundary 
Dose Rates as measured with portable instrumentation. No automatic real-time instrumentation 
exists at the Site Boundary.  

SOURCE DOCUMENT

PVNGS Commitment RCTS 033715 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Emergency Plan, Rev. 14 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.38 3-5 

APP MODE: MODES 1 - 6 CLASS:NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AU2 Unexpected increase in Plant Radiation or Airborne Concentration.  
4. Valid Direct Area Radiation Monitor readings increases by a factor of 1000 over normal * levels.  
* Normal levels can be considered as the highest reading in the past twenty-four hours excluding 

the current peak value.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Unexpected increase by a factor of 1000 over normal levels in valid direct area radiation monitor 
readings within the unit 

(normal levels comprise the highest reading in the past 24 hours excluding the current peak value) 

LOCATION: Appendix A, Table 3: RADIOLOGICAL/ Row 5 

TECHNICAL BASIS: 

This EAL addresses unplanned increases in in-plant radiation levels that represent a degradation 
in the control of radioactive material, and represent a potential degradation in the level of safety of 
the plant. Possible events which could lead to loss of control of radioactive material of this 
magnitude include, but are not limited to: 
"• Spent resin transfer with a resin spill or resin hose break 

"° Waste Gas Decay Tank leak or rupture 

If the increases impair safe plant operations, then this EAL escalates to an ALERT.  

NUMARC DEVIATION: 

Per NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993, Abnormal Rad Levels / Radiological Effluent, Question #13, 
the inclusion of "airborne concentration" in AU2 is an error and should be disregarded. Hence, no 
mention of "airborne concentration" exists in this EAL.  

SOURCE DOCUMENT: 

NUMARCINESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, Questions and 
Answers, June 1993 
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1.5.39 3-6 

APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AU2 Unexpected increase in Plant Radiation or Airborne Concentration.  
1. (Site-Specific) indication of uncontrolled water level decrease in the reactor refueling cavity with 
all irradiated fuel assemblies remaining covered by water.  
2. Uncontrolled water level decrease in the spent fuel pool and fuel transfer canal with all irradiated 
fuel assemblies remaining covered by water.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Uncontrolled water level decrease (as indicated by associated level alarms, sumps, or by visual 
indication) in the reactor refueling cavity, spent fuel pool, and/or fuel transfer canal with all irradiated 
fuel assemblies remaining covered by water 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 6 

TECHNICAL BASIS: 

These events tend to have long lead times relative to potential for radiological release outside the 
Site Boundary. Thus, impact to public health and safety is very low.  

In light of reactor cavity seal failure incidents at two different PWRs and loss of water in the spent 
fuel pool/fuel transfer canal at a BWR, all occurring since 1984, explicit coverage of these types of 
events is appropriate, given their potential for increased doses to plant staff. Classification as an 
NUE is warranted as a precursor to a more serious event.  

NUMARC DEVIATION: 

Per NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993, Abnormal Rad Levels / Radiological Effluent, Question #13, 
the inclusion of "airborne concentration" in AU2 is an error and should be disregarded. Hence, no 
mention of "airborne concentration" exists in this EAL.  

SOURCE DOCUMENT.  

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993 
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1.5.40 3-7 

APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SU4 Fuel Clad Degradation.  
2. (Site-Specific) coolant sample activity value indicating fuel clad degradation greater than 
Technical Specification allowable limits.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

RCS specific activity > Technical Specification allowable limits 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 7 

TECHNICAL BASIS: 

This EAL is considered to reflect a potential degradation in the level of safety of the plant and a 
potential precursor to more serious problems. The Technical Specification limit is set to ensure that 
following a steam generator tube rupture accident in conjunction with an assumed steady state 
steam generator leak rate of I gpm and a concurrent loss of offsite electrical power, the 2-hour dose 
rate to the public will not exceed ODCM limits for exposure to the public. The action required is a 
plant shutdown with TC < 500'F within 6 hours for activity exceeding 1 0O/E-Bar. With the specific 
activity of the coolant exceeding 1.0 uCi/gm Dose Equivalent 1131 for more than 48 hours during one 
continuous time interval, or exceeding a limit line specified in Technical Specifications Figure 3.4
1, the action required is plant shutdown with Tc < 500°F within 6 hours. The permission to operate 
for a limited period of time with the primary coolant activity greater than 1.0 ,uCi/gm, but below the 
curve in Technical Specification Figure 3.4-1, accommodates possible Iodine spiking which may 
accompany changes in reactor thermal power.  

NUMARC DEVIATION: 

NONE. PVNGS Technical Specifications depicts values associated with RCS specific activity.  

SOURCE DOCUMENT

Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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APP MODE: MODES 1 - 6 CLASS:ALERT 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AA1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
200 Times Radiological Technical Specifications for 15 Minutes or Longer.  
1. A valid reading on one or more of the following monitors that exceeds the value shown indicates 
that the release may have exceeded the above criterion and indicates the need to assess the 
release with (site-specific procedure): 
(site-specific list) 
NOTE: If the monitor reading(s) is sustained for longer than 15 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  
2. Confirmed sample analyses for gaseous or liquid releases indicates concentrations or release 
rates in excess of (200 x site-specific technical specifications) for 15 minutes or longer.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

* Per 74RM-9EF41: 
Confirmed Plant Vent sample analysis or valid reading on Plant Vent RU-143 CH-1 indicating 
> 1.22E-02 pCi/cc sustained for 15 minutes or longer 
OR 
Valid 
dose assessment indicates > 10000 mrem/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 1 

TECHNICAL BASIS: 

This event escalates from the NUE by escalating the magnitude of the release by a factor of 10.  
Prorating the 500 mrem/yr criterion for both time (8760 hr/yr) and the 20 multiplier, the associated 
Site Boundary Dose Rate would be 1.0 mrem/hr. The required release duration was reduced to 15 
minutes in recognition of the increased severity.  
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TECHNICAL BASIS (continued...): 

Monitor indications are calculated on the basis of the methodology of the ODCM and other 
procedures which are used to demonstrate compliance with 10 CFR 20 and/or 10 CFR 50 Appendix 
I requirements -- adjusted upwards by a factor of 20. Annual average meteorological criteria is also 
used where allowed.  

The following calculation is used to derive the EAL for an ALERT on the Plant Vent reading, which 
correlates to 20 times the ODCM limit for offsite dose: 

mrem 
10000 y 1000 yr= 

1.22E-02 uCi / cc 
(1750 mrern/yr) (8.91 E-06 see ) (1110000fm) (471.9 cc/seec 

uCi/m 3  m3  cfm 

Where: 10000 = 20 times the Total Body Dose Rate Limit of 500 in mrem/yr 
111000 = Maximum process flow for the Plant Vent in CFM w/o Refueling Purge 
1750 = Equivalent Total Body Dose in mrem/yr perpCi/mi3 using 1% failed fuel mix 
8.91 E-06 = Highest annual X/Q in sec/mi3 from the ODCM 
471.9 = A units conversion factor in cc/sec per CFM 

NUMARC DEVIATION: 

Since a NUMARC/NESP-007 referenced multiplier of 200 yields a value approaching the Site Area 
Emergency threshold calculated per the EPA-400-R-92-001, Manual of Protective Action Guides 
and Protective Actions for Nuclear Incidents, a multiplier of 20 is selected to allow a configuration 
representing a valid, incremental escalation from NUE to ALERT, and from ALERT to SAE.  

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  

SOURCE DOCUMENT

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARCINESP-007 INITIATING CONDITION: 

AA1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
200 Times Radiological Technical Specifications for 15 Minutes or Longer.  
1. A valid reading on one or more of the following monitors that exceeds the value shown indicates 
that the release may have exceeded the above criterion and indicates the need to assess the 
release with (site-specific procedure): 
(site-specific list) 
NOTE: If the monitor reading(s) is sustained for longer than 15 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  
2. Confirmed sample analyses for gaseous or liquid releases indicates concentrations or release 
rates in excess of (200 x site-specific technical specifications) for 15 minutes or longer.  

PVNGS EMERGENCY ACTION LEVEL (EAL•: 

* Per 74RM-9EF41: 

Confirmed Fuel Bldg. sample analysis or valid reading on Fuel Bldg. RU-146 CH-1 indicating 
> 1.13E-01 pCi/cc sustained for 15 minutes or longer 
OR 
Valid dose assessment indicates > 10000 mrem/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 

assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 2 

TECHNICAL BASIS: 

This event escalates from the NUE by escalating the magnitude of the release by a factor of 10.  
Prorating the 500 mrem/yr criterion for both time (8760 hr/yr) and the 20 multiplier, the associated 
Site Boundary Dose Rate would be 1.0 mrem/hr. The required release duration was reduced to 15 
minutes in recognition of the increased severity.  
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TECHNICAL BASIS (continued...): 

Monitor indications are calculated on the basis of the methodology of the ODCM and other 
procedures which are used to demonstrate compliance with 10 CFR 20 and/or 10 CFR 50 Appendix 
I requirements -- adjusted upwards by a factor of 20 and by a factor which is the ratio of the normal 
process flowrate to the Essential ventilation process flowrate for the Fuel Building Exhaust. Annual 
average meteorological criteria is also used where allowed.  

The following calculation is used to derive the EAL for an ALERT on the Fuel Bldg. Exhaust, which 
correlates to 20 times the ODCM limit for offsite dose: 

mrem 
10000 yr =1.13E-01 uCi /cc 

(1750 mrem/yr) (8.91E-06 sec ) 1 47. cc/sec ) 
U~ / M3 cfm 

Where: 10000 = 20 times the Total Body Dose Rate Limit of 500 in mrem/yr 
12000 = Maximum process flow for the Fuel Bldg. in CFM 
1750 = Equivalent Total Body Dose in mrem/yr perpCi/m3 using 1% failed fuel mix 
8.91 E-06 = Highest annual X/Q in sec/m3 from the ODCM 
471.9 = A units conversion factor in cc/sec per CFM 

NUMARC DEVIATION: 

Since a NUMARC/NESP-007 referenced multiplier of 200 yields a value approaching the Site Area 
Emergency threshold calculated per the EPA-400-R-92-001, Manual of Protective Action Guides 
and Protective Actions for Nuclear Incidents, a multiplier of 20 is selected to allow a configuration 
representing a valid, incremental escalation from NUE to ALERT, and from ALERT to SAE.  

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  

SOURCE DOCUMENT: 

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.45 3-10 (page 1 of 2) 

APP MODE: MODES 1 - 6 CLASS:ALERT 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AA1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
200 Times Radiological Technical Specifications for 15 Minutes or Longer.  
4. Valid indication on automatic real-time dose assessment capability greater than (200 x site
specific Technical Specifications value) for 15 minutes or longer [for sites having such capability].  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Unplanned radioactivity release which results in Site Boundary Dose Rates > 20 x ODCM Section 
3.0, 4.0, and 5.0 limits as measured with portable instrumentation 

LOCATION: Appendix A, Table 3: RADIOLOGICAL/ Row 3 

TECHNICAL BASIS: 

This event escalates from the NUE by escalating the magnitude of the release by a factor of 20.  
Prorating the 500 mrem/yr criterion for both time (8760 hr/yr) and the 20 multiplier, the associated 
Site Boundary Dose Rate would be 1.0 mrem/hr. The required release duration was reduced to 15 
minutes in recognition of the increased severity.  

Monitor indications are calculated on the basis of the methodology of the ODCM and other 
procedures which are used to demonstrate compliance with 10 CFR 20 and/or 10 CFR 50 Appendix 
I requirements-- adjusted upwards by a factor of 20. Annual average meteorological criteria is also 
used where allowed.  

NUMARC DEVIATION: 

Since a NUMARC/NESP-007 referenced multiplier of 200 yields a vdlue approaching the Site Area 
Emergency threshold calculated per the EPA-400-R-92-001, Manual of Protective Action Guides 
and Protective Actions for Nuclear Incidents, a multiplier of 20 is selected to allow a configuration 
representing a valid, incremental escalation from NUE to ALERT, and from ALERT to SAE.  

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  
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NUMARC DEVIATION (continued...): 

In lieu of specific dose rate values, reference to the Offsite Dose Calculation Manual (ODCM) is 
included as part of the EAL due to the magnitude of entries and their respective bases within the 
ODCM.  

PVNGS has committed in its Emergency Plan to specify into its EALs appropriate Site Boundary 
Dose Rates as measured with portable instrumentation. No automatic real-time instrumentation 
exists at the Site Boundary.  

SOURCE DOCUMENT

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
PVNGS Commitment RCTS 033715 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Emergency Plan, Rev. 14 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.47 3-11 

APP MODE: MODES 1 - 6 CLASS:ALERT 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AA1 Any Unplanned Release of Gaseous or Liquid Radioactivity to the Environment that Exceeds 
200 Times Radiological Technical Specifications for 15 Minutes or Longer.  
4. Valid indication on automatic real-time dose assessment capability greater than (200 x site
specific Technical Specifications value) for 15 minutes or longer [for sites having such capability].  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Site Boundary Dose Rate > 1.0 mrerm/hr Deep Dose Equivalent as measured with portable 
instrumentation 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 4 

TECHNICAL BA•kS: 

A measured dose rate of 1.0 mrem/hr Deep Dose Equivalent at the Site Boundary indicates entry 
into an ALERT.  

NUMARC DEVIATION: 

Since a NUMARC/NESP-007 referenced multiplier of 200 yields a value approaching the Site Area 
Emergency threshold calculated per the EPA-400-R-92-001, Manual of Protective Action Guides 
and Protective Actions for Nuclear Incidents, a multiplier of 20 is selected to allow a configuration 
representing a valid, incremental escalation from NUE to ALERT, and from ALERT to SAE.  

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

Liquid releases are not addressed in the EAL as PVNGS is a "dry" site comprising no liquid releases 
offsite (RE: PVNGS UFSAR Section 11.2.3).  

PVNGS has committed in its Emergency Plan to specify into its EALs appropriate Site Boundary 
Dose Rates as measured with portable instrumentation. No automatic real-time instrumentation 
exists at the Site Boundary.  

SOURCE DOCUMENT: 

PVNGS Commitment RCTS 033715 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
PVNGS Emergency Plan, Rev. 14 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 3 -1 1
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APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent

NUMARCINESP-007 INITIATING CONDITION:

AA3 Release of Radioactive Material or Increases in Radiation Levels Within the Facility That 
Impedes Operation of Systems Required to Maintain Safe Operations or to Establish or Maintain 
Cold Shutdown 
1. Valid (site-specific) radiation monitor readings GREATER THAN 15 mR/hr in areas requiring 
continuous occupancy to maintain plant safety functions: 
- (Site-specific) list 
2. Valid (site-specific) radiation monitor readings GREATER THAN <site specific> values in areas 
requiring infrequent access to maintain plant safety functions.  
- (Site-specific) list 
NOTE: The Emergency Director should determine the cause of the increase in radiation levels and 
review other ICs for applicability.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Valid readings on the associated radiation monitor in any of the following areas required to maintain 
plant safety functions which are: 

(1) > 15 mR/hr: 
- RU-1 8 Control Room 
- RU-1 8 Secondary Alarm Station 
OR 
(2) > 5000 mR/hr: 
- RU-1 8 Remote Shutdown Panels 
- RU-155 Main Steam Support Structure 
- RU-153c Aux Bldg, 100' East 
- RU-23 Chemistry Hot Laboratory 
- RU-1 9 Fuel Building 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 5 

TECHNICAL BASIS:

This EAL addresses increased radiation levels that impede necessary access to operating stations, 
or other areas containing equipment which must be operated manually, in order to maintain safe 
operation or perform a safe shutdown. It is this impaired ability to operate the plant that results in 
the actual or potential substantial degradation of the level of safety of the plant. The cause and/or 
magnitude of the increase inradiation levels is not a concern of this EAL. The Emergency 
Coordinator must consider the source or cause of the increased radiation levels and determine if 
any other EAL may be involved. For example, a dose rate of 15 mrem/hr in the Control Room may 
be a problem in itself. However, the increase may also be indicative of high dose rates in the 
containment due to a LOCA. In this latter case, an SAE or GE may be indicated by the fission 
product barrier matrix EALs. At PVNGS this EAL could result in a declaration of an ALERT at one 
unit due to a radioactivity release or radiation shine resulting from a major accident at another unit.  
This is appropriate if the increase impairs operations of the operating unit.
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TECHNICAL BASIS (continued... : 
At PVNGS, this EAL could result in a declaration of an ALERT at one unit due to a radioactivity 
release or radiation shine resulting from a major accident at another unit. This is appropriate if the 
increase impairs operations at the operating unit.  

This EAL is not meant to apply to increases in the containment dome radiation monitors (RU-148 
and/or RU-149), as these are events which are addressed in the Fission Product Barrier Reference 
EALs. Nor is it intended to apply to anticipated temporary increases due to planned events (e.g., 
incore detector move-ment, radwaste container movement, depleted resin transfers, etc.).  

Areas requiring continuous occupancy include the Control Room and the Secondary Alarm Station.  
The Radwaste Control Room is not determined to require continuous occupancy because radwaste 
systems are not in use following accident situations where dose rates may escalate beyond normal 
levels per the SER, Chapter 22, 11 .B.2. The value of 15 mrem/hr is derived from the General 
Design Criteria-1 9 (GDC-19) value of 5 rem in 30 days with adjustment for expected occupancy 
times. Although Section Il.D.3 of NUREG-0737, Clarification of TMI Action Plan Requirements, 
provides that the 15 mrem/hr value can be averaged over the 30 days, the value is used here 
without averaging, as a 30-day duration implies an event potentially more significant than an 
ALERT.  

Areas requiring infrequent access are those which house equipment that do/may require manual 
operation to maintain safe plant operations or perform a safe plant shutdown. The Remote 
Shutdown Panels Area must be manned under adverse Control Room conditions and is required 
for plant shutdown. The other areas listed in the EAL are those identified in the Unit 3 PASS 
Licensing Checklist and comprises areas needed for access by plant personnel under adverse 
radiological conditions to perform manual operations required by plant operating procedures. For 
areas requiring infrequent access, the 5000 mrem/hr value is based on radiation levels which result 
in exposure control measures intended to maintain doses within normal occupational exposure 
guidelines and limits (i.e., 10 CFR 20), and in doing so, will impede necessary access.  

The radiation monitors associated with this EAL read in Roentgen and mR, rather than rem and 
mrem. Surveys of areas requiring access are recorded in mrem. For nuclear power plant gamma 
rays (excluding N-16), mrem and mR are approximately equal.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT: 

Engineering Calculation 13-MC-FP-317, IOCFR50, Appendix-R Operational Considerations, 29 JUL 93 
ANPP Post-Accident Sampling System Licensing Technical Review Response Justification, 09 AUG 85 
Engineering Calculation 03-NC-SS-AOI, Post-Accident Doses, 28 JUN 87 
PVNGS Procedure 41AO-IZZ27, Shutdown Outside Control Room, Rev. 02.17 
PVNGS Procedure 41AO-1ZZ44, Control Room Fire, Rev. 03.07 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear Incidents 
NUREG-0857, Safety Evaluation Report Related to the Operation of Palo Verde Nuclear Generating Station, 
Units 1, 2, and 3, NOV 81 
NUMARCINESP-007, Methodology for Development of Emergency Action Levels, Rev. 2a
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APP MODE: MODES 1 - 6 CLAS:ALERT 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AA2 Major Damage to Irradiated Fuel or Loss of Water Level that Has or Will Result in the 
Uncovering of Irradiated Fuel Outside the Reactor Vessel.  
1. A (site-specific setpoint) alarm on one or more of the following radiation monitors: (site-specific 
monitors) 
Refuel Floor Area Radiation Monitor 
Fuel Handling Building Ventilation Monitor 
Fuel Bridge Area Radiation Monitor 
2. Report of visual observation of irradiated fuel uncovered.  
3. Water level less than (site-specific) feet for the Reactor Refueling Cavity that will result in 
Irradiated Fuel Uncovering.  
4. Water level less than (site-specific) feet for the Spent Fuel Pool and Fuel Transfer Canal that will 
result in Irradiated Fuel uncovering.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Major damage to irradiated fuel or indication of loss of water level in the reactor refueling cavity, 
spent fuel pool, and/or fuel transfer canal (i.e., level < 132.5 ft. elevation as indicated by associated 
level alarms, sumps, or by visual indication) such that the uncovering of irradiated fuel (outside the 
reactor vessel) has or will occur 
AND 
Valid high radiation alarm on the associated radiation monitor exists: RU-16, RU-31, RU-33, 
RU-143, or RU-145 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 6 

TECHNICAL BASIS: 

This EAL applies to spent fuel requiring water coverage and is not intended to address spent fuel 
which is licensed for dry storage, which is not applicable to PVNGS. NUREG-0818, Emergency 
Action Levels for Light Water Reactors, forms the basis for these EALs.  

There is time available to take corrective actions, and there is little potential for substantial fuel 
damage. In addition, NUREG/CR-4982, Severe Accident in Spent Fuel Pools in Support of Generic 
Safety Issue 82, July 1987, indicates that even if corrective actions are not taken, no prompt 
fatalities are predicted, and that risk of injury is low. In addition, NRC Information Notice No. 90-08, 
KR-85 Hazards from Decayed Fuel, presents the following in its discussion: 
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TECHNICAL BASIS (continued..,): 

In the event of a serious accident involving decayed spent fuel, protective actions would be needed 
for personnel on site, while offsite doses (assuming an exclusion area radius of one mile from the 
plant site) would be well below the Environmental Protection Agency's Protective Action Guides.  
Accordingly, it is important to be able to properly survey and monitor for Kr-85 in the event of an 
accident with decayed spent fuel.  

Licensees may wish to reevaluate whether Emergency Action Levels specified in the emergency 
plan and procedures governing decayed fuel-handling activities appropriately focus on concern for 
onsite workers and Kr-85 releases in areas where decayed spent fuel accidents could occur, for 
example, the spent fuel pool working floor. Furthermore, licensees may wish to determine if 
emergency plans and corresponding implementing procedures address the means for limiting 
radiological exposures of onsite personnel who are in other areas of the plant. Among other things, 
moving onsite personnel away from the plume and shutting off building air intakes downwind from 
the source may be appropriate.  

The 132.5 ft. elevation (17.5 ft. above the fuel) is based on a level corresponding to a point below 
which siphoning of water in the Spent Fuel Pool would cease. Any further uncontrolled water level 
decrease beyond this point would indicate major problems with sealing areas, signifying a potential 
radiation dose consequence to plant personnel.  

Thus, an ALERT Classification for this event is appropriate. Escalation, if appropriate, would occur 
via the Radiological Category or the Emergency Coordinator judgment.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT.  

Regulatory Guide 1.25, Assumptions Used for Evaluating the Potential Radiological Consequences 
of a Fuel Handling Accident in the Fuel Handling and Storage Facility for Boiling and Pressurized 
Water Reactors, Rev. 0, 23 MAR 72 
Combustion Engineering Standard Safety Analysis Report (CESSAR), Section 9.1.4.6 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
Bechtel Calculation 13-NC-ZY-203, Fuel Handling Accident in the Fuel Building, Rev. 4 
Combustion Engineering Study 14273-RCE-404, Implications of Cavity Seal Failure, Rev. 0 
INPO SOER 85-01, Reactor Cavity Seal Failure 
PVNGS Procedure 41AL-1 PCO1, Fuel Pool Cooling and Cleanup System Local Alarm Panel 
1-J-PCN-E02 Responses, Rev. 03.03 
PVNGS Procedure 41AO-1ZZ26, Irradiated Fuel Damage, Rev. 03.01 
PVNGS Procedure 41AO-1ZZ53, Loss of Refueling Pool and/or Spent Fuel Pool Level, Rev. 02.06 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: SAE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARCINESP-0o7 INITIATING CONDITION: 

AS1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous Radioactivity 
Exceeds 100 mR Whole Body or 500 mR Child Thyroid for the Actual or Projected Duration of the 
Release.  
1. A valid reading on one or more of the following monitors that exceeds or is expected to exceed 
the value shown indicates that the release may have exceeded the above criterion and indicates 
the need to assess the release with (site-specific procedure): 
(site-specific list) 
Note: If the monitor reading(s) is sustained for longer than 15 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

* Per 74RM-9EF41: 
Confirmed Plant Vent sample analysis or valid reading on Plant Vent RU-1 44 CH-1 indicating 
> 2.20E-01 pCi/cc sustained for 15 minutes or longer 
OR 
Valid dose assessment indicates > 100 mrem/hr external EDE at the Site Boundary 
OR 
Valid dose assessment indicates > 1.OOE+06 mrem/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 
assessments cannot be completed within this period, then the declaration must be based on the 
valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL/ Row 1 

TECHNICAL BASIS: 

The 100 mrem integrated Total Effective Dose Equivalent (TEDE) in this EAL is based on the 
10 CFR 20 annual member-of-the-public exposure limit. This value also provides a desirable 
gradient (one order of magnitude) between the ALERT, SAE, and GE Classes. It is deemed that 
exposures less than this limit are not consistent with the SAE Class description. The 500 mrem 
integrated thyroid Committed Dose Equivalent (CDE) was established in consideration of the 1:5 
ratio of the EPA Protective Action Guidelines for TEDE and thyroid CDE.  

Integrated doses are generally not monitored in real-time. In this EAL, a duration of one hour is 
assumed and is based on a calculated Site Boundary Dose Rate of 100 mrem/hr TEDE or 500 
mrem/hr thyroid CDE, 

3-14
'V216-O8Nt (8.8*1 IPV216-08Nf (8-88)P



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 342 of 443 
SRevision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-01 8 

Appendix P Page 84 of 146 

1.5.53 3-14 (page 2 of 2) 

TECHNICAL BASIS (continued...): 

whichever is more limiting, depending on source term assumptions.  

The FSAR source terms applicable to each monitored pathway are used in conjunction with annual 
average meteorology in determining indications for the monitors on that pathway. The calculation 
is shown in the Technical Basis for EAL V-72 (NUMARC EAL AGI-1), a General Emergency EAL.  
This Site Area Emergency EAL is proportioned to 10% of EAL V-72 for the same vent pathway and 
directly correlates to established generic guidance.  

NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

The radiation quantities "Whole Body" and "Child Thyroid" were supplanted by "TEDE" and "Thyroid 
CDE" in accordance with EPA-400-R-92-001, Manual of Protective Action Guides and Protective 
Actions for Nuclear Incidents.  

The NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides 
in Existing Emergency Programs", 13 APR 93, Implementation Suggestion #2, advises utilities to 
base thyroid calculations on the adult age group, as specified by the EPA, provided that this is 
consistent with the age group used by the offsite agencies in their EPZs. The State of AZ offsite 
agencies have elected not to retain the child age group and will utilize the adult age group for thyroid 
calculations.  

SOURCE DOCUMENT.  

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides in 
Existing Emergency Programs", 13 APR 93 
PVNGS Emergency Plan, Rev. 14 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: SAE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AS1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous Radioactivity 
Exceeds 100 mR Whole Body or 500 mR Child Thyroid for the Actual or Projected Duration of the 
Release.  
1. A valid reading on one or more of the following monitors that exceeds or is expected to exceed 
the value shown indicates that the release may have exceeded the above criterion and indicates 
the need to assess the release with (site-specific procedure): 
(site-specific list) 
Note: If the monitor reading(s) is sustained for longer than 15 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

* Per 74RM-9EF41: 
Confirmed Fuel Bldg. sample analysis or valid reading on Fuel Bldg. RU-146 CH-1 indicating 
> 1.96E+00 pCi/cc sustained for 15 minutes or longer 
OR 
Valid dose assessment indicates > 100 mrem/hr external EDE at the Site Boundary 
OR 
Valid dose assessment indicates > 1.OOE+06 mrerm/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 
assessments cannot be completed within this period, then the declaration must be based on the 
valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 2 

TECHNICAL BASIS: 

The 100 mrem integrated Total Effective Dose Equivalent (TEDE) in this EAL is based on the 
10 CFR 20 annual member-of-the-public exposure limit. This value also provides a desirable 
gradient (one order of magnitude) between the ALERT, SAE, and GE Classes. It is deemed that 
exposures less than this limit are not consistent with the SAE Class description. The 500 mrem 
integrated thyroid Committed Dose Equivalent (CDE) was established in consideration of the 1:5 
ratio of the EPA Protective Action Guidelines for TEDE and thyroid CDE.  

Integrated doses are generally not monitored in real-time. In this EAL, a duration of one hour is 
assumed and is based on a calculated Site Boundary Dose Rate of 100 mrem/hr TEDE or 500 
mrem/hr thyroid CDE, 
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TECHNICAL BASIS (continued...): 

whichever is more limiting, depending on source term assumptions.  

The FSAR source terms applicable to each monitored pathway are used in conjunction with annual 
average meteorology in determining indications for the monitors on that pathway. The calculation 
is shown in the Technical Basis for EAL V-72 (NUMARC EAL AG1-1), a General Emergency EAL.  
This Site Area Emergency EAL is proportioned to 10% of EAL V-72 for the same vent pathway and 
directly correlates to established generic guidance.  

NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

The radiation quantities "Whole Body" and "Child Thyroid" were supplanted by "TEDE" and "Thyroid 
CDE" in accordance'with EPA-400-R-92-001, Manual of Protective Action Guides and Protective 
Actions for Nuclear Incidents.  

The NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides 
in Existing Emergency Programs", 13 APR 93, Implementation Suggestion #2, advises utilities to 
base thyroid calculations on the adult age group, as specified by the EPA, provided that this is 
consistent with the age group used by the offsite agencies in their EPZs. The State of AZ offsite 
agencies have elected not to retain the child age group and will utilize the adult age group for thyroid 
calculations.  

SOURCE DOCUMENT.

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
Offsite Dose Calculation Manual (00CM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides in 
Existing Emergency Programs", 13 APR 93 
PVNGS Emergency Plan, Rev. 14 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: SAE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMA RC/NESP-007 INITIATING CONDITION: 

AS1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous Radioactivity 
Exceeds 100 mR Whole Body or 500 mR Child Thyroid for the Actual or Projected Duration of the 
Release.  
3. Valid dose assessment capability indicates dose consequences greater than 100 mR whole body 
or 500 mR child thyroid.  
4. Field survey results indicate site boundary dose rates exceeding 100 mR/hr expected to continue 
for more than one hour; or analyses of field survey samples indicate child thyroid dose commitment 
of 500 mR for one hour of inhalation.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Site Boundary Dose Rate > 100 mrem/hr Deep Dose Equivalent as measured with portable 
instrumentation 
OR 
Valid dose assessment indicates > 100 mrern/hr TEDE or > 500 mrem/hr thyroid CDE at the Site 
Boundary 

LOCATION: Appendix A, Table 3: RADIOLOGICAL/ Row 4 

TECHNICAL BASIS: 

The 100 mrem integrated Total Effective Dose Equivalent (TEDE) in this EAL is based on the 
10 CFR 20 annual member-of-the-public exposure limit. This value also provides a desirable 
gradient (one order of magnitude) between the ALERT, SAE, and GE Classes. It is deemed that 
exposures less than this limit are not consistent with the SAE Class description. The 500 mrem 
integrated thyroid Committed Dose Equivalent (CDE) was established in consideration of the 1:5 
ratio of the EPA Protective Action Guidelines for TEDE and thyroid CDE.  

Integrated doses are generally not monitored in real-time. In this EAL, a duration of one hour is 
assumed and is based on a calculated Site Boundary Dose Rate of 100 mrem/hr TEDE or 500 
mrem/hr thyroid CDE, whichever is more limiting, depending on source term assumptions.  

The FSAR source terms applicable to each monitored pathway are used in conjunction with annual 
average meteorology in determining indications for the monitors on that pathway. The calculation 
is shown in the Technical Basis for EAL 3-17 (NUMARC EAL AG 1-1), a General Emergency EAL.  
This Site Area Emergency EAL is proportioned to 10% of EAL 3-17 for the same vent pathway and 
directly correlates to established generic guidance.  

3-16
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1.5.57 3-16 (page 2 of 2) 

NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

The radiation quantities "Whole Body" and "Child Thyroid" were supplanted by "TEDE" and "Thyroid 
CDE" in accordance with EPA-400-R-92-001, Manual of Protective Action Guides and Protective 
Actions for Nuclear Incidents.  

The NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides 
in Existing Emergency Programs", 13 APR 93, Implementation Suggestion #2, advises utilities to 
base thyroid calculations on the adult age group, as specified by the EPA, provided that this is 
consistent with the age group used by the offsite agencies in their EPZs. The State of AZ offsite 
agencies have elected not to retain the child age group and will utilize the adult age group for thyroid 
calculations.  

PVNGS has committed in its Emergency Plan to specify into its EALs appropriate Site Boundary 
Dose Rates as measured with portable instrumentation. No automatic real-time instrumentation 
exists at the Site Boundary.  

SOURCE DOCUMENT

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
PVNGS Commitment RCTS 033715 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
PVNGS Emergency Plan, Rev. 14 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: GE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AG1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous Radioactivity 
Exceeds 1000 mR Whole Body or 5000 mR Child Thyroid for the Actual or Projected Duration of 
the Release Using Actual Meteorology.  
1. A valid reading on one or more of the following monitors that exceeds or is expected to exceed 
the value shown indicates that the release may have exceeded the above criterion and indicates 
the need to assess the release with (site-specific procedure): 
(site-specific list) 
Note: If the monitor reading(s) is sustained for longer than 15 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

* Per 74RM-9EF41: 

Confirmed Plant Vent sample analysis or valid reading on Plant Vent RU-1 44 CH-1 indicating 
> 2.20E+00 pCi/cc sustained for 15 minutes or longer 
OR 
Valid dose assessment indicates > 1000 mrem/hr external EDE at the Site Boundary 
OR 
Valid dose assessment indicates > 1.OOE+07 mrem/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 
assessments cannot be completed within this period, then the declaration must be based on the 
valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 1 

TECHNICAL BASIS: 

The 1000 mrem Total Effective Dose Equivalent (TEDE) and the 5000 mrem thyroid Committed 
Dose Equivalent (CDE) are based on the EPA protective action guidance which indicates that public 
protective actions are indicated if the dose exceeds 1 rem Total Effective Dose Equivalent or 5 rem 
thyroid Committed Dose Equivalent. This is consistent with the emergency class description for a 
General Emergency. This level constitutes the upper level of the desirable gradient forthe Site Area 
Emergency. Actual meteorology is specifically identified in the EAL since it gives the most accurate 
dose assessment. Actual meteorology (including forecasts) should be used whenever possible.  

3-17
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TECHNICAL BASIS (continued.. ): 

Integrated doses are generally not monitored in real-time. In this EAL, a duration of one hour is 
assumed and is based on calculated Site Boundary Doses for TEDE or thyroid CDE, whichever is 
more limiting, depending on source term assumptions.  

The FSAR source terms applicable to each monitored pathway are used in conjunction with annual 
average meteorology in determining indications for the monitors on that pathway. The following 
calculation demonstrates that EALs of 2.2 pCi/cc on the Plant Vent monitor and 19.6 ,uCi/cc on the 
Fuel Building Vent monitor will produce, for a 1-hour exposure, EPA-400 PAG values of (a) 1 rem 
TEDE at the Site Boundary, or (b) 5 rem thyroid CDE, without exceeding the other EPA-400 PAG 
value. Under NUMARC/NESP-007, these values will be used as EALs for General Emergency.  
The corresponding EAL values for Site Area Emergency are 10% of the General Emergency 
values.  

For the Fuel Building Vent monitor, a reading of 1.56E-03 pCi/cc or greater will cause an automatic 
reduction in flow rate of 43,500 cfm to a design value of 12,000 cfm (provided both trains of essential 
ventilation are in operation). This concentration is one-half the EAL for Unusual Event. Therefore, 
a flow rate of 12,000 cfm will be used for this calculation. Bringing essential ventilation online also 
results in charcoal filtration of the Fuel Building Vent effluent, which consists of the ventilation 
exhausts from the Fuel Building as well as the Auxiliary Building below ground level. This filtration 
results in an Iodine reduction factor of 20, that is, a charcoal filter efficiency of 95%.  

The design maximum flow rate for the Plant Vent is 111,000 cfm without the refueling purge in 
operation. Radiation Monitoring System (RMS) alarm setpoints do not reduce flow rate to the Plant 
Vent. Charcoal filtration is brought online through operator actions for the several flows to the Plant 
Vent which have a potential Iodine source term. This action provides an Iodine reduction factor of 
20. RMS alarm setpoints and the EALs stated as concentrations in the Plant Vent exhaust and the 
Fuel Building Vent exhaust are based on noble gas concentration.  

Based on the foregoing, the methodology of this calculation will be to calculate TEDE and thyroid 
CDE at the Site Boundary for a one-hour release with a default atmospheric dispersion coefficient 
(X/Q = 8.91E-06 sec/rn3), which is the highest sector annual average X/Q value from the ODCM.  
The calculation for the Plant Vent release uses 2.2 pCi/cc noble gas for the accident type with the 
highest Iodine/noble gas (IING) ratio and 95% filter efficiency for Iodine. This process would then 
be repeated for releases from the Fuel Building Vent at 1.96E+01 ,uCicc.
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TECHNICAL BASIS (continued...): 

The Iodine/noble gas (IING) ratios at time = zero effective age are obtained from MESOREM, Jr.: 

Plant Vent Releases I/NG 

1. Isolated Containment (100% LOCA /with iodine filtered) 1.9E-02 
2. Steam Generator Tube Rupture with 1% Failed Fuel 7.5E-05 
3. Steam Generator Tube Rupture with 100% Failed Fuel 5.1 E-04 
4. Loss of Coolant Accident with 1% Failed Fuel 3.8E-03 
5. Loss of Coolant Accident with 100% Failed Fuel 2.2E-02 
6. Waste Gas Decay Tank Rupture 0 
7. Fuel Handling Accident 2.5E-04 

Fuel Building Vent Releases I/NG 

1. Loss of Coolant Accident with 1% Failed Fuel 3.8E-03 
2. Loss of Coolant Accident with 100% Failed Fuel 2.2E-02 
3. Fuel Handling Accident 2.5E-04 

For both vent pathways, the Loss of Coolant Accident (LOCA) with 100% Failed Fuel has the 
highest I/NG ratio (maximum thyroid CDE). Noble gas release rate is fixed at the RMS reading 
specified (Plant Vent = 2.2,uQCcc, Fuel Building Vent = 19.6 pCl/cc) multiplied by the process flow 
rate (Plant Vent= 111,000 cfm, Fuel Building Vent= 12,000 cfm). The source term, in units of 
pCi/sec., is the same for both vent pathways, given these flow rates, concentrations, and this 
accident type (i.e., 19.6/2.2 = 111,000/12,000).  

Use of the LOCA with 100% Failed Fuel is consistent with PVNGS UFSAR Section 1.8, "Regulatory 
Guide 1.52 Response", in which this accident type is postulated for the design basis of the Control 
Building Essential Ventilation System. The same UFSAR Section also postulates the Fuel Handling 
Accident for the design basis of the Fuel Building Essential Ventilation System. By inspection of the 
above table, it can be seen that the Fuel Handling Accident has a lower I/NG ratio than the LOCA 
with 100% Failed Fuel. Therefore, given that the same accident type is limiting for both vent 
pathways, it is not necessary to calculate doses from both vents; they would be the same.  

The source term or release rate is calculated in the following table per the equation: 

Ci/sec = (pCi/cc) (ft3/min) (472 cc/sec per ft3/min) (1 E-06 Ci/pCi) 
= (pCi/cc) (1.07E+05) (472) (1 E-06) 
= (pCi/cc) (50.5)

P
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1.5.61 3-17 (page 4 of 7)

TECHNICAL BASIS (continued...): 

The isotopic mix at time = zero effective age is obtained from MESOREM, Jr.:

100% LOCA mix (%) 

12.1 
12.4 
24.8 
27.1 
23.6 

100.0 

0.0 
3.3 
0.1 
5.6 
8.2 
10.3 
0.1 
0.0 
21.6 
6.1 
5.1 
20.0 
19.6 

100.0

Source Term 
(PCi/cc) 

6.OE-03 
6.0E-03 
1.2E-02 
1.3E-02 
1.1 E-02 

4.8E-02 * 

0 
7.5E-02 
2.2E-03 
1.3E-01 
1.8E-01 
2.2E-01 
2.2E-03 
0 
4.8E-01 
1.4E-01 
1.1 E-01 
4.4E-01 
4.3E-01 

2.2E+00

Release Rate 
(Ci/sec.) 

3.0E-01 
3.OE-01 
6.1 E-01 
6.6E-01 
5.6E-01 

2.4E+00 

0 
3.8E+00 
1.1 E-01 
6.6E+00 
9.1 E+00 
1.1E+01 
1.1 E-01 
0 
2.4E+01 
7.1 E+00 
5.6E+00 
2.2E+01 
2.2E+01 

1.1 E+02

* Based on the I/NG ratio of 2.2E-02 and NG concentration of 2.2 pCi/cc

CEDEinhalation = = ito n (DCF)i (X/Q) (Release Rate)1 (Unit Conversion) 

where: 

DCFi= Dose Conversion Factor from EPA-400, Table 5-4, for nuclide "i", in rem-cc per 
pCi-hour

X/Q = 8.91 E-06 seconds/meter3 , as discussed previously 

(Release Rate)i is as was just calculated, in Ci/second 

(Unit Conversion) = 1 pCi/cc per Ci/m3

Nuclide 

1-131 
1-132 
1-133 
1-134 
1-135 

Total Iodine 

Kr-83m 
Kr-85m 
Kr-85 
Kr-87 
Kr-88 
Kr-89 
Xe-1 31m 
Xe-1 33m 
Xe-1 33 
Xe-1i35m 
Xe-1 35 
Xe-137 
Xe-1 38 

Total NG

PV216-08NI (8.88)
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8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06

Release Rate 

3.OE-01 
3.OE-01 
6.1 E-01 
6.6E-01 
5.6E-01 
as given

CEDEj 

1.OE-01 
1.3E-03 
3.8E-02 
9.4E-04 
7.5E-03 
0

CEDEinhalation = 1.5E-01 rem/hour 

External EDE = Yi = 1 to, (DCF)i (X/Q) (Release Rate)i (Unit Conversion) 

where: 

DCFj= Dose Conversion Factor from EPA-400, Table 5-3, for nuclide "i", in rem-cc per 
mCi-hour 

X/Q = 8.91 E-06 seconds/meter 3 , as discussed previously 

(Release Rate)i is as calculated above, in Ci/second 

(Unit Conversion) = 1 pCi/cc per Cl/m3

zIQ 

8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06 
8.91 E-06

Release Rate 

3.OE-01 
3.0E-01 
6.1 E-01 
6.6E-01 
5.6E-01 
0 
3.8E+00 
1.1 E-01 
6.6E+00 
9.1 E+00 
1.1E+01 
1.1E-01 
0 
2.4E+01 
7.1 E+00 
5.6E+00 
2.2E+01 
2.2E+01

External EDEi 

5.9E-04 
3.7E-03 
1.9E-03 
9.4E-03 
4.7E-03 
0 
3.1 E-03 
1.3E-06 
3.OE-02 
1.1 E-01 
1.2E-01 
4.8E-06 
0 
4.3E-03 
1.6E-02 
7.OE-03 
2.2E-02 
1.4E-01

External EDE = 4.7E-01 rem/hour

TECHNICAL BASIS (continued...):

DCFjNuclide 

1-131 
1-132 
1-133 
1-134 
1-135 
Noble Gases

3.9E+04 
4.6E+02 
7.OE+03 
1.6E+02 
1.5E+03 
0

Nuclide 

1-131 
1-132 
1-133 
1-134 
1-135 
Kr-83m 
Kr-85m 
Kr-85 
Kr-87 
Kr-88 
Kr-89 
Xe-131m 
Xe-133m 
Xe-1 33 
Xe-1 35m 
Xe-1 35 
Xe-1 37 
Xe-1 38

DCFO 

2.2E+02 
1.4E+03 
3.5E+02 
1.6E+03 
9.5E+02 
0 
9.3E+01 
1.3E+00 
5.1 E+02 
1.3E+03 
1.2E+03 
4.9E+00 
1.7E+01 
2.0E+01 
2.5E+02 
1.4E+02 
1.1E+02 
7.1 E+02
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1.5.63 3-17 (page 6 of 7) 

TECHNICAL BASIS (continued...): 

A "depleted c/Q" could be used for the Iodine isotopes; the resulting reduction in external EDE 
would be small.  

In MESOREM Jr. Mode-A dose projections, CEDE is from inhalation only and external EDE is from 
immersion only; that is, CEDE from ingestion is calculated only in Mode-B, and external EDE from 
deposition is used only in PAG calculations and not EAL calculations. Particulate source term is 
also reserved for Mode-B projections. Therefore, for purposes of Initial Phase EALs: 

TEDE CEDEinhalation + External EDE 

= 1.5E-01 + 4.7E-01 

= 6.2E-01 rem/hour 

Conclusion 1: 

Based on a Plant Vent concentration (noble gas) of 2.2 pCi/cc or a Fuel Building Vent concentration 
of 19.6 pCi/cc, the TEDE PAG is not reached for the postulated accident type.  

The thyroid CDE will now be calculated for a Plant Vent concentration (noble gas) of 2.2 pCi/cc to 
show whether this proposed EAL value reaches or exceeds the thyroid CDE PAG.  

CDE = Y-1 =1 to n (DCF)i (X/Q) (Release Rate)i (Unit Conversion) 

where: 

DCFi= Dose Conversion Factor from EPA-400, Tables 5-2 and 5-4, for nuclide "i", in rem
cc per uCi-hour 

X/Q = 8.91 E-06 seconds/meter 3, as discussed previously 

(Release Rate)i is as calculated above, in Ci/second 

(Unit Conversion) = 1 pCi/cc per Ci/m 3 

Nuclide DCFi yJQ Release Rate Thyroid CDEi 

1-131 1.3E+06 8.91 E-06 3.OE-01 3.5E+00 
1-132 7.7E+03 8.91*E-06 3.OE-01 2.OE-02 
1-133 2.2E+05 8.91 E-06 6.1 E-01 1.2E+00 
1-134 1.3E+03 8.91 E-06 6.6E-01 7.6E-03 
1-135 3.8E+04 8.91 E-06 5.6E-01 1.9E-01 

Thyroid CDE = 4.9 rem/hour

'V216-OaNI (8.88�P
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1.5.64 3-17 (page 7 of 7) 

TECHNICAL BASIS (continued...): 

Conclusion 2: 

Based on a Plant Vent concentration (noble gas) of 2.2 pCi/cc or a Fuel Building Vent concentration 
of 19.6,uCi/cc, the Thyroid CDE PAG is reached (a Plant Vent concentration of 2.3 pCi/cc would 
give a result slightly over 5.0 rem/hour) for the postulated accident type.  

NOTE: External EDE rate, TEDE rate, and thyroid CDE rate are calculated using MESOREM, Jr.  
Total Body Dose rate is calculated using methodology in PVNGS Procedure 74RM-9EF41.  

NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

The radiation quantities "Whole Body" and "Child Thyroid" were supplanted by "TEDE" and "Thyroid 
CDE" in accordance with EPA-400-R-92-001, Manual of Protective Action Guides and Protective 
Actions for Nuclear Incidents.  

The NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides 
in Existing Emergency Programs", 13 APR 93, Implementation Suggestion #2, advises utilities to 
base thyroid calculations on the adult age group, as specified by the EPA, provided that this is 
consistent with the age group used by the offsite agencies in their EPZs. The State of AZ offsite 
agencies have elected notto retain the child age group and will utilize the adult age group for thyroid 
calculations.  

SOURCE DOCUMENT

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
MESOREM, Jr., Atmospheric Dispersion and Dose Assessment Program, Ver. 0165-4.02 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
PVNGS Emergency Plan, Rev. 14 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.65 3-18 (page 1 of 2) 

APP MODE: MODES 1 - 6 CLASS: GE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent

NUMARCINESP-007 INITIATING CONDITION: 

AG1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous Radioactivity 
Exceeds 1000 mR Whole Body or 5000 mR Child Thyroid for the Actual or Projected Duration of 
the Release Using Actual Meteorology.  
1. A valid reading on one or more of the following monitors that exceeds or is expected to exceed 
the value shown indicates that the release may have exceeded the above criterion and indicates 
the need to assess the release with (site-specific procedure): 
(site-specific list) 
Note: If the monitor reading(s) is sustained for longer than 15 minutes and the required 
assessments cannot be completed within this period, then the declaration must be made based on 
the valid reading.  

PVNGS EMERGENCY ACTION LEVEL (EAL,: 

* Per 74RM-9EF41: 

Confirmed Fuel Bldg. sample analysis or valid reading on Fuel Bldg. RU-146 CH-2 indicating 
> 1.96E+01 pCi/cc sustained for 15 minutes or longer 
OR 
Valid dose assessment indicates > 1000 mrem/hr external EDE at the Site Boundary 
OR 
Valid dose assessment indicates > 1.OOE+07 mrem/year Total Body Dose at the Site Boundary 

* If the monitor reading is sustained for longer than the time frame specified and required 
assessments cannot be completed within this period, then the declaration must be based on the 
valid reading 

LOCATION: Appendix A, Table 3: RADIOLOGICAL / Row 2 

TECHNICAL BASIS: 

The 1000 mrem Total Effective Dose Equivalent (TEDE) and the 5000 mrem thyroid Committed 
Dose Equivalent (CDE) are based on the EPA protective action guidance which indicates that public 
protective actions are indicated if the dose exceeds 1 rem TEDE or 5 rem thyroid CDE. This is 
consistent with the emergency class description for a General Emergency. This level constitutes 
the upper level of the desirable gradient for the Site Area Emergency. Actual meteorology is 
specifically identified in the EAL since it gives the most accurate dose assessment. Actual 
meteorology (including forecasts) should be used whenever possible.  

3-18
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1.5.66 3-18 (page 2 of 2) 

TECHNICAL BASIS (continued...): 

Integrated doses are generally not monitored in real-time. In this EAL, a duration of one hour is 
assumed and is based on calculated Site Boundary Doses for TEDE or thyroid CDE, whichever is 
more limiting, depending on source term assumptions.  

The FSAR source terms applicable to each monitored pathway are used in conjunction with annual 
average meteorology in determining indications for the monitors on that pathway. The calculation 
is shown in the Technical Basis for EAL 3-17 (NUMARC EAL AG1-1).  

NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4. 11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

The radiation quantities "Whole Body" and "Child Thyroid" were supplanted by "TEDE" and "Thyroid 
CDE" in accordance with EPA-400-R-92-001, Manual of Protective Action Guides and Protective 
Actions for Nuclear Incidents.  

The NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides 
in Existing Emergency Programs", 13 APR 93, Implementation Suggestion #2, advises utilities to 
base thyroid calculations on the adult age group, as specified by the EPA, provided that this is 
consistent with the age group used by the offsite agencies in their EPZs. The State of AZ offsite 
agencies have elected not to retain the child age group and will utilize the adult age group for thyroid 
calculations.  

SOURCE DOCUMENT.  

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 
PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
PVNGS Emergency Plan, Rev. 14 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS:GE 

CATEGORY: [A] Abnormal Rad Levels / Radiological Effluent 

NUMARC/NESP-007 INITIATING CONDITION: 

AG1 Boundary Dose Resulting from an Actual or Imminent Release of Gaseous Radioactivity 
Exceeds 1000 mR Whole Body or 5000 mR Child Thyroid for the Actual or Projected Duration of 
the Release Using Actual Meteorology.  
3. Valid dose assessment capability indicates dose consequences greater than 1000 mR whole 
body or 5000 mR child thyroid.  
4. Field survey results indicate site boundary dose rates exceeding 1000 mR/hr expected to 
continue for more than one hour; or analyses of field survey samples indicate child thyroid dose 
commitment of 5000 mR for one hour of inhalation.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Site Boundary Dose Rate > 1000 mrem/hr Deep Dose Equivalent as measured with portable 
instrumentation 
OR 
Valid dose assessment indicates > 1000 mrem/hr TEDE or > 5000 mrem/hr thyroid CDE at the Site 
Boundary 

LOCATION: Appendix A, Table 3: RADIOLOGICAL/ Row 4 

TECHNICAL BASIS: 

The 1000 mrem Total Effective Dose Equivalent (TEDE) and the 5000 mrem thyroid Committed 
Dose Equivalent (CDE) are based on the EPA protective action guidance which indicates that public 
protective actions are indicated if the dose exceeds 1 rem TEDE or 5 rem thyroid CDE. This is 
consistent with the emergency class description for a General Emergency. This level constitutes 
the upper level of the desirable gradient for the Site Area Emergency. Actual meteorology is 
specifically identified in the EAL since it gives the most accurate dose assessment. Actual 
meteorology (including forecasts) should be used whenever possible.  

Integrated doses are generally not monitored in real-time. In this EAL, a duration of one hour is 
assumed and is based on calculated Site Boundary Doses for TEDE or thyroid CDE, whichever is 
more limiting, depending on source term assumptions.  

The FSAR source terms applicable to each monitored pathway are used in conjunction with annual 
average meteorology in determining indications for the monitors on that pathway. The calculation 
is shown in the Technical Basis for EAL 3-17 (NUMARC EAL AG1-i).  

3-19
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NUMARC DEVIATION: 

Due to NRC Generic Letter 89-01, PVNGS has transferred its Radiological Technical Specifications 
(Section 3/4.11) to the Offsite Dose Calculation Manual, Sections 3.0, 4.0, and 5.0.  

The radiation quantities "Whole Body" and "Child Thyroid" were supplanted by "TEDE" and "Thyroid 
CDE" in accordance with EPA-400-R-92-001, Manual of Protective Action Guides and Protective 
Actions for Nuclear Incidents.  

The NUMARC Final Industry Paper on "Implementation of the New EPA Protective Action Guides 
in Existing Emergency Programs", 13 APR 93, Implementation Suggestion #2, advises utilities to 
base thyroid calculations on the adult age group, as specified by the EPA, provided that this is 
consistent with the age group used by the offsite agencies in their EPZs. The State of AZ offsite 
agencies have elected not to retain the child age group and will utilize the adult age group for thyroid 
calculations.  

PVNGS has committed in its Emergency Plan to specify into its EALs appropriate Site Boundary 
Dose Rates as measured with portable instrumentation. No automatic real-time instrumentation 
exists at the Site Boundary.  

SOURCE DOCUMENT

PVNGS Procedure 74RM-9EF41, Radiation Monitoring System Alarm Response, Rev. 4 PVNGS Procedure 74RM-9EF42, Radiation Monitor Alarm Setpoint Determination, Rev. 2 
File 93-127-419, RMS Effluent Monitor Setpoint Calculations for 1993 
PVNGS Commitment RCTS 033715 
Offsite Dose Calculation Manual (ODCM), Rev. 7 
EPA-400-R-92-001, Manual of Protective Action Guides and Protective Actions for Nuclear 
Incidents 
PVNGS Emergency Plan, Rev. 14 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 4 CLASS: NUE 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SU5 RCS Leakage.  
1. The following conditions exist: 
a. Unidentified or pressure boundary leakage greater than 10 gpm.  
OR 
b. Identified leakage greater than 25 gpm.

PVNGS EMERGENCY ACTION LEVEL (EALI:

Unidentified or pressure boundary leakage > 10 gpm in Modes 1-4 
-......................................................-------------------------------------------------.. ..  
Identified leakage > 25 gpm in Modes 1-4 

LOCATION: Appendix A, Table 4: LEAKAGE / Row 1, Row 2 

TECHNICAL BASIS: 

This EAL is included as an NUE because it may be a precursor to more serious conditions and, as 
a result, is considered to be a potential degradation of the level of safety of the plant. The 10 gpm 
value for the unidentified or pressure boundary leakage is selected as it is observable with normal 
Control Room indications. Lesser values must generally be determined through time-consuming 
surveillance tests (e.g., mass balances). The EAL for identified leakage is set at a higher value due 
to the lesser significance of identified leakage in comparison to unidentified or pressure boundary 
leakage. Either value exceeded requires immediate classification (Le., Tech Spec LCO allowable 
Action Statement time limits are not applicable).  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993
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APP MODE: MODES 1 - 4 CLASS:NUE 

CATEGORY: [S] System Malfunction 

NUMARCINESP-007 INITIATING CONDITION: 

SU3 Unplanned Loss of Most or All Safety System Annunciation or Indication in The Control Room 
for Greater Than 15 Minutes 
1. The following conditions exist: 
a. Loss of most or all (site-specific) annunciators associated with safety systems for greater than 
15 minutes.  
AND 
b. Compensatory non-alarming indications are available.  
AND 
c. In the opinion of the Shift Manager, the loss of the annunciators or indicators requires increased 
surveillance to safely operate the unit(s).  
AND 
d. Annunciator or Indicator loss does not result from planned action.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Unplanned loss of most or all safety system annunciation for > 15 minutes requiring increased 
monitoring while in Modes 1-4 and compensatory indications are available 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 4 

TECHNICAL BASIS: 

This and other related EALs are intended to recognize the difficulty associated with monitoring 
changing plant conditions without the use of a major portion of the annunciation or indication 
equipment.  

Recognition of the availability of computer based indication equipment is considered (SPDS, plant 
computer, etc.).  

"Unplanned" loss of annunciators or indicators excludes scheduled maintenance and 
testing activities. "Compensatory indications", in this context, includes computer based 
information such as SPDS. Specifically, PVNGS equipment included as compensatory 
indications include ERFDADS (and SPDS), QSPDS, Plant Monitoring System (PMS), 
and any other computer system which, in the opinion of the Shift Manager / Emergency 
Coordinator, have the capability for use as surveillance and plant assessment equipment.  

5-1 
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TECHNICAL BASIS (continued...): 

Quantification of "Most" is arbitrary. However, it is estimated that if approximately 75% of the safety 
system annunciators or indicators are lost, there is an increased risk that a degraded plant condition 
could go undetected. It is not intended that plant personnel perform a detailed count of the 
instrumentation lost, but use the value as a judgment threshold for determining the severity of the 
plant conditions. This judgment is supported by the specific opinion of the Shift Manager / 
Emergency Coordinator that additional operating personnel will be required to provide increased 
monitoring of system operation to safely operate the unit.  

It is further recognized that most plant designs provide redundant safety system indication powered 
from separate uninterruptible power supplies. While failure of a large portion of annunciators is 
more likely than a failure of a large portion of indications, the concern is included in this EAL due to 
difficulty associated with assessment of plant conditions. The loss of specific, or several, safety 
system indicators should remain a function of that specific system or component operability status.  
This is addressed by specific Technical Specifications. The initiation of a Technical Specification 
imposed plant shutdown related to the instrument loss will be reported via 10 CFR 50.72. If the 
shutdown is not in compliance with the Technical Specification LCO Action Statement, then the 
declaration of a Notification of Unusual Event will be based on SU2-1, Inability to Reach Required 
Shutdown Within Technical Specification Limits.  

PVNGS annunciation or indication related to this EAL encompasses the Radiation Monitoring 
System, ECCS related equipment, or any other annunciation or indication required to safely operate 
the plant.  

Fifteen minutes is selected as a threshold to exclude transient or momentary power losses.  

This EAL applies to Operating Modes 1-4 only, due to the limited number of safety systems in 
operation during Cold Shutdown, Refueling, and Defueled Modes.  

NUMARC DEVIATION: 

Compensatory indications are not specified as "non-alarming" due to the computer alarming 
capabilities associated with the Plant Monitoring System computer(s). The system will audibly 
annunciate and the text associated with a particular parameter will change color on the CRT(s) 
when that input parameter changes state. If the PMS Alarm Typer is functional, it will also indicate 
a change of state for the associated parameter.  

SOURCE DOCUMENT

PVNGS Procedure 41AO-1ZZ55, Loss of Annunciators, Rev. 00.01 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 4 CLASS: NUE 

CATEGORY: [S] System Malfunction

NUMA RCINESP-007 INITIATING CONDITION:

SU2 Inability to Reach Required Shutdown Within Technical Specification Limits.  
1. Plant is not brought to required operating mode within (site-specific) Technical Specifications 
LCO Action Statement Time.

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Inability to reach required shutdown conditions within the Tech Spec LCO allowable Action 
Statement time limits while in Modes 1-4 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 5 

TECHNICAL BASIS: 

Limiting Conditions of Operation (LCOs) require the plant to be brought to a required shutdown 
mode when the Technical Specification required configuration cannot be restored. Depending on 
the circumstances, this may or may not be an emergency or precursor to a more severe condition.  
In any case, the initiation of plant shutdown required by PVNGS Technical Specifications requires 
a one-hour report under 10 CFR 50.72(b), Non-emergency events. The plant is within its safety 
envelope when being shut down within the allowable LCO Action Statement time limits in the 
Technical Specifications. An immediate Notification of Unusual Event is required when the plant is 
not brought to the required operating mode within the allowable LCO Action Statement time limits 
in the Technical Specifications. Declaration of an NUE is based on the time at which the LCO
specified Action Statement time period elapses under the PVNGS Technical Specifications and is 
not related to how long a condition may have existed. Other required Technical Specification 
shutdowns that involve precursors to more serious events are addressed by other specific EALs.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT: 

PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SU6 Unplanned Loss of All Onsite or Offsite Communications Capabilities.  
1. Either of the following conditions exist: 
a. Loss of all (site-specific list) onsite communications capability affecting the ability to perform 
routine operations.  
OR 
b. Loss of all (site-specific list) offsite communications capability.

PVNGS EMERGENCY ACTION LEVEL (EAL,:

Row 6: Loss of all offsite communications capability from the Control Room/STSC. This includes 
normal PBX, dedicated lines, ringdown lines, ENS, NAN primary and NAN radio 

Row 7: Loss of all onsite communications capability affecting the ability to perform routine 
operations. This includes normal PBX, plant page system, two-way radio, and sound powered 
phone system 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 6, Row 7 

TECHNICAL BASIS: 

The purpose of this EAL is to recognize a loss of communications capability that either defeats the 
plant operations staff ability to perform routine tasks necessary for plant operations or the ability to 
communicate problems with offsite authorities. The loss of offsite communications ability is 
significantly more comprehensive than the condition addressed by 10 CFR 50.72.  

The offsite communications loss encompasses the loss of all means of communications with offsite 
authorities. This EAL is intended to be used only when extraordinary means are being utilized to 
make communications possible (relaying of information from radio transmissions, individuals being 
sent to offsite locations, or any other method entailing communications with offsite authorities made 
possible from a location other than the Control Room / STSC).  

The onsite communications loss encompasses the loss of all means of routine communications.  

NUMARC DEVIATION: 

NONE. NUMARC/NESP-007 is not specific as to locations from which communications capabilities 
with offsite agencies are not possible. Since communications with offsite agencies are customarily 
originated from within the Control Room / STSC, PVNGS does not deviate from normal practices 
in this area.

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
5-3
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APP MODE: MODES 1 - 2 CLAS:ALERT 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SA2 Failure of Reactor Protection System Instrumentation to Complete or Initiate an Automatic 
Reactor Scram Once a Reactor Protection System Setpoint Has Been Exceeded and Manual 
Scram Was Successful.  
1. (Site-specific) indication(s) exist that indicate that reactor protection system setpoint was 
exceeded and automatic scram did not occur, and a successful manual scram occurred.  

PVNGS EMERGENCY ACTION LEVEL (EAL1: 

Failure of RPS to initiate or complete an automatic reactor shutdown (i.e., subcritical) once an RPS 
setpoint has been met or exceeded and manual shutdown was successful when in Modes 1-2 

(manual shutdown includes reactor trip pushbuttons and/or removal of power to CEDMCS bus from 
the Control Room) 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 1 

TECHNICAL BASIS: 

This condition indicates failure of the automatic protection system to trip the reactor. This condition 
is more than a potential degradation of a safety system in that a front line automatic protection 
system did not function in response to a plant transient and thus, the plant safety has been 
compromised and design limits of the fuel may have been exceeded. An ALERT is indicated 
because conditions exist that lead to potential loss of fuel clad or RCS. Under these conditions, the 
ALERT is indicated until RCS Chemistry analyses can verify fuel clad integrity, as indicated by 
sample results less than 300/JCi/gm Dose Equivalent 1131. Reactor Protection System setpoint 
being exceeded (rather than limiting safety system setpoint being exceeded) is specified here 
because failure of the automatic protection system is the issue. A manual trip is any set of actions 
by the reactor operator(s) at the reactor control console (or within the Control Room) which causes 
control element assemblies (CEAs) to be rapidly inserted into the core and brings the reactor 
subcritical (e.g., reactor tnip pushbuttons). Failure of a manual trip would escalate the event to an 
SAE.  

An ALERT classification is warranted anytime it is unclear that an RPS trip setpoint had been met 
or exceeded. This EAL is not applicable only when positive assurance exists that no RPS trip 
setpoints had been met or exceeded prior to reactor shutdown.  

5-4
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NUMARC DEVIATION: 

The term "scram" has been changed to "trip" in the Technical Basis Section due to current PVNGS 
terminology.  

"Instrumentation" is not specified due to the implication that the Reactor Protection System includes 
all associated electronic components, instrumentation, hardware, etc. which are required for the 
RPS to perform its intended function.  

An RPS setpoint being "met" has been added to the EAL condition due to the incorporation of digital 
reactor trip functions within the Combustion Engineering (CE) Core Protection Calculators (CPCs) 
utilized at PVNGS as part of the reactor protection scheme. LO DNBR and HI LPD are among the 
several reactor trip setpoints that can be reached, but may not necessarily be exceeded. It is 
prudent to include them as part of the system.  

"Reactor shutdown", as defined here, signifies the initial prompt drop characteristic of an immediate 
reactor trip response, along with a sustained negative startup rate indicative for some time following 
the initial prompt drop. Since the EAL is applicable to Modes 1 and 2, an automatic reactor trip is 
possible during a reactor startup (i.e., < 5% rated thermalpower), when a specified reactor power 
level may not be appropriate to include as one of the specified conditions within the EAL. For this 
reason, it becomes more appropriate to include specifications of a reactor shutdown in lieu of a 
"reactor scram" to indicate the conditions expected after a designated reactor trip.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993 
File 94-002-493, Conversation Memorandum (APS/NRR), 26JUL94 0840 MST
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APP MODE: MODES 5 - 6 CLASS: ALERT 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SA3 Inability to Maintain Plant in Cold Shutdown.  
1. The following conditions exist: 
a. Loss of (site-specific) Technical Specification required functions to maintain cold shutdown.  
AND 
b. Temperature increase that either: 
• Exceeds Technical Specification cold shutdown temperature limit 
OR 
• Results in uncontrolled temperature rise approaching cold shutdown technical 

specification limit.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Loss of any function or system which precludes the ability to maintain Cold Shutdown and a 
temperature increase has occurred that either exceeds 21 0°F or results in an uncontrolled 
temperature rise approaching 210 0F when in Modes 5-6 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 2 

TECHNICAL BASIS: 

This EAL addresses complete loss of functions required for core cooling during Refueling and Cold 
Shutdown Modes.  

This condition is based on concerns raised by Generic Letter 88-17, Loss of Decay Heat Removal.  
A number of phenomena such as pressurization, vortexing, steam generator U-tube draining, RCS 
level differences when operating at a mid-loop condition, decay heat removal system (SDC) design, 
and level instrumentation problems can lead to conditions where decay heat removal is lost and 
core uncovery can occur. NRC analyses show that sequences can cause core uncovery in 15 to 
20 minutes and severe core damage within an hour after decay heat removal is lost. Under these 
conditions, RCS integrity is lost and fuel clad integrity is lost or potentially lost, which is consistent 
with an SAE classification. Indicators used as measurement for this EAL are those methods used 
by the plant in response to Generic Letter 88-17, which include Core Exit Thermocouples (CETs) 
and RCS water level monitoring. In addition, Radiation Monitoring System (RMS) readings may 
also be appropriate as an indicator of this condition.  

5-5
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TECHNICAL BASIS (continued...): 

"Uncontrolled" means that the system temperature increase is not the result of planned actions by 
the plant staff.  

The EAL guidance related to the uncontrolled temperature rise is necessary to preserve the 
anticipatory philosophy of NUREG-0654 for events starting from temperatures much lower than the 
Cold Shutdown temperature limit.  

NUMARC DEVIATION: 

It is understood that if the plant is in conformance with Technical Specifications during operations 
within Cold Shutdown conditions, any functions required for OPERABILITY during this mode will be 
available to maintain Cold Shutdown. Hence, "Technical Specification required functions", as 
delineated in the NUMARC Example EAL, is redundant to that required for the specific mode and 
will be available for maintaining conditions required for that mode.  

The Cold Shutdown temperature limit has been applied to the PVNGS EAL as a temperature of 
21 0°F, which is the PVNGS Technical Specification upper temperature bounds of the modes 
applicable to this EAL.  

SOURCE DOCUMENT

PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 4 CLASS: ALERT 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SA4 Unplanned Loss of Most or All Safety System Annunciation or Indication in Control Room With 
Either (1) a Significant Transient in Progress, or (2) Compensatory Non-Alarming Indicators are 
Unavailable.  
1. The following conditions exist: 
a. Loss of most or all (site-specific) annunciators associated with safety systems for greater than 
15 minutes.  
AND 
b. In the opinion of the Shift Manager, the loss of the annunciators or indicators requires increased 
surveillance to safely operate the unit(s).  
AND 
c. Annunciator or Indicator loss does not result from planned action.  
AND 
d. Either of the following: 
1. A significant plant transient is in progress.  
OR 
2. Compensatory non-alarming indications are unavailable.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Unplanned loss of most or all safety system annunciation for > 15 minutes requiring increased 
monitoring while in Modes 1-4 and either compensatory indications are unavailable or a significant 
transient is in progress 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 3 

TECHNICAL BASIS: 

This EAL is intended to provide recognition of the difficulty associated with monitoring changing 
plant conditions without the use of a major portion of the annunciation or indication equipment 
during a transient. Recognition of the availability of computer based indication equipment is 
considered (SPDS, plant computer, etc.).  

"Unplanned" loss of annunciators or indicators excludes scheduled maintenance and testing 
activities.  

Quantification of "Most" is arbitrary. However, it is estimated that if approximately 75% of the safety 
system annunciators or indicators are lost, there is an increased risk that a degraded plant condition 
could go undetected. It is not intended that plant personnel perform a detailed count of the 
instrumentation lost, but use the value as a judgment threshold for determining the severity of the 
plant conditions. This judgment is supported by the specific opinion of the Shift Manager / 
Emergency Coordinator that additional operating personnel will be required to provide increased monitoring of system operation to safely operate the unit.  

PV216-08NI (8-88)
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TECHNICAL BASIS (continued...): 

It is further recognized that most plant designs provide redundant safety system indication powered 
from separate uninterruptible power supplies. While failure of a large portion of annunciators is 
more likely than a failure of a large portion of indications, the concern is included in this EAL due to 
difficulty associated with assessment of plant conditions. The loss of specific, or several, safety 
system indicators should remain a function of that specific system or component operability status.  
This is addressed by specific Technical Specifications. The initiation of a Technical Specification 
imposed plant shutdown related to the instrument loss will be reported via 10 CFR 50.72. If the 
shutdown is not in compliance with the Technical Specification LCO Action Statement, then the 
declaration of a Notification of Unusual Event will be based on SU2-1, Inability to Reach Required 
Shutdown Within Technical Specification Limits.  

PVNGS annunciation or indication related to this EAL encompasses the Radiation Monitoring 
System, ECCS related equipment, or any other annunciation or indication required to safely operate 
the plant.  

"Significant Transient" includes response to automatic or manually initiated functions such as trips, 
runbacks involving greater than 25% thermal power change, ECCS injections, or thermal power 
oscillations of 10% or greater.  

"Compensatory indications", in this context, includes computer based information such as SPDS.  
Specifically, PVNGS equipment included as compensatory indications include ERFDADS (and 
SPDS), QSPDS, Plant Monitoring System (PMS), and any other computer system which, in the 
opinion of the Shift Manager / Emergency Coordinator, have the capability for use as surveillance 
and plant assessment equipment. If both a major portion of the annunciation system and all 
computer monitoring are not available to the extent that the additional operating personnel are 
required to monitor indications, the ALERT is required.  

Due to the limited number of safety systems in operation during Cold Shutdown, Refueling, and 
Defueled Modes, no EAL is indicated for these modes of operation.  

This ALERT will be escalated to an SAE if the operating crew cannot monitor the transient in 
progress.  

NUMARC DEVIATION: 

Compensatory indications are not specified as "non-alarming" due to the computer alarming 
capabilities associated with the Plant Monitoring System computer(s). The system will audibly 
annunciate and the text associated with a particular parameter will change color on the CRT(s) 
when that input parameter changes state. If the PMS Alarm Typer is functional, it will also indicate 
a change of state for the associated parameter.

'V216-08NI (8-Ua)

SOURCE DOCUMENT
PVNGS Procedure 41AO-1ZZ55, Loss of Annunciators, Rev. 00.01 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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APP MODE: MODES 1 - 2 CLASS: SAE 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

SS2 Failure of Reactor Protection System Instrumentation to Complete or Initiate an Automatic 
Reactor Scram Once a Reactor Protection System Setpoint Has Been Exceeded and Manual 
Scram Was NOT Successful.  
1. (Site-specific) indications exist that automatic and manual scram were not successful.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Failure of RPS to initiate or complete an automatic reactor shutdown (i.e., subcritical) once an RPS 
setpoint has been met or exceeded and manual shutdown was not successful when in Modes 1-2 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 1 

TECHNICAL BASIS: 

Automatic and manual trip are not considered successful if action away from the reactor control 
console was required to trip the reactor.  

Under these conditions, the reactor is producing more heat than the maximum decay heat load for 
which the safety systems are designed. An SAE is indicated because conditions exist that lead to 
imminent loss or potential loss of both fuel clad and RCS. Under these conditions, the SAE is 
indicated until RCS Chemistry analyses can verify fuel clad integrity, as indicated by sample results 
less than 300 pCi/gm Dose Equivalent 1131. Although this EAL may be viewed as redundant to the 
Fission Product Barrier Reference EAL, its inclusion is necessary to better assu re timely recognition 
and emergency response. A manual trip is any set of actions by the reactor operator(s) at the 
reactor control console (or within the Control Room) which causes control element assemblies 
(CEAs) to be rapidly inserted into the core and brings the reactor subcritical (e.g., reactor trip 
pushbuttons).  

A Site Area Emergency classification is warranted anytime it is unclear that an RPS trip setpoint 
had been met or exceeded. This EAL is not applicable only when positive assurance exists that no 
RPS trip setpoints had been met or exceeded prior to reactor shutdown.  

NUMARC DEVIATION: 

The term "scram" has been changed to "trip" in the Technical Basis Section due to current PVNGS 
terminology.  
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1.5.81 5-7 (page 2 of 2) 

NUMARC DEVIATION (continued...: 

"Instrumentation" is not specified due to the implication that the Reactor Protection System includes 
all associated electronic components, instrumentation, hardware, etc. which are required for the 
RPS to perform its intended function.  

An RPS setpoint being "met" has been added to the EAL condition due to the incorporation of digital 
reactor trip functions within the Combustion Engineering (CE) Core Protection Calculators (CPCs) 
utilized at PVNGS as part of the reactor protection scheme. LO DNBR and HI LPD are among the 
several reactor trip setpoints that can be reached, but may not necessarily be exceeded. It is 
prudent to include them as part of the system.  

"Reactor shutdown", as defined here, signifies the initial prompt drop characteristic of an immediate 
reactor trip response, along with a sustained negative startup rate indicative for some time following 
the initial prompt drop. Since the EAL is applicable to Modes 1 and 2, an automatic reactor trip is 
possible during a reactor startup (i.e., < 5% rated thermal power), when a specified reactor power 
level may not be appropriate to include as one of the specified conditions within the EAL. For this 
reason, it becomes more appropriate to include specifications of a reactor shutdown in lieu of a 
"reactor scram" to indicate the conditions expected after a designated reactor trip.  

SOURCE DOCUMENT: 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993 
File 94-002-493, Conversation Memorandum (APS/NRR), 26JUL94 0840 MST
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APP MODE: MODES 5 - 6 CLASS: SAE 

CATEGORY: [S] System Malfunction 

NUMARC/NESP-007 INITIATING CONDITION: 

ss5 Loss of Water Level in the Reactor Vessel That Has or Will Uncover Fuel in the Reactor Vessel.  
1. Loss of Reactor Vessel Water Level as indicated by: 
a. Loss of all decay heat removal cooling as determined by (site-specific) procedure.  
AND 
b. (Site-specific) indicators that the core is or will be uncovered.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Loss of reactor vessel water level that has or will uncover fuel in the reactor vessel when 
in Modes 5-6 (RE: 40EP-9EO1 1; Lower Mode Functional Recovery; Safety Analysis Operational 
Data) 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 2 

TECHNICAL BASIS: 

Under the conditions specified by this EAL, severe core damage can occur and Reactor Coolant 
System integrity may not be assured. This EAL covers sequences such as prolonged boiling 
following loss of decay heat removal. Thus, declaration of an SAE is warranted.  

NUMARC DEVIATION: 

Site-specific indicators are not detailed in the EAL due to procedural direction delineating specific 
indications to be used in the assessment of reactor vessel water level. The Abnormal Operating 
Procedure also references the PVNGS Safety Analysis Operational Data Document to determine 
the associated core conditions based on time shutdown, vessel level, makeup flow rate, and core 
decay heat load.  

SOURCE DOCUMENT

PVNGS Procedure 41AO-1ZZ22, Loss of Shutdown Cooling, Rev. 06.14 
PVNGS Safety Analysis Operational Data, Rev. 0 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.83 5-9 

APP MODE: MODES 1 - 4 CLASS: SAE 

CATEGORY: [S] System Malfunction 

NUMARCINESP-007 INITIATING CONDITION: 

ss4 Complete Loss of Function Needed to Achieve or Maintain Hot Shutdown.  
1. Complete loss of any (site-specific) function required for hot shutdown.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Loss of any function (i.e., heat removal, reactivity control) or system which precludes the ability to 
achieve or maintain Hot Shutdown when in Modes 1-4 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 3 

TECHNICAL BA IS: 

This EAL addresses complete loss of functions, including the ultimate heat sink and reactivity 
control, which are required to achieve or maintain Hot Shutdown. The Heat Removal Safety 
Function encompasses systems associated with removing heat from the core following plant 
shutdown, such as steam generators, which are required to be fed and steamed to be Operable, 
and the Shutdown Cooling System, which is required when steam generators are no longer needed 
or are unavailable for heat removal. The Reactivity Control Safety Function relies on shutdown 
margin requirements to ensure an unanticipated criticality situation does not occur, jeopardizing the 
RCS pressure boundary and possibly leading to core damage. Under these conditions, there is an 
actual major failure of a system intended for protection of the public. Thus, declaration of an SAE 
is warranted.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT

PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.84 5-10 (page 1 of 2) 

APP MODE: MODES 1 - 4 CLASS: SAE 

CATEGORY: [S] System Malfunction 

NUMARCINESP-007 INITIATING CONDITION: 

SS6 Inability to Monitor a Significant Transient in Progress.  
1. The following conditions exist: 
a. Loss of (site-specific) annunciators associated with safety systems.  
AND 
b. Compensatory non-alarming indications are unavailable.  
AND 
c. Indications needed to monitor (site-specific) safety functions are unavailable.  
AND 
d. Transient in progress.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Loss of most or all safety system annunciation with a significant transient in progress while in 
Modes 1-4. Compensatory indications and indications needed to monitor safety functions are both 
not available 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 4 

TECHNICAL BASIS: 

This EAL and its associated EALs are intended to recognize the inability of the Control Room staff 
to monitor the plant response to a transient. An SAE is considered to exist if the Control Room staff 
cannot monitor safety functions needed for protection of the public.  

PVNGS annunciation or indication related to this EAL encompasses the Radiation Monitoring 
System, ECCS related equipment, or any other annunciation or indication required to safely operate 
the plant.  

"Compensatory indications", in this context, includes computer based information such as SPDS.  
Specifically, PVNGS equipment included as compensatory indications include ERFDADS (and 
SPDS), QSPDS, Plant Monitoring System (PMS), and any other computer system which, in the 
opinion of the Shift Manager/Emergency Coordinator, have the capability for use as surveillance 
and plant assessment equipment.  

5-10 
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1.5.85 5-10 (page 2 of 2) 

TECHNICAL BASIS (continued...): 

"Significant Transient" includes response to automatic or manually initiated functions such as trips, 
runbacks involving greater than 25% thermal power change, ECCS injections, or thermal power 
oscillations of 10% or greater.  

Indications needed to monitor safety functions necessary for protection of the public includes 
Control Room indications, computer generated indications (i.e., OSPDS), and dedicated 
annunciation capability. The specific indications are those used to determine such functions as the 
ability to shut down the reactor, maintain the core cooled and in a coolable geometry, to remove 
heat from the core, to maintain the Reactor Coolant System intact, and to maintain containment 
integrity.  

"Planned" actions are excluded from this EAL since the loss of instrumentation of this magnitude is 
of such significance during a transient that the cause of the loss is not an ameliorating factor.  

NUMARC DEVIATION: 

Compensatory indications are not specified as "non-alarming" due to the computer alarming 
capabilities associated with the Plant Monitoring System computer(s). The system would audibly 
annunciate and the text associated with a particular parameter would change color on the CRT(s) 
when that input parameter changes state. If the PMS Alarm Typer is functional, it would also 
indicate a change of state for the associated parameter.  

SOURCE DOCUMENT

PVNGS Procedure 41A0-1ZZ55, Loss of Annunciators, Rev. 00.01 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.86 5-11 (page 1 of 2) 

APP MODE: MODES 1 - 2 CLASS:GE 

CATEGORY: [S] System Malfunction 

NUMARCINESP-007 INITIATING CONDITION: 

SG2 Failure of the Reactor Protection System to Complete an Automatic Scram and Manual Scram 
Was NOT Successful and There is Indication of an Extreme Challenge to the Ability to Cool the 
Core.  
1. (Site-specific) indications exist that automatic and manual scram were not successful.  
AND 
2. Either of the following: 
a. (Site-specific) indications exist that the core cooling is extremely challenged.  
OR 
b. (Site-specific) indications exist that heat removal is extremely challenged.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Failure of RPS to complete an automatic reactor shutdown (i.e., subcritical) and manual shutdown 
was not successful when in Modes 1-2 
AND 
CET > 1200'F, or RVLMS < 21% plenum, or minimum acceptable feedwater flow cannot be 
maintained 

LOCATION: Appendix A, Table 5: MALFUNCTIONS / Row 1 

TECHNICAL BASIS: 

Automatic and manual trip are not considered successful if action away from the reactor control 
console was required to trip the reactor. A manual trip is any set of actions by the reactor 
operator(s) at the reactor control console (or within the Control Room) which causes control 
element assemblies (CEAs) to be rapidly inserted into the core and brings the reactor subcritical 
(e.g., reactor trip pushbuttons).  

Under the conditions of this and associated EALs, the efforts to bring the reactor subcritical have 
been unsuccessful and, as a result, the reactor is producing more heat than the maximum decay 
heat load for which the safety systems were designed. Although there are capabilities away from 
the reactor control console, such as emergency boration, the continuing temperature rise indicates 
that these capabilities are not effective. This situation could be a precursor for a core melt 
sequence.  

The extreme challenge to the ability to cool the core is intended to mean that the core exit 
temperatures are at or approaching 1200'F or that the reactor vessel water level is below the top 
of the active fuel.  

5-11
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1.5.87 5-11 (page 2 of 2) 

TECHNICAL BASIS (continued... ): 

Another consideration is the inability to initially remove heat during the early stages of this 
sequence. If Essential Auxiliary Feedwater flow is insufficient to remove the amount of heat 
required by design from at least one steam generator, an extreme challenge should be considered 
to exist.  

In the event either of these challenges exist at a time that the reactor has not been brought below 
the power associated with the safety system design (typically3%), a core melt sequence exists. In 
this situation, core degradation can occur rapidly. For this reason, the GE declaration is intended 
to be anticipatory of the Fission Product Barrier Reference declaration to permit maximum offsite 
intervention time.  

NUMARC DEVIATION: 

The term "scram" has been changed to "trip" in the Technical Basis Section due to current PVNGS 
terminology.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993
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1.5.88 6-1 

APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 
HU2 Fire Within Protected Area Boundary Not Extinguished Within 15 Minutes of Detection.  
1. Fire in buildings or areas contiguous to any of the following (site-specific) areas not extinguished 
within 15 minutes of control room notification or verification of a control room alarm.  
w (Site-specific) list 

PVNGS EMERGENCY ACTION LEVEL (EAL): 
Fire affecting major structures or areas within the Protected Area not extinguished within 15 minutes of 
Control Room notification or Control Room alarm verification 

LOCATION: Appendix A, Table 6: HAZARDS / Row 1 

TECHNICAL BASIS: 
The purpose of this EAL is to address the magnitude and extent of fires that may be potentially significant 
precursors to damage to safety systems. This excludes such items as fires within administration 
buildings, waste-basket fires, and other small fires of no safety consequence. This EAL applies to 
buildings and areas contiguous to plant vital areas or other significant buildings or areas. The intent of 
this EAL is not to include buildings (i.e., warehouses) or areas that are not contiguous or immediately 
adjacent to plant vital areas. Verification of the alarm, in this context, means those actions taken in the 
Control Room to determine that the Control Room alarm is not spurious.  

NUMARC DEVIATION: 
Site-specific areas are not delineated in the PVNGS EAL due to the ramifications involved when a fire 
affects the Protected Area. Because PVNGS is a three-unit site, and because a listing of specific areas 
which could be affected by a fire within buildings and/or areas immediately contiguous to this site
specific listing would defeat the purpose of possessing the ability to determine if the fire is affecting the 
Protected Area, the Shift Manager / Emergency Coordinator will be better served when a determination 
has to be made at the time whether the Protected Area is affected or not. The term "affecting major 
structures or areas within the Protected Area" is used here in the same context as is used elsewhere 
within the "HAZARDS" Event Category.  

The 15 minute time period for a fire to be extinguished prior to declaration, in itself, allows for the 
exclusion of extremely small fires (i.e., waste-basket fires, etc.) which are easily extinguished, and sets 
a measurable standard which recognizes that any increase in the length of time a fire burns increases 
the risk of damage to equipment or injury to plant personnel.  

A site-specific listing of possible Control Room annunciators that may be relevant to the diverse set of 
related fires appropriate to this EAL is not included within the text of the EAL due to procedural direction 
within the Control Room involving priorities established for operator response within those procedures.  
The annunciator responses (several hundred, each specific to a designated area or component) 
established for the Fire Alarm Terminal CRT are used in conjunction with the Pre-Fire Strategies Manual 
by Control Room and Fire Protection personnel in assessing and responding to fires within the facility.  

SOURCE DOCUMENT: 
PVNGS Pre-Fire Strategies Manual, Rev. 6 
Fire Point/Zone Alarm Book NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.89 6-2 

APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HU1 Natural and Destructive Phenomena Affecting the Protected Area.  
5. Report by plant personnel of an unanticipated explosion within protected area boundary resulting 
in visible damage to permanent structure or equipment.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Explosion affecting the Protected Area resulting in visible damage (e.g., deformation, scorching) to 
permanent structures or equipment 

LOCATION: Appendix A, Table 6: HAZARDS / Row 2 

TECHNICAL BASIS: 

The Protected Area Boundary is that part within the Security Isolation Zone and is defined in 
PVNGS Procedure 20AC-OSK04.  

Only those explosions of sufficient force to damage permanent structures or equipment within the 
Protected Area are considered. As used here, an explosion is a rapid, violent, unconfined 
combustion, or a catastrophic failure of pressurized equipment, that potentially imparts significant 
energy to near-by structures and materials. No attempt is made in this EAL to assess the actual 
magnitude of the damage. The occurrence of the explosion with reports of evidence of damage 
(e.g., deformation, scorching) is sufficient for declaration. The SM / EC also needs to consider any 
security aspects of the explosion, if applicable.  

NUMARC DEVIATION: 

NONE. The grammatical structure of the EAL lends itself to visible damage as reported by site 
personnel.  

SOURCE DOCUMENT

PVNGS Procedure 20AC-OSK04, Protected/Vital Area Personnel Access Control, Rev. 09.00 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.90 6-3 

APP MODE: MODES 1 - 6 CLASS:NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HUI Natural and Destructive Phenomena Affecting the Protected Area.  
4. Vehicle crash into plant structures or systems within protected area boundary.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Vehicle/aircraft crash or missile impact into plant structures or systems within the Protected Area 

LOCATION: Appendix A, Table 6: HAZARDS / Row 4 

TECHNICAL BASIS: 

This EAL is intended to address such items as plane or helicopter crash, train crash, or any vehicle 
or missile that may potentially damage plant structures containing functions and systems required 
for safe shutdown of the plant. The event is escalated to an ALERT if the crash is confirmed to 
affect a plant vital area.  

NUMARC DEVIATION: 

NONE. PVNGS expands on particulars in this EAL so that the intended meaning of encompassing 
vehicles is apparent. "Missile" is added as a vehicle form which could cause damage to plant 
structures containing functions and systems required for safe shutdown of the plant. The 
consequences of damage to plant structures or systems within the Protected Area resulting from 
missile impacts are not unlike the consequences of damage associated with vehicle impacts.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.91 6-4 

APP MODE: MODES 1 - 6 CLASS:NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 

HU3 Release of Toxic or Flammable Gases Deemed Detrimental to Safe Operation of the Plant.  
1. Report or detection of toxic or flammable gases that could enter within the site area boundary in 
amounts that can affect normal operation of the plant.  
2. Report by Local, County, or State Officials for potential evacuation of site personnel based on 
offsite event.  

PVNGS EMERGENCY ACTION LEVEL (EAL,: 

Release of toxic or flammable gases that could enter the Site Boundary and deemed detrimental to 
safe operation of the plant 

LOCATION: Appendix A, Table 6: HAZARDS / Row 6 

TECHNICAL BASIS: 

This EAL is based on releases in concentrations within the Site Boundary that will affect the health 
of plant personnel or affecting the safe operation of the plant with the plant being within the 
evacuation area of an offsite event (i.e., tanker truck accident releasing toxic gases, etc.). In the 
latter case, the evacuation area will be as determined from the DOT Evacuation Tables for Selected 
Hazardous Materials, located in the DOT Emergency Response Guide for Hazardous Materials.  

NUMARC DEVIATION: 

The EAL does not address toxic or flammable gas origins or causes for evacuations of personnel 
located within the Site Area Boundary due to an offsite event. Gases that could enter the Site 
Boundary encompass causes for evacuation. The EAL addresses the impact to personnel and the 
safe operation of the plant, regardless of the origin of these evacuation directives.  

SOURCE DOCUMENT

N UMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.92 6-5 

APP MODE: MODES 1 - 6 CLA NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HU1 Natural and Destructive Phenomena Affecting the Protected Area.  
6. Report of turbine failure resulting in casing penetration or damage to turbine or generator seals.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Main turbine failure causing casing penetration or damage to turbine oil seals or generator seals 

LOCATION: Appendix A, Table 6: HAZARDS / Row 7 

TECHNICAL BASIS: 

This EAL is intended to address main turbine rotating component failure of sufficient magnitude to 
cause observable damage to the turbine casing or to the seals of the turbine generator. Of major 
concern is the potential for leakage of combustible fluids (lubncating oils) and gases (hydrogen 
cooling) to the plant environs. Actual fires and flammable gas build-up are appropriately classified 
via HU2 and HU3. This EAL is consistent with the definition of an NUE while maintaining the 
anticipatory nature desired and recognizing the risk to non-safety related equipment.  

NUMARC DEVIATION: 

"Turbine oil seals" is indicated to clarify the intent of the EAL. Damage to the turbine casing is 
determined by visual and/or indicated observations from the Control Room (i.e., visual CRTdisplay 
of turbine beating vibrations and condenser vacuum indicators). Sufficient instrumentation exists 
to adequately determine turbine failures involving seal failures which conform to the intent of this 
EAL. A reliance is implied, though, for visual damage indications by plant personnel.  

SOURCE DOCUMENT.  

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.93 6-6 

APP MODE: MODES 1 - 6 CLASS:NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HU1 Natural and Destructive Phenomena Affecting the Protected Area.  
1. (Site-specific) method indicates felt earthquake.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 
Valid "Strong Motion Accelerometer System Trigger" indicated on Seismic Warning Panel per 
791S-9SM01 

LOCATION: Appendix A, Table 6: HAZARDS / Row 8 

TECHNICAL BASIS: 

If a strong motion accelerometer alarm is received concurrent with felt ground motion or waves 
are visible in the spent fuel pool, a NUE is warranted.  

This EAL references PVNGS Procedure 791S-9SM01, Analysis of Seismic Event, which is 
performed by the Shift Technical Advisor upon receipt of a "SEISMIC OCCURRENCE" Control 
Room annunciation. Under the intent of this EAL, damage may be caused to some portions of the 
site, but should not affect ability of safety functions to operate. The method of detection is based on 
instrumentation and validated by the aforementioned procedure. When the inspections and 
walkdowns specified in the actions for a seismic event > 0.01 g contained in the seismic event 
analysis procedure and walkdowns in accordance with 40AO-9ZZ21, "Acts of Nature" indicate that 
no unfavorable effects from the event have been identified, the conditions for this EAL no longer 
apply and the EAL may be exited.  

As defined in the EPRI-sponsored "Guidelines for Nuclear Plant Response to an Earthquake", 
dated October 1989, a "felt earthquake" is: An earthquake of sufficient intensity such that: (a) the 
vibratory ground motion is felt at the nuclear plant site and recognized as an earthquake based on 
a consensus of control room operators on duty at the time, and (b) for plants with operable seismic 
instrumentation, the seismic switches of the plant are activated. For most plants with seismic 
instrumentation, the seismic switches are set at an acceleration of about 0.01 g.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT: 

PVNGS Unit 1 Technical Specifications, Amendment 74 
PVNGS Procedure 41AL-1RK7C, Panel 807C Alarm Responses, Rev. 03.23 
PVNGS Procedure 791S-9SM01, Analysis of Seismic Event, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 6 -6
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1.5.94 6-7 

APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HU1 Natural and Destructive Phenomena Affecting the Protected Area.  
2. Report by plant personnel of tornado striking within protected area boundary.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Tornado affecting the Protected Area 

LOCATION: Appendix A, Table 6: HAZARDS / Row 9 

TECHNICAL BASIS: 

This EAL is based on the assumption that a tornado striking (touching down) within the Protected 
Area Boundary may have potentially damaged plant structures containing functions or systems 
required for safe shutdown of the plant. If such damage is confirmed visually or by other in-plant 
indications, the event will be escalated to an ALERT.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT

PVNGS Procedure 41AO-1ZZ58, Severe Weather, Rev. 00.01 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.95 6-8 

APP MODE: MODES 1 - 6 CLASS: NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HUI Natural and Destructive Phenomena Affecting the Protected Area.  
7. (Site-Specific) Occurrences.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Flooding affecting the Protected Area 

LOCATION: Appendix A, Table 6: HAZARDS / Row 10 

TECHNICAL BASIS: 

This EAL covers flooding incidents specific to naturally occurring phenomena which can lead to 
more serious events. It is based on the site-specific 50- and 100-year flooding events as delineated 
in the site Environmental Impact Study.  

NUMARC DEVIATION: 

No observable parameter is included within this EAL. Section 2.4.2.2.1 of the PVNGS UFSAR 
states that the probable maximum flood stage of elevation 776 is 175 feet below the lowest plant 
grade of 951 at Unit 3. The site is also protected from the Hassayampa River to the east by a 
topographic ridge at minimum elevation 975. Protection of safety-related facilities from inundation 
by offsite flood sources is achieved by the location of the facilities beyond the extent of flooding.  
The site drainage system and grading plan is designed with sufficient capacity to prevent flooding 
of Seismic Category I structures and loss of access to these facilities due to the Probable Maximum 
Thunderstorm Precipitation.  

SOURCE DOCUMENT

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.96 6-9 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 

HA2 Fire or Explosion Affecting the Operability of Plant Safety Systems Required to Establish or 
Maintain Safe Shutdown.  
1. The following conditions exist: 
a. Fire or explosion in any of the following (site-specific) areas: 
* (Site-specific) list 
AND 
b. Affected system parameter indications show degraded performance or plant personnel 
report visible damage to permanent structures or equipment within the specified area.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Fire or explosion affecting safety systems required for the current operating Mode as indicated by 
degraded performance or as indicated by plant personnel reporting visible damage (e.g., 
deformation, scorching) to permanent structures or equipment 

LOCATION: Appendix A, Table 6: HAZARDS / Row 1 

TECHNICAL BASIS: 
Equipment and plant areas required for the current operating Mode are delineated in PVNGS 
Technical Specifications. As such, a determination can be made if the fire or explosion is potentially 
affecting one or more redundant trains of safety systems which are required to be OPERABLE for 
the current operating Mode. With regard to explosions, only those explosions of sufficient force to 
damage permanent structures or equipment required for safe operation within the identified plant 
area should be considered. As used here, an explosion is a rapid, violent, unconfined combustion, 
or a catastrophic failure of pressurized equipment, that potentially imparts significant energy to 
near-by structures and materials. The inclusion of a "report of visible damage" should not be 
interpreted as mandating a lengthy damage assessment prior to classification. No attempt is made 
in this EAL to assess the actual magnitude of the damage. The occurrence of the explosion with 
reports of evidence of damage (e.g., deformation, scorching) is sufficient for declaration. The 
declaration of an ALERT and the activation of the TSC will provide the Emergency Operations 
Director (EOD) with the resources needed to perform these damage assessments. The EOD also 
needs to consider any security aspects of the explosion(s), if applicable.  

NUMARC DEVIATION: 
Specifying "plant areas and equipment required for the current operating Mode" facilitates the intent 
of the EAL in lieu of specifying all-encompassing lists of functions and systems applicable to 
operating Modes requiring their Operability. PVNGS Technical Specifications details functions and 
systems required to be OPERABLE for applicable Modes.  

SOURCE DOCUMENT' 
PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 6 -9
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1.5.97 6-10 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HA5 Control Room Evacuation Has Been Initiated.  
1. Entry into (site-specific) procedure for control room evacuation.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Entry into 40AO-9ZZ18, Shutdown Outside Control Room or 40AO-9ZZ19, Control Room Fire, for 
Control Room evacuation 

LOCATION: Appendix A, Table 6: HAZARDS / Row 3 

TECHNICAL BASIS: 

With the Control Room evacuated, additional support with monitoring and direction through the 
Technical Support Center and/or Emergency Operations Facility is necessary. Inability to establish 
plant control from outside the Control Room will escalate this event to an SAE.  

NUMARC DEVIATION: 

Evacuation of the Control Room requires direction from an appropriate procedure in use. The 
procedures reference the Emergency Classification Procedure as an implementation.  

SOURCE DOCUMENT

PVNGS Procedure 41AO-1ZZ27, Shutdown Outside Control Room, Rev. 02.17 
PVNGS Procedure 41AO-1ZZ44, Control Room Fire, Rev. 03.07 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.98 6-11 

APP MODE: MODES 1 - 6 CLAS:ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HA1 Natural and Destructive Phenomena Affecting the Plant Vital Area.  
5. Vehicle crash affecting plant vital areas.  

PVNGS EMERGENCY ACTION LEVEL (EALQ: 

Vehicle/aircraft crash or missile impact affecting plant vital areas 

LOCATION: Appendix A, Table 6: HAZARDS / Row 4 

TECHNICAL BASIS: 

This EAL is intended to address such items as plane or helicopter crash, train crash, or any vehicle 
or missile affecting a plant vital area.  

NUMARC DEVIATION: 

NONE. PVNGS expands on particulars in this EAL so that the intended meaning of encompassing 
vehicles is apparent. "Missile" is added as a vehicle form which could cause damage to plant 
structures containing functions and systems required for safe shutdown of the plant. The 
consequences of damage to plant structures or systems affecting a plant vital area resulting from 
missile impacts are not unlike the consequences of damage associated with vehicle impacts.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.99 6-12 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMA RC/NESP-007 INITIATING CONDITION: 

HA1 Natural and Destructive Phenomena Affecting the Plant Vital Area.  
3. Report of any visible structural damage on any of the following plant structures: 
"* Reactor Building 
"• Intake Building 
"* Ultimate Heat Sink 
"* Refueling Water Storage Tank 
"* Diesel Generator Building 
"* Turbine Building 
"* Condensate Storage Tank 
"* Control Room 
"* Other (Site-Specific) Structures 

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Visible structural damage to any building containing safe shutdown equipment 

LOCATION: Appendix A, Table 6: HAZARDS I Row 5 

TECHNICAL BASIS: 

This EAL addresses structures containing systems and functions required for safe shutdown of the 
plant. The structural damage implied has origins related to any destructive phenomena not 
explicitly addressed in any other EAL in this category.  

NUMARC DEVIATION: 

Specifying "any building containing safe shutdown equipment" facilitates the intent of the EAL in 
lieu of specifying all-encompassing lists of plant structures and buildings applicable to operating 
Modes requiring their Operability. PVNGS Technical Specifications details plant structures and 
buildings required to be OPERABLE for applicable Modes as delineated within Limiting Conditions 
for Operation (LCOs) requiring Operability for all supporting equipment and functions needed for 
Operability of the applicable system or function.  

SOURCE DOCUMENT

PVNGS Unit 1 Technical Specifications, Amendment 74 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.100 6-13 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HA3 Release of Toxic or Flammable Gases Within a Facility Structure Which Jeopardizes 
Operation of Systems Required to Maintain Safe Operations or to Establish or Maintain Cold 
Shutdown.  
1. Report or detection of toxic gases within a Facility Structure in concentrations that will be life 
threatening to plant personnel.  
2. Report or detection of flammable gases within a Facility Structure in concentrations that will affect 
the safe operation of the plant.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Toxic or flammable gas within a facility structure affecting operation of safety systems required for 
the current operating Mode or is life threatening to personnel within those structures per site Fire 
Department analyses 

LOCATION: Appendix A, Table 6: HAZARDS / Row 6 

TECHNICAL BASIS: 

This EAL is based on gases that have entered a plant structure affecting the safe operation of the 
plant. The EAL applies to buildings and areas contiguous to plant vital areas or other significant 
buildings or areas. The intent of this EAL is not to include buildings (i.e., warehouses) or other 
areas that are not contiguous or immediately adjacent to plant vital areas. It is appropriate that 
increased monitoring be done to ascertain whether consequential damage has occurred. The 
PVNGS site Fire Department operates under OSHA guidelines in determining if facility structures 
meet habitability requirements. They are staffed continuously and are trained and required to 
respond to hazardous materials, hazardous atmospheres, etc.  

NUMARC DEVIATION: 

This EAL has been phrased to allow for the inclusion of safe plant operations encompassing both 
plant personnel and safety systems required for the current operating Mode. Equipment required 
for the establishment and maintenance of Cold Shutdown is required to be OPERABLE in Modes 
specifying the applicability.  

SOURCE DOCUMENT: 

PVNGS Procedure 14AC-OFP02, Emergency Notification and Response, Rev. 02.02 
PVNGS Procedure 14DP-0FP27, PVNGS Fire Department Hazardous Incident Response, 
Rev. 00.00 
PVNGS Unit 1 Technical Specifications, Amendment 74 6 -1 3 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.101 6-14 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HA1 Natural and Destructive Phenomena Affecting the Plant Vital Area.  
6. Turbine failure generated missiles result in any visible structural damage to or penetration of any 
of the following plant areas: (site-specific) list.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Main turbine failure generating missiles which result in visible damage to structures 
containing safety related equipment 

LOCATION: Appendix A, Table 6: HAZARDS / Row 7 

TECHNICAL BASIS: 

This EAL is intended to address the threat to safety related equipment imposed by missiles 
generated by main turbine rotating component failures. Since PVNGS was designed to minimize 
impacts to safety related equipment caused by main turbine rotating component failures (i.e., no 
safety related equipment is located on a tangent to turbine rotational direction), there are no areas 
within which damage to structures containing this equipment can be affected by ejected turbine 
components. Catastrophic failure of the main turbine rotating components, though, would likely 
cause damage to the main condenser, condensate and/or circulating water system(s) piping, or 
personnel in the vicinity. However, this EAL is consistent with the definition of an ALERT in that if 
missiles have damaged or penetrated areas containing safety related equipment, the potential 
exists for substantial degradation of the level of safety of the plant.  

NUMARC DEVIATION: 

No listing of structures containing safety related equipment specific to PVNGS is included in the 
EAL due to the inherent characteristics of the manufacturers' design of the plant (i.e., Bechtel, 
Combustion Engineering). No safety related equipment is located on a tangent to the rotational 
direction of the main turbine spindles.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.102 6-15 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 

HA1 Natural and Destructive Phenomena Affecting the Plant Vital Area.  
1. (Site-Specific) method indicates Seismic Event greater than Operating Basis Earthquake (OBE).

PVNGS EMERGENCY ACTION LEVEL (EAL):

Confirmed earthquake > OBE levels per 791S-9SM01 such that preliminary analysis indicates OBE 
validity 

LOCATION: Appendix A, Table 6: HAZARDS / Row 8 

TECHNICAL BASIS: 

This EAL is based on the plant FSAR design basis. Seismic events of this magnitude can cause 
damage to safety functions. The determination of the magnitude of the seismic event is based on 
preliminary analysis by the Shift Technical Advisor that the OBE annunciation is valid. The event 
classification can then be declared in a prompt manner. Performance of 791S-9SM01, Analysis of 
Seismic Event, by the STA upon receipt of "SEISMIC OCCURRENCE" Control Room annunciation 
is then performed as appropriate to the indications.  

NUMARC DEVIATION: 

NONE 

SOURCE DOCUMENT.  

PVNGS Unit 1 Technical Specifications, Amendment 74 
PVNGS Procedure 41AL-1 RK7C, Panel B07C Alarm Responses, Rev. 03.23 
PVNGS Procedure 791S-9SM01, Analysis of Seismic Event, Rev. 2 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.103 6-16 

APP MODE: MODES 1 - 6 CLASS:ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HA1 Natural and Destructive Phenomena Affecting the Plant Vital Area.  
2. Tornado or high winds striking plant vital areas: Tornado or high winds greater than (site-specific) 
mph strike within protected area boundary.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Sustained winds > 105 mph (design levels) or tornado with average winds > 300 mph (design basis) 
per 40AO-9ZZ21, Acts of Nature 

LOCATION: Appendix A, Table 6: HAZARDS / Row 9 

TECHNICAL BASIS: 

This EAL is based on the plant FSAR design basis. Wind loads of this magnitude can cause 
damage to safety functions. Sustained winds of > 105 mph or tornados with cyclonic velocities 
exceeding 260 mph (Categoty F5) with simultaneous tangential movement of 40 mph (i.e., 260 + 
40 = 300 mph) are design levels per the PVNGS FSAR. Sustained winds are wind speeds 
averaged over one minute that generally remain continuous for at least 15 minutes (NOAA-NWS 
definition) and exclude localized gusts exceeding these wind velocity limits.  

NUMARC DEVIATION: 

NONE. "Sustained" winds are based on National Weather Service (NWS) forecasts and/or 
warnings issued locally. Per NUMARC/NESP-007, Methodology for Development of Emergency 
Action Levels, Rev. 2, Questions and Answers, June 1993, meteorological tower data should not 
be used for weather assessments regarding wind velocities of this force for emergency 
classification purposes. Estimated sustained winds furnished by the National Weather Service 
should provide the basis for emergency classification purposes. EAL HA1-3 will provide evidence 
of damage to safe shutdown structures when winds of this nature are exceeded.  

SOURCE DOCUMENT.

PVNGS Procedure 41AO-1ZZ58, Severe Weather, Rev. 00.01 
PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2, 
Questions and Answers, June 1993 6 1
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1.5.104 6-17 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMA RCINESP-007 INITIATING CONDITION: 

HAl Natural and Destructive Phenomena Affecting the Plant Vital Area.  
7. (Site-Specific) occurrences.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Flooding potentially affecting safety systems required for the current operating Mode 

LOCATION: Appendix A, Table 6: HAZARDS / Row 10 

TECHNICAL BASIS: 

This EAL covers flooding incidents specific to naturally occurring phenomena which can lead to 
more serious events. It is based on the site-specific 50- and 100-year flooding events as delineated 
in the site Environmental Impact Study.  

NUMARC DEVIATION: 

No observable parameter is included within this EAL. Section 2.4.2.2.1 of the PVNGS UFSAR 
states that the probable maximum flood stage of elevation 776 is 175 feet below the lowest plant 
grade of 951 at Unit 3. The site is also protected from the Hassayampa River to the east by a 
topographic ridge at minimum elevation 975. Protection of safety-related facilities from inundation 
by offsite flood sources is achieved by the location of the facilities beyond the extent of flooding.  
The site drainage system and grading plan is designed with sufficient capacity to prevent flooding 
of Seismic Category I structures and loss of access to these facilities due to the Probable Maximum 
Thunderstorm Precipitation. The effect that flooding of this extent could have on "safety systems 
required for the current operating Mode" is consistent with other hazards and naturally occurring 
events of this type.  

SOURCE DOCUMENT

PVNGS Updated Final Safety Analysis Report (UFSAR), Rev. 5 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.105 6-18 

APP MODE: MODES 1 - 6 CLASS:SAE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 

HS2 Control Room Evacuation Has Been Initiated and Plant Control Cannot Be Established.  
1. The following conditions exist: 
a. Control room evacuation has been initiated.  
AND 
b. Control of the plant cannot be established per (site-specific) procedure within (site-specific) 
minutes.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Evacuation of Control Room and control not established locally at the Remote Shutdown Panel 
within 15 minutes 

LOCATION: Appendix A, Table 6: HAZARDS / Row 3 

TECHNICAL BASIS: 

Expeditious transfer of safety systems has not occurred but fission product barrier damage may not 
yet be indicated. PVNGS Engineering Calculation 13-MC-FP-317, 1OCFR50, Appendix R 
Operational Considerations, establishes 23 minutes for initiating Auxiliary Feedwater to the steam 
generator(s) as the most limiting initial action which must be taken under these conditions.  
However, the 15 minute time period established generically for transfer of safety system control to 
the Remote Shutdown Panel(s) is based on an assessment as to how quickly control must be re
established without core uncovering and/or core damage possibly taking place. (Based on the 
generic basis, this time period must never exceed 15 minutes.) In Cold Shutdown and Refueling 
Modes, operator concern is directed toward maintaining core cooling such as is discussed in 
Generic Letter 88-17, Loss of Decay Heat Removal. In power operation, Hot Standby, and Hot 
Shutdown Modes, operator concern is primarily directed toward maintaining critical safety functions 
and thereby assuring fission product barrier integrity.  

NUMARC DEVIATION: 

Evacuation of the Control Room requires direction from an appropriate procedure in use. The 
procedures reference the Emergency Classification Procedure as an implementation.  

SOURCE DOCUMENT

Engineering Calculation 13-MC-FP-317, 1 OCFR50 Appendix R Operational Considerations, 
29 JUL93 
PVNGS Procedure 41AO-1ZZ27, Shutdown Outside the Control Room, Rev. 02.17 
PVNGS Procedure 41AO-1ZZ44, Control Room Fire, Rev. 03.07 NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.106 7-1 

APP MODE: MODES 1 - 6 CLASS:NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMA RC/NESP-007 INITIATING CONDITION: 

HU4 Confirmed Security Event Which Indicates a Potential Degradation in the Level of Safety of 
the Plant.  
1. Bomb device discovered within plant protected Area and outside the plant Vital Area.  
2. Other security events as determined from (site-specific) Safeguards Contingency Plan.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Declared Security Color Code Condition - Red (Security Emergency) indicating a potential 
degradation in the level of safety of the plant 

LOCATION: Appendix A, Table 7: SECURITY / Row 1 

TECHNICAL BASIS: 

This EAL is based on the PVNGS Site Security Plan. Security events which do not represent at 
least a potential degradation in the level of safety of the plant are reported under 10 CFR 73.71 or, 
in some cases, under 10 CFR 50.72. The plant Protected Area Boundary is that part within the 
Security Isolation Zone and is defined in PVNGS Procedure 20AC-0SK04. A bomb discovered in 
the plant Protected Area falls within the scope of this EAL and would constitute a security event.  

NUMARC DEVIATION: 

NONE. The PVNGS Site Security Plan contains Contingency Plans for specific events and would 
be based on declaration of a Security Color Code Condition - Red (Security Emergency).  

SOURCE DOCUMENT

PVNGS Procedure 20AC-0SK04, Protected/Vital Area Personnel Access Control, Rev. 09.00 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.107 7-2 

APP MODE: MODES 1 - 6 CLAS:ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 

HA4 Security Event in a Plant Protected Area.  
1. Intrusion into plant protected area by a hostile force.  
2. Other security events as determined from (site-specific) Safeguards Contingency Plan.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Security event within the Protected Area (RE: 40AC-0OP07) 

LOCATION: Appendix A, Table 7: SECURITY / Row 1 

TECHNICAL BASIS: 

The Control Room Shift Manager should declare this EAL when there is direct evidence that hostile 
forces are or have been inside the Protected Area, but the Control Room or any vital area are not 
currently threatened. The Shift Manager should also consider this EAL in situations where the 
presence of hostile forces within the Protected Area is indicated by sabotage to plant equipment, 
but the full extent of damage to equipment or the full scope of the sabotage may not yet be known.  
This class of security events represents an escalated threat to plant safety above that contained in 
the NUE. For the purposes of this EAL, a civil disturbance which penetrates the Protected Area 
Boundary can be considered a hostile force and, as such, the intrusion of this hostile force into the 
plant Protected Area falls within the scope of this EAL and would constitute a security event.  

NUMARC DEVIATION: 

NONE. The PVNGS Site Security Plan contains Contingency Plans for specific events and would 
be based on declaration of a Security Emergency.  

SOURCE DOCUMENT 

PVNGS Procedure 20AC-OSK04, ProtectedNital Area Personnel Access Control, Rev. 09.00 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.108 7-3 

APP MODE: MODES 1 - 6 CLASS:SAE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCANESP-007 INITIATING CONDITION: 

HS1 Security Event in a Plant Vital Area.  
1. Intrusion into plant vital area by a hostile force.  
2. Other security events as determined from (site-specific) Safeguards Contingency Plan.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Security event within any vital area (RE: 40DP-0OP07) 

LOCATION: Appendix A, Table 7: SECURITY / Row 1 

TECHNICAL BASIS: 

Hostile forces consist of one or more persons armed with any sort of weapon(s) whose intent is 
evident by declaration or action to cause damage to plant equipment or injury to plant personnel.  
The principal role in dealing with a security threat belongs to the security forces. The role of the 
operator is to ensure to the maximum extent possible under the circumstances that the health and 
safety of the public is protected. Entry of hostile forces inside the protected area compromises the 
ability of operators to perform their duty, since the ultimate goal of the hostile forces is 
unpredictable. Hostile forces may seek to damage plant equipment and cause a release, or injure 
or kill plant operating staff. Situations where hostile forces are known to have entered the Protected 
Area places the Control Room, Remote Shutdown Panels, or other areas defined as vital in the unit 
security plans at extreme and immediate risk. Entry of hostile forces inside the protected area 
undoubtedly constitutes a situation in which there is an actual or potential substantial degradation 
in the level of plant safety. This class of security events represents an escalated threat to plant 
safety above that contained in the ALERT in that a hostile force has progressed from within the 
Protected Area to a vital area.  

NUMARC DEVIATION: 

NONE. The PVNGS Site Security Plan contains Contingency Plans for specific events and would 
be based on declaration of a Security Emergency.  

SOURCE DOCUMENT

PVNGS Procedure 20AC-0SK04, ProtectedNital Area Personnel Access Control, Rev. 09.00 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.109 7-4 

APP MODE: MODES 1 - 6 CLASS: GE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HG1 Security Event Resulting in Loss of Ability to Reach and Maintain Cold Shutdown.  
1. Loss of physical control of the control room due to security event.  
2. Loss of physical control of the remote shutdown capability due to security event.  

PVNGS EMERGENCY ACTION LEVEL (EAL,: 

Security event resulting in the loss of ability to reach and maintain Cold Shutdown from the Control 
Room or Remote Shutdown Panel 

LOCATION: Appendix A, Table 7: SECURITY / Row 1 

TECHNICAL BASIS: 

Entry of hostile forces into the Control Room or Remote Shutdown Panel Room(s) compromises 
the ability of operators to perform their duty, since the ultimate goal of the hostile forces is 
unpredictable. If the hostile forces are known to have entered the Control Room or Remote 
Shutdown Panel Room(s) or other vital plant areas, the freedom of operators to maintain the plant 
in a safe operating condition is lost. This EAL encompasses conditions under which a hostile force 
has taken physical control of the Control Room, Remote Shutdown Panel Room(s), or any other 
vital area required to reach and maintain safe shutdown conditions. Although actual core melt or 
loss of containment integrity has not occurred and there is no immediate evidence of substantial 
releases in progress, control of the reactor plant by hostile forces undoubtedly constitutes the most 
serious possible threat.  

NUMARC DEVIATION: 

NONE. The PVNGS Site Security Plan contains Contingency Plans for specific events and would 
be based on declaration of a Security Emergency.  

SOURCE DOCUMENT

PVNGS Procedure 20AC-0SK04, Protected/Vital Area Personnel Access Control, Rev. 09.00 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.110 8-1 

APP MODE: MODES 1 - 6 CLASNUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-O07 INITIATING CONDITION: 

HU1 Natural and Destructive Phenomena Affecting the Protected Area.  
3. Assessment by the control room that an event has occurred.

PVNGS EMERGENCY ACTION LEVEL (EAL):

Control Room assessment that an event has occurred affecting the Protected Area 

LOCATION: Appendix A, Table 8: MISCELLANEOUS / Row 1 

TECHNICAL BASIS: 

This EAL allows for the Control Room staff to determine that an event has occurred and take 
appropriate action based on personal assessment as opposed to verification (i.e., an earthquake is 
felt but does not register on any plant-specific instrumentation due to malfunction of the 
instrumentation, etc.).  

NUMARC DEVIATION: 

NONE.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.111 8-2 

APP MODE: MODES 1 - 6 CLASS:NUE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-O07 INITIATING CONDITION: 
HU5 Other Conditions Existing Which in the Judgment of the Emergency Director Warrant 
Declaration of an Unusual Event.  
1. Other indications exist which in the judgment of the Emergency Director indicate a potential 
degradation of the level of safety of the plant.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Other conditions exist which, in the judgment of the SM/EC, indicate a potential degradation of the 
level of safety of the plant 

LOCATION: Appendix A, Table 8: MISCELLANEOUS / Row 2 

TECHNICAL BASIS: 
This EAL is intended to address unanticipated conditions not addressed explicitly elsewhere but 
that warrant declaration of an emergency because conditions exist which are believed by the 
SM/EC to fall under the NUE emergency class.  

From a broad perspective, one area that may warrant SM/EC judgment is related to likely or actual 
breakdown of PVNGS event mitigating actions. Examples to consider include inadequate 
emergency response procedures (e.g., Emergency Plan Implementing Procedures, etc.), transient 
response either unexpected or not understood, failure or unavailability of emergency systems 
during an accident in excess of that assumed in accident analyses, or insufficient availability of 
equipment and/or support personnel.  

Specific examples of actual events that may require SM/EC judgment for an NUE declaration are 
listed below for consideration. However, this list is by no means all inclusive and is not intended to 
limit the discretion of the SWEC judgment in applying further examples.  

"* Aircraft crash on site 
"* Train derailment on site 
"* Near-site explosion which may adversely affect normal site activities 
"* Near-site release of toxic or flammable gas which may adversely affect normal site 

activities 
"• Uncontrolled RCS cooldown due to secondary side depressurization 

It is also intended that the SM/EC judgment not be limited by any list of events as defined here or 
as augmented by the site. This list is provided solely as examples for consideration and it is 
recognized that actual events may not always follow a pre-conceived description.  

NUMARC DEVIATION: 
NONE 

SOURCE DOCUMENT' 8-2 
NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2
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1.5.112 8-3 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 

HA1 Natural and Destructive Phenomena Affecting the Plant Vital Area.  
4. (Site-Specific) indications in the control room.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Control Room assessment that an event has occurred affecting plant vital areas 

LOCATION: Appendix A, Table 8: MISCELLANEOUS / Row 1 

TECHNICAL BASIS: 

This EAL allows for the Control Room staff to determine that an event has occurred and take 
appropriate action based on personal assessment as opposed to verification (e.g., an earthquake 
is believed to exceed OBE levels but does not register on any plant-specific instrumentation due to 
malfunction of the instrumentation, etc.).  

NUMARC DEVIATION: 

NONE.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 

8-3
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1.5.113 8-4 

APP MODE: MODES 1 - 6 CLASS: ALERT 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HA6 Other Conditions Existing Which in the Judgment of the Emergency Director Warrant 
Declaration of an Alert.  
1. Other indications exist which in the judgment of the Emergency Director indicate that plant safety 
systems may be degraded and that increased monitoring of plant functions is warranted.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Other conditions exist which, in the judgment of the SM/EC, indicate that plant safety systems may 
be degraded and that increased monitoring of plant functions is warranted 

LOCATION: Appendix A, Table 8: MISCELLANEOUS / Row 2 

TECHNICAL BASIS: 

This EAL is intended to address unanticipated conditions not addressed explicitly elsewhere but 
that warrant declaration of an emergency because conditions exist which are believed by the 
SM/EC to fall under the ALERT emergency class. If the SS/EC believes that increased monitoring 
of plant functions is warranted and deems that activation and staffing of Emergency Response 
Facilities is required for this monitoring, then the ALERT declaration is warranted.  

NUMARC DEVIATION: 

NONE.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.114 8-5 

APP MODE: MODES 1 - 6 CLASS: SAE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARC/NESP-007 INITIATING CONDITION: 

HS3 Other Conditions Existing Which in the Judgment of the Emergency Director Warrant 
Declaration of a Site Area Emergency.  
1. Other indications exist which in the judgment of the Emergency Director indicate actual or likely 
major failures of plant functions needed for protection of the public.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Other conditions exist which, in the judgment of the SM/EC, indicate actual or likely major failure of 
plant functions needed for protection of the public 

LOCATION: Appendix A, Table 8: MISCELLANEOUS / Row 2 

TECHNICAL BASIS: 

This EAL is intended to address unanticipated conditions not addressed explicitly elsewhere but 
that warrant declaration of an emergency because conditions exist which are believed by the 
Emergency Operations Director (EOD) to fall under the emergency class description for SAE.  

NUMARC DEVIATION: 

NONE.  

SOURCE DOCUMENT

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 
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1.5.115 8-6 

APP MODE: MODES 1 - 6 CLASS: GE 

CATEGORY: [H] Hazards and Other Conditions Affecting Plant Safety 

NUMARCINESP-007 INITIATING CONDITION: 

HG2 Other Conditions Existing Which in the Judgment of the Emergency Director Warrant 
Declaration of General Emergency.  
1. Other indications exist which in the judgment of the Emergency Director indicate: (1) actual or 
imminent substantial core degradation with potential for loss of containment, or (2) potential for 
uncontrolled radionuclide releases. These releases can reasonably be expected to exceed EPA 
PAG plume exposure levels outside the site boundary.  

PVNGS EMERGENCY ACTION LEVEL (EAL): 

Other conditions exist which, in the judgment of the SM/EC, indicate: 

(1) actual or imminent substantial core degradation with potential for loss of CTMT, or 
(2) potential for uncontrolled radionuclide releases that can reasonably be expected to exceed EPA 
PAG plume exposure levels outside the Site Boundary 

LOCATION: Appendix A, Table 8: MISCELLANEOUS / Row 2 

TECHNICAL BASIS: 

This EAL is intended to address unanticipated conditions not addressed explicitly elsewhere but 
that warrant declaration of an emergency because conditions exist which are believed by the 
Emergency Operations Director (EOD) to fall under the GE class.  

NUMARC DEVIATION: 

NONE.  

SOURCE DOCUMENT: 

NUMARC/NESP-007, Methodology for Development of Emergency Action Levels, Rev. 2 8 -6
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Appendix Q- Dose Projection Technical Bases 

1.0 DOSE PROJECTION TECHNICAL BASES 

1.1 Introduction 

1.1.1 This document provides various supporting information related to dose 
assessment activities above and beyond that available in the instructions for 
Dose Projection, Protective Actions, and the Emergency Exposure/KI. It is 
intended to be used primarily by the EOF Staff.  

1.1.2 This section contains the following subsections: 

1.1.2.1 Aids to project dose in an un-monitored release situation. Typical 
situations where this information may be useful would be a fire (outdoors or 
in a building) where the release is directly to atmosphere (un-filtered).  
Other situations might involve a release from the Fuel Building or Auxiliary 
Building due to an open door or breach; or an outdoor large storage tank 
being vented directly to atmosphere.  

1.1.2.2 The modeled accidents in Mesorem Jr. utilize "standard" and default data in 
order to expedite the release projection. This section provides information 
to fine tune a projection by adjustment of various entries. Also provided is 
detailed accident specific information which may be requested by ARRA or 
the NRC.  

1.1.2.3 Mesorem Jr. can be used to provide additional information beyond the 
initial dose projections; such as using a completed grab sample analysis to 
verify a projection, or assigning an important offsite location an individual 
receptor point. This section covers some selected options in those areas.  

1.1.2.4 Source Term Monitoring general information and job aids are provided.  

1.1.2.5 Control of dose must be done on a TEDE basis rather than relying on 
Whole Body dose. Until completed airborne sample data is available, the 
CEDE component of the TEDE will be unknown. This section provides 
information on how to use the External EDE and TEDE projected doses 
from the Mesorem Jr. printout to determine the expected ratio.  

1.1.2.6 A methodology to adjust a Mesorem Jr. projection to actual field readings is 

provided.  

1.1.2.7 General RMS information is provided.

P
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1.2 Isolated Containment supporting information 

1.2.1 The accident assumption is that a LOCA is occurring inside an isolated 
containment; with the release being the summed leakage to atmosphere from all 
of the containment penetrations (even though the penetrations are for the most 
part in the Aux. Bldg.). This selection may be used for any accident causing 
airborne activity in an Isolated Containment. The release calculation is based on 
a correlation of airborne activity to the higher of the RU-148/149 readings.  

1.2.1.1 Mesorem requires Rem/hr values for RU-148/149; DO NOT INPUT 
mRem/hr.  

1.2.1.2 Note that a failed fuel situation may cause elevated readings on these 
monitors even though there is no airborne activity in containment to be 
released.  

1.2.1.3 As the typical leakage is small, extreme monitor levels are needed to result 
in a significant release.  

1.2.2 RU-148/149 correlation reading 

1.2.2.1 If RU-148/149 are Inoperable, (or suspect) a calculation has been 
performed and a chart made (Page 5 this section) such that readings from 
any of several RU monitors outside containment may be used to correlate 
to a RU-149 level. Closed Window dose rates taken at the alternate 
detector geometry may be substituted if available.  

1.2.3 Containment Leak Rate 

1.2.3.1 The default leakage is assumed to be 852 cc/sec per FSAR Section 6.2.1, 
Table 6.2.1-3, "Principal Containment Design Parameters"; the 
containment design level leak rate is 0.1% of the free volume per day at 60 
PSIG with a containment free volume of 2.6E6 Cubic Feet (7.36E10 Cubic 
Centimeters).

PV216-C8NI (8488)
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1.2.3.2 Increasing Leak Rates per time 

0.1 % per day 8.52 E2 cc/sec (Default) 

1.0 % per day 8.52 E3 cc/sec 

0.1 % per hour 2.04 E4 cc/sec 

10 % per day 8.52 E4 cc/sec 

1.0 % per hour 2.04 E5 cc/sec 

100 % per day 8.52 E5 cc/sec 

10 % per hour 2.04 E6 cc/sec 

100 % per hour 2.04 E7 cc/sec 
1.2.3.3 Actual Leak Rates will be difficult for the Technical Staff to determine during 

an event; ask for bounding estimates within the above alternates.  

1.2.4 Basis of mix used for MESOREM projection 

1.2.4.1 Reg Guide 1.4, "Assumptions used for evaluating the potential radiological 
consequences of a loss of coolant accident for pressurized water reactors" 
calls for the following assumptions to be made by license applicants: 

* 25% of the Iodine inventory should be assumed to be available for 
leakage.  

a 100% of the Noble Gas inventory should be assumed to be available - a 
reduction of the amount of material available for leakage may be taken 
for containment spray effects, but the amount of reduction should be 
evaluated on an individual case basis (there is no built-in Mesorem 
adjustment for this).  

0 FSAR 6.5.2.2 states that only 6% of the containment volume is 
unsprayed.  

1.2.4.2 For the first 24 hours of an accident, the containment leak rate should 
assume Technical Specification leak rate at peak accident pressure.  

1.2.5 ARRA/NRC - Both groups have procedural requirements which require more 
data. To be prepared to answer questions the below may be reviewed.

�V2�6 O8N� tR.ga�P
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1.2.5.1 Is 20% or greater Core Damage projected or in progress? 

The Mesorem projection will provide an estimated Core Damage 
Fraction (CDF) in percent. This will not equate readily with the NRC 
Categories of Fuel Failure, but will provide an indication of the amount 
of core damage. Provide Tech Staff with the CDF given by Mesorem, 
and have them determine estimated damage.  

1.2.5.2 Will the inventory in Containment exceed the PAGs if released at a 100% 
per day leak rate? 

* The projection dose rate and dose values based on an 852 cc/sec leak 
rate are multiplied by 1000 to obtain 100% release per day values; and 
by 24,000 to obtain 100% release per hour values.  

1.2.5.3 What is the expected dose at Site Boundary if the leak rate increases by a 
factor of 10 or 100? 

* If RU-1 48 has the same reading when the leak rate increases by a 
factor of ten, the projected Site Boundary dose will also increase by a 
factor of 10.  

1.2.6 The following table provides a visual idea of the RU-148 levels required to obtain 
similar Site Boundary Dose rates as leak rates vary. The calculations reflect the 
RU-1 48 readings that would meet the EAL 3-16 and 3-19 levels. These are worst 
case scenario calculations done with default met data, shortest distance to Site 
Boundary, etc.

Leak Rate RU-148 EAL 3-16 Criteria met EAL 3-19 Criteria met 
from Containment in Rem/hr @Site Boundary @Site Boundary 

100%/Day 80 100 mRem/hr TEDE 

(8.52E5 cc/sec) 500 1 Rern/hr TEDE 

10%/Day 500 100 mRenmVhr TEDE 

(8.52E4 cc/see) 2800 1 Rem/hr TEDE 

1%/Day 2800 100 mRem/hr TEDE 

(8.52E3 cc/sec) 13,300 5 Rem/hr Thyroid CDE 

.1%/Day 13,300 500 mRem/hr Thyroid CDE 

(8.52E2 cc/sec) 36,500 5 Rem/hr Thyroid CDE

PV216-08NI 18-881
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1.2.7 CONTAINMENT DOSE RATE ESTIMATION USING AREA MONITORS 
EXTERNAL TO CONTAINMENT

R15881

Expected peak reading 
in Containment 

per calculation to be 
around 7E5 R/HR.  

--i E40]_ RU-37 1 

mR/Hr 

1 E+41

Expected that Containment General 
areas will be > 1000 R/HR before 
shine Is seen on outside monitors.

1E+7 

IE+6 

IE+5 

1E+4 

IE+3 

1Ee+2 

1E+1 

1E+0

RU-371RU-38 - Power Access Purge Area monitors; 
GM tubes with a range of 0.1 to 10,000 mRem/Hr.  

RU-158B/RU-158C-Accident range area monitors; 
ion-chambers with a range of 0.1 to 10,000 Remn/Hr.

PV216-08NI (8-88)

INSTRUCTIONS: obtain a reading from as many of the above as 
are available. Hand Dose Rates taken near the detectors 
(closed window) can be used if available on that column.  
Use a ruler laid horizontally across page to obtain the 
best fit with all available readings. The equivalent 
RU-149 reading in the left column may be used In 
an Isolated Containment dose projection.
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1.3 Steam Generator Tube Rupture supporting information 

1.3.1 Steam Generator Tube Rupture 

1.3.1.1 The release path may be steam released directly via the Main Steam 
Safety Valves (MSSVs); the Atmospheric Dump Valves (ADVs) or the 
Steam Bypass Control System valves (SBCS numbered 1007 and 1008).  

1.3.1.2 The release path may be through the Plant Vent Stack from the condenser 
air removal line (and through the Condenser Air Removal filter if lined up).  

1.3.1.3 The release will most likely be a combination of the above, with a very 
complex situation of valves opening varying percentages for varying 
periods. The initial projections will be very conservative, and the EOF Staff 
should make it a priority to break down the release into more accurate 
separate calculations. It is essential that the Operations/Technical Staff 
assist in this effort.  

1.3.1.4 A possibility exists that a Steam Generator could fill completely during an 
accident (go solid). If a generator would fill with primary side water such 
that fresh primary is being dumped to the atmosphere all projected Thyroid 
CDE data should be multiplied by 100.  

1.3.2 Early indicators 

1.3.2.1 An early indication of a primary/secondary leak at power will be given by 
the RU-142 monitors, Channels 1 through 4. They will indicate roughly 40 
cpm to 300 cpm as conditions change from normal (no leaks) to about 30 
GPD. This reading is quantitative only, as where the leak physically occurs 
in the Steam Generator will have a significant effect on the N-1 6 carryover 
activity. Therefore the primary use of these monitors will be in the initial leak 
phase, prior to reactor shutdown. Increases seen on these channels will be 
one of the first indications that a leak is occurring, and will serve to verify 
any RU-4/5/139/140/141 increases seen. In a significant leak (>30 GPD) 
these monitors can be expected to go way upscale, perhaps even saturate; 
and the shine from the affected generator line will probably result in 
indications on all three adjacent detectors.  

1.3.3 Other RMS 

1.3.3.1 Applicable monitors are RU-141; RU-143/144; RU-139/140; RU-4/5.  

1.3.3.2 RU-141 monitors activity from the Condenser Air Removal System (CARS); 
with the Alert Alarm will indicating an activity increase of 4X > normal; the 
High Alarm will line up the CARS filter and equates to a 1 GPM Tube Leak 
assuming 1% Failed Fuel. The CARS line inputs into the Plant Vent Stack, 
upstream of the RU-143/144 Stack monitors.

V216-08NI 8, -88)
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1.3.3.3 An RU-143/144 alarm may be a result of more than one input (see map on 
DPTB Page 11).  

1.3.3.4 RU-1 39 A&B and RU-1 40 A&B are the main steam line monitors located 
upstream of all Safety's/Dumps/ADVs. They will over-respond initially to N
16 carryover in the steam if the reactor is still critical during a tube rupture 
phase. They will have a period when release activity is being carried over 
by the steam but is not seen as it is less than the 1.5 mRem/hr keep-alive 
source value.  

1.3.4 Worst case defaults 

1.3.4.1 Should RU-139/140 be inoperable during an actual release the Mesorem 
SGTR 1% Scenario allows use of built-in default calculations for either an 
ADV or MSSS release These default values are based on the Steam 
Generator Tube Rupture Accident Analysis from CESSAR 15.6, and 
assume 1% Failed Fuel, a 400 GPM primary/secondary leak rate, and a 2 
hour release 

1.3.5 DOs and DON'Ts 

1.3.5.1 Verify with OPS that the CAR Filter is lined up.  

The default value of 95% should be used for iodine removal efficiency 
unless the Condenser Air Removal filter is unavailable or indications of 
impaired efficiency exist. Indications would be alarms from the filter 
bank temperature and pressure sensors in the Control Room.  
Temperatures of > 2650 F indicate impaired filtration; > 6250 F 
indicates a fire in the carbon filter banks; high differential pressure 
indicates filter loading. Adjustments to the 95% values should be 
approved by the RPM/RAC based on the STA/TSC Staff information.

'V216-OBNI (8.8a)PV 6-8 (. )
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1.3.5.2 Adjusting defaults for over conservatism.  

* The default value for RCS Hot Leg ( 2100) reflects the lowest possible 
vapor value and is not meant to be a reasonable value to use.  

The default steam flows will most likely never be appropriate to use for 
a 2 hour release scenario. The maximum steam flows possible (100% 
power) are in the table below - these should be adjusted per the STA 
and Tech Staff estimates - DO NOT BE RELUCTANT TO MAKE 
COMMON SENSE ADJUSTMENTS and then DOCUMENT your 
thought process.  

Component @ 100% Power Maximum Flow in Lbm/Hr 

Output of both Steam Generators 1.72E7 

Output of one Steam Generator 8.59E6 

Fully Open Safety Valve 9.70E5 

Fully Open Steam Bypass Control Valve 9.03E5 

Fully Open ADV 1.90E6 

* The Steam Generators cannot maintain maximum steam flow for 
anywhere near two hours after reactor trip. The ADVs/Safety's/Steam 
Bypass Control valves are typically only partially open for short duration 
periods.  

Be aware that releases occur below the RU-1 39/140 threshold level.  

Only activity greater than the 1.5 mRem/hr threshold level of the RU
139/140 inline monitors will be seen via RMS. If it is likely that activity is 
being released at these lesser levels, a bounding calculation can be 
done by using the current Meteorological data and running a projection 
using 1.5 mRem/hr.

1.3.5.3
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1.4 LOCA Supporting Information 

1.4.1 This accident scenario models an RCS leak outside of containment; 

1.4.2 The "Plant Vent Exhaust Contributors" and "Fuel Building Exhaust Contributors" 
should be reviewed to ensure the correct release path(s) are being used.  

1.4.2.1 Note that a SIAS will route any activity from the lower level Auxiliary 
Building Ventilation (below 100') through the Fuel Building Essential Filters.  
This activity will be released via the Fuel Building Stack and monitored by 
RU-145/146, with the above 100' levels of the Auxiliary Building being 
released via the Plant Vent Stack and monitored by RU-143/144.  

1.4.3 Fuel Building Vent Stack: leakage activity is released through the Fuel Building 
Vent Stack and monitored by RU-145/146 or FB PASP.  

1.4.3.1 An accident involving elevated Fuel Building activity due to a Spent Fuel 
bundle leak should be modeled under "Fuel Handling Accident" which 
utilizes a different source term mix is used.  

1.4.4 Plant Vent Stack: Leakage activity is released through the Plant Vent Stack and 
monitored by RU-1 43/144 or the PV PASP; 

1.4.4.1 An accident involving elevated CARS (Condenser Air Removal System) 
activity should be modeled under "Steam Generator Tube Rupture 1%" or 
Steam Generator Tube Rupture 100%" which utilizes a different source 
term mix.  

1.4.4.2 Typical sources from Auxiliary Building Equipment include Letdown System 
leaks, Sample System leaks, Gas Stripper leaks, etc.  

1.4.4.3 The RadWaste Building ventilation exhaust is routed to the Plant Vent 
Stack. Contributions from the RadWaste Building include the building 
ventilation, waste gas decay tank discharges and boric acid concentrator 
discharges. There is no iodine filtration on this release path.  

1.4.4.4 An accident involving a Surge Tank or any WGDT which has been isolated 
for less than 45 days should be modeled as a LOCA 1% to project iodine 
activity.  

1.4.4.5 A third major source is from the Containment Purge System: a 
Containment Refueling Purge (non-filtered), a Power Access Purge 
(filtered) or a Non-Standard Containment Purge (filtered) all release via the 
Plant Vent Stack.  

1.4.4.6 Use of the LOCA 100% accident assumes that an RCS leak has occurred 
with > 10% cladding failure resulting in significant iodine levels.

D
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1.4.5 Plant Vent Exhaust Contributors
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1.4.6 Fuel Building Exhaust Contributors
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1.4.7 Basis for Default Ventilation Flow Data

For the Plant Vent 

If fan or pump is running 

HAN-J01A (Aux Bldg Normal) 
HAN-J01B 

HRN-J01A (RadWaste Bldg. Normal) 
HRN-J01B . . .  

CPN-J01A (Cnmt.Refueling Purge) 
CPN-J01B .. .. .  

CPN-J02 (Cnmt. Power Access Purge) 

Condenser Air Removal Pump A 
II II II B 

I t II II D 

Gland Steam Exhaust Blower 

For Fuel Building Vent 

If fan is running 

HFN-J01A (Normal) 
HFN-J01B 

HFA-J01 (Essential) 

HFB-J02 "

Stack Flow 

Maximum rated flow 

30,000 cfm 
30,000 cfm 

60,000 cfm total 

25,500 cfm 
25,500 cfm 

51,000 cfm total 

16,500 cfm 
16,500 cfm 
2,200 cfm 
35,200 cfm 

60 cfm 
60 cfm 
60 cfm 
60 cfm 
1300 cfm 
1540 cfm total 

Stack Flow 

Maximum Rated Flow 

21,750 cfm 

21,750 cfm 
43,500 cfm total 

6000 cfm 

6000 cfm 
12,000 cfm total

Default Assumptions 

For Plant Vent: 

If Refueling Purge is 
not operating, 1.13E5 
CFM would be the 
Maximum Default.  

1.46E5 CFM with 
Refueling Purge 
Operating.  

NOTE: 

The above defaults 
include 1540 cfm from the 
Condenser; while the 
2200 cfm from the Cnmt.  
Power Access Purge is 
not included.  

For Fuel Building 

43,500 CFM if Normal 
Fans are operating.  

12,000 CFM if Essential 
Fans are operating.
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1.5 Fuel Handling Accident Supporting Information 

1.5.1 The accident assumption is that a Fuel Handling accident has occurred releasing 
activity from a fuel bundle. A Fuel Handling accident is considered to be primarily 
a noble gas cloud and the mix used by Mesorem reflects this. The immediate 
concern would center primarily onsite.  

1.5.2 The mix assumes that virtually all the released activity will be decayed down to 
primarily Xe-133 and Kr-85, and that all Iodine will be decayed to Iodine 131.  

1.5.3 Fuel Building 

1.5.3.1 The release is postulated to pass through the Fuel Building Essential 
Filters enroute to the Fuel Building Vent Stack, where it will be monitored 
by RU-145/146 or the FB PASP (a FBEVAS or manual operation of 
Essential Filters is required for iodine filtration; iodine filtration lineups and 
flowrates should always be verified with Operations).  

1.5.4 Containment Building 

1.5.4.1 Fuel Handling accident; the release is postulated to pass through the 42" 
Refueling Purge lines enroute to the Plant Vent Stack, where it will be 
monitored by RU-1 43/144 or the PV PASP (the containment may be 
isolated and/or the purge stopped in short order in such a case; if so, the 
"Isolated Containment" should then be used to project dose at Site 
Boundary).  

1.5.5 SCRAM TIME 

1.5.5.1 For the "Has Reactor Been Scrammed?" prompt: 

* The answer to the prompt should always be "Y" as the fuel bundle will 
no longer be critical ("Y" tells the program to start decaying the mix).  

1.5.5.2 For the elapsed time since scram prompt: 

The number of hours and minutes since the fuel bundle has been 
critical should be entered. An accurate entry of hour and minutes will 
not be immediately available; a conservative default time to use for 
decay would be the time the reactor was shutdown for the most recent 
refueling outage (maximum allowable number of hours is 999.00 
hours greater than 168 will have an insignificant impact on the 
calculation).
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1.6 Waste Gas Decay Tank 

1.6.1 The accident assumption is that the Waste Gas Decay Tank has been isolated 
from the gas header and Surge Tank. The release would be through the 
RadWaste Building HEPA filters and monitored by the Plant Vent Stack RU
143/144 or PASP monitor. Per the UFSAR analysis of a rapid release using 
maximum inventory, the iodine dose would be 3 mRem or less at Site Boundary; 
therefore no iodines are projected. For a Surge Tank or any online tank or 
pathway gaseous release which may contain significant iodine activity (has been 
isolated for. < 45 days) use the " LOCA 1%" scenario.  

1.6.2 SCRAM TIME 

1.6.2.1 For the prompt "Enter number of hours and minutes since the tank has 
been isolated ": 

The Shift RadWaste Building Operator will provide the time since the 
tank has been isolated (if the time is not readily available use the 
default of 999 hours).  

1.7 Unrmonitored release 

1.7.1 General notes 

1.7.1.1 Typical accident assumptions would be that a release is occurring which is 
not monitored by an RMS monitor, nor is there a flow rate available. There 
will likely be no indications of release activity initially other than immediate 
area dose rates. Examples of this type of release would be a ruptured tank 
in the RadWaste Yard which contained radioactive liquids; an outside fire 
involving radioactive waste, an accident involving a waste shipment on site, 
an accident in the Radwaste Storage Building, etc. In all those cases, 
release rates would typically be relatively low, but the potential does exist 
for high level releases. Site Boundary dose estimates may have to be 
developed from available data and provided to ARRA in lieu of a Mesorem 
projection until actual Site Boundary data is available. The below 
information may be used to supplement the Dose Projection guidance.
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1.7.2 Categorize - Fit the release into one of the below three conditions and follow the 
direction.  

1.7.2.1 Primarily Noble Gas- with neither iodines nor particulates being significant 
contributors (a ruptured liquid outside storage tank, a fuel handling accident 
or waste gas tank accident being release through an open roll-up door, 
breach in wall, etc., a system/tank vent in containment during an outage 
with outside hatch).  

0 These can be modeled by using a WGDT (you are fairly certain there is 
no iodine present) or Fuel Handling accident (if there may be small 
amounts of iodine being released) selection.  

* Run a projection using current meteorological data. Use RU-145 and 
enter a low monitor reading along with "0%' filtration. Do not request 
printout. Compare the "Max" External EDE value with onsite RO-2 
Closed Window readings.  

* Re-run the scenario and adjust the RU-145 reading to get agreement 
between the External EDE "Max" reading and the field readings 
(nominally at .25 miles from source).  

* When satisfied with the agreement, obtain a printout and issue a PAR.  

1.7.2.2 Noble Gases and lodines - with particulates not being a significant 
contributor (a breach in the Aux. Bldg/Fuel Bldg. during LOCA conditions, 
degassing of a major tank/system volume in containment during an outage 
with outside hatch open).  

"* These can be modeled by using a LOCA accident selection.  

" Run a projection using current meteorological data. Use RU-145 and 
enter a low monitor reading along with "0%" filtration. Do not request 
printout. Compare the "Max" External EDE value with onsite RO-2 
Closed Window readings.  

"* Re-run the scenario and adjust the RU-145 reading to get agreement 
between the External EDE "Max" reading and the field readings 
(nominally at .25 miles from source).  

"* When satisfied with the agreement, obtain a printout and issue a PAR.  

1.7.2.3 Primarily Particulates - with noble gas and iodines not being significant 
contributors (a fire involving compacted waste, resins, etc.).  

* Mesorem will be of limited usefulness in this situation. Follow the 
direction on the next page to obtain an initial PAR.  
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1.7.3 Particulate Release - The Mesorem Jr. built-in projections will not model a 
particulate only release. However, the plume "footprint" as developed by 
Mesorem from current Met data will be useful, and a projection should first be run 
for this purpose (using any accident scenario). The Chi/Q values generated in 
this projection will be used to develop Site Boundary dose estimates, per the 
following methodology.  

1.7.4 Plume footprint - Perform a LOCA 1% Mesorem run using actual meteorological 
data (all other inputs are unimportant at this point). Obtain the printout.  

1.7.5 Release Rate - Determine the best estimate of the number of Curies involved in 
this release per RadWaste paperwork and/or RadWaste Group. Use this total 
curie number and estimate how quickly the material is being released.  

1.7.5.1 Example: a group of 55 Gal Drums is burning. Reviewing the paperwork 
with RadWaste indicates a total of 12 Curies are involved. Estimates from 
Fire Protection at the scene indicate they expect the total fire time to be 60 
minutes. Assuming that all 12 Curies will eventually be released, the 
release rate would be 12 Ci/60 Min or 12 Ci/3600 Seconds or 3.33E-3 
Ci/Sec.  

1.7.6 Dose Conversion Factor - Per the R/W paperwork select a Dose Conversion 
Factor (from DCFs below). These represent TEDE dose based on annual waste 
stream sample analysis.

DCF per Waste Category (Rem-M 3/Ci-hr) Unit 1 Unit 2 Unit 3 

Dry Active Waste (55 Gal Drums) 4.08E5 8.26E4 1.08E5 

Resin Lo Level 2.76E5 7.35E4 7.91 E4 

Resin Hi Level 8.05E4 6.02E4 5.62E4 

Process Filters 1.76E5 3.29E4 5.02E4 

Concentrate 3.75E5 1.07E5 6.90E4 

Tri-Nuke Filters 2.10E5 5.98E4 5.68E4 

Resin Condensate Demins 5.69E4 5.69E4 5.69E4 

Resin Blowdown 1.41 E5 6.24E4 6.24E4 

1.7.7 Then: Ci/Sec (estimated release rate) X 
receptor Sec/M3 = Ci/M3 X Rem-M3/Ci-hr = 

Rem/hr in TEDE at the receptor.  
where: the Sec/M3 is the Chi/Q at the receptor site (normally Site Boundary but 
may be used for any receptor point) and taken from the Mesorem printout you 
directed per current Met. data.

'V216.08N1 �8.88�
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1.7.8 Followup actions 

1.7.8.1 Expedite efforts to obtain grab samples and detailed dose rate readings 
(accurate times samples are taken and specific locations of samples and 
dose rates will be crucial for later reconstruction of release). For tanks, 
waste shipments, etc., there may be isotopic analysis of contents available, 
and these should be obtained for Technical Staff use.  

1.7.8.2 Direct actions to isolate event onsite with appropriate radiological postings; 
have word passed as required for protection of Onsite personnel; provide 
airborne ingestion and inhalation protection for the responding staff in a 
conservative manner until field samples are available.  

1.7.8.3 Fax isotopic information to ARRA as it becomes available; the RASCAL 
Dose Assessment Program used by ARRA has some options to input 
particulates which Mesorem does not.  

1.7.8.4 Whole Body Count field teams and other selected available personnel who 
have been in or near the plume. This information can assist in the 
recreation of the event (e.g., negative results might show no release 
occurred).  

1.7.8.5 Whole Body Count data can be used to determine the skin dose received 
by an individual in cases where individuals immersed in a plume may have 
received high noble gas exposures. Such individuals should be brought in 
and the dosimetry department directed to perform the appropriate body 
count and analysis.  

1.8 Source Term Monitoring 

1.8.1 Need to verify source term 

1.8.1.1 "The largest single component of uncertainty is expected in the estimate of 
the source term"; "Dose projections should be viewed only as rough 
estimates"; "It is apparent that, overall, the best that can be expected early 
in an accident release sequence is that projected doses may be within a 
factor of 10 of the doses based on field monitoring; it is likely that they will 
be less accurate" - these statements are all from NUREG/CR-5247, 
RASCAL Version 2.1 User's Guide. Radiological Assessment System for 
Consequence AnaLysis is the USNRC's Dose Assessment Program, and 
the cautions apply to us as well as them.  

1.8.1.2 Training Drills and Exercises are conducted with data that correlates well.  
This is a necessity if the training is to be effective, although not realistic.  
Expect to have to make a correlation adjustment in actual conditions.  

1.8.2 Initial actions

P
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1.8.2.1 Direct sampling to allow comparisons of actual samples to the Iodine/Noble 
gas ratios and mixtures used by Mesorem.  

1.8.2.2 Ensure that grab samples are obtained from the onsite release source, 
whether via the stack monitor sampling rig, or by local samples.  

1.8.2.3 Verify filtration is in effect and fuel condition assumptions are correct.  

1.8.3 Comparison actions 

1.8.3.1 R02/2A Closed Window readings may be compared to the calculated 
mRem/hr (external EDE) readings at a specific location.  

1.8.3.2 The initial Particulate and Iodine pCi/cc values will be radioed in by the field 
teams (these readings are converted from cpm/min to a gross pCi/cc value 
based on 1-131 equivalent energy). The Iodine cartridge mCi/cc level may 
be used as a Rem/hr approximation for comparison with the projected 
Thyroid CDE value at that same point.  

1.8.3.3 A worksheet to accomplish the above comparisons follows on the next 
page.  

1.8.3.4 As soon as possible, a centerline sample should be brought onsite for an 
isotopic analysis. The total pCi/cc from Noble Gases and lodines may be 
used by the RAC Staff to back-calculate the source term or determine the 
external EDE/TEDE ratio.  

1.8.4 Corrective actions 

1.8.4.1 If the I/NG ratio and mix in Mesorem are close to the actual composition, 
adjust the Mesorem projection by repeated runs, varying the RMS value 
until projected data agrees with the field data.  

1.8.4.2 If the I/NG ratio and/or the mix need adjustment, obtain the isotopic 
analysis of the sample that best fits the current situation. Per Section 4.0, 
page 18, "Running a Projection Using Grab Sample Data" direction, obtain 
an updated projection reflecting the actual source term. Note that the RMS 
value entered may not match the activity calculated per the sample.  
Mesorem will alert you to that fact by pointing out whether the entered RMS 
value is high or low, and then asking if you want to continue. Continue to 
obtain a projection based on that specific mix.  

1.8.5 MESOREM receptor comparison worksheet 

1.8.5.1 As early as possible, verify that the projection is reasonable by comparing 
actual field results to projected. This worksheet provides a simple way to 
convert the projected readings to numbers that can be readily compared to 
field readings. Results and thought processes are to be entered in the 
formal log for record keeping purposes.

P
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Direct the teams to call in closed window (CW) dose rates (equal to 
external EDE) and a gross iodine pCi/cc based on the frisker reading taken 
on a air sample silverzeolite cartridge.  

Make sure the readings used are CENTERLINE (C/L) and are a 
reasonable time match (if the sample was taken at Site Boundary, and the 
plume took -30 minutes to reach Site boundary, then the Mesorem 
projection used for comparison purposes should have been done about 
-30 minutes ago).  

Comparison

ACTUAL PROJECTED

Field Reading @ __ miles 

CW mR/hr 

Gross Iodine __ pCi/cc

Projected Reading @ __ miles

External EDE mR/hr

Projected Iodine __ p'Ci/cc

Where "Projected Iodine" is equal to

sec/m3 x pCi/sec

(DCHI/0) 
from Page 1 
MESOREM print
out; additional dis
tances require 
setting a 
DYNAMIC Recep
tor at that field 
location for the pro
jection.

(Release Rate) 
from Page 4 
MESOREM print
out; use the I, not 
NG, release rate 
(same release rate 
applies to all dis
tances).

+ 1 E6

Conversion con
stant (pCi/m3 to 
pCi/cc)

=__ pCi/cc 
The Projected 
Iodine per 
MESOREM, Jr.

1.8.5.2 

1.8.5.3 

1.8.5.4
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1.9 External EDE/TEDE Ratios 

1.9.1 Need for ratios 

1.9.1.1 An immediate need as Onsite and Offsite Field Teams are dispatched is to 
provide the teams with TEDE dose limits (EPA guidance and 
recommendations on dose limits for workers during emergencies is 
detailed in Appendix K - Emergency Exposures and KI) and a means to 
remain within those limits using only SID and dose rate meter readings 
(external EDE values).  

1.9.1.2 In addition, in severe accidents the Thyroid CDE dose needs to be 
monitored for KI administration (if > 25 Rem).  

1.9.2 TEDE Dose 

1.9.2.1 As calculated by Mesorem and per EPA guidance TEDE is the external 
EDE dose summed with the CEDE dose. Determine the TEDE Dose limit to 
be applied for each Field Team (per a review of section Appendix K 
Emergency Exposures and KI).  

1.9.3 Lo CEDE Dose 

1.9.3.1 In releases which are primarily Noble Gas with minimal Iodine levels (low 
CEDE value) the ratio of external EDE to TEDE will approach "1" and no 
correction to the SID reading will be required. Determine desired TEDE 
Limit for each team and direct them to use un-corrected SID Dose to 
remain within that limit.  

1.9.4 Hi CEDE Dose 

1.9.4.1 In releases with significant iodine levels, the CEDE will become larger and 
the ratio of the SID reading (external EDE) to TEDE will become less than 
one. Per EPA recommendations in such cases, the TEDE dose limit 
should be ratioed down to provide effective TEDE dose control via control 
of External EDE. Determine desired TEDE Limit for each team and 
determine the working SID Dose to remain within that limit per below 
direction.
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1.9.5 EDE/TEDE calculation 

1.9.5.1 An initial external EDE/TEDE ratio using the Mesorem projection data can 
be done, remembering that it is critical that the data is selected for the 
distance from the Site that the Field Team will be operating. Use the "MAX" 
distance value (the .25 mile data from page one on the printout) for Onsite 
Teams. As soon as actual field data becomes available the ratio should be 
checked and updated.  

ratio = external EDE (value from page 1 of the Mesorem printout in mR/Hr) 

TEDE (value from page 1 of the Mesorem printout in mR/Hr) 

other values available via PAR Receptor information 

1.9.6 Working Limit 

1.9.6.1 Multiply the desired TEDE limit for that person or Team by the ratio above; 

issue the reduced working limit in mRem.  

1.9.7 Thyroid CDE Dose Control 

1.9.7.1 Determine an appropriate expected Thyroid dose for each Field Team 
using the Mesorem page 1 projection data initially (dose rates assume C/L 
exposure for 1 hour). Refer to Appendix K - Emergency Exposures and KI.  

1.9.7.2 If the potential Thyroid dose approaches 25 Rem, consider ways to reduce 
dose; if necessary issue KI (Potassium Iodide). Refer to Appendix K 
Emergency Exposures and KI.  

1.9.7.3 As soon as actual field data becomes available the expected dose should 
be checked and updated.  

1.9.8 Thyroid CDE from field readings 

1.9.8.1 Frisker readings converted to pCi/cc Iodine equivalent can be used to 
generate an estimated Thyroid CDE rate in Rem/hr from a field sample. Or, 
the Gross Iodine activity from a completed analysis on that sample may 
also be used for estimates.
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1.9.8.2 Methodology - Multiply the air sample charcoal frisker reading or the total 
iodine activity from the isotopic analysis (in pCi/cc) times the appropriate 
conversion factor (in Rem-cc/hr-pCi). Note that the 100% factors are less 
than the 1% factors due to mix differences.  
Sample taken at __ miles from Site @ __ degrees from "0" degrees 
North 
Sample taken @ Time on Date 

pCi/cc X Rem-cc = Thyroid CDE 
hr-pCi in Rem/hr 

1.9.9 Rem-cc/hr-pCi - When Effective Age falls between 2 listed numbers, use the 
higher age. Select 1% failed fuel unless plant conditions indicate severe ( >10%) 
fuel cladding failure.

Receptor Effective Age (hrs) 1% Failed Fuel 100% Failed Fuel 

0-4 6.0 E 5 3.5 E 5 

>4-10 7.0 E 5 5.0 E 5 

>10-24 9.0 E 5 7.0 E 5 

>24 1.1 E6 1.0E6 

1.9.10 Application - Note that this methodology can be used Onsite and Inplant as well 
as for Offsite teams to estimate initial exposure and provide conservative 
controls. Detailed individual exposure tracking utilizing normal Site procedure 
should be initiated as soon as practical.
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1.10 Mesorem Jr. Specialized Functions 

1.10.1 USE OF "COMMAND MENU" OPTIONS 

1.10.1.1 F1 - Update Data: the data entered from the last projection performed is 
stored in 5 data files (F1-Meteorology, F2-Effluent, F3-Model parameters, 
F4-1sotopes and F5-Receptors). Selecting "Update" allows changing the 
data similar to redoing a projection, and is usually faster. The projection 
will then have to be run again; see following instructions on Execute 
Dispersion Model. Note that redoing the entire projection from the 
"Execute Dispersion Model" selection will accomplish the same result and 
may be the simpler approach.  

Additional options available are: 

1. "F1 -Meteorology Data File" allows you to enter precipitation (in/hr) if 
desired; the precipitation rate is available as a 15 minute rate or as an 
hourly total on the line printer at the Met Tower. Send an I&C Tech out 
to obtain the in/hr data.  

2. "F5-Receptor Data File" allows you to review the entire list of receptors; 
or to add, update/display or delete existing receptors. This option is 
useful to match field data more exactly to a projection; and to calculate 
a PAR for a specific point not on the receptor list.  

1.10.1.2 F2 - Execute Dispersion Model: offers two choices, "F1 - Fast Mode A and 
update from sequential screens" or "F2 - Mode A and execute model from 
edited files". "FIl" is the normal mode. Use "F2" to run a projection after 
the files have been edited using the above "Update" selection.  

1.10.1.3 F3 - Mode Selection [A or B]: Mode A is always used in the Units and to 
provide PARS in the EOF; Mode B can be used with the assistance of the 
Eplan Coordinators if desired.  

1.10.1.4 F4 - Display Data: the data entered from the last projection performed is 
stored in 5 data files (F1-Meteorology, F2-Effluent, F3-Model parameters, 
F4-1sotopes and F5-Receptors). Selecting "Display" allows reviewing the 
data without the risk of inadvertently changing it.  

1.10.1.5 F5 - Back-calculate Source Term: selecting this allows two options "Press 
A to select the external EDE/TEDE ratio" or "Press B to select Back
calculation of source term". See page 28 for specific direction on these 
options.

P
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1.10.1.6 F6 - Graphic Display: This selection graphically depicts the plume over a 
map of the 10 mile EPZ. Selecting this option will allow graphing four 
different overlays: F1 - External EDE Rate (Immersion) F2 - Adult Thyroid 
CDE Rate (Inhalation), F3 - Iodine Deposition and F4 - CHI/Q Values.  

"The legend supplied with the graph provides the data for the three 
segments the plume is divided into. The inner segment is provided with 
one value indicating the peak activity; the next two segments have two 
values indicating the inner and the outer edge values for that segment; 
and the "blue" values provided indicate the rates outside the plume and 
up to it.  

"* An "ETA" value (Estimated Time of Arrival) gives the time it will take for 
the plume to reach the 10 mile boundary using the projection wind 
speed and the assumption that the release has just begun.  

" Use the "F2 - Plot" choice to obtain a printout; Use the "F1 - Menu" to 
exit to the menu. As the wind conditions change a series of graphs 
should be run and kept as ongoing records of areas potentially 
contaminated. This will aid the recovery phase.  

1.10.1.7 F7 - Password Utility: Used by Emergency Planning Group to set 

password.  

1.10.2 USE OF "RECEPTOR DISPLAY MENU" OPTIONS 

1.10.2.1 F1 - External EDE Rate (Immersion): gives the external EDE from plume 
shine (does not include 4 day deposition dose); for all receptors within the 
designated sectors (normally three).  

1.10.2.2 F2 - Adult Thyroid CDE Rate (Inhalation): gives the Thyroid CDE Rate for 
all receptors within the designated sectors (normally three).  

1.10.2.3 F3 - TEDE Rate (Inhalation): gives the TEDE based on inhalation only (no 
deposition dose); for all receptors within the designated sectors (normally 
three).  

1.10.2.4 F4 - Protective Action Recommendations and Guides: starts with Site 
Boundary PAR data as listed on page 2 of the Mesorem printout; then 
provides PAR Data for all receptors (a review of the following complete 
receptor list to determine receptors of interest should be done prior to using 
this option as it is time consuming to scroll through the screens and you 
cannot scroll back).
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"Each receptor will be given Shelter and Evacuation TEDE and TODE 
dose. The TEDE Dose includes the Inhalation and the 4 Day 
Deposition Dose for both the Shelter and Evacuation PARS. The 
Evacuation Dose will therefore be conservative. The minimum or "no 
dose" value provided will be shown as "< .02" and recommendations 
will be made as appropriate, including KI Administration.  

"* The Plume Arrival time in hours is given for each receptor. The time 
given assumes the release 

"* May be added as necessary per the "Update Data" option (guidance is 
on page 2 of this Appendix).  

1.10.2.5 F5 - Iodine Deposition Rate: Provides the iodine deposition rate in pCi/m3
sec for all receptors within the designated sectors (normally three). This 
information will be useful to ARRA and dairy farms in high deposition areas 
are of particular interest.  

1.10.2.6 F6 - CHI/Q Values: Provides the CHI/Q (sec/m3) value for all receptors 
within the designated sectors (normally three).  

1.10.2.7 F7 - Receptor Locations: Provides the same information as the following 
complete receptor list.  

1.10.2.8 Q - Leave Receptor Display Menu: READ THIS PROMPT CAREFULLY!! 
Selecting "Q" from the Receptor Display Menu will provide the prompt "Do 
you wish to perform another forecast [Y/N]" ONLY ANSWER "Y" when 
you are ready to delete the current projection data and start a new 
projection (begin again). IF YOU WANT TO CONTINUE WORKING WITH 
THE CURRENT PROJECTION DATA, REVIEW RECEPTOR DATA, 
PRINT GRAPHS, ETC. enter "N".  

1.10.3 PARs for all receptor locations 

1.10.3.1 Shelter Dose values and Evacuation Dose values for TEDE and TODE are 
calculated for about 175 receptor locations beyond the Site Boundary.  
Although Mesorem automatically reports only the Site Boundary PAR and 
associated Data on the screen or printout, the additional receptor data can 
easily be obtained.  

1.10.3.2 The complete list of receptor locations is included in this section (they may 
also be reviewed by selecting "Receptor Locations" on the Receptor 
Display menu).
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1.10.3.3 The Shelter Dose and Evacuation Dose TEDE and TODE values, the 
Plume Arrival Time, along with the Protective Action Recommendations 
(including stable iodine administration), may be obtained for any of these 
receptors by selecting "Protective Action Recommendations and Guides" 
on the Receptor Display menu.  

1.10.4 Receptor display 

1.10.4.1 The Receptor Display menu is obtained 3 ways: 

1. It appears following the output of a single projection, once one answers 
"No" to the question "Will this be a simultaneous release?" 

2. It appears following the output of a simultaneous projection, once one 
answers "No" to the question "Do you want to consider other release 
points?" 

3. If back at the Command Menu, select "Display Data", then select 
"Receptor Data File" on the File Menu.  

1.10.4.2 Scrolling - Note that Mesorem Jr. will scroll in order through all the receptor 
sites starting at Sector "A" and that you cannot scroll back! If you miss the 
ones you need you will have to start over. Review the following list to be 
aware of when points will be coming up.  

1.10.5 Additional receptors 

1.10.5.1 Should none of the existing receptor locations serve the need, one of the 
"dynamic" receptors (having designation "DY01 thru DY24") may be used 
for the needed location: 

"* Select "F1 - Update Data" on the Command menu; then 

"* Select "F5 - Receptor Data File" on the File menu; then 

"* Select "F2 - Update/Display a Receptor" on the Receptor Utilities menu 

"* Use one of the "DY" numbers and enter the required data (note that the 
"angle" called for is a compass heading from PVNGS to the receptor 
location desired; where Sector "A" centerline is 00, and Sector "E" 
centerline is 90', etc).  

"* Once this is done, Mesorem Jr. will calculate doses for the new receptor 
location.  

1.10.5.2 Note that the "Dyxx" Receptor Data will always appear at the end of the 
receptor display list rather than be placed in the appropriate sector with the 
permanent individual receptors.

P
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1.10.5.3 List of Receptors 
RECEPTOR NAME DIRECTION ANGLE (deg) DISTANCE ( mi) COMMENTS 

Site Boundary "A" N 000.0 00.60 SB, 2, 5, 10,15,20,30,40,50 distances 
SC02 N 000.0 07.00 Ruth Fischer School 
Site Boundary "B" NNE 022.5 00.83 SB, 2, 5, 10,15,20,30,40,50 distances 
Site Boundary "C" NE 045.0 01.58 SB, 2, 5, 10,15,20,30,40,50 distances 
Site Boundary "D" ENE 067.5 01.37 SB, 2, 5, 10,15,20,30,40,50 distances 
FMO5 ENE 075.0 09.00 J.A. Woods Farms 
DA04 ENE 071.9 11.62 Stotz Dairy Farm 
DA05 ENE 071.9 11.61 Crosswinds Dairy 
DA14 ENE 070.6 26.48 Advantage Farms 
DAI5 ENE 070.4 25.82 Eyherabide I 
DA28 ENE 069.6 30.74 La Salvia, Jerome 
OF03 ENE 066.0 35.00 APS El Mirage Office 
DA16 ENE 081.4 21.37 Van Leeuwen, G.  
Site Boundary "E" E 090.0 01.34 SB, 2, 5, 10,15,20,30,40,50,60 distances 
70E E 090.0 70.00 Apache Junction 
85E E 090.0 85.00 E of Apache Junction 
RS01 E 086.0 03.00 Adams Residence 
OF01 E 097.0 15.00 APS Buckeye Office 
OF02 E 084.0 30.00 APS Goodyear Office 
FM03 E 088.0 15.00 Cambron Farm 
FM04 E 095.0 09.00 Cooley Farms 
DA01 E 092.6 11.06 A&H Dairy 
DA02 E 087.3 10.72 Butler Living Trust 
DA03 E 086.1 11.07 B&K Dairy 
DA06 E 100.0 12.84 Kerr, William 
DA07 E 087.4 17.31 Dickman Dairy 
DA08 E 087.4 17.31 Eyherabide II 
DA09 E 092.3 19.86 Kerr, David Dairy 
DA10 E 093.4 20.04 Kerr, John W. Jr.  
DA11 E 092.4 19.22 Lamcrest Enterprises 
DA12 E 093.6 19.25 Tumbleweed Dairy 
DA13 E 093.4 20.20 Hillcrest II 
DA17 E 084.9 22.66 Desert View Dairy 
DA18 E 088.8 23.69 Bolle & Henry Dairy 
DA19 E 089.0 23.69 Heartland VI 
DA20 E 092.2 20.82 Triple J (J. Kerr) 
DA21 E 095.7 20.91 Dykstra Dairy 
DA22 E 093.4 21.81 Botma, Randy 
DA23 E 095.0 23.14 T&K Investments III 
Site Boundary "F" ESE 112.5 01.28 SB, 2, 5, 10,15,20,30,40,50 distances 
SCol ESE 105.0 11.00 Palo Verde School 
RS02 ESE 106.0 04.00 Wedgeworth Residence 
FM01 ESE 122.0 05.00 Desert Farms 
DA25 ESE 104.1 22.28 Rainbow Valley North 
DA26 ESE 104.1 22.28 Rainbow Valley South 
DA24 ESE 100.6 21.66 Kuiper, Darrell 
DA27 ESE 106.23 23.00 Western Sky Diary 
Site Boundary "G" SE 135.0 01.31 SB, 2, 5, 10,15,20,30,40,50 distances 
SC03 SE 144.0 08.00 Arlington School 
Site Boundary "H" SSE 157.5 01.88 SB, 2, 5, 10,15,20,30,40,50 distances 
Site Boundary "J" S 180.0 01.68 SB, 2,5, 10,15,20,30,40,50 distances 
Site Boundary "K" SSW 202.5 01.14 SB, 2, 5, 10,15,20,30,40,50 distances 
Site Boundary "L" SW 225.0 00.75 SB, 2, 5, 10,15,20,30,40,50 distances 
Site Boundary "M" WSW 247.5 00.63 SB, 2, 5, 10,15,20,30,40,50 distances 
Site Boundary "N" W 270.0 00.62 S B, 2, 5, 10,15,20,30,40,50 distances 
SC04 W 281.0 22.00 Harquahala Valley School 
Site Boundary "P" WNW 292.5 00.63 SB, 2, 5, 10,15,20,30,40,50 distances 
Site Boundary "Q" NW 315.0 00.74 SB, 2, 5, 10,15,20,30,40,50 distances 
M02 NW 323.0 09.00 MacArthur's Farm 
Site Boundary "R" NNW 337.5 00.83 SB, 2, 5, 10,15,20,30,40,50 distances 
DY01-DY24 Variable Variable Variable Available Dynamic Receptors
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1.10.6 Back-calculating source term - Use of the F5 - Back-calculate Source Term? 
Selecting this will provide the "A" and "B" options on the Command Menu as 
follows: 

1.10.6.1 OPTION "A" - Used to adjust specific area EDE/TEDE ratios. If Noble Gas 
and I/NG pCi/cc Iodine field air sample data in gross pCi/cc become 
available the "Press A to select the external EDE/TEDE ratio" option may 
be used. This option is of limited early use as Noble Gas Isotopic values 
are required.  

" The prompts will be for (a) the noble gas and iodine levels in gross 
pCi/cc (an MCA analysis will be required for noble gas although gross 
iodine activity will be available from field frisker readings); (b) the 
distance the sample was taken in miles from Site; and (c) the angle the 
sample was taken in relation to "0" degrees North. Note that samples 
taken outside the sectors used in the projection will not be accepted.  

" The completed calculation provides comparison between the actual 
and the projected air sample data at that point (in gross uCi/cc) as well 
as a specific external EDE/TEDE ratio for that sample area. Use the 
updated ratio for that team and make adjustments to the team dose 
limits as appropriate. Thyroid CDE will also be provided.  

1.10.6.2 OPTION "B" - Use to develop data to update the source term: As the initial 
Field Team dose rates become available (closed window mRem/hr at a 
known distance from Site center and the angle between the field dose rate 
and "0" degrees North) they may be entered into Mesorem via the "Press 
B to select Back-calculation of source term" option. This option will be of 
use during the early event phase as field dose rates will be the first 
information available defining the plume.  

" The prompts will be for the field reading in mRem/hr (closed window); 
then the distance in miles from Site; and the angle the reading was 
taken in relation to "0" degrees North (Note that readings found outside 
the sectors used in the projection will not be accepted).  

" The completed calculation provides the projected versus actual field 
reading at the same point for comparison; as well as projected and 
adjusted release rates. Several field samples should be collected prior 
to source term adjustment which is then done by repeated Mesorem Jr.  
runs until a "best fit" of the accumulated data is obtained.

O
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1.10.7 Running a projection using grab sample data 

1.10.7.1 Run projection as normal until the "Breakdown Menu" display appears 
select: F1 - Grab Sample Analysis Complete: isotopic data from a stack or 
field sample is available, and the projection will be calculated based on a 
corrected mix per the grab sample activity.  

" The prompt "Do you wish to utilize current isotopic mix?" may appear 
after you choose one of the following selections. The question is only 
asked after the initial projection in a series of projections has been run; 
and allows you to keep the current mix - (Y) - if you want to keep the 
current mix, or - (N) - if you want to change the current mix.  

" Although the isotopic sample data entered will be used in this choice to 
calculate a projection dose, the program still prompts for an RMS 
reading. Reason: the monitor reading entry is used by Mesorem to 
calculate a comparison source term when you elect to change the mix 
concentrations or the release rates. After the mix concentrations or 
release rate data is entered and before the printout is done, Mesorem 
will display a message indicating whether the updated source term will 
be > or < than the source term the RMS reading would provide. The 
program will then ask if you want to continue the projection using the 
entered concentrations. This comparison provides the ability to work 
up a release per a specified mix that equates to a specific RMS monitor 
reading, via multiple backfit calculations. Normally you will enter "Y" to 
continue the projection.  

1.10.7.2 Data entry - The program prompts for the entry of the RMS monitor 
information, process flow rate and filter efficiency. Answer the prompts. The 
"Isotopic Mix Menu" appears. On the "Isotopic Mix Menu," three choices 
are offered: 

1. F1 enter isotopic grab sample activity by % of total. Enter the % 
abundance for the five iodine isotopes, followed by the 13 noble gas 
isotopes; remembering each group must total 100.  

2. F2 enter sample activity in pCi/cc concentration by isotope. Enter the 
pCi/cc concentration for each isotope - the 'Ci/cc units are not noted, 
but that is the format to be used.  

3. F3 enter sample activity in release rate by isotope. Enter the pCi/sec 
release rate for each isotope not pCi/cc.  

1.10.7.3 Sample decay - For the "Enter the time that the sample was analyzed" 
prompt, be aware that the DECAY completed analysis will already have 
been decay corrected back to the sample collection time. Enter the time 
between reactor scram and sample collection; or "00:00" if reactor was 
critical at sample collection time.

PV216-O8NI (8-88)



NUCLEAR ADMINISTRATIVE AND TECHNICAL MANUAL Page 434 of 443 
Revision 

SATELLITE TECHNICAL SUPPORT CENTER ACTIONS EPIP-R1 8 

Appendix Q Page 30 of 36 

1.10.7.4 Finish projection - Step through the remaining steps and the new 

calculation will reflect the updated mix.  

1.10.8 Technical Basis Information 

1.10.8.1 MESOREM, Jr. developmental references 

1. EPA 400-R-92-001, "Manual of Protective Action Guides And 
Protective Actions for Nuclear Incidents," October 1991 

2. EPA 520/1-88-020, "Federal Guidance Report No. 11 Limiting Values of 
Radionuclide Intake and Air Concentration and dose Conversion 
Factors for Inhalation, Submersion, and Ingestion," U.S. Environmental 
Protection Agency, 1988.  

3. Reg Guide 1.109, "Calculation of Annual Doses to Man from Routine 
Releases of Reactor Effluents for the Purpose of Evaluating 
Compliance with 10 CFR Part 50, Appendix I." 

4. NUREG/CR-3344 (PNL-4753), "MESOI Version 2.0: An Interactive 
Mesoscale Lagrangian Puff Dispersion Model with Deposition and 
Decay," Pacific Northwest Laboratory, 1983.  

5. NUREG/CR-2858, "PAVAN: An Atmospheric Dispersion Program for 
Evaluating Design Basis Accidental Releases of Radioactive Materials 
from Nuclear Power Stations," November 1982.  

6. NUREG-0654/FEMA-REP-1, Rev. 1, "Criteria for Preparation and 
Evaluation of Radiological Emergency Response Plans and 
Preparedness in Support of Nuclear Power Plants", November 1980.  

7. MESOREM, Jr. Background Materials, Program Documentation, 
Source Code, Programmers Manual, Software Validation Report, Site 
Verification, and Mesocode Book of Changes on file in the Emergency 
Planning Department.  

1.10.8.2 Some basic information 

"* All releases are at ground level.  

"• The stability class is determined using a Delta T from the 35' and 200' 
Met tower readings.  

"* The FSAR isotopic mix values for 1% and 100% "Failed Fuel" LOCA 
and 1% and 100% SGTR are used as conservative for dose 
projections.  

"* Mesorem Jr. Chi/Q values are from Desert dispersion parameters as 
referenced in NUREG/CR-2858.
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1.10.8.3 Projection type - In Mode "A", a straight line Gaussian plume projection is 
calculated and decay corrected doses are provided for the Site Boundary; 
2, 5 and 10 mile distances.  

1.10.8.4 Release rate determination - A Mesorem calculation is based on Site RMS 
indications. The current uCi/cc concentration per the release stack Noble 
Gas Monitor is input along with the flow through that release point. These 
are converted to a Noble Gas release rate; and the Iodine release rate is 
then calculated using the FSAR I/NG mix ratios. Iodine filtration efficiency is 
assumed to be 95% but may be entered as less if needed.  

1.10.9 Definitions/Miscellaneous 

1.10.9.1 Meteorological tower data - The Site Meteorological Tower data needed for 
dose projection is available on ERFDADS; if the ERFDADS data is 
unavailable, there are two alternative sources of data prior to falling back 
on the "default" data entered into Mesorem Jr. The alternative choices 
should always be used if time permits.  

" Choice 2: call the National Weather Service (602-379-4609 or 602-379
4611). They can provide Wind Speed, Wind Direction and Temperature 
based on information from the tower in the onsite SRP Switchyard area.  
Use that data to determine an appropriate delta "T" from the table 
below.  

"* Choice 1: send an Operator, I&C Tech or RP Tech out to the Met Tower 
to obtain the data locally: (keys to the tower area are available in Unit 1 
and each RFAT).  

1.10.9.2 Stability Classification - The delta T is calculated per the below formula in 
MESOREM Jr.  

delta T in "F 
If the delta T falls exactly on a number, use the class to the left.  

-1.7 -1.5 -1.4 -0.5 +1.4 +3.6 

A I I I D 
A B CD E F G
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1.10.9.3 The "Default" delta T entered in Mesorem Jr. is a +18 or "G" which is 
extremely stable but very overconservative in most cases. Therefore, if the 
Met Tower is unavailable and data can be obtained from the National 
Weather Service, a better stability class estimation can be used based on 
wind speed and time of day. Select the appropriate value from the table 
below and enter as "delta T" for Mesorem projections.  

Alternative Delta "T" values for use with NWS Data 

Wind Speed (mph) Day (light) Night (dim or dark) 

<4 -1.6 +4 

4-7 -1.4 +2 

7-9 -1.4 +1 

9-13 -1 -1 

>13 -1 -1 

References for above table are NUREG/CR-5247 (ORNL-6820) Vol.1, Rev.  
2, "RASCAL Version 2.1 User's Guide", December 1994; and Turner, D.B.  
1969, "Workbook of Atmospheric Dispersion Estimates". U.S. Department 
of Health, Education, and Welfare, Cincinnati, Ohio.  

1.10.9.4 Topography - Mesorem Jr. calculations include factoring in terrain elevation 
as the plume travels downwind. As the terrain heights vary smoothly within 
the 10 mile EPZ this is an un-noticed factor for the most part. At 3060 to 
3090 however an initial rise to the Buckeye Hills begins at around the 8 - 10 
mile distance. Because of this rise a plume modeled in that direction will 
show increased doses at 10 miles as compared to 5 miles, as the plume 
will be nearer to ground level at that distance. Because of this effect, be 
aware that dose will not always decrease with distance. Significant receptor 
sites should be looked at using the Receptor Display Menu or by using one 
of the Dynamic receptors (section 1.10.1).
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1.10.9.5 Emergency Plan meter source check and calibration methodology.  

0 The Emergency Plan instruments are calibrated every 6 months by Cal 
Lab; source checked quarterly by the Cal Lab or RP Central; and 
checked for meter deflection with the button source to use.  

a On removal of a meter from a kit for emergency use, the calibration 
sticker should indicate that calibration has been performed within the 
last 6 months. The white instrument response check record should 
indicate the full response check as being done within the last quarter.  
THE RESPONSE CHECK STICKER WILL NOT BE UPDATED EVERY 
MONTH AS ON THE UNIT METERS. DO NOT CHANGE THE 
STICKER as that will remove documentation of the full source check 
done.  

* This methodology is used, as the sources to do the full required 
response check are not available at all of the Eplan Kits. Meters used in 
an actual event to determine protective dose rates will be taken to the 
Cal Lab after the event to have a followup source check done.  

0 The button source which is available in each kit is used to check for 
meter deflection on first use of the meter. A log entry indicating that 
sticker dates have been checked and deflection checks done should be 
made. A Tech should be assigned to do this initially on facility 
activation.
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1.10.9.6 Definitions 

" CDE - The Committed Dose Equivalent. In MESOREM, Jr. it is the 
dose equivalent to the thyroid that will be received from the inhalation of 
radioiodine in the plume by an adult during the 50-year period following 
the intake. In Mode B it includes particulates other than iodine.  

" CEDE - The Committed Effective Dose Equivalent. In MESOREM, Jr. it 
is the sum of risk-weighted CDEs to the various organs or tissues of the 
body from the inhalation of radioiodine in the plume. In Mode B it 
includes particulates other than iodine.  

" DDE - The Deep Dose Equivalent. This is an NRC term, required for 
1OCFR20 compliance in substitution for the internationally-accepted 
external EDE. DDE applies to external whole-body exposure, that is 
uniform irradiation from an external source, and is the dose equivalent 
at a tissue depth of 1 centimeter (1,000 mg/cm2).  

" EDE - The Effective Dose Equivalent. In MESOREM, Jr., external EDE 
printouts are for external exposure due to plume immersion. Mode A 
PAR calculations also include external EDE from iodine deposition. Per 
NUMARC guidance, the external dose equivalent (which is directly 
measurable) is an appropriate substitute for external EDE and puts an 
upper bound on the 1OCFR20 quantity "Deep Dose Equivalent" 
("DDE").  

" SDE - The Shallow Dose Equivalent. For the purposes of this paper it 
is the dose equivalent to the skin, from external exposure, at a tissue 
depth of 0.007 centimeters (a density-thickness of 7 milligrams per 
square centimeter).  

"* TEDE - The Total Effective Dose Equivalent, the sum of external EDE 
plus CEDE. Except for Shelter Dose and Evacuation Dose PAR 
calculations, the external EDE in MESOREM Jr. is from immersion only.  

" TODE - The Total Organ Dose Equivalent, the sum of external EDE 
plus thyroid CDE. Except for Shelter Dose and Evacuation Dose PAR 
calculations, the external EDE component in MESOREM, Jr. is from 
immersion only. By NRC definition, TODE only applies to the organ 
receiving the highest dose; excluding particulate releases, for PVNGS' 
credible accidents this organ is the thyroid.
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1.10.9.7 Shelter Dose - Shelter Doses are due to external exposure from plume 
immersion, committed internal dose from plume inhalation, and 96-hours of 
external exposure from that ground deposition which is projected for the 
projected plume duration; each of these components of dose increases 
with increased Release Duration. The 96-hour ground shine contribution is 
specified in EPA 400.  

• The first results summary screens or pages of Mesorem Jr. output give 
external EDE rate in mRem/hour at Site Boundary and at 2-, 5-, and 10
miles; this is external EDE due to plume immersion only.  

a The complete external EDE component (i.e., plume immersion and 
ground shine) of Shelter Dose TEDE and Shelter Dose TODE is 
calculated within Mesorem Jr. and is included in the PAR summary 
output of TEDE and TODE. The Site Boundary PAR output is 
automatic.  

* Shelter Dose TEDE is calculated by multiplying the centerline Shelter 
Dose TEDE rate for the specified receptor location by the release 
duration and then adding external EDE from 96 hour exposure to 
ground deposition of iodine. Shelter Dose TODE is calculated by 
multiplying the sum of the external EDE rate due to immersion and the 
thyroid CDE rate for the specified receptor location by the release 
duration and then adding external EDE from 96 hour exposure to 
ground deposition of iodine. Shelter Dose thyroid CDE is calculated by 
multiplying the thyroid CDE rate for the specified receptor location by 
the release duration.  

* No credit is taken in MESOREM, Jr. for shelter Dose Reduction Factors 
(DRFs of 1 are used); one may view shelter dose as the dose received 
by individuals in the plume center with no shelter.
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1.10.9.8 Evacuation Dose - Evacuation Doses are due to external exposure from 

plume immersion and committed internal dose from plume inhalation.  
Ground deposition is not really involved, but is included in MESOREM, Jr.  
This is equivalent to the EPA 400 provision for use of "Combined Pathway" 
Dose Conversion Factors.  

" The Plume Exposure Time is the Evacuation Time Estimate (2.9 hours 

for normal weather, 3.3 hours for adverse weather conditions) minus 
the Plume Arrival Time to the receptor site. Plume Exposure Time used 
in Evacuation Dose projections made via MESOREM, Jr. will not 
exceed the Evacuation Time Estimate (2.9 hours or 3.3 hours).  

" The Plume Arrival Time is the sum of Plume Travel Time (upwind 
distance from receptor to release point, divided by wind speed) plus 
Time Until Release Begins (set equal to zero if release has begun).  
That is: 

"* Plume Exposure Time 

"* Evacuation Time - Plume Travel Time - Time Until Release Begins 

" Both Plume Exposure Time and Evacuation Time begin at the time of 
the dose projection.  

" This equation is not applicable to Shelter Dose projections; in Shelter 
Dose projections Plume Exposure Time is equal to Release Duration 
and has a user-specified value.) 

" When the Evacuation Dose receptor location is already in the plume, 
Plume Travel Time will be zero, Time Until Release Begins will also be 
zero, and projected Plume Exposure Time will equal the Evacuation 
Time Estimate. Plume Exposure Time can be zero; MESOREM, Jr. will 

show <0.02 mrem Evacuation Doses for such locations, while still 
recommending evacuation when appropriate, even when Plume 
Exposure Time = zero at the Site Boundary.  

" Evacuation Doses are determined by Plume Exposure Time: 

"* The TEDE Evacuation Dose is the 4-day external EDE from deposition 

plus the product of the TEDE rate multiplied by the Plume Exposure 
Time.  

" The Thyroid CDE Evacuation Dose is simply the thyroid CDE rate 
multiplied by the Plume Exposure Time.  

" The TODE Evacuation Dose is the 4-day external EDE from deposition 
plus the product of the sum of the thyroid CDE rate and the external 
EDE rate due to immersion multiplied by the Plume Exposure Time.
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Appendix R- Abbreviations

1.0 ABBREVIATIONS

ACAD 
ADV 
AgX 
ALARA 
AO 
ARRA 
ASCII 
CARS 
CAS 
CC 
CDA 
CDE 
CET 
CFR 
Ci 
CRS 
CSF 
CTMT 
CW 
DAC 
DAT 
DCF 
DDE 
EAL 
EC 
ECC 
ECL 
EDE 
EDG 
EOF 
EOP 
ENS 
EPA 
ERDS 
ERFDADS
ESF 
FBEVAS 
FPB 
FTS 
GE 
GPD 
GPM -

Automatic Control Access Device 
Atmospheric Dump Valve 
Silver Zeolite 
As Low As Reasonably Achievable 
Auxiliary Operator 
Arizona Radiation Regulatory Agency 
American Standard Code for Information Interchange 
Condenser Air Removal System 
Central Alarm Station 
Cubic Centimeter 
Core Damage Assessment 
Committed Dose Equivalent 
Core Exit Thermocouple 
Code of Federal Regulations 
Curie 
Control Room Supervisor 
Critical Safety Function 
Containment 
Closed Window 
Derived Air Concentration 
Digital Audio Tape 
Dose Conversion Factor 
Deep Dose Equivalent 
Emergency Action Level 
Emergency Coordinator 
Energy Control Center 
Emergency Classification Level 
Effective Dose Equivalent 
Emergency Diesel Generator 
Emergency Operations Facility 
Emergency Operating Procedure 
Emergency Notification System 
Environmental Protection Agency 
Emergency Response Data System 
Emergency Response Facility Data Acquisition and Display System 
Emergency Safety Features 
Fuel Building Essential Ventilation Actuation Signal 
Fission Product Barrier 
Federal Telecommunications System 
General Emergency 
Gallons Per Day 
Gallons Per Minute
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H2 
HDD 
HECA 
HEPA 
HPID 
HPSI 
I 

IC 
KI 
LAN 
Lbm 
LCO 
LOAF 
LOCA 
LPSI 
pCi 
MMI 
MPH 
mRem 
MS-DOS 
MSSS 
MSSV 
MST 
MW 
NAN 
NG 
NPSH 
NRC 
NUE 
NUMARC
NWS 
OBE 
OCS 
ODCM 
OSC 
OW 
PAG 
PAR 
PASP 
PBX 
P/S 
PSIA 
PVNGS 
QSPDS 
R 
RAS 
RASCAL -

Hydrogen 
Hard Disk Drive 
High Efficiency Charcoal Assembly 
High Efficiency Particulate Assembly 
Health Physics IDentification 
High Pressure Safety Injection 
Iodine 
Initiating Condition 
Potassium Iodide 
Local Area Network 
Pounds Mass 
Limiting Condition for Operation 
Loss Of All Feed 
Loss Of Coolant Accident 
Low Pressure Safety Injection 
MicroCurie 
Man-Machine Interface 
Miles Per Hour 
MilliRem 
MicroSoft Disk Operating System 
Main Steam Support Structure 
Main Steam Safety Valve 
Mountain Standard Time 
MegaWatt 
Notification Alert Network 
Noble Gas 
Net Positive Suction Head 
Nuclear Regulatory Commission 
Notification of Unusual Event 
Nuclear Management and Resource Council, Inc.  
National Weather Service 
Operating Basis Earthquake 
Operations Computer Systems 
Offsite Dose Calculation Manual 
Operations Support Center 
Open Window 
Protective Action Guide 
Protective Action Recommendation 
Preplanned Accident Sampling Program 
Private Branch eXchange 
Primary to Secondary 
Pounds per Square Inch Absolute 
Palo Verde Nuclear Generating Station 
Qualified Safety Parameter Display System 
Rem 
Recirculation Actuation Signal 
Radiological Assesment System for Consequence AnaLysis
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RCP - Reactor Coolant Pump 
RCS - Reactor.Coolant System 
RFAT - Radiological Field Assessment Team 
RMS - Radiation Monitoring System 
RO - Reactor Operator 
RP - Radiation Protection 
RPM - Radiation Protection Monitor 
RPS - Reactor Protection System 
RRACS - Radiological Records and Access Control System 
RVLMS - Reactor Vessel Level Monitoring System 
SAE - Site Area Emergency 
SBCS - Steam Bypass Control System 
SCF - Standard Cubic Feet 
SG - Steam Generator 
SGTR - Steam Generator Tube Rupture 
SIAS - Safety Injection Actuation Signal 
SID - Self-Indicating Dosimeter 
SM - Shift Manager 
SPDS - Safety Parameter Display System 
SRO - Senior Reactor Operator 
SSE - Safe Shutdown Earthquake 
SSN - Social Security Number 
STA - Shift Technical Advisor 
STSC - Satellite Technical Support Center 
TEDE - Total Effective Dose Equivalent 
TLD - ThermoLuminiscent Dosimeter 
TODE - Total Organ Dose Equivalent 
TSC - Technical Support Center 
UFSAR - Updated Final Safety Analysis Report 
USNRC - United States Nuclear Regulatory Commission 
WGDT - Waste Gas Decay Tank 
XFMR - Transformer
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