
NUCLEAR POWER BUSINESS UNIT 
TRAINING JOB PERFORMANCE MEASURES 

SAFE SHUTDOWN - LOCAL ACTIONS

JPM P000.005COT 
Revision 0 DRAFT 
July 18, 2000

K/A REFERENCE: 
(NUREG-1122) ( 

C 

ALTERNATE PATH TPM

)68 AK3.09 (3.9/4.4) 
)68 AA1.06 (4.1/4.2) 
)68 AA1.26 (3.6/3.8) 

YES X NO

PERFORMANCE CHECKLIST: 

SATISFACTORY - Properly performed critical step(s) and/or in sequence (if applicable) 

UNSATISFACTORY - Improperly performed critical step(s) and/or out of sequence (if applicable) 

X Procedure adequately addresses task elements.  
Enter identifier here: AOP-10A, Rev. 28 

Other document adequately describes necessary task elements.  
Enter identifier here: 

X Task elements described as attached.

DESIRED MODE OF EVALUATION: 

SIMULATE/WALKTHROUGH X DISCUSSION PERFORM 

VALIDATED TIME FOR COMPLETION: 40 MINUTES

APPLICABLE EVALUATION SETTING: 

IN-PLANT X CONTROL ROOM
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POINT BEACH NUCLEAR PLANT 
ABNORMAL OPERATING PROCEDURES 

SAFE SHUTDOWN - LOCAL CONTROL

AOP-10A 
SAFETY RELATED 
Revision 28 
July 6, 2000

Attachment D 
Page 2 of 11 

"Unit 2 Control Operator Local Actions" 

STEP ACTION/EXPECTED RESPONSE RESPONSE NOT OBTAINED

2 PAB El. 8' Valve Alignment 

a. PAB El. 8' Unit 1 

1) Open auxiliary charging 
line isolation 

- 1CV-323A 

2) Shut normal charging 
isolation 

- 1CV-384A

3) Verify charging pump 
emergency makeup open 

- 1CV-112B

b. Check waste condensate 
overboard discharge valve shut 

- WL-18

3) Open IP-2A-C charging pump.  
T-13 RWST suction valve.  

- 1CV-358 

[located in 1P-2C 
charging pump cubicle} 

b. Shut manual inlet valve 

- WL-1785

c. PAB El. 8' Unit 2

1) Verify charging pump 
emergency makeup valve open

- 2CV-112B

1) Open 2P-2A-C charging pump 
T-13 RWST suction valve.

- 2CV-358

(located in 2P-2A 
charging pump cubiclel

2) Shut normal charging 
isolation 

- 2CV-384A 

3) Open auxiliary charging 
line isolation 

- 2CV-323A
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