
KEWA UNEE 
INITIAL LICENSE EXAM

DECEMBER 11 THRU 20,

Form ES-301-5,

2000

"Transient and Event
Checklist"



ES-301 Transient and Event Checklist Form ES-301-5

OPERATING TEST NO: 1

Applicant Evolution Minimum Scenario Number 

Type Type Number 

1 2 3 4 

Reactivity 1 1 (RO) 1 (RO) 1 (RO) 1 (RO) 

Normal 1 1 (BOP) 1(BOP) 1(BoP) 1(BOP) 

RO Instrument 4 2,4(RO) 2,4,7(RO) 2,3,4,8 2,3,7(RO) 
Component 3(BOP) / 3,7(BoP) (RO)! / 4,5(BOP) 

3,5(BoP), 

Major 1 5 5 6 

Reactivity 1 1 1 1 1 

Normal 0 - -.  

As RO Instrument / 2 2,4 2,4,7 2,3,4,8 2,3,7 
Component 

Major 1 5 5 6,ki 6 

SRO-I 

Reactivity 0 - -.  

Normal 1 1 1 1 1 

As SRO Instrument 2 2,3,4 2,3,4,7 2,3,4,5, 2,3,4, 
Component 7,8 5,7 

Major 1 5 5 6,ýdt 6 

Reactivity 0 - -.  

Normal 1 1 1 1 1 

SRO-U Instrument 2 2,3,4 2,3,4,7 2,3,4,5, 2,3,4, 
Component 8 5,7 

Major 15 5 6,ýrd 6

Instructions: 

Instrur 

Author: 

Chief Examin 

June 2000

(1) Enter the operating test number and Form ES-D-1 event numbers for 
each evolution type.  

(2) Reactivity manipulations may be conducted under normal or controlled 
abnormal conditions (refer to Section D.4.d) but must be significant per 
Section C.2.a of Appendix D.  

(3) Whenever practical, both instrument and component malfunctions should 
be included; only those that require verifiable actions that provide insight 
to the applicant's competence count toward the minimum requirement.

nents/Components for RO are divided into RO position I BOP position
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