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NOTE(S)
1, THESE COMPONENTS WERE NOT BUILT TO APPROPRIATE CODES

AND STANDARDS BUT WILL EITHER BE AMALYZED OR SEISMICALLY
TESTED PRIOR TO BEING INSTALLED AT MCGUIRE. Ej QA CONDITION 1
2. PIPING SHOWN IN BLUE IN THE FOLLOWING LINE LISTING
SHALL BE DXEMPT PER IO~ 12280011y YORE, VOBS, YOGS DESIGN_PARAMETERS _LEGEND DUKE POWER COMPANY |
ISI CLASS 1 MCGUIRE NUCLEAR STATION UNIT 1
LINE LISTING ~ PBIPE SPEC,  PRESSURE IEMPERATURFE CLASS MATERIAL ISI CLASS 2 e
vGo2 PS 3003 275 PSIG 150 F ¢ cs 18] CLASS 3 e ASME SECTION XI
i oy S~ o4 ¢ o 181 DENPT e INSERVICE INSPECTION NDE BOUNDARY OF
voos PS03 275 psi 80 ¢ cs P DIESEL GENERATOR A
ve0 PS 304 475 el 180 F ¢ i THIS DRAWING 18 FOR INSERVICE INSPECTION ONLY AND SHALL NOT BE STARTING AR SYSTEM (VG)
_ vh2 PS 3014 275 PSIG 180 F F ss USED FOR OTER LAPOSES Sk 48 WANTEURICE, MODIFICATION, 08 e —
S AFFECT THE INSERVICE INGPECTION BOUNDARIES AND OETAILS OF TWE ||ORIG | RELEASED FOR ISIUSE ONLY TOM [f1-7-00] GDS ji-13-0qRKR fa-14-0d W 41V €D m‘&n—tﬂﬁl— DATE i VLR
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