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1, ALL NEW VALVES, PIPING AND INSTRUMENTATION I::'
(EXCEPT WHAT 1S ADDED DOWNSTREAM OF
THE TEST LOOP THROTTLE VALVE) ADDED PER __|  DESIGN PARAMETERS
NSM MO-12319/8@ WILL CONFORM TO CLASS
C REGUIREMENTS DUE TO THE LUPCOMING LINE LISTING =~ PIPE SPEC.  PRESSURE IEMPERATURF CLASS MATERIAL
PIPING UPGRADE FROM CLASS F TD CLASS C. KDOS PS 150.3 13 PSIG 180 F ¢ cs
2. PIPING SHOWN IN BLUE IN THE FOLLOWING LINE LISTINGS ;
SHALL BE EXEMPT PER IWD-122B(aX 1)t WNEG, WNE. ] s . el -4 : - LEGEND QA CONDITION 1 AND 4
3 VELD 160 & ATH WOEL DRAVING REFERENCES ARE o) s L .o oo : o I81 CLASS | e DUKE POWER COMPANY
s sl oS Ps 804 P mr F os g MCGUIRE NUCLEAR STATION UNIT 1
e N S S g & 181 EXEMPT  ———— ASME SECTION XI
- = INSERVICE INSPECTION NDE BOUNDARY OF
DIESEL GENERATOR ROOM
THIS DRAWING IS FOR INSERVICE INSPECTION ONLY AND SHALL NOT BE SUMP PUMP SYSTEM (WN)
USED FOR OTHER PURPOSES SUCH AS MAINTENANCE, MOOIFICATION, OR SNeRe— . = B
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