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|  DESIGN PARAMETERS és
LINE LISTING . BIPE SPEC.  ERESSURE TIEMPERATURE CLASS MATERIAL BSL8
__INSPECTION CRITERIA N2t PS 26014 2488 P30 %0 E s STANDBY SHUTDOWN SYSTEM
COMPONENT ZONE NMBER _TYPE OF TEST _PLAN ADDENDUM NO  RI SEGMENT NO vl iy I i) : - LEGEND QA CONDITION 1, 2, AND 4
CLASS B SYSTEM INI-B95L -8 LEAKAGE N/A /A ot iyl PR oo ot ¢ oo IST CLASS | e DUKE POWER COMPANY
o PS 20014 . F & s s e R MCGUIRE NUCLEAR STATION UNIT 1
MI4T PS 2501.2 250 F B g5 151 CLASS 3
N48 PS 1514 189 F £ ss ST EXEMPT e ASME SECTION X|
Ni48 PS 15014 120 F E ss ZONE
NISO PS 2501.2 180 F [ ss BOUNDRY INSERVICE INSPECTION PRESSURE TESTING BOUNDARY OF
s Ps 25012 mor 8 s SAFETY INJECTION SYSTEM (ND
Ne2 PS 18012 0 F o s THIS DRAVING 1S(FOR INSERVICE INSPECTION ONLY AND SHALL NOT BE (UPPER HEAD)
NIBS PS 1514 120 F E ss USED FOR OTHER PURPOSES SUCH AS MAINTENANCE, TION, OR — —
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