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DIESEL_GENERATOR

NOTE(S)

1. THESE COMPOMENTS WERE NOT BUILT TO APPROPRIATE CODES
AND STANDARDS BUT WILL EITHER BE ANALYZED OR SEISMICALLY
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TESTED PRIOR TO BEING INSTALLED AT

2. THE IS1 EXEMPT BOUNDARIES SHOWN ON TH
THEY SERVE NO SAFETY FUNCTION AS DETERMINED BY
HE

BECAUSE
SITE ENGINEERING.

3, THERE IS NO BOUNDARY DRAWING FOR T

INSTRUMENT DETAIL.
PRESSBURE TESTING BOUNDARY EXTENDS TO THE FIRST VALVE OFF THE

PROCESS PIPE.
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__INSPECTION CRITERIA
COMPONENT ZONE NUMBER _TYPE OF TEST PLAN ADDENDUM NO _RI SEGMENT NO
CLASS C SYSTEM 1VG-@12L-C LEAKAGE N/A N/A
CLASS C SYSTEM 1VG-@13L-C LEAKAGE N/A N/A
1S DRAWING ARE EXEMPTED
& M
DESIGN PARAMETERS 1VG-@812L-C
LINE LISTING PIPE_SPEC. PRESSURE IEMPERATURF CLASS MATERIAL
VG602 PS 3003 275 PSIG 150 F Cc cs
vGO3 PS 150.3 40 PSIG 150 F c cs
V04 PS 300.4 275 PSIG 180 F G cs
vGOS PS 150.3 275 PSIG B0 F c cs
VGO8 PS 3014 275 PSIG 525 F G ss
VG10 PS 3014 275 PSIG 150 F G ]
vz PS 3014 275 PSIG 1850 F F ss
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QA CONDITION 1

LEGEND

18I CLASS 1

DUKE POWER COMPANY

MCGUIRE NUCLEAR STATION UNIT 1

ISI CLASS 2
ISI CLASS 3

IS1 EXEMPT

IONE
BOUNDARY

THIS DRAWING IS FOR INSERVICE INSPECTION ONLY AND SHALL NOT BE
USED FOR OTHER PURPOSES SUCH AS MAINTENANCE, MODIFICATION, OR
REPAIRS, THIS DRAWING SHALL BE REVISED WHEN AS-BUILT CHANGES
AFFECT THE INSERVICE INSPECTION BOUNDARIES AND DETAILS OF THE
COMPONENTS/SYSTEMS SHOWN.
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