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From: Glenn Kelly 
To: Diane Jackson, Frank Akstulewicz, Joseph Stauden...  
Date: Tue, Jul11,2000 9:07 AM 
Subject: Re: SFP accident timing and probability table 

The heading of the box should be "frequecy", not "probability." 

Use the following annual frequencies: 

slow w/ off-site = 4.4E-8 

slow w/o off-site = 1.4E-7 

fast seismic = < 4.5E-6 

fast load drop = 2.OE-7
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DECOMMISSIONING PLANT SFP EVENT TIMING AND PROBABILITY SUMMARY MATRIX 

ONE YEAR AFTER Slow draindown Slow draindown Fast draindown from Fast draindown from 

FINAL SHUT DOWN with off-site power without off-site power seismic heavy load drop 

Time to recover 
(event initiation to 
3 feet above fuel) 

Time to fire Full 
after fuel uncvry 
uncovery with 
ventilation Partial 
(2 bldg vol/hr) uncvry 

Time to fire Full 
after fuel uncvry 
uncovery 
without Partial 
ventilation uncvry 

with 0.132 F 

Early Evac 
Consequences 
(best estimate) without 95.3 

Evac 

with 6,300 
Late Evac 
Consequences 
(best estimate) without 9,150 

Evac 

Probability of Event 

Problems 

Positives


