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Gentlemen: 

In accordance with 10 CER 50, Appendix E, enclosed are revisions to Wolf Creek 
Generating Station (WCGS) Radiological Emergency Response Plan implementing 
procedures and associated forms. The attachment provides a summary of changes to the 
implementing procedures and associated forms. The following is a list of the specific 
enclosures.  

PROCEDURE FORMS 
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Effective June 27, 2001 

0EPF 06-018-15, Revision 1 
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Britt T. McKinney 

BTM/pb 
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Document Services (CC-DS), w/e, w/a 
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Change Summary 

PROCEDURE 

EPP 06-019, ALERT AND NOTIFICATION SYSTEM SIRENS, Revision 1 

Step 6.1, added "for more than one hour" to indicate the amount of time the sirens are inoperable 
before the notification is required.  
Step 7.2.3, deleted "per 10CFR50.72 (b) (1) (v)." 
Step 7.3.13, changed "Activate the" to "Observe" and change "motor leads are disconnected" to 
"performing GROWL TEST." 
Step 7.3.14, changed to "Ensure the WC2 'alert relay' and 'cancel relay' activate by initiating a 
GROWL TEST and ensuring the siren starts to sound and then stops." 
Step 7.3.24, changed "Replace" to "Reinstall." 

FORMS 

EPF 06-018-15, EMERGENCY PLANNING QUARTERLY COMMUNICATIONS CHECKLIST, 
Revision 1 

Part I (All Sections): Replaced "Tester's Initials" column with "Sat" and "Unsat." Added "(check 
one)." Added "Location" before "Communication Circuit." 
Part I, Technical Support Center: Reordered phone locations on form. Renamed phone labels 
(locations). Added additional phone entries. Deleted redundant phone entries.  
Part I, Control Room: Changed "Control Room Communicator" to "Operations Communicator." 
Part I, Emergency Operations Facility: Reordered phone locations on form. Renamed phone 
labels (locations). Added additional phone entries. Deleted redundant phone entries.  
Part I, State Forward Staging Area: Changed area code to 620.  
Part I, Media Center-Wolf Creek: Added "(Room 110)" after Media Phones. Added entry for 
"Conference Phone Line." 
Part I, Phone Team-Wolf Creek: Added fax machine phone number.  
Part I, IC-Topeka: Deleted fax phone numbers and computer lines.  
Part I, Phone Team Room-Topeka: Added "Published as 1-800-354-3831" as comment for line 
(785) 267-0131.  
Part I, Media Center-Topeka: Deleted phone lines in conference room (two remain). Deleted 
eight phone lines from media phone banks in Armory Gym.  

EPF 06-019-01, ANS SIREN ANNUAL MAINTENANCE, Revision 1 

Step 7.3.13, changed to observe the fan rotation during the Growl Test.  
Step 7.3.14, changed to ensure the relays activate during the Growl Test.
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1.0 PURPOSE 

1.1 This procedure provides instruction for the testing and 
maintenance of the Alert and Notification System sirens.  

2.0 SCOPE 

2.1 This procedure applies to all WCGS Alert and Notification System 
Sirens. Emergency Planning shall initiate the appropriate 
documents to implement siren maintenance. Siren maintenance 
shall be performed on an annual basis.  

2.2 This procedure applies to Emergency Planning and Information 
Services for testing of the Alert and Notification System 
Sirens.  

3.0 REFERENCES AND COMMITMENTS 

3.1 References 

3.1.1 AP 26A-001, INSTRUCTIONS FOR EVALUATING, REPORTING, AND 
DOCUMENTING POTENTIALLY REPORTABLE EVENTS 

3.1.2 MGE EOOP-05, INSULATION RESISTANCE TESTING 

3.1.3 Federal Signal Corporation Radio-Controlled Public 
Notification System Service Manual.  

3.1.4 Alerting Communicators of America Installations, 
Operations, Maintenance and Parts Manual.  

3.1.5 Coffey County Contingency Plan Implementing Procedure 

No. 42, SIREN MAINTENANCE 

3.1.6 10 CFR 50, CODE OF FEDERAL REGULATIONS 

3.2 Commitments 

3.2.1 None 

4.0 DEFINITIONS 

4.1 Growl Test 

4.1.1 Verifies proper operation of each siren by activating 
the siren motor long enough to attain sufficient speed 
to produce a growl sound.  

4.2 Silent Test 

4.2.1 Verifies operation of the radio control activating 
equipment without operating the siren motors.
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4.3 Biweekly Test 

4.3.1 Test performed once every two weeks.  

4.4 Annual Full Cycle Test 

4.4.1 Test in which Coffey County Sheriff's Department will 
activate all sirens in unison while personnel located 
near each siren verifies each siren functions, sounds 
and rotates, properly.  

5.0 RESPONSIBILITIES 

5.1 Coffey County Emergency Preparedness Coordinator (EPC) 

5.1.1 For coordinating the siren testing schedule with the 
Coffey County Sheriff's Department. Adverse weather 
may affect the schedule.  

5.1.2 For notifying the public of siren test schedules.  

5.2 Coffey County Sheriff's Department 

5.2.1 For performing the functions of the County EPC when the 
EPC can not be contacted.  

5.2.2 To assist in biweekly testing of the sirens, when 
available, by activating the sirens individually at the 
request of Information Services.  

5.3 Emergency Planning 

5.3.1 For coordinating the siren testing schedule with the 
Coffey County Emergency Preparedness Coordinator (EPC).  
Adverse weather may affect the schedule.  

5.4 Information Services 

5.4.1 Responsible for assisting in the performance of siren 
testing.  

5.4.2 Responsible for notifying the Superintendent Emergency 
Planning, or his designee, of any sirens which fail 
routine testing.  

5.4.3 Responsible for performing siren maintenance.  

6.0 PRECAUTIONS/LIMITATIONS 

6.1 The loss of three or more sirens for more than one hour is a 
condition that is reportable to the NRC.



7.0 PROCEDURE

7.1 Siren Testing 

7.1.1 Information Services shall perform a test of each 
siren. WHEN performing siren tests, THEN obtain the 
following documents: 

o Eleven copies of EPF 06-019-01, ANS SIREN ANNUAL 
MAINTENANCE 

o One copy of EPF 06-019-02, ANS SIREN TEST REPORT 

o A copy of the Federal Signal Corporation Radio
Controlled Public Notification System Service 
Manual for 1000 and 1003 Thunderbolt sirens 

o A copy of the Alerting Communicators of America 
Installations, Operations, Maintenance and Parts 
Manual for Penetrator 50 siren 

o Proair CR 29 Instruction Manual 10-1008-121 

o Federal Signal Corporation, FL Series Siren 
Controller Manual, 255294 

7.1.2 The sirens are growl tested, silent tested, or full 
cycle tested.  

1. The full cycle test requires activation of all 
sirens in unison once each year.  

2. The sirens are growl tested at least once per 
month.  

3. The sirens are silent tested every two weeks, 
except when growl tested.  

a. Attachment A, SIRENS, lists the siren 
identifier, location and approximate test time 
in the order which they are growl or silent 
tested.  

7.1.3 Upon arrival at the siren, contact the Coffey County 
Sheriff's Dispatcher by radio or cell phone and request 
a growl test of the siren.  

1. IF the Dispatcher is unable to perform the test, 
THEN go to step 7.1.4.  

7.1.4 A portable radio transmitter may be used to activate 
the individual sirens for the biweekly tests. Perform 
siren activation in accordance with Attachment B, SIREN 
PORTABLE RADIO TRANSMITTER.
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1. IF the portable radio transmitter fails to activate 
a siren, THEN the Coffey County Sheriff's 
dispatcher should be requested to activate the 
siren before leaving the area.  

7.1.5 Prior to testing the siren at John Redmond Reservoir 
Main Dam, an announcement should be made at the dam 
outlet area to alert fishermen to the test. This 
announcement should be performed using a bull horn or 
the PA system in the vehicle if so equipped.  

7.2 Siren Malfunctions 

7.2.1 IF any siren or group of sirens fail to operate, THEN 
the Coffey County EPC shall be notified so that 
compensatory measures can be taken per Coffey County's 
CONTINGENCY PLAN IMPLEMENTING PROCEDURE No. 42.  

7.2.2 IF any siren or group of sirens fail to operate, THEN 
the siren malfunctions shall be reported to Emergency 
Planning immediately and an Action Request initiated to 
effect repair(s).  

7.2.3 IF three or more sirens are inoperable for more than 
one hour, THEN the Shift Manager should be notified.  
This condition is reportable under AP 26A-001, 
INSTRUCTIONS FOR EVALUATING, REPORTING, AND DOCUMENTING 
POTENTIALLY REPORTABLE EVENTS.  

7.2.4 IF three or more sirens are inoperable for more than 
one hour, THEN the NRC Resident Inspector should be 
notified.  

7.2.5 WHEN the siren malfunction is repaired, THEN a growl 
test shall be performed on the repaired siren.  

1. Any sound tests will be coordinated with the Coffey 
County EPC.  

7.2.6 Emergency Planning shall notify the Coffey County EPC 
of the successful test of the siren(s) so that 
compensatory measures may be stopped.



7.3 Siren Maintenance

7.3.1 IF it is April, THEN connect air conditioner 

7.3.2 IF it is November, THEN connect heater and set 

thermostat at 00 Celsius.  

7.3.3 Complete EPF 06-019-01, ANS SIREN ANNUAL MAINTENANCE, 
for each siren.  

7.3.4 Open power supply disconnect to the siren.  

7.3.5 Remove the screws that hold the blower base channel 
space covers on the blower housing, and lift off the 
blower housing.  

7.3.6 Remove the weights from the blower relief valve. Clean 
all machined surfaces and cover them with a film of SAE 
10W40 motor oil. Clean the weight and apply a 
protective coating of oil.  

7.3.7 Examine blower drive belts for excessive wear. IF 
blower drive belts have excessive wear, THEN replace 
belts in accordance with FSC SM Paragraph 5-4B.1.  

7.3.8 Depress each belt individually with one finger. IF 
belts depress greater than 1/2 in. or 13 mm., THEN 
tighten belts in accordance with FSC SM Paragraph 
5-4B.1.  

7.3.9 Change oil and grease in the blower in accordance with 
FSC SM Paragraph 5-3A.l. IF blower motor bearings are 
not sealed bearings, THEN perform lubrication of the 
motor bearings.

NOTES 

o A thirty to one-hundred foot bucket truck is required to 
perform work on the sirens.  

o The applicable paragraphs of the Federal Signal Corporation 
Radio-Controlled Public Notification System Service Manual are 
referenced below as "FSC SM Paragraph x-xx." 

o The 50 hp sirens (JR-l, JR-4 and WC2) are equipped with sealed 
motor bearings, therefore it is not necessary to lubricate 
these bearings. These bearings should be replaced when 
conditions indicate the bearings are defective.



Do n 
toa

7.3.10 Inspect the Electrical Control Box Gaskets to ensure 
water tight integrity. IF there is moisture 
condensation on the box internals, THEN dry internals 
and replace gasket. Inspect the relay contacts to 
assure that they make proper contact.  

7.3.11 Megger the 50 hp siren motors in accordance with 
MEG EOOP-05, INSULATION RESISTANCE TESTING.  

CAUTION 

Lot open siren WC2 cover for 5 minutes after removing AC power 
.llow capacitors to discharge.  

7.3.12 Remove the cover from the inverter of WC2 to allow 
access to inverter fan.  

7.3.13 Observe WC2 inverter to check fan rotation while 
performing the GROWL TEST.  

7.3.14 Ensure the WC2 "alert relay" and "cancel relay" 
activate by initiating a GROWL TEST and ensuring the 
siren starts to sound and then stops.  

7.3.15 Remove both covers from the rotator housing to access 
oil and grease fittings.  

7.3.16 Examine rotator drive belt/chain for excessive wear.  
IF belt/chain has excessive wear, THEN replace in 
accordance with Federal Signal Corporation Radio
Controlled Public Notification System Service Manual.  

7.3.17 Examine rotator drive belt/chain for proper tension.  
IF belt/chain tension not correct, THEN tighten in 
accordance with FSC SM Paragraph 5-4B.2.  

7.3.18 Grease rotator drive chain in accordance with FSC SM 
Paragraph 5-3A.2.  

7.3.19 Change rotator gear reducer housing oil in accordance 
with FSC SM Paragraph 5-3A.2.  

7.3.20 Clean the rotator spur and pinion gears. Apply a light 
film of grease, Texaco Regal AFB2 or equivalent, to the 
gears.  

7.3.21 Replace the rotator and blower housing covers.  

7.3.22 Remove covers from butterfly valves from the town 
sirens and check for broken springs and freedom of 
movement of the relay armatures.
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7.3.23 Check screens on horn projector openings for damage and 

replace as necessary.  

7.3.24 Reinstall the butterfly valve covers.  

7.3.25 Inspect painted surfaces to determine if repainting is 
required.  

7.3.26 Inspect the siren installation to ensure vertical 
orientation. Siren must not be more than 5 degrees out 
of plumb.  

7.3.27 Close power supply breaker to the siren.  

7.3.28 Perform a growl test to ensure proper siren operation.  

7.4 Quarterly Check 

7.4.1 Perform the following check and record in comments 
section of EPF 06-019-02, ANS SIREN TEST REPORT: 

1. Inspect inverter control door gaskets and seal 
around air conditioner 

2. Check thermometer inside cabinet and verify 

temperature between 70' and 75'F 

3. Inspect filter per PROAIR CR29 INSTRUCTION MANUAL 
10-1008-121, section 6 

4. Inspect condenser coil for dirt buildup 

8.0 INITIAL ACTIONS 

8.1 None 

9.0 SUBSEQUENT ACTIONS 

9.1 None 

10.0 RECORDS 

10.1 Records generated by this procedure are considered non-QA 
records and shall be forwarded to Emergency Planning when 
completed to be retained for five years.  

11.0 FORMS 

11.1 EPF 06-019-01, ANS SIREN ANNUAL MAINTENANCE 

11.2 EPF 06-019-02, ANS SIREN TEST REPORT 

- END -
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ATTACHMENT A 
(Page 1 of 1) 

SIRENS 

SIREN SIREN APPROXIMATE 
IDENTIFIER LOCATION TEST TIME 

WC-I - Coffey County 1/2 mile south of the Dwight D. 0730 
Lake North Eisenhower Learning Center 

W-1 - Waverly Corner of 7th and Schofield Streets in 0800 
Waverly 

JR-2 - Ottumwa East of Iris Road on Texas Street (South 0845 
end of Ottumwa) 

NS-i - New Strawn South and west of the radio station 0930 
JR-i - Main Dam South of 15th Road at Embankment Road 1000 

(Adjacent to the WCGS Make-up Water 
Screenhouse) 

JR-3 - Otter Creek 13th Road at Homestead Lane (One-half 1030 
mile north and one-quarter mile west of 
the west end of John Redmond Reservoir 
(JRR Dam) 

JR-4 - Jacobs Creek 1/2 mile north of 14th Land on Garner 1045 
Road (Five miles west and three miles 
north of Burlington) 

B-2 - Sonic North edge of Burlington on Hwy. 75 1200 
B-i - 9th & Yuba Near the alley at 9th & Yuba Streets in 1230 

Burlington 
L-1 - LeRoy One block south of the LeRoy High School 1325 
WC-2 - Coffey County 1/4 mile northeast of the Coffey County 1415 

Lake South Landfill

- END -
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ATTACHMENT B 
(Page 1 of 1) 

SIREN PORTABLE RADIO TRANSMITTER 

B.1 The siren portable radio transmitter has a 10-key keyboard similar to a push
button phone. The transmitter is used to activate the individual sirens by 
use of a six (6) digit code system.  

B.2 The first two digits of each code is the "call code." The third and fourth 
digits will be the siren "address." The last two digits make up the 
"function" designator which refers to the Attack, Alert, Fire or Cancel mode.  
See example below.

1-5 F- - 0-9 F t*-3 

I_ Function designator

Address or group call locations 
Call code, common for all requests

Table 1 lists the address and 
designator for each function.

call code for each siren as well as the

TABLE 1 
Siren Site Address Group Calls 

Coffey County Lake North 0-i 
New Strawn 0-2 
Coffey County Lake South 0-4 0-# 
LeRoy 0-8 
Waverly 0-9 
Ottumwa 1-3 
Otter Creek 1-4 i-# 
MainDam 1-5 
Jacobs Creek 1-6 
Sonic 2-6 2-# 
9th & Yuba 2-7 

Function 

Attack wail 1 
Alert steady 2 
Fire Hi-Low 3 
Cancel 4 
All Call, Sheriff's Office Only, #-# 

EXAMPLES 

"o To activate the Waverly siren in the fire mode, key the following sequence: 
1-5-0-9-*-3 

"o To cancel the Waverly siren sequence, key the following sequence: 

1-5-0-9-*-4 

"o Cancel can also be achieved by Group Call sequence: 1-5-0-#-*-4

- END -

B. 3



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part I COMMUNICATION CHECKS 
TECHNICAL SUPPORT CENTER 

Communication Sat Unsat 

Location Circuit (Check one) Date Comments 
NRC Conference Room Ext. 5324 

Ext. 5365 
Ext. 5389 

Accountability Ext. 4050 

Document Room IExt. 4509 
Ext. 5322 

Maintenance Area Ext. 5713 

NRC (Maintenance Area) 364-4231 or 
Ext. 4231 

Engineering Area Ext. 5366 
Ext. 5310 
Ext. 5711 

General Use Ext. 5381 

Fax Verification Ext. 4053 

Fax Machine 364-4051 or 
Ext. 4051 

TSC Communicator Ext. 5382 
Ext. 5392 

Team Communicator (Offsite) Ext. 5394 

Dose Assessment Area IExt.A 5353 I 
Ext. 4332 

Plant Status and 
Communications Area Ext. 5346 

Ext. 5701 
Ext. 5387 
Ext. 4399 

Public Information 364-4152 or 

Coordinator Ext. 5396 

Administrative Coordinator Ext. 5375 

Radiological Coordinator Ext. 5352

EPF 06-018-15, Rev.-1 Pagel1 of 12



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part I COMMUNICATION CHECKS 
TECHNICAL SUPPORT CENTER (Cont'd) 

Communication Sat Unsat 
Location Circuit (Check one) I Date Comments 

Maintenance Coordinator Ext. 5347 

Operations Coordinator Ext. 5345 

Logkeeper (Multi-Line) 
Ext. 5344 
Ext. 5358 
Ext. 5364 
Ext. 5370 
Ext. 5374 
Ext. 5751 

Site Emergency Manager 
(Multi-Line) Ext. 5341 

Hotline 

NRC (Emergency Mgt. 364-4230 or 

Area) Ext. 4230 

Team Director Ext. 5361 

Team Communicator (Onsite) Ext. 5359 

Maintenance Assistant Ext. 5348 

OSC Seating Room Ext. 5360

EPF 06-018-15, Rev. I Page 2 of 12



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part I COMMUNICATION CHECKS 
CONTROL ROOM 

Communication Sat Unsat 

Location Circuit (Check one) Date Comments 

Shift Manager Ext. 5340 Located in cabinet 

Control Room Supervisor Ext. 5379 

Control Room (Multi-Line) Ext. 5343 
Ext. 5350 
Ext. 5357 
Ext. 5363 
Ext. 5369 
Ext. 5373 
Ext. 5752 

Operations Communicator Ext. 5380 

Fax Machine 364-4018

Pacie 3 of 12



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST

Part I COMMUNICATION CHECKS 
EMERGENCY OPERATIONS FACILITY 

Communication sat Unsat 
Location Circuit (Check one) Date Comments 

Team Director Ext. 5391 

Team Communicator Ext. 5128 

Team Communicator 
(Multi-line) Ext. 5395 

General Use Ext. 5071 

NRC Engineering Ext. 5127 

NRC PlO Ext. 5707 

Operations Recorder Ext. 5704 

EOF Communicator Ext. 538453 I 
Ext. 5393 

Kansas State Rep. EP 364-8859 
Ext. 5307 

Kansas State Rep. (Modem 364-4237 or 
Line) Ext. 5104 

NRC 364-4232 or 
Ext. 5301 

Administrative Coordinator Ext. 5378 

Coffey County Rep. 364-8734 

Operations Coordinator Ext. 5368 

NRC 364-5234 

Off-Site Emergency I 
Manager (Multi-line) Ext. 5342 

Ext. 5349 

Ext. 5354 
Hotline 

NRC DSO 364-8243 

Logkeeper (Multi-line) Ext. 5125 

General Use Ext. 5126

Paae 4 of 12



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part I COMMUNICATION CHECKS 
EMERGENCY OPERATIONS FACILITY (Cont'd) 

Communication Sat Unsat 
Location Circuit (Check one) Date Comments 

Off-Site PIC Ext. 5372 

NRC 364-4235 or 
Ext. 5304 

Radiological Coordinator Ext. 5355 

NRC 364-4233 or 
Ext. 5302 

Kansas State Rep. - Rad 364-8282 I 
Ext. 5306 

Dose Assessment Area Ext. 5383 

NRC (General use) 364-4236 or 
Ext. 5305 

NRC Dose Projection Ext. 5706 

FEMA Ext. 5705 

Dose Assessment Area Ext. 5825 

Dose Assessment Coordinator Ext. 5356 

EOF Conference Room Ext. 5710 
(Multi-line) Ext. 5709 

"NRC Conference Room 
(Multi-line) Ext. 5124 

Ext. 5130 

Document Room Ext. 5111 

NRC Mobile Lab Ext. 5300 

Kit Room Ext. 5326 

Fax Machine 364-4121 or 

Ext. 5101 

Accountability Ext. 5822

EPF 06-018-15, Rev. I Page 5 of 12



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part I COMMUNICATION CHECKS 
EMERGENCY PLAN VEHICLES 

Communication Sat I Unsat 

Location Circuit (Check one) Date Comments 
Vehicle #1042 2-Way Radio 

Cellular Phone 

Vehicle #1043 2-Way Radio 
Cellular Phone 

Vehicle #1094 2-Way Radio I 
Cellular Phone 

Part I COMMUNICATION CHECKS 
STATE FORWARD STAGING AREA 

Communication Sat Unsat 

Location Circuit (Check one) Date Comments 
Kansas Highway Patrol (620) 256-6790 

Kansas National Guard (620) 256-6501 

Kansas Department of 
Wildlife and Parks (620) 256-6187 

Fax Line (620) 256-6087

EPF 06-018-15, Rev. 1 Page 6 of 12



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part I COMMUNICATION CHECKS 
INFORMATION CLEARINGHOUSE - WOLF CREEK 

Communication Sat I Unsat 

Location Circuit (Check one) Date Comments 
Public Information Manager Ext. 5431 

Ext. 5432 

Wolf Creek PIO Ext. 5430 

News Writer/lnformation Ext. 5429 
Messenger 

KGE PIO Ext. 5420 

KCPL PIO Ext. 5422 

KEPCo PlO Ext. 5421 

NRC PlO Ext. 5427 

FEMA PIO Ext. 5428 

Kansas State PIO Ext. 5425 

Coffey County PIO Ext. 5423 

Gov. Press Sec. Ext. 5426 

Part I COMMUNICATION CHECKS 
MEDIA CENTER - WOLF CREEK 

Communication Sat Unsat 

Location Circuit (Check one) Date Comments 
Media Phones (Room 110) Ext. 5184 

Ext. 5190 
Ext. 5183 
Ext. 5188 
Ext. 5189 
Ext. 5309 
Ext. 5187 
Ext. 5182 
Ext. 5185 
Ext. 5186 
Ext. 5180 
Ext. 5181 

Conference Phone Line Ext. 5330

EPF 06-018-15, Rev. 1 Page 7 of 12



EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part I COMMUNICATION CHECKS 
PHONE TEAM - WOLF CREEK 

Communication Sat Unsat 

Location Circuit (Check one) Date Comments 
Phone Team Manager Ext. 5312 

Ext. 5308 
364-4238 

Phone Team Ext. 5313 
Ext. 5314 
Ext. 5315 
Ext. 5316 
Ext. 5317 
Ext. 5318 
Ext. 5319 
Ext. 5320 

Fax Machine 364-4122 or 
Ext. 5102

Page 8 of 12EPF 06-018-15, Rev. 1



EPF 06-018-15. Rev.
EMERGENCY PLANNING QUARTERLY 

COMMUNICATIONS CHECKLIST

Part I COMMUNICATION CHECKS 
INFORMATION CLEARINGHOUSE - TOPEKA 

Communication Sat Unsat 
Location Circuit (Check one) Date I Comments 

Public Information Manager (785) 267-0651 

Wolf Creek P1O (785) 267-0649 

Technical Support (785) 267-3238 

MesneNews Writer/information . (75 2600 

KGE P10 (785) 267-0725 

KCPL P1O (785) 267-0742 

KEPCo P1O (785) 267-0748 

NRC P10 (785) 267-0669 

FEMA P10 (785) 267-0686 

Kansas State PIO (785) 267-0627 

Coffey County P1O (785) 267-0688 

Gov. Press Sec. (785) 267-0612 

Part I COMMUNICATION CHECKS 
PHONE TEAM ROOM - TOPEKA 

Communication Sat I Unsat 

Location Circuit (Check one) Date Comments 
Phone Team Manager (785) 267-0145 

(785) 267-0397 
(785) 267-1441 
(785) 267-0662 
(785) 267-0623 
(785) 267-0509 
(785) 267-0957 
(785) 267-0398 
(785) 267-0131 Published as 1-800-354-3831
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EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST

Communication Sat Unsat 

Location Circuit (Check one) I Date Comments 
Media Center Auditorium (785) 267-9327 

Media Phones (Armory Gym) (785) 267-0399 
(785) 267-0360 
(785) 267-0434 
(785) 267-0374 
(785) 267-0481 
(785) 267-0496 
(785) 267-0468 
(785) 267-0483 
(785) 267-0457 
(785) 267-0441 
(785) 267-0465 
(785) 267-0450 

Media Conference Room f (785) 267-0295 
(785) 267-0321 

SUBMITTED BY 
[] Communication checks are complete and corrective actions initiated for unsatisfactory checks noted 

above.  
Comments: 

Signature Print Name Ext. Date

Part I ICOMMUNICATION CHECKS I-MDAETRTPK

Part 
I 

I COMMUNICATION 

CHECKS

MEDIA CENTER - TOPEKA
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EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST

Part II I ERDS TEST
ERDS is tested on Tuesday of the eleventh full week of each quarter.  
(If the Tuesday is a Federal holiday, the check will be performed on Friday that 
same week). Contact and testing shall be between the hours of 8 AM and 4 PM 
eastern time. ERDS data is to be transmitted for a two-hour period.
1.0 Contact the NRC Operations Center to arrange a time to conduct the test (refer 

to RETD, Section II, OFFSITE SUPPORT, for telephone number).  

"o Test period scheduled at 
"o NRC Contact 

2.0 Contact the Control Room and indicate that ERDS testing is commencing.  
3.0 Activate ERDS using the NPIS Computer in the TSC Computer Room or as 

otherwise directed by Emergency Planning: 
a. Select the E-Plan Menu, then touch the ERDS block on the screen 

OR 
Type the Turn-On code "ERDS" and press the "Return/Enter" key 

b. Follow the prompts until the ERDS is activated.  
c. ERDS activated at (time) 

4.0 At the end of the two-hour testing period, contact the NRC: 

4.1 Verify the time of reconnect upon loss of telephone connect. Reconnect upon 
loss of telephone at 

4.2 IF the ERDS connection has not been terminated by the NRC, THEN 
request permission to end the transmission.  

4.3 IF directed by the NRC to perform the disconnect, THEN deactivate ERDS 

a. Press the "F3" key on the NPIS computer 
b. Follow the prompts until the ERDS is deactivated 
c. Verify the ERDS connection has been terminated 

4.4 Two-hour transmission complete at .(time) 

SUBMITTED BY 

EZ ERDS test is complete and corrective action initiated for unsatisfactory test.  
Comments: 

Signature Print Name Ext. Date
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EMERGENCY PLANNING QUARTERLY 
COMMUNICATIONS CHECKLIST 

Part III REVIEW AND APPROVAL 
Quarter: Date: Other: 

EMERGENCY PLANNING REVIEW 
I Corrective actions complete or otherwise resolved as noted below. Other applicable 

information is provided in the Comments Section.  
Comments: 

Reviewer Signature Print Name Ext. Date 

EMERGENCY PLANNING APPROVAL 
E All reviews and appropriate actions are complete.  
Comments: 

Approval Signature Date
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ANS SIREN ANNUAL MAINTENANCE 

Siren Identifier/Location: 

1.0 Initial and date each step as it is performed in accordance with 
EPP 06-019, TESTING AND MAINTENANCE OF ALERT AND NOTIFICATION 
SYSTEM SIRENS. IF...THEN steps may be marked N/A if actions are 
not performed.  

Initial/Date

7.3.1 

7.3.2 

7.3.4 

7.3.6 

7.3.7 

7.3.7 

7.3.8 

7.3.9 

7.3.10 

7.3.10 

7.3.10 

7.3.11 

7.3.12 

7.3.13 

7.3.14 

7.3.15 

7.3.16 

7.3.16 

7.3.17 

7.3.18 

7.3.19 

7.3.20 

7.3.22

Air conditioner connected 

Heater connected and thermostat set 

Disconnect OPEN 

Cleaned and lubricated 

Blower drive belts examined 

Blower drive belts replaced 

Blower drive belts tightened 

Blower oil and grease change 

Control box gasket inspected 

Moisture found and gasket replaced 

Proper relay contact 

50 hp siren motor meggered 

Remove WC2 inverter cover 

Observe WC2 inverter fan rotation during 
Growl Test 

Ensure relays activate during Growl Test 

Remove both covers from rotator housing 

Rotator drive belts/chains examined 

Rotator drive belts/chains replaced 

Rotator drive belts/chains tightened 

Rotator drive chain greased 

Rotator gear reducer housing oil changed 

Rotator gears cleaned and greased 

Butterfly valve spring and movement checked

/ 
/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

/

/ 
/ 

/ 

/ 

/ 

/
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ANS SIREN ANNUAL MAINTENANCE

7.3.23 Horn projector opening screens checked for 
damage and replaced as needed 

7.3.25 Painted surfaces inspected 

7.3.26 Siren is vertical 

7.3.27 Disconnect CLOSED 

7.3.28 Growl test performed

COMMENTS:

Performed By: 

Reviewed By:

Name

Name

Forward copy of completed forms to Emergency Planning.

/ 

/ 

/ 

/ 

/

/ / 
Date 

/ / 
Date
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