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LICENSEE: COMMONWEALTH EDISON CO.
SITE: BYRON 1 2 EN NUMBER:24995
DOCKET: 05000454 05000455 EVENT DATE: 02-01-93
RX TYPE: PWR PWR EVENT TIME: 15:30
VENDORS: W-4-LP W-4-LP NOTIFY DATE: 02-01-93
EMERGENCY CLASS: N/A REGION: 3 STATE: IL TIME: 17:36
OPS OFFICER: CHAUNCEY GOULD
10 CFR SECTION: AIND 50.72(b)(2)(iii)(D) ACCIDENT MITIGATION
UNIT SCRAM RX INIT INITIAL MODE CURR CURRENT MODE

CODE CRIT PWR PWR
1 N Y 85 POWER OPERATION 85 POWER OPERATION
2 N Y 99 POWER OPERATION 99 POWER OPERATION

THE LICENSEE HAS DETERMINED THAT BOTH TS 3.4.9.1 HEATUP/COOLDOWN
CURVES AND TS 3.4.9.3 COLD OVERPRESSURE PROTECTION SYSTEM POWER
OPERATED RELIEF VALVE SETPOINT CURVES ARE NONCONSERVATIVE.

THEY ARE NONCONSERVATIVE BY NOT ACCOUNTING FOR THE PRESSURE
DIFFERENTIAL THAT EXIST BETWEEN THE REACTOR VESSEL BELTLINE INNER
WALL AND THE REACTOR COOLANT SYSTEM PRESSURE TRANSMITTERS LOCATED
ON THE REACTOR VESSEL HOT LEGS WHEN ONE OR MORE REACTOR COOLANT
PUMPS ARE OPERATING. THE VALUE OF THIS NONCONSERVATISM COULD
NOMINALLY BE 50 PSIG WITH 4 REACTOR COOLANT PUMPS RUNNING.

PAST OPERATION WITHIN TS 3.4.9.1 CURVES COULD HAVE EXCEEDED THE
APPENDIX "G" LIMITS DUE TO THE NONCONSERVATISM. PRELIMINARY
EVALUATION HAS SHOWN THAT OPERATION 100 PSIG IN EXCESS OF THE
APPENDIX "G" LIMITS WILL HAVE NO ADVERSE EFFECTS ON THE REACTOR
VESSEL INTEGRITY.

UNDER CERTAIN CONDITIONS, THE COLD OVERPRESSURE PROTECTION SYSTEM
PRESSURIZER POWER OPERATED RELIEF VALVES WOULD NOT HAVE
SATISFACTORILY MITIGATED THE MASS INPUT AND HEAT INPUT TRANSIENTS
SINCE THE APPENDIX "G" LIMITS WOULD HAVE BEEN EXCEEDED.

ADMINISTRATIVE CONTROLS ARE BEING ESTABLISHED TO ENSURE THAT THE
APPENDIX "G" LIMITS ARE NOT EXCEEDED. THE RI HAS BEEN NOTIFIED.

NOTE: SEE EVENT #24996

LICENSEE: COMMONWEALTH EDISON CO.
SITE: BRAIDWOOD 1 2 EN NUMBER:24996
DOCKET: 05000456 05000457 EVENT DATE: 02-01-93
RX TYPE: PWR PWR EVENT TIME: 14:56
VENDORS: W-4-LP W-4-LP NOTIFY DATE: 02-01-93
EMERGENCY CLASS: N/A REGION: 3 STATE: IL TIME: 17:58
OPS OFFICER: CHAUNCEY GOULD
10 CFR SECTION: AIND 50.72(b)(2)(iii)(D) ACCIDENT MITIGATION
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UNIT SCRAM RX INIT INITIAL MODE CURR CURRENT MODE

CODE CRIT PWR PWR
1 N Y 99 POWER OPERATION 99 POWER OPERATION
2 N Y 99 POWER OPERATION 99 POWER OPERATION

THE LICENSEE HAS DETERMINED THAT BOTH TS 3.4.9.1 HEATUP/COOLDOWN
CURVES AND TS 3.4.9.3 COLD OVERPRESSURE PROTECTION SYSTEM POWER
OPERATED RELIEF VALVE SETPOINT CURVES ARE NONCONSERVATIVE.

NOTE: SEE TEXT FOR SIMILAR EVENT AT BYRON EVENT #24995.

THE RI WILL BE INFORMED.
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