TABLE 4.3.6-1
TROL_ROD BLQCK 1R TATION SURVEILLA REQUIREMENT

CHANNEL OPERATIONAL
CHANNEL FUNCTIONAL CHANNEL CONDITIONS FOR WHICH
TRIP_FUNCTION _CHECK TEST CALIBRATIOQN® SURVETLLANCE REQUIRED
1. ROD BLOCK MONITOR '
a. Upscale N.A. Qe R > :
b. Inoperative N.A. Qe N.A. 1* ‘
c. Downscale N.A. Q@ R 1*
2. APRM
a. Simulated Thermal Power -
Upscale N.A. SA R 1
b. Inoperative N.A. SA N.A 1, 2
c. Neutron Flux - Downscale N.A. SA R 1
d. Simulated Thermal Power -
Upscale (Setdown) N.A. SA R 2
e. Recirculation Flow - Upscale N.A. SA R 1
f. LPRM Low Count N.A. SA R 1, 2
3. SOURCE RANGE MONITORS
a. Detector not full in N.A. Mide) ycf) N.A. 2, 5
b. Upscale N.A. Mldite) ytH) R 2, 5
c. Inoperative N.A. Ml@@) ) N.A. 2,
d. Downscale N.A. M@ (e) yeh R 2, 5
4, INTERMEDIATE RANGE MONITORS
a. Detector not full in N.A. W N.A. 2, 5
b. Upscale N.A. W R 2, 5
c. Inoperative N.A. W N.A. 2, 5
d. Downscale N.A. W R 2, 5
5. SCRAM DISCHARGE VOLUME ,
a. Water Level - High N.A. Q R 1, 2, o**
6. DELETED DELETED DELETED DELETED DELETED
7. REACTOR MODE SWITCH SHUTDOWN )
POSITION N.A. R N.A. 3, 4
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Corrected by letter dated May 28, 2002.



