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Mr. Tom Rich, 
Office of Nuclear Material 
Safety and Safeguards, 
Division of Fuel Cycle and 
Material Safety, 
U.S. Nuclear Regulatory Commission, 
Washington, D.C. 20555 
U.S.A.  

Dear Mr. Rich: 

Subject: Registration Sheet No. NR-169-O-119-U 

Following your phone call to our Jeff Norton, we hereby submit some 
corrections for changes to our C-198 capsules. The dimensions for the 
components of the current stainless steel tubing type 316L, are given 
in the attached table for comparison.  

This change does not effect performance of the capsule and fully meets 
Ansi requirements.  

You were previously sent copies of the following: 

(a) Certificate Sealed Source Classification Designation and 
Performance Number 49 revision 1.  

(b) Drawing number A03071 Revision C - outer Body - C-198.  

(c) Drawing number A03076 Revision C - outer body inactive 
welding C-198.  

(d) Drawing number A03079 Revision C - C-198 capsule assembly.



Please also accept the following revised specifications updated as a 

result of these changes.  

(a) Drawing number A03078 Revision C - inner body assembly C-198.  

(b) Illustration C-198 Revision B - Gammacell 220 pencil (pellet or 

slug type).  

We trust this revised data will prove satisfactory.  

Yours sincerely, 

J. Stirling, 

Radiation Control & Regulatory Affairs.  

JS/ja



Table I 

C198 Dimensional Changes 

Inside Dimen. Outside Dimen.

New Old
Active 

New Weld O.D. Ref.Dwg.

C198 Outer 

C198 Inner

.396 

. 282

.441 .380

I,

.265 .332 .315

.383 A03071C 

.320 A03078C

*Dimensions in inches.

Old


