
April 20, 1990

Docket No. 50-397 

Mr. G. C. Sorensen, Manager 
Regulatory Programs 
Washington Public Power Supply System 
P.O. Box 968 
3000 George Washington Way 
Richland, Washington 99352
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Dear Mr. Sorensen: 

SUBJECT: CORRECTION TO AMENDMENT NO. 78 FACILITY OPERATING LICENSE 

NO. NPF-21 - WPPSS NUCLEAR PROJECT NO. 2 (TAC NO. 76072) 

On March 7, 1990, the Commission issued Amendment No. 78 to Facility Operating 

License No. NPF-21 for the WPPSS Nuclear Project No. 2. The amendment revised 

the operability and surveillance requirements for the position indicators on the 

safety/relief valves. The enclosure to the amendment stated that overleaf 

pages for the amended pages were included. However, the overleaf pages were 

inadvertently omitted from the amendment when it was distributed.  

By this letter the following Technical Specification (TS) pages which were 

revised by amendment 78 are being reissued to include the overleaf pages.  

TS page 3/4 3-71 
TS page 3/4 3-74 
TS page 3/4 4-7 

Please note that TS page 3/4 4-7 was further revised by Amendment No. 80 and 

that TS page 3/4 4-8 was reissued with Amendment No. 80 as the overleaf to 

TS page 3/4 4-7a.  

Please accept our apology for any inconvenience this may have caused you.  

original signed by Robert B. Samworth

Robert B. Samworth, 
Project Directorate 
Division of Reactor 

IV, V and Special

Senior Project Manager 
V 
Projects - III 
Projects
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UNITED STATES 
NUCLEAR REGULATORY COMMISSION 

VWASHINGTON, D. C. 20555 

April 20, 1990 

Docket No. 50-397 

Mr. G. C. Sorensen, Manager 
Regulatory Programs 
Washington Public Power Supply System 
P.O. Box 968 
3000 George Washington Way 
Richland, Washington 99352 

Dear Mr. Sorensen: 

SUBJECT: CORRECTION TO AMENDMENT NO. 78 FACILITY OPERATING LICENSE 
NO. NPF-21 - WPPSS NUCLEAR PROJECT NO. 2 (TAC NO. 76072) 

On March 7, 1990, the Commission issued Amendment No. 78 to Facility Operating 
License No. NPF-21 for the WPPSS Nuclear Project No. 2. The amendment revised 
the operability and surveillance requirements for the position indicators on the 
safety/relief valves. The enclosure to the amendment stated that overleaf 
pages for the amended pages were included. However, the overleaf pages were 
inadvertently omitted from the amendment when it was distributed.  

By this letter the following Technical Specification (TS) pages which were 
revised by amendment 78 are being reissued to include the overleaf pages.  

TS page 3/4 3-71 
TS page 3/4 3-74 
TS page 3/4 4-7 

Please note that TS page 3/4 4-7 was further revised by Amendment No. 80 and 
that TS page 3/4 4-8 was reissued with Amendment No. 80 as the overleaf to 
TS page 3/4 4-7a.  

Please accept our apology for any inconvenience this may have caused you.  

Robert B. Samworth, Senior Project Manager 
Project Directorate V 
Division of Reactor Projects - III 

IV, V and Special Projects 

Enclosure: 
As stated 

cc w/enclosure: 
See next page



WPPSS Nuclear Project No. 2 
(WNP-2)

cc: 

Mr. C. M. Powers 
WNP-2 Plant Manager 
Washington Public Power Supply System 
P.O. Box 968, MD 927M 
Richland, Washington 99352 

Mr. G. E. Doupe, Esquire 
Washington Public Power Supply System 
P. 0. Box 968 
3000 George Washington Way 
Richland, Washington 99532 

Mr. Curtis Eschels, Chairman 
Energy Facility Site Evaluation Council 
Mail Stop PY-1I 
Olympia, Washington 98504 

Mr. Alan G. Hosler, Licensing Manager 
Washington Public Power Supply System 
P. 0. Box 968, MD 956B 
Richland, Washington 99352 

Mr. A. Lee Oxsen 
Assistant Managing Director for Operations 
Washington Public Power Supply System 
P. 0. Box 968, MD 1023 
Richland, Washington 99352 

Mr. Gary D. Bouchey, Director 
Licensing and Assurance 
Washington Public Power Supply System 
P. 0. Box 968, MD 280 
Richland, Washington 99352

Regional Administrator, Region V 
U.S. Nuclear Regulatory Commission 
1450 Maria Lane, Suite 210 
Walnut Creek, California 94596

Chairman 
Benton County Board 
Prosser, Washington

of Commissioners 
99350

Mr. Christian Bosted 
U. S. Nuclear Regulatory Commission 
P. 0. Box 69 
Richland, Washington 99352 

Nicholas S. Reynolds, Esq.  
Bishop, Cook, Purcell 

& Reynolds 
1400 L Street NW 
Washington, D.C. 20005-3502
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Mr. G. C. Sorensen



TABLE 3.3.7.5-1 

ACCIDENT MONITORING INSTRUMENTATION
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INSTRUMENT 

1. Reactor Vessel Pressure 

2. Reactor Vessel Water Level 

3. Suppression Chamber Water Level 

4. Suppression Chamber Water Temperature 

5. Suppression Chamber Air Temperature 

6. Drywell Pressure 

7. Drywell Air Temperature 

8. Drywell Oxygen Concentration 

9. Drywell Hydrogen Concentration 

10. Safety/Relief Valve Position Indicators 

11. Suppression Chamber Pressure 

12. Condensate Storage Tank Level 

13. Main Steam Line Isolation Valve Leakage 
Control System Pressure

REQUIRED NUMBER 
OF CHANNELS 

2 

2 

2 

2/sector 

2 

2 

2 

2 

2 

2/valve* 

2 

2 

2

*NOTE - The acoustic monitors may be inoperable until the fifth Refueling Outage scheduled Than May 15, 1990 without applying the shutdown requirement of Action 80.a.

MINIMUM 
CHANNELS 
OPERABLE 

1 

1 

1 

1/sector 

1 

1 
1 

1 

1 

1/valve 

1 

1

APPLICABLE 
OPERATIONAL 
CONDITIONS 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1i 2 

1, 2 

1, 2 

1, 2 

1, 2 

for No Later
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TABLE 3.3.7.5-1 (Continued) 

ACCIDENT MONITORING INSTRUMENTATION

* INSTRUMENT 

14. Neutron Flux: 
APRM 
IRM 
SRM 

15. RCIC Flow 

16. HPCS Flow 

17. LPCS Flow 
18. Standby Liquid Control System Flow 
19. Standby Liquid Control System Tank Level 
20. RHR Flow 
21. RHR Heat Exchanger Outlet Temperature 

22. Standby Service Water Flow 
23. Standby Service Water Spray Pond Temperature 
24.  
25. Emergency Ventilation Damper Position 
26. Standby Power and Other Energy Sources 
27. Primary Containment Valve Position 
28. Primary Containment Gross Radiation Monitors# 
29.  
30. Effluent Noble Gas Radiation Monitor# 

31. Reactor Building Post LOCA Grab Sampler 

#High range monitors.

REQUIRED NUMBER 
OF CHANNELS 

2 
2 
2 

1 

1 

1 

1 

1 

l/loop 

i/heat exchanger 

I/loop 

2 

2/duct 
2 /source 

I/valve 

2 

1 

1
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C)

APPLICABLE 
OPERATIONAL 
CONDITIONS 

1, 2 
1, 2 
1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2

MINIMUM 
CHANNELS 
OPERABLE 

1 
1 
1 

1 

1 

1 

1 

1 
l/loop 

1/heat 
exchanger 

l/loop 

1 

l/duct 

l/source 

W/line 

1 

1 

1

1, 2 

1, 2 

1, 2 

1, 2, 3 

1, 2, 3 

1, 2, 3

2 
21,

ACTION 

80 
80 
80 

80 

80 

80 

80 

80 

80 
80
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TABLE 4.3.7.5-1 

ACCIDENT MONITORING INSTRUMENTATION SURVEILLANCE REQUIREMENTS

:
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1. Reactor Vessel Pressure 

2. Reactor Vessel Water Level 
3. Suppression Chamber Water Level 
4. Suppression Chamber Water Temperature 

5. Suppression Chamber Air Temperature 

6. Primary Containment Pressure 

7. Drywell Air Temperature 

8. Drywell Oxygen Concentration 

9. Drywell Hydrogen Concentration 

10. Safety/Relief Valve Position Indicators 

11. Suppression Chamber Pressure 

12. Condensate Storage Tank Level 
13. Main Steam Line Isolation Valve 

Leakage Control System Pressure 

14. Neutron Flux: 
APRM 
IRM 
SRM 

15. RCIC Flow 

16. HPCS Flow 

17. LPCS Flow

CHANNEL 
CHECK 

M 

M 

M 

M 

M 

M 

M 

M 

M 

M*

CHANNEL 
CALIBRATION 

R 

R 

R 

R 

R 

R 

R 

R 

Q 

R

M 
M 

M 

M 
M 
M 

M 

M 

M

R 

R 

R 

R 
R 
R 

R 

R 

R

APPLICABLE 
OPERATIONAL 
CONDITIONS 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2 

1, 2

1, 2

1, 

1, 

1, 

I, 
1, 
1, 

1, 

1, 

1,

2 

2 

2 

2 
2 
2 

2 

2 

2

*Surveillance of the OPERABLE Tailpipe Temperature instrument 
ac*-"tic monitors are declared OPERABLE.
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Table 3.3.7.5-1 (Continued) 

ACCIDENT MONITORING INSTRUMENTATION 

ACTION STATEMENTS
ACTION 80 -

a. With the number of OPERABLE accident monitoring instrumentation channels less than the Required Number of Channels shown in Table 3.3.7.5-3, restore the inoperable channel(s) to OPERABLE status 
within 7 days or be in at least HOT SHUTDOWN within the next 12 hours.  b. With the number of OPERABLE accident monitoring instrumenttion chann~ls less than the Minimum Channels OPERABLE requiremen of Table , 
restore the inoperable channel(s) to OPERABLE status within 48 hours or be in at least HOT SHUTDOWN within the next 12 hours.

A61 UR 61 With the number of OPERABLE accident monitoring Instrumentation channels less than required by the Minimum Channels OPERABLE requirement, either restore,the inoperable channel(s) to OPERABLE status within 72 hours, or:
a. Initiate the preplanned alternate method of monitoring the appropriate parameter(s), and 
b. In lieu of any other report required by Specification 6.9.1, prepare and submit a Special Report to the Commission pursuant to Specification 6.9.2 within 14 days following the event outlining the 

action taken, the cause of the inoperability and the plans and schedule for restoring the system to OPERABLE status.

WASHINGTON NUCLEAR - UNIT 2 3/4 3-73



REACTOR COOLANT SYSTEM

3/4.4.2 SAFETY/RELIEF VALVES 

LIMITING CONDITION FOR OPERATION 

3.4.2 The safety valve function of at least 12 of the following reactor 
coolant system safety/relief valves shall be OPERABLE with the specified code 
safety valve function lift settings:* 

2 safety/relief valves @ 1150 psig +*1/-3% 
4 safety/relief valves @ 1175 psig +1%/-3% 
4 safety/relief valves @ 1185 psig +1%/-3% 
4 safety/relief valves @ 1195 psig +]%/-3% 
4 safety/relief valves @ 1205 psig +1%/-3% 

APPLICABILITY: OPERATIONAL CONDITIONS 1, 2, and 3.  

ACTION: 
a. With the safety valve function of one or more of the above required 

safety/relief valves inoperable, be in at least HOT SHUTDOWN within 
12 hours and in COLD SHUTDOWN within the next 24 hours.  

b. With one or more safety/relief valves stuck open, provided that 
suppression pool average water temperature is less than 900 F, close 
the stuck open safety/relief valve(s); if unable to close the open 
valve(s) within 2 minutes or if suppression pool average water tempera
ture is 1100 F or greater, place the reactor mode switch in the Shut
down position.  

c. With one or more safety/relief valve acoustic monitors inoperable, 
restore the inoperable monitor(s) to OPERABLE status within 7 days 
or be in at least HOT SHUTDOWN within the next 12 hours and in COLD 
SHUTDOWN within the following 24 hours.*** 

SURVEILLANCE REQUIREMENTS 
4.4.2 The acoustic monitor for each safety/relief valve shall be demonstrated 

OPERABLE by performance of a: 

a. CHANNEL CHECK at least once per 31 days, and a 
b. CHANNEL CALIBRATION at least once per 18 months.** 

*The lift setting pressure shall correspond to ambient conditions of the 
valves at nominal operating temperatures and pressures.  

"**The provisions of Specification 4.0.4 arp not applicable provided the 
surveillance is performed within 12 hours after reactor steam pressure is 
adequate to perform the test.  

***The acoustic monitors may be inoperable until the fifth Refueling Outage 
scheduled for No Later Than May 15, 1990 without applying the shutdown requi rement.

WASHINGTON NUCLEAR - UNIT 2 3/4 4-7 Amendment No. 78



REACTOR COOLANT SYSTEM 
3/4.4.3 REACTOR COOLANT SYSTEM LEAKAGE 

LEAKAGE DETECTION SYSTEMS 

LIMITING CONDITION FOR OPERATION 

3.4.3.1 The following reactor coolant system leakage detection systems shall be OPERABLE: 
a. The primary containment atmosphere gaseous radioactivity monitoring system, 

b. The primary containment sump flow monitoring system, and 
c. The primary containment atmosphere particulate radioactivity monitoring system.  

APPLICABILITY: OPERATIONAL CONDITIONS 1, 2, and 3.  
ACTION: 

With only two of the above required leakage detection systems OPERABLE, operation may continue for up to 30 days provided grab samples of the con
tainment atmosphere are obtained and analyzed at least once per 24 hours when 
the required gaseous and/or particulate radioactive monitoring system is 
inoperable; otherwise, be in at least HOT SHUTDOWN within the next 12 hours and in COLD SHUTDOWN within the following 24 hours.  
SURVEILLANCER EMENTS 

4.4.3.1 The reactor coolant system leakage detection systems shall be demonstrated OPERABLE by: 
a. Primary containment atmosphere particulate and gaseous monitoring systems-performance of a CHANNEL CHECK at least once per 12 hours, a CHANNEL FUNCTIONAL TEST at least once per 31 days and a CHANNEL CALIBRATION at least once per 18 months.  

b. Primary containment sump flow monitoring system-performance of a CHANNEL FUNCTIONAL TEST at least once per 31 days and a CHANNEL CALIBRATION TEST at least once per 18 months.

WASHINGTON NUCLEAR - UNIT 2 3/4 4-8


