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Table C-1  Minimal cut sets for a plant powered by offsite power during normal operation

 Cut    CutSet   Prob/
 No.      %      Freq.     Basic Event                Description                                                  Prob.
------  -----  ---------  -------------------------  -----------------------------------------------------------   ---------
     1   43.1   4.1E-003  STARTUPXFFAILS             STARTUP TRANSFORMER FAILS                                      4.1E-003
     2   31.9   3.0E-003  VOLTAGEANALYSISHE          HUMAN ERROR IN THE SYSTEM VOLTAGE ANALYSIS                     3.0E-003
     3   14.9   1.4E-003  AUTOTAPCHANGERRELAYFAIL    INADEQUATE VOLTAGE FROM TAP CHANGER DUE TO A DEFECTIVE RELAY   1.4E-003
     4    3.2   3.0E-004  SUXFVOLTREGLOWHE           STARTUP XFORMER REGULATORS CONTROL OUTPUT VOLTAGE LOW          3.0E-003
                          SUXFVOLTREGLOWREC          RECOVERY OF STARTUP XFORMER REGUL. OUTPUT V LOW                1.0E-001
     5    3.2   3.0E-004  UVRELAYSSETPOINTHIGHHE     OPERATOR SETS SETPOINT OF UV RELAYS TOO HIGH                   3.0E-003
                          UVRELAYSSETPOINTHIGHREC    RECOVERY OF INCORRECT CALIBRATION                              1.0E-001
     6    2.2   2.0E-004  AUTOTAPCHANGERBADVOLT      AUTOMATIC TAP CHANGER YIELDS INADEQUATE VOLTAGE                2.0E-004
     7    1.1   1.0E-004  UVTIMERFAILS               FAILURE OF TIMER ASSOCIATED WITH UNDERVOLTAGE RELAYS           1.0E-004
     8    0.9   8.4E-005  RELAYBETA                  BETA FACTOR OF RELAYS                                          6.0E-002
                          UVRELAYINDEPFAIL           INDEPENDENT FAILURE OF UNDERVOLTAGE RELAY                      1.4E-003
 


