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Introduction

The TN 7-2 cask is a transport cask for spent fuel assemblies.
Heat is removed by natural convection over the cask surface.
The package is transported as closed cargo.

In the safety analysis report presented here it will be demonstrated that
the cask fulfils the requirements set by the Road Traffic Act for

type B(U) package designs
of nuclear safety class Il
(admissible number = 6)

as regards the following contents:

A. a maximum of 62 irradiated DIDO and MERLIN fuel
assemblies in up to four insert baskets

B. a maximum of 2 irradiated fuel assemblies of the RHF
reactor at Grenoble/France.

A separate safety analysis report will be compiled in the possible case of
an extension of the cask licence to other cask contents, this report being
based on the elaborations of the safety analysis report presented here.
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Fuel assemblies

The TN 7-2 cask will be used for the transport of irradiated fuel
assemblies from nuclear reactors. In the safety analysis report presented
here a loading of different contents will be considered.

A. A maximum of 62 irradiated fuel assemblies of the DIDO and MERLIN
types, with the composition of the load and the condition of the fuel
assemblies being specified in more detail below.

B. A maximum of 2 irradiated fuel assembilies of the RHF reactor at
Grenoble/France.

The technical data of the fuel assemblies, their irradiation history and the
resulting residual heat and source intensity will be described below.



21

2.1-2

Description of the fuel assemblies

A

DIDO and MERLIN fuel assemblies
DIDO fuel assemblies

Each fuel assembly is made up by four concentric fuel cylinders
(U-Al alloy with an aluminum coating) surrounded by an aluminum
cylinder and fixated by a top and a bottom plate. Fuel contents
amount to a maximum of 185 g uranium 235 per fuel assembly.

Prior to transport, the fuel assemblies are cut up and only the
centre parts (approx. 630 mm) of the four fuel cylinders, which
contain the entire fuel, are transported. For reasons of handling
the four cylinders are held together by a longitudinal tape (cf. Fig.
2-1).

Table 2-1: Dimensions of the fuel cylinders of the DIDO type

Exterior diameter: 03.2-83.4-73.6-63.8mm
Wall thickness: 1.51 mm
Active length: 600 mm
Thickness of fuel: 0.66 mm

MERLIN fuel assemblies

These are rectangular MTR fuel assemblies and consist of 22 fuel
plates, 2 aluminum piates as well as top and base plate.

Prior to transport, the fuel assemblies are cut up and only the
centre part (approx. 638 mm), which contains the entire fuel, is
transported.

The fuel plates consist of a U-Al alloy with an aluminum coating
(the fuel contents per fuel assembly amount to a maximum of
270 g U-235).
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Table 2-2: Dimensions of MERLIN type fuel plates

Active length: 600 mm
Wall thickness: 1.51 mm
Thickness of fuel: 0.51 mm

Composition of the load

Up to four insert baskets are transported in the TN 7-2 cask, each basket
containing:

either: a maximum of 15 irradiated cylindrical MTR fuel assemblies (of the
DIDO type) with a maximum uranium 235 content of 185 g each and a
burn up of approx. 80 to 93 %

or: a maximum of 16 irradiated rectangular MTR fuel assemblies (of the
MERLIN type) with a maximum uranium 235 content of 270 g each and a
burn up of approx. 80 to 93 %

The TN 7-2 transport cask may contain:

- 4 insert baskets with DIDO fuel assemblies
(a maximum of 60 fuel assemblies altogether)

- 3 insert baskets with DIDO fuel assemblies and 1 insert basket with

MERLIN fuel assemblies
(a maximum of 61 fuel assemblies altogether)

- 2 insert baskets with DIDO fuel assemblies and 2 insert baskets with
MERLIN fuel assemblies
(a maximum of 62 fuel assemblies altogether)
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B. RHF fuel assemblies

The core of the RHF reactor at Grenoble consists of one fuel
assembly. The outer dimensions of the fuel assembly can be seen in
Table 2-3 and Fig. 2-2.

The active zone of the fuel assembly comprises 280 plates which are
arranged radially between the outer and the inner aluminum cylinder.
Inside the plates there is a core made of a U-Al alloy with a length of
approx. 900 mm.

Prior to transport, the front structural parts are removed, so that the
transport weight of the fuel assembly amounts to about 109 kg. The
length of the fuel assembly thus amounts to 977 mm including the
hand-ling equipment.

A maximum of 2 of these fuel assemblies may be transported in the

TN 7-2 transport cask. The two fuel assemblies will then be stacked
on top of each other.

Table 2-3: Main dimensions of the RHF fuel assembly

Exterior diameter: 413.6 mm
Interior diameter: approx. 260 mm
Total length: 877 mm

Active length: approx. 900 mm
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Nuclear technology reievant data

The main nuclear data of all three types of fuel assembly are listed in
Table 2-4.

Table 2-4: Nuclear technology relevant data of the fuel assemblies

DIDO MERLIN RHF
Mass of U-235 (g) 185 270 8.67
Enrichment (%) 93 93 93
Power (MW) 1 0.25 57.5
In core time  (d) approx. 70 220 44

Cooling time  (d) minim. 160 170 310
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2.3-1

Thermal power
A. DIDO and MERLIN fuel assemblies

The maximum thermal power of the DIDO and MERLIN fuel assem-

blies is limited to 125 W per fuel assemblies for transport. This corres-
ponds roughly to a minimum decay time of 160 d (DIDO) and 170 d
(MERLIN) respectively (cf. /2-1/).

In addition a maximum thermal power of 1,125 W per insert basket
has been defined, so that a complete basket load has to be composed
in such a way that only some fuel assemblies may be loaded following
their minimum decay time, whilst the remainder must be subject to a
longer decay time.

Fuel elements with a thermal power of 125 W will only be set into the
exterior basket positions.

Overall thermal power in the transport cask is limited to a maximum of
4x1,125W =4500W.

B. RHF fuel assemblies

According to /2-2/, the residual thermal power of a RHF fuel assembly
will be 2,250 W after a decay time of 310 d. This will result in an
overall thermal power in a cask with 2 fuel assemblies of 2 x 2,250 W
= 4500 W
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2.4 Activity

A. DIDO and MERLIN assemblies

According to /2-3/ the following maximum activity per fuel assembly
can be found (corresponding to the minimum decay periods):

- DIDO: 40 kCi
- MERLIN: 20 kCi

The overall activity in the cask amounts to a maximum of 2.1 - 10° Ci.

B. RHF fuel assembly

After a decay period of 310 d, an irradiated RHF fuel assembly has an
activity of 1 - 10° Ci /2-2/. This will result in an overall activity of 2 x 1 -
10° Ci = 2 - 10° Ci per transport cask.



2.5

2.5-1

Source intensity

A. DIDO and MERLIN fuel assemblies

For shielding purposes, the fuel assemblies may be considered to be
pure gamma emitters. Neutron emission is negligibly low.

The source intensity is identical for the different load compositions
listed in chapter 2.1, i. e. the source intensity of a completely loaded
DIDO in-sert basket corresponds to that of a completely loaded
MERLIN basket.

Inside the cask, the following gamma source intensity is found for a

load of 4 DIDO insert baskets (fuel assembly power 1,0 MWy, irradia-
tion period 70 d, decay period 231 d) according to /2-1/:

Table 2-5: Gamma source intensity for a load of DIDO fuel assemblies

Energy group (MeV) Source intensity (1/sec)
1-17 1.32. 10"
>1.7 5.28-10"

A decay period of 231 d corresponds to the average decay period of
the fuel assemblies per insert basket with regard to keeping within the
1,125 W limit (cf. also /2-3/).
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B. RHF fuel assemblies

According to /2-1/ the following source intensity is found (cf. also
12-2/):

Table 2-6: Gamma source intensity for a load of RHF fuel assemblies

Energy group (MeV) Source intensity  Total source intensity
(1/sec) (2 fuel ass.) (1/sec)
1-1.7 6.4-10" 1.28 - 10"

>17 9.5.10" 1.9 -10"

Gamma rays with a power of less than 1 MeV merely contribute to
less than 1.5 % to the overall dose rate and are therefore neglected.
Neutron emission is negligibly low.
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Description of the TN 7-2 cask

The TN 7-2 transport cask (see Fig. 3-1) is used for the dry transport of
spent fuel assemblies from nuclear reactors. The cask is laid out in such a
way as to fulfil the national and international regulations for the transport
of nuclear material (for example IAEA regulations, ADR).

The following chapter presents a description of the cask, its components
and the types of material used.

Total description

An overall view of the TN 7-2 cask is given in drawing 0-150-050-04-00
(cf. appendix). It essentially consists of the following main components:

- cask body with bottom, both composed of several layers
- 4 trunnions with trunnion holders made of stainless steel (1.4541),; the
trunnions are attached in pairs to the cask body with 12 screws each

(M16x40) at the top and base

- 2 base plates made of 1.4541 stainless steel which are each welded on
with an offset of 90 ° in relation to the trunnions

- a stainless steel (1.4541) lid with an integrated layer of lead for shielding
purposes; the lid is attached to the cask body with 18 screws (M36)

- lid shock absorbers made of 37/2 structural steel and 1,4301 stainless
steel with a balsa wood filling, attached to the side of the cask with 3

screws (M36)

- base shock absorbers (analogous to the lid shock absorbers)



- interior cask fittings such as insert baskets and spacers for the baskets.

All these components are summarised in the list of components (cf. Table
3-1) with the pertinent drawing number and material information.

Table 3-1: Components list for the TN 7-2 transport cask

Part no. Designation Drawing no. Material
1 interior mantle 0-150-050-05-00 1.4541
2 lead casting 0-150-050-05-00 PbS9.9
3 thermal insulation 0-150-050-05-00 cement
4 exterior mantle 0-150-050-05-00 1.4541
5 lid flange 0-150-050-05-00 1.4541
6 lid flange

on lid 0-150-050-06-00 1.4541
7 trunnion holding piece 0-150-050-05-00 1.4541
8 trunnion 0-150-050-05-00 1.4541
9 base plate 0-150-050-05-00 1.4541
10 coupling insert 0-150-050-05-00 1.4541
11 drain pipe 0-150-050-05-00  1.4541
12 water inlet pipe 0-150-050-05-00 1.4541
13 protective lid 0-150-050-05-00/
for couplings -06-00 1.4541
14 fast coupling
Hansen company, with 0-150-050-05-00/ 1.4305
viton ring gaskets -06-00 viton
15 closing screw 0-150-050-05-00/ 1.4541
with gasket -06-00 EPDM
16 safety fuse 0-150-050-05-00 polyamide
17 cylindrical screw
M36 x 80 0-150-050-06-00 1.4057 or
1.6580
cadm.
18 spring washer 0-150-050-06-00 1.541
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Part no. Designation Drawing no. Material
19 cylindrical screw 0-150-050-05-00/ 1.4057 or
M12 x 16 -06-00 1.6580 cadm.
20 cylindrical screw 1.4057 or
M16 x 40 0-150-050-05-00 1.6580 cadm.
21 O-ring 0-150-050-05-00 EPDM or viton
22 O-ring 0-150-050-05-00 EPDM or viton
23 O-ring 0-150-050-05-00 EPDM or viton
24 O-ring 0-150-050-05-00 EPDM or viton
25 fin 0-150-050-05-00 1.4541
26 ring gasket 0-150-050-05-00 EPDM or viton
27 head piece 0-150-050-05-00 1.4541
28, 29 do not apply
30 interior bottom 0-150-050-05-00 1.4541
31 water inlet piece 0-150-050-05-00 1.4541
32 bottom steel plate 0-150-050-05-00 1.4541
33 centring pin 0-150-050-05-00 1.4541
34 cylindrical screw 0-150-050-05-00/ 1.4057 or
M6 x 16 -06-00 1.6580 cadm.
35 spring washer 0-150-050-05-00/ 1.4541 or
-06-00
36 closing flange 0-150-050-05-00/ 1.4541
M12 x 16 -06-00
37 O-ring 0-150-050-05-00/ EPDM or viton
-06-00
38 stopping block 0-150-050-05-00 1.4541
39 insert 0-150-050-06-00 1.4541
40 mantle 0-150-050-06-00 1.4541
41 supplementary
shielding 0-150-050-05-00/ U-metal
-06-00
42 lid bottom 0-150-050-06-00 1.4541
43 lead casting 0-150-050-06-00 Pb 99.9
44 water inlet piece 0-150-050-06-00 1.4541
45 centring bolt 0-150-050-05-00 1.4541
46 O-ring 0-150-050-06-00 EPDM or viton
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The main characteristics of the cask are summarised below.

Dimensions:

- diameter including shock absorbers

- diameter excluding shock absorbers
and trunnions

- length including shock absorbers

- length excluding shock absorbers

- useful interior length

- useful interior diameter

Weights:

- overall weight including shock
absorbers (no load)

- weight of the shock absorbers

- weight of the lid

- maximum allowed payload

Heat:

- maximum removable over cask surface

1660 mm

1030 mm
3926 mm
3126 mm
2675 mm

540 mm

20720 kg
1560 kg
760 kg
3550 kg

4.5 kW
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3.2.1

3.2-1
Description of components

Cask body

The cask body (drawing no. 0-150-050-05-00 in the appendix) consists of
a thickly walled basic body the walls and base of which are composed of
se-veral layers and which is smooth on the outside.

A stainless steel casing with a thickness of 10 mm and a welded-on base,
which is 15 mm thick and displays a slight slope towards the centre,
provides the inner containment. This is covered by a layer of lead with a
thickness of 185 mm at the wall and 170 mm at the base, which serves as
radiation shielding. A stainless steel wall and base with a thickness of 25
mm provide the outer solidity. A concrete layer with a thickness of approx.
20 to 25 mm is inserted between the lead covering and the outer steel
wall. This concrete layer is used to prevent an inadmissible high
temperature inside the cask in case of fire.

The entire main cask body is 3071 mm long and has a diameter of 1030
mm (without trunnions).

The inside of the cask has a diameter of 540 mm and is 2675 mm long.

The inner and outer wall each consist of two plates welded together. The
in-dividual cylinder plates are welded together from rolled sheet metal.
The lead coating is cast, using a special technique, in a mould which
consists of the inner lining and a lost outer mouid. The concrete layer is
inserted between the lead shielding and the outer lining using an
established technique. The base plates of the inner and outer lining are
each welded to the cylinders. The main cask body is closed at the lid
between the outer and the inner lining with the lid flange, which is 60 mm
thick. This is welded tight.
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The cask has a water outlet at the base which also serves as flushing and
drying connection. The inlet is weided to the centre of the base plate. A
stain-less steel tube with an inner diameter of 15 mm is connected to this
inlet and leads to the outer base plate through the lead shielding, taking
due notice of radiation protection aspects. The tube is welded to a
coupling element made of stainless steel which, in turn, is connected to
the base plate and contains the screwed-in Hansen coupling. The
opening of the coupling is closed with a lid which is tightened against the
coupling connection with two O-ring gaskets which can be inspected.

A uranium plate is attached above the coupling element in order to
compen-sate for the weakening of the lead shielding at this point.

Two stainless steel trunnion holders each, set off by 180 °, are welded to
the outer cover. The trunnions used for cask handling are screwed on to
these holders (12 M16 screws). During transport, the cask will rest on the
two rear trunnion ledges and the front stainless steel base plate.

In order to attach the two front shock absorbers, 3 small locking devices
each, set off by 180 °, are welded to the cask wall.

14 bore holes are drilled into the outer wall and closed with gaskets made
of polyamide in order to prevent any inadmissible high generation of
pressure in the concrete layer in case of a fire.

The main cask body is provided with a coat of paint on the outer wall
which is easy to decontaminate.
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Table 3-2: Dimensions of the main cask body

Length 1= 3071 mm

Diameter (with trunnions) d = 1360 mm

Weight G = approx. 18400 kg
3.2.2 Lid

The upper frontal closure is assured by the lid. The lid consists of a
massive stainiess steel plate 70 mm thick and adjoining lead shielding,
which is 165 mm thick and covered by a stainless steel casing 10 mm
thick. The lid can be seen in drawing no. 0-150-050-06-00.

Table 3-3: Main dimensions of the lid

- Exterior diameter

base plate dy = 800 mm
shielding d;, = 588.5 mm
- Total height hy = 245 mm
- Height of base plate he = 70 mm
- Weight G = approx. 760 kg

The lid is used for

shielding
sealing off the inside of the cask.
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3.2-4

The lid is firmly attached to the cask body with 18 M36 screws and thus
closes off the inside of the cask. Two grooves have been cut into the plate
to accommodate two O-ring gaskets. A bore hole is provided between the
two grooves which leads to a testing connection and is used for leak tests.
This bore hole is closed by a stopper so as to be tight against gas
leakage.

In addition, the lid is provided with a flushing and drying connection,
similar to the base plate. A connector is welded to the centre of the lid's
underside. A stainiess steel tube with an interior diameter of 15 mm is
connected to it which leads through the lead shielding and is welded to
the lid plate. This tu-be is laid in such a way as give due consideration to
radiation protection and leak tightness aspects. The orifice in the lid plate
is closed by a Hansen coupling and an additional coupling lid. The
coupling lid is tightened against the cask lid with two O-ring gaskets which
can be inspected over a connec-tor, similarly to the lid gaskets.

Five bore holes have been drilled into the lid plate to facilitate the
handling of the lid.

During transport, the lid is protected by a shock absorber.

Shock absorbers

During transport, shock absorbers are attached to both ends of the cask.
They cover the two ends of the cask completely, thus protecting the front
sides and the edges against the effects of axial forces. The lid and the
shock absorbers can be seen in drawing nos. 1-150-050-07-00 and 1-
150-050-08-00. Both shock absorbers are identical in design, except for
their height.
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They consist of a welded steel sheet housing (37/2 and stainless steel),
which is reinforced on the inside by fins. The space between the fins is
filled with balsa wood for the purpose of shock absorption and heat
insulation.

A lateral fish-plate is welded to the side of the shock absorber at its thrust
point, in order to facilitate handling.

Ventilation bore holes are provided on the outer front sides which are
closed by polyamide. These fuses melt at high temperatures (fire) and
thus prevent any generation of pressure inside the housing.

The shock absorbers are attached with three screws each, which are
placed askew on the side of the shock absorber. They are centred by
means of the small stop blocks welded to the cask body and clamped
tight.

Table 3-4: Main dimensions of the shock absorbers

max. diameter d = 1660 mm
max. height

lid shock absorber hp= 720 mm

bottom shock absorber hg = 680 mm
Weight

lid shock absorber = 780 kg

bottom shock absorber = 780 kg
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3.25

3.26

Tight enclosure

The inner lining and the lid provide the tight enclosure of the cask
required by the Road Traffic Act.

The lid is screwed tight with 18 M36 screws and sealed off with a double
0-ring gasket. The efficiency of this gasket can be tested over the testing
con-nection.

The safety casing is pierced in two places by the two flushing/drying
connec-tions in the base and lid. The two orifices are each sealed off by a
coupling and a coupling lid with a double O-ring gasket and are gas-tight.
The efficien-cy of these O-ring gaskets can also be checked over the
testing connections. During transport the orifices are protected by the
shock absorbers.

Integrated fixtures
The insert baskets required for each load in particular are inside the cask.

The integrated fixtures required for the various types of cask contents, as
set out in chapter 2, are described below.

These fixtures are used to ensure the safe installation and positioning of
the fuel assemblies and guarantee criticality safety as well as sufficient
heat re-oval from the fuel assemblies to the cask wall.
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A. Insert basket for DIDO and MERLIN fuel assemblies

Different insert baskets are provided for DIDO and MERLIN fuel

assemblies. Both types can be seen in drawing no. 1-150-025-17-00

and Fig 3-2 (cf. also /3-1/)

Four insert baskets are installed in the cask in the combinations
described in chapter 2.1.

a) Insert basket for DIDO fuel assemblies

The basket for DIDO fuel assemblies consists of 15 cylinders made
of 1.4541 stainless steel with an outer diameter of 108 mm and a
wall thickness of 5 mm. These are welded onto a base plate (mate-

rial: 1.4541 steel).

Reinforcement elements (material: 1.4541) are welded between the

tubes, so that the basket provides a solid unit.

At the upper end of the insert basket, a lateral fish-plate is provided

in the center, to facilitate handling of the basket.

Table 3-5: Main dimensions of the basket for DIDO fuel assemblies

Length | = 648 mm
Diameter d = 520 mm
Weight G = 145kg
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b) Insert basket for MERLIN fuel assemblies

This insert basket consists of 16 rectangular shafts, 88 x 82 mm. The
shafts are made up of stainless steel plates with a thickness of 14 mm
and 7 mm (material: 1.4541), welded among themselves and to a
base plate. Each shaft is surrounded by at least 7 mm of stainless
steel. In the center, a full-length gap has a lateral fish-plate attached
to the upper end to facilitate the handling of the basket.

Table 3-6: Main dimensions of the basket for MERLIN fuel assemblies

B.

Length | = 676 mm

Diameter d = 520 mm

Weight G = 235kg
Insert basket for 2 RHF fuel assemblies

The insert basket is designed so as to fix the two fuel assemblies
stacked on top of each other, radially and axially, in a central position
related to the surrounding interior cavity limits. The basket fixtures
consist are made of 1.4541 stainless steel and represented in drawing
no. 1-150-025-21-00 and Fig. 3-3.

The fuel assemblies are supported from the outside by four vertical
struts.
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These struts are welded onto a base plate connected to each other by
additional reinforcing metal sheets.

The entire interior installation has three parts: the two guide pieces for the
fuel assembilies, as described above, and an upper spacer.

The two guide pieces with the fuel assemblies are stacked on top of each
other. Any axial pushing together of the fuel assemblies is prevented by a
base plate at the upper guide piece. The upper spacer is situated on the
middle guide piece.

Loading of the basket is carried out according to the following sequence:

o lower part of the basket
o first fuel assembly

e upper part of the basket
» second fuel assembly

e upper spacer

Table 3-7: Main dimensions of the total RHF basket

Length | = 2655 mm
Diameter d = 536 mm
Weight G= 293Kkg
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3.2.6 Volume contents in the cask
The volume of an empty cask without internal fixtures is 0.613 m’.

The following free volumes result taking into account the internai fixtures
and the fuel assemblies loaded.

A. Loading with DIDO and MERLIN fuel assemblies

Table 3-8 lists the various volumes resulting from the loading of the
cask. ‘

Table 3-8: Summary of the various volumes resulting from the
loading of DIDO and MERLIN fuel assemblies

- Interior cask cavity (empty) 0613 m
- 4 insert baskets
a) 4 x DIDO 0.074 m°
b) 3 x DIDO + 1 x MERLIN 0.085 m’
¢) 2 x DIDO + 2 x MERLIN 0.097 m°

- Fuel assemblies
¢ DIDO (15 fuel assemblies) 0014 m’
e MERLIN (16 fuel assemblies) 0.025 m

- Free space inside the cask cavity
with insert baskets, without fuel assemblies

a) 0539 m’
b) 0.528 m’
c) 0.516 m’

with insert baskets and fuel assemblies

a) 0.483 m’
b) 0.461 m’
c) 0438 m’
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B. RHF fuel assemblies

Table 3-9: Summary of the various volumes resuiting from the loading of 2
RHF fuel assemblies

- Interior cask cavity (empty) 0613 m°
- Insert basket for 2 RHF fuel assemblies 0037 m°
- 2 RHF fuel assemblies 0077 m°

- Free space inside the cask cavity
with insert baskets, without fuel assemblies 0.576 m
with insert baskets and 2 fuel assemblies 0498 m’
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3.3 Construction materials

3.3.1 Overview

The various types of construction material used are listed in Table 3-1 in
conjunction with the relevant components. This section will describe the
properties of these types of construction materials. The cask consists of
the following construction materials:

- stainless steel

- heat-treated steel for screws
- structural steel

- welding materials
- lead

- concrete

- EPDM and viton
- polyamide

- uranium metal

- baisa wood

- paint

The grades of steel used have been chosen taking into consideration
perti-nent regulations such as DIN standards, VdTUV material forms, AD
specifi-cations and KTA reguiations.

3.3.2 Characteristics of materials

The materials are listed below including standard terms and characteristic
data:

-X10CrNiTi18°
material: 1.4541
DIN 17440
Tensile limit Rg2 = 205 N/mm? at room temperature
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-X22CrNi 17
material: 1.4057
DIN 17440
Tensile limit Ry, = 600 N/mm? at room temperature

-X5CrNi 189
material: 1.4301
DIN 17440
Tensile limit Ro» = 190 N/mm? at room temperature

-St37-2
material: 1.0114
DIN 17100
Tensile limit Ry = 240 N/mm? at room temperature

-30CrMo 4
material: 1.6580 heat-treated in accordance with strength requirement
8.8
DIN 267
Tensile limit Ry = 640 N/mm? at room temperature

- welding additives
These must be suitable for the different types of weldings required for
the cask and the shock absorbers and must conform to the guidelines
of the AD specifications, HP series.

- L.ead
Only lead with a degree of purity of at least 99.8 % is used. Therefore
secondary lead or virgin lead may be used. The composition of the
lead used can be found in the table below.
The density of the lead after casting is at least 11.2 g/em’.
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Table 3-10: Chemical composition of the used lead

Chemical composition Weight proportion %
Lead 99.9

Bismuth 0.09 (max.)
Antimony 0.002 (max.)
Silver 0.003 (max.)
Copper 0.005 (max.)
Zinc traces

Iron traces

- Cement

The gap between the outer lining and the lead shielding is filled up with
cement containing aluminum, with an addition of 40 weight percent of
water.

Type of cement: Fondu Lafarg

The chemical composition of the used cement is given in the table
below.

Table 3-11: Chemical composition of the used cement

Chemical composition Weight proportion %
SiO. 4.5
TiO, 25
Al,O3 39.0
Fe20s 12.0
FeO 4.0
CaO 38.5
MgO 0.6
CO; traces
SO; 0.15
K20 0.16

Na20 0.1
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Table 3-12: Main physical properties of the used cement

e Density of cast cement (hydrated): approx. 1.89 g/cm®
« Stable against pressure until: 40 N/mm?
e Thermal conductivity: 1.6 W/m-K
e Thermal expansion: 6-10° m/m-°C
« Shrinkage (after 60 days) 225.10° mim

- 19357 viton gaskets
Some of the gaskets used consist of viton. Some typical characteristics
of this material are listed below.

Table 3-13: Material characteristics of 19357 viton gaskets

- Shore hardness 70 - 80

- Tensile strength 14  N/mm?
- Expansion 170 %

- Thermal expansion 83.10°

- Range of temperature for use -30, +200 °C

- Maximum temperature (short term) 260 °C

- Minimum temperature (short term) -40 °C

- Durability under radiation 5.10" R
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- 3457 EPDM gaskets

Table 3-14: Material characteristics of 3457 EPDM gaskets

- Shore hardness 70

- Tensile strength 13 N/mm?
- Expansion 170 %

- Thermal expansion 88 - 10°

- Range of temperature for use -60, +170 °C

- Maximum temperature (short term) 200 °C

- Durability under radiation 10-10" R

Additional information can be found in the manufacturer's catalogs.

- Polyamide
Polyamide material used for safety fuses with the cask and the shock
absorbers is heat-resistant up to a temperature of at least 100 °C and
has a melting point of approx. 130 to 150 °C.

- Uranium
In order to compensate for the weakening of the lead shielding in the
area of the connectors at the bottom and lid, uranium plates cast into
the lead are placed so as to be in the main radiation direction. The pla-
tes consist of metallic uranium in a form which is not specified in parti-
cuiar.

- Balsa wood
Balsa wood is used as a filling for the shock absorbers. The wood is
positioned in such a way that stresses are parallel to the direction of

the grain.

Balsa wood grade A.
Density 0.13 - 0.185 g/cm”.
Maximum moisture 15 weight percent.



3.3-6

The dynamic behaviour of balsa wood under compression stress is
described in /3-3/.

- Paint
A paint is used which is easily decontaminated and radiation-resistant,
in accordance with pertinent requirements.



\

DIDO fuel assembly under

transport conditions Fig. 2-1
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4.11

Solidity under normal and accidental conditions

In the following, the construction of the cask is examined and it is verified

that requirements for type B(U) packages are fulfilled.

Calculation bases

Load assumptions

For calculations, load assumptions are made for the following situations:
- design conditions

- handling and transport

- accident

Design conditions

In the present case, design conditions are those for which a verification of
solidity is carried out as under pressurized container conditions. As the
cask is transported without interior overpressure, this verification merely
has a formal significance.

Load assumptions are determined with:

pressure 7 bar
temperature 200 °C
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4.1-2

Handling and transport

Load assumptions for handling and transport during normal operating

conditions comprise the following:
- pressure in the cask

- temperatures in the cask sides

- maximum accelerations

- loads due to vibrations during transport

They are summarized in table 4.1-1.

Accident

Mechanical load assumptions for accidental cases are defined in transport

regulations and comprise:

- free drop from 9 m height on an unyielding surface

- free drop from 1 m height on a gudgeon

Safety verification is carried out experimentally.

Calculation methods

Calculations are based on the AD regulations. In case of stresses not
considered in AD instruction sheets, the ASME code applies.

Characteristic values of materials

Material data used for calculations are summarized in table 4.1-2.



Table 4.1-1: load assumptions for handling and transport

Transport:
Interior pressure (bar) 0.6

Temperature (°C)

max. cask mantle temperature 108
max. temperature of additional parts

(lid, bottom, trunnions) 100
Acceleration values (g)

- axial 10
- vertical

- lateral

Vibrations (g)

- axial

- vertical 2

- lateral 1.5
Handling:

Interior pressure (bar) 1.5

Temperature (°C)

as for transport

Acceleration values (g)

- axial 1.5

- horizontal 3




Table 4.1-2: Characteristic data of materials

TN

Formula sign Unit Temperature 1.4541 according 1.4057 according 1.6580, 8.8 Remarks
°C to DIN 17440 to DIN 17440 according to DIN
267
0. 2% tensile Ro: N/mm? 20 205 600 650
limit (K) 100 176 540 -0
200 155 520 -
Tensile Rm N/mm? 20 500 950 800-1000
strenght
Modulusof E 10° N/mm? 20 2.0 2.16 2.0
elasticity
Poisson 0.3 0.3 0.3
number |
Linear o 10° °c' 20 - - -
thermal 20-150 16.5 10.0 11.0
expansion
coefficient 20-100 17.0 10.5 11.0
Yielding point S, N/mm? 20 205
100 -
200 155
Tensile Su N/mm? 20 -
strength 100 }
200 350
Admissible S, N/mm? 20 -
tension 100 )
200 87.5

1) At temperatures above 100 °C, a decrease of the yielding poing must be expected.

1l %
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4.2-1

Cask body and lid system under design conditions

Calculations are carried out for design pressure and temperature accor-
ding to AD instruction sheets. Only the interior steel shell is used for de-
sign layout. The lead shielding and the exterior steel shell are not consi-
dered in the calculations.

Design data
Interior pressure p= 0.7 N/mm? (relative)
Temperature t=200 °C

Admissible stresses

Table 4.1-2 summarizes solidity values. The tensile limit of the inner liner

material is essential for solidity. This is made of 1.4541 stainless steel.

Thickness of the interior shell
(cf. fig. 4.2-1)

Calculations are carried out according to AD instruction sheet B 1 /4.2-2/.
It is valid for walls without significant temperature difference:

Required wall thickness S.:
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p = 7 bar interior pressure
K = 155 N/mm? = Ry stress at 200 °C
S = 1.5 safety coefficient according to /4.2-1/
V =
Ci= O
C,= O

S, = ——5;—6-5%7— =164mm

23- 5 1+7

The implemented wall thickness of 10 mm is sufficient.

Reduced stress o, :

5 _P(D.+S.)_7:(560+10)
v 238, 23.10

=17.3 N/mm? < 1—1%51 = 103 N/mm?

5 _P(D,-3S,) 7:(560-3-10)
v 23S, 23-10

=16.1 N/mm? < 11§5§ =103 N/mm®

Values remain below the admissible stress K/S.
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The lead shielding was not taken into account for the design of the

pressure vessel. The maximum stress in the lead due to interior

overpressure occurs at the junction between interior steel mantle and lead

shielding.

Based on

the ratio of the modules of elasticity, a conservative

determination can be carried out approximately assuming equal

expansion. The following assumptions apply:

€1 = €2
o, E,
c, E,

o1 = 16.1 N/mm? = stress at the exterior fibre of the steel liner
E, (200 °C) = 2 - 10° N/mm? for steel

E (200 °C) ~ 1.4 - 10* N/mm? for lead

o2 = GEEZ = 1.2 N/mm’ < osp, ~ 8 N/mm? according to /4.2-6/
1
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Thickness of the interior bottom
(cf. fig. 4.2-1)

Calculation is carried out according to /4.2-3/.

The required thickness of the bottom is calculated according to:

s= C.D1.(P_'S_).0_5
10K

C =0.35 according to table 1, b

D= D =540 mm

P =7 bar

S =15

K =155 N/mm’® = Ry - stress at 200 °C

s=155mm
The actual thickness of the bottom liner is between 20 and 15 mm. lts

average thickness is 17.5 mm. The thickness of the bottom is thus

sufficient.
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Lid

Thickness of lid

Posterior calculations are carried out according to /4.2-3/. Required wall

thickness is:

C = 0.35 safety coefficient according to table 1, d

P =7 bar
D;=726 mm
K =155 N/mm? = Ry - stress at 200 °C
S =15
s =20.9mm

Neglecting the cladded lead shielding, the bottom plate of the lid is 70 mm

thick. This covers all losses of solidity due to drilled holes.

Lid flange

Due to interior pressure, section A (cf. fig. 4.2-2) is submitted to shearing

stresses.

Sectionsurface A=2-Ra-nt-hg=2-330-7-65

=1.35.10° mm?
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Force due to interior pressure:

. n-p=330%.-n-07=

a

F, =R
=240-10°N

Shearing stress:

F
s = — =18 N/mm®
A
T, = 04-155 _ 413 N/mm?
aut 15

Calculations are carried out according to /4.2-5/.

Momentum due to interior pressure:

Rs = 363 mm screw radius
X = Ry =330 mm
Y = (0.3

Mechanical model:

Momentum for x = Ry = 330 mm

P
F . . 2 2
2 -/;/I ] M”:P Rs ~(3+v)(1—R12)
SRR 16 Rs
b 2 vy v v 3 3 3
JAN 2 2
e _O736% o a0
16 363
-+ RS - — l

=3.30 - 10° N/mm



4.2-7
2 R 2
’ 1
Meq = —T1— - [(3+r) - (1+3v) - ?2]
' S

2 2
- 2L L 1(30.3) - (140,9) - 2o

9,97-10° Nmm/mm

Momenta due to tightening force:

_ 5
FD-6,24-10 N
S ERa=330mm
RS=363mm

2
FD RS R

Mrz = MtZ = m . 2(1+\))‘]n -R—a-+ (1'\))‘(1' R%')
S

5 2
6,24.10 363 330
= 2= . 2 (1+0,3)-1n + (1-0,3)-(1- —-2-)
8 .1 330 363
Momenta:
_ - 3
Mr = Mr1 + Mr2 = 9,45 . 10¥ Nmm/mm
My = Moy + My = 1,61« 10% Nom/mn
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Stresses:
6 - M, 6 .1,61 - 104
6 = = , = 22,8 N/mm?
he 65
6. M, 69,45 - 103
Gt = — = > = 13,4 N/mm2
he 65
Reduced stress:
G, - (e;r2 Gyl - B, 505, (22,9%+13,4%-22,9.13,4)03
= 20,3 N/mm?
5 - Ro.2 _ 155 | 103 N/mm?
zul S 7.5

The reduced stress is smaller than the admissible stress.

426 Lid screws

Posterior caiculation of the lid screws is carried out according to /4.2-4/.

Minimum screwing force for operating conditions is:

Fss = Fra + Fra + Fog

with the individual components:



Pem-d?2 7.m- 5902 ;

FRB = = - 1,91 10 N
40 49

Pon . (dp? - di?) 7. (660% - 590°)

FFB = = = 4,81 . 10
40 40

P
FDB=Ta.n.dD‘SD’K1=OfurK1=0
di = 540 mm interior flange diameter
dD = 660 mm average gasket diameter
K1 = {0 mm gasket characteristic according to table 1 /4.2-4/

~ 5

FSB 2,38 - 10° N

The minimum screwing force for installed components is calculated from:
Fov=m-dp- Ko Kp
Ko - Kp = 20 by = 200 N/mm deformation force for 2 gaskets
Fov = m - 660 - 200
=4.15.10°N

As Fpy > Fgg, the following applies:

Fov =02F,, +08\Fs -Fyy

=3.35-10°N



4.2-10

The required screw diameter is calculated as following for operating

conditions:
F
d.=Z Ksjsn +C,
S
dK = 151 EQ_J_Q— + 3
V 500-18
=11.0 mm

Z =1.51 auxiliary value according to table 3
K =500 N/mm? (according to table 4.1-2, solidity class 8.8)
n = 18 number of screws

Cs = 3 mm supplement

The following applies for instalied conditions:

Fov

d¢=2Z-
“ Ky N

Z = 1.29 according to table 3
Kz = 600 N/mm®= Ry at 20 °C

/3.35-105
d =129. /==
k 600-18

=7.2mm

Selected screws: M36 x 3 with dk = 31.1 mm
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Calculation is carried out according to /4.2-5/.

Total torque:

MG = FV + [0,9 dm - tg {a+g) + ry - uA]
d. = 33,4 mn; h = 3,0 mm
_n 3 ) .
tga-dm il I - —>a = 1,64
g =6°, IJA=O,1
Fx 5
"By 3,35 . 10 4
FV- n - 18— "139-10 N
54436 _
'f'A —T— 22,5"1111
Mo = 1,9 « 10% « [0,5:33,4-tg (1,6446) + 22,5-0,1]
- 8,6 - 10% Nem
Mg = 86 Am

It is furthermore required that the preliminary tensing force must cover
about 20 - 30 % of the tensile limit of the screw material.

F\/ = Ro,z -0.21 . A3

=500-0.21-817
=8.38.10*N

One thus obtains the following tightening torque:

Me=3.9-10°Nm
The lid screws must be tightened to 400 Nm.
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427 Protective lid screws

”’ The protective lid screws are submitted to stress by the interior pressure

of 7 bar.

According to /4.2-4/, the following is obtained for operating conditions:

Fsg = Fre + Fre

- P.-n-d?
40

=09872 N

dg = 134 mm (maximum gasket diameter)

The following applies for installed components:

~ Kg - Ky = 20 - bd = 60 N/mm = deformation force for
2 gaskets

_ 4
Fovy = 2,53 « 107 N

As FDV > FSB’ the following applies

. . ‘ .

1,77 - 104 N

*

Fov
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The required screw diameter is similar to chapter 2.6:

F
dy = 7 N —2—+ Cg
K=-n

1,51 - _%4.3
500 - 4

6,4 mm

It

The following applies for installed components:

-
pos1 . \|del7 10
600 - 4

4,1 mm

Selected screws: M12 with dx = 9.85 mm

Calculation is carried out according to /4.2-5/

MG = FV ¢ (0,5 dm . tg (G.+3) + I"A *

drn = 10,86 mm

a = 2,9%4°

$ =6°

My = 0,1

ry = 7,5 mm

- Fov” 7 - 10t e

UA]
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MG =7.1Nm

The following must also be valid:

FV= Ro,z -0.2. As

=500-0.2-84.3

= 8430 N

Mg = 13.5 Nm

A tightening torque of 15 Nm is selected.

428 Summary of results

Table 4.2-1 gives a summary of the main results.

Actual stresses are much lower than admissible values.
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Table 4.2-1: Summary of results

Position Ozul (Tzul) Gvorh (Tvorh)
N/mm? N/mm?

Interior shell of cask
- interior fibre 103 17.3
- exterior fibre 103 16.1
Bottom of interior liner 103 <103
Lid
- Shear stress on flange 41.3 1.9
- Bending stress on flange 103 20.3
- Screws

(operating conditions 200 °C) min. 500 << 500
- Screws

(installed 20 °C) min. 600 << 600
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Interior cladding under handling and transport conditions

Stresses
Table 4.1-1 lists the requirements for handling and transport.

It is assumed that all interior forces act only on the interior cladding. The
lead shielding is neglected for solidity calculations. Only the base plate is

considered for the lid.

Stress criteria

Both the interior cladding and the lid plate are made of stainless steel,
material number 1.4541. Solidity values are listed in table 4.1-2.

The material for the tightening screws of the lid is 1.4057 or 1.6580, with
the solidity values indicated in table 4.1-2.

For handling, admissible stresses are calculated according to the AD
instruction sheets (safety factor S = 1.5). For shock stresses during

transport, design values are established against the tensile limits.
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43.3 Geometry

The interior cladding geometry is represented in drawing no. 0-150-050-
05-00. The following sketches show the main dimensions of sheil and

bottom.
da = 560 mm
s = 10 mm
dm = 550 mm
1 =2800 mm
51 = 15  mm
Srn = 17,5 mm
| E\
L a——
---"'-‘---.- - ‘-q'—-'
o — e 4
N —_—
g A
H A
1 71
S olle d; U
I }
} A
f y
H %
b |5
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Stress on interior cladding and welding seams due to self weight, fuel

assemblies, insert basket and pond water

Assumptions: temperature 40 °C
weights:
fuei assemblies + interior parts 3550 kg
interior cladding approx. 500 kg

The weight of interior parts is assumed at this value in view of future

extensions of the transport inventory.

Loading is carried out in approx. 10 m water depth (assumption):
P=p.g-h=1000-9.81-10=1.0-10° N/m’

Bottom surface: 0.54°.1.025=0229m’
Force exerted by water on the bottom: 2.29-10*N

Total force on the bottom: 578 -10*N

Stresses in the shell and the welding seams
Stresses in the shell and in the welding seams are equal (weakening

coefficient of the welding seams V = 1).

= F_ 578.10*
A 540-10-%
Admissible stress for the interior cladding and the welding seams is:

_Roz _ 205 _ a6 7 N/mm?

% =75 " 15
Actual stress is smaller than the admissible value.

= 3.4 N/mm?
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4.3-4
Stresses in the bottom
Water pressure acts as a surface load on the bottom. For loads on the
bottom due to fuel assemblies and inserts, it is assumed that these act as
uniformly distributed surface loads over the whole bottom.

Calculations are carried out according to /4.3-2/.

Water, fuel assemblies and insert basket as uniformly distributed linear

load:
)
po=k- 5’73 - 10 = 0,253 N/mme
540 + w « 0,25
P . r12
Mr = e — . [(1+v) - (3+v)}] = -2301,0 Nom/mm
16
P r12
MT = - [{1+v) = (1+3v)]= -690,4 Nmm/mm
16
6 - M
51 - 2'r‘=-€:';-2321,0=”45"I N/mm?
Sm 17,5
6 - M
&, = T - 13,5 N/mm?
2 smé !

Gv=<§max={6,[ = 45,1 N/mm?

Momentum at the middle of the plate

Mo = My = —— (1+v) = 1496 Nmm/mm

- M
1,2 g 2

a
L]
h

= 29,3 N/mm?

G, = 51 = 29,3 N/mm?



435

43.6

4.3.6.1

4.3-5
Handling conditions
During handling at the power plant, a supplementary load of 0.5 g must be

assumed. Load assumptions for the weight due to load made in chapter
4.3.4 must be multiplied by a factor of 1.5 (DIN 15018 Lifting Load

Coefficient ¥ = 1.5).

- Mantle and welding seams:

stresses remain below admissible values.

- Bottom:
stresses remain below admissible values.

Stresses due to thermal dilatation may be neglected for the made

assumptions (T = 40 °C).

Transport conditions

Stresses due to shock

The following transport accelerations are assumed:

- axial 109
- vertical 39
- lateral 5¢g

The resuiting acceleration is:
a=(5"+3)"°g=583¢g
Weight (interior cladding, fuel assembly, insert basket):

G = 4050 kg
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Uniformly distributed linear load which acts on the interior cladding:

_ G- 5,839 _ 4050 - 5,83 - 9,81

T

2600

Calculation model (conservative simplification)

Qa
% A
AR
~ NP N Lo .
_/ 1
4
.3
Qa =g- q . 1 Mmax
Oy =g 9"
Q, = & - 89,1 - 2600 = 8,69 - 10% N
0 -Ag . 89,1 - 2600 = 1,45 - 10° N
Mg = - 7,53 - 107 Nem
Wy~ S . pe = . 10 . 270% = 2,29 -
Bending stress
G *
= = - 32,9 N/mm?
b~ Wy
Shearing stress
Q 1,45 . 10° N
T=T= — = 8,5 N/mm?

= 89,1 N/mm
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Reduced stress:
G, =02 +31% =36.0 N/mm®
Admissible stress:

Gaut = Ro2 (100 °C) = 176 N/mm?

The reduced stress is smaller than the admissible stress.

- Stress in the mantle due to an axial shock

The accelerated weight of inserts causes a tensile stress in the mantle:

_F
57=1

s}
b

- : = - 10 - - . 10°
(Gpg + Geypp) + 10 g = 3550 - 10 - 9,81 = 3,48 - 10° N

>
I

= (5602 - 540%) . % =8,45 - 10% mme
G, = 4,1 N/mme

EZ <R0,2 (100°C) = 176 N/mm?
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436.2 Stresses due to continuous vibrations

The following transport accelerations are assumed:

- axial 1
- vertical 2
- lateral 1.5

Endurance is larger than 10°.

- Stresses in the mantie

Resulting acceleration:

a=+22 1152 =25¢

Reduced stress:

G :cv-is— = 15.4 N/mm*
583

Vib

5, <6, = % (100 °C) = 117 N/mm®
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4.4-1

Solidity of the trunnions
It will now be proved that the trunnions can withstand normal loads during

transport and handling as well as stresses due to shock during transport

accidents.

Load assumptions

Cask weights:
Transport weight when loaded (horizontal) 25000 kg "
Handling (vertical): 24 000 kg ?

Accelerations:

- stresses due to shock

transport axial 109
vertical 3g
lateral 5g

- handling vertical 1.5¢
Geometry

The geometry of the trunnions with their holding system is represented in
fig. 4.4-1.
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Dimensions, resistance momenta and section surfaces

4.4-2

The following table gives the dimensions, resistance momenta and sec-

tion surfaces of the corresponding calculation levels.

Table 4.4-1: Dimensions, resistance momenta and section surfaces of the

trunnions in the calculation levels

Section A B C D
Dimensions (mm) & 100/40 & 130/40 & 255/130 480 x 620
450 x 590 "
Resistance value
(mm®) 9.56-10* 213.10° 1.52-10° W, 591-10°
W,: 5.14 . 10°
Surface (mm?) 6.59.-10° 1.20-10* 3.78-10* 3.21.10°
Moment of inertia 478.10° 139.10° 194.10° 1:1.83.10°
(mm?*) l,:1.23 - 10°
Static momentum 7.80-10* 1.77-10° 1.20-10° -

(mm?)

Transition radii were not taken intc account.

1) The arched surface of the welding seam is projected into the
calculation plane. Welding seam thickness a = 15 mm.
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4.4-3
Load on trunnions during transport and handling
Shock stresses due to transport incidents
- axial and vertical stresses.
Vertical and horizontal forces are absorbed uniformly by 2 trunnions. The
fastening of the cask to the transport rack over the foot plate only absorbs
vertical forces partially.

Maximal stresses have the following components:

b. = 10 g in axial direction

b, = 3 g in vertical direction

The maximum resulting acceleration per trunnion thus is:

2
bm ax = (J_O_j
2

The accelerating force thus amounts to:

3)2
2| =5056
’{4 g

Fr=5.056-9.81.25000 =
=1.24.10°N

- |ateral stress

The lateral stress is absorbed by one trunnions. The function of the foot

plate fastening is neglected.

Trunnion stress in the direction of the trunnions axis:

P=5.981.25000=1.23-10°N
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4.4-4
Stresses during handling of casks

It is assumed that the cask is lifted by two trunnions during handling in a

nuclear facility. The handling weight is:
Gu =~ 24 000 kg

Considering an acceleration of 1.5 g during handling, one obtains the

following stresses per trunnion:
Fu= % - 9.81 . 24000
=1.77 - 10°N

Stresses on trunnion and trunnion holding piece

Calculated stresses during transport and handling are summarized in
tables 4.4-3 and 4.4-4.

The main stress limits for trunnion and trunnion holding piece material no.
1.4541 at 100 °C are summarized in table 4.4-2.

Table 4.4-2: Stress limits for trunnion and trunnion holding piece materials

Trunnion holding piece

Tensile limit (N/mm?) 176

Tensile strength (N/mm?) 350
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Based on TUV-decision no. 28/4.4-1/, the following stresses are

admissible for components according to table 1:

Tensile and compression stresses, type of stress -H-

Obazul ~™ 0.67 - Ro2

Shear stresses

Tzul = 04 . R0.2

Reduced stress

Oy = 0.75. Ro.z

The tensile limit at 100 °C for M16 screws of the selected materials is:

Ro2 = 500 N/mm?

Based on the above mentioned decision, the following stresses are

admissible for connecting parts according to table 1:

Tensile stresses, type of stress -H-

Oaul = 0.42 Ro_z

These admissible stresses are used for cask handling.
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Maximal stress in the trunnion flange mounting (according to /4.4-5/)

during handling:

Cmax = B'hg
a-t

M= 1.10 - 10" Nmm
a = 200 mm (cf. fig. 4.4-2)
t = 30 mm (cf. fig. 4.4-2)
b = 100 mm (cf. fig. 4.4-2)
B = 1.146 (according to table 1, /4.4-5/)
b/a 0.5 0.6 0.633 0.7
B 1.146 0.749 0.708 0.467

Cmax = 64.3 N/mm?

Ormax < Ozu = 176 - 0.67 = 118 N/mm’
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Table 4.4-3: Stresses on trunnion under transport conditions

Section A B C D
Force (N) - - 1.24-10° 1.24.10°
Torque (Nmm) - - 372-10° 6.82.10
Bending stress (N/mm®) - - 24.5 11.5
Pressure stress (N/mm°) - - 32.8 38.6
Shear stress (N/mm®) - - 65.6 77.3
Reduced stress (N/mm?)” - - 143.2 162.5
Admissible stress (N/mm?) - - 176 176
Table 4.4-4: Stresses on trunnion under handling conditions
Section A B C D
Force (N) 177-10° 177-10° 1.77-10° 177.10°
Torque (Nmm) 4.4.10° 9.72-10° 1.94.10" 2.30-10°
Bending stress (N/mm°) 46.0 45.7 12.8 4.5
Pressure stress (N/mm°) - - 47 55
Shear stress (N/mm®) 48.2 25.1 8.8 11.0
Reduced stress

(N/mm?)? 95.2 63.0 23.2 21.5
Admissible reduced
stress (N/mmz) 132 132 132 132

2) o, =4(0, +0,)* + 31
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4.4-8

Trunnion calculation according to KTA 3902 (handling)

According to KTA 3902 /4.4-2/, crane systems in nuclear facilities must be
classified for maximum operating loads according to § 7.2.1 at least in
lifting class H 4 and at least in load group B 4 (DIN 15018).

According to VDU sheet 1751 /4.4-3/, heavy duty crane systems must be
classified at least in lifting class 4 and load group 5. Calculations are thus
carried out for condition H 4 - B 5. The number of loading operations on
the handling organs is significantly lower than 20000. According to DIN
15018 /4.4-4/, this means that only a general stress verification is

required.

Table 2 of /4.4-4/ indicates a lifting load coefficient ¥ = 1.5 for a lifting

speed Vy ~ 11 m/min.
As the lifting load coefficient coincides with the value used in 4.4.4.2 for

acceleration during handling, this mode of calculation must yield the same
results as those obtained in 4.4.4.3.

Continuos trunnion and trunnion holding piece stress due to vibrations

during transport

- Initial data

Table 4.4.5: Accelerations and forces due to transport vibrations

max. acceleration force acting on
axial vibration 19 2 trunnion holding pieces
vertical vibration 24 foot plate +

2 trunnion holding pieces

lateral vibration 1.5¢g 1 trunnion holding piece




4.4-9

Endurance is > 10°.
Fatigue limit is 176 N/mm? at 100 °C.

- Stress calculation

Half the vertical acceleration is endured by the foot plate. The resuiting

maximum acceleration is:

2 2
o {2 (2] 07070

Acceleration acts in a direction 45° against horizontal.

Force resulting from acceleration:
Fny = 25000 - 9.81 - 0.707
=1.73-10°N

The force acting on the trunnion due to lateral acceleration is:

P=1.5-.981-25000
=368 -10°N

Sections C and D are submitted to the strongest stresses.

Stresses are directly proportional to the applying load.

F.

— vib

Cpvib ~ Obshock * F
shock

T =1 . Fvib
bvib — “bshock F
shock
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Table 4.4-6: Stress on the trunnions due to transport vibrations

Section C D

Fuio (N) 1.67 - 10° 1.67 - 10°
Fsnock (N) 1.24 . 10° 1.24.10°
Ob shock (N/mm?) 245 11.5
Tp shook (N/MM?) 65.6 77.3
b vio (N/mm?) 34 1.6
T vio (N/mm?) 9.2 10.8
Gavie (N/mm?) 9.8 11.5
ov (N/mm?) 20.7 22.8

6= (o, +04)? +317°
R .
Ozu = —22  assuming v = 2
A%

= 88 N/mm?
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445 Stresses in trunnion screws

The largest strains occur during handiing. Trunnion screw caiculations are

based on these strains.

F=177-10°N

4451 Maximum stress on screws during handling

Mmax = 1.77 - 10° N - 55 mm = 9.74 - 10° Nmm

The geometric position of the screws is shown in fig. 4.4-3. The flange is

fastened to the cask by means of 12 screws M16.

Maximal stress on screws is due to all torques acting around point M.
According to /4.4-6/ the following holds:

2y
1
Y,

_ 9741 0° Nmm-227.5

F
B 255.10°

Fe=869-10°N

Preliminary tightening force should reach to 20 - 30 % of the tensile limit
/4.4-6/. The preliminary tightening force is thus:

FV= Ro.z .03 . A

Fy=500-03 141

Fy=21-10*N
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The stress diagram is determined for the screws submitted to the most

severe stress (exterior border).

Rigidity of the trunnion flange:

c - E - Ap
.
L
E =2,0 - 10° N/mm2 (t = 100°C)
Ap = % - (30% - 18%) = 453 mw (cf. fig. 4.4-4)
L =15 mm
Cp = 6,03 - 10° N/mm

Rigidity of the screw:
E . AS
Ls

Cs =

£ =2,0 » 10° N/mme

Ag = 141 mme
LS=35mm
Cs = 1,88 + 10 Nem

Elongation of the screw due to preliminary tightening force:

Fy
Alg = ro = 0,01 m

Compression of the flange due to preliminary tightening force:

Fy
A%=t;=m“4m



4.4-13

The resiliency of the screw head is neglected, which means that the more
disadvantageous case is used for calculation.

The distortion diagram shows that the in presence of the average stress,

deflection stress values remain below the admissible values.

The following result is obtained: F =2.4 . 104 N
max
4
2,4 . 107 N
=2 = 170 N/mm?é
max 141 mm2
G rax < Rg,p * 0,42 = 210 N/mn?

Distortion diagram of the screw submitted to the largest stress under
normal transport conditions:

Frow: 210N~ 777 A
F,e 2,4-10°'N -
E F, - 3,69 10N
: 1
|
/ \
// ‘.\
\
\
\
—p— - —-— 4 (S - - Dy 4 lg Ll

Deflection strain:

2] 4 _ Ctady - . 103
Fa =7 (2,4 -107 - 2,1 - 107) = 1,5 - 10° N
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4.4-14

Tightening torque for handling conditions

Calculation is carried out according to /4.4-5/.

Total torque:

Mg

_Fv.(r.

2,1 . 10%

N
7,2 mm
2,5°

7,97°

11,2 mm
0,14

6,09 - 10% Nmm = 60,9 Nm

Selected value 61 Nm

tan (a+e) + ra -

UA)
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4.5 Solidity behaviour under accidental conditions

4.5.1 Drop test with a 1:3 cask test model

The safety of the cask under accidental conditions was investigated by
means of fall tests performed on a 1:3 scale model, as foreseen by IAEA
/4.5-1/. The model was used to carry out the following tests at room

temperature (about 20 °C):

- 9 m drop on the edge of the lid with lid shock-absorber
(vertical inclination of the cask axis: 6 = 18.5°)

- 9 m drop on the edge of the bottom with bottom shock-absorber
(same inclination as above)

- 9 mdrop on cask mantle with lid and bottom shock-absorbers

- Gudgeon drop test, drop from 1 m, on lid with shock-absorber

- Gudgeon drop test, drop from 1 m, on bottom with shock-absorber

- Gudgeon drop test, drop from 1 m, on cask mantle

The tests were concluded with the main results summarized in table 4.5-1.

An extensive description of the tests is found in /4.5-2/.

After the 9 m drop onto the cask mantle, both shock absorbers were no
longer firmly fastened to the cask. As this was however required for the
following fire test, the test was repeated with a modified shock-absorber. It
was verified that the connection between cask and shock-absorber
remains intact with the new shock-absorber design. With the new shock-
absorber design, maximum acceleration was lower as with the old one, so
that this value was used for calculations. Furthermore, aluminum disks
were integrated in such a way in the bottom area of the initial shock-
absorbers, that coupling lids had better protection against damages

caused by a gudgeon.
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The main result of the solidity behaviour of the cask under mechanical
accidental conditions can be summarized as follows:

- the tight enclosure of the cask always remained intact. The leak rate re-
mained below 10™ torr - Ifs, which corresponds to 1.33 - 10™ mbar - I/s.

- Maximum accelerations calculated for the original cask, based on va-
lues obtained for the model, are:
- drop in vertical position: 60 g
- drop in horizontal position: 67 g

- The shielding of a cask is not impaired by an accident.

After the following fire test, during which the cask was submitted for 10
minutes to a fire at 800 °C, no modification of the cask was detected (cf.
also chapter 5.3).

Maximum acceleration values determined on the 1/3 scale model can be
converted over the model scaie to the original cask by following

calculation:

1

boric. = bmop. - 5



Table 4.5-1: Summary of the main drop test results

No. Drop position Mechanical behaviour Leak rate display after maximum accelerations
the test (sum over the 3
interior tightness points) 1:3 model original cask
(mbar - | - sec™)
1 9 m drop on edge of lid slight deformation of the
unprotected cask bottom, T
no effect on tight enclosure 7.2-10 1509 >0 9
2 9mdroponedgeof  nodamage to cask 7.0-10° 170 g 57 g
bottom
3 9 m drop on cask no damage to cask; shock 6.7 - 10° 300 ¢ 100 g
mantle absorbers no longer firmly
attached to cask
4 Gudgeon drop on lid slight deformation of the - 110 g 3749
coupling lid; no effects
5 Gudgeon drop on slight deformation of the - 110 g 3749
bottom coupling lid, cracks in the
welding seam connecting
the coupling to the bottom;
no effects on tight
enclosure
6 Gudgeon drop on dent in the mantle caused 2.3.10° 90 g 30g
mantie by gudgeon. Integrity of
exterior mantle is
maintained
7 9 mdroponthe cask  no damages to cask; shock no measurement 200g 67 g

mantle (new shock

absorber remains firmly

absorber design on the attached to cask

lid side)

€St
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46.1.1

46111

4.6-1

Verification of solidity for contents

In this chapter, calculation of the mechanical behaviour of the fuel assem-
bly insert baskets are carried out under normal transport and accidental
conditions. Calculations are carried out separately for the foreseen con-
tents. The corresponding geometry of the insert basket is found in chapter

3.2.5 and in the drawings.

DIDO and MERLIN insert baskets

Handling and transport conditions

DIDO and MERLIN insert baskets have been used quite often inthe TN 7
cask, which is very similar to this one. No damages or alterations of the
insert baskets occurred during handling or transport. A formal verification

of solidity is nonetheless carried out here.

Insert basket geometry can be seen form drawing no. 1-150-025-17-00.
The basket is made of 1.4541 stainless steel. Solidity values are found in
table 4.1-2.

Stresses due to thermal dilatation

it is verified that the insert baskets can expand in all directions without
hindrance, which assures that no thermal stresses occur if uniform tempe-
rature of the insert basket is assumed. The geometrically most unfavoura-
ble case is considered, which consists in loading with 2 DIDO and 2
MERLIN fuel assembilies.
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Al=ao -1 (t;-t)
=18.10°.2648-380 = 18.1 mm
o =18 - 10° (for 1.4541 steel, temperature range 20 - 400 °C)
| =2648 mm (total length of the 4 insert baskets)
ty= 20°C
t, = 400 °C (conservative assumption for insert basket

temperature)

Conservative calculations yield 18.1 mm for longitudinal expansion Al. At

ambient temperature, the gap is 27 mm.

Ad=a-d-(t-t)
=18-105-520~(4OO-20)
= 3.56 mm

Under conservative considerations, radial expansion is 3.56 mm.

At ambient temperature, a 20 mm gap is found.

Mechanical stresses

Mechanical stresses are due to shocks and vibrations during transport.
They are noticeably smaller than those which may occur under accidental
conditions, e. g. a drop from 9 m onto an unyielding surface. It is thus
sufficient if it is verified in the next chapter that stresses remain below the

admissible limit values even under accidental conditions.



46.1.2

4.6.1.2.1

4.6-3

Accidental conditions

The following situations are considered:

- Horizontal drop from 9 m height onto an unyielding surface.

- Vertical drop from 9 m height onto an unyielding surface.

- Drop from 1 m height onto a gudgeon.

This is done under the following assumptions:

- Acceleration of the insert basket upon impact is the same as for the
cask.

- During horizontal drop, acceleration forces act as a uniformly distribu-
ted linear load on each insert basket.

- During vertical drop, the lowest insert basket is submitted to the largest

stress.

Horizontal drop from 9 m height

The acceleration determined by means of model experiments (cf. chapter

4.5) acts on every insert basket:
b=67g

Applying the following equation:

the following accelerating forces are found:

DIDO insert basket with 15 fuel assemblies
(m = 186 kg) :F=123-10°N

MERLIN insert basket with 16 fuel assemblies
(m = 307 kg) :F=202-10°N
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The considered stress is calculated in a simplified way according to the
model of a beam supported at both ends, according to /4.6-1/, p. 390,

case 13:

i 4 b ¥ b4 b ¥ "1’/;
AT c s
1

The highest stress is found in the middle of the insert basket.

Maximum torque Mc :

M, =

c

The maximum bending stress on the insert basket is thus:

The transverse force is:

F
T=—
A

All calculated values and initial data are listed in table 4.6-1 for both insert

baskets.
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Table 4.6-1: Results of solidity calculations for the horizontal 9 m drop

Insert basket DIDO MERLIN
Accelerating force F (N) 1.23-10° 2.02.10°
Uniformly distributed linear

load q (N/mm) 1.90 - 10° 2.99 - 10°
max. torque Mc (Nmm) 9.92-10° 1.70 - 107
insert basket surface (mm?) 2.42 .10 41 -10°
section modulus Wc (mm®) ” 3.26 - 10° 426 10°
moment of inertia Ic (mm®*) 4.15.10° 6.46 - 10°
max. bending stress o, (N/mm?) 3.1 4.0
shearing stress t (N/mm?) 5.1 4.9
reduced stress o, (N/mm?) 9.4 9.4
admissible stress o, (N/mm?) 125 125

1) The section modulus is approximately the same for both insert baskets
for all bending axes, so that any axis may be selected. Calculations are

carried out applying Steiner's law according to /4.6-1/.
2) In this case, the admissible stress under accidental conditions is the
tensile limit of the material. Assuming an insert basket temperature of

400 °C, this is:

Ro2 (400 °C) = 125 N/mm? for 1.4541 steel

3) 6, = oL + 31
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46.1.2.2 Vertical drop from 9 m height

The complete stress with the maximum acceleration determined by means

of the model experiment (cf. chapter 4.5) acts on the lower insert basket:

b=60g

This yields a maximum accelerating force

Fmax =rnmax'b
=0986-9.81-60=58-10°N

with Mmax =2 186 kg + 2 - 307 kg = 986 kg

It is verified that the DIDO insert basket, and thus also the MERLIN insert
basket, is not buckled under this stress.

Slenderness ratio A (according to /4.6-1/):
A =sfi=1296/131=9.89

with s = free buckling length =2 1 =2 . 648
= 1296 mm

i=I/A =v415.10°/242.10* =1.31- 10

As A << },, inelastic buckling occurs.
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According to Tetmajer, the following applies:
4700 - 23.0 - A = ok = buckling stress (kp/cm?)
ok = 4472 kp/cm® = 439 N/mm?

In order to obtain this buckling stress, the following buckling force is

required:
Fc=ox-A=439.2.42.10*
=1.06-10" N

As Fmax = 5.8 - 10° N, no buckling occurs.

Drop from 1 m height onto a gudgeon

Accelerations during a drop from 1 m height onto a gudgeon are smaller
as for a 9 m drop (cf. chapter 4.5). The verification of solidity for the insert

baskets carried out for the © m drop thus also covers the 1 m drop.

RHF insert basket

The geometry of the insert basket is shown by drawing 1-150-025-21-00
"C". The insert basket is made of stainiess steel 1.4541. A verification of
solidity was carried out for this insert basket as a component of the TN 7
transport cask (/4.6-2/).

This is taken over here.
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Handling and transport conditions
Stresses due to thermal dilatation

It is verified, that the insert basket can expand in all directions without
hindrance. Assuming relatively constant temperature in the insert basket,

thermal stresses are negligible.

Al=o -1 (t2-1ty)
=18-10°. 2655 - (350 - 20)
=16.6 mm
where o =18 10°(cf. chapter 4.6.1.1.1)
| = 2655 mm (insert basket length)
ti= 20°C
t, =350 °C

The following gap remains in the cask:

s = 2675 - (16.6 + 2655) = 3.4 mm

radial;

Ad=o-d-(t-t)
=18-10°.536 - (350 - 20)
=3.18 mm

The following gap remains in the cask:

s =540 - (536 + 3.18) = 0.82 mm
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46.2.1.2 Mechanical stresses

46.2.2

46.2.21

Mechanical stresses are assessed under accidental conditions. Cf. also
chapter 4.6.1.1.2.

Accidental conditions

Assumptions made under 4.6.1.2 apply. Calculations are carried out for
the horizontal @ m drop according to /4.6-2/, with a modified acceleration
value.

Horizontal drop from 9 m height

Supplementary assumptions:

- both fuel assemblies act as a uniformly distributed linear load

- every integrated component is considered separately

- the insert basket is not supported over its whole length by the side of

the cask

Fig. 3.3 is a sketch of the principle of the insert basket.

Initial data:

b = 67 g Gan = 57 kg
Gge = 109 kg Gstrt = 5.3 kg
Gpasket = 126 kg t = 400 °C
Gbasketz = 110 kg
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- lower insert basket

Calculations are only carried out for the length submitted to the load of the

fuel assembly. The following conservative substitution system is selected:

a) Load on a longitudinal beam under its own load and the load for a fuel
assembly

N 7 ) 7, . e

0
—
L]
“n
1

= (GBE +Gstr)' b = 118 kg - 67 g

7,57 - 10% N

-n
[}

The system is subject to double static indetermination.
The following diagram is found for momenta and transverse forces.

Q-diagram (N):

A 17.103 _4,42'”03
2,43-10°
o D (<>
Q e o
- 9,45.40*
~1,20:103

-1,66-40"
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Course of M (Nmm) :

5
-4,02-10
_3.ty- 10"
(=) e
D
® e ®
£ 24 0
580-10"
3 440"
The maximum load is found in point B.
Stress calculation:
Bending stress:
= Mb _19__1
Ob = W’g |
7
~
My(B) = 1,02 - 10° Nom .
N b - -n% 20 - (58 -38% =
bmin 6.H 6 - 58
L
= 8060 mm?
1,02.109 _ .
(B) O'b = -m— = 12,7 N/mm



Shearing stress:

_ 3,03.103
400

Reduced stress:

zul
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F
.y
3,03 103 N

20 « 2 - 10 = 400 mm2

= 7,6 N/mm?

\h%2+3t2=183Nﬂm2

RO,Z (1.4541 fur 400°C) = 125 N/mm? > o,

Tensile stresses in the supporting struts:

.
R
40 . 15 = 600 mm?
3,03 - 103 N (in B)
2,62 « 103 N (in )
5,03 N/mm?2 (in B)
4,35 N/mn* (in C)

Stress in the upper supporting ring:

"

F
X
20 + 20 = 400 mme

1,13 + 103 N (in A)

2,8 N/mm2
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Stresses in the bottom steel plate:
F=945.10°N

No revision of stress calculations is carried out, as the actual stress is

lower than in the upper supporting ring.

b) Revision of calculations for the transmitting rib in the longitudinal struts.
Assumption: surface load on strut due to fuel assembly load
(b=67Q)

F=109kg-67g=7.17-10°N
—
°T A

In order to take into account the notch effect due to existing slots, the

following selection is made:

Roz _ 125

= = 83 N/mm?
15 15

Cp = Czu =

If the actual rib width is s = 20 mm, the required transmission length is:

_F _717-10°
6,-S 8320
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The existing transmitting total length is
| =240 mm

One thus obtains:

_F  717-10*
Cp = =
A,. 240.20
= 14.9 N/mm?

c) Surface pressing against the cask wall

o=F
A
F=(G1+Gy)-b=144-10°N

G1 = weight of a fuel assembly = 109 kg
G2 = maximum insert basket weight over the calculated length

=110 kg
Surface lying against the cask wall:

A =1030-20=2.06 - 10* mm?
p = 9.4 N/ mm*
P < Pzu = Ro2 = 125 N/ mm?

d) Surface pressing between fuel assembly and longitudinal strut

- strut
F
P =X
F =Gg - b=109kg * 67 g=7,2- 10%N
1.b =920 - 9,16 = 8427 mm?

p s
i

P 8,5 N/mm?
P < Pyy1 = Rpo2 (1.4541) = 125 N/mm?
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- fuel assembly

Calculations are revised according to /4.6-3/.

The following is valid:

_ 2P
Pmax = &~ 5+ 1
with:

2

8P er (1 -v) _
b =TT = 5,33 mm
v = 0,3
E = 7000 N/mm2 (aluminum alloy)
1 = 920 mm (length of fuel assembly tube)
r = 413,6/2 = 206,8 mm (radius of exterior fuel assembly tube)
P =7,2-10%N
Pmax = 6,2 N/mm?

Prax < Rg’z (Al alloy at 380 °C) = 17 N/mm? (according to /4.6-4/)

e) Interior tube and self weight

The interior tube has no supporting function. The load is due to the
accelerated self weight. The tube is fastened on one end. The following

substitution system is selected.

) 90 . ’

1 L 1 b z I F
i

-— . A, 8’7'.“0 . __--________1[(_.

I .

- . - - . 87 . = . 4
F = g 1 = tube * D = 41,5 kg 67 9,81 = 2,8 - 107 N



4.6-16

The maximum stress occurs at the fastening point. The following is valid:

- Bending stress

4
F-1_2,8-10" - 870 _ . 7
hax = T © > = 1,22 10° Nmm

=m0t _n o 2d0t-2248,
b 32 D 3Z 240

7
M 1,22-10
o, =~ = 37,2 N/mm2
b Wy 3.27-10°
- Transverse stress
- . 104
Fmax =2,8 - 10" N
T 2 2\ _ 2
A =7 (240°-224°) = 5830 mm
4
=£_= 2,8-10 = 4,8 N/mm?
- Reduced stress
_ 2 2 _
oy = \cb + 31° = 38,1 N/mm?
o, < Gyt RD,Z (1.4541) = 125 N/mm?

- Upper insert basket

= 3,27 M

10° mm3

The upper insert basket corresponds to the calculated part of the lower

one. Stresses found for the latter are also valid here.
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4.6.2.2.2 Vertical drop from 9 m height

b=60g

- Lower insert basket

a) Surface pressing against the cask bottom

p=f
Fr={2 " Ggg + Gygppe) * 60 9 =
= (2109 + 126 + 110 + 57) - 60 g
= 3,0 - 10° N
A = (540°-400%) - T = 1,03 « 105 mm
p = 2,9 N/mm?

P< Pyt = RO,Z (1.4541) = 125 N/mm?

b) Buckling safety of the struts in the fuel assembly zone

During a vertical drop, the whole lower insert basket is submitted to a

stress by the upper basket with fuel assemblies and the spacers.

Fe = (GBE + GK2 + GAH) - 60 g

276 kg - 60 g = 1,63 « 10° N

Buckling force per strut:

= - . 104
FKS 'T- 4)07 10 N
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Calculation is carried out according to /4.6-1/. The part wherein the fuel
assembly is locate, | = 1030, is taken as length of the insert basket. The

radial supporting struts are conservatively neglected.

Free buckling length s =0,7 -1 =721 mm
Inertial radius i=VI/S
Slenderness ratio A= s/

A > Ao = 96 — elastic buckling.

The critical buckling force according to Euler thus is:

‘ - W LE-1 _nl.2-10° « 1,33-10%
= 2 - 3
721

5,05 - 10% N

Fks < K — no buckling occurs

and tension in the struts amounts to

_Fys 4,07 - 10°
4 T A T T a0

101,8 N/mm?

Oy < Ty = RO,Z (1.4541) = 125 N/mm?
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¢) Buckling of the lower part of the insert basket (spacer part)

g

104 rnm4

FK = {2 * GBE + GK1 + GKZ + GAH) . 60
= 3,0 -10° N
FKS = FK/4 = 7,52 - 104 N (buckling force per strut)
1 = (1320 - 1030) = 290 mm
s =0,7 «+ 1 =203 mm
- 3710 = . 203/12 = .
Inin =h .+ Db"/12 = 58 . 20¥/12 = 3,87
A =S =p¢+h=258.20=1160 mm?
i =y1/s = 5,78

A =s/i=203/5,78 = 35,1

A > Ao = 96 — inelastic buckling.

According to Tetmajer, critical buckling stress is:

U

Sy 3030 - 12,8 - A (kp/cm?)

252,7 N/mm?
and critical buckling force is:

K=o -5 =252,7 - 1160
2,93 - 10°

Fxs < K— no buckling occurs.
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Stress in the strut:

Frs
X

64,8 N/mm?

94

O <%,y1 = RO,Z (1.4541) = 125 N/mm?

d) Surface pressing between upper and lower insert basket

< 1,62 - 10° N

A = (516° - 486°) - %-2,3 - 10% me
=F - 6,9 N/mme

g =KX = °

o4 < Ty = Ry p (1.4541) = 125 N/mm?

- Upper insert basket

The load on the upper insert basket due to the lower one duringa 9 m
drop on the lid is:

. - . 10°
Fy = {Bgg + Gyq) * 60 g = 1,38 + 10

It is thus smaller than in the opposite case. This means that the upper
insert basket does not buckle.
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- Upper spacer

The force acting on the upper spacer during a 9 m drop on the lid is:

Fe = (2 ° Ggp + Gy + Gyp) * 60 g
= 2,68 - 10° N
o ] o

The stress is smaller than that acting on the spacer part of the lower insert
basket. As the buckling length (I = 275 mm) is smaller than for the lower

spacer, no buckling occurs.

Fyxs  6,68-10%
Sd T K T T 1780
= 57,6 N/mm?
a4 < Opy1 = Rg,p (1.4541) = 125 N/mm?

46.2.3 Handling conditions

Maximal stress occurs when the insert baskets are lifted with the facility
crane. This stress is much smaller than that occurring under accidental

conditions, so that no verification is required for normal handling.

Merely the solidity of the lifting shackles is demonstrated in the following.
They are only used to handle the empty insert basket.
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Maximum force during lifting (acceleration = 1.5 g)
F=m-b=126kg-1.5¢g
=1855N
Stress in the lifting shackles:
each lifting shackle is welded on both sides to the interior tube (that s,

fastened by clamping). Maximum stress occurs in the middle of the

shackle.

CF -1 _ 1855 - 224 _ R
Moy = —g— = . =5,2 - 10% Nrm
Tt 3_.n . 3 _
Wy =35.0" == 25% = 1534 mm?
=M 33,9 N/mm?
O'b W‘b‘ ’
T =F 3,8 N/mm
A‘ )
o, = 6,2 + 3¢ = 34,5 N/mm?

o, < 1 = RO,Z (1.4541) - 0,4 = 50 N/mm2

The solidity of the lifting shackles is sufficient.
Stresses in the interior tube (240 x 8) are very small.
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