
Figure 84. The ERT and neutron results in the DST. This figure shows the ratio between the
water content measurements on 11/07/99 to that of the pre-heat baselines.

Figure 85. The ERT and neutron results in the DST. This figure shows the ratio between the
water content measurements on 1/21/00 to that of the pre-heat baselines.
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Figure 86. The ERT and neutron results in the DST. This figure shows the ratio between the
water content measurements on 9/26/00 to that of the pre-heat baselines.

Figure 87. The ERT and neutron results in the DST. This figure shows the ratio between the
water content measurements on 2/5/01 to that of the pre-heat baselines.
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4.2 Ground Penetrating Radar Data Acquisition -Drift Scale Test - to 07/22/01

4.2.1 Background:

The borehole radar method is one in which modified ground penetrating radar antennas
are lowered into the ground and high frequency electromagnetic signals are transmitted
through subsurface material to a receiving antenna. The electrical properties of the
subsurface material, here the repository rock, influence the properties of the transmitted
electromagnetic signal. In particular, the dielectric permittivity of the rock has a strong
influence on the propagation of the signal and whether it travels at a high or low velocity
or whether it is highly attenuated or not. Moisture content has such an effect. The high
dielectric permittivity of water - in contrast to dry rock - typically results in greatly
reduced signal velocities and increased signal attenuation. It is such changes in signal
character that are to be measured over the course of the Drift Scale Test. Additionally,
the transmitted signals may be represented as multiple raypaths crossing through the zone
of interest. If sufficient raypaths are recorded, a tomographic image may be obtained
through computer processing. The information extracted from such data includes the
following: a) the transit time which depends on the wave velocity, and b) the amplitude
which depends on the wave attenuation. This information, in the form of a processed
tomogram, offers a high-resolution approach to monitoring the changes occurring in the
repository rock over the duration of the thermal experiment.

All field measurements were performed by qualified personnel, with calibrated
equipment, under the LBNL QA program. Therefore, all data presented in this report are
qualified data.

4.2.2 Equipment Description:

All radar data were acquired using the Sensors and Software pulseEKKO 100 ground
penetrating radar system equipped with 100 MHz center frequency borehole antennas.
The pulseEKKO system consists of six basic components, including a pair of identical
antennas, a transmitter electronics unit, a receiver electronics unit, a control console and a
personal computer acting as a recording system and data storage unit.

Antenna Specifications -

The pulseEKKO 100 antennas are resistively damped dipolar antennas. The antenna
radiation patterns are the pattern of a half wavelength dipole. Each antenna pair is
designed to have a bandwidth to center frequency ratio of one. The borehole antennas
used in the Drift Scale Test have a center frequency of 100 MHz.

Transmitter Electronics Specifications -
The pulseEKKO system used in the Drift Scale Test consisted of a 1000 volt transmitter
having a peak voltage of 1000 volts with fa rise time of 2.5 nanoseconds. The transmitter
is powered by 12 volts and emits a pulse on command from the control console. The
power actually radiated from the system is very dependent on the subsurface conditions.
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The 1000V transmitter used here delivers a peak power of 3.2 kilowatts into a 50 ohm
load. Only a small fraction of the available power is actually transformed into a radiated
electromagnetic signal because the antennas are damped and are very inefficient
radiators.

Receiver Electronics Specifications -
The receiver electronics digitize the voltage at the receiver antenna connector to 16-bit
resolution. The receiver design is such that it acquires the received waveform with very
high fidelity. The receiver electronics clip the incoming voltage at a 50 mV level and the
receiver noise level is nominally around 200 microvolts per stack. The present receiver
resolution for a single bit after analog to digital conversion is 1.5 microvolts.

Control Console -

The control console provides the overall management of the transmitter and receiver
operation. The control console is a microprocessor controlled unit which communicates
with both the transmitter and receiver electronics and the external PC. The PC passes the
system configuration information and the acquisition parameters to the control console
which then manages all of the hardware functions of the PulseEKKO radar system.

4.2.3 Operating Principles:

The operating principles were as follows:
a) the user defines the time window, sampling interval and number of pulses to be
stacked via the PC user interface; b) the user selects the acquisition mode; c) the PC
configures the pulseEKKO console through the PC's standard RS232 port and the
console takes over control of data acquisition; d) the pulseEKKO console commands the
transmitter to fire; the transmitter generates a high voltage pulse which is shaped by the
transmitting antenna into a radiated pulse; e) the console advises the receiver electronics
to digitize the signal from the receiving antenna; the receiver digitizes the ambient
electric field present at the receiving antenna after the band limiting characteristics of the
antenna transfer function; the digital number representing the voltage at the time of
acquisition is transferred to the control console; f) steps d) and e) are repeated until the
desired waveform length and stack count are achieved; g) the console transmits the
stacked waveform to the PC; h) the PC stores the data and displays the radar trace.

4.2.4 Survey Methodology:

The borehole radar technique utilized is a crosshole radar profiling method in which the
transmitter and receiver antennas are located in separate boreholes and data are collected
with the antennas at various vertical offsets. Data are collected using two acquisition
modes. The first is a Zero Offset Profile (ZOP) in which measurements were taken with
the transmitting and receiving equidistant down the two boreholes. The second is a
Multiple Offset Profile (MOP) in which the receiving antenna remained at a fixed
location while the transmitting antenna is moved incrementally in the second borehole. It
is a series of multiple offset profiles that are to be used to acquire the raypaths necessary
for subsequent tomographic processing.
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The radar data are acquired in ten boreholes orthogonal to the primary direction of the
Heated Drift. The boreholes are accessed from the Access Observation Drift and are the
same boreholes used in the neutron data acquisition. The ten boreholes include the
following:

Borehole No.: Borehole ID:
47 ESF-HD-NEU-l
48 ESF-HD-NEU-2
49 ESF-HD-NEIJ-3
50 ESF-HD-NEU-4
51 ESF-HD-NEIJ-5

64 ESF-HD-NEU-6
65 ESF-HD-NEU-7
66 ESF-HD-NEU-8
67 ESF-HD-NEU-9
68 ESF-HD-NEU-l0

The location of these boreholes needs to be precisely determined in order for the radar
data to be accurately processed. All positions along the length of the borehole where data
are collected need to be determined. The convention for the Drift Scale Test as-built
coordinates is that the origin (0,0,0) is at the center of the Heated Drift on the hot side of
the bulkhead, the +Y-axis is along the Heated Drift which parallels the Access
Observation Drift toward the west, the +X-axis runs to the north away from the Access
Observation Drift, and the +Z-axis is upward. The as-built survey coordinates (DTN:
LANE834244AQ97.001) provide collar, bottom-hole and several intermediate points
between collar and bottom hole for each borehole in the Drift Scale Test - including those
used in radar data acquisition. Because many boreholes in the Drift Scale Test are
beyond the line of sight and the bottom hole coordinates provided by the survey data
(DTN: LANE834244AQ97.O01) are in fact projected by the surveyors, the thermal
testing team has reevaluated all of the surveyed boreholes, with regards to the
straightness of each borehole, and the reliability of the projected bottom hole coordinates.
This effort resulted in some modification of the as-built survey data contained in (DTN:
LANE834244AQ97.00 1); and these modifications are now contained in a separate TDIF
(DTN:M0RW831213DQ98.001). All of the radar data borehole coordinates are based
on the collar and bottom hole coordinates contained in this latest TDIF
(DTN:MORW83 1213DQ98.001).

The first order results derived from the radar data are travel times and the resulting
velocities. To determine accurate travel times between the transmitter and receiver
antennas, it is vital to know the precise time at which the transmitter fires (known as
time-zero). The procedure used to determine time-zero for the surveys consisted of taking
four direct air wave measurements (the signal from transmitting antenna to receiving
antenna in air) with the antennas held in air at a separation of 2.0 meters. After the time-
zero data are collected, the antennas are immediately moved into the boreholes and a
ZOP dataset is collected, concluding with another set of four measurements in air at 1.5
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meter separation. Following this procedure, the MOP datasets were collected with the
locations determined before the start of the survey. The transmitter and receiver intervals
were every 0.25 meters. As in all MOP gathers, the receiving antenna remained at a fixed
location (1m, 1.25m, 1.5m, etc.) while the transmitting antenna occupied each of its
possible locations along the length of the borehole (e.g., 0-35.Om at 0.25m spacing). In
this manner, all MOP gathers are collected and sorted as receiver gathers with filenames
corresponding to the well pair being surveyed and the fixed receiver location (e.g.,
MOP10400 - an MOP gather collected for well pair #1 at a receiver location 4.00m below
the wall surface). In this manner, each of the necessary raypaths was collected and
recorded for the subsequent tomographic processing. Following MOP acquisition, a final
ZOP dataset is collected as described above. This is done in an attempt to estimate any
time-zero drift that may have occurred during the course of the survey. By comparing the
two ZOP datasets along with the identical data included in the MOP dataset, any time-
zero drift may be compensated for and corrected. This is discussed in more detail below.

Radar data were collected in this manner between the ten boreholes resulting in a total of
eight well pairs. The well pairs include the following (referenced by Borehole Number):
47-48, 48-49, 49-50, 50-51, 64-65, 65-66, 66-67, and 67-68. The severity of the borehole
inclination in the well pairs 47-48 and 64-65, however, limited the data acquired between
these boreholes to ZOP data only. Full MOP data coverage could not be accomplished.
These well pairs represent data coverage that is far enough away from the Heated Drift
intersection that the loss is not expected to be severe.

4.2.5 Date Acquisition

GPR data have been acquired according to the following schedule:

Acquisition Date Days from Well Pairs
heater initiation

PRE 10/29/97 -33.00 51-50, 50-49, 68-67, 67-66, 66-65
PHASE 1 02/13/98 74.00 51-50, 50-49, 68-67, 67-66, 66-65
PHASE 2 01/26/99 421.00 51-50, 50-49, 68-67, 67-66, 66-65
PHASE 3 04/15/99 533.00 51-50, 50-49, 68-67, 67-66, 66-65
PHASE 4 10/26/99 694.00 51-50, 50-49, 68-67, 67-66, 66-65
PHASE 5 04/13/00 864.00 51-50, 50-49, 68-67, 66-65
PHASE 6 09/28/00 1032.00 51-50, 50-49, 66-65
PHASE 7 02/06/01 1163.00 51-50, 50-49, 66-65

After acquisition Phase 1, the borehole temperatures became so great that the cables used
in the measurements melted. It took almost a year to design and manufacture cables that
were more heat resistant. During acquisition Phase 5, the temperature in borehole 67 was
so high that it caused stretching of the cable so that accurate measurements could not be
taken.
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Over the course of the heater experiment, the radar system was operated by using
identical acquisition parameters for each of the field surveys. No adjustments, filters or
gains are applied to the stored raw data. Therefore, data acquisition and hence data
repeatability is the same regardless of who operates the system and when - so long as the
antenna configuration is the same. Data repeatability is tantamount to successful
tomographic differencing and interpretation. Small deviations in experimental
methodology at such close spacing can result in large discrepancies in data processing.

Travel time tomography uses the first arrival times picked from the recorded MOP
waveforms for each transmitter-receiver pair to obtain an estimate of the two-dimensional
interwell velocity structure based on an inversion algorithm. The inversion method is
based on the relation between propagation velocity and the total travel time along a ray
path between a transmitter and receiver:

T = j u(r)dl (1)

where T is the travel time, u(r) is the slowness, or inverse velocity, at a coordinate in
space r and dl is the incremental distance along the raypath with total length R. When
inverting the travel times for slowness, the region of interest is generally divided into
cells of constant slowness. Under these discretized conditions, Eq. 1 can be described by
a set of linear equations

N

=IVtk = E vali (2)

where tk is the travel time of the kth raypath, u, is the slowness estimate of the ith cell, Iki

is the length of the kth raypath in the ith cell, and N is the total number of cells. An
Algebraic Reconstruction Technique (Peterson et al., 1985) is used in the travel time
inversion for velocities.

4.2.6 Measurement error

There are two types of measurement error that can occur: errors in antenna location done
the borehole and zero time error. In order to determine accurate travel times between the
transmitter and receiver antennas, it is necessary to know the zero time, which is the
precise time in the recorded signal when the transmitter fired. The zero time (if not at the
start of the recording) must be subtracted from the measured travel times to obtain an
accurate absolute first arrival time of the electromagnetic wave. An accurate method of
determining the zero time is to simply record a travel time, ti, over a precise distance
between the antennas in air at one offset, xi, usually approximately two meters in
distance. The travel time of radar waves (t) for this offset is calculated by dividing the

offset distance, di, by the electromagnetic wave velocity in air, t, = .d x For a
3.0Ox 108 rn/s

two meter offset, t, = 6.66 ns. This calculated time is then subtracted from the measured
travel time for this offset, to = ti - t,, and the remainder is the zero time. Again,
subtraction of to from all the picked travel times yields the absolute travel times.
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Compensation for zero time following the above procedure is sometimes not sufficient
due to significant zero time drift which can occur at any time during crosswell data
collection. A method of checking the behavior of the zero time drift is to compare Zero
Offset Profile (ZOP) travel times, collected before and after crosswell data with
coincident zero offset travel times extracted from the crosswell (MOP) data set. If the
travel times for all three data sets coincide, then the zero time did not drift. If the two
ZOPs do not coincide, then a zero time drift has occurred. Observation of the behavior of
the zero time drift can indicate how the MOP travel times deviate from one ZOP travel
time curve to the other. Figure 88 provides an example of these three travel time data sets
during acquisition of one well pair. This illustrates how zero time drift is checked for and
also illustrates the repeatability of the antenna location down the borehole. The average
difference in travel time for these three data sets is about 0.2 ns, or about 0.4% of the
travel time. Figure 89 illustrates a single ZOP curve from each of the 8 acquisition times
from borehole pair 5-4. This shows the repeatability of the measurements (assuming little
velocity changes between source numbers 20 and 60) during the 3 year acquisition time
span.

4.2.7 Saturation calculations

Matrix saturation can be determined from radar velocities. Radar velocities are converted
2

to bulk dielectric constant through the equation: K8 = 2 where:

KB- Bulk dielectric constant
c_ velocity of electromagnetic waves (3.0x108 m/s)
v velocity of electromagnetic waves in the material

A mixing formula is then used to determine the matrix saturation for a given porosity.
The mixing formula can be written:

a FC;= o(l - Sw )VjKij + (Ps. 4C7 + (1-4

where:

KB=- Bulk dielectric constant (get from velocity tomogram)
Km- Matrix dielectric constant
KW Water dielectric constant (=81)
r, - Air dielectric constant (=1)
Sew Saturation
A porosity

Solving for saturation:

Thermal Test Progress Report #7 108 October 2001



V>(I-2; t/; Fr) 8.0(

Assuming the matrix dielectric constant is a constant 6.7 (determined from laboratory
data):

= -1 .59.p -2.59
sw= ~~8.0sjp

It is evident from this equation that a porosity value is needed to calculate the saturation.
Initially, it was decided that the baseline radar measurements would be used to calculate
the porosity for each radar velocity cell using the inverse of above equation with a
constant saturation of .80. For subsequent acquisitions, the saturation was calculated for
each radar velocity cell using the above equations with the calculated baseline porosity
values. These saturation values were subtracted from the baseline value of 0.80 to
determine the change in saturation between the two acquisition times.
The saturation values calculated in this manner are subject to several assumptions and
errors. There are inversion errors from the calculation of the bulk dielectric constant (KB);

Errors due to the assumption of a constant saturation value of 0.80 used in the initial
porosity value calculation; and Errors produced from the mixing formula, due to
improper values, and the inaccuracy of the formula itself. Because of these inaccuracies,
the change in water content is now calculated instead of the change in saturation. All
values after July 2001 will be change in water content.
Water content is defined as saturation times
porosity (Sw'p), thereby removing the need to determine both of these values. Water

content is also the parameter measured by the neutron probe, so comparison with those
measurements will be easier. The change in water content can be calculated by
subtracting the baseline saturation measurements:

g-'P-(I -f
SWO= 8.0

from measurements taken after heater initiation:

WIl= 8.0(p

'P(SWI - SW.) =

8.0

where (p(Swl - Swo) - Water Content
Only inversion errors are contained in this calculation. However, it is not possible to
determine an absolute value of water content unless a baseline value is assumed. The
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water content calculation is as accurate as the inversion itself. The saturation calculation
produces an absolute value, though it will have more errors.

4.2.8 Results

Previously, the data have been processed to give tomograms of liquid saturation as
discussed in previous reports. The data are now processed to give the change in water
content, as shown in Figures 90 and 91. Since the change in water content is now
calculated, a complete set of difference tomograms is included here. It is clear from the
figures that the largest regions of drying, which surround the wing heaters and the area
closest to the Heated Drift, are increasing in size and becoming more dry for each
acquisition time. However, the rate of drying slows in the later acquisitions. The
distribution of moisture continues to corroborate well with other Drift Scale Test data,
such as the neutron probe data and ERT data. These drying and wetting zones are also
consistent with the predictions from the thermal-hydrological models. Based on the
observations above, it appears likely that the GPR data continue to provide a useful
representation of the conditions currently present in the rock mass surrounding the Drift
Scale Test.
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Figure 89 Single ZOP Curve from Each of the 8 Acquisition Times from Borehole Pair 5-4
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4.3 Thermal-Hydrological Model Validation: Integrated Assessment of
Measurements and Comparison with Model Results

4.3.1 Introduction

Data used for tracking thermal-hydrological processes are the spatial and temporal
evolution of (1) temperature and (2) moisture redistribution. Thermal-hydrological (TH)
coupling is reflected in temperature readings that remain at the nominal boiling
temperature of - 97 0C, resulting from two-phase conditions. Periodic geophysical
logging by electrical resistance tomography (ERT), ground penetrating radar (GPR)
crosshole tomography, and neutron logging are all tools for evaluating liquid saturation
changes in the matrix, where the majority of liquid water resides. As fractures are mostly
drained of water at ambient conditions, the fracture pore space is essentially air-filled.
Periodic air permeability measurements therefore specifically target liquid saturation
changes in the fractures.

The YMP thermal test program for the Drift Scale Test (DST) follows the approach of
close integration between modeling and measurements. This involves
(1) Pre-heat characterization of site specific properties important for coupled processes

(e.g., measurements of matrix saturation and fracture permeability for thermal
hydrological processes). These measured parameters are used as model input for the
DST.

(2) Predictive numerical modeling prior to the commencement of the actual test.
(3) Using the early test results (from the first few months of heating) to discriminate

between alternative conceptual models applied in pre-test simulations.
(4) Continued interpretative analysis of measurements, refining the numerical model as

and when needed.

Following this approach, the 3-D TH model for the DST was frozen without any
refinement since the first progress report on the DST [CRWMS M&O 1998; Tsang et al.,
1999]. Then, at 30 months of heating (September 2000), one modification to the TH
model was made. The modification consisted of assigning those numerical gridblocks
that contain wing heaters a fracture permeability several orders of magnitude higher than
that of the rock. This is different from the prior conceptual model, in which gridblocks
containing the wing heaters were assigned the same rock properties as the rest of the test
block. Unless stated otherwise, simulated results presented in this current progress report
(# 7) will be based on the conceptual model that includes this latest modification.

4.3.2 Comparison of Measured Temperature Data with Numerical Model
Predictions

Illustrations of temperature signatures that reflect thermal hydrological coupling are
presented in Figures 92 through 94. These show the temperature profiles along the eight
boreholes 137 -144 at 33, 36, and 39 months of heating, respectively. The plots for the
measured temperatures are on the left; and the plots from simulations are on the right. For
boreholes 139 and 143, both the data and simulations show a temperature plateau at
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nominal boiling temperature of - 970 C at about 15 meters from the collar. Boreholes 139
and 143 are horizontal boreholes parallel to the wing heaters. The temperature plateau for
these boreholes is a signature of drainage of condensate water just beyond the outer edge
of the wing heaters. Figures 92 through 94 also indicate another set of temperature
plateau at - 97 0C, located between 6 to 12 meters from the collar of the boreholes at the
Heated Drift. This set of temperature plateaus indicates a two-phase zone immediately
outside the dry-out region surrounding the Heated Drift. Since the volume of drying
continues to increase with heating, this two-phase zone would move out and away from
the Heated Drift with time. At 12 months of heating, this set of temperature plateau was
located at around 2 to 4 meters from the collar.

While Figures 92 - 94 show temperature profiles at specified times during the heating
phase, comparison between measured and simulated temperature can also be displayed in
the temperature history of selected sensors at specified locations. Figure 95 shows such a
comparison for a number of sensors along one of the horizontal boreholes above the wing
heater, borehole 160. In this borehole, Sensor 3 is within I meter of the borehole collar,
Sensors 9 and 17 are above the inner wing heater, and Sensors 44 and 55 are beyond the
edge of the outer wing heater. The measured data are shown on the left (sharp dips in the
data correspond to power outages), and the simulated temperatures for the respective
sensors are shown on the right. Note again the plateaus at the nominal boiling
temperature of 970C, indicating two-phase regions from TH coupling. For those sensors
in close proximity to the heat source (Sensor 3 is closest to the Heated Drift, and Sensors
9, 17, 23, 33 are parallel to and only slightly above the wing heaters) these two-phase
phenomena occur early, within the first few months of heating, and for short periods of
time. The plateau for Sensor 44 occurs much later (starting at -15 months of heating)
and lasts for a longer duration. The temperature registered by this sensor exhibits the
shedding of water beyond the outer edge of the wing heaters.

To assess how well the 3-D numerical model can predict the TH processes in the DST,
mean error and root mean square error between the simulated and the measured
temperatures in -1700 temperature sensors were computed at specified times. These
temperature sensors are installed in 26 boreholes in five radial arrays emanating from the
Heated Drift. Table 2 shows a typical statistical comparison between modeled and
measured temperature data, starting at 3 months and ending at 39 months of heating.
Statistics for simulations for two alternative conceptual models of the heater boreholes
are presented up to 18 months of heating. The values in the second and third columns in
Table 2 are based on the conceptual model in which the gridblocks containing the wing-
heater boreholes are assumed to have the properties of the rock. The values in the fourth
and fifth columns in Table 2 are derived from the conceptual model, where to account for
the open wing-heater boreholes, the gridblocks containing them are assigned fracture
permeability several orders of magnitude higher than that of the rock mass. Statistics for
this latter conceptual model was computed up to the more-recently measured data at 39
months of heating.

Observe that the mean error between simulated and measured temperatures in Table 2 is
mostly positive, indicating that the simulations on the whole predict more heat being
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retained in the rock than in the actual test. Table 2 also shows that the mean errors for the
conceptualization in which the wing heaters are treated as high-permeability conduits are
considerably smaller than that in which the wing-heater gridblocks are given the same
property as that of the rock in the test block. This is because when the wing-heater grid-
blocks are treated as high-permeability conduits, they act as preferential paths for the
vapor generated from boiling. As a result, more vapor is transported through the wing
heater boreholes and the Heated Drift out to the cool side of the bulkhead. The vapor
leaving the bulkhead carries with it the latent heat of condensation, constituting the
dominant source of heat loss from the test. Therefore, larger vapor loss results in smaller
mean error in Column four. Larger vapor loss also implies that less condensate water is
retained in the test block.

Figure 96 shows how the two conceptual models give rise to different TH temperature
signatures, illustrating conceptual model uncertainty. Figures 96a and 96b show the
temperature contours for the array of boreholes 158 -165 at 12 months of heating for the
two alternative conceptual models of the wing heaters: (a) modeled as rock and (b)
modeled as high-permeability conduits. Because the latter predicts more vapor loss
(resulting in less condensate water being retained in the test block), the heat-pipe
signatures are of much shorter duration in (b) than in (a). The measured data are shown in
(c).

4.3.3 Comparison of Periodic Measurements of Moisture Redistribution with Model
Predictions

The condensed water from the vapor is redistributed in the rock mass. Presently, zones of
increased and decreased water content (from preheat baseline) are being monitored in the
DST by periodic geophysical measurements and air-permeability measurements. These
methods are useful for assessing qualitative changes, but do not give direct and reliable
measured values for the absolute liquid saturation/moisture content of the matrix and
fractures. Therefore, for validating the conceptual processes that control this moisture
distribution, we do not attempt to match numbers from the measurements to our
simulations, as in the case of temperature discussed earlier. Rather, the trends in the data
for particular locations in the test are the most useful observations for model validation.

Air-Permeability Measurements
Periodic air injection test are performed in the 12 hydrology boreholes to assess
(primarily) the wetting and drying in the fractures. Wetting of fractures means increase
resistance to air flow during air-injection tests, leading to a decrease in air permeability
from its preheat value.

These permeability data are used to validate the process model in the following manner.
Simulated fracture liquid saturation contours at different phases of heating are generated
in the three planes of the 12 hydrology boreholes. Then the measured permeability values
are compiled and correlated to the simulated fracture saturation. To do this, the
measurements are taken quarterly in different borehole locations, with each normalized to
its preheat value. It is observed that for those borehole sections situated in zones of
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increased liquid saturation (as predicted by the numerical model), the measurement
displays a trend of decreased permeability. As heating progresses and the drying around
the Heated Drift and the wing heaters expands, certain borehole sections that were
previously zones of increased liquid saturation would become zones of decreased liquid
saturation.

As an illustration, Figure 97 shows a plot of the measured, normalized air permeability as
a function of time, for the array of five boreholes 57 - 61. Note the downward trend of
many measurements below the normalized value of one. In particular, the data for
borehole sections 59-2 and 59-3, reproduced in Figure 98, exhibit the downward trends
prior to December 1999. These data imply that liquid saturation in the fractures in the
vicinity of these borehole sections continue to increase until December 1999. The
subsequent upward trend of permeability values in these borehole sections signify drying,
as a result of the expansion (with time) of drying around the Heated Drift and the wing
heaters. These measurements validate the model simulations. Figure 99 shows the
simulated fracture liquid saturation for September 1999, December 1999, March 2000
and June 2000. Borehole 59, the third borehole from the top, has the lowest elevation of
the three boreholes above the heater plane. Borehole sections 59-2 and 59-3 are
respectively the zones bounded by the temperature sensors (white circles) between x of
approximately -16 m to - 8 m, and x of approximately -8 m to 1 m. Note how the liquid
saturation in these zones progresses from wet (blue shading) to dry (red shading), which
is consistent with the air- permeability measurements.

Further, large decreases in air-permeability measurements also coincide with times when
large amounts of water can be sampled. For example, in 59-2, 2.6 liters were collected on
October 27, 1999; in 59-3, 1 liter was collected on October 27, 1999, and another 2.3
liters were collected on November 30, 1999. This also occurred in borehole 60, the fourth
borehole from the top in Figure 99. Because of its proximity to the wing heater,
simulations show a large increase in liquid saturation in sections 60-2 and 60-3 within
three to six months of heating. This is consistent with large air-permeability reductions
and the collection of 2 liters of water from 60-3 in January 1998 and 5.7 liters from 60-2
on June 4, 1998 (heating in the DST was initiated on December 3, 1997).

We also note that in Figure 97, for borehole sections 57-3 and 57-4, the measured
normalized air- permeability values are above one during the first two years of heating.
These two borehole sections are quite far from the heat source, and our TH numerical
model predicts little change in the fracture liquid saturation from its preheat ambient
values, Hence, these increases in air-permeability may reflect thermal mechanical
processes that result in increased fracture apertures.

Geophysical Measurements
Electrical resistance tomography (ERT), crosshole ground-penetrating radar tomography
(GPR), and neutron log data are used to validate the process models in the following
manner. Simulated matrix liquid saturation contours at different phases of heating are
generated in the appropriate planes of geophysical measurement. Zones of drying and
wetting from ERT and GPR tomograms at specific measurement times are compared to
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the simulated contours of liquid saturation in the matrix. We emphasize here again that
the comparison between moisture-distribution measurements and model results is in
nature qualitative; we therefore look for trends rather than matching individual
measurements. For example, Figures 100 and 101 show a comparison of simulated matrix
liquid saturation to the tomograms from GPR. Note that (from Figure 100) at early time,
there is mostly wetting around the wing heaters. By 33 months of heating, both the
simulation and the measurement exhibit extensive drying around the Heated Drift and the
wing heater.

Since neutron logging data are point measurements, locations of drying with time of
heating are compared to the progression of the drying front of the matrix simulated liquid
saturation. The thermal test team has made animations to correlate the advancement of
the 50% simulated matrix saturation contour with time to the drying in boreholes 64-68
from neutron logging and show that they track each other well.

ERT tomogram images are based on volume averages on a much larger scale and should
not be compared to simulated matrix liquid saturation in detail. Therefore, for validation
of modeled results to ERT data, we look for corroboration of drying around the heat
source and wetting beyond, and their evolution with time.

4.3.4 Summary

We have found favorable comparison between measurements and modeled results. For
temperature, the mean error in -1700 sensors is on the order of a few degrees Centigrade.
Model predictions of signatures of TH coupling in temperature can be correlated to the
temperature data. For redistribution of moisture, locations of dry-out and wetting from
condensation deduced from ERT, GPR, neutron logs and air permeability in general
corroborate well with simulated time evolution of the liquid saturation changes in matrix
and fractures.

The favorable comparison of the DST TH models with observations for both temperature
and moisture redistribution demonstrates that major components of the thermal
hydrological processes are included in the TH process models. The objectives of
acquiring a more in-depth understanding of the coupled processes and validating the
conceptual TH processes at a drift scale are being met in the DST.
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Table 2 Comparison of modeled and measured temperatures from approximately 1700 resistance temperature
devices (RTDs) in 26 boreholes at selected times during the heating phase of the DST.

Time (months Statistics from numerical model in which Statistics from numerical model in which
since wing-healer gridblocks are assigned rock wing-heater gridblocks are assignedfracture
initiation of properties as the rest of the test block permeability several orders higher than the
heating) rest of the test block

Mean Error Root Mean Square Mean Error Root Mean Square Error
(ME) (C) Error (RMSE) (C) (ME) (C) (RMSE) (0C)

6 0.70 5.87 0.01 5.63

12 2.41 9.15 -0.15 7.21

1 8 4.24 11.15 0.90 8.72

24 Not available 1.06 9.79

30 Not available 1.27 10.49

33 Not available 1.65 10.61

36 Not available 2.01 11.27

39 Not available 2.77 11.98
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air-K vs time for boreholes 57-61
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Tomogram of GPR Measurements Made at - 2 1/2 Months of Heating.
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from pre-heat values deduced from the tomogram of GPR measurements, at 33
months of heating.
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4.4 Neutron logging and temperature in borehole 79

The purpose of this section is to use the neutron logging caused thermal perturbations in
borehole 79 to recognize and understand the thermal and hydrological processes that are
occurring within the Drift Scale Test. The discussion will include the construction of the
borehole, patterns that are present in the temperature data, and some possible
explanations for these patterns and the physical processes occurring. Not all anomalous
patterns of borehole 79 are addressed here.

Borehole locations and construction
Boreholes 79 and 80 are parallel to the heated drift as shown in Figure 98, and about 3.5
meters above the wing heaters or about 1 meter above the level of the top of the heated
drift. These boreholes are about 9.5 meters to the right and left of the centerline of the
heated drift and serve as neutron and temperature measuring boreholes.

Borehole 79 was constructed by drilling and then inserting a Teflon pipe with RTDs fixed
to the exterior into the drilled borehole. The RTDs are in two bundles with sensors
placed 2 meters apart in each bundle. The RTD bundles are staggered by 1 meter
resulting in an RTD each meter. Centralizers were used to nominally place the Teflon
pipe near the center of the borehole. Grout was pumped into the annulus between the
Teflon and the borehole wall. The RTDs are probably somewhere in the grout, perhaps
closer to the Teflon and perhaps closer to the wall rock. It is possible that the Teflon pipe
was rotated during the construction process so the RTDs may be near the top of the
borehole or nearer the bottom of the borehole. Nothing really sticks to Teflon so it is
likely that a very small annulus could exist between the Teflon and grout. This borehole
is believed to have a downward slope with the back of the borehole nearly a meter below
the collar. The highest numbered RTDs are near the back of the borehole. The borehole
was partially blocked at the time of Teflon pipe placement so the deepest RTD is at about
y = 42. The wing heaters are located between y = 1.8 meters and y = 45.8 meters. The
seven lowest numbered RTDs are actually in the connecting drift and the temperature
fluctuations measured reflect seasonal variations in the ESF.

Borehole 80 is constructed similarly with the differences that 1) the borehole was not
blocked so RTDs extend all the way to the bottom of the borehole, 2) the borehole is
believed to be more horizontal with the bottom of the borehole nearly at the same
elevation as the collar, 3) the RTDs are not sequentially numbered.

Figure 102 shows the temperatures measured in borehole 79 against time. Neutron
logging events are illustrated as vertical lines. The lowest numbered RTDs are the
coolest on the chart. RTDs 1-7, which are all located in the connecting drift, act in
unison and show the seasonal variation in ESF temperatures. RTDs 8 and 9 which are
located in the borehole relatively short distances show a slightly warmer somewhat
damped pattern similar to RTDs 1-7.

Fluid Events: Close examination of the RTDs with temperatures below boiling show
smooth and consistent but relatively slow increases in temperature until about day 850.
Beginning on about day 850 RTDs numbered 18 through 13 experience, in that order,
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relatively rapid and irregular increases in temperature. It seems likely that a different
process is at work to create these higher temperatures. It is unlikely that rock/grout
temperature got that much hotter that quickly however the introduction of fluid (gas or
liquid) could raise the temperatures measured by the RTDs very quickly. About 30 days
separate the beginning of the rapid increase in temperature for RTD 18 and RTD 13.
These two RTDs are about 5 meters apart. For the remainder of this discussion this type
of rapid increase or decrease in temperature which is attributable to the presence of a
fluid with a temperature different than the surrounding rock/grout temperature will be
referred to as a fluid event.

Neutron logging events: The pattern of the fluid event illustrated in RTDs 13 - 18
beginning at about day 850 is sharply broken on day 894 coincident with a neutron
logging event. The temperatures for these RTDs drop nearly to their pre-fluid event
temperature. In other words, The neutron logging event stops the effects of the fluid
event.

In the process of neutron logging the majority of water is removed from the borehole by
swabbing, running a cloth rag into the borehole and pulling it back out. As the swab is
removed it may be damp, very wet, or even pushing water out of the borehole in front of
the wet cloth. This swabbing process is repeated until the cloth returns no wetter than
damp. There is sometimes a pneumatic pressure/vacuum that builds up in this swabbing
process.

Fluid and Neutron logging events: Examination of Figure 102 shows a clear pattern of
fluid events in which RTDs with temperatures below boiling get hotter and RTDs with
temperatures above boiling get cooler and neutron logging events which seem to stop the
effects of the fluid events. The neutron logging events appear in Figure 102 as
instantaneous events while the fluid events occur at different times in different places.
The fluid events do not occur in all RTDs at the same time but rather show the movement
in space of the fluid event. The fluid event is probably not the flooding of an area with a
vapor of different temperature but rather the initiation of a circulation pattern from a
source.

The presence of a long-lived fluid circulation event represents a different mechanism of
thermal transfer within the rock/grout.

Fluid and Neutron Logging events in Space: Figure 102 illustrates the timing of the
fluid and neutron logging events. It is also important to consider spatial aspects of these
phenomenon. Figure 103 is a detailed look at a small area for a relatively short period of
time. That short period of time includes a fluid event and a neutron logging event. The
X axis present on Figure 103 represents the Y coordinate from Y = -6 to Y = 3. The RTD
at Y = 0.5 meters is not functioning. The time period represented is from 840 to 902 days
in 4 day increments. 1) The isochrons for 840 through 852 days represent the rock/grout
temperature before the introduction of hotter fluid. 2) The time period from 856 to 892
days represent the introduction of hotter fluid. Beginning with the RTD at -0.5 meters
the temperature steadily rises affecting RTDs from -0.5 to -5.5 meters. 3) Following the
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neutron logging event on day 894 the temperatures are slightly warmer than the
beginning temperatures. The temperature for this entire time period at Y = 1.5 meters has
remained essentially the same at very near the boiling point. The data gives the feeling
that the hotter fluid was entering this snapshot from the right or the positive Y direction.

Figure 104 is a detailed look at the same time period as figure 103, but in the area from Y
= 0 to y = 40 meters. This is the portion of the borehole that is located approximately
above the heaters and is all above boiling. As in Figure 103, figure 104 includes
background conditions, a fluid event, and a neutron logging event. The data at 30 to 40
meters shows very regular behavior through time where there are no crossing lines. This
indicates a gradual heating of the rock with no perceived effect of fluid events and no
effect of neutron logging.

That portion of the data between about 15 and 30 meters has a somewhat saw-toothed
appearance in which every other RTD shows both high and low extremes while the
intervening RTDs are more moderate. A look at this section of the plot through time
shows the effects of both the fluid event and the neutron logging event. Temperatures in
the pre-fluid event time represented by days 840 - 852 in figure 104 show a saw-tooth
pattern which suggests that every other sensor is experiencing hotter temperatures than its
neighbors. This is likely if the hot RTDs are located nearer the heaters than cool RTDs.
Construction information suggest this is possible. The fluid event cools the RTDs
beginning near the Y = 10 meter position with the cooling spreading toward right on the
diagram eventually cooling as far as about Y = 27 meters. Those RTDs which were
hottest and construed to be lower are cooled the most suggesting that fluid path is nearer
the lower (hotter) RTDs than the higher (cooler) ones. After the neutron logging event on
day 894 the temperatures regain the pattern of before the fluid event but slightly hotter
indicating the rock has continued to be heated.

U
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Borehole 79
Temperature as a Funtion of Y Coordinate for the Days Indicated
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Figure 103. Temperature as a Function of Y Coordinate for Fluid and Neutron logging event.
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