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Industry/TSTF Standard Technical Specification Change Traveler

Correct Inconsistency Between LCO 3.0.6 and the SFDP Regarding Pcrformancc of an Evaluation

Priority/Classification 1) Correct Specifications

NUREGs Affected: 1430 E 1431 0 1432 0 1433 i 1434

Description:
Revise LCO 3.0.6 to explicitly require an evaluation per the Safety Function Determination Program. Delete statement
"additional ... limitations may be required" from LCO 3.0.6.

Justification:
There is an inconsistency between LCO 3.0.6, the Safety Function Determination Program (SFDP), and the LCO 3.0.6
Bases. As currently written, LCO 3.0.6 does not explicitly require an evaluation in accordance with the SFDP, rather it
states that additional evaluations may be required. Both the SFDP and the LCO 3.0.6 Bases state that upon entry into
LCO 3.0.6, an evaluation shall be made to determine if a loss of safety function exists. In addition, because LCO 3.0.6
states that the evaluation be done in accordance with the SFDP and the SFDP states that other appropriate actions may
be taken, there is no need for the statement "additional ... limitations may be required" in LCO 3.0.6.

Revision History
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Owners Group Review Information
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Owners Group Resolution: Approved Date: 10-Oct-96

TSTF Review Information

TSTF Received Date: 1 1-Oct-96 Date Distributed for Review 29-Oct-96

OG Review Completed: 0 BWOG 0 WOG CEOG 0 BWROG

TSTF Comments:
CEOG - Applicable, accepts
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TSTF Resolution: Approved Date: 03-Dec-96
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NRC Review Information

NRC Received Date: 27-Mar-97 NRC Reviewer: Gilles, N.

NRC Commcnts:
4/16/97 - Reviewer recommends approval.
4/16/97 - Forwarded to C. Grimes for disposition.
512/97 C. Grimes approved changes.

Final Resolution: NRC Approves Final Resolution Date: 02-May-97

Incorporation Into the NUREGs

File to BBS/LAN Date: TSTF Informed Date: TSTF Approved Date:

NUREG Rev Incorporated.

Affected Technical Specifications
LCO 3.0.6 LCO Applicability
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LCO Applicability
3.0

TSTF- IC
3.0 LCO APPLICABILITY (continued)

LCO 3.0.6 When a supported system LCO is not met solely due to a
support system LCO not being met, the Conditions and
Required Actions associated with this supported system are
not required to be entered. Only the support system LCO
ACTIONS are required to be entered. This is an exception to
LCO 3 0 2 for the supported syst this event,
capits evaluatlo

(:__22 r accordance with Specification 5.5.15, 'Safety Function
Determination Program.' If a loss of safety function is
determined to exist by this program, the appropriate
Conditions and Required Actions of the LCO in which the loss
of safety function exists are required to be entered.

When a support system's Required Action directs a supported
system to be declared inoperable or directs entry into
Conditions and Required Actions for a supported system, the
applicable Conditions and Required Actions shall be entered
in accordance with LCO 3.0.2.

LCO 3.0.7 Test Exception LCOs [3.1.9, 3.1.10, 3.1.11 and 3.4.19] allow
specified Technical Specification (TS) requirements to be
changed to permit performance of special tests and
operations. Unless otherwise specified, all other TS
requirements remain unchanged. Compliance with Test
Exception LCOs is optional. When a Test Exception LCO is
desired to be met but is not met, the ACTIONS of the Test
Exception LCO shall be met. When a Test Exception LCO is
not desired to be met, entry into a MODE or other specified
condition in the Applicability shall be made in accordance
with the other applicable Specifications.
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LCO Applicability
3.0
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3.0 LCO APPLICABILITY (continued)

LCO 3.0.6 When a supported system LCO is not met solely due to a
support system LCO not being met, the Conditions and
Required Actions associated with this supported system are
not required to be entered. Only the support system LCO
ACTIONS are required to be entered. This is an exception to
LCD 3.0.2 for the supporte ter. In this ev
aadArtWU) evaluation a i a tlo jma e ri in
accor ance with Specif y unctio
Determination Program (SFDP).' If a loss of safety function
is determined to exist by this program, the appropriate
Conditions and Required Actions of the LCO in which the loss
of safety function exists are required to be entered.

When a support system's Required Action directs a supported
system to be declared inoperable or directs entry into
Conditions and Required Actions for a supported system, the
applicable Conditions and Required Actions shall be entered
in accordance with LCO 3.0.2.

LCO 3.0.7 Test Exception LCOs [3.1.9, 3.1.10, 3.1.11, and 3.4.19]
allow specified Technical Specification (TS) requirements to
be changed to permit performance of special tests and
operations. Unless otherwise specified, all other TS
requirements remain unchanged. Compliance with Test
Exception LCOs is optional. When a Test Exception LCO is
desired to be met but is not met, the ACTIONS of the Test
Exception LCO shall be met. When a Test Exception LCO is
not desired to be met, entry into a MODE or other specified
condition in the Applicability shall be made in accordance
with the other applicable Specifications.
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LCO Applicability
3.0
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3.0 LCO APPLICABILITY (continued)

LCO 3.0.6 When a supported system LCO is not met solely due to a
support system LCO not being met, the Conditions and
Required Actions associated with this supported system are
not required to be entered. Only the support system LCO
ACTIONS are required to be entered. This is an exception to
LCO .0.2 for the supported system. In this event.
CaddTifu evaluation in n
accordance with Specification 5.5.15, Safety Function
Determination Program (SFDP).M If a loss of safety function
is determined to exist by this program, the appropriate
Conditions and Required Actions of the LCO in which the loss
of safety function exists are required to be entered.

When a support system's Required Action directs a supported
system to be declared inoperable or directs entry into
Conditions and Required Actions for a supported system, the
applicable Conditions and Required Actions shall be entered
in accordance with LCO 3.0.2.

LCO 3.0.7 Special test exception (STE) LCOs [in each applicable LCO
section] allow specified Technical Specifications (TS)
requirements to be changed to permit performance of special
tests and operations. Unless otherwise specified, all other
TS requirements remain unchanged. Compliance with STE LCOs
is optional. When an STE LCO is desired to be met but is
not met, the ACTIONS of the STE LCO shall be met. When an
STE LCO is not desired to be met, entry into a MODE or other
specified condition in the Applicability shall only be made
in accordance with the other applicable Specifications.
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LCO Applicability
3.0

TS TFT-64
3.0 LCO APPLICABILITY (continued) 

LCO 3.0.6 When a supported system LCO is not met solely due to a
support system LCO not being met, the Conditions and
Required Actions associated with this supported system are
not required to be entered. Only the support system LCO
ACTIONS are required to be entered. This is an exception to
LCO 3.0.2 for the supported system. In this event,

evaluatio in
acor ance with Specification 5.5.12, "Safety Function
Determination Program (SFDP)." If a loss of safety function
is determined to exist by this program, the appropriate
Conditions and Required Actions of the LCO in which the loss
of safety function exists are required to be entered.

When a support system's Required Action directs a supported
system to be declared inoperable or directs entry into
Conditions and Required Actions for a supported system, the
applicable Conditions and Required Actions shall be entered
in accordance with LCO 3.0.2.

LCO 3.0.7 Special Operations LCOs in Section 3.10 allow specified
Technical Specifications (TS) requirements to be changed to
permit performance of special tests and operations. Unless
otherwise specified, all other TS requirements remain
unchanged. Compliance with Special Operations LCOs is
optional. When a Special Operations LCO is desired to be
met but is not met, the ACTIONS of the Special Operations
LCO shall be met. When a Special Operations LCO is not
desired to be met, entry into a MODE or other specified
condition in the Applicability shall only be made in
accordance with the other applicable Specifications.
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LCO Applicability
3.0
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3.0 LCO APPLICABILITY (continued)

LCO 3.0.16 When a supported system LCO is not met solely due to a
support system LCO not being met, the Conditions and
Required Actions associated with this supported system are
not required to be entered. Only the support system LCO
ACTIONS are required to be entered. This is an exception to
LCD 3.0.2 for the supporye system. In this event

He evaluatiorari n \
accordance with Specification 5.5.12, "Safety Function
Determination Program (SFDP)." If a loss of safety function
is determined to exist by this program, the appropriate
Conditions and Required Actions of the LCO in which the loss
of safety function exists are required to be entered.

When a support system's Required Action directs a supported
system to be declared inoperable or directs entry into
Conditions and Required Actions for a supported system, the
applicable Conditions and Required Actions shall be entered
in accordance with LCO 3.0.2. _

LCO 3.0.7. Special Operations LCOs in Section 3.10 allow specified
Technical Specifications (TS) requirements to be changed to
permit performance of special tests and operations. Unless
otherwise specified, all other TS requirements remain LCO
3.0.7 unchanged. Compliance with Special Operations LCOs is
optional. When a Special Operations LCO is desired to be
met but is not met, the ACTIONS of the Special Operations
LCO shall be met. When a Special Operations LCO is not
desired to be met, entry into a MODE or other specified
condition in the Applicability shall only be made in
accordance with the other applicable Specifications.
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