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Industry/TSTF Standard Technical Specification Change Traveler
Delete Incorrect 3.10.8 Condition C

Priority/Classification 1) Correct Specifications

NUREGs Affected: a 1430 0 1431 0 1432 0 1433 0 1434

Description:
Delete duplicate Condition C from Required Actions 3.10.8

Justification:
Condition C (one rod not coupled) is a duplicate of Condition A (one or more rods not coupled). There is no Bases
section for this Condition and it does not appear in the BWR/6 NUREG. It was apparently added in error and is deleted.

Revision History

OG Revision 0 Revision Status: Active Next Action:

Revision Proposed by: Duane Arnold

Revision Description-
Original Issue

Owners Group Review Information
Date Originated by OG: 19-Jun-96

Owners Group Comments
(No Comments)

Owners Group Resolution: Approved Date: 22-Nov-96

TSTF Review Information

TSTF Received Date: 02-Dec-96 Date Distributed for Review 16-May-97

OG Review Completed: E BWOG i WOG ii CEOG i BWROG

TSTF Comments:
WOG - NA
CEOG - NA
BWOG - NA

TSTF Resolution: Approved Date: 04-Aug-97

NRC Review Information
NRC Received Date: 03-Mar-98 NRC Reviewer:

NRC Comments:
(No Comments)

Final Resolution: NRC Approves Final Resolution Date: 20-Apr-98

Incorporation Into the NUREGs

File to BBS/LAN Date: TSTF Informed Date: TSTF Approved Date:

4/22/98
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NUREG Rev Incorporated:

Affected Technical Specifications
Action 3.10.8.C SDM Test - Refueling

Change Description: Deleted
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SDM Test-Refueling
3.10.8

I 5 7-FF-2z I
ACTIONS

CONDITION REQUIRED ACTION COMPLETION TIME

A. ----- NOTE-------- ----- ------ NOTE------------
Separate Condition Rod worth minimizer may be
entry is allowed for bypassed as allowed by
each control rod. LCO 3.3.2.1, 'Control Rod

____________________ Block Instrumentation," if
required, to allow insertion

One or more of inoperable control rod and
control rods not continued operation.
coupled to its -----------------------------
associated CRD.

A.1 Fully insert 3 hours
inoperable control
rod.

AND

A.2 Disarm the 4 hours
associated CRD.

B. One or more of the
above requirements not
met for reasons other
than Condition A.

B.1 Place the reactor
mode switch in the
shutdown or refuel
position.

Immediately

I_________________________ L J.
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