
Hydrogen, H2
Methance, CH4
Ethylene, C2H4
Ethane, C2H6
Acetylene, C2H2

T732 T733 T734 T788 T789 T790 T1044 T1045 T1046
7.130 7.190 5.060 13.130 9.750 4.670 22.300 11.110 21.38

16.590 9.450 3.770 23.290 3.680 3.610 138.570 115.290 137.8
1.670 7.970 2.320 75.660 1.780 2.300 2.700 2.030 2.36

12.520 2.550 * 21.050 15.450 7.800 11.130 198.870 169.030 214.63
0.000 0.400 0.000 1.160 0.160 0.450 0.000 0.000 0

RI
R2
R5

2.327 1.314 0.745 1.774 0.377 0.773 6.214 10.377 6.445
0.000 0.050 0.000 0.015 0.090 0.196 0.000 0.000 0.000
0.133 3.125 0.110 4.897 0.228 0.207 0.014 0.012 0.011

R2
T734
T733
T734
T788
T789
T790
T1 044
T1045
T1046

RI R3
0.000 2.000 0.000 CAT 6
0.000 2.000 2.000 CAT 8
0.000 0.000 0.000 CAT 0
0.000 2.000 2.000 CAT 8
0.000 0.000 0.000 CAT 0
1.000 0.000 0.000 ?
0.000 2.000 0.000 CAT 6
0.000 2.000 0.000 CAT 6
0.000 2.000 0.000 CAT 6

CAT 6 - THERMAL FAULT 150-300C, OIL OVERHEATING, MILD
CAT 8 - THERMAL FAULT 700 C, OIL OVERHEATING, SEVERE

I-
i

I
I

.i

i
i

.I
i
I
I
i

I
i
I

i

i
i

I
i

i
i
I

I

I


