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1.0 USE AND APPLICATION

1.3 Comeletion Times

PURPOSE

The purpose of this section is to establish the Completion Time
convention and to provide guidance for its use.

BACKGROUND

Limiting Conditions for Operation (LCOs) specify the lowest functional
capability or performance levels of equipment required for safe
operation of the facility. The ACTIONS associated with an LCO state
Conditions that typically describe the ways in which the requirements
of the LCO can fail to be met. Specified with each stated Condition are
Required Action(s) and Completion Times(s).

DESCRIPTION

The Completion Time is the amount of time allowed for completing a
Required Action. It is referenced to the time of discovery of a situation
(e.g., equipment or variable not within limits) that requires entering an
ACTIONS Condition unless otherwise specified, providing the HI-
STORM 100 System is in a specified condition stated in the
Applicability of the LCO. Required Actions must be completed prior to
the expiration of the specified Completion Time. An ACTIONS
Condition remains in effect and the Required Actions apply until the
Condition no longer exists or the HI-STORM 100 System is not within
the LCO Applicability.

Once a Condition has been entered, subsequent subsystems,
components, or variables expressed in the Condition, discovered to be
not within limits, will not result in separate entry into the Condition
unless specifically stated. The Required Actions of the Condition
continue to apply to each additional failure, with Completion Times
based on initial entry into the Condition.

(continued)
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1.3 Completion Times (continued)

EXAMPLES

The following examples illustrate the use of Completion Times with
different types of Conditions and changing Conditions.

EXAMPLE 1.3-1
ACTIONS
CONDITION REQUIRED ACTION COMPLETION
TIME
B. Required B.1 Perform Action B.1 12 hours
Action and
associated AND
Completion
Time not met. B.2 Perform Action B.2 36 hours

Condition B has two Required Actions. Each Required Action has its
own separate Completion Time. Each Completion Time is referenced
to the time that Condition B is entered.

The Required Actions of Condition B are to complete action B.1 within
12 hours AND complete action B.2 within 36 hours. A total of 12 hours
is allowed for completing action B.1 and a total of 36 hours (not 48
hours) is allowed for completing action B.2 from the time that
Condition B was entered. If action B.1 is completed within 6 hours, the
time allowed for completing action B.2 is the next 30 hours because
the total time allowed for completing action B.2 is 36 hours.

(continued)
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1.3 Completion Times
EXAMPLES EXAMPLE 1.3-2
(continued)
ACTIONS
CONDITION REQUIRED ACTION COMPLETION
TIME
A. One system A.1  Restore systemto |7 days
not within limit. within limit.
B. Required B.1  Complete action 12 hours
Action and B.1.
associated
Completion AND
Time not met.
B.2 Complete action 36 hours

B.2.

When a system is determined not to meet the LCO, Condition A is
entered. If the system is not restored within 7 days, Condition B is also
entered and the Completion Time clocks for Required Actions B.1 and
B.2 start. If the system is restored after Condition B is entered,
Conditions A and B are exited, and therefore, the Required Actions of
Condition B may be terminated.

(continued)
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1.3
1.3  Completion Times
EXAMPLES EXAMPLE 1.3-3
(continued)
ACTIONS
NOTE
Separate Condition entry is allowed for each component.
CONDITION REQUIRED ACTION COMPLETION
TIME
A. LCO not met. A1  Restore 4 hours
compliance with
LCO.
B. Required B.1  Complete action 6 hours
Action and B.1.

associated
Completion AND
Time not met.
B.2 Complete action 12 hours

B.2.

The Note above the ACTIONS table is a method of modifying how the
Completion Time is tracked. If this method of modifying how the
Completion Time is tracked was applicable only to a specific Condition,
the Note would appear in that Condition rather than at the top of the
ACTIONS Table.

The Note allows Condition A to be entered separately for each
component, and Completion Times tracked on a per component basis.
When a component is determined to not meet the LCO, Condition A is
entered and its Completion Time starts. If subsequent components are
determined to not meet the LCO, Condition A is entered for each
component and separate Completion Times start and are tracked for
each component.

(continued)
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1.3 Completion Times (continued)

IMMEDIATE When "Immediately" is used as a Completion Time, the Required
COMPLETION Action should be pursued without delay and in a controlled manner.
TIME
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