
Change Process for
Design Control Documents

inw/change.tl - March 30, 1997

[ DOD AplcbiiyRule IChange Standar

VIII.A.1 10 CFR 52.63(a)(1)
Generic All VIII.A.2 [adequate protection

or compliance backf it]

Tier 1 adequate protection
NRC VIII.A.3 or compliance backfit,

special circumstances,
Plant- . and standardization

specific 50.12(a), NO signif.

Utility VIII.A.4 decrease in safety,
l_ _preserve standardization

Generic All VIII.B.1 & 2 10 CFR 52.63(a)(1)

adequate protection
NRC VIII.B.3 or compliance backfit,

& special circumstances

Tier 2 Plant- Utility VIII.B.4 50.12(a) & NO signif.

specific decrease in safety

Utility VIII.B.5 Provided not Tier 1 or 2*,
(50.59-like) technical specification,

severe accident issue, or
unreviewed safety question

Tier 2* VIII.B.6 NRC approval

post-COL All VIII.C.6 GTS - no further effect

Generic Generic All VIII.C.1 10 CFR 50.109, or
Tech. VIII.C.2 VIIL.A or B

Specs. NRC VIII.C.3 2.758(b), none,
(GTS) | Plant_ |_l_ lor VIIL.A or B

or other s p la t-ecific__ _ _ _ __ _ _ __ _ _ _ __ _ _ _ __ _ _

Operation specific Utility VIII.C.4 10 CFR 50.12(a)
Requrmnts
l | Party VIII.C.5 2.714(b)(2) & 2.758(b)

Attachment 4


