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OPHIR OPTRONICS 

NOVA: Analog Performance Report. 
S/N: 35716 26-MAR-2004 09:58 
Full report of analog performance 

Current generator S/N . . . . . . . . . . . . . . . . . . . . . . .  
Current generator last calibration date . . . . .  
ROM software version . . . . . . . . . . . . . . . . . . . . . . . .  
ROM bus width . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
Support software version .................... 
Mains frequency . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
Baud-rate setting for RS232 . . . . . . . . . . . . . . . . .  
Diagnostics status . . . . . . . . . . . . . . . . . . . . . . . . . .  
Date formatted . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
Analog output . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
Date and status of last calibration . . . . . . . . .  
Calibration box used for last calibration . . .  

515 
18-MAR-2004 
2.73 
8 bit 
WinPack 1.37 
60 Hz 
9600 
Normal 

Calibrated 

515 

09-DEC-1996 

26-MAR-2004 Passed. 

Calibration accuracy check . . . . . . . . . . . . . . . . . .  0.0092% 
Digitization noise @ 3Hz .................... 
Common mode rejection at medium gain . . . . . . . .  97.7 dB 
Common mode rejection at high gain . . . . . . . . . .  
Input noise current . . . . . . . . . . . . . . . . . . . . . . . . .  264fA 
Input zero offset current . . . . . . . . . . . . . . . . . . .  -17.0pA 

0.27 bits. 
Common mode rejection at low gain . . . . . . . . . . .  9 3 . 5  dB 

100.1 dB 

Worst case zero............................. 40% of limit. 

{End of report} 

Passed. 
Passed. 
Passed. 
Passed. 
Passed. 
Passed. 
Passed. 
Passed. 

(The Ophir Instrument that is listed above was calibrated following 
the Ophir Optronics procedures as documented in the Ophir 
Laserstar Series, Power and Energy Instrumentation, Agents Service 
Manual, Dated: May 24, 2001, Rev. 22. This document is on file at 
Ophir Optronics Inc., and is available upon written request). 




