
OPHIR OPTRONICS INC. HEREBY CERTIFIES 
THAT THIS INSTRUMENT MEETS ALL CURRENT PUBLISHED 

SPECIFICATIONS AND HAS BEEN CALIBRATED USING STANDARDS 
TRACEABLE TO THE NATIONAL INSTITUTE OF STANDARDS 

AND TECHNOLOGY (NIST) OR OTHER STANDARDS 
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4.OPH IR OPTRONI C S 

Laserstar: Head characteristics report 
S/N: 33121 2 6 -MAR-2 0 04 14 : 49: 19 

Functional description: 
Photodiode detector: Measures power only. 
Can optionally use dBm units when measuring power; 

Name of head ................................... PD300-3W (Ver. 1) 
Ophir catalog number ........................... 1202411 
Earliest compatible ROM version (Nova) . . . . . . . . .  2.36 
Support software version ....................... WinPack 1.37 
Wavelength settings (continuous spectrum) . . . . . .  633,488,1064,532,788,785 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

The following apply when the Filter is OUT: 

Wavelength range: .............................. 350nm to 1100nm 
Power measurement ranges ....................... 30.00mW, 3.000mW, 300.0uW, 

30.00uW, 3.000uW, 300.0nW, 
30. OOnW 

Nominal Actual 

Calibration correction factor . . . . . . . . . . . . . . . . . .  1.0000 1.3037 
Sensitivity at 633nm wavelength . . . . . . . . . . . . . . . .  63.046mA/W 48.359mA/W 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

The following apply when the Filter is IN : 

Wavelength range: .............................. 400nm to 1100nm 
Power measurement ranges. ...................... 3.000W, 300.0mW, 30.00mW 

Nominal Actual 
Sensitivity at 633nm wavelength . . . . . . . . . . . . . . . .  227.91uA/W 190.24uA/W 
Calibration correction factor 1.0000 1.1980 . . . . . . . . . . . . . . . . . .  

{End of report} 

(The Ophir Instrument that is listed above was calibrated following 
the Ophir Optronics procedures as documented in the Ophir 
Laserstar Series, Power and Energy Instrumentation, Agents Service 
Manual, Dated: May 24, 2001, Rev. 22. This document is on file at 
Ophir Optronics Inc., and is available upon written request). 




