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The Hi-tech Extrusion Systems People

Docket No. 03011491 License no. 06699-01

U.S, Nuclear Regulatory Commission
ATTN: Document Control Desk,
~Washington, D.C. 20555 V , R

Subject: Reply to a Notice of Violation

A: 10 CFR 20.1101(c) requires that a licensee review its radiation protection program
content and implementation at least annually.

For the past several. years, util now, the hcensee was totally mact1ve inthe
nothmg was done that cotﬂd possmly cause & dangex ous. s1tuatlon Neverthe]css
thls re\new.should have been done; and it was not..ct 5t sgic alts ¥+ LR

CORRECTIVE ACTION: This review has now been completed, and a
prommently marked notebook has been created witk sections outlining the action
to be taken.. ThlS notebook will be prominently kept in the office of the RSO. A
procedure has been instituted whereby the actions outlined in this notebook will

. be carried out some time during the month of August every year.

B. Condition 18 of License No. 06-16699-01 requires that the licensee conduct a

physical inventory every six months to account for all sources received and possessed
under the license. C 4

The system at Harrel matﬁtams a runmng mventory that prowdes 1nformctt10n as’

to the total activity on hand, but thls system does not physlcally account for -
1nd1v1dua1 SOUTCS. .-y i i w00 L il T

CORRECTIVE -AGTION: (A section has been created in the notebook described
above ,whlch hsts the status. of each 1nd1v1dual source in the Harrel inventory.and
its ]ocapon Totals are,of course, still mamtamed *The status.of each*source will
be venfled 1n August and. Pebruary of every.year.; ; -z, .on .G 1o
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C. Condition 16. D. of License fio 06-16999-01 requires that no sealed source shall be
stored for a period of more than 10 years without being tested for leakage and/or
contamination.

The sources used here are Americium 241, which has a half-life in excess of 100

years. All sources are contained in tightly closed, sealed housings. All sources

are used in tungsten recesses with tungsten on three sides and aluminum on the

fourth. Sources are never moved, except in their housings. It is inconceivable to
--—us that leakage or contamination could occur. - — - — -—- -

CORRECTIVE ACTION: However, in accordance with the instructions, a wipe
test was conducted on each source over 10 years old in our inventory. No
leakage or contamination was found, but the status of each source was recorded in
the notebook listed above. Each source will be re-examined at least once every
10 years, and the results will be recorded in the notebook.

The delay in responding to your notice was partially due to the fact that our facility was
on its annual vacation shutdown for 2 weeks. We then had a complete failure of our
telephone system, which occupied our technical people fully, and this week we have a set

of visitors who are spending every day this week from 8 to 6 running tests. It has been
quite a rat-race!

" Please let us know if further information is desired.

Very best regards,

‘Radiatiori Safety Officer

Copy: Regional Administrator, Region 1
U.S. Nuclear Regulatory Commission




