
903 East Hazehvood Avenue 
Rohway, New Jeney 07065 
Phone: (732) 382-3553 
Fax: (732) 382-8840 

Comments: 
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STRAIGHT BILL OF LADING 
ORIGINAL-NOT NEGOTIABLE 



I -r 

HUMBOLDT SCIENTIFIC, INC. RALEIGH NC 27606 USA 

CALIB DATE: 02128/02 UMTS: PCF 
GAGE MODEL: HS00 1 C SER: 2072 CALIBBAY: 1 

SOURCETYPE: GAMMA NEUTRON STD  COW^ DEYSITY: 3771.5 
SERIAL; 2824GQ NJ021 I2 MOISTCW: 504.1 
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*' DENSlTY CALIBRATION DATA I* 
MAGNESJUM MAGN/ALUM ALUMZNI TM Lb4ESTONE 

110.8 138.8 169.1 135.3 

1561.4 11 04.8 804.9 1002.4 
5628.9 3955.4 2674.0 3639.3 
5218.0 3324.6 1965.7 3022.2 
4330.2 2506.4 1339.7 2276.0 
3232.0 1712.1 836.7 1553.1 
2213.2 1070.4 513.0 985.9 
1446.6 664.0 340.2 613.4 

- __-_e__ ---- ---A ------ 

** DENSITY PERFORMANCE at 2000 ks/mA? 125 
A B C CR P I&k -q;' 
-c-- ------ -e-- -c- -- - 

0.54 3.25 
0.27 2.56 
0.22 2.57 

2.43603 0.01 90U 6.09755 I .77 
4.42578 0.01322 0.06971 1.49 
8.21545 0.01560 0.14998 1.60 

6 10.41548 0.01996 0.06651 1.82 
8 11.64099 0.02387 0,02636 2.05 
IO 14.69959 0.03012 -0.02269 2.47 
12 17.56127 0.03666 -0.04085 3.01 

0.2 I 1.90 
0.22 1.88 
0.24 1.33 
c.29 0.25 

** MOISTURE CALIBRATIOY D. .TA ** 
LOWW HlGHW 

0.0 33.0 

20.9 340.5 
**  MOISTURE PERFORMANCE at 160 kglmn3 [IOpcfI ** 

I_- -- 

E F CR PREC 
-I-- ----- --- -cr 

0.04026 0.01923 3.11 0.211 

G h i I T E  
1U.l 

793.9 
2637.8 
1962.7 
1311.4 
529.1 
503.3 
3 17.9 

---e- 

RMSE 

3.42 
2.62 
2.61 
1.95 
1.92 
1.41 
0 63 

--- 

RMSE 

0.62 
--- 
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Engineering Consu/ffng Testing 

CALIBRATION REPORT 

PSI Report No.; 91 9-007 
Report Date: 1/26/01 

Page: 1 of 3 

General 

On January 8. 2001, Professional Service Industries, Inc. (PSI), Pittsburgh Testing Lab Division, 
received one ( 7 )  moisture density gauge from PSI, Champaign. IL for repair and calibration services. 

Equipment Calibrated 

Manufac tu re r :  
Se r i a l  Number: 

Humboldt 
2065 

Model: 550'1 C 
Calibration Date. 1126/0 1 

Calib fa ti0 n Procedure 

Calibration Equipment: Magnesium Block. Serial Number 147 
Magnesiumlkluminum Block, Serial Number 143 
Aluminum Block, Serial Number 142 
Limestone Block, Serial Number 154 
Granite Block. Serial Number 142 

The above blocks have been calibrated against standards traceabre to the NaLonal Institute of 
Standard and Technology (NIST). 

Procedure: 
Room Conditions: 

PSI Calibration Procedure 823-81 8 
Temperature: 73k3"F. Relative Humidity: 50~10% 

Requirements: +/- 1 Ibf/CU.ft. 

Conclusion 

The Humboldt Gauge, Model 5001C, Serial Number 2065 MEETS PSI Gauge Calibration Procedure 
823-81 8, Section 01, and ASTM 02922, 02950, and D3017 specifications. 

Re-calibration due date: 1/26/02 

Respectfully submitted, 
Professional Service Industries, lnc. 

Technician, Electrical 

This report relates only to the item callbratea. This report shall not be reproaucod except in full. without the wntten approval of 
Professional SeNtce Industries. IPC. 
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