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Enclosed please find Revision 15 of the AP 1000 Design Control Document (DCD) for your consideration
of our application for Design Certification of the AP1000 standard plant design. The AP1000 DCD is
revised to include the Tier 1 corrections and clarifications discussed with the NRC since the previous
revision on September 7, 2004.

A limited number of Tier 2 changes are included for consistency with the Tier 1 changes. In this revision,
Westinghouse revises any section in its entirety that includes a change, and we have repaginated the
section to accommodate the previous DCD revisions associated with that section. Note that changes in
this Revision 15 are identified with a change-bar in the margin. A "Roadmap Table of Changes" is also
included with this submittal to identify the basis for each of the changes in this revised DCD.

A public version of this transmittal is also provided with information withheld under the provisions of
10 CFR2.390.

Pursuant to 10 CFR 50.30(b), this revision is submitted under the enclosed oath of affirmation.

There is no information proprietary to Westinghouse included in this application. The Westinghouse
Electric Company copyright notice is included within the document.

Please contact-me if you have any questions concerning this transmittal.

Very truly yours,

R. P. ViJuk, Man
Passive Plant Engineering
AP600 & AP1000 Projects
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DCP/NRC1725
Docket No. 52-006
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ATTACHMENT 1

UNITED STATES OF AMERICA

NUCLEAR REGULATORY COMMISSION

In the Matter of: )

Westinghouse Electric Company )

AP1000 Standard Plant Design )

Final Design Approval and )

Design Certification Application )

APPLICATION FOR REVIEW OF
"AP 1000 DESIGN CONTROL DOCUMENT"

FOR DESIGN CERTIFICATION

Stephen R. Tritch, being duly sworn, states that he is President and CEO of the Westinghouse Electric
Company; that he is authorized on the part of said company to sign and file with the Nuclear Regulatory
Commission this document; that all statements made and matters set forth therein are true and correct to
the best of his knowledge, information, and belief.

Stephen R. Tritch
President and CEO

Subscribed and sworn to
before me this N /kday
of November 14, 2005.

o tary P~ublic

COMMONWEALTH OF PENNSYLVANIA
Notarial Seal

Lofaine M. Piplica, Notary Pubic
Monreville Boo. Allegheny County

M Commssin Expires Dec. 14.2007
Member, Pennsylvania Association Of Notaries
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

AP1000 Design Control Document

Instructions for Inserting Revision 15 Change Pages

(November 2005)

Tier 1 Material
Volume 1

Remove the Revision No. 14 "AP 1000 Document Cover Sheet" from the front of the
volume, and insert the Revision No. 15 "AP1000 Document Cover Sheet."

After the "Tier 1 List of Effective Pages" tab, remove all of the pages from within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
1 (Rev. 14)/2 (Rev. 14) and 1 (Rev. 15)/2 (Rev. 15) and
3 (Rev. 14)/4 (Rev. 14) 3 (Rev. 15)/4 (Rev. 15)

After the "Tier 1 Master Table of Contents," tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through

xxi (Rev. 14)/xxii (Rev. 14) xxv (Rev. 15)/xxvi (Rev. 15)

After Tab 1.0 "Introduction," remove the following pages within this tab and insert the
Revision 15 pages as follows:

Remove Pages Insert Pages
1.1-1 (Rev. 0)/1.1-2 (Rev. 0) 1.1-1 (Rev. 15)/1.1-2 (Rev. 15)
1.2-1 (Rev. 7)/1.2-2 (Rev. 7) 1.2-1 (Rev. 15)/1.2-2 (Rev. 15)
1.4-1 (Rev. 0)/1.4-2 (Rev. 0) through 1.4-1 (Rev. 15)/1.4-2 (Rev. 15) through
1.4-5 (Rev. 0)/Blank 1.4-5 (Rev. 15)/Blank
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Tier 1 Material
Volume 1 (Cont.)

After Tab 2.1 "Reactor," remove the following pages within this tab and insert the
Revision 15 pages as follows:

Remove Pages Insert Pages
2.1.1-1 (Rev. 0)/2.1.1-2 (Rev. 0) and 2.1.1-1 (Rev. 15)/2.1.1-2 (Rev. 15) and
2.1.1-3 (Rev. 0)/2.1.14 (Rev. 0) 2.1.1-3 (Rev. 15)/2.1.14 (Rev. 15)
2.1.2-1 (Rev. 13)/2.1.2-2 (Rev. 13) through 2.1.2-1 (Rev. 15)/2.1.2-2 (Rev. 15) through
2.1.2-31 (Rev. 13)fBlank 2.1.2-31 (Rev. 15)/2.1.2-32
2.1.3-1 (Rev. 13)/2.1.3-2 (Rev. 13) through 2.1.3-1 (Rev. 15)/2.1.3-2 (Rev. 15) through
2.1.3-15 (Rev. 13)/Blank 2.1.3-15 (Rev. 15)/Blank

After Tab 2.2 "Nuclear Safety Systems," remove the following pages within this tab and
insert the Revision 15 pages as follows:

Remove Pages Insert Pages
2.2.1-1 (Rev. 13)/2.2.1-2 (Rev. 13) through 2.2.1-1 (Rev. 15)/2.2.1-2 (Rev. 15) through
2.2.1-15 (Rev. 13)/Blank 2.2.1-15 (Rev. 15)/Blank
2.2.2-1 (Rev. 13)/2.2.2-2 (Rev. 13) through 2.2.2-1 (Rev. 15)/2.2.2-2 (Rev. 15) through
2.2.2-15 (Rev. 13)/2.2.2-16 (Rev. 13) 2.2.2-15 (Rev. 15)/2.2.2-16 (Rev. 15)
2.2.3-1 (Rev. 13)/2.2.3-2 (Rev. 13) through 2.2.3-1 (Rev. 15)/2.2.3-2 (Rev. 15) through
2.2.3-29 (Rev. 13)/Blank 2.2.3-29 (Rev. 15)/Blank
2.2.4-1 (Rev. 13)/2.2.4-2 (Rev. 13) through 2.2.4-1 (Rev. 15)/2.2.4-2 (Rev. 15) through
2.2.4-25 (Rev. 13)/Blank 2.2.4-25 (Rev. 15)/Blank
2.2.5-1 (Rev. 0)/2.2.5-2 (Rev. 0) through 2.2.5-1 (Rev. 15)/2.2.5-2 (Rev. 15) through
2.2.5-15 (Rev. 0)/Blank 2.2.5-15 (Rev. 15)/Blank
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Tier 1 Material
Volume 1 (Cont.)

After Tab 2.3 "Auxiliary Systems," remove the following pages within this tab and insert
the Revision 15 pages as follows:

Remove Pages Insert Pages
2.3.1-1 (Rev. 0)/2.3.1-2 (Rev. 0) through 2.3.1-1 (Rev. 15)/2.3.1-2 (Rev. 15) through
2.3.1-5 (Rev. 0)/Blank 2.3.1-5 (Rev. 15)/Blank
2.3.2-1 (Rev. 13)/2.3.2-2 (Rev. 13) through 2.3.2-1 (Rev. 15)/2.3.2-2 (Rev. 15) through
2.3.2-13 (Rev. 13)/2.3.2-14 (Rev. 13) 2.3.2-15 (Rev. 15)/Blank
2.3.3-1 (Rev. 0)/2.3.3-2 (Rev. 0) through 2.3.3-1 (Rev. 15)/2.3.3-2 (Rev. 15) through
2.3.3-5 (Rev. 0)/Blank 2.3.3-5 (Rev. 15)/Blank
2.3.4-1 (Rev. 0)12.3.4-2 (Rev. 0) through 2.3.4-1 (Rev. 15)12.3.4-2 (Rev. 15) through
2.3.4-7 (Rev. 0)/2.3.4-8 (Rev. 0) 2.3.4-7 (Rev. 15)/2.3.4-8 (Rev. 15)

2.3.6-1 (Rev. 13)/2.3.6-2 (Rev. 13) through 2.3.6-1 (Rev. 15)/2.3.6-2 (Rev. 15) through
2.3.6-17 (Rev. 13)/Blank 2.3.6-17 (Rev. 15)/Blank
2.3.7-1 (Rev. 8)/2.3.7-2 (Rev. 8) through 2.3.7-1 (Rev. 15)/2.3.7 -2 (Rev. 15)
2.3.7 -11 (Rev. 8)/Blank through

2.3.7-11 (Rev. 15)/Blank
2.3.8-1 (Rev. 1)/2.3.8-2 (Rev. 0) through 2.3.8-1 (Rev. 15)/2.3.8-2 (Rev. 15) through
2.3.8-5 (Rev. 0)/Blank 2.3.8-5 (Rev. 15)/Blank
2.3.10-1 (Rev. 10)/2.3.10-2 (Rev. 10) 2.3.10-1 (Rev. 15)/2.3.10-2 (Rev. 15)
through through
2.3.10-9 (Rev. 10)/Blank 2.3.10-9 (Rev. 15)/Blank
2.3.13-1 (Rev. 13)/2.3.13-2 (Rev. 13) 2.3.13-1 (Rev. 15)/2.3.13-2 (Rev. 15)
through through
2.3.13-7 (Rev. 13)/2.3.13-8 (Rev. 13) 2.3.13-7 (Rev. 15)/2.3.13-8 (Rev. 15)
2.3.14-1 (Rev. 0)/2.3.14-2 (Rev. 0) and 2.3.14-1 (Rev. 15)/2.3.14-2 (Rev. 15) and
2.3.14-3 (Rev. 0)/Blank 2.3.14-3 (Rev. 15)/Blank
2.3.15-1 (Rev. 0)/2.3.15-2 (Rev. 0) and 2.3.15-1 (Rev. 15)/2.3.15-2 (Rev. 15) and
2.3.15-3 (Rev. 0)/Blank 2.3.15-3 (Rev. 15)/Blank
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Tier 1 Material
Volume 1 (Cont.)

After Tab 2.5 "Instrumentation and Control Systems," remove the following pages within
this tab and insert the Revision 15 pages as follows:

Remove Page Insert Page
2.5.2-1 (Rev. 7)/2.5.2-2 (Rev. 7) through 2.5.2-1 (Rev. 15)/2.5.2-2 (Rev. 15) through
2.5.2-19 (Rev. 7)/2.5.2-20 (Rev. 7) 2.5.2-19 (Rev. 15)/2.5.2-20 (Rev. 15)
2.5.3-1 (Rev. 0)/2.5.3-2 (Rev. 0) 2.5.3-1 (Rev. 15)/2.5.3-2 (Rev. 15)
2.5.4-1 (Rev. 0)/2.5.4-2 (Rev. 0) and 2.5.4-1 (Rev. 15)/2.5.4-2 (Rev. 15) and
2.5.4-3 (Rev. 0)/2.5.4-4 (Rev. 3) 2.5.4-3 (Rev. 15)/2.5.44 (Rev. 15)
2.5.5-1 (Rev. 13)/2.5.5-2 (Rev. 13) and 2.5.5-1 (Rev. 15)/2.5.5-2 (Rev. 15) and
2.5.5-3 (Rev. 13)/2.5.5-4 (Rev. 13) 2.5.5-3 (Rev. 15)/2.5.5-4 (Rev. 15)

After Tab 2.6 "Electrical Power Systems," remove the following pages within this tab
and insert the Revision 15 pages as follows:

Remove Page Insert Page
2.6.1-1 (Rev. 3)/2.6.1-2 (Rev. 0) through 2.6.1-1 (Rev. 15)/2.6.1-2 (Rev. 15) through
2.6.1-13 (Rev. 0)/2.6.1-14 (Rev. 0) 2.6.1-13 (Rev. 15)/2.6.1-14 (Rev. 15)
2.6.3-1 (Rev. 0)/2.6.3-2 (Rev. 0) through 2.6.3-1 (Rev. 15)/2.6.3-2 (Rev. 15) through
2.6.3-19 (Rev. 0)/Blank 2.6.3-19 (Rev. 15)/Blank
2.6.5-1 (Rev. 7)/2.6.5-2 (Rev. 7) and 2.6.5-1 (Rev. 15)/2.6.5-2 (Rev. 15) and
2.6.5-3 (Rev. 7)/Blank 2.6.5-3 (Rev. 15)/Blank
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Instructions for Inserting Revision 15 Change Pages APION Design Control Document

Tier 1 Material
Volume 1 (Cont.)

After Tab 2.7 "HVAC Systems," remove the following pages within this tab and insert
the Revision 15 pages as follows:

Remove Page Insert Page
2.7.1-1 (Rev. 7)/2.7.1-2 (Rev. 7) through 2.7.1-1 (Rev. 15)/2.7.1-2 (Rev. 15) through
2.7.1-11 (Rev. 7)/Blank 2.7.1-11 (Rev. 15)/Blank
2.7.2-1 (Rev. 0)/2.7.2-2 (Rev. 0) through 2.7.2-1 (Rev. 15)/2.7.2-2 (Rev. 15) through
2.7.2-5 (Rev. 0)/2.7.2-6 (Rev. 0) 2.7.2-5 (Rev. 15)/2.7.2-6 (Rev. 15)
2.7.4-1 (Rev. 0)/2.7.4-2 (Rev. 0) through 2.7.4-1 (Rev. 15)/2.7.4-2 (Rev. 15) through
2.7.4-5 (Rev. 3)/2.7.4-6 (Rev. 3) 2.7.4-5 (Rev. 15)/2.7.4-6 (Rev. 15)
2.7.5-1(Rev. 0)/2.7.5-2 (Rev. 0) and 2.7.5-1(Rev. 15)/2.7.5-2 (Rev. 15) and
2.7.5-3 (Rey. 0)/Blank 2.7.5-3 (Rev. 15)/Blank
2.7.6-1 (Rev. 0)/2.7.6-2 (Rev. 0) through 2.7.6-1 (Rev. 15)/2.7.6-2 (Rev. 15) through
2.7.6-5 (Rev. 0)/Blank 2.7.6-5 (Rev. 15)/Blank
2.7.7-1 (Rev. 0)/2.7.7-2 (Rev. 0) 2.7.7-1 (Rev. 15)/2.7.7-2 (Rev. 15)

After Tab 3 "Non-System Based Design Descriptions & 1TAAC," remove the following
pages within this tab and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
3.2-1 (Rev. 7)/3.2-2 (Rev. 7) through 3.2-1 (Rev. 15)/3.2-2 (Rev. 15) through
3.2-11 (Rev. 7)/Blank 3.2-9 (Rev. 15)/3.2-10 (Rev. 15)
3.3-1 (Rev. 11)/3.3-2 (Rev. 11) through 3.3-1 (Rev. 15)/3.3-2 (Rev. 15) through
3.3-53 (Rev. 1)/Blank 3.3-53 (Rev. 15)/Blank
3.5-1 (Rev. 13)/3.5-2 (Rev. 13) through 3.5-1 (Rev. 15)/3.5-2 (Rev. 15) through
3.5-7 (Rev. 13)/3.5-8 (Rev. 13) 3.5-7 (Rev. 15)/3.5-8 (Rev. 15)
3.6-1 (Rev. 0)/3.6-2 (Rev. 0) 3.6-1 (Rev. 15)/3.6-2 (Rev. 15)

After Tab 5.0 "Site Parameters," remove the following pages within this tab and insert
the Revision 15 pages as follows:

Remove Pages Insert Pages
5.0-1 (Rev. 12)/5.0-2 (Rev. 12) through 5.0-1 (Rev. 15)/5.0-2 (Rev. 15) through
5.0-5 (Rev. 12)/5.0-6 (Rev. 12) 5.0-5 (Rev. 15)/5.0-6 (Rev. 15)
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Doctument

Tier 2 Material
Volume 2

After the "Tier 2 List of Effective Pages" tab, remove all of the pages within this tab and
insert the Revision 15 pages as follows:

Remove Pages Insert Pages
1 (Rev. 14)/2 (Rev. 14) through 1 (Rev. 15)/2 (Rev. 15) through
35 (Rev. 14)/36 (Rev. 14) 35 (Rev. 15)/36 (Rev. 15)

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages
i (Rev. 14)/ii (Rev. 14) through
cxvii (Rev. 14)/cxviii (Rev. 14)

Insert Pages
i (Rev. 15)/ii (Rev. 15) through
cxix (Rev. 15)/cxx (Rev. 15) 1

After Tab 1.3 "Comparisons with Similar Facility Designs," remove all of the pages
within this tab and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
1.3-1 (Rev. 0)/1.3-2 (Rev. 0) through 1.3-1 (Rev. 15)/1.3-2 (Rev. 15) through
1.3-7 (Rev. 0)/Blank 1.3-7 (Rev. 15)/Blank

Volume 3

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages
i (Rev. 14)/ii (Rev. 14) through
cxvii (Rev. 14)/cxviii (Rev. 14)

Insert Pages
i (Rev. 15)/ii (Rev. 15) through
cxix (Rev. 15)/cxx (Rev. 15) =1
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Documient

Volume 3 (Cont.)

After Tab 3.2 "Classification of Structures, Components, and Systems," remove all of the
pages within this tab and insert the Revision 15 pages as follows:

Remove Pages
3.2-1 (Rev. 12)/3.2-2 (Rev. 12) through
3.2-83 (Rev. 0)/3.2-84 (Rev. 12)

Insert Pages
3.2-1 (Rev. 15)/3.2-2 (Rev. 15) through
3.2-83 (Rev. 15)/3.2-84 (Rev. 15) �1

Volume 4

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/i (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)

After Tab 3.11 "Environmental Qualification of Mechanical & Electrical Equipment,"
remove all of the pages within this tab and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
3.11-1 (Rev. 0)/3.11-2 (Rev. 0) through 3.11-1 (Rev. 15)/3.11-2 (Rev. 15) through
3.11-49 (Rev. 0)/3.11-50 (Rev. 4) 3.11-49 (Rev. 15)/3.11-50 (Rev. 15)

Volume 5

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages
i (Rev. 14)/ii (Rev. 14) through
cxvii (Rev. 14)/cxviii (Rev. 14)

Insert Pages
i (Rev. 15)/ii (Rev. 15) through
cxix (Rev. 15)/cxx (Rev. 15) 1
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Volume 5 (Cont.)

After Tab 5.0 "Reactor Coolant System and Connected Systems," remove all of the pages
within this tab and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 1 1)/ii (Rev. 11) through i (Rev. 15)/ii (Rev. 15) through
vii (Rev. 11)/Blank vii (Rev. 15)/Blank

After Tab 5.1 "Summary Description," remove all of the pages within this tab and insert
the Revision 15 pages as follows:

Remove Pages Insert Pages
5.1-1 (Rev. 14)/5.1-2 (Rev. 14) through 5.1-1 (Rev. 15)/5.1-2 (Rev. 15) through
5.1-23 (Rev. 14)/Blank 5.1-23 (Rev. 15)/Blank

After Tab 5.3 "Reactor Vessel," remove all of the pages within this tab and insert the
Revision 15 pages as follows:

I Remove Pages I Insert Pages
5.3-1 (Rev. 14)/5.3-2 (Rev. 14) through
5.3-39 (Rev. 14)/Blank

5.3-1 (Rev. 15)/5.3-2 (Rev. 15) through
5.3-37 (Rev. 15)/5.3-38 (Rev. 15) I

After Tab 5.4 "Component and Subsystem Design," remove all of the pages within this
tab and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
5.4-1 (Rev. 11)/5.4-2 (Rev. 11) through 5.4-1 (Rev. 15)/5.4-2 (Rev. 15) through
5.4-105 (Rev. 1)/Blank 5.4-105 (Rev. 15)/Blank I
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Volume 6

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)

After Tab 7.2 "Reactor Trip," remove all of the pages within this tab and insert the
Revision 15 pages as follows:

Volume 7

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)

After Tab 9.1 "Fuel Storage and Handling," remove all of the pages within this tab and
insert the Revision 15 pages as follows:

Remove Pages Insert Pages
9.1-1 (Rev. 10)/9.1-2 (Rev. 10) through 9.1-1 (Rev. 15)/9.1-2 (Rev. 15) through
9.1-63 (Rev. 10)/Blank 9.1-63 (Rev. 15)/Blank
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Volume 8

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)

After Tab 9.5 "Other Auxiliary Systems," remove all of the pages within this tab and
insert the Revision 15 pages as follows:

Remove Pages Insert Pages
9.5-1 (Rev. 14)/9.5-2 (Rev. 14) through 9.5-1 (Rev. 15)/9.5-2 (Rev. 15) through
9.5-83 (Rev. 14)/Blank 9.5-83 (Rev. 15)/Blank

After Tab 9.5 "Other Auxiliary Systems," remove all of the pages within this tab and
insert the Revision 15 pages as follows:

Remove Pages Insert Pages
9A-1 (Rev. 9)/9A-2 (Rev. 9) through 9A-1 (Rev. 15)/9A-2 (Rev. 15) through
9A-213 (Rev. 9)/Blank 9A-213 (Rev. 15)/Blank

Volume 9

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Volume 9 (Cont.)

After Tab 14.2 "Specific Information to be Included in Standard Safety Analysis
Reports," remove all of the pages within this tab and insert the Revision 15 pages as
follows:

Remove Pages
14.2-1 (Rev. 14)/14.2-2 (Rev. 14) through
14.2-133 (Rev. 14)/14.2-134 (Rev. 14)

Insert Pages
14.2-1 (Rev. 15)/14.2-2 (Rev. 15) through
14.2-133 (Rev. 15)/14.2-134 (Rev. 15) 1

Volume 10

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)

After Tab 15.0 "Accident Analyses," remove all of the pages within this tab and insert
the Revision 15 pages as follows:

Remove Pages Insert Pages
15.0-1 (Rev. 14)/15.0-2 (Rev. 14) through 15.0-1 (Rev. 15)/15.0-2 (Rev. 15) through
15.0-39 (Rev. 14)/Blank 15.0-39 (Rev. 15)/Blank

After Tab 15.3 "Decrease in RCS Flow Rate," remove all of the pages within this tab and
insert the Revision 15 pages as follows:

Remove Pages Insert Pages
15.3-1 (Rev. 14)/15.3-2 (Rev. 14) through 15.3-1 (Rev. 15)/15.3-2 (Rev. 15) through
15.3-33 (Rev. 14)/15.3-34 (Rev. 14) 15.3-33 (Rev. 15)/15.3-34 (Rev. 15)
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Instructions for Inserting Revision 15 Change Pages AP1000 Design Control Document

Volume 11

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)

After Tab 16.1 "Technical Specifications," remove the following pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
v (Rev. 14)/vi (Rev. 14) v (Rev. 15)/vi (Rev. 15)
3.3.1-1 (Rev. 13)/3.3.1-2 (Rev. 13) through 3.3.1-1 (Rev. 15)/3.3.1-2 (Rev. 15) through
3.3.1-15 (Rev. 13)/3.3.1-16 (Rev. 13) 3.3.1-15 (Rev. 15)/3.3.1-16 (Rev. 15)
B 3.3.1-1 (Rev. 14)/B 3.3.1-2 (Rev. 14) B 3.3.1-1 (Rev. 15)/B 3.3.1-2 (Rev. 15)
through through
B 3.3.1-47 (Rev. 14)/B 3.3.1-48 (Rev. 14) B 3.3.1-47 (Rev. 15)/B 3.3.1-48 (Rev. 15)

Volume 12

After the "Tier 2 Master Table of Contents" tab, remove all of the pages within this tab
and insert the Revision 15 pages as follows:

Remove Pages Insert Pages
i (Rev. 14)/ii (Rev. 14) through i (Rev. 15)/ii (Rev. 15) through
cxvii (Rev. 14)/cxviii (Rev. 14) cxix (Rev. 15)/cxx (Rev. 15)
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