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1.0 Executive Summary |

During the power ascension in May 2005 and operation during the summer of 2005, the Quad
Cities 2 unit (QC-2) recorded pressure and strain data up to a thermal power of 2900
Megawatts thermal (MW?). In the future, it is intended that QC-2 will operate at 2957 MWi.
In order to evaluate operating stresses at this higher power level, scaling factors are necessary
to scale stress analysis results from the actual power attained to the anticipated power level.

In order to determine these scaling factors, data from the power ascension and from operation
during the summer of 2005 were used to develop scaling factors to scale stress analysis results
from 2885 MWt to 2957 MWHt. Because stress is to be scaled, the primary data used were
strain; however, dynamic pressure on the dryer was also reviewed.

The analysis and curve-fitting of the experimental data described in this document produced
the following scale factors for the increase from 2885 MWt to 2957 MWt:

e Hood and dryer components — [{
1). This increase is higher than the highest power exponent
seen for either the frequency or time domain strain range and peak results {f |
11
o Skirt - Initial work with strain gage S8 produced f{

_ 1}; however, further work with the time domain
strain range and peak strain indicates that this scaling factor may be conservative.
Strain gage S8 showed [[ 11 for the values of strain
range and peak strain examined, but the curve fit quality indicator has a very low
value. Strain gages S1 and S2, on the skirt and drain channel respectively, were
excluded because of their location, but S1 [[ 11
and S2 decreases slightly in strain range and amplitude over the power range of
interest.

29 November 2005 6 of 63
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2.0 Scope

This document summarizes the development of an extrapolation methodology and scaling
factors from that extrapolation methodology to use operating measurements at and near EPU
to predict strains/stresses at slightly higher power levels. Specifically, data [[

1] are used to predict strains at 2957 MWt, the highest anticipated
power for QC-2. The contents of this document are:

1. Description of the experimental data used
2. Statistical fitting of the experimental data
3. Development of scaling factors

3.0 Background

This section provides background information intended to help the reader understand the
events that precipitated this report.

There is a long term goal of operating QC-2 at 2957 MWt. During the power ascension in
May 2005 and regular operation in the summer of 2005, the unit recorded i)ressure and strain
data up to a power level of 2900 MWt. In order to gain confidence in the dryer durability
performance at 2957 MW, stress analyses will be carried out by scaling strain and stress
levels from lower power to the higher power of 2957 MWt. The lower power basis or starting
point for the scaling is considered to be 2885 MWt. Initial GENE estimates are that the
scaling factor should follow scaling based on velocity [[ ]}. Once
operating data were obtained on the QC-2 replacement dryer during power ascension and
extended operation at a high power level, a request was made to investigate this data to
determine if the data supported the fourth power scaling factor or if adjustments to the scaling
factor are necessary.

4.0 Purpose
The purpose of this work was to confirm previous work by GENE that found [[

‘ 1] could not be confirmed using the
supplied experimental data, to develop new scaling factors. The latest work by GENE

29 November 2005 _ 7 of 63
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regarding {[ 11 is Reference 1, Additional Justification for
Power Law Scaling of Stresses in Quad Cities Unit 2 Steam Dryer to Final EPU Level of
2957 MW1.

5.0 Experimental Operating Data from Dryer #1

This section describes the experimental operating data from Dryer #1 that was used to
develop the load extrapolation methodology and the scaling factors. GENE previously
supplied data from the Power Ascension during May 2005. Reference 2 is a report from the
Power Ascension. References 3 and 4 are the test logs from the power ascension data
acquisition and a worksheet describing the test conditions from the power ascension. Exelon
supplied data from operation during the summer of 2005. References 5 and 6 document the
transmittal of the summer 2005 data and identify the health of specific strain
transducers/strain transducer channels for both the summer operation and the power
ascension. The next two sections discuss the two formats of data that were provided.

5.1 Time Domain Data
The time domain signals provided [[

1} The
software used to acquire and process the data was LMS Test.Lab Release 5A, specifically the

Signature Testing and Throughput Validation and Processing Host Modules. The data
acquisition front end was a Scadas I11 316. Reference 2 contains further details about the

transducers and their signal conditioning.

5.2 Frequency Domain Data ,
The supplied frequency domain data was the product of online data processing (almost
simultaneous processing of the data in the frequency domain while the time domain data was
being acquired). The data processing produced autopower spectra using the following
parameters:

¢ 800 Hz effective frequency bandwidth (2048 Hz sampling rate)

¢ 0.25 Hz frequency resolution

¢ Hanning window

29 November 2005 ‘ 8 of 63
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e Linear averaging

e Linear units

¢ Peak unit scaling

¢ One average per second (resultant spectra vary between 110 and 200 averages)
¢ AC Coupling (static strain, pressure and acceleration were not measured)

5.3 Transducer Locations

For this study, the strain gages and dryer exterior pressure transducers were the primary
sensors of interest. Figures 1 and 2 are drawings supplied by GENE that show the locations
of the transducers on the dryer. Strain gage S7 (not shown in Figure 1) is on the curve where
the 90° outer hood transitions to the dryer top, above pressure transducer P1. Reference 2
contains additional information about the transducer locations and the plant power ascension
in May, 2005,

29 November 2005 90f63
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Figure 1: Dryer Sensor Locations, 90° 8ide
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Figure 2: Dryer Sensor Locations, 270° Side
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5.4 Data Included in Analysis
This section discusses the data included in the analysis and provides reasoning for exclusion
of some of the data.

Strain gage insulation resistance was monitored over time as an indication of strain gage
health. Strain gages $3 and S6 failed before the power ascension started. Strain gage S4
failed on May 21, 2005. Strain gages S5 and S7 failed on June 27, 2005 so no data from those
gages is presented after this date. Strain gages S1, §2, S8, and S9 are considered to be
functioning throughout the whole period of the power ascension and the summer data.

All of the data for Test Conditions 41_5 (June 24, 2005), 41_6 (June 27, 2005), and 41_7
(June 29, 2005) has been excluded because of high ambient temperatures at the location
containing the data acquisition computer, data acquisition front end, and strain gage bridge
completion hardware. Reference 6 contains information about the strain gage health and
when the gages are considered to be functioning.

Pressure transducer P19 was considered to be non-functional for the whole power ascension
and for the summer data so it was not included at all. Pressure transducers P4 and P6 are
considered to have failed after July 20.

Strain gages S1 and S2 are included on some of the plots but excluded from any detailed
analysis or discussion because of their location. S1 is on a curved panel of the skirt and S2 is
below the water line on a drain channel.

29 November 2005 12063
GESDO051129Extrapolation

Non-Proprietary Version



GENE-0000-0046-8129-02, Rev. 1

6.0 Fitting of Experimental Data

This section describes the statistical curve-fitting used on the experimental data Data from
other nuclear units and previous analysis of the power ascension had produced estimates [[

]1 in strain from 2885 MWt to 2957 MWt as noted in Reference 1.
In order to confirm this estimate, the data from the power ascension during May 2005 and
operation over the summer of 2005 were consolidated and reviewed. The data were analyzed
with both time domain and frequency domain approaches. The time domain approach is
closer to the manner in which the finite element (FE) stress analysis results are being
reviewed because the FE stress analysis is looking at peak stress intensity. The frequency
domain approaches are used as & check on the time domain approaches and because the curve-
fits of some of the time domain data were of lower quality than is acceptable. Because stress
is the factor that is to be extrapolated, measured strain is the primary factor to be evaluated in
determining the scaling factor. Pressure is evaluated to some extent as well, but strain will
determine the scaling factor. An assumption used throughout the curve-fitting is that the
thermal power is directly related to the average steam velocity.

6.1 Time Domain Approaches

The time domain approach to analyzing the experimental data was to observe the range of the
strain in the time domain and to observe the peak amplitude (the highest amplitude of the
absolute value of either the minimum or maximum in the time record) in the time domain and
plot the range and the peak versus power level. Figures 3 and 4 show the range and peak of
the strain gage time histories above 2480 MWt. In Figures 3 and 4, all of the curve fits, even
those with coefficients of determination or R-squared values lower than generally deemed
acceptable, were left on these plots to show the effect of this variability on the fit In
obtaining the values that populate Figures 3 and 4, the individual time records were reviewed,
and no obviously anomalous data was found that may help to explain the variability.

29 November 2005 ‘ 13 0f 63
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Figure 3: Range of Strain Amplitude during Time History
|
1i
Figure 4: Peak Amplitude of Strain during Time History
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Table 1 contains power fit exponents for the time domain strain range. As mentioned
previously, some of the coefficients of determination are lower than generally acceptable so
other methods were used to assist this method of evaluation.

Table 1: Power Fit Exponents for Time Domain Range and Peak

I

1
Both for the range of strain and peak strain, there is amplitude variability in this power range
that is discussed further in Section 6.3. For several of the strain gages, strain does not simply
increase with power. An example is Strain gage S8, which also had a very low coefficient of
determination. Another conclusion was that, when all of the power ascension data was
included, curve-fits seemed to fit either the lower power data or the higher power data well,
but not both. This conclusion led to a decision to exclude the data below approximately 2480
MWt

6.2 Frequency Domain Discussion

1. Although for this evaluation, the range and peak amplitudes of strain from the strain
time histories are the primary factor for evaluation, there is some value in reviewing
the data in the frequency domain for trends of frequency and amplitude. Previous
analysis of the power ascension data had shown strong, discrete frequency signals in
the strain, pressure and acceleration data from the dryer and strain/pressure data from
the main steam lines. Color maps of the power ascension showing amplitude versus
frequency versus test condition were reviewed, and frequency sections or bands that
encompassed the significant frequency peaks were selected. Figures 5 through 12 are
color maps of pressure and strain, where Figures 6, 8, 10 and 11 are a narrow
frequency range of the data shown in Figures 5, 7, 9 and 12, respectively. The
numbers on the y-axis refer to test conditions from the power ascension.. The spectra
in the color map are not evenly spaced with respect to thermal power. Table 2 lists the

spectra shown for the strain and pressure respectively. The color maps for strain gage
29 November 2005 150f63
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87 in Figures 5 and 6 and strain gage S8 in Figures 9 and 10 contain no repeated
power levels and so have fewer spectra than the color maps for pressure transducers
P1 and P24. The summer 2005 data was reviewed as well to verify that the same
peaks were present. The difference between hood strain and skirt strain is shown by
contrasting Figures 5 and 6 for S7 and Figures 9 and 10 for S8. The pressure on those
surfaces is still similar, though, as the color maps for P1 and P24 show.

With the intent of verifying the scaling factors discussed in Reference 1, a decision was made
to cut the data into 4 broader frequency sections in which the data behaved similarly to
determine scaling factors for those broader sections. The frequency sections are:

([

1

29 November 2005 , 16 0f 63
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Figure 5: Color Map of Strain gage S7 for Power Ascension, May 2005
il
1l
Figure 6: Color Map of Strain gage S7 for Power Ascension, May 2005
29 November 2005 17 of63
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Figure 7: Color Map of Pressure Transducer P1 for Power Ascension, May 2005

Il

1l

Figure 8: Color Map of Pressure Transducer P1 for Power Ascension, May 2005
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Figure 9: Color Map of Pressure Transducer S8 for Power Ascension, May 2005

I

1l

Figure 10: Color Map of Pressure Transducer S8 for Power Ascension, May 2005
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11
Figure 11: Color Map of Pressure Transducer P24 for Power Ascension, May 2005
il
1
Figure 12: Color Map of Pressure Transducer P24 for Power Ascension, May 2005
29 November 2005 200f63
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Table 2: Thermal Power Levels for Autopower Spectra Included in Colormaps in Figures S through 8 (y-
axis numbers — Strain Thermal Power Level for Figures 5, 6,9 and 10; Pressure Thermal Power Level for
Figures 7,8, 11, 12)

(l

1
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Figures 13 through 15 show the frequency cuts for these frequency sections and the overall
frequency section of 0 Hz to 800 Hz for several of the strain gages. In Figures 13 through 15,
all of the curve fits, even those with lower coefficients of determination or R-squared values
than generally considered acceptable, were left on these plots to show the effect of the
variability discussed in Section 6.3. Another observation to make from these figures is the
dominance of the [[ 1 ﬁequency band in determining the overall level of
the strain or the 0 Hz to 800 Hz level of the strain. These strain gages are on the outer hood
and upper portion of the dryer.

(f

1

Figure 13: Frequency Sections and Power Law Curve-fits for Strain gage S5 for Power Ascension May 2005 and
Summer 2005 Operation
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GESDO51129Extrapolation
Non-Proprietary Version



N W .
GENE-0000-0046-8129-02, Rev. 1 Lﬂ chorsasaine iaxcuaTron
il

1I

Figure 14: Frequency Sections and Power Law Curve-fits for Strain gage S7 for Power Ascension May 2005 and
Summer 2005 Operation
i

1l

Figure 15: Frequency Seétions and Power Law Curve-fits for Strain gage S9 for Power Ascension May 2005 and
Summer 2005 Operation
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Table 3: Results of [[ 11 Power Fit for Strain gages Related to the Hood and Upper
Componcents
i
Il
Table 4: Results of [| ]1 Power Fit for Pressure Transducers Related to the Hood and
Upper Components
i
1l
The results of curve-fitting the [{ ]1 band in Figures 13 through 15 are

tabulated in Table 3. Table 3 has changed since the original issuance of the report due to the
data exclusion discussed in Section 5.4 as well. The average of the pressufe power fits in
Table 4 supports the power fit [[ 1] as well. (Note: Table 4 has changed
since the original issuance (Revision 1) as sensor P6 originally had data from after it was
considered to have failed). Generally,‘it is desired that fits have a higher coefficient of
determination than 0.90; however, those fits with a lower coefficient of determination than

29 November 2005 ‘ 24 0f63
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0.90 are shown so that Strain gages S8 and S9 can be included. Microsoft Excel 2003 SP1
was used to perform the curve-fitting,

For transducers more closely associated with the skirt, the [ ]} band is not
so dominant. Figure 16 contains the autopower spectra at 2885 MWt for strain gages S5, S7,
S8 and S9.

[

1

Figure 16: Autopower Spectra for Strain gages S5, 87, S8 and S9 for 2885 MW!1 at end of Power Ascension May
2005

Strain gége S8 displays amplitude as high as the discrete peaks in the [[ 11
range in its [[ 1] range, reinforcing an observation made from color maps in
Figures 9 and 10. Table 5 shows the frequency domain distribution of strain for several strain
gages. Tables 6 and 7 show the power fit exponents forthe [[ 1] frequency
bandand the [ 1} frequency band for strain gages and pressure transducers
related to the skirt. The [[ 11 frequency range prodﬁced curve-fits of poor
quality due to data variability which can be seen in Figures 13 to 15 and in Figure 17, which
shows strain gage S8 frequency bands. In Figure 17 as in Figures 13 through 15, all of the
curve fits, even those with lower coefficients of determination or R-squared values than
considered acceptable, were left on these plots to show the effect of the variability discussed

in Section 6.3. In Figure 17, the [[ ]] band is dominant, but, in all 4 figures,
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this band is fairly flat in the 2500 MWt to 2900 MWt region. It does not show much increase
in amplitude as thermal power increases. Figure 18 compares Strain gage S8 to Pressure
Transducers P22, P24 and P25, the pressure transducers near S8.

Table 5: Strain Content by Frequency Range

il

1l
[

1l
Figure 17: Frequency Sections and Power Law Curve-fits for Strain gage S8 for Power Ascension May 2005 and

Summer 2005 Operation
Table 6: Results of [[ ]} Power Fit for Strain gages Related to the Skirt
and Lower Components
i
1
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Table 7: Results of [[ ]] Power Fit for Pressure
Transducers Related to the Skirt and Lower Components

[

1l

For the [[ ]] frequency band, similar exponents are observed as were seen
for the strain gages on the upper portions of the dryer; however, the [[ 1
band is much less of the power of the whole frequency range studied, [{

]] band. In reviewing Figure 18, the strain response of S8 is quite
different in frequency content than the nearby dynamic pressure, making any assumptions
about the trends of S8 difficult to attempt to predict by using the nearby pressure transducers.
i

1l
Figure 18: Autopower Spectra for Strain gage S8, Pressure Transducers P22, P24 and P25 and Operation during
Summer 2005
29 November 2005 » 27 of 63
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6.3 Data Variability
The data exhibits greater variability than anticipated, particularly in the [[

1. Figures 19
through 24 show the variability of these peaks in amplitude of the peak versus thermal power
and autopower measurements of strain and pressure from the summer data compared to one
measurement at the end of the power ascension. The trends of the power ascension data from
May are relatively clear, but the addition of the summer 2005 data produces a large amount of
scatter in the 2800 MWt to 2900 MW1 region, particularly for the [[

1}. Both the frequency domain and time domain results exhibit this
variability. In Figures 3 and 4, 13 through 15 and 17, all of the curve fits, even those with
coefficients of determination less than 0.70, were left on these plots to show the effect of this
variability on the fit.

This amplitude variability introduces uncertainty into conclusions as to whether the amplitude
of a specific peak is decreasing, increasing or remaining constant. From the data available, it
appears that the [[ 1] has reached its highest amplitude and is declining and that
the [ 11 is possibly still climbing or is maintaining constant amplitude.
Figures 19 and 20 demonstrate some evidence of this amplitude change versus thermal power
level. The only way to conclusively determine the state of either peak would be to have data
at still higher power levels. Both the [| 1] exhibit
constant frequency versus flow, unlike some other peaks such as the [[ I}in
Figures 5§ and 7 that increases in frequency as flow increases around the power of 2000 MW1t.
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1

Figure 19: Frequency Bands containing [[ 11 Strain Gage S7, Power
Ascension May 2005 and Operation during Summer 2005

i

1l

Figure 20: Frequency Bands containing [ 1} Pressure Transducer P1,
Power Ascension May 2005 and Operation during Summer 2005
29 November 2005 290f63
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1l
Figure 21: Autopower Spectra for Strain gage S9, Power Ascension May 2005 and Operation during Summer
2005
1l

1l
Figure 22: Autopower Spectra for Strain gage S9, Power Ascension May 2005 and Operation during Summer
2005, Narrower Frequency Range
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il
Il
Figure 23: Autopower Spectra for Pressure Transducer P1, Power Ascension May 2005 and Operation during
Summer 2005
i
11

Figure 24: Autopower Spectra for Pressure Transducer P1, Power Ascension May 2005 and Operation during
Summer 2005, Narrower Frequency Range
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7.0 Calculation of Scaling Factors

This section describes the calculation of scaling factors to be used to scale stress results at
2885 MWt to 2957 MWt. Two different scaling factors are discussed because the frequency
distribution of the dryer response differed among various components; however the frequency
distribution could be separated into 2 main categories:

1. Components such as the hood and dryer components (upper components)

2. Components such as the skirt (lower components)

7.1 Dryer Upper Components
For components such as the outer hoods, a scale factor was determined using strain gages
relevant to these components, specifically S5, S7 and S9 while S8 is included for comparison
purposes. Table 8 contains results from Figures 3 and 4 for the power fit exponents for the
time domain strain data.

Table 8: Results of Time Domain Strain Range and Strain Peak Power Exponents

I

1

The increase from 2885 MWt to 2957 MWt is a 2.5% increase in power. ([

1

7.2 Dryer Lower Components

Strain gage S8 is considered representative of the skirt. A review of Figures 3 and 4 and of
Table 8 show that, for the power range of interest, the strain range and peak amplitude are
relatively flat or increasing slightly with thermal power but also demonstrate large variability.
The frequency characteristics of the S8 signal do not match the frequency characteristics of

nearby pressure transducers well as shown in Figures 10, 12 and 18 so use of those signals to
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approximate the change of S8 with thermal power is considered inappropriate. Appendix A
contains a discussion of efforts to develop a scaling factor based on different scaling factors
for different frequency bands that LMS was asked to perform. [[

1l
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8.0 Summary and Conclusions

Time domain and frequency domain strain data and pressure data were reviewed to confirm
previous scaling factors proposed by GENE or to develop new scaling factors. The analysis
and curve-fitting of the experimental data described in the previous sections and in Appendix
B produced the following scale factors for the increase from 2885 MWt to 2957 MW1t:

¢ Hood and dryer components — [[

11. Use of these results assumes that the extrapolation of the
FE results will directly relate to the trending of the experimental structural results
versus power level.
¢ Hood and dryer components — [[

11. presented in Appendix B, Table B-8.

¢ The global average for the hood and dryer components that should be used for stress
extrapolation is [[ 1] based on the strain gage data which is greater than the

global pressure range data average.
¢ The highest power law exponent for the pressure range data (based on data taken at

power levels above 2780 MWTt) was determined to be 10.07. This value can be used to
evaluate the local load uncertainty.
¢ Skirt - Initial work with strain gage S8 produced [[

11; however, further work with the time domain
strain range and peak strain indicates that this scaling factor may be conservative.
Strain gage S8 showed [[ 1] for the values of strain
range and peak strain examined, but the curve fit quality indicator has a very low
value. Strain gages S1 and S2, on the skirt and drain channel respectively, were
excluded because of their location, but S1 has [{ 1.
and S2 decreases slightly in strain range and amplitude over the power range of
interest. Also, the frequency domain results from strain gage S8 are fairly different
from results from nearby pressure transducers, indicating that simply using the
pressure scaling for this region is not representative of the strain.
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Appendix A: Discussion of Frequency Domain Scaling

As part of the effort to develop scaling factors for stress and strain on the dryer, LMS was
asked to propose a methodology to produce a compound scaling factor based on different
scaling factors by frequency band. This appendix contains the results of that methodology

development.

As can be seen in Table A-1 and also in Figure A-1 for strain gage S8, the strain gage that is
representative of the skirt, [[

1
Table A-1: Strain Content by Frequency Range

|

1

Table A-2: Resultsof [[ 1] Power Fit for Strain gages Related to
' the Skirt and Lower Components
|
1l
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11
Figure A-1: Frequency Sections and Power Law Curve-fits for Strain gage S8 for Power Ascension May 2005
and Summer 2005 Operation
i
- 1l
Figure A-2: Range of Strain Amplitude during Time History
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i
Figure A-3: Peak Amplitude of Strain during Time History

In order to account for this exponent for much of the strain content while still having the [
11, a method of frequency-weighted
scaling was developed and implemented. The power exponent [[
1] was retained from the hood and other dryer upper components. The frequency-
weighted scaling method uses the bands discussed previously:

I

1

The frequency-weighted scaling method uses the following actions:
1. Determine power exponents for each frequency range
2. Determine frequency range specific scaling factors from 2885 MW to 2957 MW1 for
using those power exponents
3. Determine proportion of strain for each frequency range
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4. Weight scaling factor for each frequency range by proportion of strain

5. Determine compound scaling factor as a summation of the frequency-weighted scaling
factors

6. Multiply strain time history by compound scaling factor

The frequency-weighted method produced a compound scaling factor of [[ 1] from
2885 MWt to 2957 MWt. This factor was determined using the frequency range scaling
factors and the strain proportions from S8 for test conditions above 2480 MWt. The average
compound scaling factor for these test conditions was found to be [[ ]1, and the
maximum from these test conditions was calculated and found to be [ ]). Table A-3
shows the calculation for the average and maximum cases.
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Table A-3 Compound Scaling Factor Development
|

I

The frequency-weighting method was checked by a frequency-specific scaling method with
the following steps:

1. Determine power exponents for each frequency range (use same as frequency
weighting).

2. Determine frequency range specific scaling factors from 2885 MWt to 2957 MWt for
using those power exponents (use same as frequency weighting)

3. Multiply strain time history by highest scaling factor.

4. Develop a filter to apply to multiplied strain time history that will reduce other
frequency sections (other than that section that requires the highest scaling factor) to
the appropriate scaling factor for that section. '

5. Apply zero-phase filter to multiplied strain time history.

The frequency-specific scaling method was implemented using LMS Cada-X software.

Four different test conditions of strain gage S8 were evaluated in both the time and frequency
domains using the frequency-weighting method and the frequency-specific scaling method.
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The test conditions chosen were the EPU condition at the end of the power ascension in May
2005 and 3 high thermal power conditions from the summer data that were separated in time.
Table A-4 shows the results of that comparison. Both methods produce similar results, within
2% of each other for the time domain metrics of range and peak amplitude, for the four test
conditions evaluated. For the frequency domain evaluation, the frequency-weighting method
using the compound scaling factor tends to underpredict the [[ 1} band
compared to simply multiplying the amplitude in that band by that band’s scale factor;
howeyver, the stress analysis is based on a time domain evaluation, and the time domain
evaluation using the results from the frequency-weighted compound scaling factor are
equivalent to the time domain results using the frequency-specific scaling method. Figure A-
4 contains the filter shape used for the frequency-specific scaling method.

Table A4: Comparison of Frequency Weighting Method (Compound Scaling Factor) and Frequency-
Specific Scaling Method

|

1l
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fl

Figure A-4: Filter Shape for frequency-specific scaling method (Note: Amplitude is based on multiplying the
whole time record by the maximum scaling factor to begin with)
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Appendix B: Additional Pressure Plots
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'B- 1.0 Background
This appendix provides additional pressure data requested after review of the strain and

pressure data in the original report. Also, the data above [{ 1] megawatts thermal
(MW1) is evaluated in greater detail.

B- 2.0 Experimental Operating Data from Dryer #1/Quad Cities Unit #2

The experimental operating data from Dryer #1 that was used to develop the load
extrapolation methodology and the scaling factors is discussed in Section 5.0 of the main
body of the report. GENE previously supplied data from the Power Ascension during May
2005. Reference 2 of the main body of the report is a report from the Power Ascension.
References 3 and 4 are the test logs from the power ascension data acquisition and a
worksheet describing the test conditions from the power ascension. Exelon supplied data
from operation during the summer of 2005. References 5 and 6 document the transmittal of
the summer 2005 data and identify the health of specific strain transducers/strain transducer
channels for both the summer operation and the power ascension. Pressure sensor P19 was
considered non-functioning for the whole period. Pressure sensors P4 and P6 started
behaving erratically in mid-July. The next section repeats Section 5.3 for reader convenience.

B- 2.1 Transducer Locations

For this study, the strain gages and dryer exterior pressure transducers were the primary
sensors of interest. Figures B-1 and B-2 are drawings supplied by GENE that show the
locations of the transducers on the dryer. Strain gage S$7 (not shown in Figure B-11) is on the
curve where the 90° outer hood transitions to the dryer top, above pressure transducer P1.
Reference 2 contains additional information about the transducer locations and the plant
power ascension in May, 2005,
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[

1

Figure B-1: Dryer Sensor Locations, 90° Side
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I

1l

Figure B-2: Dryer Sensor Locations, 270° Side
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B- 3.0 Fitting of Experimental Data

This section describes the statistical curve-fitting used on the experimental data - in this case,
the additional pressure data requested after review of the initial data supplied. As noted in the
main body of the report, the time domain approach is similar to the manner in which the finite
element (FE) stress analysis results are being reviewed because the FE stress analysis is
looking at peak stress intensity from stress time histories. An assumption used throughout the
curve-fitting is that the thermal power is directly related to the average steam velocity.

B- 3.1 Additional Pressure Data — Complete Frequency Range

The time domain approach to analyzing the experimental data was to observe the range of the
pressure in the time domain and to observe the peak amplitude (the highest amplitude of the
absolute value of either the minimum or maximum in the time record) in the time domain and
plot the range and the peak versus power level. Figures B-3 through B-6 show the range and
peak amplitude of various pressure sensor time histories above [{ 1}. Thedata
was curve-fit both for all of the data above [[

1). The pressure sensors included are those at the comers of the outer hoods and those
near strain gages. In Figures B-3 through B-6, all of the curve fits, even those with
coefficients of determination or R-squared values lower than generally deemed acceptable,
were left on the plots to show the effect of this vaniability on the fit. In obtaining the values
that populate Figures B-3 through B-6, the individual time records were reviewed, and no
obviously anomalous data was found.
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i
1l
Figure B-3: Range of Pressure Amplitude at some Hood Locations
I
1l
Figure B-4: Peak Amplitude of Pressure at some Hood Locations
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i
11
, Figure B-5: Range of Pressure Amplitude at additional Hood Locations
i
1
Figure B-6: Peak Amplitude of Pressure at additional Hood Locations
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Tables B-1 through B-4 contain power fit exponents for the time domain pressure range.
Table B-4 is a summation of the data in Tables B-1 through B-3. The values for peak
amplitude follow the same trends. As mentioned previously, some of the coefficients of
determination are lower than generally acceptable. Also, as mentioned previously, the
pressure sensors included in these tables are those at the comers of each outer hood and those
near strain gages. Table B-2 contains an additional curve-fit for P21 using only data from
greater than [[ 1] to show how sensitive the curve-fitting becomes to inclusion

and exclusion of data.

Figures B-3 through B-6 and Tables B-1 through B-4 indicate that the use of 1
1

Table B-1: Power Fit Exponents for Time Domain Pressure Range on the 90° Hood

[

1

Table B-2: Power Fit Exponents for Time Domain Pressure Range on the 270° Hood

|

I

Table B-3: Power Fit Exponents for Time Domain Pressure Range on Other Upper Components
1

Il
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Table B-4: Power Fit Exponents for Time Domain Pressure Range on the Outer Hoods and Upper Dryer
Components

|

1l

There is amplitude variability in this power range that is discussed further in Section 6.3 of
the main body of the report.

B- 3.2 Additional Pressure Data, Filtered to [[ 1

As r\ilmtioned previously, more detailed analysis and presentation of the pressure signals than
found in the main body of the report was requested. Part of this request was a focus on the
I 1] frequency range. Figum B-7 through B-23 present the range and
peak amplitude from the time domain filtered to contain only the [[ )|
content versus thermal power level. Curve-fits of the data [[

1] are included on the plots regardless of fit quality. Tables B-5 through and B-8,
which follow the plots, contain the power exponent and coefficient of determination or R-
squared value from the curve-fits of the range. The results from the peak pressure amplitude
are equivalent to the results from the pressure range, with only the range data used for the rest
of the evaluations.
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11
Figure B-7: Pressure Sensor P-1 -] 1] Time Record versus Thermal Power Level
1
11
Figure B-8: Pressure Sensor P-2 - [| ]} Time Record versus Thermal Power Level
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Figure B-9: Pressure Sensor P-3 - [[
i

Figure B-10: Pressure Sensor P-4 — [[

29 November 2005
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1l
1] Time Record versus Thermal Power Level

Il
1] Time Record versus Thermal Power Level Note —
Sensor P-4 failed in mid-July.
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i
1l
Figure B-11: Pressure Sensor P-5 - [[ ]] Time Record versus Thermal Power Level
i
il
Figure B-12: Pressure Sensor P-6 ~ [[ 1] Time Record versus Thermat Power Level. Sensor
P-6 failed in mid-July.
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[l
1l
Figure B-13: Pressure Sensor P-7 - [| ]] Time Record versus Thermal Power Level
i
1l
Figure B-14: Pressure Sensor P-8 - [[ ]l Time Record versus Thermal Power Level
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1
1
Figure B-15: Pressure Sensor P-9 -~ [| 1] Time Record versus Thermal Power Level
Il
1
Figure B-16: Pressure Sensor P-10 - [[ ]] Time Record versus Thermal Power Level
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1l
Figure B-17: Pressure Sensor P-11 ~[[ ]1 Time Record versus Thermal Power Level
|
1l
Figure B-18: Pressure Sensor P-12 - {] ]] Time Record versus Thermal Power Level
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[
1l
Figure B-19: Pressure Sensor P-15 - [[ }] Time Record versus Thermat Power Level
|
Il
Figure B-20: Pressure Sensor P-17 - [ 1] Time Record versus Thermal Power Level
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1l
Figure B-21: Pressure Sensor P-18 - [| 1] Time Record versus Thermal Power Level
|
1l
Figure B-22: Pressure Sensor P-20 - [[ 1] Time Record versus Thermal Power Level
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1l
Figure B-23: Pressure Sensor P-21 - [ 11 Time Record versus Thennal Power Level
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Tables B-5 through B-8 below contain the power fit exponents and R-squared or coefficient
of determination values for the pressure sensor curve fits of the time domain data filtered to
contain only content between [[ 11. Tables B-5 through B-7 break the
data into each outer hood and other upper dryer pressure sensors, while Table B-8 combines
all of the outer hood and upper dryer pressure sensors. The fits are consistent for all of the
functioning pressure sensors using the entire data above [[ 11, with coefficients of
determination values of 0.95 or above. This provides justification for the use of these data as
the basis for the extrapolation exponent. The fits that use only the data [[

11 have lower coefficients of determination than those that use the data [[

]) due to the data variability at high power levels. The use of only the data [[

11 decreases the quality of the curve fit as noted by the coefficient of

determination significantly for at least half of the pressure sensors.

Table B-5: Power Fit Exponents for Range of Time History Filtered to || 1] Frequency
for Pressure Scnsors for 90° Hood

1

1l
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Table B-6: Power Fit Exponcnts for Range of Time History Filtered to {[ ]] Frequency
Scction for Pressure Sensors for 270° Hood
1
1l
Table B-7: Power Fit Exponents for Range of Time History Filtered to [[ 1] Frequency
Section for Pressure Sensors for Other Upper Components
|
1l
Table B-8: Power Fit Exponents for Range of Time History Filtered to [[ 1] Frequency
Section for all Outer Hood and Upper Dryer Pressure Scnsors
i
1l
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B- 4.0 Discussion and Conclusions

This section presents some discussion of the pressure curve-fits. As mentioned in the main
body of the report, the goal is to scale strain and stress, specifically stress intensity in the time
domain, so the primary factors to be used for scaling are time domain strain range and time
domain peak strain amplitude. These factors support the use of [[ 1l
for the hood and upper dryer components.
¢ Time domain pressure range and peak pressure amplitude also support the use of [{
1] as reasonable for the hood and upper dryer components.
For the full frequency time domain range of the pressure data on the hoods and upper
dryer components [| 11 shown in Table B-4, [{

| §
¢ For time domain data filtered to include [[

1

o There is significant variability at high thermal power levels that leads to low
coefficients of determination in the curve-fitting, reducing the confidence in the power
exponents derived from only data [[ 1. For the time domain data
I[ 11, the coefficients of determination drop by at least
0.05 and generally by moré than 0.10. In contrast, all of the data fits for thermal
power levels [[ ]] had coefficients of determination between 0.95
and 0.99 for the time domain data [[ 11 and above 0.92
for the time domain data containing the whole frequency range. This supports the use
of the full data set along with the strain gage data in the extrapolation efforts.
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