
November 15, 2006

Mr. Anthony Patko
Director, Licensing
Engineering
NAC International
3930 East Jones Bridge Road, Suite 200
Norcross, GA 30092

SUBJECT: AUTHORIZATION FOR USE OF TWO OPTIONS FOR DRAIN TUBE
CONFIGURATIONS WITH OR WITHOUT THE DRAIN ALIGNMENT RING IN
MODEL NO. NAC-LWT (TAC NO. L24041)

Dear Mr. Patko:

As requested by your application dated November 9, 2006, pursuant to Title 10 of the Code of
Federal Regulations Part 71 Certificate of Compliance (CoC) No. 9225, for Model No. NAC-
LWT package is amended as follows:

The package may be shipped using Item No. 12 (1-inch O.D. tubing) and Item No. 28
(3/8-inch Schedule 40 pipe) interchangeably with or without Item No. 13 (drain alignment
ring) as specified on NAC license drawing 315-40-02.  The following note shall apply to
sheet 1 of 2 of this drawing:

Items 12, 13, and 28 to be used as required for a specific basket loading
configuration for planned unloading methods and equipment.

The following additional conditions apply:

• A temporary procedural modification is authorized for Chapter 7, Section 7.1.4,
“Procedures for Dry Loading of DIDO, Spiral, MOATA, and MTR Fuel Elements
in Basket Modules into NAC-LWT Cask,” Step 13 to read “visually inspect the
inner cavity for foreign material or damage.  Install or verify presence of a proper
drain tube including drain alignment ring, as required.”

• All other conditions of CoC No. 9225 shall remain the same.
• This authorization shall expire on November 15, 2007.

If you have any questions regarding this authorization, please contact me or Kim Hardin of my
staff at (301) 415-8500.

Sincerely,
/RA/
Robert A. Nelson, Chief
Licensing Branch
Division of Spent Fuel Storage and Transportation
Office of Nuclear Material Safety
  and Safeguards

Docket No. 71-9225
Enclosure:  Safety Evaluation Report
cc:  R. Boyle, Department of Transportation
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SAFETY EVALUATION REPORT

Docket No. 71-9225
Model No. NAC-LWT

Certificate of Compliance No. 9225

SUMMARY

By application dated November 9, 2006, NAC International (NAC or the applicant) requested an
amendment to Certificate of Compliance (CoC) No. 9225 for the Model No. NAC-LWT
packaging.  NAC requested a one year authorization to ship the package using the alternate
drain line with or without the drain alignment ring as specified on NAC license drawing 315-40-
02.  Additionally, a temporary procedural modification to Chapter 7 of the Safety Analysis
Report was requested for clarification.  

These shipments are necessary to support ongoing cask loading operations and the
established shipment schedule under the DOE NNSA Foreign Research Reactor (FRR)
program until the next amendment request can be processed.  CoC No. 9225 has been
amended by letter based on the statements and representations in the application, and staff
agrees that the changes do not affect the ability of the package to meet the requirements of
Title 10 of the Code of Federal Regulations (10 CFR) Part 71.

EVALUATION

NAC requested a one year authorization to ship the package using Item No. 12 (1-inch O.D.
tubing) and Item No. 28 (3/8-inch Schedule 40 pipe) interchangeably with or without Item No.
13 (drain alignment ring) as specified on NAC license drawing 315-40-02.  Additionally, a
temporary procedural modification to Chapter 7 of the Safety Analysis Report was requested for
clarification.

The drain tube and the notch in the basket is an operational feature that helps with proper
alignment and orientation of the basket modules when loading into and unloading from the
NAC-LWT cask.  The drain tubes, mounting hardware, and drain alignment ring are all Quality
Category C operational components.  The drain tube does not contribute to the safe
performance of the package and has no structural significance.  This change only applies to the
dry loading of DIDO and ANSTO fuel, and, therefore, does not affect draining or drying
operations.

Loading the DIDO and ANSTO basket modules without the drain alignment ring installed will
result in the basket resting on the bottom of the NAC-LWT cask with the base plate of the
bottom basket in contact with the cask inner shell 1.5-inch radius fillet.  This interface presents
a load path between the basket assembly and the cask inner shell in the vertical configuration. 
The applicant analyzed this load path for both normal conditions of transport and hypothetical
accident conditions for the bottom end drop configurations using ANSYS quarter-symmetry
finite element model of the ANSTO basket.  The ANSTO and DIDO baskets are similar and the
tube wall thickness and the base plate thickness are identical.  The analysis was bounding for
the cases when the non-structural drain alignment ring is installed.  The results showed that the
stresses calculated were below the allowable stresses.
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Additionally, this authorization has no impact on the thermal, containment, criticality, or
shielding performance of the NAC-LWT packaging.

The applicant has shown and the staff agrees that using the alternate drain line with or without
the drain alignment ring as specified on NAC license drawing 315-40-02 and the temporary
procedural modification to Chapter 7 of the Safety Analysis Report does not affect the ability of
the NAC-LWT package to meet safety requirements of 10 CFR Part 71. 

CONDITIONS

The authorization is limited to the following condition:

The package may be shipped using Item No. 12 (1-inch O.D. tubing) and Item No. 28 (3/8-inch
Schedule 40 pipe) interchangeably with or without Item No. 13 (drain alignment ring) as
specified on NAC license drawing 315-40-02.  The following note shall apply to sheet 1 of 2 of
this drawing:

Items 12, 13, and 28 to be used as required for a specific basket loading
configuration for planned unloading methods and equipment.

The following additional conditions apply:

• A temporary procedural modification is authorized for Chapter 7, Section 7.1.4,
“Procedures for Dry Loading of DIDO, Spiral, MOATA, and MTR Fuel Elements
in Basket Modules into NAC-LWT Cask,” Step 13 to read “visually inspect the
inner cavity for foreign material or damage.  Install or verify presence of a proper
drain tube including drain alignment ring, as required.”

• All other conditions of CoC No. 9225 shall remain the same.
• This authorization shall expire on November 15, 2007.

CONCLUSION

Certificate of Compliance No. 9225 has been amended by letter for a one year authorization to
ship the package using Item No. 12 (1-inch O.D. tubing) and Item No. 28 (3/8-inch Schedule 40
pipe) interchangeably with or without Item No. 13 (drain alignment ring) as specified on NAC
license drawing 315-40-02.  Additionally, a temporary procedural modification to Chapter 7 of
the Safety Analysis Report has been authorized for clarification.  This authorization expires
November 15, 2007.  Based on the statements and representations in the application, and with
the conditions listed above, the staff agrees that this change does not affect the ability of the
package to meet the requirements of 10 CFR Part 71.

Issued on November 15, 2006.
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