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United States Nuclear Regulatory Commission 
Region One Office 
(Nuclear Materials Safety Branch 2 
Division of Nuclear Materials Safety) 
475 Allendale Road 
King of Prussia. PA 19406-1415 

SUBJECT: SPECTRA GASES, INC., AOOl I lONAL INFORMATION FAXED, DESCRBING 
CYLINDER SPECIFICATIONS, CONTROL NO. 139855 

February 13.2007 

Dear Mr. Lawyer: 

This is in response to your "request for additional information regarding cylinder specifications" 
via telephone, Monday, February 12, 2007. 

Detailed cylinder specificationslrequirements can be found in 49CFR section 178.37. All 
cylinder manufacturers must fulfill these specifications. A DOT- 3AA cylinder is a seamless steel 
cylinder with various internal capacities and a service pressure of at least 150 psig. The typical 
containers we intend to use have relatively low internal volumes. Our size 4 has an internal 
volume of 3 liters and a working pressure of 2015 psig at 70 * F. Our size 5 has an internal 
volume of 8 liters and a working pressure of 2015 psig at 70 F. Both have minimum test 
pressures of 3360 psfg at 70 ' F. Cylinders wlth thls speclflcatlon, contalnlng Kr-85 wlth other 
inert gases, have been used for decades. 

. .  

Please contact me with questions or for more information @ 908-252-9300 ext. 6241 or via 
email @ michaelb@spectragases.com. 

I _  

cc: Alvin Dietz 
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