
ATTACHMENT B

Cat 311B Specifications



Lift Capacities - 2.25 m Stick, 500 mm Shoes

LodPon Load at Load Radius Load RadiusHeight Maximum Reach Over Front Over Side

R2.25 STICK- 2.25 m 47'6") UNDERCARRIAGE - Standard BOOM - 4300 mm (14'1")

BUCKET - 775 mm, 0.46 ms (30". 0.60 ydc) SHOES - 500 mm (20") triple grouser BLADE - UP

1.5 1mm.0Oft 3.0 m/lneft 4.5 m/15.O t 4.0 &120.0 ft

8.0 m kg -2205 '2205 40M0 '1050 5.88
20.1ft lb -4850 -480 "2340 *2340 18.04
4.5 m ka "2620 '2620 "970 "970 6.8U

15.0it l b "55 "5750 ___ 2140 "2140 2.3

3.0 m kg '4140 "4140 "3180 2810 2080 le90 "980 *980 7.33
10.0it b "830 m 880 '5900 6040 4450 3610 42150 '2150 24.01
1.SIn k9 "8200 4940 3250 2500 2010 1810 "IOS0 *1030 7.40
6Uft lb "13,340 10A,20 1 0 WW600 430= 3 "310 M2310 28

Ground k9 6060 4570 3070 2440 1930 1550 '1210 1180 7.09
Una lb 12.500 10 RO00 5240 4150 222 "2660 2500 23.25

-1.5m -A -,8 4890 5 45o 00 2370 -1530 1430 S.
- l.ft b "10.470 070 12.10 3 ,50 6440 5090 " 3180 20L72
4.0 m k- a8580 "8580 "6100 4600 1 2050 2420 '2360 2230 4.89

-10.0ft &b "19,240 "19240 13,070 a• 5"70 5210 _r"6290 5010 15*5

M indicm,¢ Ibha the load is limited by hydz3alic capacity rather than tipping capacity. Lift capacity ratings am based on

SA$ standard 11097. Ratrd loads do not exceed 87% of hydraulic lifting capacity or 75% of tipping capacity.

R2.25 STICK - 2.25 m (75") UNDERCARRIAGE - Standard BOOM - 4300 mm (14'1")
BUCKET- 775 mm, 0.46 ms (30", 0.60 yd3) SHOES - 500 mm (20") triple grouser BLADE - DOWN

S1 SAD is.ft 3m.0 .tlO It 4.5 m/15 Oft 6.0 m/200o ft

U.0 m kg "2205 2205 1050 low US
20.0 ft lb *4850 *4850 02340 "2340 18.4

"m I• *2620 122 *970 "970 U8
15.0 It lb 05750 "%750 *2140 "2140 22.38
S.0 m kIg 4140 *4140 "3180 2810 -2810 1890 *980 6980 7.33
10C ft lb *8830 *800 6900 4040 MW040 2810 "*210 "2150 24.11
!-6 m kg "6200 4940 O28M0 2000 "3100 1510 "1050 *1080 7.40
S.ft lb "13,M48 1020 "85 5600 "5750 2460 "2310 "310 24.28

Grund kg *7240 4570 14520 2440 '3330 1550 "1210 1180 7.09
Line lb "15.850 1 810 "5790 5240 "7220 2320 *2560 2600 23.25

-A.Sm kg -4890 -4890 "7150 4500 *4820 2370 -1530 1430 .33
-5.01 lb 10.370 '18.310 "1540 3850 I10000s 6090 - "m9 3160 20.72
-3.0 m II '48580 "8580 m 61001 40 -930 2420 *2380 2230 4.89

-1n.0 Ot lb 119.=40 0192.40 "13.140 3830 I8340 6210 "8290 6010 15.5

* Indicates that the load Is linrred by hydraulic capcity rather than tipping capacity. Uft capacity ratings a•e bamed on
SAE standard J1097. Rated loads do not cxcced 97% of hydraulic lifing cpacity or 7.% of bpping cpacity.
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Working Ranges
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