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P ' BYPRODUCT MATERIAL LICENS!

Supplementary Sheet T 4:;2-’:;’-6

License Number.

AMERDMERT BO. 5

Union Carbide Corporation

Union Carbide Chemicals Company
Union Carbide Olefins Company
437 MacCorkle Avenue

South Charleston 3, West Virginis

Attention: H. T. Seasiong

In eccordance vlth epplication dsted April 22, 1960, Licemse Mo. 47-260-6 is smended
to read a3 follows:

To edd:
6. Byproduct material 7+ Chemical and/ox 8. Maximm smount of
- {elexent and masse physical form redioactivity which
numbér) licensee mmy possess
. _ at any one time
L. Strontium 90 L. Sesled sources L. 20 milifcuries

(Industriel
Huclecnics Corp.
Model EB-0019-3)

9, Anthorired use
L. Detection of varfations in mass flow rate of textile fibers:

To revise Conditions ﬁ-m&lS‘toread-

13. Byproduct material shell be used by, or under the direct supervisiom of.
individuals approved by the local isotope camittee, H. T. Sensicns. Chailrnan,

15. Sealed sources shall be tested for lenkage sndfer contamination in mccoiidance
with the following:

A lesk tests shall be performed by N. H. Ketchem, @s described in letter

dated September 2, 1959, or by other persons specificelly licensed by the
Comnlesion to perform such tests,

A5 | (see Page 2)
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15. <{continuved)

B Each seﬂedumrea conteining byproduct material with & half-11ife greater
‘then thirty (30) days and in any form other them gus, shall be tested for

ledkage smd/or contemination as follows:

(1) 2n eppropriate test for leakege snifor contsxinstion shell be
- - performed on the sesled source surface, ur on the actcessible

surfaces of the device in which such a pealed source is
permmnantly or semipermmnently moimted. The test ghall be

performed upon receipt of & source fram mmother person, snless
the licensee receives certification fron the person making the
(30) duys prior to trensfer and found free of sny removeble
radioactive material,

{2) ¥olloving completion of the test prescribed in B(1), each ,

. . sealed source, @xcept sources designed sz slpha emitting sources,
not to exceed six {6) months: Each sealed source vhich is
designed as an alpba emitting source shall be tested at intervals
not to exceed three {3) months,

€ The test performed pursuant to B shall be sufficiently sensitive to detect
0,05 microcurie of removable beta énd/or gamm emitting radicactive materisl
&nd 0,005 microcurie of removeble alpha emitting radioactive materisl;
Records of lésk test results shall be maintained by the licemsee, -

D If the test performed pursuant to B(1) or B(2) revesls removable radicactive
materiel, the iicenikes shall tske immediate ection to prevent ipresd of
contamingtion 4nd shall notify the Isotopes Branch, Division of Licensing
and Reguletien, U Si Atomic Energy Commissicn, Mashington 25, Ds Cs
within thirty {30} dsys after completicn of the test.

E Repair of eources shell be performed by the manufacturers of the sources
or by persons spocifically licensed by the Commismion to perform such repairs.

For the U. S. Atomic Energy Commission .

_ VJ(P (‘M Original Signed B
- /\"5 riginal Signed By
2 A James R."Mason
Date_ E8¥ 24, 1960 DUPK@!’%%"“ .Z*' I by Chief, Isotopes Branch

NYIPE :
fOR Dlv. OF ‘NSP_ Sl Division of Licensing and Regulation !




