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5.6.5

CORE OPERATING LIMITS REPORT (COLR) (continued)
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WCAP-7908-A, “FACTRAN — A FORTRAN IV Code for
Thermal Transients in a UO, Fuel Rod”;

WCAP-7907-P-A, “LOFTRAN Code Description”;

WCAP-7979-P-A, “TWINKLE — A Multidimensional Neutron
Kinetics Computer Code”;

WCAP-10965-P-A, “ANC: A Westinghouse Advanced Nodal
Computer Code”;

WCAP-11394-P-A, “Methodology for the Analysis of the Dropped
Rod Event”;

WCAP-11596-P-A, “Qualification of the PHOENIX-P/ANC
Nuclear Design System for Pressurized Water Reactor Cores”;

WCAP-12910 Rev. 1-A, “Pressurizer Safety Valve Set Pressure
Shift”; :

WCAP-14565-P-A, “VIPRE-01 Modeling and Qualification for
pressurized Water Reactor Non-LOCA Thermal-Hydraulic Safety
Analysis”;

WCAP-14882-P-A, “RETRAN-02 Modeling and Qualification for
Westinghouse Pressurized Water Reactor Non-LOCA Safety
Analyses”; and

WCAP-16009-P-A, “Realistic Large Break LOCA Evaluation
Methodology Using Autornated Statistical Treatment of
Uncertainty Method (ASTRUM)”.
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Unit 1 — Amendment No. 162 168 179
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