ENCLOSURE 1
NOTICE OF VIOLATION

Tennessee Valley Authority Docket Nos. 50-390 and 50-391
Watts Bar 1 and 2 ‘License Nos. CPPR-91 and CPPR-92

The following violations were identified during an inspection conducted on
January 21 to February 21, 1986. The Severity Levels were assigned in accordance
with the NRC Enforcement Policy (10 CFR Part 2, Appendix C).

1.

10 CFR 50, Appendix B, Criterion V, as implemented by TVA's QA Topical Report
TVA-TR-75-1A, Rev. 8, paragraphs 17.1.5 and 17.2.5, requires that activities
affecting quality shall be prescribed by procedures of a type appropriate to
the circumstances and shall be accomplished in accordance with these
procedures.

a.
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Quality Control Instruction (QCI)-1.28, Rev. 0, "Preparation and
Documentation of Seismic Support Variance," and QCI-1.13, Rev. 2,
“preparation and Documentation of Field Change Requests," require that
the construction craft notify the site cognizant engineer if there is
inadequate information available to perform work so that he may prepare
a variance or a field change request to notify the Office of Engineering
(OE) personnel that drawings need to be revised or prepared.

Contrary to the above, Office of Construction personnel failed to
accomplish work activities in accordance with QCI-1.28 or QCI-1.13 in
that no variance or field change request was prepared for the addition
of all thread rod used to mount series 8316 solenoid valves to their
supports.

Administrative Instruction (AI)-8.5, Rev. 12, "Control of Modification
Work on Transferred Systems Before Unit Licensing," requires that work
on transferred systems be performed as specified on an approved work

plan. In addition, Section 5.1.1.c(10) of AI-8.5 specifically requires
that any precautions to be taken in performing work, including unusual

conditions and results of improper actions, shall be identified in the

work plan.

Contrary to the above, activities affecting quality were not prescribed
by procedures of a type appropriate to the circumstances in that work
on series 8316-54 ASCO solenoids was performed without an adequate work
plan to establish the controls necessary for removal of valve brackets
and for proper torquing of valve bonnet screws. In addition, the WP
did not contain any precautions against disassembly or reconfiguration
of these valves due to environmental qualification considerations as
required per Administrative Instruction (AI) 8.5.
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c. Work plan (WP)-4890 was prepared to install environmentally qualified
ASCO solenoids as required by engineering change notice (ECN)-5122.
Step 4 in the work plan required that "the mounting brackets shall be
modified as needed to insure proper installation of the valves per
direction of the cognizant engineer. Cognizant engineer shall obtain
field change requests as needed for mounting bracket changes."

Contrary to the above, Office of Nuclear Power modifications personnel
failed to accomplish work activities in accordance with WP-4890 in that
the cognizant engineer was not notified that valve brackets were
removed to facilitate valve installation. As a result, the seismic and
environmental qualifications of these valves were negated.

d. Engineering Procedure EP-3.02, Rev. 2, superceded Civil Engineering
Branch (CEB) Interface instruction (CEB-DI) 121.03, Rev. 0. "Seismic
Design, Review, and Control," states that the Office of Engineering (OE)
CEB is responsible for performing vendor seismic documentation reviews
unless guidelines for assigning the responsibility to other branches
are established. These procedures outline the method CEB is to use in
conducting its review but do not address how other branches should
conduct their reviews.

Contrary to the above, activities affecting quality were not prescribed
by procedures of a type appropriate to the circumstances in that the
\__/ Electrical Engineering Branch (EEB) personnel assumed responsibility
for performing vendor seismic documentation reviews for the additional
480-Volt shutdown switchgear with no guidelines for assigning review
responsibilities and requirements and no established method for
performing this documentation review. As a result, EEB failed to
document their review and approval of the vendor seismic qualification
documentation for the additional 480-Volt shutdown switchgear.

This is a Severity Level IV violation (Supplement II).

2. 10 CFR 50, Appendix B, Criterion III, as implemented by TVA's QA Topical
Report TVA-TR-75-1A, Rev. 8, paragraph 17.1.3, requires that measures shall
be established to assure that applicable regulatory requirements and the
design bases specified in the licensee application are correctly translated
into drawings, procedures, and instructions. '

Contrary to the above, the licensee failed to establish such measures in
that a safety-related portion of the control air system was deleted from
Appendix B requirements when the Office of Engineering issued an
 Engineering Change Notice improperly downgrading a portion of this system
from safety-related to nonsafety-related classification. '

This is a Severity Level IV violation (Supplement II).
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Pursuant to 10 CFR 2.201, you are required to submit to this office within 30
days of the date of this notice, a written statement or explanation in reply,
including: (1) admission or denial of the alleged violation; (2) the reasons for
the violation if admitted; (3) the corrective steps which have been taken and the
results achieved; (4) corrective steps which will be taken to avoid further
violations; and (5) the date when full compliance will be achieved.

Date: MAR 20 1985




