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SUMMARY

Inspection on October 16-19, 1979

Areas Inspected

This special, unannounced inspection involved 24 inspector-hours on site in the
areas of pipe support base plate designs using concrete expansion anchor bolts
and licensee identified items [10 CFR 50.55(e)] 390/79-22-01 and 391/79-18-01;
defective self drilling anchor bolts.

Results

No items of noncompliance or deviations were identified.
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DETAILS

1. Persons Contacted

Licensee Employees

T. B. Northern, Project Manager
*H. C. Richardson, Construction Engineer
*S. Johnson, Assistant Construction Engineer
*J. M. Lamb, Mechanical Engineering Unit (MEU) Supervisor
*J. A. Morgan, Assistant MEU Supervisor
K. Warren, MEU Engineer
*A. W. Rogers, Site QA Supervisor

*Attended exit interview

2. Exit Interview

The inspection scope and findings were summarized on October 19, 1979, with
those persons indicated in paragraph I above.

3. Licensee Action on Previous Inspection Items

Not inspected.

4. Unresolved Items

Unresolved items were not identified during this inspection.

5. Licensee Identified Items

(Open) Item 390/79-22-01 and 391/79-18-01: Defective Phillips Self Drill
Concrete Anchors - NCR 1433R (10 CFR 50.55(e). No progress toward the
solution of this item was evident on the site during this inspection. The
licensee's representative stated that TVA-construction were awaiting the
Design Engineering Division's (DED) guidance. The licensee's calculations
indicate that about 6500 defective anchor bolt are still unaccounted for
and can be assumed to be installed in any of the safety-related systems.

6. Pipe Support Base Plate Design Using Concrete Expansion Anchor Bolts (IE
Bulletin 79-02)

Expansion anchor test data (WBNP-QCP-1.14 R3 Attachment A) from tests
conducted from October 1978 to September 1979, were reviewed. These
records included hangers for safety and nonsafety-related pipe systems of
all sizes and for all sizes of anchor bolts.

No important anchor bolt visual inspection data was being documented. The
licensee was informed that these were part of the records required by IEB
79-02 to be retained at the site for IE audit.
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The licensee's representative was also informed that nothing is being
provided by the testing or inspection purpose to assure the operability of
all the safety-related pipe systems as required by the IEB 79-02. The
licensee stated that guidance from DED was expected.

The following QA Unit Audits were reviewed:

a. Audit WB-G-79-13, "Documentation of Inspections, Tests and Other
Activities Performed on the RHR and Component Cooling Systems"

b. Audit W13-G-79-14, "Documentation of Inspections, Testing and Other
Activities Performed on the Upper Head Injection and Containment Spray
Systems"

No items of noncompliance or deviations were identified.


