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September 17, 2007

MEMORANDUM

To: All McGuire Nuclear Station Technical Specification, and Technical Specification Bases (TSB)
Manual Holders :

Subject: McGuire Technical Specifications Bases

REMOVE INSERT

Technical Specification Bases Manual:

TS Bases List of Effected Sections Rev 85 TS Bases List of Effected Sections Rev 86

Tech Spec Bases: 3.9.7 (Rev 0) (Entire Bases) Tech Spec Bases 3.9.7 (Rev 88) (Entire Bases)

Revision numbers may skip numbers due to Regulatory Compliance Filing System.

Please call me if you have questions.

ﬁ O gga,w«_,
Bonnie Beaver

Regulatory Compliance
875-4180
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Refueling Cavity Water Level
B3.9.7

. B 3.9 REFUELING OPERATIONS

B 3.9.7 Reiueling Cavity Water Level

BASES

BACKGROUND The movement of irradiated fuel assemblies or performance of CORE
ALTERATIONS, except during latching and unlatching of control rod drive
shafts, within containment requires a minimum water level of 23 ft above
the top of the reactor vessel flange. During refueling, this maintains
sufficient water level in the containment, refueling canal, fuel transfer’

. canal, refueling cavity, and spent fuel pool. Sufficient water is necessary
to retain iodine fission product activity in the water in the event of a fuel
handling accident (Refs. 1 and 2). Sufficient iodine activity would be
retained to limit offsite doses trom the accident to within 10 CFR 50.67
(ref. 3) limits, as provided by the guidance of Reference 1.

APPLICABLE During CORE ALTERATIONS and movement of irradiated fuel

SAFETY ANALYSES assemblies, the water level in the refueling canal and the refueling cavity
is an initial condition design parameter in the analysis of a fuel handling
accident in containment, as postulated by Regulatory Guide 1.183

. ' (Ref. 1). Regulatory Guide 1.183 Appendix B provides the regulatory

positions applicable to evaluating the radiological consequences of a fuel
handling accident. The methodology stipulates a minimum water level of
23 feet to apply an effective iodine decontamination factor of 200 to the
chemical forms of iodine given in Reference 1.

The fuel handling accident analysis inside containment is described in
Reference 2. With a minimum water level of 23 ft and a minimum decay
time of 72 hours prior to fuel handling, the analysis and test programs
demonstrate that the iodine release due to a postulated fuel handling
accident is adequately captured by the water and offsite doses are
maintained within allowable limits (Refs. 1 and 4). |

Refueling cavity water level satisfies Criterion 2 of 10 CFR 50.36 (Ref. 5). |

LCO A minimum refueling cavity water level of 23 ft above the reactor vessel
flange is required to ensure that the radiological consequences of a
postulated fuel handling accident inside containment are within
acceptable limits, as provided by the guidance of Reference 1. |

McGuire Units 1 and 2 B 3.9.7-1 Revision No. 88



BASES

-Refueling Cavity Water Level
B3.9.7

APPLICABILITY

LCO 3.9.7 is applicable during CORE ALTERATIONS, except during
latching and unlatching of control rod drive shafts, and is also applicable
when moving irradiated fuel assemblies within containment. The LCO
minimizes the possibility of a fuel handling accident in containment that is
beyond the assumptions of the safety analysis. If irradiated fuel

- assemblies are not present in containment, there can be no significant

radioactivity release as a result of a postulated fuel handling accident.
Requirements for fuel handling accidents in the spent fuel pool are
covered by LCO 3.7.13, "Spent Fuel Pool Water Level."

ACTIONS

AlandA.2

With a water level of < 23 ft above the top of the reactor vessel flange, all
operations involving CORE ALTERATIONS or movement of irradiated
fuel assemblies within the containment shall be suspended immediately
to ensure that a fuel handling accident cannot occur.

The suspension of CORE ALTERATIONS and fuel movement shall not
preclude completion of movement of a component to a safe position.

SURVEILLANCE
REQUIREMENTS

SR 3.9.7.1

Verification of a minimum water level of 23 ft above the top of the reactor
vessel flange ensures that the design basis for the analysis of the
postulated fuel handling accident during refueling operations is met.
Water at the required level above the top of the reactor vessel flange
limits the consequences of damaged fuel rods that are postulated to
resuit from a fuel handling accident inside containment (Ref. 2).

The Frequency of 24 hours is based on engineering judgment and is
considered adequate in view of the large volume of water and the normal
procedural controls of valve positions, which make significant unplanned
level changes unlikely.

McGuire Units 1 and 2 B3.9.7-2 Revision No. 88



Refueling Cavity Water Level
' B 3.9.7

‘ BASES

REFERENCES 1. Regulatory Guide 1.183, Rev. 0.

2. UFSAR, Section 15.7.4.
3. 10 CFR 50.67, Accident Source Term.

4. Malinowski, D. D., Bell, M. J., Duhn, E., and Locante, J., WCAP-
7828, Radiological Consequences of a Fuel Handling Accident,
December 1971.

5. = 10 CFR 50.36, Technical Specifications, (c){2)(ii).
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