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SUMMARY

Scope:

This routine announced inspection was conducted
procedure review.

in the areas of Electric Cable

Results:

A review of the Applicant's procedures was performed to verify that Nuclear
Quality Assurance Program requirements and commitments had been incorporated
into the site level procedures. The results of the review revealed that
regulatory requirements and commitments delineated in ANSI standards were not
always invoked by reference in each procedure's source notes. The inspector
did not identify any procedural deficiencies, however, which would have
resulted in non-compliance with the accepted Nuclear Quality Assurance Program
requirements.
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A technical review was also performed of work instructions used for pulling,
terminating, and splicing insulated cables rated up to 15000 volts. Based on
these reviews the inspector concluded that the work instructions had
adequately incorporated technical and quality requirements specified in design
output documents.



REPORT DETAILS

1.0 Persons Contacted

1.1 Applicant Employees:

D. Armentrant, Quality Engineering
R. Bateman, Plant Completion Group
S. Crowe, Nuclear Assurance
J. Hinman, Nuclear Engineering

*D. Malone, Nuclear Assurance
L. Spiers, Nuclear Procurement
J. Bushnell, Licensing
D. Ezell, Quality Control

**P. Pace, Compliance Licensing Supervisor
**B. Schofield, Site Licensing Manager

Other licensee employees contacted during this inspection included

engineers and administrative personnel.

1.2 NRC Personnel:

G. Walton, Senior Resident Construction
K. VanDoorn, Senior Resident Operations
J. Lara, Resident Inspector, Construction

**P. Fredrickson, TVA Construction, Branch Chief

*Attended exit interview on May 9, 1995, by telecon.

**Attended exit interview on May 11, 1995, by telecon.

2.0 Introduction

This inspection was performed to determine whether technical requirements for
safety related electric cable installation, terminations, and associated items
have been adequately translated into construction specifications, drawings,
work procedures and instructions. Reviews were also performed on selected
samples of these documents to verify that they were of sufficient detail and
clarity for adequate work performance and control. An evaluation of the
applicant's NQAP was also performed to determine whether applicable quality
assurance plans, instructions and procedures for the control and installation
of safety related electrical cable, terminations, and associated items had
been established. Additionally, the lower-tier site level procedures were
reviewed to verify compliance with (1) the Applicant's NQAP for the design and
construction phase and (2) commitments to comply with regulatory positions
presented in the appropriate issues of the Regulatory Guides. The inspector
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reviewed the documents listed in the Attachment to this report to identify the
criteria used for determining compliance with the NQAP and regulatory
commitments.

3.0 Quality Assurance Program Review (51061)

An evaluation of the Applicant's NQAP was performed to determine whether
quality assurance plans, instructions and procedures, for safety related work
activities involving insulated cables rated up to 15000 volts had been
established. Selected portions of the NQAP, and the endorsed ANSI standards,
along with the lower-tier site level implementing procedures were reviewed to
asure that the work activities were controlled and accomplished in accordance
with the QA program requirements.

3.1 NQAP TVA-NQA-PLN89-A, Revision 1, Section 4.0, Organization

Section 4.0 of the NQAP implemented the requirements of 10 CFR 50, Appendix B,
Criterion 1, Organization. Responsibilities have been assigned to the
Manager, NQA, for developing and administering the NQAP and procedures
required to ensure that TVA activities provide the required degree of safety
and reliability. He performs audits, inspections, and monitoring of the
conduct of TVA activities to ensure that they provide the required high degree
of reliability, and are performed in compliance with applicable laws,
regulations and regulatory commitments. The Manager, NQA administers his
responsibilities through his staff which includes:

0 Nuclear Quality Audit and Evaluation Manager

0 Quality Programs Manager

0 Site Quality Managers

* Inspection Services Manager

* Special Programs Manager

Based on review of NQAP TVA-NQA-PLN89-A, Section 4.0, the inspector concluded
that the Applicant had clearly established and delineated in writing the
authority and duties of persons performing QA functions.

3.2 NQAP TVA-NQA-PLN89-A, Revision 1, Section 9.1, Inspection and Line
Verification

The NQAP Section 9.1 established requirements for inspection and line
verification procedures to verify conformance with documented instructions,
procedures, and drawings for accomplishing an activity. The following source
requirement documents establish the mandatory controls which are addressed in
development of the program and procedures for QC inspections.

* 10 CFR 50, Appendix B, Criteria X, Inspection

0 ANSI N45.2-1971, Section 11
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ANSI N45.2.2-1972, Section 5.2 and 7.4

ANSI N45.2.3-173

ANSI N45.2.4-1972, Sections 2.4, 5.1, 6.1, and 7.0

ANSI N45-2.6-1976

ANSI N45.2.13-1976, Section 7 and 10

The inspector reviewed the following site level procedures to verify that
mandatory controls, required by the source documents, had been incorporated
into the procedures:

* SSP-3.01, Quality Assurance Program, Revision 0

° SSP-10.02, Material Receipt and Inspection, Revision 0

* QMP 102.5, Qualification and Certification of Nuclear Quality Control
Inspectors. Revision 7

QAI-10.04, Material Receipt Inspection, Revision 0

SSP-3.8, Trend Analysis, Revision 0

Based on the above reviews the inspector concluded that the site procedures
had adequately incorporated regulatory requirements and the Applicant's
commitments as reflected in the procedures source notes. The procedures were
also reviewed to verify that selected requirements of ANSI standards had been
incorporated in the instructions. No deficiencies were identified during this
review.

3.3 NQAP TVA-NQA-PLN89-A, Revision 1, Section 12.0 Auditing

The NQAP Section 12.0 establishes requirements for a comprehensive system of
planned and periodic audits of Nuclear Power; other TVA organizations which
support the nuclear programs; and contractor/supplier audits to determine and
assess the adequacy and effectiveness of the QA Program. The following source
requirement documents establish the mandatory controls which are addressed in
developing the program and procedures for QA Audits:

• 10 CFR 50, Appendix B. Criterion XVIII, Audits

0 ANSI N45.2-1971, Section 19

* ANSI N45.2.11-1974, Section 11

* ANSI N45.2.12-1977

* ANSI N45.2.13-1976

ANSI N45.2.23-1978
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The inspector reviewed the following site level procedures to verify that
mandatory controls required by the source documents had been incorporated into
the procedures.

* SSP-3.01, Quality Assurance Program, Revision 0

* QMP 118.1, NQA Internal Audit Schedule, Revision 5

* QMP 118.2, Integration of Supplier and TVA Internal Audit Schedule,
Revision 4

0 QMP 118.3, Auditor Certification Program, Revision 3

* QMP 118.5, Audit Preparation, Conduct, and Reporting, Revision 0

* QMP 118.4, Audit Modules, Revision 1

a QMI 401, Supplier Audit Program, Revision 4

Based on reviews of the above procedures the inspector concluded that the
upper-tier program requirements and the Applicant's commitments appeared to
have been adequately incorporated in the procedures. A deficiency involving a
conflict of the program requirements for conduct of site audits was identified
between QMP 118.2, Attachment 1, Summary of Responsibilities, and SSP 3.01,
Section 2.13. The conflict involved who has responsibility for conduct of
site audits. QMP 118.2 assigned this responsibility to the Manager, Corporate
Audit, while SSP 3.01 assigned the same responsibility to the SQM
organization. The depth and scope of the audits shown on QMP 118.1,
Attachment 4, Sheet 2, and as implemented by QMP 118.4 Attachment 1, also
appeared to be deficient. NQA annual construction audits are scheduled to be
performed only for the ASME Section III QA Program activities. The inspector
could not identify any site level procedures which implemented 10 CFR 50
Appendix B, Criterion 18 program requirements for non-ASME Section III QA
Program activities.

The inspector verified that audits of the 10 CFR 50 Appendix Program had been
performed during the construction phase by review of the triennial audit
schedules for 1990 through 1992. Additionally, the inspector reviewed the
Audit Status Log for the period 1990 through 1993 to determine scope of the
audits implemented during this period. Audit Report Nos WBA 91108, and WBA
91107, were also presented by the Applicant as objective evidence of audit
activities conducted during this period. The inspector reviewed the above
documents and identified no deficiencies.

3.4 NQAP TVA-NQA-PLN89-A, Revision 1, Section 8.1, Procurement Document
Control

The NQAP Section 8.1 established requirements to assure that applicable
regulatory requirements, design bases, and other requirements which are
necessary to assure adequate quality are suitably included or referenced in
documents for procurement of material, equipment, or services. The following
source requirement documents establish the mandatory controls which are
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addressed in developing the program and procedures for control of procurement
documents.

* 10 CFR 50 Appendix B, Criterion IV, Procdurement Document Control

* 10 CFR 50.49, Environmental Qualification of Electrical Equipment to
Important to Safety for Nuclear Power Plants

a ANSI N45.2-1971, Section 5.0

0 ANSI N45.2.9-1974, Section 4.2

0 ANSI N45.2.13-1976, Section 3.0

The inspector reviewed the following site level procedures to verify that
mandatory controls required by the source documents had been incorporated into
the procedures:

SSP-10.01, Procurement of Material and Services, Revision 2

EAI-7.05, Watts Bar 10 CFR 50.49 Program Requirements for Environmental
Qualification of Electrical Equipment

Based on the above reviews the inspector determined that Procedure EAI-7.05
source notes did not include any of the upper-tier program requirements
identified in NQAP Section 8.1. Additionally, Procedure SSP 10.01 identifies
TVA-NQA-PLN89-A, Section 9.6.3.c as the only program requirement that is
implemented by this site level procedure. NQAP TVA-NQA-PLN89-A, Appendix I,
identifies Section 8.1 of the NQAP as implementing the requirements of 10 CFR
50 Appendix B, Criterion IV. The site level procedure which implements these
requirements, however, identified 10 CFR 50 Appendix B, Criterion XIII as the
upper-tier program control. The inspector could not identify an auditable
path for rolldown of the upper-tier program requirements.

The inspector concluded that the Applicant's corrective actions for previously
identified deficiencies documented on CATDs 80109-WBN-02 and 80109-WBN-03 had
not been fully implemented for the above site level procedures reviewed.

3.5 NQAP TVA-NQA-PLN89-A, Revision 1, Section 8.2, Control of Purchased
Material, Equipment and Services

This Section of the NQAP requires that the QA Program establish measures to
assure that purchased material, equipment, and services, whether purchased
directly or through contractors, conform to the procurement documents. The
following source requirement documents specified the mandatory controls which
are addressed in developing the program and procedures for the control of
purchased material, equipment, and services.

10 CFR 50 Appendix B, Criterion VII, Control of Purchased Material,
Equipment and Services

0 10 CFR 21, Reporting of Defects and Noncompliance
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0 ANSI N45.2-1971, Section 8.0

0 ANSI N45.2.2-1972, Section 5.0

* ANSI N45.2.4-1972, Section 2.2

* ANSI N45.2.13-1976

The inspector reviewed the following site level procedures to verify that
mandatory controls required by the source documents had been incorporated into
the procedures.

SSP-10.2, Material Receipt and Inspection, Revision 0

QMI-440, Source Surveillance, Revision 7

QM1-403, Preparation, Performance, and Reporting of Supplier Surveys for
Acceptable Supplier List Placement, Revision 7

Based on the above reviews the inspector determined that neither QMI 403 nor
QM1 440 invoked the requirements of the source requirement documents
identified in NQAP TVA-NQA-PLN89-A, Section 8.2. There were no references to
any of these documents, and neither were there source notes to identify the
upper-tier program documents. Procedure SSP 10.2 source notes failed to
identify TVA-NQA-PLN89-A Section 8.2, as an upper-tier program requirement.
It also failed to identify the ANSI standards with the exception of ANSI
N45.2.2-1972 and ANSI N45.2.13-1976.

The inspector concluded that the Applicant's corrective actions for previously
identified deficiencies documented on CATDs 80109-WBN-02 and 80109-WBN-03 had
not been fully implemented for the above site level procedures reviewed.

3.6 NQAP TVA-NQA-PLN89-A, Revision 1, Section 8.3, Identification and
Control of Materials, Parts, and Components

NQAP Section 8.3 established requirements for the identification and control
of materials, parts, and components, including partially fabricated
assemblies. The source document requirements identified for Section 8.3 are
as follows:

10 CR 50, Appendix B, Criterion VIII, Identification and Control of

Materials, Parts and Components

ANSI N45.2-1971, Section 9.0

ANSI N45.2.2-1972

The Applicant identified Procedure SSP 3.01, Quality Assurance Program,
Revision 0, as the site level procedure that implemented the above
requirements. Review of the source notes of SSP 3.01 revealed that NQAP
Section 8.3 was not identified as an upper-tier program requirement, and
neither were any ANSI standards invoked. The inspector could not identify an
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auditable path from the listed upper-tier program documents to the site level
procedure.

The inspector concluded that the Applicant's corrective actions for previously
identified deficiencies documented on CATDs 80109-WBN-02 and 80109-WBN-03 had
not been fully implemented for the above site level procedures reviewed.

3.7 NQAP TVA-NQA-PLN89-A, Revision 1, Section 10.0,. Adverse Action

This section of the NQAP specifies requirements to assure that conditions
adverse to quality are promptly identified and corrected. In the case of a
significant condition adverse to quality, the requirements shall assure that
the cause of the condition is determined and corrective action taken to
preclude repitition. The following are the source requirement documents
listed for this section:

* 10 CFR 50 Appendix B, Criterion XV, Nonconforming Materials, Parts and

Components

* 10 CFR 50 Appendix B, Criterion XVI Corrective Action

* 10 CFR 50.55 Conditions of Construction Permits

* 10 CFR 21, Reporting of Defects and Noncompliance

* ANSI N45.2-1971, Sections 16 and 17

The inspector reviewed the following site level procedures to verify that
mandatory controls required by the source documents had been incorporated into
the procedures:

* SSP 3.04, Corrective Action Program, Revision 1

* SSP 3.08, Trend Analysis, Revision 0

* SSP 3.05, Stop Work, Revision I

0 QMP 116.1, Corrective Action, Revision 3

Based on the above reviews the inspector determined that Procedure SSP-3.04
did not invoke the requirements of ANSI N45.2-1971 by reference. This
procedure also failed to identify 10 CFR 50.55(e) as an upper-tier program
requirement. It did, however, impose the requirements of ANSI 18.7-1976, 10
CFR 50.73 and 10 CFR 50.71 which are more applicable for a unit with an
Operating License. Site level procedures SSP 3.08, SSP 3.05 and QMP 116.1,
were determined to have similar deficiencies.

The inspector concluded that the Applicant's corrective actions for previously
identified deficiencies documented on CATDs 80109-WBN-02 and 80109-WBN-03 had
not been fully implemented for the above site level procedures reviewed.
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3.8 NQAP TVA-NQA-PLN89-A, Revision 1, Section 6.2, Document Control

This section of the NQAP specifies requirements to control the issuance of
documents, including changes thereto, which prescribe all activities affecting
quality. The following are the source requirement documents listed for this
section:

10 CFR 50 Appendix B, Criterion VI, Document Control

* ANSI N45.2-1971, Section 7.0

* ANSI N45.2.13-1976

* ANSI N45.2.4-1972

ANSI N45.2.9-1974

The inspector reviewed the following site level procedures to verify that
mandatory controls required by the source documents had been incorporated into
the procedures.

* SSP 2.3 Administration of Site Procedures, Revision 0

SSP 2.07, Document Control, Revision 2

SSP 2.08, Controlling Drawings, Revision I

Review of the above site level implementing procedures revealed that
regulatory requirements and the Applicant's commitments delineated in the ANSI
standards had been incorporated.

3.9 NQAP TVA-NQA-PLN89-A, Revision 1, Section 6.1 Procedures and
Instructions

The NQAP establishes requirements that quality related activities shall be
prescribed by documented procedures and instructions, appropriate to the
circumstances. All activities are required to be performed in accordance with
these procedures and instructions. The following are the source requirement
documents listed for this section:

* 10 CFR 50 Appendix B, Criterion V, Instructions, Procedures, and

Drawings

0 ANSI N45.2-1971, Section 6.0

0 ANSI N45.2.2-1972, Sections 2.1 and 2.2

* ANSI N45.2.4-1972, Sections 2.1 and 2.2

0 ANSI N45.2.9-1974

* ANSI N45.2.11-1974, Sections 2.2 and 7.0
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* ANSI N45.2.13-1976, Section 2.0

The inspector reviewed the following site level procedures to verify that
mandatory controls required-by the source documents had been incorporated into
the procedures.

SSP-3.01, Quality Assurance Program, Revision 0

SSP-2.3, Administration of Site Procedures, Revision 0

SSP-2.4, Source Requirements Identification and Tracking, Revision I

SSP 2.4 was reviewed and determined to have established requirements for the
Site Organization to develop and maintain a "Document Requirement Matrix."
This matrix systematically identified upper-tier documents and requirements
and cross referenced these with the site level implementation procedures. The
matrix also is required to contain cross reference to any other documents,
procedures, or instructions listed in the "Reference Section" of site
procedures. Based on the Inspector's review of the above procedures it
appeared that the Applicant had not fully implemented the "Document
Requirement Matrix." Upper-tier program documents and endorsed ANSI standards
were generally missing from the source notes of most of the procedures
reviewed, including those listed above. A clearly identified and auditable
path from the upper-tier and ANSI program requirements to the site level
procedures was not found in most instances.

The inspector concluded that the Applicant's corrective actions for previously
identified deficiencies documented on CATDs 80109-WBN-02 and 80109-WBN-03 had
not been fully implemented for the above site level procedures reviewed.

3.10 NQAP TVA-NQA-PLN89-A, Revision 1, Section 7.0, Design Control

The NQAP requires that measures shall be established and documented to ensure
that applicable specified design requirements; regulatory requirements; and
codes and standards are correctly translated into specifications, drawings,
procedures, or instructions. The following are the source requirement
documents listed for this section:

• 10 CFR 50 Appendix B, Criterion III, Design Control

• 10 CFR 50.49, Environmental Qualification of Electrical Equipment
Important to Safety for Nuclear Power Plants

• ANSI N45.2-1971, Section 4

• ANSI N45-2.11-1974

The following procedures were reviewed by the inspector to verify that
mandatory controls required by the source documents had been incorporated into
the procedures.

* NEP-3.2, Design Input, Revision I
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NEP-5.1, Design Output, Revision 2

EAI-3.05, Design Change Notices, Revision 0

Based on the above reviews the inspector determined that the references or
source notes of the listed procedures failed to invoke the requirements of the
ANSI standards by reference. Review of the procedures, however, did not
identify any deficiencies which would have resulted in noncompliance with the
design control program. The Applicant has again failed to demonstrated that
the Document Requirement Matrix has been implemented at the site level
procedures.

3.11 Conclusion

Corrective Action Tracking Documents (CATDs) 80109-WBN-02 and 80109-WBN-03
both addressed a previously identified concern regarding the Applicant's
conformance with industry codes and standards during the construction phase of
the plant. The developed corrective action plans for the CATDs consisted of
various activities which would result in ANSI requirements identified in a
Document Cross Reference matrix being source noted or referenced in the site
level implementing procedures. Based on the results of the inspector's review
of selected site procedures used by the Applicant for slow controlled restart
of construction activities, the above corrective actions appeared to have not
been fully implemented at that time. The inspector did not identify, however,
any deficiencies that would have resulted in non-compliance with the accepted
QA Program. The status of the Applicant's corrective action for these items
are (1) Action Item 1.a is considered complete and (2) Action Items 1.b, 1.c,
and 1.d are presently ongoing. The CATDs were considered about 80 percent
complete.

4.0 Technical Review (51061)

The inspector performed a technical review of design output documents and
working instructions to determine whether procedures covering work and
inspection activities were appropriate for the activity and were technically
adequate. The following documents were reviewed in order to identify the
criteria used for determining compliance with technical and regulatory
requirements:

(1) Drawing No. 47A 100-2-0, Engineering Requirements for Receiving,
Storage, and Handling of Electrical Cables, Revision 1

(2) General Engineering Specification, G-38, Installation,
Modification, and Maintenance of Insulated Cables Rated up to
15000 Volts, Revision 11

(3) ANSI N45.2.2-1972, Packing, Shipping, Receiving, Storage, and
Handling of Items for Nuclear Power Plants

(4) ANSI N45.2.3-1973, Housekeeping During Construction Phase of
Nuclear Power Plants.
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General Engineering Specification, G-38, specified technical and quality
requirements for electrical cable rated up to 15000 volts. It mandated that
all work be done in accordance with specified requirements or as indicated on
engineering design drawings, conduit and cable schedule, electronic data, the
Standard Drawings, Design Guides, Design Standards and applicable design
criteria. It also invoked the requirements of ANSI N45.2.2-1972 for storage
level requirement and ANSI N45.2.3 for housekeeping during the construction
phase. Design output drawing Number 47AI00-2-0 defined the minimum
requirements related to receiving and handling of safety related cables. This
document established requirements for all safety related (Class 1.E) cables
received, stored, and handled during construction of WBNP Unit 1. It
specified requirements that it shall be used in conjunction with ANSI N45-2.2-
1972. Additionally, applicable industry standards referenced included ANSI
N45.2.3-1973. The following work instructions were reviewed to verify
compliance with technical and quality requirements specified in the above
design engineering output documents.

* MAI-3.2, Cable Pulling for Insulated Cables Rated Up To 15000 Volts,
Revision I

0 MAI-3.3, Cable Terminating and Splicing, Revision I

* MAI-3.7, Cable Pull Force Monitoring Breakline Fabrication,
Verification, and Control, Revision 1

* EAI-5.01, Construction Testing, Revision 0

Based on the above reviews, the inspector determined that G-38, Section
3.2.1.7.A was adequately implemented by MAI-3.2 for monitoring and recording
pull tensions during initial cable installation. Additionally, MAI-3.2
appeared to implement the requirements of G-38 adequately for installing,
pulling back, working and inspecting cable rated up to 15000 volts. Procedure
MAI 3.3 was determined to implement the requirements of G-38 adequately for
termination, determinating, splicing, repairing, sparing, and marking of
cable. Based on the above reviews the inspector concluded that the working
instructions had adequately incorporated technical and quality requirements
specified in the design output documents.

5.0 Exit Interview

Due to unexpected schedule problems, the exit interview for this inspection
was conducted by telephone on May 11, 1995. TVA was informed that numerous
examples of source note deficiencies were found, but no example were found
where regulatory requirements were left out of implementing procedures.

6. List of Acronyms

ANSI American National Standard Institute
EAI Engineering Administrative Instruction
MAI Modification and Additional Instruction
NQA Nuclear Quality Assurance
NQAP Nuclear Quality Assurance Plan
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QAI Quality Administrative Instruction
QMI Quality Methods Instruction
QMP Quality Methods Procedure
SSP Site Standard Practice
NEP Nuclear Engineering Procedure
SQM Site Quality Manager



ATTACHMENT

(1) Appendix B to 10 CFR Part 50 - Quality Assurance Criteria for Nuclear
Power Plants and Fuel-Reprocessing Plants.

(2) Regulatory Guide 1.28, Quality Assurance Program Requirements (Design
and Construction), Revision 3.

Endorses ANSI N45.2-1971, Quality Assurance Program Requirements for
Nuclear Power Plants.

(3) Regulatory Guide 1.30, Quality Assurance Requirements for the
Installation, Inspection, and Testing of Instrumentation and Equipment,
Revision 0.

Endorses ANSI N45.2.4-1972, Installation Inspection and Testing
Requirements for Instrumentation and Electric Equipment During the
Construction of Nuclear Power Generating Stations.

(4) Regulatory Guide 1.38, Quality Assurance Requirements for Packaging,
Shipping, Receiving, Storage, and Handling of Items for Water-Cooled
Nuclear Power Plants, Revision 2.

Endorses ANSI N45.2.2-1972, Packaging, Shipping, Receiving, Storage and
Handling of Items for Nuclear Power Plants.

(5) Regulatory Guides 1.39, Housekeeping Requirements for Water-Cooled
Nuclear Power Plant, Revision 2.

Endorses ANSI N45.2.3-1973, Housekeeping During the Construction Phase
of Nuclear Power Plants.

(6) Regulatory Guide 1.58, Qualification of Nuclear Power Plant Inspection,
Examination, and Testing Personnel, Revision 1.

Endorses ANSI N45.2.6-1978, Qualification of Inspection, Examination,
and Testing Personnel for Nuclear Power Plants.

(7) Regulatory Guide 1.64, Quality Assurance Requirements for the Design of
Nuclear Power Plants, Revision 2.

Endorses ANSI N45.2.11-1974, Quality Assurance Requirements for the
Design of Nuclear Power Plants.

(8) Regulatory Guide 1.88, Collection, Storage, and Maintenance of Nuclear
Power Plant Quality Assurance Records, Revision 2.

Endorses ANSI N45.2.9-1974, Requirements for Collection, Storage, and
Maintenance of Quality Assurance Records for Nuclear Power Plants.



2

(9) Regulatory Guide 1.123, Quality Assurance Requirements for Control of
Procurement Items and Services for Nuclear Power Plants, Revision 1.

Endorses ANSI N45.2.13-1976, Quality Assurance Requirements for Control
of Procurement of Items and Services for Nuclear Power Plants.

(10) Regulatory Guides 1.144, Auditing of Quality Assurance Programs for
Nuclear Power Plants, Revision 1.

Endorses ANSI N45.2.12-1977, Requirements for Auditing of Quality
Assurance Programs for Nuclear Power Plants.

(11) Regulatory Guide 1.146, Qualification of Quality Assurance Program Audit
Personnel for Nuclear Power Plants, Revision 0.

Endorses ANSI N45.2.23-1978, Qualification of Quality Assurance Program
Audit Personnel for Nuclear Power Plants.


