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NEDO 33201 Revision 2 Section 13 Change List 

 

 

Item Location Description of Change 

1.  S13.1 Updated introduction section to include containment releases and reason for 
excluding spray 

2.  S13.2 1st para. Revised to incorporate change in methodology 

3.  S13.2 2nd para. Revised to incorporate additional structures considered 

4.  S13.2 4th, 5th, 6th para. Added to incorporate change in methodology.   

5.  S13.2 7th para. Revised to incorporate additional equipment included in the analysis 

6.  

S13.2 9th para. Revised to make the assumptions consistent with the analysis.  RAI 19.1-108 
deleted assumption that floods caused by breaks in several support systems are 
not included.  These systems have been considered in Revision 2.  RAI 19.1-
137 Deleted assumption 32 which excluded interaction of fire protection 
system with RCCW system in shutdown flooding PRA. 

7.  

S13.2 10th, 11th para. Revised to incorporate change in methodology.  RAI 19.1-136 discusses 
exception to all equipment in flood zone being failed.  This is the containment 
where the equipment remaining is typically 60 feet above the bottom of 
containment. 

8.  
S13.3 Revised to incorporate change in methodology, additional systems considered 

in at power and shutdown flooding.  RAI 19.1-104 Section 13.3 includes list of 
flooding sources for at-power and shutdown. 

9.  S13.4 Revised to incorporate change in methodology 

10.  S13.4.1 Revised to incorporate change in methodology 

11.  S13.4.2 Revised to incorporate change in methodology 

12.  S13.5 1st para. Changed “outage” to “shutdown” throughout document 

13.  

S13.5 2nd, 3rd, 4th, 5th 
para. 

Revised to incorporate change in methodology.  RAI 19.1-111 discusses a 
recovery factor of 0.01 applied to circulating water failures in the turbine 
building to account for automatic closure of isolation valves and automatic 
circulating water pump trip. 

14.  S13.5.1 Revised to incorporate change in methodology 

15.  S13.5.2 Revised to incorporate change in methodology 

16.  S13.5.3 Deleted text as it is no longer pertinent with change in methodology 

17.  S13.5.4 Deleted text as it is no longer pertinent with change in methodology 

18.  S13.5.5 Deleted text as it is no longer pertinent with change in methodology 
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19.  S13.5.6 Deleted text as it is no longer pertinent with change in methodology 

20.  S13.5.7 Deleted text as it is no longer pertinent with change in methodology 

21.  S13.6 Updated results section with new results and several sensitivity analyses. 

22.  S13.7 Updated insights based on revised results.  RAI 19.1-112 provided insights 
available at this time. 

23.  S13.8 Updated conclusions section including comparison of results to NRC goals for 
PRA.   

24.  
S13.9 Revised references section to incorporate change in references.  RAI 19.1-102 

NEDE-33386 provides plant layout drawings, list of equipment credited in the 
PRA and specifies whether or not equipment is safety related 

25.  

 

Tables (all) 

All Tables updated based on extensive revision to model.  RAI 19.1-103 Table 
13-1 lists flooding sources which were screened and basis for screening.  RAI 
19.1-104 Table 13-2 provides list of frequencies used and reference.   RAI 
19.1-103 Table 13-10 provides screening for the flooding zones. 

26.  

 

Figures (all) 

 

All Figures were deleted as they are no longer applicable for the revised 
methodology. 

 


