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RMS Depth Sizing Error from the Inside Diameter

• Supplements 2, 3, and 10 stipulate that the 
maximum depth sizing error is 0.125” RMS.

• Using the current representative mockups, 
procedures, equipment and personnel have 
been unsuccessful in meeting the 0.125” RMS 
requirement.

• Qualification is hindered by surface roughness 
and ID geometry.
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• The current approach of “one qualification 
for all ID surface conditions” is 
unattainable with the current 
representative mockups.  

• The qualifications may need limitations on 
surface roughness to be successful.

• Under the right conditions, the ASME 
Code-required ID depth sizing error should 
be achievable. 
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Recommendations:

• PDI identify the right conditions for 
meeting the 0.125 RMS maximum 
criterion, and

• PDI assemble configurations containing 
the right conditions to support a limited ID 
depth sizing performance demonstration. 
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Cast Stainless Steel (CSST)
• Currently, UT examinations are performed with 

procedures, equipment, and personnel qualified 
to the prescriptive criteria in Appendix III.

• ASME Code has not been successful at applying 
the prescriptive criteria to performance-based 
qualifications, 

• Consequently, the results of examinations 
performed with procedures, equipment, and 
personnel qualified to Appendix III are less 
reliable than results from using performance-
based qualifications. 
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• In 2007, NRC issued NUREG/CR-6933, 
“Assessment of Crack Detection in Heavy-
Walled Cast Stainless Steel Piping Welds Using 
Advanced Low-Frequency Ultrasonic Methods,” 
which concluded that:

• The detection of flaws in the inner 1/3 volume of 
CSST pipe was not very successful, while

• The detection of flaws in the outer 2/3 volume of 
CSST pipe was quite successful.

• NUREG/CR-6933 findings prompted ASME 
Code to restart work on performance-based 
criteria for Appendix VIII, Supplement 9. 
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Conclusions:

• Consider the feasibility of using UT examinations 
on the outer 2/3 volume and apply Section XI, 
IWB-3600 calculations to determine flaw 
acceptance for the inner 1/3 volume.

• Consider developing a performance 
demonstration for the qualification of CSST pipe 
that support examinations of the outer 2/3 
volume. 
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Weld Inlays, Onlays, and Overlays
• Appendix VIII, Supplement 11 provides 

qualifications for structural weld overlays.  ASME 
Section IX is developing Code cases for inlays, 
onlays, and extending the qualifications for weld 
overlays.

• The integrity of the repairs is dependent on 
volumetric examinations.  Performance-based 
UT qualifications are needed to support ASME 
Code activities. 
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• These repairs may have wall thicknesses 
thinner than the acceptable RMS error.  A 
realistic RMS sizing error criteria is 
needed to support these activities.

Conclusion:
• The industry should consider developing 

the necessary performance demonstration 
criteria to support these ASME Code case 
activities. 
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High Density Polyethylene Pipe (HDPE)
• The industry is considering HDPE pipe for Class 

2 and Class 3 applications.
• HDPE pipe normally fails at the joints from 

internal flaws.  Volumetric examinations are 
being developed to detect many of these internal 
flaws.

Conclusion:
• UT performance demonstrations are needed to 

qualify procedures, equipment, and personnel 
for examinations of HDPE pipe joints. 
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Summary

UT Performance demonstrations are needed to 
qualify procedures, equipment, and personnel 
for:

• 0.125” RMS depth sizing error ID examinations.

• CSST examination of the outer 2/3 wall volume.

• Weld inlay, onlay, and overlay examinations.

• HDPE pipe examinations. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


