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WBED-50-390/81-14
WBRD-50-391/81-13

Mr. James P. O'Reilly, Director
Office of Inspection and Enforcesmnt
U.S. Nuclear Regnlatory Commission
Region II - Suite 3100

101 Marietta Street

Atlanta, Georgia 30303

Dear Mr. O'Reflly: '

WWMMMB!MZ-MWW
ANCHORS ;.- WBRD-50-390/81-18, WBAD-50-391/81-13 - THIRD INTERIM REPORT

mmwmm.mzmyucammmny
reported to IDC-0IY Inspector B. Dance on June 8, 1981 in sccordance

wit:. 10 CPE 50.5:(«) as NCR 3311R. NCR 3311R concerns ismprcperly installed
support anchor® ‘ar the Watts Bar wmit 2 resctor duilding. This is the ,
same type of deiiciency and correctives sction program i+ NCR 27T89R, whirh
was initially reported to MRC-OTE Inspector M. 1homs on Jsnuary 7, 1981,

“ NCB 2763R wan writ*en for units 1 and 2, and interis -sports were: subri-t =
on Fibruery 6 -4 .fune 23, 1981, smmmmmmmu
.nhm, VA will mmmm'summﬂm ‘

‘ro-utuumort.umumuy, m-mtaumaanuumwu ‘
the third inlerim report an WBRD-50-390/81-18 and WBAD-50-391/81-13. We
expect to ma.mxm mrmun on tb subject condition by

lmstﬂ, 19081,
Ifywmmmwm.mmmmuwn.n.wa
'mtmlymm,
'm'vmmmmr’
L n.mhtm T
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' Znclosure ;

cc: M. Victor Stello, Director (tnclonm)
Office of Imntm ad Enforcsment
U.S. Fuclesr bmhmy Commissics -

Washington, - 205558
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WATTS BAR NUCLEAR PLANT UNITS 1 AND 2
IMPROPERLY INSTALLED SUPPORT ANCHORS
WBRD-50-390/81-18, WBRD-50-391/81-13
10 CPR 50.55(e)
THIRD INTERIM REPORT

Description cf Defiziency

cmttmtsmmtalledmmitZrmmmmmnthw

following deficiencies with respect tsc support mstallatiaz eriteria.

and expansion shell anchor installation criteria: .

1. mmmmmnmmummmw
Unit approval.

2. Base plates have oversize bolt holes beyond the allowabl.e
tolerance.

3. Anchors were installed with ground-off shells.

g, soluunms:maurnmmwuamm
allowaple.

Corrective Action

An inspection program similar to the progras initiated in response to IE
Bull:tin 79-02 and used for resolution of NCR 2789R will be implewented for
LR J311R. A rand s sample of 30 base plates each of cable tray supports,
conduit supports, and duct supports will be inspected. A sample will be
taken in esch of the following buildings: reactor buiiding, comtrol
building, auxiliary building, and diesel generator building. A sample will
mmmmmmmmmhmmmuapuuquumm
for a minimum of 100 anchors. -
Iranum-ortwmnwmumtmwuzmmammm
building, then all anchors whicl: are accessible will be inspected.



