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VIA HAND DELIVERY
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101 Executive Center Drive
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RE: Least-Cost Planning Procedures for Electric Utilities

Docket No..-87--2-2"3=_ £,_ C)Q(,.o- { O -_- (_

Dear Mr. Terreni:

In accordance with S.C. Code Ann. §58-37-40 (1976, as amended) and Order No.
98-502 enclosed you will find ten (10) copies of the 2007 Integrated Resource Plan of
South Carolina Electric & Gas Company ("SCE&G"). This filing also serves to satisfy
the annual reporting requirements of the Utility Facility Siting and Environmental
Protection Act, S.C. Code §58-33-430. Please acknowledge your receipt of this
document by file-stamping the extra copy that is enclosed and returning it to us via our
courier.

By copy of this letter we are also serving the South Carolina Office of Regulatory
Staff with a copy of SCE&G's 2007 Integrated Resource Plan and attach a certificate of
service to that effect.

If you should have any questions or need additional information, please do not
hesitate to contact me.

Very truly yours,

KCB/kms
Enclosures

CC: Shannon Bowyer Hudson, Esquire
Dan F. Arnett
John W. Flitter
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Least-Cost Planning Procedures for Electric Utilities )
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) OF SERVICE
.)

This is the certify that I have caused to be served this day one (1) copy of the

2007 Integrated Resource Plan of South Carolina Electric & Gas Company via hand

delivery to the person named below at the addresses set forth:

Shannon Bowyer Hudson, Esquire

Office of Regulatory Staff
1441 Main Street, Suite 300

Columbia, South Carolina 29201

( •

Dan F. Arnett

Office of Regulatory Staff
1441 Main Street, Suite 300

Columbia, South Carolina 29201

)

John W. Flitter

Office of Regulatory Staff
1441 Main Street, Suite 300

Columbia, South Carolina 29201
l"

K'_en M. Scruggs U /

Columbia, South Carolina
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This _ day of April 2007
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Introduction

This document presents South Carolina Electric & Gas Company's (SCE&G) Integrated

Resource Plan (IRP) for meeting the energy needs of its customers over the next fifteen years,

2007 through 2021. The Company's objective is to provide reliable and economically priced

energy to its customers.

The Load Forecast

Total territorial energy sales on the SCE&G system are expected to grow at an average

rate of 2.0% per year over the next 15 years. The summer peak demand and winter peak demand

will increase at 2.0% per year over this forecast horizon. The table below contains the projected

loads.

Summer Winter Energy
Peak Peak Sales

(MW) (MW) (GWH)

2007 4,823 4,322 23,741
2008 4,919 4,405 24,277
2009 5,012 4,483 24,790
2010 5,060 4,523 24,994
2011 5,167 4,619 25,482
2012 5,269 4,712 25,956
2013 5,375 4,810 26,457
2014 5,493 5,918 27,006
2015 5,615 5,032 27,588
2016 5,732 5,144 28,157
2017 5,854 5,257 28,734
2018 5,976 5,373 29,323
2019 6,098 5,491 29,927
2020 6,228 5,615 30,559
2021 6,355 5,738 31,187

The energy sales forecast for SCE&G is made for over 30 individual categories. The

categories are subgroups of our seven classes of customers. The three primary customer classes,

residential, commercial, and industrial, comprise about 91% of our sales. The following bar

chart shows the relative contribution to territorial sales of each class in 2006. The "other"

classes are street lighting, other public authorities, municipalities and cooperatives. A detailed

description of the short-range forecasting process and statistical models is contained in Appendix



A of this report. Short-range is defined as the next two years. Appendix B contains similar

information for the long-range methodology. Sales projections to each group are based on

statistical and econometric models derived from historical relationships.
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The forecast of summer peak demand is developed using a load factor methodology.

Load factors for each class of customer are associated with the corresponding forecasted energy

to project a contribution to summer peak. The winter peak demand is projected through its

correlation with annual energy sales and winter degree-day departures from normal. By industry

convention, the winter period is assumed to follow the summer period.

Demand-Side Management at SCE&G

The Demand-Side Management Programs at SCE&G can be divided into three major categories:

Customer Information Programs, Energy Conservation Programs and Load Management

Programs.

CUSTOMER INFORMATION PROGRAMS

SCE&G's customer information programs fall under two headings: the annual energy campaigns

and the web-based information initiative. Following is a brief description of each.

1. The 2006 Energy Campaigns: In 2006 SCE&G continued to proactively educate its

customers and create awareness of issues related to energy and conservation management.

• Weatherline - energy saving tips promoted on the Weatherline.

• Bill Inserts - bill insert issued to targeted customers promoting the Low-Income

Home Energy Assistance Program (LIHEAP).
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• Brochures/Printed Materials - energy saving tips available on various printed

materials in business offices.

• News Releases - distributed to print and broadcast media throughout SCE&G's

service territory.

• Featured News Guests - SCE&G energy experts conducted several interviews with

the media regarding energy conservation and useful tips.

• Web site - energy saving tips and other conservation information placed on the

company's Web site. The address for the Web site was promoted in most of the

communication channels mentioned above.

• Weatherization Project - SCE&G partners targeted low-income homes in Beaufort

and Sumter for weatherization. SCE&G employees volunteer their time to assist the

effort.

• Speakers Bureau - Representatives from SCE&G talked to local organizations about

energy conservation. Also used were company-produced videos that highlight energy

conservation.

• Energy Awareness Month - company used the month as an opportunity to send

information to the media discussing energy costs and savings tips.

2. WEB-Based Information and Services Programs: SCE&G has available a Web-based tool

which allows customers to access current and historical consumption data and compare their

energy usage month-to-month and year-to-year, noting trends, temperature impact and spikes

in their consumption. Feedback on this tool has been positive and over 166,000 customers

have registered to access this tool as well as other account related information. The SCE&G

Web site supports all communication efforts to promote energy savings tips. The "Manage

Energy Use" section of the SCE&G Web site, which features an interactive bill estimator

tool, video instruction on weatherization and other useful content, is currently averaging

almost 12,000 visits per year. For business customers, online information includes: power

quality technical assistance, conversion assistance, new construction information, expert

energy assistance and more.



ENERGY CONSERVATION PROGRAMS

There are three energy conservation programs: the Value Visit Program, the Conservation Rate

and our use of seasonal rate structures. A description of each follows:

1. Value Visit Program: The Value Visit Program is designed to assist residential electric

customers that are considering an investment in upgrading their home's energy efficiency.

We visit the customer's home and guide them in their purchase of energy related

equipment and materials such as heating and cooling systems, duct insulation, attic

insulation, storm windows, etc. Our representative explains the benefits of upgrading

different areas of the home and what affect upgrading these areas will have on energy

bills and comfort levels as well as informing the customer on the many rebates we offer

for upgrading certain areas of the home (see attached rebate schedule). We also offer

financing for qualified customers which makes upgrading to a higher energy efficiency

level even easier. The Value Visit Program is often used in conjunction with our Rate 6

Program to achieve the maximum benefit for customers wanting to reduce their energy

usage, make their homes more comfortable and to increase their home's overall value.

There is a $25 charge for the program, but this charge is reimbursed if the customer

implements any suggested upgrade within 90 days of the visit. Information on this

program is available on our website and by brochure.

0 to R30 attic insulation - $6.00 per 100 sq. ft.
R11 to R30 attic insulation - $3.00 per 100 sq. ft.
Storm windows - $30.00 per house
Duct insulation - $60.00 per house
Wall Insulation - $80.00 per house

2. Rate 6 Energy Saver / Energy Conservation Program: The Rate 6 Energy Saver / Energy

Conservation Program rewards homeowners and home builders who upgrade their

existing homes or build their new homes to a high level of energy efficiency with a

reduced electric rate. This reduced rate, combined with a significant reduction in energy

usage, provide for considerable savings for our customers. Participation in the program

is very easy as the requirements are prescriptive and do not require a large monetary

investment which is beneficial to all of our customers and trade allies. Homes built to

this standard also have improved comfort levels and increased re-sale value over homes
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built to the minimum building code standards which are also a significant benefit to our

customers. Information on this program is available on our website and by brochure.

Seasonal Rates: Many of our rates are designed with components that vary by season.

Energy provided in the peak usage season is charged a premium to encourage

conservation and efficient use.

LOAD MANAGEMENT PROGRAMS

SCE&G's load management programs have as their primary goal the reduction of the need for

additional generating capacity. There are four load management programs: Standby Generator

Program, Interruptible Load Program, Real Time Pricing Rate and the Time of Use Rates. A

description of each follows:

1. Standby Generator Program: The Standby Generator I Program for retail customers was

introduced in 1990 to serve as a load management tool. General guidelines authorize

SCE&G to initiate a standby generator run request when reserve margins are stressed due

to a temporary reduction in system generating capability, or high customer demand. The

Standby Generator II Program for retail customers was developed in 2000, authorizing

standby generator runs for revenue producing opportunities during times of high market

prices. Through consumption avoidance, generator customers release capacity back to

SCE&G where it is then used to satisfy system demand. Qualifying customers (able to

defer a minimum of 200 kW) receive financial credits determined initially by recording

the customer's demand during a load test. Future demand credits are based on what the

customer actually delivers when SCE&G requests them to run their generator(s). This

program allows customers to reduce their monthly operating costs, as well as earn a

return on their generating equipment investment. There is also a wholesale standby

generator program that is similar to the retail programs.

2. Interruptible Load Program: SCE&G has over 200 megawatts of interruptible customer

load under contract. Participating customers receive a discount on their demand charges

for shedding load when SCEG is short of capacity.

3. Real Time Pricing (RTP) Rate: A number of customers receive power under our real

time pricing rate. During peak usage periods throughout the year when capacity is low in
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the market, the RTP rate sends a high price signal to participating customers which

encourages conservation and load shifting. Of course during low usage periods, prices

are lower.

Time of Use Rates: Our time of use rates contain higher charges during the peak usage

periods of the day to encourage conservation and load shifting during these periods. All

our customers have the option of a time of use rate.

Load Impact of Load Management Programs

The Company relies on the standby generator program and the interruptible service

program to help maintain the reliability of its electrical system. There are currently 206

megawatts of capacity made available to the system through these programs. This is expected to

increase to 250 megawatts by 2009. The table below shows the peak demand on the system with

and without these programs. The firm peak demand is the load level that results when the DSM

is used to lower the system peak demand.

System DSM Firm
Peak Impact Peak

(MW) (MW) (MW)

2007 5029 206 4823
2008 5148 228 4920
2009 5262 250 5012
2010 5310 250 5060

2011 5418 250 5168
2012 5520 250 5270
2013 5625 250 5375
2014 5743 250 5493
2015 5865 250 5615
2016 5982 250 5732
2017 6105 250 5855 !

2018 6226 250 5976
2019 6349 250 6099
2020 6478 250 6228
2021 6605 250 6355



Existing Supply Capacity

The following table shows the generating capacity that is available to SCE&G.

Existing Capacity

Coal-Fired Steam:
Urquhart - Beech Island, SC
McMeekin - Near Irmo, SC
Canadys - Canadys, SC
Wateree - Eastover, SC
*Williams - Goose Creek, SC
Cope - Cope, SC
Cogen South - Charleston, SC

Total Coal-Fired Steam Capacity
Nuclear:

V. C. Summer - Parr, SC
I. C. Turbines:

Burton, SC
Faber Place - Charleston, SC
Hardeeville, SC
Urquhart - Beech Island, SC
Coit - Columbia, SC
Parr, SC

Williams - Goose Creek, SC
Hagood - Charleston, SC
Urquhart No. 4 - Beech Island, SC
Urquhart Combined Cycle - Beech Island, SC
Jasper Combined Cycle - Jasper, SC

Total I. C. Turbines Capacity
Hydro:

Neal Shoals - Carlisle, SC
Parr Shoals- Parr, SC
Stevens Creek - Near Martinez, GA
*Columbia Canal - Columbia, SC
Saluda - Near Irmo, SC
Fairfield Pumped Storage - Parr, SC

Total Hydro Capacity
Other: Long-Term Purchases

SEPA

Grand Total:

In-Service

Date

1953
1958
1962
1970
1973
1996
1999

1984

1961
1961
1968
1969
1969
1970
1972
1991
1999
2002
2004

1905
1914
1914
1927
1930
1978

Summer

94
250
397
700
615
420

90
2,566

644

27
8

12
40
32
69
40
86
51

472
880

1717

5
15
12

9
206
576
823

25
33

5.8O8

* Williams Station is owned by GENCO, a wholly owned subsidiary of SCANA and Columbia
Canal is owned by the City of Columbia. All of this capacity is operated by SCE&G to meet its
load obligations.
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Thebarchartbelowshowstheprojected2007relativeenergygenerationbyfuelsource.SCE&G
generatesthemajorityof itsenergyfromcoalandnuclearfuel.
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Supply Reserve Margin and Operating Reserves

The Company provides for the reliability of its electric service by maintaining an

adequate reserve margin of supply capacity. The appropriate level of reserve capacity for

SCE&G is in the range of 12 to 18 percent of its firm peak demand. This range of reserves will

allow SCE&G to have adequate daily operating reserves and to have reserves to cover two

primary sources of risk: supply risk and demand risk. Mitigation of these two types of risk is

discussed below.

The level of daily operating reserves required by the SCE&G system is dictated by

operating agreements with other VACAR companies. VACAR has set the region's reserve

needs at 150% of the largest unit in the region. While it varies by a megawatt or two each year,

SCE&G's prorata share of this capacity is always around 200 megawatts.

Supply reserves are needed to balance the "supply risk" that some SCE&G generation

capacity may be forced out on any particular day because of mechanical failures, wet coal

problems, environmental limitations or other force majeure/unforeseen events. The amount of

capacity forced-out or down-rated will vary from day to day. SCE&G's reserve margin range is

designed to cover most of these days as well as the outage of any one of our generating units

except the two largest: Summer Station and Williams Station.



Another component of reserve margin is the demand reserve. This is needed to cover

"demand risk" related to unexpected increases in customer load above our peak demand forecast.

This can be the result of a hotter than normal summer or forecast error.

By maintaining a reserve margin in the 12 to 18 percent range, the Company addresses

the uncertainties related to load and to the availability of generation on its system. It also allows

the Company to meet its VACAR obligation. SCE&G will monitor its reserve margin policy in

light of the changing power markets and its system needs and will make changes to the policy as

warranted.

The Need for Base Load Capacity

As our customers' need for energy continues to grow, so does the need for generating capacity to

serve those customers. In particular SCE&G projects the need for additional baseload capacity

around the year 2016. Currently about 56% of the Company's generation fleet is baseload.

When the last coal plant, Cope Station, came online in 1996, the percentage ofbaseload capacity

was about 74%. The choice among baseload, intermediate and peaking capacity is an economic

one and depends on how much energy the new capacity will need to generate. Baseload capacity

typically dispatches at a capacity factor in excess of 70%.

Nuclear Capacity and Fuel Diversity

SCE&G and Santee Cooper are currently planning to jointly build an AP 1000 Westinghouse

nuclear unit at the VC Summer site. The Westinghouse unit is preferred because of the size of

the unit, about 1100 MWs, and because of the progress that Westinghouse has made in its

engineering and design. The Westinghouse design was approved by the Nuclear Regulatory

Commission (NRC) on September 13, 2004. The AP1000 design uses passive safety systems to

enhance the safety of the unit and to satisfy the NRC safety criteria. In addition to the

environmental benefits associated with the nuclear option, it also offers an opportunity to

diversify our capacity. SCE&G's current capacity is about 43% coal fired, 30% gas fired, and

11% nuclear. Adding more nuclear capacity can provide a better balance among fuel types.

While SCE&G is currently pursuing the nuclear option and believes it to be in the best interest of

its rate payers, the Company does have several years before it is financially committed.



Roleof Purchased Power

SCE&G constantly monitors the markets for electric energy and capacity and at times is

an active purchaser and seller in those markets. Where it appears that market resources may be

able to meet supply needs for its system appropriately, SCE&G polls the market, in some cases

informally, and in other cases through the issuance of formal RFPs. In cases where the market

resources can be an appropriate part of SCE&G's supply mix, SCE&G includes those resources

in its comparative analysis of alternative supply options.

On December 8, 2006 SCE&G issued an RFP to purchase capacity and has received

responses. An evaluation of those responses against other options available to the Company is

currently underway.

Non-Traditional Generation Sources

SCE&G considers non-traditional sources of generation in its planning. In fact it depends on 90

MWs of co-generation capacity in its Cogen South facility. This facility co-fires with coal the

biomass waste from a paper manufacturing plant. Also, SCE&G is increasing its attention

on renewable sources of generation while at the same time policy makers are considering new

energy efficiency standards and renewable portfolio standards. Some proposed bills in congress

have defined renewable as: geothermal, hydro, wind, solar and biomass. Unfortunately there are

no sites for geothermal generation available in South Carolina. SCE&G generates about 5% of

its energy from hydro power. The Company has invested in its existing hydro sites and

increased hydro output as a result and will continue to pursue other such economic opportunities

but no sites have been identified for a new hydro facility. Both wind and solar have been

considered but because of the high capital costs and the limited energy production caused by low

wind speeds and insufficient solar radiation, these generation sources are not economical within

the SCE&G service territory. SCE&G has also evaluated potential biomass applications in

recent years, but none have proven economically feasible and operationally practical yet, but we

continue to examine proposals and opportunities as they are identified.

Projected Loads and Resources

The table on the following page shows SCE&G's projected loads and resources for the

next 15 years. The resource plan shows the need for additional capacity and identifies, at least,

10



on apreliminarybasiswhethertheneedis for peaking/intermediatecapacityor baseload

capacity.

Theresourceplanshowstheneedfor theadditionof almost500MWs of

peaking/intermediatecapacityin the2009- 2015timeframe.Someor all of this capacitymaybe

suppliedaspurchasedpower. Theplan alsocallsfor baseloadcapacityin 2016and2019. As

discussedpreviouslyoneor bothof theseunitsmaybenuclearpowered.The Companyhasa

numberof yearsbeforeit needsto makethesedecisions.

TheCompanybelievesthat its supplyplan, summarizedin thefollowing table,will beas

benignto the environmentaspossiblebecauseof theCompany'scontinuingeffortsto utilize

state-of-the-artemissionreductiontechnologyin compliancewith stateandfederallawsand

regulations.Thesupplyplanwill alsohelp SCE&Gkeepits costof energyserviceataminimum

sincethegeneratingunitsbeingaddedarecompetitivewith otherunitsbeingaddedin the
market.

11
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Transmission Planning

SCE&G's transmission planning practices develop and coordinate a program that provides for

timely modifications to the SCE&G transmission system to ensure a reliable and economical

delivery of power. This progranl includes the determination of the current capability of the

electrical network and a ten-year schedule of future additions and modifications to the network.

These additions and modifications are required to support customer growth, provide emergency

assistance and maintain economic opportunities for our customers while meeting SCE&G and

industry performance standards.

SCE&G has an ongoing process to determine the performance level of the SCE&G transmission

system. Numerous internal studies are undertaken that address the service needs of our

customers. These needs include: 1) distributed load growth in existing residential, commercial,

industrial, and wholesale customers, 2) new residential, commercial, industrial, and wholesale

customers and 3) transmission only customers.

SCE&G has developed and adheres to a set of internal Long Range Planning Criteria which can

be summarized as follows:

The requirements of the SCE&G "LONG RANGE PLANNING CRITERIA" will be
satisfied if the system is designed so that during any of the following contingencies, only
short-time overloads, low voltages and local loss of load will occur and that after

appropriate switching and re-dispatching, all non-radial load can be served with
reasonable voltages and that lines and transformers are operating within acceptable
limits.

a. Loss of any bus and associated facilities operating at a voltage level of ll5kV or
above

b. Loss of any line operating at a voltage level of115kV or above
c. Loss of entire generating capability in any one plant
d. Loss of all circuits on a common structure
e. Loss of any transmission transformer
f Loss of any generating unit simultaneous with the loss of a single transmission line

Outages more severe are considered acceptable if they will not cause equipment damage
or result in uncontrolled cascading outside the local area.

Furthermore, SCE&G is an active member of the SERC Reliability Corporation, which has

adopted the North American Electric Reliability Corporation (NERC) Reliability Standards as

approved by the NERC Board of Trustees. SCE&G tests and designs its transmission system to
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becompliantwith therequirementsassetforth in thesestandards.A copyof theNERC

Reliability Standards is available at the NERC homepage http://www.nerc.com/.

As a member of the Virginia-Carolinas (VACAR) Reliability Group, SCE&G participates in joint

studies with other utilities to determine the reliability of the integrated systems throughout

Virginia, North Carolina and South Carolina. As a member of the SERC Reliability Corporation,

SCE&G participates with other utilities in the SERC Regional Planning Process, including the

SERC Regional Studies Executive Committee, the SERC Long-Term Power Flow Study Group,

the SERC Near-Term Power Flow Study Group, the SERC Dynamics Study Group, the SERC

Short Circuit Database Working Group and the SERC Inter-regional studies efforts.

SCE&G also participates in the SERC power flow database development efforts and the NERC

Multi-area Modeling Working Group (MMWG) annual model development process. These

processes develop computer models of the transmission grid across the VACAR area, SERC area,

and other portions of NERC (Eastern Interconnection). All participants' models are merged

together to produce current and future models of the integrated electrical network. Using these

models, SCE&G evaluates its' current and future transmission system for compliance with the

SCE&G Long Range Planning Criteria and the NERC Reliability Standards.

The SCE&G transmission system is interconnected with Progress Energy - Carolinas, Duke

Power, South Carolina Public Service Authority (Santee Cooper), Georgia Power Company,

Savannah Electric Power Company, and the Southeastern Electric Power Administration (SEPA)

systems.

The following is a list of regional and sub-regional studies conducted over the past year:

13



1. VACAR 2007 Summer Study
2. VASTE 2006 Summer Reliability Study
3. VASTE 2006/2007 Winter Reliability Study
4. VSTE 2011 Summer Future Year Study
5. VEM 2006 Summer Reliability Study
6. VEM 2006/2007 Winter Reliability Study
7. 2006 January-March OASIS Study
8. 2006 April-June OASIS Study
9. 2006 July-September OASIS Study
10. 2006 October-December OASIS Study
11. SCEG-Santee-Southern 2011 Joint Study
12. VACAR Stability Study of Projected 2012 Summer Peak Conditions

13. Evaluation of the Under-Frequency Load Shedding (UFLS) Program of the SERC Region

These activities, as discussed above, provide for a reliable and cost effective transmission system
for SCE&G customers.
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Short Range Methodology

This section presents the development of the short-range electric sales forecasts for the

Company. Two years of monthly forecasts for electric customers, average usage, and total usage

were developed according to company class and rate structures, with industrial customers further

classified into SIC (Standard Industrial Classification) codes. Residential customers were

classified by housing type (single family, multi-family, and mobile homes) and by whether or not

they use electric space heating. For each forecasting group, the number of customers and either

total usage or average usage was estimated for each month of the forecast period.

The short-range methodologies used to develop these models were determined primarily

by available data, both historical and forecast. Monthly sales data by class and rate are generally

available historically. Monthly heating and cooling degree data for Columbia and Charleston are

also available historically, and may be forecast using averages based on NOAA normals 1.

Industrial production indices are also available by SIC on a quarterly basis, and can be

transformed to a monthly series. Therefore, sales, weather, industrial production indices, and

time dependent variables were used in the short range forecast. In general, the forecast groups

fall into two classifications, weather sensitive and non-weather sensitive. For the weather

sensitive classes, regression analysis was the methodology used, while for the non-weather

sensitive classes regression analysis or time series models based on the autoregressive integrated

moving average (ARIMA) approach of Box-Jenkins were used.

The short range forecast developed from these methodologies was also adjusted for

marketing programs, new industrial loads, terminated contracts, or economic factors as discussed

in Section 3.
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RegressionModels

Regression analysis is a method of developing an equation which relates one variable,

such as usage, to one or more otlher variables which help explain fluctuations and trends in the

first. This method is mathematically constructed so that the resulting combination of explanatory

variables produces the smallest squared error between the historic actual values and those

estimated by the regression. The output of the regression analysis provides an equation for the

variable being explained. Several statistics which indicate the success of the regression analysis

fit are shown for each model. Several of these indicators are R 2, Root Mean Squared Error,

Durbin-Watson Statistic, F-Statistic, and the T-Statistics of the Coefficient. PROC REG of SAS 2

was used to estimate all regression models. PROC AUTOREG of SAS was used if significant

autocorrelation, as indicated by the Durbin-Watson statistic, was present in the model.

Two variables were used extensively in developing weather sensitive average use

models: heating degree days (HDD) and cooling degree days (CDD). The values for HDD and

CDD are the average of the values for Charleston and Columbia. The base for HDD was 60 ° and

for CDD was 75 °. In order to account for cycle billing, the degree day values for each day were

weighted by the number of billing cycles which included that day for the current month's billing.

The daily weighted degree day values were summed to obtain monthly degree day values.

Billing sales for a calendar month may actually reflect consumption that occurred in the previous

month based on weather conditions in that period and also consumption occurring in the current

month. Therefore, this method should more accurately reflect the impact of weather variations

on the consumption data.

The development of average use models began with plots of the HDD and CDD data

versus average use by month. This process led to the grouping of months with similar average

use patterns. Summer and winter groups were chosen, with the summer models including the
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monthsof May to October,andthewinter modelsincludingthemonthsof Novemberthrough

April. For eachof thegroups,anaverageusemodelwasdeveloped.Total usagemodelswere

developedwith a similarmethodologyfor themunicipalandcooperativecustomers.Forthese

customers,HDD andCDD were weighted based on Cycle 20 distributions. This is the last

reading date for bills in any given month, and is generally used for larger customers.

The plots also revealed significant changes in average use over time. Three types of

variables were used to measure the effect of time on average use:

1. Number of months since a base period;

2. Dummy variable indicating before or after a specific point in time; and,

3. Dummy variable for a specific month or months.

Some models revealed a decreasing trend in average use, which is consistent with

conservation efforts and improvements in energy efficiency. However, other models showed an

increasing average use over time. This could be the result of larger houses, increasing appliance

saturations, lower real electricity prices, and/or higher real incomes.

ARIMA Models

Autoregressive integrated moving average (ARIMA) procedures were used in developing

the short range forecasts. For various class/rate groups, they were used to develop customer

estimates, average use estimates, or total use estimates.

ARIMA procedures were developed for the analysis of time series data, i.e., sets of

observations generated sequentially in time. This Box-Jenkins approach is based on the

assumption that the behavior of a time series is due to one or more identifiable influences. This

method recognizes three effects that a particular observation may have on subsequent values in

the series:
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3.

A decaying effect leads to the inclusion of autoregressive (AR) terms;

A long-term or permanent effect leads to integrated (I) terms; and,

A temporary or limited effect leads to moving average (MA) terms.

Seasonal effects may also be explained by adding additional terms of each type (AR, I, or MA).

The AR1MA procedure models the behavior of a variable that forms an equally spaced

time series with no missing values. The mathematical model is written:

Zt = u + Yi (B) Xi, t -4- q (B)/f (B) at

This model expresses the data as a combination of past values of the random shocks and

past values of the other series, where:

t

B

Zt

f(B)

U

q(B)

at

Xi,t

y_(B)

y_(B)

indexes time

is the backshift operator,, that is B (Xt) = Xt-1

is the original data or a difference of the original data

is the autoregressive operator, f(B) -- 1 - fl B - ... - fl B p

is the constant term

is the moving average operator, q (B) = 1 - ql B - ... - qq B q

is the independent disturbance, also called the random error

is the ith input time series

is the transfer function weights for the ith input series (modeled as a ratio of polynomials)

is equal to wi (B)/di (B), where wi (B) and di (B) are polynomials in B.

The Box-Jenkins approach is most noted for its three-step iterative process of

identification, estimation, and diagnostic checking to determine the order of a time series. The

autocorrelation and partial autocorrelation functions are used to identify a tentative model for

univariate time series. This tentative model is estimated. After the tentative model has been
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fitted to the data, various checks are performed to see if the model is appropriate. These checks

involve analysis of the residual series created by the estimation process and often lead to

refinements in the tentative model.

found.

The iterative process is repeated until a satisfactory model is

Many computer packages perform this iterative analysis. PROC ARIMA of (SAS/ETS) 3

was used in developing the AR[MA models contained herein.

The attractiveness of ARIMA models comes from data requirements. ARIMA models

utilize data about past energy use or customers to forecast future energy use or customers. Past

history on energy use and customers serves as a proxy for all the measures of factors underlying

energy use and customers when other variables were not available. Univariate ARIMA models

were used to forecast average use or total usage when weather-related variables did not

significantly affect energy use or alternative independent explanatory variables were not

available.

.

.

.

Footnotes

The 15-year average daily weather "normals" were based on data from 1989 to 2003

published by the National Oceanic and Atmospheric Association.

SAS Institute, Inc., SAS/STAT tm Guide for Personal Computers, Version 6 Edition.
Cary, NC: SAS Institute, Inc., 1987.

SAS Institute, Inc., SAS/ETS User's Guide, Version 6, First Edition. Cary, NC: SAS
Institute, Inc., 1988.
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Electric Sales Assumptions

For short-term forecasting, 31 forecasting groups were defined using the Company's

customer class and rate structures. Industrial (Class 30) Rate 23 was further divided using SIC

codes. In addition, nineteen large industrial customers were individually projected. The

residential class was disaggregated into those customers with electric space heating and those

without electric space heating and by housing type (single family, multi-family, and mobile

homes). Each municipal and cooperative account represents a forecasting group and were also

individually forecast. Discussions were held with Industrial Marketing and Economic

Development representatives within the company regarding prospects for industrial expansions

or new customers, and adjustments made to customer, rate, or account projections where

appropriate. Table 1 contains the definition for each group and Table 2 identifies the

methodology used and the values forecasted by forecasting groups.

The forecast for Company Use is based on historic trends and adjusted for Summer

nuclear plant outages. Unaccounted for energy is usually about 4.5% of total territorial sales.

The monthly allocations for unaccounted for were based on a regression model using normal

total degree-days for the calendar month and total degree-days weighted by cycle billing.

Adding company use and unaccounted for to monthly territorial sales produces electric

generation requirements.
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Class
Number

10
910
20

TABLE 1
Short-TermForecastingGroups,2004- 2005

ClassName

ResidentialNon-SpaceHeating
ResidentialSpaceHeating
Commercial Non-Space: Heating

Rate/SIC
Designation
Single Family
Multi Family
Mobile Homes
Rate 9
Rate 12
Rate 20, 21
Rate 22
Rate 24

Comment

Rates 1, 2, 5, 6, 8, 18, 25, 26, 62, 64
Rates 67, 68, 69
Rates 1, 2, 5, 7, 8
Small General Service
Churches
Medium General Service
Schools
Large General Service

920
30

Commercial Space Heating
Industrial Non-Space Heating

Other

Rate 9
Rate 9
Rate 20, 21
Rate 23, SIC 22

Rates 10, 11, 14, 16, 17, 18, 24, 25, 26, 29,
60, 62, 64, 67, 68, 69

Small General Service
Small General Service
Medium General Service
Textile Mill Products

Rate 23, SIC 24 Lumber, Wood Products, Furniture and
Fixtures (SIC Codes 24 and 25)

Rate 23, SIC 26
Rate 23, SIC 28
Rate 23, SIC 30
Rate 23, SIC 32

Paper and Allied Products
Chemical and Allied Products
Rubber and Miscellaneous Products
Stone, Clay, Glass, and Concrete

Rate 23, SIC 33 Primary Metal Industries; Fabricated Metal
Products; Machinery; Electric and
Electronic Machinery, Equipment and
Supplies; and Transportation Equipment
(SIC Codes 33-37)

Rate 23, SIC 91 Executive, Legislative and General
Government (except Finance)

930
60
70

92
97

Industrial Space Heating
Street Lighting
Other Public Authority

Municipal
Cooperative

Rate 23, SIC 99 Other or Unknown SIC Code*
Rate 27, 60 Large General Service
Other Rates 25 and 26
Rate 9 Small General Service
Rates 3, 9, 13, 17, 25, 26, 29, and 69
Rate 3 and 29
Rates 65 and 66
Rate 60, 61 Four Individual Accounts
Rate 60, 61 Three Individual Accounts

Includes small industrial customers from all SIC classifications that were not previously forecasted
individually. Industrial Rate 23 also includes Rate 24. Commercial Rate 24 also includes Rate 23.



TABLE 2

Summary of Methodologies Used To Produce

2004 and 2005 Short Range Forecast

Value Forecasted

Average Use

Total Usage

Customers

Methodology

Regression

ARIMA/

Regression

Regression

ARIMA

Forecasting Groups

Class 10, All Groups
Class 910, All Groups
Class 20, Rates 9, 12, 20, 22, 24, 99
Class 920, Rate 9
Class 70, Rate 3

Class 30, Rates 9, 20, 99, and 23,
for SIC = 91 and 99

Class 930, Rate 9
Class 60

Class 70, Rates 65, 66

Class 92, All Accounts
Class 97, All Accounts

Class 10, All Groups
Class 910, All Groups
Class 20, All Rates
Class 920, Rate 9

Class 30, All Rates Except 60, 99, and 23
for SIC = 22, 24, 26, 28, 30, 32, 33, and 91

Class 930, Rate 9
Class 60

Class 70, Rate 3
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Long Range Sales Forecast

Electric Sales Forecast

This section presents the development of the long-range electric sales forecast for the

Company. The long-range electric sales forecast was developed for seven classes of service:

residential, commercial, industrial, street lighting, other public authorities, municipal and

cooperatives. These classes were disaggregated into appropriate subgroups where data was

available and there were notable differences in the data patterns. The residential, commercial, and

industrial classes are considered the major classes of service and account for over 90% of total

territorial sales. A customer forecast was developed for each major class of service. For the

residential class, forecasts were also produced for those customers with electric space heating and

for those without electric space heating. They were further disaggregated into housing types of

single family, multi-family and mobile homes. In addition, two residential classes and residential

street lighting were evaluated separately. These subgroups were chosen based on available data and

differences in the average usage levels and/or data patterns. The industrial class was disaggregated

into two digit SIC code classification for the large general service customers, while smaller

industrial customers were grouped into an "other" category. These subgroups were chosen to

account for the differences in the industrial mix in the service territory. With the exception of the

residential group, the forecast for sales was estimated based on total usage in that class of service.

The number of residential customers and average usage per customer were estimated separately and

total sales were calculated as a product of the two.

The forecast for each class of service was developed utilizing an econometric approach.

The structure of the econometric model was based upon the relationship between the variable to be

forecasted and the economic environment, weather, conservation, and/or price.
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Forecast Methodology

Development of the models for long-term forecasting was econometric in approach and used

the technique of regression analysis. Regression analysis is a method of developing an equation,

which relates one variable, such as sales or customers, to one or more other variables that are

statistically correlated with the first, such as weather, personal income or population growth.

Generally, the goal is to find the combination of explanatory variables producing the smallest error

between the historic actual values and those estimated by the regression. The output of the

regression analysis provides an equation for the variable being explained. In the equation, the

variable being explained equals the sum of the explanatory variables each multiplied by an

estimated coefficient. Various statistics, which indicate the success of the regression analysis fit,

were used to evaluate each model. The indicators were R 2, mean squared Error of the Regression,

Durbin-Watson Statistic and the T-Statistics of the Coefficient. PROC STEPWISE, PROC REG,

and PROC AUTOREG of SAS were used to estimate all regression models. PROC STEPWISE

was used for preliminary model specification and elimination of insignificant variables. PROC

REG was used for the final model specifications. Model development also included residual

analysis for incorporating dummy variables and an analysis of how well the models fit the historical

data, plus checks for any statistical problems such as autocorrelation or multicollinearity. PROC

AUTOREG was used if autocorrelation was present as indicated by the Durbin-Watson statistic.

Prior to developing the long-range models, certain design decisions were made:

• The multiplicative or double log model form was chosen. This form allows forecasting

based on growth rates, since elasticities with respect to each explanatory variable are given

directly by their respective regression coefficients. Elasticity explains the responsiveness of

changes in one variable (e.g. sales) to changes in any other variable (e.g. price). Thus, the

elasticity coefficient can be applied to the forecasted growth rate of the explanatory variable
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to obtainaforecastedgrowthrateforadependentvariable.Theseforecastedgrowthrates

werethenappliedto thelastyearof theshortrangeforecastto obtaintheforecastlevelfor

customersorsalesfor thelongrangeforecast.This isaconstantelasticitymodel,therefore,

it is importantto evaluatethereasonablenessof themodelcoefficients.

• One way to incorporate conservation effects on electricity is through real prices, or time

trend variables. Models selected for the major classes would include these variables, if they

were statistically significant.

• The remaining variables to be included in the models for the major classes would come

from four categories:

1. Demographic variables - Population.

2. Measures of economic well-being or activity: real personal income, real per capita

income, employment variables, and industrial production indices.

3. Weather variables - average summer/winter temperature or heating and cooling degree-

days.

4. Variables identified through residual analysis or knowledge of political changes, major

economics events, etc. (e.g., foreign oil price increases in 1979 and recession versus

non-recession years).

Standard statistical procedures (all possible regressions, stepwise regression) were used to

obtain preliminary specifications for the models. Model parameters were then estimated using

historical data and competitive models were evaluated on the basis of:

• Residual analysis and traditional "goodness of fit" measures to determine how well these

models fit the historical data and whether there were any statistical problems such as

autocorrelation or multicollinearity.

• An examination of the model results for the most recently completed full year.
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• An analysis of the reasonableness of the long-term trend generated by the models. The

major criteria here was the presence of any obvious problems, such as the forecasts

exceeding all rational expectations based on historical trends and current industry

expectations.

• An analysis of the reasonableness of the elasticity coefficient for each explanatory variable.

Over the years a host of studies have been conducted on various elasticities relating to

electricity sales. Therefore, one check was to see if the estimated coefficients from

Company models were in-line with others. As a result of the evaluative procedure, final

models were obtained for each class.

• The drivers for the long-range electric forecast included the following variables.

Service Area Population

Service Area Real Per Capita Income

Service Area Real Personal Income

State Industrial Production Indices

Real Price of Electricity

Average Summer Temperature

Average Winter Temperature

Heating Degree Days

Cooling Degree Days

The service area data included Richland, Lexington, Berkeley, Dorchester, Charleston,

Aiken and Beaufort counties, which account for the vast majority of total territorial electric sales.

Service area historic data and projections were used for all classes with the exception of the

industrial class. Industrial productions indices were only available on a statewide basis, so

forecasting relationships were developed using that data. Since industry patterns are generally
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based on regional and national economic pattems, this linking of Company industrial sales to a

larger geographic index was appropriate.

Economic Assumptions

In order to generate the electric sales forecast, forecasts must be available for the

independent variables. The forecasts for the economic and demographic variables were obtained

from Global Insight, Inc., (formerly DRI-WEFA) and the forecasts for the price and weather

variables were based on historical data. The trend projection developed by Global Insight is

characterized by slow, steady growth, representing the mean of all possible paths that the economy

could follow if subject to no major disruptions, such as substantial oil price shocks, untoward

swings in policy, or excessively rapid increases in demand.

Average summer temperature or CDD (Average of June, July, and August temperature) and

average winter temperature or HDD (Average of December (previous year), January and February

temperature) were assumed to be equal to the normal values used in the short range forecast.
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Peak Demand Forecast

This section describes the procedures used to create the long-range summer and winter peak

demand forecasts. It also describes the methodology used to forecast monthly peak demands.

Development of summer peak demands will be discussed initially, followed by the construction of

winter peaks.

Summer Peak Demand

The forecast of summer peak demands was developed with a load factor methodology. This

methodology may be characterized as a building-block approach because class, rate, and some

individual customer peaks are separately determined and then summed to derive the territorial peak.

Briefly, the following steps were used to develop the summer peak demand projections.

Load factors for selected classes and rates were first calculated from historical data and then used to

estimate peak demands from the projected energy consumption among these categories. Next,

planning peaks were determined for a number of large industrial customers. The demands of these

customers were forecasted individually. Summing these class, rate, and individual customer

demands provided the forecast of summer territorial peak demand. Next, the incremental reductions

in demand resulting fi'om the Company's standby generator and interruptible programs were

subtracted from the peak demand forecast. This calculation gave the firm summer territorial peak

demand, which was used for plarming purposes.

Load Factor Development

As mentioned above, load factors are required to calculate KW demands from KWH energy.

This can be seen from the following equation, which shows the relationship between annual load

factors, energy, and demand:

Load Factor = Energy/(Demand x 8760)
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Theloadfactoris thusseento bearatioof totalenergyconsumptionrelativeto whatit

mighthavebeenif thecustomerhadmaintaineddemandatits peaklevel throughouttheyear.The

valueof a loadfactorwill usuallyrangebetween0 and1,with lowervaluesindicatingmore

variationin acustomer'sconsumptionpatterns,astypifiedbyresidentialuserswith relativelylarge

space-conditioningloads.Conversely,highervaluesresultfrom moreleveldemandpatterns

throughouttheyear,suchasthoseseenin theindustrialsector.

Rearrangementof theaboveequationmakesit possibleto calculatepeakdemand,given

energyandacorrespondingloadfactor.This formof theequationisusedto projectpeakdemand

herein.Thequestionthenbecomesoneof determininganappropriateloadfactorto applyto

projectedenergysales.

Theloadfactorsusedfor thepeakdemandforecastwerenotbasedonone-hourcoincident

peaks.Instead,it wasdeterminedthatuseof a4-houraverageclasspeakwasmoreappropriatefor

forecastingpurposes.Thiswastruefortwoprimaryreasons.First,analysisof territorialpeaks

showedthatall of thesummerpeakshadoccurredbetweenthehoursof 2 and6 PM. However,the

distributionof thesepeaksbetweenthosefourhourswasfairly evenlyspread.It wasthus

concludedthatwhile theannualpeakwouldoccurduringthe4-hourband,it wouldnotbepossible

to saywith ahighdegreeof cont5denceduringwhichhourit wouldhappen.

Second,thecoincidentpeakdemandof theresidentialandcommercialclassesdependedon

thehourof thepeak'soccurrence.Thiswasdueto theformertendingto increaseoverthe4-hour

band,whilethe latterdeclined.Thus,loadfactorsbasedonpeaksoccurringat,say,2PM, wouldbe

quitedifferentfromthosedevelopedfor a5PM peak.It shouldalsobenotedthattheclass

contributionto peakis quitestablefor groupsotherthanresidentialandcommercial.Thismeans

thatthe4-houraverageclassdemand,for say,municipals,waswithin 2%of the1-hourcoincident
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peak.Consequently,sincethehourlyprobabilityof occurrencewasroughlyequalforpeakdemand,

it wasdecidedthata4-houraveragedemandwasmostappropriatefor forecastingpurposes.

Theeffectof systemline losseswereembeddedintotheclassloadfactorssotheycouldbe

applieddirectlyto customerlevel[salesandproducegenerationleveldemands.Thiswasa

convenientwayof incorporatingline lossesinto thepeakdemandprojections.

Energy Projections

For those categories whose peak demand was to be projected from KWH sales, the next

requirement was a forecast of applicable sales on an annual basis. These projections were utilized

in the peak demand forecast construction. In addition, street light sales were excluded from forecast

sales levels when required, since there is no contribution to peak demand from this type of sale.

Combining load factors and energy sales resulted in a preliminary, or unadjusted peak

demand forecast by class and/or :rate. The large industrial customers whose peak demands were

developed separately were also added to this forecast.

Derivation of the planning peak required that the impact of demand reduction programs be

subtracted from the unadjusted peak demand forecast. This is true because the capacity expansion

plan is sized to meet the firm peak demand, which includes the reductions attributable to such

programs.

Winter Peak Demand

To project winter peaks actual winter peak demands were correlated with two primary

explanatory variables, total territorial energy and weather during the day of the winter peak's

occurrence. Several other dummy variables were also included in the model to account for

recessions, two extreme winters, and the higher than average growth experienced on the system

over the past decade.
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Thelogicbehindthechoiceof thesevariablesasdeterminantsof winterpeakdemandis

straightforward.Overtime,growthin totalterritorialloadeconomicgrowthandactivityin

SCE&G'sservicearea,andassuchmaybeusedasaproxyvariablefor thoseeconomicfactors,

whichcausewinterpeakdemand[to change.It shouldbenotedthatthewinterpeakfor anygiven

yearoccursby definitionafterthesummerpeakfor thatyear. Thewinterperiodfor eachyearis

Decemberof thatyear,alongwith JanuaryandFebruaryof thefollowingyear.Forexample,the

winterpeakin 1968of 962MW occurredonDecember11,1968,while thewinterpeakfor 1969of

1,126MW tookplaceonJanuary8, 1970.In additionto economicfactors,weatheralsocauses

winterpeakdemandto fluctuate,sotheimpactof thisvariablewasmeasuredby theaverageof

heatingdegreedays(HDD) experiencedonthewinterpeakdayin ColumbiaandCharleston.The

presenceof aweathervariablereducesthebias,whichwouldexistin theotherexplanatory

variables'coefficientsif weatherwereexcludedfromtheregressionmodel,giventhattheweather

variableshouldbeincluded.Whentheactualforecastof winterpeakdemandwascalculated,the

normalvalueof heatingdegree-daysoverthesampleperiodwasused.Finally,althoughtheratioof

winterto summerpeakdemandsfluctuatedoverthesampleperiod,it did showanincreaseover

time. A primarycausefor this increasingratiowasgrowthin thenumberof electricspaceheating

customers.Duetotheintroductionandrapidacceptanceof heatpumpsoverthepastthreedecades,

space-heatingresidentialcustomersincreasedfromlessthan5,000in 1965to almost217,000in

2004,a 10.2%annualgrowthrate. However,thisgrowthsloweddramaticallyin the1990's,sothe

expectationis thattheratioof smxunerto winterpeakswill changeslowlyin thefuture.
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