15.0 ACCIDENT ANALYSIS

15.0.3 Radiological Consequences of Design Basis Accidents

15.0.3.1 Introduction

In Chapter 15 of the SSAR submitted by SNC, as part of the ESP application for the VEGP site,
the applicant analyzed and provided the radiological consequences of DBAs to demonstrate
that a new nuclear unit(s) could be sited at the proposed ESP site without undue risk to the
health and safety of the public, in compliance with the requirements of 10 CFR 52.17 and

10 CFR Part 100. The applicant used the Westinghouse AP1000 certified reactor design in its
consideration of the proposed ESP site. The applicant used the AP1000 characteristics in
conjunction with site characteristics for accident analysis purposes, to assess the suitability of
the proposed ESP site. Using the source term developed for this design, the applicant
performed and provided radiological consequence analyses for the following DBAs:

PWR main steamline break

PWR feedwater system pipe break

reactor coolant pump shaft seizure (locked rotor)

reactor coolant pump shaft break

PWR rod cluster control assembly ejection accident

failure of small lines carrying primary coolant outside containment
steam generator tube rupture

loss-of-coolant accident

fuel handling accident

The applicant presented the dose consequence assessment results in a series of tables found
in SSAR Chapter 15 which provide the postulated radiological consequences of the DBAs
identified above at the proposed EAB and the LPZ. The dose consequence assessment results
in the tables also demonstrate that any potential doses would be within the radiological
consequence evaluation factors set forth in 10 CFR 50.34(a)(1). The applicant provided the
accident-specific source terms (release rates of radioactive materials from the ESP footprint to
the environment) and resulting site-specific dose consequences for each DBA in Tables 15-2
through 15-22 of the SSAR.

15.0.3.2 Regulatory Basis

In SSAR Table 1-2 and Chapter 15, the applicant identified the following applicable NRC
regulations and guidance regarding reactor accident radiological consequence analyses:

10 CFR 52.17

10 CFR Part 100

10 CFR 50.34

RG 1.145, issued November 1982

RG 1.183, issued July 2000

NUREG-0800, Revision 3, issued June 1987
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The NRC staff reviewed SSAR Chapter 15 for conformance with the applicable regulations and
considered the corresponding guidance, as identified above in addition to RS-002

(May 3, 2004). The regulations at 10 CFR 52.17(a)(1) require that ESP applications contain an
analysis and evaluation of the major SSCs of the facility that bear significantly on the
acceptability of the site under the radiological consequence evaluation factors identified in

10 CFR 52.17(a)(1)(ix). In addition, the ESP site characteristics must comply with the
requirements of 10 CFR Part 100.21, which states that radiological dose consequences of
postulated accidents shall meet the criteria set forth in 10 CFR 50.34(a)(1). In its evaluation, the
NRC staff used the radiological consequence evaluation factors found in 10 CFR 52.17(a)(1) as
a factor in determining the acceptability of the site. The radiological consequence evaluation
factors for a postulated fission product release based on a major accident (Dose Factors) given
both in 10 CFR 50.34(a)(1) and 10 CFR 52.17(a)(1) are:

¢ Anindividual located at any point on the boundary of the exclusion area for any 2-hour
period following the onset of the postulated fission product release would not receive a
radiation dose in excess of 25 rem [roentgen equivalent man] TEDE.

¢ An individual located at any point on the outer boundary of the LPZ who is exposed to
the radioactive cloud resulting from the postulated fission product release (during the
entire period of its passage) would not receive a radiation dose in excess of 25 rem
TEDE.

The applicant used the AP1000 fission product release values in its assumed release from the
ESP footprint to the environment; the NRC staff reviewed the applicant’s dose evaluation based
on this release.

15.0.3.3 Technical Evaluation

The applicant evaluated the suitability of the site under the Dose Factors using bounding reactor
accident source terms and radiological consequences based on the AP1000 design, as well as
site-specific atmospheric dispersion factor (x/Q) values derived from the ESP footprint. The
following sections describe the NRC staff’s review of each aspect of the applicant’s evaluation.

15.0.3.3.1 Selection of Design Basis Accidents

The applicant selected the DBAs listed in Chapter 15 of this SER on the basis of the AP1000
reactor design. The applicant selected the entire set of DBAs that the agency evaluated for the
AP1000 reactor design and found to be acceptable in its approval of the AP1000 DCD. The
AP1000 is an advanced light-water reactor of the PWR type. The AP1000 advanced design is
not substantially different from the designs evaluated by the guidance in Chapter 15 of
NUREG-0800 and in RG 1.183. On this basis, the NRC staff used the light-water reactor
guidance in NUREG-0800 and RG 1.183 in its review and approval of the AP1000 DCD. The
NRC staff finds that the applicant selected DBAs that are consistent with the DBAs listed and
analyzed in Chapter 15 of NUREG-0800 and in RG 1.183 for PWRs. Therefore, the NRC staff
finds that the applicant provided an acceptable DBA selection for evaluating the compliance of
the proposed ESP site with the dose consequence evaluation factors specified in

10 CFR 52.17(a)(1).
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15.0.3.3.2 Design-Specific (Assumed) Short-Term Atmospheric Dispersion Factors

Short-term atmospheric dispersion factor values are used in the radiological consequences
analyses to characterize the effect of the site-specific meteorological conditions, topography,
and distance to either the EAB or LPZ on the radioactivity concentration in the accident release
plume. The applicant compared the ESP site-specific short-term x/Q values to the AP1000
DCD x/Q values. This comparison ensured that the accident doses calculated in accordance
with the AP1000 DCD Chapter 15 results, remain at or below the limiting values of RG 1.183
when taking into consideration the ESP site specific values. In lieu of site-specific
meteorological data, the AP1000 DCD provided a set of hypothetical reference short-term x/Q
values for the EAB and LPZ to use in evaluating the AP1000 design. The AP1000 DCD states
that the EAB and LPZ x/Q values were selected to bound the majority of the operating U.S.
nuclear power plant sites, but the values were not certified for this specific ESP site. Table
15.0.3-1 of this SER lists the AP1000 x/Q values:

Table 15.0.3-1 - Design-Specific Short-Term x/Q Values in s/m®

Location Time (hr) DCD x/Q
(s/m®)
EAB 0-2 0.00051
LPZ 0-8 0.00022
LPZ 8-24 0.00016
LPZ 24 - 96 0.0001
LPZ 96 - 720 0.00008

15.0.3.3.3 Site-Specific Short-Term Atmospheric Dispersion Factors

The NRC staff reviewed the applicant’s site-specific short-term x/Q values in accordance with
the guidance provided in Section 2.3.4 of RS-002 and confirmed the applicant’s results on
atmospheric dispersion. The NRC staff finds the x/Q values to be acceptable, as described in
Section 2.3.4 of this SER. Table 15.0.3-2 of this SER lists the site-specific short-term x/Q
values used by the applicant and reviewed by the NRC staff. Table 15.0.3-2 also includes the
ratio of the site-specific values to the DCD values as a comparison. The NRC staff intends to
include these site-specific short-term x/Qs as site characteristics in any ESP that the NRC may
issue for the VEGP ESP site.
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Table 15.0.3-2 - Site-Specific Short-Term x/Q Values

Location Time (hr) Site x/Q x/Q Ratio
(s/m®) (Site/DCD)
EAB 0-2 0.000349 0.684
LPZ 0-8 0.0000704 0.32
LPZ 8-24 0.0000525 0.328
LPZ 24 - 96 0.0000277 0.277
LPZ 96 - 720 0.0000111 0.139

15.0.3.3.4 Source Terms and Radiological Consequence Evaluations

To evaluate the suitability of the site using the Dose Factors, the applicant provided the reactor
accident source terms from the AP1000 design and the site-specific x/Qs based on the ESP
footprint. The source terms are expressed as the timing and release rate of fission products to
the environment from the proposed ESP site. The radiological consequences are then derived
from the source terms using established methods. The AP1000 accident-specific source term is
based on the guidance provided in RG 1.183. The methodologies and assumptions that the
AP1000 vendor, Westinghouse, used in its radiological consequence analyses are consistent
with the guidance provided in RG 1.183 and were found acceptable to the NRC staff in its
review of the AP1000 DCD for certification of the AP1000 design. The resulting doses
calculated for the AP1000 design using assumed site parameters meet the Dose Factors.

In determining the potential radiological consequence doses resulting from DBAs at the
proposed site, the applicant used the site-specific x/Q values in conjunction with the DBA
radiological consequences and the postulated x/Q values provided in the certified AP1000 DCD.

The certified AP1000 design met the Dose Factors with the reference x/Q values in the certified
AP1000 DCD. The x/Q values indicate the atmospheric dilution capability. Smaller x/Q values
are associated with greater dilution capability, resulting in lower radiological doses. The
radiological consequence doses are directly proportional to the x/Q values. Table 15-11 of the
SSAR provides the site-specific x/Q values the applicant used in its radiological consequence
analyses, and Section 2.3.4 of this SER discusses the NRC staff’s evaluation of these x/Q
values. The applicant used the atmospheric dispersion computer code PAVAN to derive its
site-specific x/Q values.

The certified AP1000 design met the Dose Factors with its postulated x/Q values. The
estimated site-specific x/Q values for the proposed site are lower than those postulated in the
AP1000 DCD, as summarized in SSAR Table 15-12. The applicant used the ratios of the
site-specific x/Q values to those postulated in the AP1000 DCD to determine and demonstrate
that the radiological consequences at the proposed site meet the requirements of

10 CFR 52.17. Accordingly, the resulting DBA radiological consequence doses at the proposed
site are lower than those provided in the AP1000 DCD and, therefore, meet the requirements of
10 CFR 52.17.
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The NRC staff evaluated the design-specific source terms the applicant provided and finds them
to be consistent with those evaluated as part of the AP1000 design certification review.
Furthermore, the NRC staff finds that the references provided by the applicant and the
methodology it used to determine timing and release rate of fission product source terms to the
environment (and consequent dose consequences) from the proposed ESP site are acceptable.
The NRC staff intends to include the site-specific x/Q values as site characteristics listed in
Appendix A to this SER, for use in any ESP that the NRC might issue for the VEGP site.

Based on its evaluation of the applicant’s DBA radiological consequences analysis methodology
and the inputs to that analysis, the NRC staff finds that the applicant correctly concluded that
the radiological consequences for the chosen design comply with the Dose Factors.

Table 15.0.3-2 of this SER identifies the site-specific x/Q values as appropriate for inclusion in
any ESP that the NRC might issue for the VEGP ESP site.

The design-related inputs to the applicant’s DBA radiological consequence calculation were
directly extracted from design documentation previously submitted to and reviewed by the NRC
in connection with design certification applications. Because the NRC staff performed this
calculation in the DCD review, and the applicant simply used the ratio of the site-specific x/Q
values to the postulated design x/Q values, the NRC staff did not consider an independent
calculation to be useful or necessary and, therefore, did not perform one.

15.0.3.4 Conclusion

As set forth above, the applicant submitted its radiological consequence analyses using the
site-specific x/Q values and AP1000 source-term values and concluded that the proposed site
meets the radiological consequence evaluation factors identified in 10 CFR 50.34(a)(1) and
10 CFR 52.17(a)(1) for a design such as the AP1000. Based on the reasons set forth above,
the NRC staff finds that the applicant’s values for source terms included as inputs to the
radiological consequence analyses are reasonable. Furthermore, the NRC staff finds that the
applicant’s site-specific x/Q values and dose consequence evaluation methodology are
acceptable.

For the reasons stated above, the source term values forming the basis of the dose
consequence analysis in this Chapter are included in Appendix A of this SER, and would be
included in any ESP issued for the Vogtle site. However, the staff notes that for COL or CP
applications that reference a certified design, staff guidance in RG 1.206 permits an applicant to
demonstrate compliance with the regulatory radiological consequence evaluation criteria by
demonstrating that its site-specific x/Q values are bounded by the postulated design x/Q values
analyzed in the approval of the certified design, thereby demonstrating that the postulated
accident radiological consequences calculated in the design certification bound that for the site
and meet the regulatory criteria. Accordingly, the staff proposes that the following permit
condition be included in any ESP issued for the Vogtle site.

If a COL or CP application referencing this ESP also references a certified design, the COL or
CP applicant may demonstrate compliance with the radiological consequence evaluation factors
in 10 CFR 52.79(a)(1) or 10 CFR 50.34(a)(1), respectively, by demonstrating that the site-
specific x/Q values determined in the ESP fall within those evaluated in the approval of the
referenced certified design. However, if a COL or CP referencing this ESP does not reference a
certified design, the applicant would still need to demonstrate that its source term is bounded by
the source term values included in the ESP. This is Permit Condition 9.
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The NRC staff further concludes that the proposed distances to the EAB and the LPZ outer
boundary of the proposed ESP site, in conjunction with the fission product release rates to the
environment provided by the applicant, are adequate to provide reasonable assurance that the
radiological consequences of the postulated DBAs will be within the dose consequence
evaluation factors set forth at 10 CFR 50.34(a)(1) and 10 CFR 52.17(a)(1) for the proposed ESP
site.

The NRC staff further concludes that, with respect to the radiological consequences of design
basis accidents: (1) the applicant demonstrated that the proposed ESP site is suitable for
power reactors with source term characteristics bounded by those of the AP1000, as specified
in Appendix A, without undue risk to the health and safety of the public; and (2) the applicant
complies with the applicable requirements of 10 CFR 52.17 and 10 CFR Part 100.

As noted in the applicant’'s comments on the NRC staff’s draft environmental impact statement
(DEIS) (Southern 2007f), Westinghouse, the AP1000 reactor vendor, has submitted a revision
to the AP1000 design to NRC for review (Westinghouse 2007, NRC 2008). The NRC staff is
reviewing that request independently of the Vogtle ESP review. The source term information in
the Westinghouse submission indicates that the doses from postulated accidents would
decrease should the proposed design revision be accepted. However, the staff has not
completed its review of the design changes or done a site-specific analysis of the radiological
consequences of postulated design basis accidents for the revised design at the Vogtle site.

15-6




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages false
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


