1/23/89

BOLTING MATERIALS: QA ¢ 2
DESCRIPTION CONTRACT

SETSCREW SOCKET HEAD, STEEL, 000.500 X 84PK4911672
001.CCO0 IN LG, CUP POINT
SETSCREW SOCKET HEAC, STEEL, 000.500 X 87PCES: _/
001.000 IN LG, CUP POINT NC THREAD
SETSCREW SOCKET HEAD, STEEL. 000.500 X 86PCD801029
001.000 IN LG. CUP POINT 1/2"-13 X 1* SOCKET SET SCREWSCUP PT.
SETSCREW SOCKET HEAD, 000.250-20 X 85PK3923502
000.500 IN LG, 100 PER BOX
SETSCREW SOCKET HEAD, 000.250-20 X 87PCE852854
000 500 IN LG. 100 PER BOX
SETSCREW SOCKET, HEX DRIVE,CUP POINT, 86PCB374598
CORROSION-RESISTANT, ANSI B18.3-1976, NO. 10-24 UNC X 0.500 IN LONG
SETSCREW SQUARE HEAD, CARBON STEEL, 87PCE852731
NOMINAL DIA .375 IN, THREAD 16, UNC, FASTENER LG 1.0 IN. CONE POINT
SETSCREW SQUARE HEAD, CARBON STEEL, 89PGR6 14928
NOMINAL DIA .5 IN, FASTENER
SETSCREW SQUARE HEAD, CARBON STEEL, 89PGR6 14928
NOMINAL DIA IN, THD 13,
SETSCREW SQUARE HEAD, CARBON STEEL, 88PCE66991A
NOMINAL DIA IN, THD 13, UNC. FASTENER LG 1.5 IN
SETSCREW SQUARE HEAD, CARBON STEEL, 86PCF803272
NOMINAL DIA IN. THREAD 13,
SETSCREW SQUARE HEAD, CARBON STEEL, 87PCF852077
NOMINAL DIA IN., THREAD 13, UNC, FASTENER LG 1.0 IN, CUP POINT
SETSCREW SQUARE HEAD, CARBON STEEL, 89PEES01828B
NOMINAL DIA IN. THREAD 13, UNC, FASTENER LG 1.0 IN, CUP POINT
SETSCREW SQUARE HEAD, CARBON STEEL, 88PCEB9882A
NOMINAL DIA IN, THREAD 13, UNC, FASTENER LG 1.25 IN, CUP POINT,
SETSCREW SQUARE HEAD, CARBON STEEL, 86PCE992882
NOMINAL DIA IN, THREAD 13, UNC, FASTENER LG 1.5 IN, CUP POINT
SETSCREW SQUARE HEAD, CARBON STEEL, 87PCES7445A
NOMINAL DIA IN, THREAD 13, UNC, FASTENER LG 2.0 IN, CUP POINT
SETSCREW SQUARE HEAD. CARBON STEEL, 87PCF52232A
NOMINAL CIA IN, THREAD 13, UNC, FASTENER LG 2.0 IN, Cup POINT

PAGE
VENDOR
MANUFACTURER FLAG QA LVL
CHALLENGE SUPPLY INC v 0
HOLO-KROME
METAL FASTENER SUPPLY CO
CAP SCREWS, T304 ST ST.
VICTORY BOLT v
AMERICAN SOCKET
VICTORY BOLT v 3
COLD HEADERS
QUAD CITIES BOLT & SCREW v 0
QUAD CITIES BOLT & SCREW v 0

BRIGHTON BEST
VICTORY BOLT v
coLD HEADERS

MOUNTAIN CITY INDL SUPPLY 0
GPH, S/N 481784, 481010 AND

BRIGHTON-BEST
SO PER BOX

BRIGHTON BEST
PT. OF MANUF - NEW JERSEY

MACKSON INDUSTRIAL v

E Z SOCKETS
NO 10-32 UNF
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BOLTING MATERIALS: QA ¢ 2

DESCRIPTION

THREAD 13,

THREAD 13,

THREAD 13,

THO 11,

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

SQUARE HEAD, CARBON STEEL,
UNC, FASTENER LG 2.0 IN, CUP

SQUARE HEAD., CARBON STEEL
UNC, FASTENER LG 3.5

SQUARE HEAD, CARBON STEEL,
UNC, FASTENER LG 6.0 IN, CUP

SQUARE HEAD, CARBON STEEL,
UNC, FASTENER LG 2.0 IN, CuP

SQUARE HEAD, CARBON STEEL,
. UNC, FASTENER LG 2.5 IN

SQUARE HEAD, CARBON STEEL,
11, UNC, FASTENER LG 2.5 iN,

SQUARE HEAD, CARBON STEEL,
11, UNC, FASTENER LG 3.0 IN,

SQUARE HEAD, CARBON STEEL,
11, UNC, FASTENER LG 3.0 IN,

SQUARE HEAD, CARBON STEEL,
11, UNC, FASTENER LG 3.0 IN,

SQUARE HEAD, CARBON STEEL,
11, UNC, FASTENER LG 4.0 IN

SQUARE HEAD. CARBON STEEL,
11, UNC, FASTENER LG 4.0 IN

SQUARE HEAD, CARBON STEEL,
11, UNC, FASTENER LG 6.0 IN,

SOUARE HEAD, CARBON STEEL
11, UNC, FASTENER LG 6.0 IN

SQUARE HEAD, CARBON STEEL,

SQUARE HEAD, CARBON STEEL,

SQUARE HEAD, CARBON STEEL,
10, UNC, FASTENER LG 2.0 IN

SQUARE MEAD, CARBON STEEL,
. UNC,

FASTENER LG 2.0 IN,

POINT,

CONTRACT

88PCEG9677A
POINT

88PCE69545A01

CASE HARDENED
87PCE851354
POINT

88PCD545238
25 PER

89PEE616308B

10 PER BOX

88PCESgl37B

10 PER

87PCFS1666A

CUP POINT,

88PCES67448

CUP POINT,

89PEE615438

CUP POINT,

88PCE400118B

87PBFS55269A

87PBF851751

CUP POINT,

88PCES4958B
POINT,

86PCF 802988
88PCEB8766A

87PCES8284A

FULL DOG POINT,

87PCF807215

FULL DOG POINT,

B8OX

FITTING ON EACH END, FOR

PAGE
VENOOR
MANUFACTURER FLAG QA LVL
BRIGHTON-BEST
BOLTS & NUTS INC v
POINT
FASTENER HOUSE INC v

FALCON METAL
LESS THAN 288 SQ IN SURFACE

VINSON INDUSTRIAL POTS v 0
ORDER
BRIGHTEN 0
50 PER BOX

COLD HEADERS

HEAT TREATED, 10 PER BOX
SHOALS FASTENER SUPPLY v

HEAT TREATED, 10 PER BOX
BRIGHTON-BEST

HEAT TREATED, 10 PER BOX

BRIGHTON-BEST

AMERICAN SOCKE
HELDING WITH ACETYLENE AND

BRIGHTON-BEST

HEAT TREATED. 10 PER BOX
BOLTS & NUTS INC v

HEAT TREATED, 10 PER BOX
VICTORY BOLT v
BOLTS & NUTS INC v
DOMESTIC

BLACK
E & K FASTENERS v

BLACK

1,077 =
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BOLTING MATERIALS: QA <« 2

DESCRIPTION

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD

THREAD 1

THREAD

THREAD

THREAD

000.500-13 UNC X

SQUARE HEAD, CARBON STEEL
10, UNC, FASTENER LG 2.0

SQUARE HEAD. CARBON STEEL,
. UNC, FASTENER LG 3.5 iN

SQUARE HEAD, CARBON STEEL
10, UNC, FASTENER LG 3.5 iIN,

SQUARE HEAD, CARBON STEEL
" UNC. FASTENER LG 3.5 IN

SOUARE HEAD., CARBON STEEL
10. UNC, FASTENER LG 3.5 IN

SQUARE HEAD, CARBON STEEL
10. UNC. FASTENER LG 3.5 IN

SQUARE HEAD, CARBON STEEL
10. UNC, FASTENER LG 4.0 IN,

SOUARE HEAD, CARBON STEEL
UNC, FASTENER LG 4.0 1IN

SQUARE HEAD. CARBON STEEL,
10, UNC, FASTENER LG 4.5 in,

SQUARE HEAD, CARBON STEEL.
10, UNC. FASTENER LG 4.5 N,

SQUARE HEAD, CARBON STEEL
10. UNC, FASTENER LG 4.5 IN

SQUARE HEAD., CARBON STEEL,
10, UNC, FASTENER LG 6.0 IN

SQUARE HEAD. CARBON STEEL.
0. UNC. FASTENER LG 2.5 IN,

SQUARE HEAD, CARBON STEEL.

in,

HEAD. CARBON STEEL.
FASTENER LG 6.0 IN,

HEAD. CARBON STEEL,
FASTENER LG 6.0 IN,

HEAD, CASE HARDENED

SQUARE
9. UNC,

SQUARE
9. UNC.

SQUARE

CONTRACTY
89PEE603338

FULL DOG POINT,

SS8PEES84468

PACKAGED APPROX 20

88PCEB4321A

FULL DOG POINT,

88PCGS547128

FULL DOG POINT,

86PCF804941

FULL DOG POINT,

87PCE809390
FULL DOG POINT,

86PCD80OSB12
DOG POINT

S88PEES90458
DOG POINT,

87PCES7654A
CUP POINT,

88PCES29308
CUP POINT,

88PC§69545A01

CUP POINT,

87PCFS1976A
HEAT TREATED

$7PCES2532A
CUP POINT

S6PCF8029386
87PCESB8385A
CUP POINT,

87PCE807229
CUP POINT,

$4PK3905285

10 PER

MANUFACTURER
PORTER WALKER INC
BLACK
MOUNTAIN CITY INDL SUPPLY
PER 80X

COLD HEADERS
HEAT TREATED,

COLD HEADERS

PAGE 1,078
VENDOR
FLAG QA LVL
v 0

MALE 3-WIRE CROWFOOY TO FEMALE

10 PCS PER

HEAT TREATED,10 PER BOX

FASTENER HOUSE INC

v
HEAT TREATED.50 PER BOX

COLD HEADERS

HEAT TREATED,50 PER BOX

METAL FASTENER SUPPLY CO
100 PER BOX

MILLS & LUPTON SUPPLY co
2507

BRIGHTON-BEST
25 PER BOX

BRIGHTON-BEST
25 PER BOX

BOLTS & NUTS_INC
25 PER BOX

BRIGHTON BEST
ROLLS

BRIGHTON-BEST
VICTORY BOLT

BRIGHTON BEST
HEAT TREATC

COLD HEADERS
HEAT TREATED,

BOLTS & NUTS INC

v
v 0
o]
0
v
10 PER BOX
10 PER BOX
v
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?
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BOLTING MATERIALS: QA ¢ 2

DESCRIPTION

1/723/89

SETSCREW
STEEL. 000.500-13 UNC X
SETSCREW

IN. THREAD 10, UNC,
SETSCREW

IN. THREAD 10, UNC,
SETSCREW
CR 8 PERCENT NI), NOMIN/
SETSCREW

8 PERCENT NI), NOMINAL DIA
SETSCREW

8 PERCENT NI). NOMINAL DIA
SETSCREW

8 PERCENT NI). NOMINAL DIA
SETSCREW

8 PERCENT NI). NOMINAL DIA
SETSCREW

8 PERCENT NI). NOMINAL DIA
SETSCREW

8 PERCENT NI), NOMINAL DIA
SETSCREW

8 PERCENT NI), NOMINAL DIA
SETSCREW

8 PERCENT NI), NOMINAL DIA
SETSCREW

8 PERCENT NI). NOMINAL DIA
SETSCREW

8 PERCENT NI), NOMINAL DIA
SETSCREW
S31800, INT DRIVE STYLE
SETSCREW
$31600. NOMINAL DIA .19 IN,
SETSCREW

.312 IN, THREAD 18, UNC,

SQUARE HEAD, CASE HARDENED
003.500 IN LG

SQUARE HEAD, NOMINAL DIA .75
FASTENER LG 4.5 IN, FULL DOG

SQUARE HEAD, NOMINAL DIA .78
CACTENER LG 4.5 IN, FULL DOG

STAINLESS STEEL (18 PERCENT
DIA .37S IN, THREAD 18, UNC,

STAINLESS STEEL (18 PERCENT

STAINLESS STEEL (18 PERCENT

STAINLESS STEEL (18 PERCENT

STAINLESS STEEL (18 PERCENT

STAINLESS STEEL
.25 IN, THREAD 2

STAINLESS STEEL 18 PERCENT
.25 IN, THREAD 2 UNC

STAINLESS STEEL éll PERCENT
.25 IN, THREAD 20, UNC,

STAINLESS STEEL (18 PERCENT
.25 IN, THREAD 20, UNC,

STAINLESS STEEL (18 PERCENT

$ia PERCENT
" UNC.,

CR

CR

CR

CR

CR

.25 IN, THREAD 20, UNC
STAINLESS STEEL (18 PERCENT C
.25 IN, THREAD 20, UNC,

STAINLESS STCEL AISI 316
HEXAGON, CUP POINT, 100 PER

STAINLESS S1EEL AISI 3186
INT DRIVE STYLE HEXAGON, CU

STAINLESS STEEL, NOMINAL DIA
FASTENER LG .312 IN, INT

]

PAGE 1,079

VENDOR
CONTRACT MANUFACTURER ’ FLAG QA LVL
86PCD99901S AMERI
IPE, 1.5 IN THK, 36 IN LONO TEMPERATURE TO 1200 DEG F
$6PCF804429 GENERAL INDUSTRIES OF TN v
POINT, HEAT TREATED,SO PER
87PCES60S59A COLD HEADERS
POINT, HEAT TREATED,SO PER BOX
86PCB988171 VICTORY BOLT v
FASTENER LG .375 IN, INT RIVE STYLE HEXAGON, CUP
8SPK3921463 CHALLENGE SUPPLY INC v 0
85PK3921483 CHALLENGE SUPPLY INC v 0
85PK3921463 CHALLENGE SUPPLY INC v 0
85PK3921463 CHALLENGE SUPPLY INC v 0
87PCES1184A BRIGHTON-BEST
FASTENER LG .375 IN, INT DRIVE STYLE HEXAGON, CUP POl1WT
87PCES07354 GENERAL INDUSTRY SUPPLY v
FASTENER LG .375 IN, INT DRIVE STYLE HEXAGON, CUP POINT
87PGKS56102A AMERICAN SOCKET
FASTENER LG .375 IN, INT DRIVE STYLE HEXAGON, CUP POINT
S8NLCO1718A04 BRIGHTON-BEST
FASTENER LG .375 IN. INT DRIVE STYLE HEXAGON, CUP POINT
88PCES527708 BRIGHTON-BEST 0 ‘
FASTENER LG .375 IN, INT DRIVE STYLE. HEXAGON, CUP POINT
88PCESS9688 BRIGHTON-BES o]
FASTENER LG .375 IN, INT DRIVE STYLE HEXAGON, CUP POINT
87NCE468370 BRIGHTON-BEST
BOX, ANSI B818.3, 0.3125-18 UNC X 0.375 IN LG
87NCE468370 BRIGHTON-BEST
POINT, 100 PER BOX,ANSI B18.3 NO 10-24 UNC X 0.25 IN LG
87PCES55822A E & K FASTENERS v

DRIVE STYLE HEXAGON




1/23/89 BOLTING MATERIALS: QA ¢ 2 PAGE 1,080
VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SETSCREW STAINLESS STEEL, NOMINAL DIA 88PCEG9677A BRIGHTON-BEST
.312 IN, THREAD 18, UNC, FASTENER LG .312 IN, INT ORIVE STYLE HEXAGON TYPE A = SIZE %8
SETSCREW STAINLESS STEEL, NOMINAL DIA 87PCAS1587A € Z SOCKET
.312 IN, THREAD 18, UNC, FASTENER LG .312 IN, INT DRIVE STYLE HEXAGON 100 PER 80X
SETSCREW STAINLESS STEEL. NOMINAL DIA 88PCES73458 IMPORT 0
.312 IN., THREAD 18, UNC, FASTENER LG .5 IN, INT ORIVE STYLE HEXAGON
SETSCREW STAINLESS STEEL NOMINAL DIA 88PCES505508 COLD HEADERS
.375 IN, THREAD 16, UNC. FASTENER LG .5 IN, INT DRIVE STYLE HEXAGON, DOG POINT
SETSCREW STAINLESS STEEL, NOMINAL DIA 87PCEGO378A STAR STAINLESS
.375 IN, THREAD 16, UNC, FASTENER LG .75 IN. INT DRIVE STYLE HEXAGON
SETSCREW STAINLESS STEEL, NOMINAL DIA 86PCE8013863 VICTORY BOLT v
.19 IN. THREAD 32, UNF,
SETSCREW STAINLESS STEEL, NOMINAL DIA 87PCEG14T71A BELL FASTENERS 0
.312 IN, THD 24, UNF, FASTENER LG .312 IN, CUP
SETSCREW STEEL. HEADLESS, SLOTTED. 84PM18956383 MCGRAW EDISON COMPANY v 0
0.312 X 0.5 LONG, FOR
SETSCREW STEEL., HEX, SOCKET HEAD, 5-40 84PKE910424 TEKTRONIX INC v
THD X 0.125 IN LG
SETSCREW STEEL, SOCKET HEAD, CUP POINT, 87PCESO034A AMERICAN SOCKET
0.375 X 0.5 IN LONG, 100 EA PER BOX
SETSCREW STEEL, SOCKET HEAD, 0.375 X 85PK3917603 CHALLENGE SUPPLY INC v 0
0.75 IN LONG, CUP POINT
SETSCREW STEEL, SOCKET HEAD, 0.375 X RD 900608 SURE LOC INC v
0.75 IN LONG, CUP POINT , FOR ABRASIVE BLAST
SETSCREW STEEL, SOCKET HEAD, 0.375 X RD 781 SURE LOC IN v
0. 75 IN LONG, CUP POINT DELLE SO0 KV ABCB COMPRESSOR MOOEL 10T2PK SPEC 12.004
SETSCREW STEEL, SOCKET HEAD, 0.375 X 84PK3905555 BEST SOCKET
0.75 IN LONG, CUP POINT OPERATING SPEED 1773 RPH SvV-6980 INTERNAL USAGE ONLY.
SETSCREW STEEL. SOCKET HEAD, 0.5 X 1.5 87PCE851327 HOLO-KROME
IN LONG, CUP POINT
SETSCREW STEEL, SOCKET HEAD, 0.5-20 UNF 85PM491638S WALTER A WOOD SUPPLY CO v
X 2 IN LONG, CUP POINT
SETSCREW STEEL, SOCKET HEAD -20 UNF 86PCD801029 METAL FASTENER SUPPLY CO

X 2 IN LONG. CUP POINT 1/2%-20 X 2° SOCKET SET SCREWSCUP PT. CAP SCREWS, T304 ST ST.




1/23/8¢ BOLTING MATERIALS: QA < 2 PAGE 1,081
VENOOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SETSCREW STEEL, SOCKET HEAD, 10-32 UNF RD 800874 SURE LOC INC
X 1 IN LONG, CUP POINT BREAKER
SETSCREW STEEL, SOCKET HEAD, 8-32 UNC X RD 907812 SURE LOC INC v
0.5 IN LONG DELLE 500 KV ABCB COMPRESSOR, MODEL 10T2PK SPEC 12.001
SETSCREW SCOKET, NC CUP POINT S/8"-11 X 1/2° 86PCBIEY3ILS KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, CUP POINT 1/74-20 X 5/8" LG 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET. NC CUP POINT 1/2"-13 X 1-1/2" 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET., NC CUP POINT 1/2"-13 X 3/4" 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC CUP POINT 1/4"-20 X 1/2* 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC CUP POINT 1/4--20 X 3/8" 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET. NC CUP POINT 3/8" -16 X 1/4" 86PCB36931S KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC CUP POINT 5/16"-18 X 1/4" 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC CUP POINT 5/16"-18 X 3/4" 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC CUP POINT 7/16-14 X 3/8 88PCB36931S KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET., NC CUP POINT 7/16"-14 X 3/4" 86PCB36931S KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC, CUP POINT S/8-11 X 1-1/2 84PK3955357 KNOXVILLE BOLT & SCREW v
STD BOXES, 3/4 X 3 OF SPECIAL ALLOY STEEL WITH MICRO FINISH, ALSO INCLUOES
SETSCREW SOCKET, NC, CUP POINT 7/16"-14 X 1" 86PCB369315S KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC. CUP POINT1/4"-20 X 1/4" 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW SOCKET, NC, CUP POINT7/16"-14 X 1/2° 86PCB369315 KNOXVILLE BOLT & SCREW v



1,082 -

ANSI B18.

3. 100 PER BOX,

0.375-16 UNC X

0.750 IN LONG

{NOT TO BE GLUED TOGHETHER)

1/23/89 BOLTING MATERIALS: QA ¢ 2 PAGE
VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

SETSCREW SOCKET ,NC. CUP POINT 3/8"-16 X 3/8" 86PCB369315 KNOXVILLE BOLT & SCREW v

SETSCREW 5/16-18 X 3/8 SOC SETALLOY STEEL, NOMINAL DIA 86PCF803863 FASTENERS OF TENNESSEE v

.312 IN, THREAD 18, UNC, FASTENER LG .375 IN, INT DRIVE STYLE HEXAGON, CUP OIN

SETSCREW 8-32 X 1/4 SOC SET ALLOY STEEL, NOMINAL DIA 86PCF803863 FASTENERS OF TENNESSEE v

.164 IN, THREAD 32, UNC, FASTENER LG .25 IN, INT DRIVE STYLE HEXAGON, CUP POINT, HEAT TREATED

SETSCREW. SOCKET, NC CUP POINT, S/8"-11 X 1° 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW. HEX, SOCKET, CUP POINT, #8-32 X 1/2" LG 86PCB369315 KNOXVILLE BOLT & SCREW v
SETSCREW, STAINLESS STEEL AISI 304 87NCB38025602 ATLAS BOLT COMPANY INC v

$30400. 0.25-28 UNF X 0.25 IN LG, INT DRIVE STYLE HEXAGON, CUP POINT, 100 PER BOX, ANSI B18.3

SETSCREW, CARBON STEEL. HEX DRIVE SOCKET, CUP POINT, 86PCE374652 FASTENER HOUSE INC v

ANSI B18.3-1976, 100 PER BOX .250-28 UNF'X 1 IN LONG

SETSCREW, CARBON STEEL HEX DRIVE SOCKET, CUP POINT, 86PCE374652 FASTENER HOUSE INC v

ANS]I B18 .3-1978, 50 8OX .825-18 UNF X 0.625 IN LONG

SETSCREW, HEX ORIVE, SOCKET, CUP POINT, STAINLESS STEEL 86PCE374652 FASTENER HOUSE INC v

ANSI B18.3, 100 PER BOX 0.250 UNC-20 X 0.500 IN LONG LONG

SETSCREW. HEX DRIVE, SOCKET, CUP POINT, STAINLESS STEEL, 86PCE374652 FASTENER HOUSE INC v

ANSI B18.3. 100 PER BOX 0.250-20 (INC X 0.375 IN LONG LONG

SETSCREW, HEX DRIVE, SOCKET, CUP POINT., STAINLESS STEEL 86PCE374652 FASTENER HOUSE INC v

ANSI B18.3. 100 PER BOX 0.250-20 UNC X 1 IN LONG

SETSCREW, HEX DRIVE, SOCKET, CUP POINT, STAINLESS STEE 87NJR46653102 MOUNTAIN CITY INDL SUPPLY v 3
ANSI B18.3, 100 PER BOX, 0.250 UNC-20 X 0.500 IN LO NSN 6240-00-1557916 FT. 90, 1750 RPM, INLET DIA.
SETSCREW, HEX DRIVE, SOCKET, CUP POINT. STAINLESS ST , S7NJR46653102 MOUNTAIN CITY INDL SUPPLY v 3
ANSI B18.3. 100 PER BOX, 0.250-20 UNC X 0.375 IN LO NSN 6240-00-1557916 FT. 980, 1750 RPM, INLET DIA.
SETSCREW., HEX DRIVE., SOCKET, CUP POINT, STAINLESS STEEL. 86PCE374652 FASTENER HOUSE INC v

ANSI B18.3 100 PER BOX. 0.312-18 UNC X 0.500 IN LONG LONG

SETSCREW. HEY DRIVE, SOCHET, CUP POINT, STAINLESS STEEL, S86PCE374652 FASTENER HOUSE INC v

ANSI B18.3, 100 PER BOX, 0.312-18 UNC X @.750 IN LONG LONG

SETSCREW, HE . DRIVE, SOCKET, CUP POINT, STAINLESS STEEL, 86PCE374652 FASTENER HOUSE INC v

ANSI B818.3., 100 PER BOX, 0.375-16 UNC X 0.500 IN LONG LONG

SETSCREW, HEX DRIVE. SOCKET, CUP POINT, STAINLESS STEEL, 86PCE374652 FASTENER HOUSE INC v



1/23/89
DESCRIPTION CONTRACT

SETSCREW. SOCKET HEAD, 1/4° X 3/8°, N.C. 84PK3953773

ED: W/SPECIAL FEATURE #84-4
SETSCREW. SOCKET NC, CUP POINTS/8"-11 X 1-1/2" 86PCB369315
iE;?gEEH. SOCKET TYPE. CUP POINT, SS. NC THREAD, 3/8° 84PK3942715
SETSCREW, SOCKET TYPE, CUP POINT, T-316 SS, 1/4-20 X 3/8° 84PK3955266

IN STD BOXES PACKAGE .
SETSCREW, SOCKET TYPE, CUP POINT, 18-8(304)3/8"X 1/2" 84PK3942715
SETSCREW, SOCKET, CUP POINT, STAINLESS STEEL, TYPE 18-8, 84PK4351004
1/4-20 X 1/2 AND HEAT TREATED, 1/4-28T; $/716" LONG
SETSCREW, SOCKET, CUP POINT, STAINLESS STEEL, TYPE 18-8, 84PK4351004
1/4-20 X 3/4 AND HEAT TREATED, 1/4-28T; 5/16" LONG
SETSCREW, SOCKET, HEX DRIVE, CUP POINT, CORROSION - 86PCE374598
RESISTANT. ANSI B18.3-1976, 0.250-20 UNC X 0.750 IN LONG,
SETSCREW, SOCKET, NC CuP T?gET' s/186" - 18 X 3/8" 8SPCE360691
SETSCREW, SOCKET, NC CUP POINT3/4"-10 X 1-1/2 86PCB369315
SETSCREW, SOCKET, NC CUP POINT3/4"-10 X 2 86PCB369315
SETSCREW. SOCKET, NC CUP POINT3/8"-16 X 1/2". 85PK3360584
SETSCREW, SOCKET, NC, CUP POINT, 1"-8 X 3". 85PK3360594
SETSCREW, SOCKET, NC, CUP T?:gT. 5/16° - 18 X 1/2° 85PCE360691
SETSCREW. SPLINE SOCKET SET SCREW, 5/16 IN 18 X 1/2 1IN, 84PK3948328
CUP POINT, ANSI B18.3, ALLOY STEEL, 100/BX
SETSCREW, SQ HEAD, CASE HARDENED, CUP POINT, NC 84PK39552686
THREAD, 1/4 X 3°. 20 THREAD IN STD BOXE PACKAGE .
SETSCREW, SQ HEAD, CASE HARDENED, CUP POINT, NC THREAD 84PK3955286
7/16 - 14 IN STD BOXES PACKAGE .

BOLTING MATERIALS: QA ¢ 2

PAGE

VENOOR

MANUFACTURER FLAG QA LVL

SOUTHEASTERN BOLT & SCREW 0
2 . - P/N JF20-3 @ 7.05 EA.

KNOXVILLE BOLT & SCREW v

SOUTHEASTERN BOLT & SCREW v

KNOXVILLE BOLT & SCREW v 0
CONDITION ONE MOTOROLA MICOM

SOUTHEASTERN BOLT & SCREW v

VICTORY BOLT \) 0
RT OF THIS CONTRACT.

VICTORY BOLT \ 0
RT OF THIS CONTRACT.

VICTORY BOLT v 3

KNOXVILLE BOLT & SCREW v
THESE CERAMIC BLOCKS WILL BE

KNOXVILLE BOLT & SCREW v
KNOXVILLE BOLT & SCREW v
VICTORY BOLT v
VICTORY BOLT v

KNOXVILLE BOLT & SCREW v
THESE CERAMIC BLOCKS WILL BE

CHALLENGE SUPPLY INC v 3
FIELD SERVICES 254-84

KNOXVILLE BOLT & SCREW v 0
CONDITION ONE MOTOROLA MICOM

KNOXVILLE BOLT & SCREW v 0
ONDITION ONE MOTOROLA MICOM

1,083
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BOLTING MATERIALS: QA < 2

DESCRIPTION

SETSCREW, SQ HEAD, NC, 5/16 X 3

SETSCREW, SQUARE HEAD. CUP
PNGD, W/O NUTS. AS FOLLOWS:

SETSCREW, SQUARE HEAD., NC THD.

SETSCREW, STAINLESS STEEL,
THREADS, 16 THREADS PER IN.

SETSCREW, 172" - 13 X 1,

.375X

IN STD BOXES

POINT, CASE HARDENED, NC THD,

7/8" X 5",

.50 IN LONG, STANDARD
FLAT POINT, HEADLESS

WITH 1/2" SQUARE HEAD, WITH

PENETRATING LUG, ABOUT i" LONGFOR MAIN. OF DISCONNECT

SETSCREW, 3/4" - 10 X 2", SQ.
CUP PT., PKG.

SETSCREW, 3/8"-16 X 1%,
SETSCREW, 3/8"-16 X 3/4°,
SETSCREW: 4-40 X 0.125 INCH,

SEX BOLT WITH 1 9/16" BODY
ANTI ROTATION SERRATION NECK

SEX BOLT, 5/16" UNC W/2 1/16°

SEX NUTS. YALE #1/4-20 NC.
SHACKLE (SCREW PIN), 3/8"
SHACKLE .

SHACKLE . ANCHOR SCREW PIN,
$G-209 OR EQUAL., SIZE 3/8"
SHACKLE, ANCHOR WITH SCREW
SHACKLE, PART NO. 69210-1

HEAD, CASE HARDENED, NC THD,
FOR MAIN. OF DISCONNECT

SOCKET, NC, CUP POINT

SOCKET, NC, CUP POINT

HEX SOC ST
42-A, NO. 2676A1

LENGTH, SIZE 2 1/47-20 UNC:
ON FEMALE PART AND FLAT

BODY LENGTH
F LIFE DATA

(4 PCS. PER PG.)
XXX-7528
#69210-1

CONNECTION,

GALVANIZED.
TH 6°

PIN 25 TON
63258, LOS

FOR TESTING
CROSBY-LAUGHLIN

ANGELES, CA 90063

PAGE 1,084
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
84PK3955286 KNOXVILLE BOLT & SCREW
PACKAGE CONDITION ONE MOTOROLA MICOM
84PK1951481 ATLAS BOLT COMPANY INC v
3/8" X 3* 1/4-20 X 1/2" LONCG
85PK3360594 VICTORY BOLT v
86PCB372045
HEXAGON SOCKET SETSCREWS. 2-1/2 IN THK X 38 IN
84PK3951573 ATLAS BOLT COMPANY INC v 0
SWITCHES, 181 KV SWITCHYARD 4-1/2 X 8-1/2 X 4-1/2
34PK3951573 ATLAS BOLT COMPANY INC 0
SWITCHES, 181 KV SWITCHYARD -1/2 X 8-1/2 X 4- 1/2
88PCEA07988 BRIGHTON-BEST 0
PT OF MANUF- FAIRFIELD, NJ
88PCEA407988B BRIGHTON-BEST 0
PT OF MANUF- FAIRFIELD, NJ
88PHNAS851B TEKTRONIX 0
L SHAFT. SHAFT SEALS TO BE THE INPRO SEAL. A LABYRINTH TYPE
89NNS416748B SERVICE FASTENERS CENTER v 3
HEAD SCREW. MADE FROM BRASS
89NNSA16748 SERVICE FASTENERS CENTER \' 3
84PK3958579 WM S TRIMBLE COMPANY INC v
88KCE24153A RIDGEWAY MFG CO. CO. 0
PT OF MANUF- RACINE, WIS.
86PCEA461560 B I SALA INC v
INTERSTAGE PRESSURE ON AIR COMPRESSORS USED ON AIR BLAST
86PCA352269 NOLAND COMPANY v
5S/8" X 4".
87NCD45279A BREWER TITCHENER
(1000 PER CARTON) (NOTE: QUOTING LOAD TESTED

86PWE368898 0 I SALA

INC
WITH OIL NOTCHES BETWEEN EACH TOOTH ON BOTH SIDES OF BLADE MAX. RPM 350



1/723/89 BOLTING MATERIALS: QA < 2 PAGE 1,085
VENOOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SHACKLE, 172" YYC-1S7A 88KCE24153A HAYWARD BOLT & SPECIALTY v 0
PT OF MANUF- RACINE, WIS

SHACKLES, ANCHOR:. FORGED; SCREW PIN: SIZE: 1/2 IN.; SGPCBJ 196501 SOUTHEASTERN BOLT & SCREW v
DIAMOND “D* BRAND #19025 #13723 4 PC = FT, 24 IN DIA X 2-1/2 IN THK X 368 IN
SHACKLES., ANCHCR, LOAD RATED, SIZE 3/4" SCREW TYPE 87PCD37517A CROSBY-LAUGHLIN

WIDE X 22-IN. LONG, PERFORATED STEP. DEPTH OF EACH STAIR TO BE
SHACKLES. ANCHOR, LOAD RATED. SIZE 5/8", SCREW TYPE 87PCD37517A CROSBY- LAUGHLIN

WIDE X 22-IN. LONG, PERFORATED STEP. PTH OF EACH STAIR TG BE
SHACKLES., ANCHOR., LOAD RATED, SIZE 7/8", SCREW TYPE 87PCD37517A CROSBY-LAUGHLIN

WIDE X 22-IN. LONG, PERFORATED STEP. DEPTH OF EACH STAIR TO BE
SHACKLES. ANCHOR, LOAD RATED, SIZE: 1/2", SCREH TYPE 87PCD37517A CROSBY-LAUGHLIN

WIDE X 22-IN. LO PERFORATED STEP. DEPTH OF EACH STAIR TO BE
SHAFT BEARING PART 87KNS08632A PEABODY BARNES

STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
SHAFT SEAL PART 87KNS08632A PEABODY BARNES

STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
SHAFT SEALS PART 87KNS08632A PEABODY BARNES

STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
SHAFT SLEEVE PART 8 7KNS08632A PEABODY BARNES

STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
SHAFT SLEEVE, TBJC-4817J, REF NO. 14 88KWA14318A FAIRBANKS

RED TO SUBMIT SAMPLES AT THEIR OWN EXPENSE OF ITEMS OFFER TO ALLOW EVALUATION OF
SHAFT, #183659-1 88PCE4A61560 I SALA INC

CONNECTION, FOR TESTING INTERSTAGE PRESSURE ON AIR COMPRESSORS USED ON AIR BLAST
SHAFT, FLEXIBLE 87NWA44826A GOODWA

LONG, 3/4" WIDE, .020" THICK, WITH GRADUATIONS BY 1/64", BROWN & SHARPE
SHAFT. FLEXIBLE 87TNWA44826A GOODWAY

LONG, 3/4" WIDE, .020" THICK, WITH GRADUATIONS BY 1/64", BROWN & SHARPE
SHAFT. PART NO. 183659-1 88PWE3B8898 D B I SALA INC

WITH OIL NOTCHES BETWEEN EACH TOOTH ON BOTH SIDES OF BLADE MAX. RPM 350
SHAFT, STAINLESS STEEL, PN60-1008A-050 87KJS742866 TAPROGGE AMERICA CORP

NUT) RADIUS. PARKER EXACTOL MODEL NO. 412, FOR TUBING
SHANK DIA. O. 241'-0 L2327, HEAD DIA. 0.505"-0.475", 88NNS74525A SERVICE FASTENERS CENTER v
LENGTH 0.479"-0. DATE REQUIRED: 3-16-8
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VENOOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SHEAR BAR., FOR USE WITH ITEM 1, 2T BURKE NO 79-140. 85KCB731620 BURKE COMPANY v
. 79-047. ONLY ONE AWARD WILL BE MADE. PORTLAND CEMENT TYPE II
SHEAR CONNECTOR, 3/4" X 3-7/8" FOR FLAT SURFACE, LOW CARBON 85KCB731644 TRW NELSON DIV v
STEEL, 50.000 PSI YIELD, COMPLETE WITH FERRULE. NELSON PART NO. 101-098-127 OR ERICO JONES ARCSC.
SHEAR KEY, ITEM 52, P/N 3313 88NNS84305A R P ADAMS COMPANY 3
117672. MODEL NO. WS 13, 250 GPM, 250 PSI, ORIGINAL CONTRACT NO. 71CSS- 92850 1,
SHEET METAL ASSORTMENT, DRILL POINT,  QUAD GRIP 87PCD381184 SUPERTANIUM
ALL: 142, 38", WIDTH OF BASE: 307, LENGTH OF BASE: 32°.
SHEET METAL FASTENERS #10 X 3/4 PAN HEAD WITH STANDARD S87NCEA4894A EASTERN SCREW(DOMESTIC)
SLOT STEEL WITH ZINC COATING 100 PER BOX
SHEET METAL FASTENERS #10 X 1 HEX HEAD TEK SCREWS STEEL 87NCEAA894A ATLAS BOLT & SCREW(DOMEST
WITH ZINC COATING 100 PER BOX
SHEET METAL SCREW. HEX HEAD WITH NEOPRENE WASHER, NO. 87NCBO6550A MIGHTY MILL _SUPPLY INC v
10 X 1" LONG, SELF DRILLING TYPE. BY THE MILCOR DIVISION, INRYCO, INC., MILWAUKEE, WI,
SHEET METAL SCREW, HEX HEA SELF TAPPING., ZINC COATED 83KCET77125A . o]
CARBON STEEL, #12 X 1-1/4- INCHLONG. TEK-5 WITH CONTROL DRIVE WASHER. FULL CARTON ONLY. 4000 PER CARTON.
SHEET METAL SCREW, NO. 14 X 3/4" SELF DRILLING WITH 85KCB731397 VICTORY BOLT v 0
NEOPRENE WASHER, HEX HEAD TEK TYPE. KETS, UNLESS NOTED OTHERWISE, AWWA C110.
SHEET METAL SCREWS - #8. WITH 1/4" HEX HEAD 84PK3942944 SHOOK & FLETCHER INSUL CO v
SHEET METAL SCREWS - SELF TAPPING, PAN HEAD, STEEL 87NJR32041A METAL FASTENER SUPPLY CO v
ZINC PLATED. TYPE B, IN ACCORDANCE WITH ANSI 14.6.4.NO. 10 DIA. X 1/2° (100 PER BOX)
SHEET METAL SCREWS, #10 X 1-1/4" 84PN395164502 RAMSEY ELECTRIC SUPPLY 0
MANUFACTURER - STEWARD MANUFACTURER - SQUARE D QO0B-12RB(FOR TWO 2 POLE BREAKERS, YOU MUST USE 100A
SHEETMETAL SCREW ASSORTMENT, QUAD GRIP, (SUPERTANIUM) 87PCE381132 PREMIER FASTENER COMPANY
PT.OF MANUF- HICKORY,L NC.
SHEETMETAL SCREW, #8 X 374", ROUND HEAD. SELF-TAP 85PK39598554 FASTENERS OF TENNESSEE v 0
UMBERS : - 624H100G02. .
SHEETMETAL SCREW, SELF-TAPPINGCARBON STEEL, PER ANSI 85PCB4S1312 METAL FASTENER SUPPLY CO v
B18.6. 4. LATEST REVISION,#10 X 3/4" LONG, HEX HEAD SLOTTED TYPE AB POSITION INDICATOR,
SHEETMETAL SCREWS, #10 X 3/4~ PAN HEAD, SELF-TAP 85PK3959554 FASTENERS OF TENNESSEE v 0
UMBERS : - 624H100G02. .
SHEETMETAL SCREWS. #12 X 1", ROUND HEAD, SELF-TAPPING 85PK3959554 FASTENERS OF TENNESSEE v 0
UMBERS : - 624H100G02. .



1/23/789 BOLTING MATERIALS: QA ¢ 2 PAGE
VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SHEETMETAL SCREWS, #12 X 3/4" ROUND HEAD, SELF-TAP 85PK3959554 FASTENERS OF TENNESSEE v 0
UMBERS : - 624H100G02. .
SHEETMETAL SCREWS, #7 X 3/8", ALIMINUM, PAN HEAD 8S5PK3959554 FASTENERS OF TENNESSEE v 0
UMBERS : - 624H100G02. .
SHEETMETAL SCREWS, #8 X1°-, ROUND HEAD, SELF-TAPPING 8S5PK3959554 FASTENERS OF TENNESSEE v ()
UMBERS : - 624H100G02. .
SHEETMETAL SCREWS, PAN HEAD, CAgMUIT/;LAIED AS FOLLOWS: 85PK2957937 METAL FASTENER SUPPLY CO \
. #10 X - .
SHEETMETAL SCREWS. ZINC COATEDSIZE 018 1/2" LONG HEX HEAD 84PK2963971 METAL FASTENER SUPPLY CO
QUOTING 5/16", #10 FOR BOTH ITEM QUOTING 6°8" X 3'0" SILVER COLOR HARDHARE AND
SHEETMETAL SCREWS. ZINC COATEDSIZE #18, 1" LONG HEX HEAD 84PK2963971 METAL FASTENER SUPPLY CO
OPERATIONAL QUALITY ASSURANCE LEVEL 3 IS REQUIRED. THIS CLASSIFICATION IS FOR TVA
SHEETMETAL TEK SCREWS, DRILL POINT 1° LONG, HEX HEAD, 84PK7955209 VICTORY BOLT
PLATED., 1/4 X 1 FOR: CLOTHES BINS (C-ZONE) SYSTEM 317 PUMP HYDRAULIC COUPLING OIL
SHEETMETAL TEK SCREWS, DRILL POINT 3/4' LONG, HEX HEAD 84PK7955209 VICTORY BOLTY
PLATED. 1/4 X 3/4 FOR: CLOTHES BINS (C-ZONE) SYSTEM 317 PUMP HYDRAULIC COUPLING oIL
SHEETROCK SCREWS #6 X 1-1/4" LONG. 85PK39873933 MCBRYAN LUMBER COMPANY
RIGHT HAND. CORNERS MUST BE ROUNDED NANE-
SHEETROCK SCREWS TEB 3/8 BBC-447F 87KCE13139A COMPASS
SELF DRILLING FRAMING SCREWS
SHEETROCK SCREWS 6 X 1 1/8 B8BC-587Y 87KCE13139A COMPASS
POINT OF MANUF- CALIFORNIA
SHEETROCK SCREWS 6 X 2 1/4 ZZZ-160A 87KCE13139A COMPASS
POINT OF MANUF- CALIFORNIA
SHEETROCK SCREWS, #6 X 1-1/4" 84PKS947194 METAL FASTENER SUPPLY co v
WIRE, 14 X 14 MESH, .0S1 IN WIDTH OPENING WIDE
SHEETROCK SCREWS. 1-1/8" 85KCF741080 c SUPPLY
FILED INFORMATION: REQUEST NO. WB-C16877
SHEETROCK SCREWS, 1-5/8" 85KCF741080 C K SUPPLY
FILED INFORMATION: REQUEST NO. WB-C1877
SHEETROCK SCREWS., 6 X 1 1/8 ;g%Lkégg BBC-587Y 87KCEO5157A ATLAS BOLT COMPANY INC v 0
SHEETROCK SCREWS, 6 X 1-1/8 86KCET754423 ATLAS BOLT COMPANY INC v

1,087
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

SHEETROCK TAPE. 85PK3973933 MCBRYAN LUMBER COMPANY 0

RIGHT HAND. CORNERS MUST BE ROUNDED. NAME -
SHEETROCK S5/8" X &' X 12° FIRERETARDANT. 85PK3873933 MCBRYAN LUMBER COMPANY 0

RIGHT HAND. CORNERS MUST BE ROUNDED. NAME -
SHEETROCK . GYPSUM BOARD PANELS4' X 12' X 1/2° THICK 84PK3957823 ALET v

PARTICLES. WHICH ARE DRY AND UNCONTAMINATED, 100 PERCE! PASSING A NO. 14 SIEVE, ALL
g:EE;EOCK, GYPSUM BOARD PANELS4' X 12' X 1/2- THICK, 40 84PK2957968 COLLINS SUPPLY INC v
SHIELD, 2-PIECE, 180 DEG. LONG, AMP 202713-2 85PHF452610

AL CONDITION #17 SHALL BE IDENTIFIED NITH RESPECTIVE PART, MODEL, OR TYPE
SHIM PART 87KNS08632A PEABODY BARNES

STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
SHIM PART 87KNS08632A PEABODY BARNES

STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
SHIM PART 87KNS08632A PEABODY BARNES

STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
SHIM, P/N 6973 88KCGO3337A FINN CORPORATION

NORZON III, NORTON P/N K1-115-038 ANCHORS SHALL BE ASTN A108
SHIM, P/N 7200 88KCGO03337A FINN CORPORATION

NORZON III, NORTON P/N K1-115-038 ANCHORS SHALL B: ASTM Al08
SHIMS (10) TAJC 126A 88KWAL4318A FAIRBANKS MORSE

RED TO SUBMIT SAMPLES AT THEIR OWN EXPENSE OF ITEMS OFFER TO ALLOW EVALUATION OF
SHOE ., CARRIER LOCK SCREW 87PCB43822A STARRETT

F-65 CUSTOM MIX, OR EQUAL AIR FLOW SWITCH, INLET GAS
SHOP ASSEMBLED CAN, FLANGE ANDCOVER CAN BE FIELD ASSEMBLED 81P33192883 C E AIR PREHEATER v 0
DWG ES921309
SHOULDER EYE BOLTS., THREADED, IN THE FOLLOWING SIZES: 84PK3954249 VOLUNTEER WIRE ROPE & SUP v
SHOULDER SCREW 88PHN44234A KRAUTKRAMER

GAUGES 0-100 PSI, (2) GA-125 GAUGE ADAPTOR, (1) T-220 & (1) T-125 1 INCH DIAL FACE
SHOL .DER SCREW, HEX SOCKET NYLON PELLET ALLOY STEEL. 85PK3450645 WALTER A WOOD SUPPLY CO v
SHOULDER DIAMETER 5/16",
SHOULDER WASHER, TEFLON,K 0.25 X 38 IN. O.D. .METAL 841K295 METAL SAMPLES ' v
SAMPLES PART NO. 1407 METAL SAMPLES PART NO. 1210 STARLITE, TO COVER AREA 24 X 35 FT., INSTALLATION INCLUDED
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DESCRIPTION
FOR EYE WAHSERS.

SHROUD ASSEMBLY,
ICON BRONZE U-BOLT WITH

E 7/16" X 1-7/16" X 2-1/2"
I

CONE BRONZE BOLT HEX HD
00 PSI ULTIMATE

LICONE BRONZE BOLT HEX HD.

SIL
SIZ
SIL
650
SI
SILICONE BRONZE BOLT HEX HD.
SILICONE BRONZE LOCK WAHER
SILICONE BRONZE NUT, HEX
55000 PSI ULTIMATE

SILICONE BRONZE NUT, HEX
SILICONE CAULKING, CLEAR
SINGLE COIL SPRING WASHER,
SIZE 1/4"-20 X 1=
SIZE 3/8"-16 X 1"

SIZE 3/8"-16 X 3/4"

SIZE #10 X 1/2 CH 041X
SIZE #10 X 3/4 CH 042X
SIZE #10 X 5/8 CH 041AX

SIZE #10-32 X 3/4"

BOLTING MATERIALS: QA < 2

CONTRACT
SPEAKMAN CATALOG RP-7 83PK6337568
11 15808999, SIZE 1-1/2S, DIA. 8 IN, TYPE SPL,
NUTS AND LOCK WASHERS 8SPCF454971
-1/4° ID OF EYE. MCMASTER CARR 88891741
1/4-20 X 1" UNS ALLOY NO C651 87NJLATB31A
CONDENSER VACUUM PRIMING PUMPSPART NO. 101
3/8 - 16 X 1 1/4° 87NCE34996A
WITH INSIDE DMENSIONS OF 18 7/8° X 48 7/8"
3/8 - 16 x 1" 87NCE34996A
WITH INSIDE DMENSIONS OF 18 7,8 X 48 7/8"
3/8 I.D. f§INCE34996A
WITH INSIDE DMENSIONS OF 18 7/8" X 48 7/8"
1/4-20 UNS ALLOY ND C8S51 $’NJL47621A
CONDENSER VACUUM PRIMING PUMPSPART NO. 101
3/8 - 16 81 NCE34996A
WITH INSIDE DMENSIONS OF 18 77" X 48 7/8"
85F<7969615
REPRESENTATIVE. FURNIS ' MATERIAL,
CAT. TTEM 19, 2BA 87PLB379207
C S PER P\CK
TVA MARK NO. EJM-1 88KCL 7938607
TVA MARK NO. EJM-S 86KCE 93607
TVA MARK NO. EJM-3 86KCE7936807
88FCE12405A
SIZE 174 X 3
88FCE12405A
SIZE 1/4 X 3
88FCE12405A
SIZE 1/4 X 3
85PK3352955

MANUFACTURER
SPEAKMAN

GPM 1800, SN SP-492632

SOUTHEASTERN BOLT & SCREW
HUB INCORPO&AYED
BOLTS & NUTS INC

FOR M198D6, FOUR

BOLTS & NUTS INC
FOR M196DB, FOUR

BOLTS & NUTS INC
FOR M196D8B,

HUB INCORPORATED

VENDOR
FLAG

v

T AUTOMATIC MONITORINO OF

PAGE

1,089

QA LVL

QUOTING

»w

v

(4) DOG, WEATHERTIGHT
v

(4) DOG, WEATHERTIGHT

v
FOUR (4) DOG, WEATHERTIGHT

MIT AUTOMATIC MONIYORING OF A

BOLTS & NUTS INC
FOR Mi9€78, FOUR

COLLINS SUPPLY INC
MANPOWER ,

ROTORK

TELESCCPIC PROBE
METAL FASTENER SUPPLY CO
METAL FASTENER SUPPLY CO
METAL FASTENER SUPPLY CO
SHOALS FASTENER SUPPLY
SHOALS FASTENER SUPPLY

SHOALS FASTENER SUPPLY

SOUTHEASTERN BOLT & SCREW

v

i
(4) DOG, WEATHERTIGHT

AND MACHINERY NECESSARY T0
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DESCR

SIZE %12 X 1 CH 045X
SIZE #6 X 1/2" CH 035X
SIZE #6-32 X 3/4°
SICE #7 X 1/2" CH 037X
SIZE #8 X 1 CH 039AX
SIZE #8 X 1/2" CH 038X
SIZE #8 X 3/4° CH 039X
SIZE NO 10--24

316 GRADE B8MN ASME-SA-193

SIZE NO 10--32 THREADS/IN---1
S/S 316 ,GRADE B8MN ASME-SA-19

SIZE NO. 1/4

SIZE NO. 1/4

3/8 LONG

SIZE NO. 1/4

3/8 LONG

SIZE NO. 1/4, CORROSION-

SIZE NO. 1A, BOLT SIZE 5/16".
1-11/716"

SIZE NO

316 GRADE BSMN _ASME-SA-193,

SIZE NO. 10--24 THREADS/IN--1
S/S 316 ,GRADE BSMN ASME-SA-18

SIZE NO. 10, HEXAGON HEAD, SS
1-1/2 LONG

BOLTING MATERIALS: QA < 2

IPTION

SIZE 1/4 X 3
SIZE 1/4 X 3
SIZE 1/4 X 3
SIZE 1/4 X 3
SIZE 1/4 X 3

SIZE 1/4 X 3

THREADS/IN---1 LONG,CAP SCREW, HEXAGON HEAD,SS

52 LONG . CAP SCREW, HEXAGON HEAD,
1/2.

20 THREADS/IN

28 THREADS/IN

FESISTANT STEEL

1/2,
18 THREAD, OVER 4EIGHT

10---32 THREADS/IN--1LONG,.CAP SCREW.HEXAGON HEAD,SS

52 LONG,CAP SCREW, HEXAGON HEAD,

24 THREADS/IN

CONTRACT MANUFACTURER
88FCE12405A SHOALS FASTENER SUPPLY
88FCE12405A SHOALS FASTENER SUPPLY
85PK3352955 SOUTHEASTERN BOLT & SCREW
88FCE12405A SHOALS FASTENER SUPPLY
83FCE12405A SHOALS FASTENER SUPPLY
88FCE12405A SHOALS FASTENER SUPPLY
8B8FCE12405A SHOALS FASTENER SUPPLY
81PK517289002 CHALLENGE SUPPLY INC
81PKS517289002 CHALLENGE SUPPLY INC
85PCE366489 CHALLENGE SUPPLY INC

UNC, FASTENER LG 1.5 IN, INT DRIVE
81PK517289001 CHALLENGE SUPPLY INC
81PK5172898002 CHALLENGE SUPPLY INC
85PCE366489 CHALLENGE SUPPLY INC

UNC, FASTENER LG 1.5 IN, INT DRIVE
84PM1952075 NOLAND COMPANY
81PK517289002 CHALLENGE SUPPLY INC
81PK517289002 CHALLENGE SUPPLY INC
81PKS517289002 CHALLENGE SUPPLY INC

1,000

PAGE

VENDOR

FLAG QA LVL

v
STYLE HEXAGON,

v

v

v
STYLE HEXAGON,

v

v
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

SIZE NO. 10L 85PK6360777 CHALLENGE SUPPLY INC v
SIZE NO. 12L 85PK6360777 CHALLENGE SUPPLY INC v
gIZElgo 2. BOLT SIZE 3/8", 16 THREAD, OVERALL HEIGHT 84PM1952075 NOLAND COMPANY v
2-1/16"
SIZE NO. 3/8 85PCE366489 CHALLENGE SUPPLY INC v

172, 16, UNC, FASTENER LG 1.5 IN, INT DRIVE STYLE HEXAGON,
glfszyo. 3A, BOLT SIZE 172", 13 THREAD, OVERALL HEIGHT 84PM1952075 NOLAND COMPANY v
§I§58§0 5. BOLT SIZE 3/4". 10 THREAD, OVERALL HEIGHT 84PM1952075 NOLAND COMPANY v
SIZE NO. 6 32 THREADS/IN 5/8 LONG,CAP SCRES ,HEXAGON HEA 81PK517289002 CHALLENGE SUPPLY INC v
D.SS 316 GRADE B8MN ASME-SA-
§I§5129 6. BOLT SIZE 7/8", 9 THREAD, OVERALL HEIGHT 84PM1952075 NOLAND COMPANY v
SIZE NO. 7. BOLT SIZE 1", 8 THREAD, OVERALL HEIGHT S§° 84PM1952075 NOLAND COMPANY v
SIZE NO. 7A, BOLT SIZE 1-1/8",7 THREAD, OVERALL HEIGHT §° 84PM1952075 NOLAND COMPANY v
SIZE NO. 8 8SPCE366489 CHALLENGE SUPPLY INC v

172, 16, UNC, FASTENER LG 1.5 IN, INT DRIVE STYLE HEXAGON,
SIZE NO. 8-32 THREADS/IN.-1 LONG.CAP SCREW HEXAGON HEAD,S/S 81PK517289002 CHALLENGE SUPPLY INC v
316 GRADE BS8MN ASME-SA-193
SIZE NO. 8-32 THREADS/IN-1/2 L316 GRADE B8MN ASME-SA-193 81PK517288002 CHALLENGE SUPPLY INC \
gIgE‘NO. 8. BOLT SIZE 1-1/4", 7 THREAD, OVERALL HEIGHT 84PM1952075 NOLAND COMPANY v

- / "
SIZE O LENGTH 3/16 INCH 85PK1357197 CHALLENGE SUPPLY INC v 4
SCREW, DRIVE, U-TYPE, HARDENED STEEL, IN THE FOLLOWING SIZES

SIZE 0.190"-0.195". 1D-0.219",00-0.500", 0.049" THK 88NNS7452SA SERVICE FASTENERS CENTER v

ECT TO BE CONVERTED TO GBL AT DESTINATION
SIZE 0.250", ID-0.255"-0.263",0D-0.489, 0.062" THK 88NNS74525A SERVICE FASTENERS CENTER v

DANCE WITH ANSI B18.21.1
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SI1ZE 0.250", 1D-0.312", OD-0.734", 0.065" THK 88NNS74525A SERVICE FASTENERS CENTER v
ECT TO BE CONVERTED TO GBL AT DESTINATION
SIZE 0.500"., 1D-0.562", 0oD-1.375", 0.109" THK 88NNS74525A SERVICE FASTENERS CENTER v
ECT TO BE CONVERTED TO GBL A DESTINATION
SIZE 00 LENGTH 3/16 INCH 85PK1357197 CHALLENGE SUPPLY INC v 4
SCREW. DRIVE, U-TYPE, HARDENED STEEL, IN THE FOLLOWING SIZES
SIZE ! INCH 84PK1957783 CHALLENGE SUPPLY INC v
NOTE: IF AWARDED LOCALLY, TVAWILL PICKUP.
SIZE 1 INCH 84PK1957783 CHALLENGE SUPPLY INC v
NOTE: IF AWARDED LOCALLY, TVAWILL PICKUP.
SIZE 1 INCH 84PK1957783 CHALLENGE SUPPLY INC \'
NOTE: 1IF AWARDED LOCALLY, TVAWILL PICKUP.
SIZE 1 1/2 INCH 84PK19857783 CHALLENGE SUPPLY INC \
NOTE: 1IF AWARDED LOCALLY, TVAWILL PICKUP.
SIZE 1 1/2° 84PK1957783 CHALLENGE SUPPLY INC v
NOTE: 1IF AWARDED LOCALLY, TVAWILL PICKUP.
SIZE ) 1/2" 84PK1957783 CHALLENGE SUPPLY INC v
NOTE: 1IF AWARDED LOCALLY, TVAWILL PICKUP.
SIZE 1 1/2" DIA. X 6 1/2" LG. 84PK1957783 CHALLENGE SUPPLY INC v
NOTE: 1IF AWARDED LOCALLY. TVAWILL PICKUP.
SI1ZE 1-1/8" - 7 X 3° 84PK3939658 CHALLENGE ENTERPRISES v
PACKAGED, AS FOLLOWS: * SIZE 1-1/4" - 7 X 5-3/4°
SIZE 1/2 13 THREADS IN 81PK517289001 CHALLENGE SUPPLY INC v
1 LONG
SIZE 1/2 13 THREADS IN 81PKS517289002 CHALLENGE SUPPLY INC v
1-1/2LONG
ingNé/Z 13 THREADS IN 81PKS17289001 CHALLENGE SUPPLY INC v
SIZE 1/2 13 THREADS IN 81PKS17289001 CHALLENGE SUPPLY INC A
2-1/2 LONG
SIZE '/2 13 THREADS 1IN 81PK517289001 CHALLENGE SUPPLY INC v
3 LONG
SIZE 1/2 13 THREADS IN 81PKS17289001 CHALLENGE SUPPLY INC v
3-1/2 LONG
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DESCRIPTION

SIZE 1/2
4 LONG

SIZE 1/2
4-1/2 LONG

SIZE 1/2
5 LONG

SIZE 1/2
$-1/2 LONG

SIZE 1/72
LONG

SIZE 1/2
1 LONG

SIZE 1/2
2 LONG

SIZE 1/2
2-1/2 LONG

SIZE 1/2

3 LONG

SIZE 1/2

3-1/2 LONG

SIZE 1/2 IN-13 X 1-3/4 IN

SIZE 1/2°

SIZE 1/2" X 2-1/4".
SIZE 1/2" X 2-3/4"
SIZE 1/2" X 3-1/2".
SIZE 1/2" X 3-3/4".
SIZe 1/2" X 3°

13 THREADS IN

13 THREADS IN

13 THREADS 1IN

13 THREADS IN

13 THREADS 1IN

20 THREADS 1IN

20 THREADS IN

20 THREADS 1IN

20 THREADS IN

20 THREADS IN

COMMERCIAL GRADE 8+,

SPECIFICATIONS:
BRONZE. ELEVATOR
SPECIFICATIONS:

BRONZE . ELEVATOR

BRONZE . ELEVATOR

BOLTING MATERIALS: QA ¢ 2

CONTRACT
81PKS17289001

81PK51728900!

81PK517289001

81PK517289002

81PK517289001

81PK517289001

81PK517289002

81PK517289002

81PK517289002

81PK517289002

84PK3344479

86FCD756512

MANUFACTURER
CHALLENGE SUPPLY INC

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHA.LLENGE

CHALLENGE

CHALLENGE

CHALLENGE

H B

FROM HB AIRCRAFT STANDARD PARTS CO.

A. MUST BE SUITABLE FOR USE

87PCE30927A

MAINTENANCE REPAIR CO.

86FCD756512

A. MUST BE SUITABLE FOR USE

87PCE30927A

MAINTENANCE REPAIR

87PCE30927A

MAINTENANCE REPAIR

85PK3351782
BOLTS &

co

co
INFASCO

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

INC

INC

INC

INC

INC

INC

INC

INC

INC

PAGE 1,093

VENOOR
FLAG

v

QA LVL

v

AIRCRAFT STANDARD

OR EQUAL, ALLOY STEEL
INTERLOCK DIVISION

wI
ACTIVE BOLTl% SCREW CO

TH

/16 1D
INTERLOCK DIVISION

WITH
ACTIVE BOLT & SCREW CO

11/16 ID

ACTIVE BOLT & SCREW CO

11/16 ID

SULFURIC ACID (H2S04)
X1 3/4 OOVX 9/64
SULFURIC AXID (H2S04)
X 1 3/4 OOVX 9/64

v
X 13/74 0D X 9/64

NUTS SHALL BE SHIPPED ASSEMBLED.
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SIZE 1/2" X 3~

SIZE 1/2° X 4-1/2".

SIZE 172" X 4~

SIZE 1/2"
SIZE 1/4
1 LONG

SIZE 1/4
1-1/2 LONG

SIZE 1/4
2 LONG

SIZE 1/4
2-1/2 LONG

SIZE 1/4
3 LONG

SIZE 1/4
4 LONG

SIZE 1/4
1 LONG

SIZE 1/4
1-1/2 LONG

SIZE 1/4
1/2 LONG

SIZE 1/4
-1/2 LONG

SIZE 1/4
3 LONG

SIZE 1/4 IN-20 X 1 IN
OPERATIONAL QUALITY ASSURANCE

SIZE 1/4 IN. P/N ANS60-416

DESCRIPTION

BUTYL TUBE & COVER,

BRONZE .

BUTYL TUBE & COVER,

20

20

20

20

20

20

28

28

28

28

28

WASHER,

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

THREADS/IN

LEVEL 11 IS ASSIGNED TO

ELEVATOR

FLAT, FROM HB

BOLTING MATERIALS: QA < 2

CONTRACT
85FCD728339

MANUFACTURER

METAL FASTENER SUPPLY CO

VENDOR

FLAG

POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE

87PCE30927A

MAINTENANCE REPAIR CO

85PK3351782

BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
METAL FASTENER SUPPLY CO

85FCD728339

INFASCO

POLYESTER REINFORCEMENT, RATED FOR 250

81PK517289001

81PK517289001

81PK517289001

81PK517289001

81PKS517289001

81PKS517289001

81PKS517289002

81PKS517289002

81PK517289002

81PK51728901J2

81PK517289002

84PK1344479

ITEMS: 1-13.
84PK3344479

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

H B AIRCRAFT STANDARD

ACTIVE BOLT & SCREW CO

PAGE 1,094

QA LVL
0

11716 ID X 1 3/4 00 X 9/64

DEG. CONTINUOUS SERVICE

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

INC

INC

INC

INC

INC

INC

INC

INC

INC

INC

INC

H B AIRCRAFT STANDA
OR EQUAL

AIRCRAFT STANDARD PARTS co.

v

v

v
CADNIUM COATED,
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VENDOR
DESCRIPTION CONTRACT MANUF ACTURER FLAG QA LVL
SIZE 1/4---20 THREADS/IN---1/2LONG 81PKS517289001 CHALLENGE SUPPLY INC v
SIZE 1/4-20. 1 1/2" LONG (100 PER BOX). 85PK7451468 SOUTHEASTERN BOLT & SCREW v
SIZE 1/4-20, 1* LONG (100 PER BOX). 85PK7451468 SOUTHEASTERN BOLT & SCREW v
SIZE 1/4-20, 3/4" LONG (100 PER BOX) 85PK7451468 SOUTHEASTERN BOLT & SCREW v
SIZE 1/4-28. 1" LONG (100 PER BOX). 85PK7451468 SOUTHEASTERN BOLT & SCREW v
SI7E 1/4" - 20 NC 85PK3352955 SOUTHEASTERN BOLT & SCREW v
S1ZE 1/4° X 2-1/2" 85PK3351782 INFASCO
BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 174" X 3* 85PK3351782 INFASCO
BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 1/4" X 4" 85PK3351782 INFA
BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 1/4". NC THREAD 85PK3351782 BARRETT FASTENER MFG
BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 1 DIA. X 4" LG. 84PK1957783 CHALLENGE SUPPLY INC v
NOTE: IF AWARDED LOCALLY, TVAWILL PICKUP.
SIZE 1" X 3* 8SPCE35228502 SOUTHEASTERN BOLT & SCREW v o]
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-6524.
SIZE 1" X 4-1/2". 87PCE30927A ACTIVE BOLT & SCREW C
BRONZE . ELEVATOR MAINTENANCE REPAIR CO. 1/16 I0 X 1 3/4 00 X 9/64
SIZE 1* X 4~ 87PCE30927A ACTIVE BOLT & SCREW CO
BRONZE. ELEVATOR MAINTENANCE REPAIR CO. 11716 ID X 1 3/4 OD X 9/64
SIZE 10-12-14 X 1-1/2" 85PK3351782 BARRETT FASTENER MFG
BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 10-24 X 1/2 IN 84PK3344479 H 8 AIRCRAFT STANDARD

SIZE

COMMERCIAL GRADE 8+,
BOX) .

10-24, 1" LONG (100 PER

FROM HB AIRCRAFT STANDARD PARTS CO.

85PK7451468

SOUTHEASTERN BOLT & SCREW

OR EQUAL, ALLOY STEEL

v



¢
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DESCRIPTION
SIZE 10-32. 1" LONG (100 PER BOX)>

SIZE 10. P/N AN960-10
WASHER, FLAT,

SIZE 14L

SIZE 16-18 X 1-1/2°
SIZE 16L

SIZE 2 LENGTH 3/16 INCH

SIZE 2-8 24 THREADS 1IN
1 LONG

SIZE 20L
SIZE 24L
SIZE 3-8 18 THREADS/IN

1-1/2 LONG

SIZE 3/16" NUTS CLASS K
QA LEVEL III

SIZE 3/16" X 1" BOLTS CLASS K
QA LEVEL III
SIZE 3/4°

PARTS TYPE 316 STAINLESS

SIZE 3/4"

SPECIFICATIONS:
SI1ZE 374" - 10 THD X 1 1/2" LONG, PACKAGED APPROXIMATELY

20 PER BOX

SIZE 3/4" - 10 THD X 2 1/2° LONG, PACKAGED APPROXIMATELY

20 PER BOX

SIZE 3/4" - 10 THD X 3 1/4" LONG, PACKAGED APPROXIMATELY

20 PER BOX

BOLTING MATEBIALS: QA ¢ 2

CONTRACT MANUFACTURER
85PK7451468 SOUTHEASTERN BOLT & SCREW

84PK3344479 H AIRCRAFT STANDARD

PAGE 1,098

VENDOR
FLAG QA L.

v

AIRCRAFT STANDARD PARTS co. OR EQUAL, CADMIUM COATED

85PK8360777 CHALLENGE SUPPLY INC v
85PK3351782 BARRETT FASTENER MFG

BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
85PK6360777 CHALLENGE SUPPLY INC v
85PK1357197 CHALLENGE SUPPLY INC v 4

SCREW. DRIVE, U-TYPE, HARDENED STEEL, IN THE FOLLOWING SIZES
81PKS17289002 CHALLENGE SUPPLY INC v
85PK6360777 CHALLENGE SUPPLY INC v
85PK6360777 CHALLENGE SUPPLY INC v
81PKS517289001 CHALLENGE SUPPLY INC v
88NNR74412A CARDINAL INDUSTRIAL PDT

OXIDE RED, QA LEVEL III 000 PSIG, PATTERN
88NNR74412A CARDINAL INDUSTRIAL PDTS v

OXIDE RED, QA LEVEL III 3000 PSIG, T-PATTERN
85FCB728292 SOUTHEASTERN BOLT & SCREW

STEEL., ONE MOVING PART, METAL TO METAL SEALS, PRESSURES T0

86FCD756512 INTERLOCK DIVISION
A. MUST BE SUITABLE FOR USE
85PK7358445 SOUTHEASTERN BOLT & SCREW

ONLY ONE AWARD WILL BE MADE. OR EQUAL

85PK7358445 SOUTHEASTERN BOLT & SCREW
ONLY ONE AWARD WILL BE MADE. OR EQUAL

85PK7358445 SOUTHEASTERN BOLT & SCREW
ONLY ONE AWARD WILL BE MADE. OR EQUAL

WITH SULFURIC ACID (H2S04)

v

v
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VEN
DESCRIPTION CONTRACT MANUFACTURER LAG QA LVL
SIZE 3/4" - 10 THD X 3° LONG, PACKAGED APPROXIMATELY 20 PER 85PK7358445 SOUTHEASTERN BOLT & SCREW v
B80OX ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 3/4" - 10 THD X 4 1/2* LONG, PACKAGED APPROXIMATELY 8SPK7358445 SOUTHEASTERN BOLT & SCREW v
20 PER BOX ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 3/4" - 10 THD X 4" LONG PACKAGED APPROXIMATELY 20 85PK7358445 SOUTHEASTERN BOLT & SCREW v
PER BOX ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 3/4~ - 10 THD X 5" LONG, PCXAGED APPROXIMATELY 20 85PK7358445 SOUTHEASTERN BOLT & SCREW v
PER BOX ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 3/4" - 10 THD X 6" LONG, PACKAGED APPROXIMATELY 20 PER 8SPK7358445 SOUTHEASTERN BOLT & SCREW v
BOX ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 3/4" - 10 THDS X 1" LONG,LPACKAGED APPROXIMATELY 20 PER 85PK7358445 SOUTHEASTERN BOLT & SCREW v
BOX ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 374" - 10 THDS X 2" LONG,PACKAGED APPROXIMATELY 20 PER 85PK7358445 SOUTHEASTERN BOLT & SCREW v
80X ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 374" - 10 THDS X 3 1/2° LONG, PACKAGED APPROXIMATELY 85PK7358445 SOUTHEASTERN BOLT & SCREW v
20 PER BOX ONLY ONE AWARD WILL BE MADE. OR EQUAL
SIZE 374" X 2-1/2" 85PCE35228502 SOUTHEASTERN BOLT & SCREW v 0
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-6524.
SIZE 374" X 2-1/4" 85FCB723292 SOUTHEASTERN BOLT & SCREW v
PARTS TYPE 316 STAINLESS STEEL, ONE MOVING PART, METAL TO METAL SEALS., PRESSURES TO
SIZE 3/4" X 2" 8SPCE35228502 SOUTHEASTERN BOLT & SCREW v 0
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-6524.
SIZE 3/4° X 2° 85FCB728292 SOUTHEASTERN BOLT & SCREW v
PARTS TYPE 316 STAINLESS STEEL., ONE MOVING PART, METAL TO METAL SEALS, PRESSURES TO
SIZE 3/4" X 2° 86FCD756512 INTERLOCK
SPECIFICATIONS: A. MUST BE SUITABLE FOR USE WITH SULFURIC ACID (H2S04)
SIZE 374" X 3-1/2". 85FCD728339 METAL FASTENER SUPPLY C
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE
SIZE 3/4" X 3-3/4" 86FCD756512 INTERLOCK DIVISION
SPECIFICATIONS: A. MUST BE SUITABLE FOR USE WITH SULFURIC ACID (H2504)
SIZE 3/4" X 3-3/4". 85FCD728339 METAL FASTENER SUPPLY CO
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE
SIZE 3/4" X o° 85PCE35228502 SOUTHEASTERN BOLT & SCREW v 0
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-852
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SIZE 3/4"

SIZE 3/4°

SIZE 3/4"

SIZE 3/4"

SIZE 3/4"

SIZE 3/4"

SIZE 3/4°

SI1ZE 3/4"

SI1ZE 3/4".

E 3/8

SIZE 3/8
6 LONG

SIZE 3/8
1 LONG

SIZE 3/8
2-1/2 LONG

4-1/2"

4-1/2"

4-1/4"

4-1/4".

5-1/74"

6-1/4"

BOLTING MATERIALS: QA < 2

DESCRIPTION CONTRACT

8SFCB728292
PARTS TYPE 316 STAINLESS

86FCD756512
SPECIFICATIONS: A.

86FCD756512
SPECIFICATIONS: A.

85FCD728339
BUTYL TUBE & COVER, POLYESTER RI INFORCEMENT,

85PCE35228502
OYAH MUCLEAR PLANT, POWER STIRES,

35FCB728292
PARTS TYPE 316 STAINLESS

86FCD756512
SPECIFICATIONS: A.

86FCD756512
SPECIFICATIONS: A

85FCD728339
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT,
16 THREAD 1IN 81PK517289001
16 THREADS IN 81PK517289001
16 THREADS IN 81PK517280001
16 THREADS 1IN 81PK517289001
18 THREADS IN 81PK517289002
16 THREADS 1IN 81PK517289002
16 THREADS-IN 81PK517289001
16 THREADS-IN 81PK517288001

MANUFACTURER

SOUTHEASTERN BOLT &
STEEL, ONE MOVING PART, METAL TO METAL SEALS

INTERLOCK DIVISION
MUST BE SUITABLE FOR USE

INTERLOCK DIVISION
MUST BE SUITABLE FOR USE

METAL FASTENER SUPPLY CO
RATED FOR 250 DEG. CONTINUOUS SERVICE

SOUTHEASTERN BOLT & SCREW
PHONE NUMBER 870-6524.

SOUTHE/.STERN BOLT & SCREW
STEZL, ONE MOVING PART, METAL TO METAL SEALS,

INTERLOCK

MUST BE SUITABLE FOR USE

MACKSON

MUST BE SUITABLE FOR USE

METAL FASTENER SUPPLY CO

\4
RATED FOR 250 DEG. CONTINUOUS SERVICE,

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

CHALLENGE

PAGE 1,008

VENDOR

FLAG QA LVL

v
PRESSURES TO

WITH SULFURIC ACID (H2504)

WITH SULFURIC ACID (H2S04)

DIVISIO

v 0

v
PRESSURES TO

NITH SULFURIC ACID (H2504)

WITH SULFURIC ACID (H2S04)

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

SUPPLY

INC

INC

INC

INC

INC

INC

INC

INC

o

v

v
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VEND

DESCRIPTION CONTRACT MANUFACTURER ' Fl\G QA LVL
glngg/B 16 THREADS/IN 81PK517289001 CHALLENGE SUPPLY INC v
SIZE 3/3 24 THREADS IN 81PK517289002 CHA!LLENGE SUPPLY INC v
1-1/2 LONG
glnggIB 24 THREADS IN 81PK517289002 CHALLENGE SUPPLY INC v
SIZE 3/8 " 24 THREADS IN 81PKS17289002 CHALLENGE SUPPLY INC v
2-1/2 LONG
sxngg/s 24 THREADS 1IN 21PK517289002 CHALLENGE SUPPLY INC v
SIZE 3/8" X 1" 8SPCE35228501 VICTORY BOLT v 0
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-6524.
SIZE 3/8" X 1°, SO PER PKG. 87PCE309827A ACTIVE BOLT & SCREW CO
BRONZE. ELEVATOR MAINTENANCE REPAIR CO. 11716 ID X 1 3/4 OD X 9/64
SIZE 3/8" X 2° 8S5PK3351782 INFASCO
. BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 3/8" X 3/4°, SO PER PKG. 87PCE30927A ACTIVE BOLT & SCREW CO
BRONZE. ELEVATOR MAINTENANCE REPAIR CO. 11716 ID X 1 3/4 OD X 9/64
SIZE 3/8" X 3* 85PK3351782 INFASCO
. BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 3/8" X 3" 85PCE35228501 VICTORY BOLT v 0
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-6524.
SIZE 3/8" X 4" 85PK3351782 INFA
. BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.
SIZE 4 LENGTH 1/4 INCH 85PK1357197 CHALLENGE SUPFLY INC
SCREW, DRIVE, U-TYFE, HARDENED STEEL, IN THE FOLLONING SIZES
SIZE 4-40 THREADS/IN 1/2 LONGCAP SCREW HEXAGON HEAD,S/S 316 81PK517289002 CHALLENGE SUPPLY INC v
GRADE B8MN ASME-SA-193
SIZE 48" X 96" X 0.1084 (12 GAUGE) CLASS K 88NNS7459SA01 WIERTON STEEL
DATE REQUIRED: 04-19-88
SIZE 48" X 96~ X 0.112 (11 GAUGE) CLASS K 88NNS74595A01 ARMCO STEEL
DATE REQUIRED: 04-19-88
?IES~2/16 18 THREADS/IN 81PK517289001 CHALLENGE SUPPLY INC v
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SIZE 5/16 18 THREADS/IN 81PK517289002 CHALLENGE SUPPLY INC v
1-1/2 LONG
SIZE 5/16 18 THREADS/IN 81PKS17289001 CHALLENGE SUPPLY INC v
1/2 LONG
gIZgNé/IG 18 THREADS/IN 81PK517289001 CHALLENGE SUPPLY INC v
L
SIZE 5/16 18 THREADS/IN 81PK517289001 CHALLENGE SUPPLY INC v
2-1/2 LONG
gIEg 3/18 18 THREADS/IN 81PK517289001 CHALLENGE SUPPLY INC v
N
SIZE S/16 18 THREADS/IN 81PK5172898001 CHALLENGE SUPPLY INC v
3-1/2 LONG
EIEgNé/IG 18 THREADS/IN 81PK517289001 CHALLENGE SUPPLY INC v
SIEgNg/IS 18 THREADS/IN 81PKS17289001 CHALLENGE SUPPLY INC v
SIZE S/16 24 THREADS/IN 81PK517289002 CHALLENGE SUPPLY INC v
1 LONG
gIZg 3/16 24 THREADS/IN 81PK517289002 CHALLENGE SUPPLY INC v
LON
SIZE S/16 24 THREADS/IN 81PKS517289002 CHALLENGE SUPPLY INC v
2-1/2 LONG
§128Ng/16 24 THREADS/IN 81PK517289002 CHALLENGE SUPPLY INC v
L
SIZE S/16 IN-24 X 1 IN 84PK3344479 H B AIRCRAFT STANDARD
COMMERCIAL GRADE 8+, FROM HB AIRCRAFT STANDARD PARTS CO. OR EQUAL, ALLOY STEEL
SIZE 5/16 IN, P/N AN960-516 . 84PK3344479 H AIRCRAFT STANDARD
SCREW, SOCKET HEAD ALLAN, COMMERCIAL GRADE 8+, FROM HB AIRCRAFT STANDARD PARTS Co. OR EQUAL, ALLOY STEEL
SIZE 5/16" - 18 NC 85PK3352955 SOUTHEASTERN BOLT & SCREW v
SIZE S/16" X 3~ 8SPCE35228501 VICTORY BOLT \ 0
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-6524.
SIZE S/8 11 THREADS IN 81PK5172898001 CHALLENGE SUPPLY INC v

1-1/2 LONG
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SIZE 5/8 11 THAREADS IN 81PKS517289001 CHALLENGE SUPPLY INC v
2-1/2 LONG
SIZE S5/8 11 THREADS IN 81PK517289001 CHALLENGE SUPPLY INC v
3-1/2 LONG
SIZE S/8 18 THREADS IN 81PK517289002 CHALLENGE SUPPLY INC v
1-1/2 LONG
SIZE S/8 18 THREADS IN 81PK517289002 CHALLENGE SUPPLY INC v
2-1/2 LONG
SIZE S/8" 87FCC206947 ALLOY & STAINLESS
SEPCO 310, SIZE 1/4" IN APPROXS POUND BOXES X 16° (100 PCS)
SIZE S5/8" 86FCD756512 INTERLOCK DIVISION
SPECIFICATIONS: A. MUST BE SUITABLE FOR USE WITH SULFURIC ACID (H2S04)
SIZE S/8" X 1-1/2" 85PCE35228501 VICTORY BOLT v 0
OYAH NUCLEAR PLANT, POWER STORES, PHONE NUMBER 870-6524.
SIZE S/8" X 2-1/4". 87PCE30927A ACTIVE BOLT & SCREW CO
BRONZE. ELEVATOR MAINTENANCE REPAIR CO. 11716 ID X 1 3/4 00 X 9/64
SIZE 5/8" X 2-3/4". 87PCE30927A ACTIVE BOLT & SCREW C
BRONZE . ELEVATOR MAINTENANCE REPAIR CO. 11716 ID X 1 3/4 OO X 9/64
SIZE 5/8" X 3 1/2" 87FCC206947 ALLOY & STAINLESS
SEPCO 310, SIZE 1/4" IN APPROXS POUND BOXES X 16' (100 PCS)
SIZE 5/8" X 3-1/2" 86FCD756512 INTERLOCK DIVISIO
SPECIFICATIONS: A. MUST BE SUITABLE FOR USE NITH SULFURIC ACID (H2S04)
SIZE 5/8" X 3-1/2". 8SFCD728339 METAL FASTENER SUPPLY C
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE
SIZE 5/8" X 3-1/4" 86FCD758512 INTERLOCK DIVISION
SPECIFICATIONS: A. MUST BE SUITABLE FOR USE WITH SULFURIC ACID (H2S04)
SIZE 5/8~ X 3-3/4". 85FCD723339 FASTENER SUPPLY CO 0
BUTYL TUBE & COVER., POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE
SIZE S/8" Xx 3* 85FCD728339 METAL FASTENER SUPPLY CO
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE
SIZE S/8" X 4-1/2". 87PCE30927A ACTIVE B8OLY & SCREW CO :
BRONZE . ELEVATOR MAINTENANCE REPAIR . 11/16 ID X 1 3/4 OD X 9/64
SIZE S5/8" X 4-1/4° 86FCD756512 INTERLOCK DIVISION v
SPECIFICATIONS: A. MUST BE SUITABLE FOR USE WITH SULFURIC ACID (H2S04)
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SIZE
SI1Zt
SIZE
SIZE 5/8"
SIZE
SIZ2E 7/16

1 LONG
SIZE 7/16

1-1/2 LONG

SIZE 7/16
2 LONG

SIZE 7/16
3 LONG

SIZE 7/16
LONG

SIZE 7/8"
SIZE 7/8"
SIZE 7/8"
SIZE 7/8"
SIZE 7/8"
SIZE 7/8"

SIZE 7/8"

5/87.

D

X

X

5/8" X 4-3/4"

5/8" X 5°

NC THREAD

IA. X 5°

3-1/2"

4 1/2°

4 3/8"

4-1/2".

4

6 LENGTH 1/4 INCH

LONG,

BOLTING MATERIALS: QA ¢ 2

MUST BE SUITABLE FOR USE

MUST BE SUITABLE FOR USE

MANUFACTURER
INTERLOCK DIVISION

INTERLOCK DIVISION

METAL FASTENER SUPPLY CO

BARRETT FASTENER MFG

BOLTS & NUTS SHALL BE SHIPPED ASSEMBLED.

SCREW, DRIVE, U-TYPE, HARDENED STEEL,

DESCRIPTION CONTRACT
86FCD756512
SPECIFICATIONS: A.
86FCD756512
SPECIFICATIONS: A.
85FCD728339
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT,
85PK3351782
85PK1357197
14 THREADS 1IN 81PK517289002
14 THREADS IN 81PK517289002
14 THREADS IN 81PK5172898002
14 THREADS IN 81PK5172898002
14 THREADS IN 81PK517289002
87FCC206947
SEPCO 310, SIZE 174" IN APPROX5 POUND BOXES
CLASS G, MK. NO. 47W482-175 88NNS74576A
85PCEJS228502
OYAH NUCLEAR PLANT, POWER STORES.
87FCC206947
SEPCO 310, SIZE 1/4" IN APPROXS POUND BOXES
87FCC206947
SEPCO 310, SIZE 1/4" IN APPROXS POUND BOXES

85FCD728339
BUTYL TUBE & COVER,

8SPCE35228502

OYAH NUCLEAR PLANT, POWER STORES,

CHALLENGE SUPPLY IN
CHALLENGE SUPPLY INC
CHALLENGE SUPPLY INC
CHALLENGE SUPPLY INC
CHALLENGE SUPPLY INC
CHALLFNGE SUPPLY INC
ALLOY & STAingss(IOO pCS)

TEXAS BOLT

SOUTHEASTERN BOLT & SCREW

PHONE NUMBER 870-6524

ALLOY & STAINLESS
X 16’ (100 PCS)

ALLOY & STAINLESS
X 16’

METAL FASTENER SUPPLY CO

(109 PCS}

SOUTHEASTERN BOLT & SCREW

PHONE NUMBER 870-6524.

PAGE

VENDOR
FLAG

QA LVL

WITH SULFURIC ACID (H2S04)

WITH SULFURIC ACID (H2S04)

Vv 0

RATED FOR 250 DEG. CONTINUOUS SERVICE,

IN THE FOLLOHING SIZES

POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE

v
v
v
v
v
3
v 0
0
v 0

1,102
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SIZE 7/8" X 5. 85FCD728339 METAL FASTENER SUPPLY CO v 0
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE,
SIZE 7/8". 85FCD728339 METAL FASTENER SUPPLY CO 0
BUTYL TUBE & COVER, POLYESTER REINFORCEMENT, RATED FOR 250 DEG. CONTINUOUS SERVICE
SIZE 8 LENGTH 3/8 INCH 85PK1357197 CHALLENGE SUPPLY INC v 4
SCREW, DRIVE, U-TYPE, HARDENED STEEL, IN THE FOLLOWING SIZES
SIZE 8. P/N AN960-8 84PK3344479 H B AIRCRAFT STANDARD v
WASHER, FLAT, FROM HB AIRCRAFT STANDARD PARTS CO., OR EQUAL, CADMIUM COATED,
SIZE 9/16" X 2~ 85PCE35228502 SOUTHEASTERN BOLT & SCREW v (o
OYAH NUCLEAR PLANT, POWER STORES., PHONE NUMBER 870-6524.
SIZE: 1/2" ¥ 2-3/4° LONG 8ONNT75182A CARDINAL INDUSTRIAL PDTS v 0
CLASS: D MARK NO.: 47W406-132 T 2, AND ATTACHMENT
SIZE: 3/4° X 4-1/2" 8ONNT75182A CARDINAL INDUSTRIAL PDTS v 0
CLASS: A MARK NO.: 47w406-134
SIZE 7/8" DIA. X 4" LONG CLASS: G 88NNQ74799A CARDINAL INDUSTRIAL PDTS v
MK. NO.: 47wW462-1200 PLEASE NEGOTIATE ON AN EMERGENCY BASIS WITH THE SOURCES
SLEEVE WITH SPRING, FS4-8C 84PK695643401 NOLAND COMPANY v
SCREW, P/N S-502, 100 PER BOX .
SLEEVE WITH SPRING, FS4-8H 84PK695643401 NOLAND COMPANY v
SCREW, P/N S§-502, 100 PER BOX .
SLEEVE. 1/4 IN TUBE O0.D., IMPERIAL 760-F-22-04 8S5PK4972193 SMITHER EQUIPMENT INC v
REDUCING AND REGULATING VALVE ,MODEL 40WR, SERIAL NO. 66382. BJ-8451. VALVES HAVE RECENTLY
SLEEVE., 3/8 IN TUBE 0.D., IMPERIAL 760-F-SS-06 85PK4972193 SMITHER EQUIPMENT INC i
DO NOT SUBSTITUTE ITEMS 1-4. BJ-8451. VALVES HAVE RECENTLY
SLIP JOINT NUTS, 1-1/2", PN 7530, NUT NO. 14-A 84PKS5960768 WHOLESALE PLUMBING & ELEC v
SLIP JOINT NUTS, 1-1/4", PN 7528, NUT NO. 10-A 84PK59860768 WHOLESALE PLUMBING & ELEC v
SLOTTED HEAD SCREWS, NO. 20, 1/4" X 1", 100 TO A BOX 85PN1973128 RAMSEY ELECTRIC SUPPLY v
SLOTTED PAN HEAD MACHINE SCREW., CS. ZINC PLATED, 87NCE381683 ENERGY STEEL & SUPPLY CO v
$10-32X1" LONG., ANSI B818.6.3- 72 POINT OF MANUF- CHATTANOOGA,TN
SLOTTED PAN HEAD MACHINE SCREWS, 8-32 UNC -2A X 87NBC34904A02 ~UBOSE STEEL INC v
1/2° LG, PER ASTM AS4S 374" X 1/8° X 20°' LONG, 2' WIDTH, SPACED 1-3/16" CENTER TO CENTER, CROSS BARS

1.103
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SNAPS, BOLT, P/N 390874 84PK3954948 VINSON INDUSTRIAL PDTS
10-32 IN PLASTIC POUCH, MADE OF SPECIAL ALLOY STEEL WITH MICRO FINISH, ALSO INCLUDES
SNAPS, BOLT. SWIVEL, EYE, 3/4"EYE DIA., 3/8" SNAP OPENING, 84PL7955260 DICK WRIGHT HARDNARE co v
3-3/8" OVERALL, NICKLE PLATED DIE CAST ZINC ON SIDE OUTSIDE OF PAPER PUNC ITEM #SP-119.
SOCKET CAP SCREWS. FLAT HEAD, 3/4", 10 THREADS PER INCH. 84PK6954583 HOUSE OF THREADS
COARSE, 2-1/2". THESE SCREWS ARE NEEDED TO BOLT AN ADAPTER FLANGE TO THE VALVE IN LINE PC 10 OF
SOCKET HEAD CAP BOLTS, S/8 INCH - 11 THREAD, S INCH 88PCE36877C SHOALS FASTENER SUPPLY v
LONG. GRADE S OR BETTER TO 3:00 PM MONDAY THRU FRIDAY REPORTING OF DEFECTS AND NONCOMPLIANCE
SOCKET HEAD CAP SCREH - 3/8" 16 X 2-1/4" LONJ 87NCB35150A HUB INCORPORATED v
(PARTIAL THREAD 1-1/4") ASTM AS74 MATERIAL, PER HEALTH PHYSICS SPEC #10
SOCKET HEAD CAP _SCREW, -3/4 IN X S THREAD, 168 INCH 87PCEA9042A B & B BOLT & SCREW CO INC v
LONG. (4-IN OR THREAD) LONG 1 INCH DIAMETER 8 THREADPER INCH, BRASS, ASTM B21, 82 DEGREE HEAD
SOCKET HEAD CAP SCREW, 1/2* X 2" LG. DRILLED FOR 84PK7946684 GENERAL ELECTRIC _COMPAN v
LOCK WIRE, G. E. PART $117C4516P002 OPERATIONAL QUALITY ASSURANCE
SOCKET HEAD CAP SCREWS, 1/2 X 2°, NC 13 THREADS, 85PK3969261 VICTORY BOLT v
300 SERIES STAINLESS STEEL. MCMASTER-CARR CAT. NO. 98611A010. 934 PIECES. SAFETY SHOES, 20°' NOMINAL
SOCKET HEAD CAP SCREWS, .375 -16X1.5 LONG, ASTM A-325 86KCE742707 BOLTS & NUTS INC v
OR A574 PLAIN ALLOY. FOR USE BY PIPEFITTERS.
SOCKET HEAD SCREW. NO 4-40 X 5/8", Y9-S4-Al0. 85PM6957098 WINFRED M BERG INC v
260.000 MM OD, 055.000 MM WIDTH
SOCKET HEAD SET SCREW, 4-40 X 1/8" STAINLESS STEEL, 8SKCF718812 SERVICE FASTENERS CENTER v
HOLLOW SET. NO. MAT (NYLON TIPPED) ASTM B-211, 1/4" X 1-3/4" LONG, GROUP IV
SOCKET SET SCREWS, CUP POINT, MADE FROM HASTELLOY C-2786 88FCF738498 CORROSION MATERIALS v
SIZE 10-32 X 1/2". S LB CANS.
SOCKET SET SCREWS, CUP POINT, MADE FROM HASTELLOY C-276 86FCF738498 CORROSION MATERIALS v
SIZE 10-32 X 1/4°. S LB CANS.
SOCKET-EYE. PER TVA STANDARD PROCUREMENT SPECIFICATION 88PCE368108 BEAMISH & ASSOCIATES v
54 032 ITEM 8. SPECIFIC DIMENSIONS SHOWN BELOW: QUOTATION IS MORE THAN 106 PERCENT OR 112 PERCENT OF THIS
SOCKET. MAGNETIC. 1/4" DRIVE, MS-H 1/4 86KCF720496 KNOXVILLE BOLT & SCREW \ o
70027 TERMS AND CONDITIONS WILL APPLY IN VIEW OF TVA'S TERMS AND CONDITION'S.
SOCKETS. 3/8" OR 1/2" DRIVE "WEATHERHEAD" TYPE BY SNAP-ON TO 86PWDI984642 SNAP-ON TOOLS CORPORATION v
OL CORP 1 EACH OF SIZE 3/8", 7/16", 15/32", 1/2*, 17/32°, 9/16", 7/8%, 29/32", AND 15/16". (SNAP-ON HAND TOOL CATALOG
88NLBE80OJ38A MOTO 3

SOLDER TERMINAL

INTENDED USE: DIESEL ENGINE FIRE PUMP




1/23/89 BOLTING MATERIALS: QA < 2 PAGE 1,105

VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
SOLID SCREW FOR ROSEMOUNT 1153 TRANSMITTERS P/N 01153- 87NLC31410A ROSEMOUNT
0330-0001, SUPPLIED IN SETS OF 20 EA 17860-101, S/N 1-505 VENDOR'S NOTE: BOOVA 1S
SOLID WASHER, RELIABLE D100 81PNA101193 GRAYBAR ELECTRIC CO v
SOLID WASHER, RELIABLE D200 81PN4101193 GRAYBAR ELECTRIC CO v
SPACER WASHER, AS MANUFACTUREDBY THE BERGEN-PATTERSON CORP.: 84PK6943951 BERGEN PATERSON PIPE SUPT v
SPACER., #05985-20598 87KCF05924A HEWLETT PACKARD
OR BETTER THAN SARGENT-WELCH CAT. NO. S-76507-06. LIFE SPAN-TWO YEARS.
SPACER. POLYSTYRENE FOAM, 7-1/72° X 7-1/8" X 1/2° THICK, 88NLB321968 c&D
DWG ITEM NO. 18 EMS 4, 9-11. 14 AND 16. FOR CSSC SYSTEM. 10 CFR 50.49 DOES NOT APPLY. THIS QA
SPACER, SPLIT - G. E. #175A8725P001. 86PNR37309001 GENERAL ELECTRIC COMPANY v
INTERNAL, NPT, MAX DIFF 150 PSIG, DESIGNED FOR AIR, BODY MATL BRASS, 35.1 WATTS,
SPACER., STUD., FOR WESTINGHOUSE RPV 7 IN STUD, 1/4 ALUM PLATE 83PK6931793 CHALLENGE SUPPLY INC
WITH HANDLE PER ATTACHED TVA DWG. CNM-S-0060-B, FOR SUPPORTING THE RPV STUDS DURING REMOVAL AND INSTALLATION OF RP
SPARE MANDRELS FOR ITEMS 1 AND 2. 85PM5966720 THOMAS C. WILSON
ALLOW FOR VARYING TUBE LENGTHSBEYOND THE TUBESHEET. ARE TO HAVE A FLUSH THRUST
SPARE ROLL SETS (S PER SET) FOR ITEMS 1 AND 2. 85PM5986720 THOMAS C. WILSON
ALLOW FOR VARYING TUBE LENGTHSBEYOND THE TUBESHEET. ARE TO HAVE A FLUSH THRUST
SPARK SHIELDS 86PJS376262 NELSON
CENTRIFUGAL PUMP, MODEL D-1012, SIZE 1-1/2 X 1 X 6 IN, 275 PSI, SN Y642371B & C
SPEAKER, SP-088. 3100-016 87KRE13648A UNID
N PART NO. AND/OR DESCRIPTIONS RELEASE TITLE YO TVA UPON RECEIPT OF
SPINDLE HOUSING ASSEMBLY, FOR 72" 3-WAY HUSTLER 275 TRACTOR 88NCE82008A
ED. AS AN EXCEPTION, IF MARKING IS NOT POSSIBLE DUE TO SIZE OR POSSIBLE DEGRADATION,
SPINDLE NUT, RG10, PN 60-1008A-022 87KJS742868 TAPROGGE AMERICA CORP
PART NO. 550 575 RADIUS. PARKER EXACTOL MOOEL NO. 412, FOR TUBING
SPINDLE SHAFT, FOR 72" 3-WAY HUSTLER 275 TRACTOR 8§8NCES82008A
ED. AS AN EXCEPTION, IF MARKING IS NOT POSSIBLE DUE TO SIZE OR POSSIBLE DEGRADATION,
SPLITBOLT CONNECTOR, BURNDY CAT. 8KS28, 4/0 85PK296791502 MAYER ELECTRIC SUPPLY CO \
VOLTS AC, RAINPROOF NEMA 3 R ENCLOSURE, ITE NR 325, EXACT EQUAL COMES WITH ITE
SPLITTERS. NUT. #3742A11 84PK3943528 VINSON INDUSTRIAL PDTS A4
SYSTEM 2 . :  NRC REQUIREMENT: TO
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SPOOL ASSY 35PWD969093 ARCAIR COMPANY

ADDITIONAL YEAR. TVA DOES NOT GUARANTEE TO PURCHASE ANY MAXIMUM OR MINIMUM QUANTITY.
SPRING FOR PLUNGERS 87TNJR382648 E. MYERS

NITROGEN GAS INPUT SIZE 171, TYPE VS, CLASS 2, SERIAL 73-171F-28, ORDER
SPRING GUIDE 88NTE350318 DIONEX

L8 BTL 1/4 LB (6/PK)
SPRING LOCK WASHER. HIGH COLLAR HELICAL, iFOR ABOVE 87PCE43752A TENNESSEE MILL & MINE SUP
SOCKET HEAD CAP SCREW) SIZE APPROX. 3/16" THICKNESS, 1. D. (APPROX. 1-1/32"), . 1-1/4" CARBON STEEL,
SPRING LOCK WASHER. HIGH COLLAR HELICAL, (FOR ABOVE E8PCE307888B KNOXVILLE BOLT & SCREW v
SOCKET HEAD CAP SCREW) SIZE APPROX. 3/18" THICKMESS, 1.0. (APPROX. 1- "), O.D. 1-1/4" CARBON STEEL,
SPRING 1/4 INCH-20 THD, SELF-LOCKING, 8$8PCE36639C SHOALS FASTENER SUPPLY v
ELECTRO- GALVANIZED FINISH, GANG CHANNEL. UNISTRUT -7006-1420
SPRING NUT. 10-32, SELF-LOCKING, ELECTRO- 88PCE38639C PIPE HANGER SUPPLY
GALVANIZED FINISH, GANG CHANNEL, UNISTRUT P-7006-i032
SPRING NUT., FOR UNISTRUT, 1-5/8~ DEEP, 1/4" - 20, 84PN2961141 B & S ELECTRIC SUPPLY CO v
UNISTRUT #P10068-1420.
SPRING NUT, FOR UNISTRUT, 1-5/8" DEEP, 3/8" - 16, 84PN29681141 B & S ELECTRIC SUPPLY CO v
UNISTRUT #P1008.
SPRING NUT, P/N 142720. 3$5PK3969857 WESTINGHOUSE ELEC CORP v
gPRING NUT. SELF LOCKING. GANGCHANNEL 1/2" UNISTRUT P10l0 E 81PN2120556 PEACHTREE SUPPLY INC v
SPRING NUT, SELF-LOCKING. GANOCNANNEL 1/2°-13 WITH LONG 85PN21210S8 UNISTRUT CORPORATION
SPRING. UNISTRUT PART NUMBER P-1010 OR SUPER STRUT PART NUMBER A100 1/2/
SPRING NUT. SELF-LOCKING. GANGCHANNEL. 1/4°-20 WITH SHORT $5PBD0121157 UNISTRUT CORPORATION
SPRING. (OR SUPER STRUT PART NO. 8100 1/4). X 12 FT LG 36 IN LONG, 1.042 POUNDS PER
SPRING NUT, SELF-LOCKING. GANGCHANNEL 1/4°-20 W SHORT PN2121058 UNISTRUT CORPORATION
SPRING. UNISTRUT PART NUMBER P-4008- -i420 OR SUPER STRUT PART NUNBER B100 1/4.
SPRING NUT,  1/4" 8BB-313A S8KCE24135A B-LINE

PT OF MANUF- HIGHLAND, ILL 16 HR/ YR
SPRING NUT. 1/4", UNISTRUT NO. P1006-1420. SAPNS953046 B & S ELECTRIC SUPPLY CO v
SPRING NUT, 3/8" B8BC-432 SSKCE24135A LINE
PT OF MANUF - HIOHLAND ILL 16 HR/ YR
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SPRING WASHER #2154-2012-3 83PK3928313 ASEA INC

MCMASTER CARR NO. 4239A14 OR EQUAL. MERCER NICHOLSON
SPRING WASHER, CAT. ITEM 13, 2BA 87PL8379207 ROTORK

c S PER PAC TELESCOPIC PROBE
SPRING WASHER, CAT. ITEM 15, 4BA $7PLB379207 ROTORK

R S PER PACK TELESCOPIC PROBE
SPRING, 859027-1 86PCE4615680 D B I SALA INC v

CONNECTION, FOR TESTING INTERSTAGE PRESSURE ON AIR COMPRESSORS USED ON AIR BLAST
SPRING, FOR FIXED CONTACT OF MAIN CHAMBER DELLE-ALSTHOM 87NCE31532A DELLE ALSTHOM
REFERENCE 61.711, MANUAL NM 4/201; SECTION 2/1-2 ITEM 20, PART NO. 272038.001
SPRING. MAIN. FEDERAL PACIFIC 1111-9696. 84PN8351115 RICHARDSON ELECTRIC INC v

SHIPMENT. SHIPMENTS SHALL BE MARKED OR TAGGED BY THE SUPPLIER WITH THE PROCUREMENT
SPRING. PART NO. 72102-1 86PWEJB8898 I SALA INC

WITH OIL NOTCHES BETWEEN EACH TOOTH ON BOTH SIDES OF BLADE MAX. RPM 350
SPRING. 3/4° X 3-1/2", 16 GA. $§7PWC378317 LAWSON

LONG 40 REVOLUTIONS OF HAND, JEWEL BEARINGS
SQUARE BEVEL WASHERS, BOLT SIZE 5/8-INCH. 86PCEA8247101 BOLTS & NUTS INC v

172" THICK.
SQUARE COMBINATION, FOR LASB EQUIPMENT, STANLEY TOOLS 88KTD17192A PORTER-WALKER INC v
46-021 CO. P/N MP030 II, CLASS A. NOTE: S5 PCS. NO CASE. LITERATURE ENCLOSED
SQUARE NUT, FOR ERECTOR CHANNEL, 1/2-137 éKINDORF 86PBDJ372244 STEEL CITY
B-910-1/2) OR EQUAL. EQUAL (10’ LENGTHS) FIRST END STYLE COMPRESSION, THREAD SIZE .812 IN, UNF,
SREW. CAP, HEX HMEAD, STEEL, GRADE 8. NC, HT, ANSI 86PCB371020 VICTORY BOLT v
B18.2.1-1972, 0.375-16 UNC X 1 IN LONG FOXBORO EQUAL X0170BA
STAINLESS NUTS, 1/4", N.C. THREAD 84PK2956307 CHALLENGE SUPPLY INC vV

. UNISTRUT NUTS. 3/8" NO. PL1008.CONEL AND 316 SS: MUST BE COM-
STAINLESS NUTS. 3/4-, N. C. THREAD 84PK2956307 CHALLENGE SUPPLY INC M

. UNISTRUT NUTS, 3/8" NO. P1OO8.CONEL AND 316 SS; MUST BE COM-
STAINLESS NUTS, 3/8*,  N. C. THREAD 84PK2956307 CHALLENGE SUPPLY INC

. UNISTRUT NUTS, 3/8° NO. P1008.CONEL AND 316 SS; MUST BE COM-
STAINLESS NUTS. S/8°, N. C. THREAD 84PK2956307 CHALLENGE SUPPLY INC v

. UNISTRUT NUTS, 3/8" NO. P1008.CONEL AND 316 SS: MUST BE COM-
STAINLESS STEEL "U" BOLTS, 1/2° X 6”, TYPE 304, WITH 2 84PK3951708 HAYVARD BOLT SPECIALTY v

NUTS AND 2 FLAT WASHERS STEAM SAFETY RELIEF VALVE, PILOT OPERATED, SIZE 6 X DWG 87F-004
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STAINLESS STEEL BOLT, 1/2° . X 2", TYPE 304, WITH 1 84PK3951706 HAYWARD BOLT & SPECIALTY v
NUT AND 2 FLAT WASHERS STEAM SAFETY RELIEF VALVE, PILOT OPERATED, SIZE 6 X 10", DWG 67F-004
STAINLESS STEEL BOLTS, ASTM  A193-83, GRADE 8, CLASS I, CAR 85KK2793389 SOUTHEASTERN BOLT & SCREW v
BIDE SOLUTION TREATED. UNC.
STAINLESS STEEL CAP SCREWS AS FOLLOWS : 85PK3960852 VICTORY BOLY 0
. 1/2" X 1* HEX HEAD, N.C. THREAD TUNGSTEN CARBIDE- TIPPED BITS
STAINLESS STEEL FLAT HEAD MACHINE SCREWS. 1/2" LONG 87NJRAS361A HUB INCORPORATED
174" X 20 TPI CATION CONFORMING TO ASTM A53 TYPE E, GRADE A OR ASTM A120 ELECTRIC- -RESISTANCE HELDED

STAINLESS STEEL FLAT WASHERS, 1/2° 0D X #12 ID X THI 87NJR49361A HUB INCORPORATED
CATION CONFORMING TO ASTM ASB TYPE E., GRADE A OR ASTM A120 ELECTRIC-RESISTANCE HELDED
STAINLESS STEEL HEX NUTS, ASTMA194-82B, GRADE 8, UNC. 1/27, 85KK2793389 SOUTHEASTERN BOLT & SCREW v
WITH MANUFACTURER'S AND GRADE
STAINLESS STEEL LOCKNUTS, 3/8"-24, NO. 91840A03 84PK39857610 VINSON INDUSTRIAL PDTS
. CATALOG 90, PAGES 183 & 1876 9010046. RESET) HEATING OUTPUT TYPE J
STAINLESS STEEL NO. 12 GAUGE STEEL WIRE 84PK3951706 HAYWARD BOLT & SPECIALTY v
STEAM SAFETY RELIEF VALVE, PILOT OPERATED, SIZE 6 X 10", DWG 67F-004
STAINLESS STEEL NUTS (HEX) FOR #10-24 84PK3951102 SERVICE FASTENERS CENTER v
. QA 111- 10 CFR PART 21 N/A ADDED INFORMATION FOR ITEMS
STAINLESS STEEL NUTS, 3/4 IN X 87PCE33813A B & B BOLT & SCREW CO INC v 0
FLATHEAD, SLOTTED 1/8 1IN FRIDA
STAINLESS STEEL ROUND HEAD MACHINE SCREWS, 1/2" LONG X 87NJR49361A HUB INCORPORATED
#12 X 24 TPI CATION CONFORMING TO ASTM AS3 TYPE E. GRADE A OR ASTM A120 ELECTRIC- -RESISTANCE ﬂELDED
STAINLESS STEEL SELF TAPPING SCREWS 300 SERIES, #14 X 1° 87KCD744789 GUARDIAN FASTENERS INC
LONG. HEX HEAD, TYPE B WITH SEALING WASHERS. ONE-CUBIC-FOOT BAG. ANCHORS SHALL BE ASTM Al08
STAINLESS STEEL SELF TAPPING SCREWS, 300 SERIES, #14 X 3/4° 87KCD744789 GUARDIAN FASTENERS INC
LONG, HEX HEAD, TYPE A WITH SEALING WASHERS. ONE-CUBIC-FOOT BAG ANCHORS SHALL BE ASTH Al108
STAINLESS STEEL WEDGE BOLT, 172 DIA. X 5-1/2" LONG, TYPE 84PK39517086 HAYWARD BOLT & SPECIALTY v
A304, WITH 1 WASHER STEAM SAFETY RELIEF VALVE, PILOT OPERATED, SIZE 6 X 10-, DWG 67F-004
STAINLESS STEEL WIRE ROPE, 7 X 18 CONSTRUCTION, STRAND CORE 86PBD376733 MOUNTAIN CITY INDL SUPPLY v
BREAKING STRENGTH 450 LB. .
STAINLESS STEEL, FLAT, PLAIN WASHERS FOR #10 SCREW 84PK3951102 SERVICE FASTENERS CENTER v
NORTON PART #A24-Q4BH .M. RATING MUST EXCEED 6000
STANDARD FLAT WASHERS FOR ITEM4- 2-1/2° 85KCB722969 CHALLENGE SUPPLY INC v
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STANDARD HP 10 UL SYRINGE, $39301-0511 87KCF0592‘A HEWLETT PACKARD
6/PK OR BETTER THAN SARGENT-WELCH CAT. . §-76507-06. LIFE SPAN-TWO YEARS.

' STANDARD U-BOLT, 1" X 24", ITT GRINNELL FIGURE 8137, FROM 86PCE371794 CONSOLIDATED PIPE & SU

4 ITT GRINNELL CATALOG PH83, TANGENTS TO BE 24 INCHES AND THREAD LENGTHS TO BE 18 INCHES, CARBON STEEL

! STANDOFF BRACKETS, STEEL INCLUDES U BOLTS (2 PER SET) 85PK3973929 SAFETY EQUIPMENT DISTR CO v

5 SAFETY EQUIP. CAT. & PARt NO. 507010. OR 2150 OR EQUAL. $.90/LB FOR 1 POUND
STANLEY STEELMASTER, 100°' TYPE#34-400 35PMA956197 PORTER WALKER INC v
STAPLE GUN. OUTWARD CLINCH TACKERS, STAR HARDWARE NO. 84PK3954812 STAR HARDWARE & SUPPLY CO v
T-5-80C. BONDED, IN THE FOLLOWING SIZES AND GRITS: .
STAPLES. FOR TS TACKERS NO. STERSD19. 84PK3954812 STAR HARDWARE & SUPPLY CO v
. NOTE: FOR INSULATORS. SIZES AND GRITS: .
STARRETT PROTRACTOR & DEPTH GAUGE 88NTD33133801 STARRE

3516, CEG, BFNP. ALL ITEMS SHALL BE IDENTIFIED HITH RESPECTIVE PART, MODEL, OR
STARRETT STEEL RULE., LENGTH 6", WIDTH 3/4" - 8§8NTD33133801 STARRETT
3516, CEG, BFNP. ALL ITEMS SHALL BE IDENTIFIED WITH RESPECTIVE PART, MODEL, OR

STEEL BOLT. FLATHEAD, COUNTERSUNK, SLOTTED. 84PK3960131 VICTORY BOLT v
3/4" X 3-1/2" 120 .
STEEL FLAT WASHERS, f}gﬁb?gb BOLT SIZE 5/8-INCH. 36PCEAB247101 BOLTS & NUTS INC v
STEEL FURRING STRIP, 7/8" DEPTH X 2-5/8" OVERALL 88KCB74758001 HARRISON MANUFACTURING CO v
WIDTH, 1/2" WIDE FLANGES, 12° i
STEEL GRATING TO BE IRVING WELDED RECTANGULAR DESIGN OR 87NBC34904A01 SISKIN STEEL & SUPPLY C

EQUAL.

STEEL JOIST, 18 GAUGE X 17°
7 147"

STEEL JOIST. 18 GAUGE Xx 18°

7 1/4".

STEEL JOIST. 9 1/2", 16 GAUGE
9-1/2SJ16.

STEEL LOCK WASHER, 5/8"

STEEL LOCK WASHER, S/8".

MAIN BEARING BARS TO BE 3/4" X 1/8" X 20°

LONG .
GYPSUM NO. 725SJ18
GYPSUM NO. 3 172 sifs.

S

S

.S. GYPSUM NO. 725SJ18,

S. GYPSUM NO. 3 1/2 SJ18.
1
S

S. GYPSUM NO

0', U. .
3 1/2 SJ18.

. GYPSUM NO.

NO. A24-Q-12V4

2' WIDTH, SPACED 1-3/16"

85PK2968793

COLLINS SUPPLY INC

STEEL (NOT OTHERWISE SPECIFIED),
85PK2988793 COLLINS SUPPLY INC

STEEL (NOT OTHERWISE SPECIFIED),
85PK2968793 COLLINS SUPPLY INC

STEEL (NOT OTHERWISE SPECIFIED),
84PK3857787 BOLTS & NUTS INC
85PK5972085 HENRY A PETTER SUPPLY CO

CENTER TO CENTER CROSS BARS
NPT STEM TYPE

v
NPT STEM TYPE

v
NPT STEM TYPE

v

v
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DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STEEL RUNNER, 18 GAUGE. NITH ONE INCH FLANGES 10° 87KCB760338 HARRISON MANUFACTURING CO
LENGTH, GALVANIZED, ASTM A-446GR. B, X 1-3/4" KNOCKOUTS SPACED ON 24" CENTERS AND STARTING
STEEL RUNNER, 18 GAUGE. 100 PIECES 6" WIDE X 10° LONG, S7NCD760463 U. S. QYPSUM 0
WITH 1-1/4" FLANGES. GALVANIZED IN ACCORDANCE WITH ASTM A-525 G-60, U.S. GYPSUM 6OCR1S.
STEEL RUNNER, 20 GAUGE, WITH ONE-INCH FLANGES, 10° 86KC8747830 HARRISON MANUFACTURING CO v 0
LENGTH, 3-1/2" WIDTH, GALVANIZED. ASTM A-446 GR. B GR. B, 3-1/2" WIDTH X 9'8" LONG.
STEEL RUNNER., 20 GAUGE, WITH ONE-INCH FLANGES, 86KCB74758001 HARRISON MANUFACTURING CO v
10" LENGTH, 3-1/2" WIDTH,
STEEL RUNNER. 20 GAUGE, WITH ONE-INCH FLANGES, 10° LENGTH, 86KBD747838 HARRISON MANUFACTURING CO v
3-1/2~ WIDTH. GALVANIZED. ASTMA-446 GR. B. WIDTH X 8°'8". STRAINER.
STEEL RUNNER, 25 GUAGE. 400 PIECES 1-1/4" LEG 3-5/8" WIDE 87PCDOBSS59A US GYPSUM 0
X 10 FEET LONG. GALVANIZED IN ACCORDANCE WITH ASTM AS25 GB80 PIECES 6" X 16°6" LONG, U. S. GYPSUM 80SJ18.
STEEL RUNNER, 3 S/8" X 10° 20 GAUGE. GALVANIZED WITH 87KCE744975 ALABAMA DRYWALL SUPPLY v 0
1 1/4 FLANGES. EQUAL TO USG 3S8CR20 GALVANIZED
STEEL RUNNER, 4° X 10', 20 GAUGE, WITH ONE INCH 85KCB731491 HARRISON MANUFACTURING CO v
FLANGES. ASTM A-446 GR. D, GALV. ONLY ONE AWARD WILL BE MADE. PORTLAND CEMENT TYPE II
STEEL SAS LOCK WASHER . 84PK3701912 SURE LOC INC v 0
3/8. LOCK WASHER . 1/4 X 1/2 USS CAP SCREW
STEEL SPRING LOCK WASHERS, 1/4° 85PK3964798 METAL FASTENER SUPPLY C 0
ATTACHMENT: FIRE- RETARDANT COATINGS AND
STEEL SPRING LOCK WASHERS, 3/8" 85PK3964798 METAL FASTENER SUPPLY CO 0
ATTACHMENT : IRE-RETAROANT COATINGS AND

STEEL STUD., C STYLE WITH 1 1/4° FLANG S8TKCE744975 ALABAMA DRYWALL SUPPLY v 0
3 5/8" X 8 8", 20 GAUGE, EQUAL TO USG 3SSST20 STUD, GALVANIZED
STEEL STUD., C STYLE WITH 1-5/8" FLANGES, 4° X 8°'6~ 8S5KCB731491 HARRISON MANUFACTURING CO
20 GAUGE. ASTM A-446 GR. D. GALV. ONLY ONE AWARD WILL BE MADE. PORTLAND CEMENT TYPE 11
STEEL STUD., C-STYLE. 18 GAUGE 1-5/8" TO 1-3/4" LONG LEGS 87KCB760338 HARRISON MANUFACTURING CO v
WITH 1/2" TURN BACK (LIP}, WITH APPROXIMATELY 1-1/2° X 1-3/4" KNOCKOUTS SPACED ON 24" CENTERS AND STARTING
STEEL STUD, DRY WALL TYPE, 20 GAUGE, ONE LEG 1- 11/32' 88KCB747830 HARRISON MANUFACTURING co v 0
AND ONE LEG 1-15/32"7. GALVANIZED, ASTM A-4486 GR. B, 3-1/2" WIDTH X 9°'8°
STEEL STUD. DRYWALL TYPE, 20 GAUGE, ONE LEG 1-11/32" AND 86KBD747838 HARRISON MANUFACTURING CO v
ONE LEG 1-15/32°. GALVANIZED. ASTM A-446 GR. B, 3-1/2" WIDTH X 8°'8°. STRAINER.
STEEL STUD. NESTABLE TYPE, 18 GAUGE ASTM -446 GR. 87PCDO6S59A UNITED STALZS GYPSUM CO v 0
GALVANIZED IN ACCORDANCE WITH ASTM A-525 G-60, 400 PIECES 6" X 16°'6° LONG, U. S. GYPSUM 60SJ18.
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DESCRIPTION
STEEL STUD., NESTABLE TYPE, 18 GAUGE ASTM A-446 GR. B,
GALVANIZED IN ACCORDANCE WITH ASTM A-525 G-60, 6" X 16°'6°
STONE . SHARPENING, SILICONE OXIDE. FINE GRIT,
RECTANGULAR. 0.875 X 0.375 X 3°, STYLE 81, UNMOUNTED, NSN
STOP-NUTS, STEEL, AS FOLLOWS:
174" 5/16"
STOVE BOLT, FLAT HEAD, STEEL, SI ZE 3/16' X 1-1/4"
BB 263X 82FJ7-664
STOVE BOLT, ROUND HEAD. STEEL.SIZE 1/8" X 1/2"
88 211X 82FJ7-664021.
STOVE BOLT, ZINC PLATED., FLAT HEAD, WITH NUTS, 1/4° X 2",
100 PER BOX
STOVE BOLT, ZINC PLATED, FLAT HEAD, 1/4" X 1", 100 PER BOX

STRAIN CLAMP, BRONZE,
FOR 1000 MCM COPPER CABLE,

STRAINER ASSEMBLY., SUPPLY LINE,
TALOG RP-7 11 15808999,

STRAINER PART

ULTIMATE STRENGTH 30,000-LB.

STANDARD MANUAL HANDWHEEL

STRAP HiNGES LIGHT. WROUGHT STEEL, STANLEY .SCQgO(PS).

SIZE. 11-5/8", CAP. 570 L
STRAP, STEEL, FOR PIPE AND RIGID CONDUIT, 4-1/2" OD
CONDUIT MAX, (KINDORF C-105-4) OR EQUAL.

STRAP, TWO HOLE, FOR 1 1/2"

RIGID CONDUIT, MINERALLAC
ELECTRIC CO. CATALOG NO. 280, OR EQUAL.
1" EMY 8BB-549C

STRAP. 1-HOLE,

BUBBLER #008110
121

STREAM REGULATOR,

STRIP, PACKING, NO 9-451, COMPLETE WITH CLEVIS NO
P-400 PARTS TYPE 316 STAINLESS
STRIP. VIBRATING., UPPER & LOWER, WITH FACING

PART F1154 PARTS TYPE 316 STAINLESS

BOLTING MATERIALS: QA < 2

QUADRANTDEAD END, WITH SOCKET FITTING

FOR EYE WASHERS, SPEAKMAN CA
SIZE 1-1/2S, DIA.

PAGE 1,111
VENOOR
CONTRACT MANUFACTURER FLAG QA LVL
87KCD760393 UNITED STATES GYPSUM CO v 0
LONG, U.S. GYPSUM 60SJ18. 697-AER MARK NO. 86.
88KTD17192A PORTER-WALKER INC
5345-00-292231A MANF. STICK & STONE UNLIMITED P/N SJP -13
84PK3956285 CHALLENGE SUPPLY INC v
THE ATTACHED DRAWING NUMBER TSSEC-B5054. THE HANGER
87FCE759566 B & B BOLT & SCREW CO INC v
NONCONTAMINATING, AND AUTOCLAVABLE: RECESSED TOP
87FCE759566 B & B BQLT & SCREW CO INC v
NONCONTAMINATING, AND AUTOCLAVABLE: RECESSED TOP
85KL471582303 SOUTHEASTERN BOLT & SCREW v
85KL471582303 SOUTHEASTERN BOLT & SCREW v
84PN7834077 SIES ELECTRIC SUPPLY CO

SIMILAR TO ANDERSON CATALOG NOBSD-130-S, WITH SOCKET FITTING

83PK6337568 SPEAKMAN

CO.
8 IN, TYPE SPL, GPM 1800, SN SP-492632 QUOTING

87KNS0O8632A PEABODY BARNES

TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
84PK3945720 WALTER A WOOD SUPPLY CO v

#2443737 10.9 X 3.50-4 o0
86PBD372244 STEEL CITY

FIRST END STYLE COMPRESSION, THREAD SIZE .812 IN, UNF,
S88NCET74401A . 0
88KCE24135A MINERALLAC

PT OF MANUF- ADDISON, ILL 16 HR/ YR
87KCF209255 EBCO

CARBORUNDUM.
8SFCB737445 E TYLER INC

STEEL, ONE MOVING PART METAL TO METAL SEALS, PRESSURES T0
85FCB737445 C E TYLER INC v

STEEL, ONE MOVING PART, METAL TO METAL SEALS, PRESSURES TO
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DESCRIPTION

STRUCTURAL ATTACHMENT FOR
UNPAINTED

STRUT ATTACHMENT, SIZE 1.5
STUD
B7. 1.875-8 UN 3A, THREADED

STUD
002 S00 X 014 .250 IN, 8TPI.

STUD
002 SO0 X 014.250 IN,

STUD
8 UNC X 005.125 IN LONG

STUD
11.00 IN

STUD
05.12 IN LG

8TPI,

STUD

HEX NUTS, THREADS 9 UNC-2A
STUD

SN 381299

STUD

SN 381299

STUD

SN 381299

STUD

SN 381299

STUD
SN 381299

STUD
S/8X4-1/2",

STUD
VALVE ,

STUD
VALVE

FOR BAILEY METER
IL 1250-602, FOR

IL 1250-602, FOR

1,112

BOLTING MATERIALS: QA ¢ 2 PAGE
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
CONSTANT SUPPORT, SIZE 3 88NJC84142A BERGEN PATERSON 0
GED OR LABELED WITH THE PROCUREMENT DOCUMENT NUMBER, ITEM NUMBER, AND PART NUMBER,
KIPS, OR EQUAL. 84PK3950525 BERGEN PATTERSON
. FIELD SERVICES GROUP 84-1083 .
ALLOY STEEL ASME SA-193, GRADE RD 898851 ATWOOD & MORRILL CO INC v
ALLOY STEEL ASTM A-83-8B7, 83PK6886111 LUMMUS CO
SULATION F,

ALLOY STEEL ASTM A-93-8B7, 86PCF995835 UMMU
WITH ONE HEXAGON NUT C240M7558 SAND SCREEN SHEETS) 240 GRIT

ALLOY STEEL A193,3H, 001.250 - RD 898842 ATWOOD & MORRILL CO INC

STEAM ISOLATION VALVE, 026.000IN, DWG 20851-H OF A CERTIFICATION STA
ALY STL A193 GR37,01.87 79P82267614 ATWOOD & MORRILL CO INC v

ALY STL A193,3H,01.25-83 UNC X RD 863082 ATWOOD & MORRILL CO INC v
CONTINUOUS THD, W/2 EA HEAVY 81PK5293319 CHALLENGE SUPPLY INC v
COUPLING, FOR SIZE 1-1/2-S, 84PM6897635 BEARINGS & DRIVES INC v
COUPLING, FOR SIZE 1-1/2-S, 84PM6899236 BEARINGS & DRIVES INC v
COUPLING, FOR SIZE 1-1/2-S, 84PME902430 BEARINGS & DRIVES INC v
COUPLING, FOR SIZE 1-1/2-S, 84PMBI05275 BEARINGS & DRIVES INC v
g?gPténgNF?S ixggo i 6 i THIC%?00891876.000 §§§OLD INC 1500.000 PSIG TILTING DISK
FLANGE, PACKING, NF, RD 817222 CONTROL COMPONENTS INC v

FOR STEAM CHEST GOVERNING RO 760081 WESTINGHOUSE ELEC CORP v

FOR STEAM CHEST GOVERNING RD 760081 WESTINGHOUSE ELEC CORP v
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BOLTING MATERIALS: QA < 2

DESCRIPTION

STUD INGERSOLL-RAND, FOR TYPE
12-VEM, SN A533113 AND
STUD 000.250-20, 100 PER PKG
STUD 000.250-20, 100 PER

VINYL COATED. NYLON FXLAMENT.
STUD 000.250-20, 100 PER PKG
EwW6-11-12012 CAT. 83082328
STUD 000.500 -4 UNF X 000.625 IN,
PACKING. FLANGE., FOR
STUD 000.750 IN THREAD LENGTH,
000.500 IN SHANK LENGTH,
STUD 000.750 IN THREAD LENGTH,
000.500 IN SHANK LENGTH, 001.375 IN OVERALL LENGTH
STUD 000.750 IN THREAD LENGTH,
001.000 IN SHANK LENGTH, 001.750 IN OVERALL LENGTH
STUD 001 .500 IN THREAD LENGTH,
000 S00 IN SHANK LENGTH,
STUD 0031 .500 IN THREAD LENGTH,
001.250 IN SHANK LENGTH,
STUD 1.21W X00.25T X 01.81 LG,FLAT
BABC WILCX 64444A
STUD (SHEAR CONNECTOR). 3/4 X 3-3/8" LONG, COMPLETE
WITH FERRULE FOR FLAT SURFACE.LOW CARBON STEEL, 50.000
STUD AND NUT, DRIVE SHAFT BRG,ITEM 39, P/N 6084

117672, MODEL NO. WS 13,
STUD BOLT, ALL THD. TYPE B7, 1/2° X 2" (S0 PER BOX)
STUD BOLT. ASTM A-193, GRADE B-7, HEAT TREATED, SIZE
5/8" X 4" N.C. TH.
STUD BOLT, B-7. S/8" X 3-1/4"
STUD BOLT. B-7, 5/8" X 3°

SYSCO ML2245, SIZE 1/2°, MFR:

CONTRACT

RD 815045
85PK3981254

8SPCF982694
RL

S0 YD

85PK1978175

84P079043859

85PK3981254

85PK3917870

EwW06-20-12D12

FASTENER LG 1.5 IN,

PSI YIELD,

250 GPM, 250 PSI,
84PK395343502

co,

A

87PCF852336

85PK1978175

85PK1978175

82P34869783

86KCE7468955

88NNS84305A

86PCD359540
1 GAL CAN

86FCB74901S

87FCBOO618A

W. CHESTERTON

FOR THROUGH DECK

MANUFACTURER
INGERSOLL RAND CO

HILTI INC
HILTI INC
HILTI FASTENING SYSTEMS
CONTROL COMPONENTS INC
HILTI INC
HILTI INC
HILTI INCORPR;:;ga 25 EA
HILTI FASTENING SYSTEMS
HILTI FASTENING SYSTEMS
BABCOCK & WILCOX COMPANY
ERICO JONES COMPANY

P _ADAMS COMPANY

BOLTS & NUTS INC

SATELLITE STUD

WELDING. ERICO ARC- SC .

PAGE

1,113

VENOOR
FLAG

v

QA LVL

v

PER BOX
v

v

v

0
WITH

ORIGINAL CONTRACT NO. 71CS5- 92650 1,

\

FED SPEC TT-E-529

B & B BOLT & SCREW CO INC

B & B BOLT & SCREW CO INC

v

v

PART NO 1/2 GGASO
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STUD BOLT, SAME AS ITEM 3 EXCEPT SIZE 1/2" X 3°. 86PCD359540 SATELLITE STUD

N.C. TH. CO. 1| GAL CAN FED SPEC TT-E-529
STUD BOLT. STEEL, ASME SA-193 GRADE B-7., UNC THREAD, 84PK3953940 CAPITOL PIPE & STEEL PDTS
CLASS 2B FIT, 1-3/8" -6 X 11 1/2" LONG MANUFACTURER'S STYLE 2020SF, 40" WIDE X 50 YARDS LONG
STUD BOLT, 3/8 - 16 NC X 3° LONG, HARDENED, GRADE 7. 84PK5952559 CUMBERLAND BOLT & SCREW v

NO QA - 10 CFR PART 21 N/A MATERIAL IS NEEDED TO MAKE A
STUD BOLT. S5/8" DIA. X 3-1/2" LENGTH, ASTM A-307 WITH TWO 85KCE731523 STAINLESS & ALLOY PIPING Vv 0
HEAVY HEX NUTS. MARK NO. 445 PIPE, MARK NO. 426 PIPE CLAMPS FOR EMT CONDUTTS, NUTS AND BOLT INCLUDED.
STUD BOLTS - CARBON STEEL, ASTM A-307, GRADE A, 8BKCE747533 SOUTHERN FASTENER & TOOL v

1-3/4" DIAMETER X 9" LONG

STUD BOLTS. MILD STEEL.
NATIONAL COARSE

STUD BOLTS. THREADED ENTIRE
GRADE B-7 LESS NUTS,

STUD BOLTS, WITH NUTS AND
STAINLESS STEEL.

STUD BOLTS. S5/8" DIAMETER,
THREADED COMPLETE LENGTH.

STUD BONNET, 1-1/2" X 9-3/4",
MATERIAL ASME SA-320. GR L7.

STUD FINDER. MAGNETIC,

STUD MATERIAL., ASME SA1S83,

STUD MATERIAL, SA193,

STUD MATERIAL,
NO. 18.1. PART

STUD PART

STUD REPLACEMENT,THE CONTRACTOR IS TO FURNISH ALL LBR.

SCAFFOLDING&EQUIP.
%6 X 3/8"

TOOLS .MTL.
STUD SCREWS,

GRADE B7AS FOLLOWS:

1-1/8"-8 THREAD
NO. SP1019-

X 5 THREADS/INCH. PLAIN FINISHCOMPLETE WITH TWO EACH HEAVY HEX NUTS.

1-1/8 INCH DIA. X 6 INCH LONG, 84PK7953443 SOUTHEASTERN BOLT & SCREW v

(512 SF) * NLY ONE AWARD WILL BE MADE

LENGTH, H.T., ASTM A193, 85PK3360727 SOUTHEASTERN BOLT & SCREW v

WASHERS, 3/4-INCH X 6-INCH, 85PK3971452 P V F SUPPLY COMPANY INC v

WHEELS FOR BENCH ORINDER LOCATED IN FAB SHOP .

GRADE B, 11 TPI, UNC, 2" LONG 8SPK3973447 HENRY A PETTER SUPPLY CO v

FULLY THREADED, 8-UN- 85PK5450332 HUB INCORPORATED v

SPIRAL OF STEEL WIRE HHICH WILL ALSO SERVE AS STATIC GROUNDING. SUITABLE FOR USE

$#1009T11 86PSA455180 GENERAL INDUSTRY SUPPLY

SEARS CAT. 9GT17984 STANCHION 1/2* FULL FLOW VALVE ACTIVATED BY PUSH HANDLE AND

GRADE B8, AS FOLLOWS: 85P74344557 A & G ENGINEERING CO v
85P74344557 A & G ENGINEERING CO v

. PER ASME SA193 GR-BB8M, ITEM 8$3PK4932852 GPE CONTROLS v
L Y$50312-12-95.

87KNSO08632A PEABODY BARNES
STANDARD MANUAL HANDWHEEL TO ENCLOSED BEVEL GEAR OPERATOR (CRANE MODEL 4X-N)
,SUP ., 81P54185257 GEORGE P REINTJES CO INC v
84PKS59471 94 METAL FASTENER SUPPLY CO v
WIRE, 14 X 14 MESH, .051 IN WIDTH OPENIN 36 IN WIDE
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DESCRIPTION

STUD 3/4 X 4, CCARSE THREAD,

STUD-WELDER. ARC-RITE, AR-800,
STUD,

STUD,

1010 TO GRADE 1020, STANDARD
STUD. (ALL THREAD), SIZE

INCH

STUD. ADJUSTING, MOVAELE

FEDERAL PACIFIC 1151-9353. SHIPMENT. SHIPMENTS SHALL
STUD. ADJUSTING, PN 700-6486

1975, AS FOLLOWS:
STUD. ALL THREAD, HEAT TREATED B-7, N. C. THREADS,
SIZE 7/8" X 6" . BRONZE. ELEVATOR
STUD. ALL THREAD, SIZE 3/8" X 4. N.C. THREAD. GRADE B-7.
ASTM A193-5S5T. ANDERSON BRAND CAT. NO. TS3S,

ASME SA193
UNC-2A X

ASME SA193
UNC-2A X

STUD, ALLOY STEEL,
THREAD, 1-3/8" - 6

STUD, ALLOY STEEL,
THREAD, 1-3/8" - 6

STUD, ALLOY STEEL,

THREAD., SIZE 3/4" X &"
STUD, ASTM A193, B7, 3/4-10 X
STUD. ASTM A193, B7, 3/4-10 X

STUD, B-7 CONTINUOUS THREAD,
THREAD .
STJUD. BOLT B-16,

3/8" X &°

STUD. BOLT, ALL-THREAD, H.T.

X 3-1/72"

ASTM A-193,

STAINLESS STEEL
150 LB. CLASS

CAPACITIVE DISCHARGE.
Y SIMULATOR AFTER IT'S

#183660-1
CONNECTION, FOR TESTING

"NELSON CP", ASTM A108 GRADE
THREAD, 100 PER BOX, 1/4" X

1-3/4" X 38" - S THREADS PER

ARCING CONTACT,

GRADE B-7, UNC CONTINUOUS
11-1/2" LONG

GRADE 3-7. UNC CONTINUOUS
11-1/2" LONG

GRADE B-7, CONTINOUS

100 PER BOX

12°=

4" X 2" X 3/4° OR EQUAL
4-1/2"

4" X 2" X 3/4° OR FQUAL
3/4° X 5", ALLOY, CONTINUOUS

PER PKG

ASTM SPEC. A-193, B-7, S5/8"

PAGE
VENOOR
CONTRACT MANUFACTURER FLAG QA LVL
84PK49680145 VICTORY BOLT v
AND REDUCING INSERT S9708% -100F, LOOSE BACKSEAT
87PRF378223 CUTLESS CO. 0
RELOCATION TO THE PLANT SITE.
86PCEA61560 SALA INC v
INTERSTAGE PRESSURE ON AIR COMPRESSORS USED ON AIR BLAST
88NNQ281891A T R W NELSON DIVISION v
1 1/2" LONG NOT OFFER SUBSTITUTIONS OR
8SPK3960437 SOUTHEASTERN BOLT & SCREW v
84PN8351115 RICHARDSON ELECTRIC INC

BE MARKED OR TAGGED BY THE SUPPLIER WITH THE PROCUREHENT

84P299363986 DRESSER CRANE v
NUT, SELF LOCKING. PN 700-631 E AT 90 PSI, SELF CLOSING THRO
87PCE30827A ACTIVE BOLT & SCREW CO
MAINTENANCE REPAIR CO. 1/16 ID X 1 3/4 00 X g/64
84PK3945441) INDUSTRIAL FASTENERS
MFG. NO. 7777 OR EQUAL, 3-1/8"00
86PNQ371643 BOLTS & NUTS INC v
TOMKINS -JOHNSON CO. 1381-42918
88PNQ371643 BOLTS & NUTS INC v
TOMKINS - JOHNSON CO. 1381-42918
85PK6350684 SOUTHEASTERN 8OLT & SCREW
NO. D156312-01-RO AN ADDITIONAL CLASS lE
84PK3955292 KNOXVILLE BOLT & SCREW
SAFE OPERATING SPEED MUST BE
84PK3955282 KNOXVILLE BOLT & SCREW
SAFE OPERATING SPEED MUST BE
85PK3357442 BOLTS & NUTS
NOTF: THE MANUFACTIIRER OR SUPPLIER SHALL PROVIDE A
86PCD365478 TENNESSEE MILL & MINE SUP v
IN LG MEETS ANSI 2-53.1
85PK3962085 VICTORY BOLT v

1.118



BOLTING MATERIALS: QA ¢ 2

1/23/89
DESCRIPTION CONTRACT
STUD., BOLT. M12 X 1.75 X -1/2" LONG 84PK3939366
PART & 040-00-4-0024-01 IN SIZES 1", 2" AND 3" PLUS
STUD. BOLT. 1/2" X 3-1/4", CONTINUOUS THD. H.T. ASTM SPEC 84PK395343501
A193, B-14. WITH 2 HEX NUTS (SO PER BOX)
STUD. BOLT. 374" X 4, ALLOY STEEL, ASTM A193, GRADE B7, 84PK395343502

THREADED ENTIRE LENGTH (25 PER

STUD, CONTINUOUS THD .. W/0 NUTS, 2A NC 87PCE3365

150 DISCS IN ASSORTED GRITS.

PAGE 1,118

VENDOR

FLAG QA LVL

MANUFACTURER

FULLER COMPANY
FIFTY (50) DISCS IN EACH OF
SURE LOC INC v

BOLTS & NUTS INC v

KNOXVILLE BOLT & SCREW v

STUD. BORG-WARNER PN 72183-26, SAS564 TYPE 630, BORG-WARNER 86KNQ793675 BORG WARNER INDL PRODUCTS
DRAWING 279390 PI-6353 903-N. MATERIAL ASTM A351- CF!/SEE
STUD. B7 CLASS. FLANGE BOLTINGAISI 4140 OR 4142, 105,000 PSI 84PK3342172 CHALLENGE SUPPLY INC v
YIELD POINT 2 1/4" DIA. X 30"
STUD. CLAMPING, 5/8"-11 THREADS IN THE FOLLOWING 84PM6956599 LEDFORD MACHINE & SUPPLY v
LENGTHS . " LENGTH P/N 38504
STUD. CONT THD.., H T. W/0 NUTS, 2A THD. ASTM SPEC A-193, 84PK3951257 FASTENERS OF TENNESSEE
GRADE B-7. 5/8 X 3-1/2" 174 X 1/2° PIECES EQUAL ONE EA, WITH SLOTTED HEX HEAD SCREH AND NUT
STUD. CONT. THD.., W/0 NUT., 2A NC THD., ASTM A-193, GRADE B-7 85PK3352421 CHALLENGE SUPPLY INC v
1/2° X 3-1/2" S SIZES OF EXTRACTORS FOR SCREW SIZES 1/4" 5/18", 3/8~, 7/16=, 1/2", 9/16" AND 5/8~
STUD. CONT. THD, HT, K 7/8"-9 THD. X 4-3/4" ASTM SPEC. A-193 85PCB352032 VICTORY BOLT
B7.STD. PKG STD. PKG. HOLES, 0.875 IN DIA, 18.1875 1IN BOLT CIRCLE
STUD. CONT THREAD., HT, W/0 NUTS., 2A NC THD, 87PCE33656A KNOXVILLE BOLT & SCPREW v
ASTM A-193, GRADE B-14. S/8 X 4~ CADMIUM PLATED
STUD. CONT. THREAD, HT, 7/8~ 9 THREAD X 7", ASTM SPEC. A-193 83PK2932260 NASHVILLE BOLT & SCREW CO
. B7 STYLE - WAFER TYPE BU
STUD. CONT THREAD. 1-1/2" - 8 THREAD X v-1/2"., HT., ASTM SPE 83PK2932260 NASHVILLE BOLT & SCREW CO
C A-193, B7 STYLE - NAFER TYPE BU
STUD. CONTINOUS THD.. HT, W/0 NUTS, 2A NC THD., ASTM SPEC A- 83PK392747202 CHALLENGE SUPPLY INC v
193 . GRADE B-14, 7/8" X 6°
STUD. CONTINOUS THREAD, WITH- OUT NUT, 2A COARSE THREAD, 84PK3951316 VICTORY BOLT v
ASTM A-193, GRADE B-7, 1/2" X
STUD. CONTINUOUS THD. HT, W/O NUTS, 2A THD.. ASTM A-193, GR 85PK3352421 CHALLENGE SUPPLY INC v 0
B-14, 1/2" X 2-1/2". S SIZES OF EXTRACTORS FOR SCREW SIZES 1/4° S/16°, 3/8%, 7/16*, 1/2~, 9/16" AND 5/8°
STUD. CONTINUOUS THD.. HT, W/0 NUTS, 2A NC THD., ASTM 86PCD36780201 CAVALIER
SPEC A-193, GRADE B-14, 7/8 X 6°. PNEUMATIC TIRES. TIRE SIZE 10 IN X 3-1/2 IN, 860-LB
6A
ed

HT
THO. ASTM SPEC A-193., GRADE B-14, 3/4 X 5-1/4" CADMIUM PLAT
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD, CONTINUOUS THD., HT, w/0 NUTS 2A NC THD., 87PCE33656A KNOXVILLE BOLT & SCREW v
ASTM A-193, GRADE B-14, 374" X CADMIUM PLATED
STUD. CONTINUOUS THD. W/0 NUTS, 2A NC THD., 87PCE33656A KNOXVILLE BOLT & SCREW v
ASTM SPEC A-193, GRADE B i4, 1'x 5-172" CADMIUM PLATED
STUD., CONTINUOUS THD., HT, W/0 NUTS, 2A NC THD., ASTM 86PCD36780201 CAVALIER
SPEC A-193. GRADE B-14, 7/8 X $-3/4". PNEUMATIC TIRES, TIRE SIZE 10 IN X 3-1/2 IN, 660-L8B
STUD. CCONTINUOUS THD., HT, W/O NUTS 8 THD. PER IN., 87PCE33634A FASTENERS OF TENNESSEE v
ASTM SPEC A-193, B14, 1-1/4 X -1/2 EXTERIOR MATERIAL
STUD. CONTINUQUS THD, HT, ASTMA-193, GRADE B-7, UN-2A, 84PK3939658 CHALLENGE ENTERPRISES v
PACKAGED, 1-1/4 - 8 X 9 PACKAGED, 1 X S5-1,/4" 5/8 - 11 X 3-1/2 SIZE 1-1/4" - 7 X 5-3/4"
STUD. CONTINUQUS THD., HT, ASTMA-193., GRADE B-7, UNC-2A, 84PK3939658 CHALLENGE ENTERPRISES v
PACKAGED. AS FOLLOWS: . 172° - 13 X 2-3/8* SIZE 1-1/4° - 7 X 5-3/4"
STUD. CONTINUOUS THREAD, ALLOY STEEL., ASME 88NNT74506A CIPI
SA193, GR BT, S/8" - 11 UNC - 2A X 3-1/2" LONG
STUD. CONTINUOUS THREAD, ALLOY STEEL. ASME SA-193 88NNR355788 CARDINAL INDUSTRIAL PDTS
GR. B7 0.75 - 10 UNC-2A X 7.0 IN. LG., ASME SECTION III CLASS 2 000.125 IN THICK CR STEEL
STUD., CONTINUOUS THREAD, ALLOY STEEL, ASME SA-193, 88NNQ351748B CARDINAL INDUSTRIAL PDTS v 0
GRADE B7, 0.625-11UNC-2A X 3.0 IN. LG., SECTION III. CLASS 2 THK, ZINC PL.
STUD. CCNTINUOUS THREAD, 00.31, X 2.75 IN, STEEL 85PK3360414 BORG WARNER
NON-PRESSURE BOUNDARY, REF 4, FOR 3°, 1500 PSIG. SWING CHECKVALVE, BORG WARNER DWG 80290, ID CODE 79294
STUD. CONTINUOUS THREAD, .750-10 UNC X 4.50 IN, ASME SA-193, 85PK7359497 HUB INC A
GRADE B7. ASME SEC. III, CLASS2., FOR CONTROL AIR SYSTEM
STUD. CONTINUOUS THREAD., .875-9 UNC X 9 IN LONG., ASME SA-193 86PJJ373574 GUYON ALLOYS INC v
GRADE 87, ASME SEC III. CL 2
STUD. CONTINUOUS THREAD, ALLOY STEEL, ASME SA-193, GR B7, 86PCE371519 HUB INCORPORATED v
.625-11 X S-1/2" UNC, ASME SEC
STUD. CONTINUOUS THREAD., ALLOY STEEL. ASME SA-193, GRADE 87 88PCE372012 CARDINAL THREADING
G41400. DIAMETER .S IN, QA LG S IN., NUT END 13 UNC, ASME SECTION III, CLASS 2. .
STUD. CONTINUOUS THREAD, ALLOY STEEL. ASME SA-193, GRADE B7, 86PCE372012 CARDINAL THREADING
.825-11 X 3-1/2 IN LONG, ASME SECTION III, CLASS 2. SUPERKOTE CEMENT IN 50 LB.BAG
STUD. CONTINUOUS THREAD., ALLOY STEEL, ASME SA-193, GRADE B7, 86PCE372012 COMMON ITEM-SEVERAL MFRS
001.250-8 UNC X OC6.500 IN LG,ASME SECTION, III, CLASS 2. SUPERKOTE CEMENT IN 50 LB.BAGS.
STUD. CONTINUOUS THREAD, ALLOYSTEEL, ASME SA-193, GRADE 87, 85PK7359497 HUB INC v
625-11 X 5 1/2° UNC, ASME SECTION III, CLASS 2
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BOLTING MATERIALS: QA <« 2

DESCRIPTION

STUD. CONTINUOUS THREAD, ALLOYSTEEL, ASME SA193,
UNC. ASME SECTIONIII CLASS 2.

0 875-9 X 5"

STUD. CONTINUOUS THREAD. ALLOYSTEEL,

GRADE B7,

0.750-10 X 5"

ASME ‘SA 193, GR B7. ASME III, CLASS 2
STUD. CONTINUOUS THREAD, AS, ASTM A-193 GR B7. 1-8 UNC X
6 625 IN LG ILL BE MADE A PART OF
STUD. CONTINUOUS THREAD., HT., W/0 NUTS. 2A THD.
A-193., GRADE B-14. 3/4 X 3-1/2"
STUD. CONTINUOUS THREAD., W/2 EA HEAVY HEX NUTS, THREADS,
9 UNC-2A STUD WITH NUTS ASME SA-194-2H, 7/38 X 5-1/2 IN
STUD. CONTINUOUS THREAD, 5/8 X3-1/2. B-7. GRADE 2H
STUD. CONTINUOUS THREAD, 7/8- SUNC-2A., 5 1/2° LONG. ASME
SA193 GR B7 WITH 2 EACH HEAVY HEX NUTS. ASME SA 194 GR 7,
STUD, DRILLED. 1- 1/8'-12 UNF X 6-5/32", ALLOY STEEL. ASME
SA193, GRADE B7, G. E,
STUD, DRIVE SHAFT, ITEM 53, P/N 3321.1

117672, MODEL NO. VWS 13,
STUD. GRADE B16, 1-3/4" DIA, 14" OVERALL LENGTH, THREADED
3-1/2" EACH END. 8 THD PER INCH., WITH 2 EACH HEAVY HEX
STUD. H T ASTM A183, GRADE 8- T. 1-3/8" X 10 _1/4"
LESS NUTS. MANUFACTURE - SATELLITE STUD

STUD. HEAT TREATED Al193, B 7

STUD.
N.C.

STUD.

HEAT TREATED,
THREADS

HEAT TREATED, ASTM
ALL THREAD. SIZE 7/16" X 4&4°

STUD. HEAT TREATED, B 16
FOR #2 HP HEATER UNIT #6

STUD. HT. A 193, B-7, 3/4 X

STUD. MANIFOLD. CYLINDER
10 PER BOX

3/4 X 4-1/2
B7, SIZE 3/4" X 4",
SECTION III. C1.2

A193-55T. GRADE B-7.
N.C. THREAD

S/8" X S*.
/4' X 2-1/2" OR

172"
4" X 2" X 3/4" O° EQUAL

HEAD, DORMAN NO. 675-087,

&~ W

PAGE 1,118
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
85PK5359302 CAPITOL PIPE & STEEL PDTS v
85PK3364375 CARDINAL THREADING
DRIVE STYLE SLOT. ZINC PLATED, ANSI B18.6.3-1872
84PK3348122 CHALLENGE SUPPLY INC
ANY CONTRACT RESULTING FROM THIS REQUEST FOR QUOTATION
87PCE33656A KNOXVILLE BOLT & SCREW v
C\DMIUM PLATED
84PK2350934 CARDINAL IND. PROD.
4SME SA193, GR B7. QA IV - THIS QA CLASSIFICATION
8SPK3357442 BOLTS & NUTS INC
NOTE: THE MANUFACTURER OR SUPPLIER SHALL PROVIDE A .
86PCE364912 HuB INCORPORATED v . B
ASME SEC. III, CLASS I .}
83P74939135 TARGET ROCK CORP v
83NNS84305A R P ADAMS COMPANY v 3
250 GPM. 250 PSI, ORIGINAL CONTRACT NO. 71C55-92650-1,
T§896190737A PITTSBURGH PIPE & SUPPLY v
85PK3360735 MID SOUTH BOLT & SCREW v
POINT OF MANUFACTURE - ANTA. GA
86PCB369315 KNOXVILLE BOLT & SCREW v
85PK3350649 VICTORY BOLT v
84PK3350578 CHALLENGE SUPPLY INC v
QA III. THIS QA CLASSIFICATIONIS FOR TVA INTERNAL USAGE.
88PCE35074C CAVALIER BOLT 0
EQUAL GRADE 8. FOR: PULVERIZER GEAR BOXES
84PK3955202 CHALLENGE SUPPLY INC
SAFE OPERATING spszo MUST BE
84PM6949367 KNOXVILLE ROD & BEARING

THIS ITEM FOR PACIFIC
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STUD,
STUD.
STUD.
STUD,
STUD.
STUD.
STUD.

1128

STUD,

STUD.

STEEL.

STUD

STEEL .

STUD .

STEEL.

STUD.

STEEL,

STUD,

STUD.

STUD

OVERALL LENGTH 4-

STUD.

STUD.

SA-193 GR B7 OR B16,

METAL 3-1/2 IN X 16 FT,

BOLTING MATERIALS: QA ¢ 2

DESCRIPTION
18 GA
PART NO. 4HDY30
METAL. 3-1/2 IN X 12 FT.18 GA

REX FBX1800.
METAL, 3-1/2 IN X 12 FT,18 GA

PART NO. 4HDY30
METAL, 3-1/72 IN X 16 FT,18 GA
METAL, 3-1/2 IN X 20 FT, 18 GA
METAL, 3-5/8" X 10', 25 GAUGE

A. CONSTRUCTION-HEAVY
PLAIN, CARBON STEEL, ASME SA-193. GRADE B7, DIA.
PLUG 0.00 IN, MINUS 0.01 IN, LENGTH 8.75 PLUS OR
RESERVIOR. P/N T-130.
SIZE .75"-10 UNC X
ASTM A-193,
SIZE 875" DIA. X 5°*

HEAT TREATED, ASTM

SIZE .875"-9 UNC X
ASTM A-193, GRADE

SIZE 1.25"-8 UNC X
ASTM A-193, GRADE

STEEL. ALL THREAD,
STEEL. ALL THREAD,

M16 DIA.
378",

STEEL,

THREADED O.

1-3/8-6 UNC X
FOR

VALVE .

S IN - 13 X
ASTM A-108 NELSON TYPE CPL.

PRODUCT NUMBER PD18111-0000

3.25"LONG, CONTINUOUS THREAD, ALLOY
GRADE B-16 HEAT TREATED, C/W TWO EACH

LONG, CONTINUOUS THREAD, ALLOY
EACH HEAVY HEX NUTS,

A-193, GRADE B-16, C/wW 2

7.75"LONG, CONTINUOUS THREAD, ALLOY
B-16 HEAT TREATED. C/W TWO EACH

8.75°LONG, CONTINUOUS THREAD, ALLOY
B-16 . HEAT TREATED, C/W TWO EACH

7/8 X3 3/4 INCH.

7/8 XS5 1/2 INCH.

X 80 MM NOMINAL LENGTH APPROXIMATE
METRIC

3.5 IN LG

.S. BLACK

10 INCH. ALLOY STEEL, ASME
TARGET ROCK SAFETY RELIEF

CONTRACT

85PK3451608
MARKING IS NOT

aSPCBASdllS
85PK3451608
MARKING IS NOT
85PK3961652
85PK3961652

84PK3948299

AGGREGATE CONCRETE

85PK7356632
MINUS 0.08 IN,

84PNA4940534
SCREEN

87PCF32472A

HEAVY HEX NUTS,

87PCF32472A

87PCF32472A

HEAVY HEX NUTS,

87PCF32472A

HEAVY HEX NUTS,

87PCEAT70760
87PCE4707860
86PCE375388
87NJR303958

FINISH

86PNQ376
VALVE MOOEL

PAGE 1,118

VENDOR

MANUFACTURER FLAG QA LVL
S & M SUPPLY INC

0
POSSIBLE DUE TO SIZE OR POSSIBLE DEGRADATION

S & M SUPPLY INC

v
FEDERAL SPEC. FF-P-001480

M SUPPLY
POSSIBLE OUE TO SIZE OR POSSIBLE DEGRADATION.
C K SUPPLY v
C K SUPPLY v

LOWES OF CHATTANOOGA v

CHALLENGE SUPPLY INC

THREADS 8 UN-2ABOTH ENDS THREADED 2 76 PLUS
CAROLINA CONTROLS COMPANY v 0
EAGLE MFG.

HEAT TREATED, ASTM A-194, GRADE 2H
EAGLE MFG.

HEAT TREATED, ASTM A-194, GRADE 2H.

EAGLE MFG.

HEAT TREATED, ASTM A-194, GRADE 2H
EAGLE MFG.

HEAT TREATED, ASTM A-194, GRADE 2H
INDUSTRIAL MILL SUPPLY v
INDUSTRIAL MILL SUPPLY v
METRIC & MULTI STD CORP A
HUB INCORPORATED

DRAWN, LENGTH 240. O IN
TARGET ROCK CORPORATION
567F 7S67F-100, ITEM 105, ASME SEC




1/23/89

DESCRIPTION

STUD. WELDING, CONVEX,

3/8" DIAMETER BY 3/4" LONG> UND BREAKING LOAD.

BOLTING MATERIALS: QA < 2

THREAD-LESS, STAINLESS STEEL TYPE 430
EACH CHAIN LENGTH SHALL CONSIST OF 611 STANDARD INTEGRALLY FORGED AND

PAGE 1,120

VENDOR

MANUFACTURER FLAG QA LVL

P REINTJES CO INC

CONTRACT

83PB4937181 GEORGE

STUD. WELDING. STAINLESS STEEL. AISI 430, WELDED STUD 8¢ PGGO91754 GEORGE P REINTJES CO INC v
STYLE. THREADLESS KNOCK OFF,
STUD. WHEEL., 3/4° 88PCE307468 USA
ALL INTERNAL SURFACES OF FOUR (4) EXHAUSTER FAN HOUSING. 1" BRICK IS TO
STUD., WITH NUT AND WASHER, ITEM 4. P/N 6010 88NNS84305A R P ADAMS COMPANY v 3
117672, MODEL NO. WWS 13, 250 GPM, 250 PSI, ORIGINAL CONTRACT NO. 71C55-92650-1,
STUD, 0. 5-13NC X 2.75 IN., ASME SA193, GR BSM 87NNR304418 JOHNSTO
END TYPE THREADED INTERNAL, NPT, MAX DIFF PRESS 150 PSXG DESIGNED FOR AIR, BODY MATL
STUD. 1-3/4" X 10". STANDARD THREAD W/STEEL HEX NUT. FOR: 83PK6934559 FASTENERS OF TENNESSEE v
CONDENSER EXPANSION JOINT. A-193-B7, A-194-2H - HEX NUT SPEC. PRESSURE 600 PSIG OF SATURATED
STUD, 1-5/8". 10-1/2" LON THREADED FULL LENGTH, 8 THREAD 87PGB32S~ PITTSBURGH PIPE & SUPPLY
PER INCH MATERIAL SPEC. ASTM A-193-8B16 PRESSURE M TRANSFORMERS NO 0568813
STUD, 1-5/8". 12" LONG, THREADED 4° EACH END, 8 THREAD 8§7PGBC PITTSBURGH PIPE & SUPPLY v
PER INCH. MATERIAL SPEC.ASTM A-193-B16 PRESSURE H. .ER. TRANSFORMERS NO DS68813,
STUD. 1-5/8". 12" LONG, THREADED 4° ON EACH END, 88PGK317118 PITTSBURG PIPE
8 THREAD PER INCH, MATERIAL SPEC ASTM A-192-B16 DWG D-122191-D, (PARTS DWG NO P1153), AND BARCO BULLETIN
STUD. 1/2" DIA. X 4-1/8" LG. 85KK3722886 R W INC v 0
(TO FIT IDEAL REELS). IN 5S-GALLON CONTAINERS
géug.lé/Z” X 13 UNC X 27 CONTINUOUS THRD ALLOY STEEL 86PCF369468 VICTORY BOLT v
STUD. " X 7". ASTM. GRAD B-7, LESS NUTS, H.T. 85PK3360735 MID SOUTH BOLT & SCREW
MANUFACTURER - SATELLITE STUDSPOINT OF MANUFACTURE - ATLANTA, GA POINT OF MANUFACTURE - JAPAN
STUD. 2-1/2" DIA. X 24~ LONG, GRADE B16 86PCF372368 B & B BOLT & SCREW CO INC v
6000 LB.. TENSILE STRENGTH, PART NO. 505004. 9419K16
STUD. 2-1/4" DIAMETER, K 24~ LONG, TO BE THREADED 4" ON 85PK5972781 SOUTHEASTERN BOLT & SCREW v
BOTH ENDS. MATERIAL MUST BE ALLOY STEEL ASTM A 193, NATIONAL FINE THREAD, SAE 12 THREADS PER INCH. DO NOT
€TUD. 3/4" DIA X 5-3/16" LG. 85KK3722886 T R W INC v 0
(TO FIT IDEAL REELS). IN S-GALLON CONTAINERS.
STUD, 3/8" - 16-24 TPI X 2 3/8" LG 87NCE381564 GENERAL MOTORS
THICK. 36 IN LONG, FIBERGLASS FIBERS, BINDER, AND FILLER TEMPERATURE TO 1200 DEG F
STUD. 3/8" - 16-24 TPI X 2 7/8" LG 87NCE381564 GENERAL MOTORS

TOTAL AMOUNT CONTRACT IS $65.00
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

STUD., 3/8" X 4" CONTINUOUS THREAD, 3/8" X 4", H.T. ASTM 85PK3352884 CHALLENGE SUPPLY INC v
SPEC. A-193, B1S LESS NUTS
STUD. S/8 X 3-1/2., COARSE THREAD. STAINLESS STEEL 84PK4960145S VICTORY BOLT Vv

150 LB. CLASS AND REDUCING INSERT $S9708 -100F, LOOSE BACKSEAT
STUD. 7/16~ X 4", ALL THREAD., GRADE B-7, N.C. 85PK3352884 CHALLENGE SUPPLY INC v
STUD, 7/8" X 2-1/2", UNC-2A THREADED LENGTH NOT LESS THAN 85KCB731644 TRW NELSON DIV v
1-5/8". FOR FLAT SURFACE, LOW CARBON STEEL, 50,000 PSI YIELD, COMPLETE WITH FERRULE. NELSON PART NO. 101-018-390
STUD.CONTINUOUS THREAD ALLOY STEEL A 193 GRB7, 8SPCE987637 MID SOUTH BOLT & SCREW v
001.125 X 006.750 IN, HEAT TREATED, LESS NUTS . QUOTING #07F11A FILTER WITH
STUD.CONTINUOUS THREAD ALLOY STEEL AISI 4140 (SAE 88PGI60783A ATLANTA ROD MFG. CO.
G41400. DIA 2.25 IN. LENGTH 30.0 IN. NUT END 12 UNF NU QTY 2. CLASS B7, OR AISI 4142, 105,000 PSI YIELD
STUD.CONTINUOUS THREAD ALLOY STEEL AISI 4140 (SAE) 86PCEAG2386 SOUTHEASTERN BOLT & SCREW v
G41400. DIA 2.25 IN. OA LG
STUD.CONTINUOUS THREAD ALLOY STEEL AISI 4140 (SAE) 87PCE472079 NOVA MACHINE: A&G
G41400. DIA 2 .25 IN, OA LG 30.0 IN. NUT END 8 NUT QTY 2, CLASS B7, 105,000 PSI YIELD POINT, FOR FLANGE, 16
STUD.CONTINUOUS THREAD ALLOY STEEL AISI 4140 (SAE) 85PK3363217 CHALLENGE SUPPLY INC o]
G41400. DIA 2.25 IN. OA LG 30.0 IN. NUT QTY 2, CLASS B7, 105.000 PSI YIELD POINT, FOR FLANGE, 16 IN, 350 DEG F AT
STUD.CONTINUOUS THREAD ALLOY STEEL ASME SA 193 GR B7? 86PBF373323 GENERAL INDUSTRY SUPPLY \
G41400. DIA 1.0 IN. OA LG 6.625 IN, NUT END 8 UNC STUD ONLY FIRST/IDENT END NOM SIZE .25
STUD.CONTINUOUS THREAD ALLOY STEEL ASME SA 193 GR B7 84PK7906188 VICTORY BOLT v
G41400. DiA 1.75 IN, OA LG 9.0
STUD.CONTINUOUS THREAD ALLOY STEEL ASME SA 183 GR B7? 87NJS382461 HUB INCORPORATED A
G4.:400. 0.5 IN DIA X
STUD.CONTINUOUS THREAD ALLOY STEEL ASME SA 193 GR B? 87NJS382481 CARDINAL INDUSTRIAL PROD.
G41400. 0.5 IN DIA. X 13 UNC X 5.00 IN LENGTH, ASME SECTION III, CLASS 2 SETS, SYSTEM 82
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B16 88PCE668991A CAVALIER BOLT
K14072. DIA .37S5 IN. LENGTH 3.0 IN, NUT END 16 UNC 2A, HEAT TREATED
STUD.CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B16 88PCES3631B02 BOLTS & NUTS INC i
K14C72, DIA 1.0 IN, LENGTH 4.0 IN, NUT END 8 UNC HEAT TREATED., C/W 2 HVY HEX NUTS, ASTM Al194,
STUD.CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR Bl16 88PEES82598 MACKSON 0
K14072. DIA .5 IN. LENGTH 2.0 IN, HEAT TREATED CLASS HEAVY, HEAT TREATED, 50 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B16 89PGR614928 QUAD CITIES BOLT & SCREW v o]

K14072, DIA .875 IN, LENGTH




1723789

DESCR

STUD . CONTINUOUS THREAD
K14072. DIA .875 IN, LENGTH

STUD.CONTINUOUS THREAD
K14072. DIA .875 IN. LENGTH

STUD.CONTINUOUS THREAD
K14072. DIA 1.25 IN. LENGTH

STUD .CONTINUOUS THREAD
G41400 DIA S5 IN LENGTH 3.5

STUD .CONTINUOUS THRE..D

BOLTING MATERIALS: QA ¢ 2

IPTION

ALLOY STEEL ASTM A 193 GR B16
4.0 IN, HEAT, TREATED

ALLOY STEEL ASTM A 193 GR B1S
7 75 IN, C/W 2 HEX NUTS

ALLOY STEEL ASTM A 193 GR B186
7.0 IN, HEAT TREATED., C/W TWO

ALLOY STEEL ASTM A 193 GR 87
IN NUT END 13 UNC 2A HEAT

ALLOY STEEL ASTM A 193 GR B7

G41800 DIA 1. 25 IN LENGTH 7.0 IN NUT END 7 UNC 2A HEAT
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7
G41400. DIA .S IN. OA LG 2.5 1IN, NUT END 13 UNC

STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7
G41400, DIA .625 IN. LENGTH 4.5 IN. NUT END 11 UNC 2A,
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR 87
G41400, DIA 625 IN. OA LG 4.5

STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7
G41400. DIA 625 IN, OA LG 4.5 IN. NUT END 11 UNC

STUD ,CONTINUOUS THREAD ALLOY STEEL ASTM A 183 GR B7
G41400. DIA .625 IN, OA LG 4.5 IN, NUT END 11 UNC

STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR 87
G41400. DIA .625 IN, OA LG 4.5 IN, NUT END 11 UNC

STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7
G41400. DIA .625 IN. OA LG 4.5 IN. NUT END 11 UNC

STUD ,CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B?
G41460. DIA 625 IN, OA LG 4.5 IN. NUT END 11 UNC

STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B?
G41400. DIA .625 IN, OA LG 4.5 IN, NUT END 11 UNC

STUD ,CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B?
G41400. DIA .75 IN, LENGTH 3.0 IN, HEAT TREATED
STUD.CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7
G41400. DIA 75 IN., LENGTH 3.0 IN, NUT END 10 UNC 2A,
STUD ,CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B?
G41400. DIA .75 IN, LENGTH 4.0 IN, NUT END 10, UNC,

PAGE 1,122
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
88PEES82598B MACKS 0
CLASS HEAVY, HEAT TREATED 50 PER BOX
88PEES87598 VULCAN THREADED ROD 0
S/N 34929 FLAMESPREADER, FLINT LIGHTER
88PEE582598 MACKSON o
GRADE 2H HVY HEX NUTS S0 2ER BOX
88PCESS5561B02 QUAD CITIES BOLT & SCREW 0
TREATED HEAVY, STRUCTURAL, HIGH
89PEES93048B SATELLITE STUD 0
TREATED GAL CAN
88PCES13998B STRUCTURAL BOLT
88PCES68418B SATELLITE STUD 0
HEAT TREATED
86PCF804222 VICTORY BOLT v
88°GK573978B FASTENER HOUSE INC v o]
(QUANTITY OF SO IS APPROX.)
89PEE624928B PORTER WALKER INC v 0
81.1 BOX
87PGK57604A CAVALIER
C/W FILTER ELEMENT RT-1K10, FOR HYDRAULIC SYSTEM ON MODEL
86PCF802572 SURE LOC INC v
DRIVE STYLE SLOT G FOR VARIOUS NON-SAFETY
8SPCDO87119 SOUTHEASTERN BOLT & SCREW
SPEC S-1222 450-0140-104, COLOR BROWN,
87PCF851362 SATELLITE STUD
100 PER BOX LESS NUTS (6 BX)
88PEES8259B MACKSON 0
CLASS HEAVY, HEAT TREATED, S0 PER BOX
88PCESS5561802 QUAD CITIES BOLT & SCREW 0
HEAT TREATED EAVY, STRUCTURAL, NIGH
89PEES93048 SATELLITE STUD 0
APPROX 25 PER BOX GAL CAN
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD ,CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR 87 89PEE618118B SQUAW SUPPLY INC v
G41400. DIA .75 IN, LENGTH 4.0 IN, NUT END 10, UNC, APPROX 25 PER BOX TYPE SOCKETWELD, FIRST/IDENT
STUD ,CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 85PK3981285 VICTORY BOLT v
G41400, DIA 75 IN, OA LG 4.0
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 86PCE80101202 VICTORY BOLT v
G41400. DIA .75 IN. OA LG 4.0
STUD,CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 86PCF800674 VICTORY BOLT v
G41400, DIA .75 IN, OA LG 4.0
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR 87 88PCF802636 VICTORY BOLT v
G41400, DIA .75 IN, OA LG 4.0
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 86PCF998388 SURE LOC INC v
G41400. DIA .75 IN, OA LG 4.0
STUD ,CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 87PCES4392A SATELLITE STUD
G41400. DIA 75 IN, OA LG 4.0 1IN, NUT END 10 UNC
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 87PCE808637 CAVALIER BOLT
G41400. DIA 75 IN. OA LG 4.0 1IN, NUT END 10 UNC
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B? 87PCE852521 SATELLITE STUD
G41400. DIA 75 IN, OA LG 4.0 1IN, NUT END 10 UNC
STUD.CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 88PCES54168B01 SATELLITE STUD 0
G41400. DIA 75 IN, OA LG 4.0 IN, NUT END 10 UNC
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR 87 87PCGS6380A FASTENER HOUSE INC
G41400. DIA .75 IN. OA LG 4.0 1IN, NUT END 10 UNC IN, BRIGHT READY MOUNT ADAPTOR SPEC
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 86PCF803315 SURE LOC INC v o]
G41400. DIA 75 IN, OA LG 4.0 1IN, NUT END 10 UNC APPROX 100 PER BOX BOX
STUD.CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR 87 85PCE984052 CHALLENGE SUPPLY INC v
G41400. DIA .75 IN, OA LG 4.0 IN. NUT END 10 UNC 80X. BOX
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 87PCBS51476A CAVALIER
G41400. DIA 75 IN, OA LG 4.0 1IN, NUT END 10 UNC 1 IN PIPE BINDER, AND FILLER TEMPERATURE
STUD . CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B7 86PGD998320 VICTORY BOLT
G41400. DIA .75 IN, OA LG 4.0 1IN, NUT END 10 UNC 1-101-335-011 LOCKWASHER, FOR 15-1/2X9-1/2X10 CLASS 082,
STUD.CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B? 88PCES4035B INDUSTRIAL BOLT & SCREW v
G41400. DIA .75 IN. OA LG 4.0 1IN, NUT END 10 UNC 1590 MCM EEL., AND IN ONE CONTINUOUS
STUD.CONTINUOUS THREAD ALLOY STEEL ASTM A 193 GR B? 88PC568614A CAVALIER
G41400. DIA 75 IN, OA LG 4.0 ., NUT END 10 UNC 3/4-10 X 4 STUD
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DESCRIPTION

STUD ,CONTINUOUS THREAD
G41400. DIA 875 IN. LENGTH

STUD ,CONTINUOUS THREAL
G414CO. DIA 875 IN. LYNGTH

STUD .CONTINUOUS THREAD
G41400. DIA 875 IN. LENGTH

STUD .CONTINUOUS THREAD
G41400. DIA 1.125 IN,

STUD,CONTINUOUS THREAD
G41400. DIA 1.625 1IN,

STUD .CONTINUOUS THREAD
B?. 0.75-10 UNC

STUD.CONTINUOUS THREAD
(ASME) K66286. DIA 1.000 IN,

STUD.CONTINUGUS THREAD
B7. 0. 75-10 UNC X 3.5 IN

STUD .CONTINUOUS THREAD
B7. 0.875-9 UNC X 5.5 IN

STUD.CONTINUOUS THREAD
B7. 000 S00-13 UNC X 002.

STUD,CONTINUOUS THREAD
B7. 000.500-13 UNC X 002.

STUD .CONTINUOUS THREAD
B7. 000.500-13 UNC X 00S.

STUD .CONTINUOUS THREAD
B?. 000 625-11 UNC., 004.000

STUD .CONTINUOUS THREAD
B7. 0C0.625-11 UNC. 005 .500

STUD .CONTINUOUS THREAD
B7. 000 .750-10 UNC-2A X

STUD . CONTINUOUS THREAD
B7. 000 875-9 UNC X 00S.000

LENGTH

LENGTH

S00
S00

000

STUD.CONTINUOUS THREAD
B7. 000.875-9 UNC X 6 IN LG

-2A X 9.5 IN

LONG,

LONG

193 GR B?
UNC 2A,

193 GR B7

ALLOY STEEL ASTM A
S 25 IN, NUT END 9

ALLOY STEEL ASTM A
5.25 IN, NUT END 9 UNC 2A,

ALLOY STEEL ASTM A 193 GR B7
9.0 IN, NUT END 9 UNC 2A,

ALLOY STEEL ASTM A 193 GR 87
8.0 IN, NUT END 7 UNC 2A,

ALLOY STEEL ASTM A 183 GR B7
11.75 IN, NUT ENO

ALLOY STEEL ASTM A 193 GRADE
LONG

ALLOY STEEL ASTM A 453 GR 660
OA LG 8.000 IN, NUT END 8 UNC
ALLOY STEEL., ASME SA 193, GR

ASME SECTION CLASS 2

ALLOY STEEL,

I111.

ALLOY STEEL.
ALLOY STEEL,
IN LG. CLASS

ALLOY STEEL,
SEAL RAISED FACE.

2A THREADS,

ALLOY STEEL,
ALLOY STEEL,
PLAIN, SEAMLESS., HARD

ALLOY STEEL. ASME SA1°"
005.000 IN LG. ASME LECTION

ALLOY STEEL,

IN LG
ALLOY STEEL, ASME SA193 GRADE
ASME SEC. IfI CL 1.

UNC, 2A,

ASME SA193 GRADE
,ASME SEC III CL

ASME SA193 GRADE

CONTRACT

89PEES90848
HEAT TREATED

88PCES3658802
HEAT TREATED

88PCES3658B02
HEAT TREATED

88PCES536588B02
HEAT TREATED

88PCES62218
HEAT TREATED

S8NNS83462A

ACCEPTABLE FOR THIS

85PK3350435

ASMESEC III, CL I

PAGE
VENDOR
MANUFACTURER FLAG QA LVL
SATELITE STUD
IN, NPT, ACTUATION TYPE
SATELLITE STUD 0
NUT
SATELLITE STUD 0
NUT
SATELLITE STUD 0
WALKER BOLT MFG. 0

TEXAS BOLT COMPANY v
APPLICATION BY TVA.

GRAY TOOL CO

1/p

1,124

ASME SA193 GRADE

ASME SA193 GRADE

ASME SA193 GRADE

ASME SA193 GRADE

GRADE

ASME SA193 GRADE

88NNR398658 CIPI
MARKING IS NOT POSSIBLE DUE TO SIZE OR POSSIBLE DEGRADATION,
STNJL34986A N/A
TEST 71U-2295, 3515 RPM 80 PIPE, TVA MK 847WAS58-754
87NJS382461 HUB INCORPORATED v
87NJS382461 CARDINAL INDUSTRIAL PROD.
ASME SECTION III, CLASS 2 SETS, SYSTEM 82
83PK6337945 CARDINAL THREADING
ASME SEC III, CL 2 6
83PK333771501 CARDINAL THREADING 3
TYPE WATTHOUR METER
83PK7337665 CARDINAL THREADING
DRAWN/COLD DRAWN, ASMESECIII.CL2
STNJRATBATA CARDINAL THREADING
I1I, CLASS 2 (EQ GNRLATOMIC P/N50001476-001
85PK3350353 CHALLENGE SUPPLY INC v
85PK3358601 R.E.C. CORPORATION
ASME SEC. III CL 1
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DESCRIPTION

STUD,CONTINUOUS THREAD
B7. 001.125-8 UNC X 007.500

STUD.CONTINUOUS THREAD
B7. 0.875-9 UNC-2A X 3.5 IN

STUD .CONTINUOUS THREAD
0.5-13 UNC X 2.5 IN LONG,

STUD ,CONTINUOUS THREAD
0 5-13 UNC X 2.5 IN LONG,

STUD.CONTINUOUS THREAD
0 5-13 UNC X 2 5 IN LONG,

STUD . CONTINUOUS THREAD
C.5-13 UNC X 2.75 IN LONG.

STUD .CONTINUOUS THREAD
0 5-13 UNC X 2.75 IN LONG,

STUD .CONTINUOUS THREAD
0 625-11 UNC X 3.5 IN LONG,

STUD.CONTINUOUS THREAD
0.625-11 UNC X 3.5 IN LONG,

STUD . CONTINUOUS THREAD
0.625-11 UNC X 3.5 IN LONG,

STUD .CONTINUOUS THREAD
0.625-11 UNC X 3.5 IN LONG,

STUD.CONTINUOUS THREAD
0 625-11 UNC X 3.75 IN LONG,

STUD.CONTINUOUS THREAD
0 625-11 UNC X 3.75 IN LONG,

STUD .CONTINUOUS THREAD
0.625-11 UNC X 3.75 IN LONG.

STUD.CONTINUOUS THREAD
0.625-11 UNC X 4 IN LONG,

STUD.CONTINUOUS THREAD
0.625-11 UNC X 4 IN LONG,

STUD.CONTINUOUS THREAD
0.625-11 UNC X 4 IN LONG,

ALLOY STEEL,

IN LONG, ASME SECTION III
ASME SA193,

ALLOY STEEL,

BOLTING MATERIALS: QA ¢ 2

LONG, ASME SECTION III,

ALLOY STEEL., ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL. ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

AILOY STEEL. ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL., ASTM
C/W TWO HEAVY HEX

ALLOY STEEL. ASTM .
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

A
N

A
N

A
N

193
uTsS,

193
uTsS,

193
uTtsS,

ASME SA193 GRADE

CONTRACT
88NNT327588
CLASS 2
GRADE 87NJL381615
CLASS 2
GR B7, 87PCFS52359A01
ASTM A 194 GR 2H
GR B7, 86PCF803401
ASTM A 19 2H
GR B7, 86PCB98¥303
ASTM A 194 GR 2H
GR 87, 86PCF80340!
. ASTM A 194 GR 2H
GR B7, 86PCB988545
ASTM A 194 GR 2H
GR B7, 86PCE99806302
ASTM A 194 GR 2H
GR B7, 87PCD8086E8?
ASTM A 194 GR 2H
GR 87, 88PCD804037
ASTM A 194 GR 2H
GR B7, 86PCF990591
ASTM A 194 GR 2H
GR B7, 87PCE851192
ASTM A 194 GR 2H
GR 87, 86PCF990591
ASTM A 194 GR 2H
GR 87, 86PCB996131
ASTM A 194 GR 2H
GR 87, 886PCE802400
GR B7, 8§6PCB988303
ASTM A 194 GR 2H
GR B7, 87PC660045A
ASTM A 194 GR

CROWN FASTENER. 13.

PAGE

VENOOR

MANUFACTURER FLAG QA LVL
CARDINAL INDgSTRIAL PDTS

FIG. 5874 S/N KZWI 077458

SOUTHERN BOLT & FASTENER
ADMIRALTY BRASS TUBES 3/4 OO

HEADS & THREADS CO
100 PER BOX

METAL FASTENER SUPPLY CO v
TYPE SF,

BOOSTER , PUMP, SIZE 1,
CHALLENGE SUPPLY INC v

FROM TOP, FOR USE WIiA
METAL FASTENER SUPPLY CO v

BOOSTER ,PUMP, TYPE SF, SIZE 1,

VICTORY BOLT
005.000 IN PIPE

SOUTHEASTERN BOLT & SCREW v
METAL FASTENER SUPPLY CO \
100 PER BOX
SATIALITE STUD
25 PER BOX
CAVALIER

0
EXTERNAL, FIRST/IDENT END NOM

CAVALIER BOLT
CAVALIER 0
EXTERNAL, FIRST/IDENT END NOM

BOLT
RESIN, ONE GALLON HARDENER

SOUTHEASTERN BOLT & SCREW v

VICTORY

CHALLENGE SUPPLY INC
ROM TOP, FOR USE NITH

SERVICE FASTENERS CENTER
IN CAT IRON PIPE

1,128
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STUD,CONTINUOUS

0 625-11 UNC X 4.25 IN LONG

STUD .CONTINUOUS

0.625-11 UNC X 4.25 IN LONG,

STUD .CONTINUOUS

0.75-10 UNC X 3.

STUD .CONTINUOUS

0 75-10 UNC X 3.

STUD .CONTINUOUS
0.75-10 UNC X 4

STUD ,CONTINUOUS
0.75-10 UNC X 4

STUD .CONTINUOUS
0.75-10 UNC X 4

STUD .CONTINUOUS
0.75-10 UNC X 4

STUD .CONTINUOUS
0.75-10 UNC X 4

STUD .CONTINUOUS
0.75-10 UNC X 4

STUD .CONTINUQUS

0.75-10 UNC X 4.

STUD .CONT INUOUS

0 75-10 UNC X 4.

STUD .CONTINUOUS
0 75-10 UNC X 4

STUD .CONTINUOUS
0.75-10 UNC X 4

STUD .CONTINUOUS
0.75-10

STUD .CONTINUOUS

0.75-10 UNC X 4.

STUD .CONTINUOUS

0.75-10 UNC X 4.

UNC X 4.

DESCRIPTION

THREAD
THREAD
THREAD

75 IN LONG

THREAD
75 IN LONG

THREAD
IN LONG,

THREAD
IN LONG,

THREAD
IN LONG,

THREAD
IN LONG,

THREAD
IN LONG,

THREAD

.S IN LONG

THREAD
S IN LONG

THREAD
S IN LONG

THREAD

.S IN LONG

THREAD

.S IN LONG

THREAD
S IN LONG

THREAD
S IN LONG

THREAD
S IN LONG

ALLOY STEEL, ASTM A

DIAMOND POINT, SMOOTH SHANK

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM

ALLOY STEEL, ASTM

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
ALLOY STEEL., ASTM
ALLOY STEEL, ASTM

C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL. ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL, ASTM
C/W TWO HEAVY HEX

ALLOY STEEL. ASTM
C/W TWO HEAVY HEX
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VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
193 GR B7, 85PCB983621 CHALLENGE SUPPLY INC
CARRIAGE, 25 PER BOX 002.000 IN PIPE
A 193 GR B7, 89PEE62522B SATELLITE STUD 0
NUTS, ASTM A 194 GR 2H 0.375 IN
A 193 GR B7, 86PCE806250 VICTORY BOLT v
UNITS. ASTM A 1904 GR 2H
A 193 GR 87, 87PCBS3789A01 FASTENER HOUSE INC v
UNITS, ASTM A 194 GR 2H WELDLESS
A 193 GR 87, 86PCE80176901 VICTORY BOLT v
A 193 GR B7, 86PCES0O4848 FASTENER HOUSE INC v
A 193 GR B7, 37PCE852739 CAVALIER 0
NUTS, ASTM A 194 GR
A 193 GR 87, 88PCES39568 SATELLITE STUD C
NUTS, ASTM A 194 GR 2H
A 193 GR 87, 386PCB988303 CHALLENGE SUPPLY INC v
NUTS, ASTM A 194 GR 2H TOP, FOR USE WITH
A 193 GR B7, 3$6PCB802108 VICTORY BOLT v
A 193 GR B7, 88PCESO7178 STR BD & MFG
A 193 GR B7, 86PCES9806302 SOUTHEASTERN BOLT & SCREW v
UNITS, ASTM A 194 GR 2H
A 193 GR B7, 87PCESB773A A&4G ENGINEERING
UNITS, ASTM A 194 GR 2H .
A 193 GR B7, 87PCE80771702 CAVALIER
UNITS, ASTM A 194 GR 2H
A 193 GR B7, 88PCES20228B MACKSON INC.
UNITS, ASTM A 194 GR 2H
A 193 GR B7, 87PCFS50627A FASTENER HOUSE INC
UNITS, ASTM A 194 GR 2H BINDER, AND FILLER TEMPERATURE
A 193 GR B7, 88PBD575598 SATELLITE STUD
UNITS, ASTM A 194 GR 2H FIRST/IDENT END NOM SIZE
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 88PCE62699A MACKSON INDUSTRIAL

0.75-10 UNC X 4.5 IN LONG C/W TWO HEAVY HEX UNITS, ASTM A 194 GR 2H INT DRIVE STYLE SLOT

STUD .CCNTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 86PCE806213 GENERAL INDUSTRY SUPPLY v

0.75-10 UNC X 4.5 IN LONG FASTENER LG 1.75 IN, 10 PER B8OX

STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PCESS5132A SATELLITE STUD

0.75-10 UNC X 5 IN LONG

STUD ,CONTINUOUS THREAD ALLOY STEEL., ASTM A '93 GR B7, 87PGKS7604A CAVALIER

0.75-10 UNC X S IN LONG IN. NUT END 11 UNC C/W FILTER ELEMENT RT-1K10, FOR HYDRAULIC SYSTEM ON MODEL

STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A 1983 GR B7, 88PCES549038B SATELLITE STUD 0

0 75-10 UNC X 5 IN LONG LG 3.5 FIRST/IOENT END NOM SIZE 1.0 IN, NPT, LG 4.0 IN

STi!D.CONTINUOUS THREAD ALLOY STEEL. ASTM A 193 GR B7, 88NNSS545378 PIPING SUPPLY COMPANY v 0

0 75-10 UNC X S IN LONG 1/2 IN, SCR, 125 LB S31600, CwP 800 PSIG

STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 86PCE806250 VICTORY BOLT v

0.75-10 UNC X 5 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H

STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PCES4466A SATELLITE STUD

0.75-10 UNC X S IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H

STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A 193 GR B7, 88PCE67923A0!L KEYSTONE BOLT

0.75-10 UNC X 5 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H

STUD., CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 87 U858135A02 METAL FASTENER SUPPLY CO v 0

C.75-10 UNC X IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR PER BOX

STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 86PCBH88303 CHALLENGE SUPPLY INC

0.75-10 UNC X 5 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 1984 GR 2H FROM TOP, FOR USE NITH

STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 88PCEB4733A KNOXVILLE BOLT & SCREW

C.75-10 UNC X S IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H SELF-DRILLING

STUD .CONTINUOUS THREAD ALLCY STEEL, ASTM A 193 GR 87, 87PCES6046A KNOXVILLE BOLT & SCREW v

G.75-10 UNC X 5.25 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H

STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PCD3808687 METAL FASTENER SUPPLY CO v

0.75-10 UNC X 5.25 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 184 GR 2H 100 PER BOX

STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A 193 GR B7, 87PCGB0O04SA SERVICE FASTENERS CENTER

0.75-10 UNC X 5.25 IN LONG. C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H 13.5 IN CAT IRON PIPE

STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A 193 GR B7, 86PCF804371 A & C SALES v

0.75-10 UNC X 5.25 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H (12' LENGTH AT 1.35 PER

STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 88980575598 SATELLITE STUD

0.75-10 UNC X .25 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 184 FIRST/IDENT END NOM SIZE
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STUD .CONTINUOUS

0.75-10 UNC X 5.

STUD .CONTINUOUS

0.75-10 UNC X S.

STUD .CONTINUOUS

0.75-10 UNC X 5.

STUD .CONTINUOUS

0 75-10 UNC X 5.

STUD .CONTINUOUS

0.75-10 UNC X 6.

STUD .CONTINUOUS
0.75-10 UNC X 6

STUD .CONTINUOUS
0.75-10 UNC X 6

STUD. CONTINUOUS
0.75-10 UNC X

STUD ,CONTINUOUS

0 75-10 UNC X 6.

STUD .CONTINUOUS

0.75-10 UNC X 6.

STUD .CONTINUOUS

0.75-10 UNC-2A X 4.25 IN LONG,ANSI Bl.

STUD .CONTINUOUS

0.75-10 UNC-2A X 4 25 IN LONG,ANSI B1.1

STUD .CONTINUOUS

0.75-10 UNC-2A X 4.25 IN LONG,ANSI Bl.

STUD .CONTINUOUS
0.875-9

STUD . CONTINUOUS

0.875-9 UNC X 4.

STUD .CONTINUOUS

0 875-9 UNC X 4.

STUD .CONTINUOUS

0.875-9 UNC X 4.

UNC X 4.

BOLTING MATERIALS: QA < 2 PAGE 1,128
VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
THREAD ALLOY STEEL, ASTM A 193 GR _B7, 86PCEB06250 VICTORY BOLT v
S IN LONG, C/W 1wWO HEAVY HEX NUTS, ASTM A 194 GR 2H
THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PCB53789A01 FASTENER HOUSE INC v
S IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 184 GR 2H WELDLESS
THREAD ALLOY STEEL, ASTM A 193 GR B7, 86PCD804037 SATIALITE STUD
75 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H 25 PER BOX
THREAD ALLOY STEEL, ASTM A 183 GR 87, 89PEE625228 SATELLITE STUD 0
75 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H 0.375 IN
THREAD ALLOY STEEL, ASTM A 193 GR B7, 86PCB802108 VICTORY BOLT v
S IN LONG,
THREAD ALLOY STEEL. ASTM A 193 GR_B7, 86PCE806250 VICTORY BOLT v
.S IN LONG. C/W TWO HEAVY HEX NUTS, ASTM A 184 GR 2H
THREAD ALLOY STEEL. ASTM A 193 GR_B87, 87PCES4466A SATELLITE STUD
.S IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H
THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PCE850920 VICTORY BOLT v
6.5 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H
THREAD ALLOY STEEL. ASTM A 193 GR B7, 88PCES17828B MACKSON, INC.
S IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 184 GR 2H
THREAD ALLOY STEEL. ASTM A 193 GR B7, 88PCES67548B SATELLITE STUD 0
S IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H POINT, HEAT TREATED, SO PER
THREAD ALLOY STEEL ASTM A 193 GR B7, 87PCEG1829A SATELLITE STUD
THREAD ALLOY STEEL, ASTM A 193 GR B7, 88PCEBO824A BOLTS & NUTS INC v
ASSEMBLY NO 031557045, LIST 23

THREAD ALLOY STEEL. ASTM A 193 GR B7, 87PCDS1514A FASTENER HOUSE INC

WIDE X 24 FT LONG APPROX 25 EA PER BOX
THREAD ALLOY STEEL, ASTM A 193 GR B7, 88PCES539568 SATELLITE STUD 0
25 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H
THREAD ALLOY STEEL. ASTM A 193 GR B7, 87PCDSS5792A02 FASTENER HOUSE INC v
25 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H INDER, AND FILLER TEMPERATURE
THREAD ALLOY STEEL, ASTM A 183 GR B7, 86PCE802949 SOUTHEASTERN BOLT & SCREW o]
75 IN LONG
THREAD ALLOY STEEL, ASTM A 193 GR B7, 86PCB806607 VICTORY BOLT v
75 IN LONG 24, UNC, FASTENER LG 2.0 IN, STOVE, C/W SQ NUTS, 100 EA PER BOX
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 86PCE464434 SOUTHEASTERN BOLT & SCREW v
0.875-9 UNC X S IN LONG X 3 IN LONG DRIVE STYLE SLOT, 100 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PC5850920 VICTORY BOLT v
0.875-9 UNC X S.75 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM 'A 194 G
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR 87, 88PCD544978 KNOXVILLE BOLT & SCREW v 0
0.875-9 UNC X 5.75 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H 80X
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PCBS3739A01 FASTENER HOUSE INC v
0. 875-9 UNC X 5.75 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A 194 WELDLESS
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 88PCES504308B CAVALIER (DOMESTIC) 0
1-8 UNC 5.25 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 87PGK51318A CAVALIER BOLT
1-8 UNC 5.25 IN LONG BOX, FOR HAGAN CONTROLS 10 IN POWER POSITIONERS COMBUSTION AND FEEDWATER
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR 87, 83PCESB5858 E & K FASTENERS
1-8 UNC S.25 IN LONG FASTENER LG 1.75 IN, INT DRIVE STYLE HEXAGON, HEAT TREATED, 25 PER 80X
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 193 GR B7, 88PBDS575598 SATELLITE STUD 0
1-8 UNC 5 25 IN LONG HEAVY (QUOTING: GRADE 2H) SCREW, NO 10 (100 PER BOX) S00 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193 GR B7, 87PCE80983502 CAVALIER
HEAT TREATED. 0.375-16 UNC X 1.5 IN LONG
STUD.CONTINUOUS THREAD ALLOY STEEL. ASTM A-183 GR B7, 86PCF803678 VICTORY BOLT v
HEAT TREATED. 0.375-16 UNC X 1.5 IN LONG BLACK, C/W HEAVY HEX NUT BOOSTER ,PUMP, TYPE SF, SIZE 1,
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193 GRADE 87PCB808381 FASTENER HOUSE INC
B-7 3/4-10 X 6 FASTENER LG 2.0 IN, INT DRIVE STYLE HEXAGON
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A-193 GRADE 86PCF997974 A & C SALES
B-7 .75-10 X 6" 100 PER BOX FIRST/IDENT END NOM SIZE 3.0 1IN, NPT, LG 4.0 IN
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A 87PCB53952A BOLTS & NUTS INC
B-7. 0.5-13 UNC X 3 IN LONG, C/W TWO 0.5 IN HEAVY HEX NUTS PLATED, TYPE A, 100 PER BOX QUOTING: HEX WASHER HD
STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A-193, GR 88PCES56498 SATELLITE STUD 0
B-7. 0.625-11 UNC X 4 IN LONG
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GR 88PCEBBB36A CAPITAL BOLT 0
B-7. 0.625-11 UNC X 4 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GR 87PCD51240A SATTELITE STUD
B-7. 0.625-11 UNC X 4 IN LONG DIA .625 IN, THREAD 11, UNC, FASTENER LG 1.5 IN, APPROX 25 EA PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193., GR 88PEES84468 MOUNTAIN CITY INDL SUPPLY v 0
B-7. 0.625-11 U4C X 4 IN LONG FASTENER LG .75 IN, GRADE 2, APPROX 100 PER BOX -WIRE CROWFOOT TO FEMALE
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STUD,

8-7,

STUD,

B-7.

STUD
B16.

STUD,

B16.

STUD.

B16.

STUD
B16.

STUD
B16.

STUD.

816,

STUD
B7.

STUD.
B7.

STUD
B7.

STUD.
B7.

STUD,
87,

STUC .
B7.

STUD.
B7.

STUD,
B7.

STUD.
B7.

HEAT TREATED,

CONTINUOUS THREAD

0.625-11 UNC X 4 IN LONG

CONTINUOUS THREAD

0.625-11 UNC X 4 IN LONG

.CONTINUOUS THREAD
HEAT TREATED. 0.5-

CONTINUOUS THREAD

HEAT TREATED. 0.5-

CONTINUOUS THREAD
HEAT TREATED.

CONTINUOUS THREAD

HEAT TREATED, 0.5-

.CONTINUOUS THREAD
HEAT TREATED, 0.5-

CONTINUOUS THREAD

HEAT TREATED. 0.5-13 UNC

.CONTINUOUS THREAD
HEAT TREATED, 0.5-

CONTINUOUS THREAD

HEAT TREATED, 0.5-

CONTINUOUS THREAD

HEAT TREATED, 0.5-

CONTINUOUS THREAD

HEAT TREATED, O.

CONTINUOUS THREAD

CONTINUOUS THREAD

CONTINUOUS THREAD

13 UNC X 2.5

13

5-13

.CONTINUOUS THREAD
HEAT TREATED. 0.5-

.CONTINUOUS THREAD
HEAT TREATED., 0.5-

13

13

13

13 UNC

13 UNC

13 UNC

-13 UNC

0.625-11 UNCX 3

DESCRIPTION

BOLTING MATERIALS:

ALLOY STEEL, ASTM A-193,

ALLOY STEEL.
UNC,

ALLOY

ALLOY STEEL,

ALLOY
UNC X 2.5

ALLOY
UNC X 2.5

ALLOY
UNC X 2.5

ALLOY
UNC X 2.

ALLOY

STEEL,

STEEL,

STEEL,

STEEL,

STEEL,

13 UNC X

ALL STEEL,
X3. 25 IN LONG

ALLOY STEEL,
X3.25 IN LONG

ALLOY STEEL,
X3.25 IN LONG

ALLOY STEEL,
X4 IN LONG

ALLOY STEEL,
X4 IN LONG

ALLOY STEEL,

HEAT TREATED, 0.625-11 UNCX 3 IN LONG

ALLOY STEEL,

HEAT TREATED. 0.625-11 UNCX 3 IN LONG

ALLOY STEEL,
IN LONG

FASTENER LG 2.5

UNC X 2.5 IN LONG

IN LONG

IN LONG

IN LONG

S IN LONG

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM

ASTM A-

ASTM

ASTM

ASTM

ASTM

IN. GRADE

A-193,
FASTENER LG 2.5 1IN

?LEEéﬂGASTM A-193,
A-193,
A-193,
A-193,
A-193,
A-193,
A-193,
A-193,

A-193,

A-193,

A-193,

A-193,

A-193,

A-193,

193,

GR

2,

GR

GR

GR

GR

GR

GR

QA < 2
VENOOR
CONTRACT MANUFACTURER FLAG

89PEE617538 MOUNTAIN CITY INDL SUPPLY v

APPROX 25 PER BOX TE ITEM.
87PCD59807A SERVICE FASTENERS CENTER

LEAD, CAN BE USED FOR INTERIOR OR EXTERIOR
S87PCES1184A CAVALIER BOLT
87PCE60712A CAVALIER
87PGKS68102A CAVALIER

FASTENER LG .375 IN, INT DRIVE STYLE HEXAGUN, CUP POINT
86PCE993616 SOUTHEASTERN BOLT & SCREW v

GRADE 8 PARA-FLEX COUPLINGS SAE J429
8SPCE985100 CHALLENGE SUPPLY INC v

PER BOX
86PCD806021 SATELLITE STUD

TUFF BRAND, BLACK .750 IN PIPE
86PCF802986 VICTORY BOLT v
88PCESO1798 SATELLITE STUD
87PCFS52359A01 HEADS & THREADS CO

A 194 GR 2H 100 PER BOX
86PCF803401 METAL FASTENER SUPPLY CO

A 194 GR 2H BOOSTER,PUMP, TYPE SF s1
87PCESG885A A&G
89PGK589528 MACKSON INC v

NO COAT WITH RING, STURM DWG 0013-31983-112, AISI 418
87PCESO405A CAVALIER
87PCB808700 VICTORY BOLT

EVERDUR TEMPERATURE TO 1200 DEG F
86PCF992978 CARAIUS STUD
ox HEAT TREATED

PAGE 1,130
QA LVL

0

0
ZE 1,
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STUD ,CONTINUOUS THREAD
B7. HEAT TREATED, 0.62S

STUD .CONTINUOUS THREAD
87 . HEAT TREATED.

STUD.CONTINUOUS THREAD
B7. HEAT TREATED. O.

S;UD.CONTINUOUS THREAD

STUD .CONTINUOUS THREAD
B87. HEAT TREATED. 0.62S

STUD .CONTINUOUS THREAD
87 . HEAT TREATED.

STUD,CONTINUOUS THREAD
B7. HEAT TREATED, O.

g;UD.CONTINUOUS THREAD

STUD .CONTINUOUS THREAD
B7. HEAT TREATED. O.

STUD.CONTINUOUS THREAD
B7. HEAT TREATED, 0.875

g;UD.CONTINUOUS THREAD

STUD.CONTINUOUS THREAD
B87. HEAT TREATED.

STUD,CONTINUOUS THREAD
B7. HEAT TREATED.

STUD . CONTINUOUS THREAD
B7., HEAT TREATED,

STUD . CONTINUOUS THREAD
B7. HEAT TREATED,

STUD .CONTINUOUS THREAD
B7. HEAT TREATED, 1.62S5-

STUD ,CONTINUOUS THREAD
16, HEAT TREATED., 0.5

0.625-

625-

HEAT TREATED, 0.625-

0.625-

875-

HEAT TREATED, 0.875-

875-

HEAT TREATED, 0.875-

1.125-

1.125-

1.125-

-13 UNC X 2.5

DESCRIPTION
ALLOY STEEL, ASTM
-11 UNCX 3 IN LONG
ALLOY STEEL., ASTM
11 UNCX 4 IN LONG
ALLOY STEEL, ASTM
11 UNCX 4 IN LONG
ALLOY STEEL, ASTM
11 UNCX 4 IN LONG
ALLOY STEEL, ASTM
-11 UNCX 4 IN LONG
ALLOY STEEL, ASTM
11 UNCX 4 IN LONG
ALLOY STEEL, ASTM
9 UNC X 7 IN LONG
ALLOY STEEL, ASTM
9 UNC X 7 IN LONG
ALLOY STEEL. ASTM
9 UNC X 7 IN LONG
ALLOY STEEL, ASTM
-9 UNC X 7 IN LONG
ALLOY STEEL, ASTM
9 UNC X 7 IN LONG
ALLOY STEEL, ASTM
7 UNC X 7.75 1IN LONG
ALLOY STEEL, ASTM

7 UNC X 7.75 IN LONG

ALLOY STEEL, ASTM
7 UNC X 7.75 IN LONG

ALLOY STEEL, ASTM

1.25-8 UN X 8.75 IN LONG
ALLOY STEEL ASTM
6 UN X11.5 IN LONG

ALLOY STEEL, ASTM
IN ONG, C/W TWO

BOLTING MATERIALS: QA ¢ 2

A-193, GR

A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-193, GR
A-183, GR

-193, GR
, HEAVY

PAGE 1,131
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
86PCEA464434 SOUTHEASTERN BOLT & SCREW v
DRIVE STYLE SLOT, 100 PER BOX
87PCES8491A SATELITE STUD
87PCAS1324A VICTORY BOLT
W/SPRINGS 100 PER BOX
86PCB99344201 CHALLENGE SUPPLY INC
ox .25 IN DOSSERT, 8H1/2A
88PCEB9545A01 BOLTS & NUTS IN v
INT DRIVE STYLE SLOT, 100 PER BOX, TYPE A
88PGKS16218B CAVALIER BOLTS
W VALUE 1.0 AMPS,
87PCES58284A IMPORT
88PCEB3037A SATELLITE STUOD
88PCE69M46A SATALITE STUD 0
L ESPCES38948 SATELLITE STUD 0
SOPEEB15488 SATELLITE STUD o
HEXAGON, 50 PER BOX 80X
88PCES4423801 CAVALIER BOLT 0
83PEES77388B SERVICE FIRST INC v 0
IN, STANDARD MILL FINISH, RANDOM LENGTH
87PCF52868A02 KEY STONE
WITHOUT NUTS; KEYSTONE ATTACHED TVA STANDARD
87PGKSS5194A US STEEL
cassB 143236A AND B, REF DWG A-606
89PGK589528 A G ENGINEERING
NO COAT WITH RING, STURM DWG 0013-319893-112, AISI 418
87PCESS482A B&G MFG.
HEX NUTS ASTM A194, GRADE 2H
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 86PCD377903 CAVALIER
B-16. HEAT TREATED. U.5-13 UNC X 2 IN LONG BY TVA CLASS A&B
STUD.CONTINUOUS THREAD ALLOY STEEL. ASTM A-193, GRADE 88PCES521278B CAVALIER BOLT 0
B-16. HEAT TREATED. 0.5-13 UNCX 3.5 IN LONG 3.0 IN N YELLOW, 8 X 11 IN.
STUD,.CONTINUOUS THREAD LLOY STEEL. ASTM A-193, GRADE 88PCES4234B CAVALER BOLTY 0
B-16. HEAT TREATED. 0.625-11 UNC X 2 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 87PCES7799A MACKSON INDUSTRIAL v
B-16. HEAT TREATED, 0.875 DIA
STUD .CONTINUOUS THREAD ALLOY STEEL., ASTM A-193, GRADE 88PCES528338B01 B & MFG. o
B-16. HEAT TREATED. 0.875 DIA X 5 IN LONG, C/MW TWO HEAVY HEXNUTS, ASTM A194, GRADE 2H HEAT TREATED
STUD.CONTINUOUS THREAD ALLOY STEEL., ASTM A-193. GRADE 88PGKS84528B MILLS & LUPTON SUPPLY CO v 0
B-16. HEAT TREATED. 0.875 DIA X 5 IN LONG, C/W TWO HEAVY HEXNUTS, ASTM A194, GRADE 2H, HEAT TREATED
STUD.CONTINUOUS THREA ALLOY STEEL, ASTM A-193, GRADE 88PGKBSA9SA B & B8 BOLT & SCREW CO INC v
B-16, HEAT TREATED, 0 875 DIA X S IN LONG. C/W TWO HEAVY HEXNUTS, ASTM A184, GRADE 2H, HEAT TREATED
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A-193., GRADE 87PCES55482A B&G MFG.
B-16. HEAT TREATED, 0.875-9 UNC X 7.125 IN LONG. C/W TWO HEAVY HEX NUTS, HEAT TREATED, ASTM Al94, GRADE 2H
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 87PCES5482A
B-16., HEAT TREATED, O 875-9 UNC X 7.75 IN LONG, C/W TWO HEAVY HEX NUTS, HEAT TREATED ASTM A184, GRADE 2H
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 87PCF52907A FALCON METAL
B16. HEAT TREATED, 1.75-8 UN X 14 IN LONG, WITH TWO HEAVY HEX NUTS, ASTM A194. GRADE 2H, HEAT TREATED
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 87PCE807354 GENERAL INDUSTRY SUPPLY v
B?. CLASS 2A THREADS, HEAT TREATED, 0.625-11 UNC X 3.5 INLONG
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRACE 88PCE65550A SATELLITE STUD
B7. CLASS 2A THREADS. HEAT TREATED, 0.625-11 UNC X 3.5 INLONG
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A-183, GRADE 87PCD851575 FASTENER HOUSE INC
B7. CLASS 2A THREADS. HEAT TREATED, 0.625-11 UNC X 4.25 1IN LONG ALL THREAD, COUNTESUNK
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 86PCE802311 VICTORY BOLT v
B7. CLASS 2A THREADS. HEAT TREATED, 0.875-9 UNC X S 1IN LONG
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 87PCESA652A BOLTS & NUTS INC v
B7. CLASS 2A THREADS, HEAT TREATED, 0.875-9 UNC X $ IN LONG
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 86PCD989770 VICTORY BOLT v
B7. CLASS 2A THREADS. HEAT TREATED, 0.875-9 UNC X 5 IN LONG 100 PER BOX
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 88PGKE6342A KNOXVILLE BOLT & SCREW
B7. CLASS 2A THREADS, HEAT TREATED, 0.875-9 UNC X 5 IN  LONG WIDTH, 000.062 IN THICKNESS
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VENOOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LvL
STUD, CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 87PCE851919 VICTORY BOLT
B7. CLASS 2A THREADS, HEAT TREATED, 0.875-9 UNC X S IN LONG 1000 OEG F STEAM
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 88PCES73278 CAVALIER 0
B7. HEAT TREATED, 0.5-13 UNC X3 IN LONG DETECTOR
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193, GRADE 88PEES75428 MILLS & LUPTON SUPPLY CO v 0
B7. HEAT TREATED. 0.5-13 UNC X3 IN LONG INT DRIVE STYLE HEXAGON, AS SPEC., PART #60098
STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A-193, GRADE 88PCEG4015A SATELLITE STUD
B7. HEAT TREATED, 0.75-10 UNC X S IN LONG
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A-193,GR 86PCE801362 VICTORY BCLT v
B7. HEAT TREATED, 0.5-13 UNC
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193.GR 86PCF995561 A & C SALES v
B7., HEAT TREATED, 0.5-13 UNC
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193,GR 83PCES533518B SATELLITE STUD 0
B7. HEAT TREATED. O 5-13 UNC X 3.5 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193,GR 88PCEBS5111A01 SATELLITE STUD
87 . HEAT TREATED. 0.5-13 UNC X 3.5 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193 .GR 85PCD985737 VICTORY BOLT v
B7. HEAT TREATED. 0.5-13 UNC X 3.5 IN LONG DRIVE STYLE SLOT, NO 10-32 UNF
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193 ,GR 88?CF803401 METAL FASTENER SUPPLY CO v
B7 . HEAT TREATED. 0.5-13 UNC X 3.5 IN LONG A 194 GR 2H BOOSTER ,PUMP, TYPE SF, SIZE 1,
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193,GR 86PCF806958 VICTORY BOLT v
B7. HEAT TREATED. 0.5-13 UNC X 3.5 IN LONG APPROX 25 EA PER BOX MAX, FOR ATOMIC ABSORPTION
STUD .CONTINUOUS THREAD ALLOY STEEL., ASTM A-193.GR 87PGKS68102A CAVALIER
B7. HEAT TREATED. 0.5-13 UNC X 3.5 IN LONG PB8550-100 MICRONS AND LARGER, AND 99.7
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A-193,GR 87PGISB497A METAL FASTENER SUPPLY CO v 0
B7. MEAT TREATED., 0.5-13 UNC X 3.5 IN LONG TWO TON, FOR WIRE ROPE AND CHAIN
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A-193,GR 88PCG545088 SATELLITE STUD 0
B7. HEAT TREATED. 0.5-13 UNC X 3.5 IN LONG 4.5 IN, APPROX 15 EA PER BOX ANSI Bl18.6.3
STUD .CONTINUOCUS THREAD ALLOY STEEL. ASTM A193 GR 814, 87PCE8523854 CAVALIER BOLT
HEAT TREATED. 0.875-9 UNC-2A X € IN LONG
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A183 GR Bl4, 86PCES9728S VICTORY BOLT v
HEAT TREATED. 0.875-9 UNC-2A X 6 IN LONG 25 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM Al193 GR Bl6, 86PBD8OSS83 MOUNTAIN CITY INDL SUPPLY v
HEAT TREATED. 0.875-9 UNC-2A X 5.75 IN LONG SEAMLESS, SOFT ANNEALED, LENGTH 300.0 IN,
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BOLTING MATERIALS: QA ¢ 2

SOUTHEASTERN BOLT &

MANUFACTURER

METAL FASTEEER SUPPLY CO

GENERAL INDUSTRY SUPPLY

PAGE 1,134

VENDO
LAG QA LVL

v 0

MASTER CUT SIZE OR POSSIBLE DEGRADATION

BOLTS & NUTS

BASIC PIPE & SUPPLY CO

THIRD COAST PRODUCTS

SATELLITE STUD

ILL FINISH,
MACKSON INDUSTRIAL
COORS

SVINSON XNDUSTRIAL PDTS

MACKSON INDUSTRIAL
SATELLITE STUD
SATELLITE STUL
SATELLITE STUD
BOLTS & NUTS INC

NUTS INC

VICTORY BOLT
(12°

DESCRIPTION CONTRACT

STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A193 GR B7, S7PGISBAS7A
MEAT TREATED. 0.875-9 UNC X .75 IN LONG TWO TON, FOR WIRE ROPE AND
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, S6PTC80458001
HEAT TREATED. 1.125-7 UNC X 7 IN LONG, C/W ONE HEX NUT MOOEL CB4C, MEDIUM
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, 87PCBS4922A

/75-10 UNC-2A X 3.5 IN LONG, ANSI B1.1l PACKAGED APPROX 20 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, 86PCD802030
0.75-10 UNC-2A X 4.5 IN LONG,
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, 87PCES2007A01 CAVALIER
0.75-10 UNC-2A X 4.5 IN LONG. ANSI B1.1
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, S7PCESS795A
0.75-10 UNC-2A X 4.5 IN LONG. ANSI B81.1
STUD.CONTINUOUS THREAD ALLOY STEEL., ASTM A193 GR B7, S7TPCES08429
0.75-10 UNC-2A X 4.5 IN LONG. ANSI B1.1
STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A193 GR B7, 88PBDE3BITA
0.75-10 UNC-2A X 4 5 IN LONG, ANSI Bl. OUTSOLE AND HEEL,
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM Al163 GR B7, 88PCG62048A
0.75-10 UNC-2A X 4.75 IN LONG,ANSI B1.1 A & G ENGG PER BOX. INFASCO
SYUD CONTINUOUS THREAD ALLOY STEEL. ASTM A193 GR B7, $7PCEST083A

.75-10 UNC-2A X 5 IN LONG, ANSI 81 .1
STUD .CONTINUQUS THREAD ALLOY STEEL, ASTM A193 GR B7, 87PCEGOBS59A

0.75-10 UNC-2A X S IN LONG, ANSI B81.1
STUD.CONTINUOUS THREAD ALLOY STEEL. ASTM A193 GR B7, $7PCES50478
0 75-10 UNC-2A X S IN LONG, ANSI Bl .1
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, S8PCESS8418B
0.75-10 UNC-2A X S IN LONG, ANS1 B1.1
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, S$8PGKBA282A
0 75-10 UNC-2A X S IN LONG. ANS] B1 .1 CONOMATIC END LOADING
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, 87PCBS4922A BOLTS &
0. 75-10 UNC-2ZA X S IN LONG, ANSI B1 .} PACKAGED APPROX 20 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL., ASTM Al193 GR 87, $3PCE998225
1-8 UNC X 9 25 IN LONG. C/W TWO HEX NUTS., GR 2H FASTENER LG 2.0 IN
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A193 GR B7, S6PCF80440%
1-8 UNC-2A X 83 IN LONG. ANSI B1.1 1X2X181IN

INC
THREAD LENGTH 1.125 IN

v

v
RANDOM LENGTH
v

v

v
UTOMATIC (ELA) ROLLT YPE AIR

THREAD LENGTH 1.125 IN

& SCREW
C/W SQUARE NUT,

v
100 PER BOX

v
LENGTH AT 1.35 PER



DESCRIPTION

ALLOY STEEL,
IN LONG, ANSI B1.1

ALLVUY STEEL.

STUD ,CONTINUOUS THREAD
100 PER BOX.

STUOD. CONTINUOUS THREAD
100 PER BOX.

STUD.CONTINUOUS THREAD
100 PER BOX,

STUD,.CONTINUOUS THREAD
100 PER BOX,

STUD.CONTINUOUS THREAD
100 PER BOX,

STUD.CONTINUOUS THREAD

ASTM A193 GR B7,
0.5-13 UNC X 2 .

.625-11 UNC X

ALLOY STEEL,
0.625-11 UNC .

ALLOY STEEL,
0.625-11 UNC . .

ALLOY STEEL,
0.625-11 UNC .

ALLOY STEEL,
STUD,CONTINUOUS THREAD
4.5 IN LONG

STUD.CONTINUOUS THREAD
0.625-11 UNC X 5 IN LONG

STUD ,CONTINUOUS THREAD
0.625-11 UNC X S IN LONG

STUD .CONTINUOUS
.75-10 UNC

.CONTINUOUS
TREATED. O.

.CONTINUOUS

ALLOY STEEL,
ALLOY STEEL,
A THREAD 10, UNC,

ASTM A193-87,
THK X 22 IN WO X 65 FT LG, FORCONOMATIC END LOADING

ASTM A193-87,

ALLOY STEEL,
ALLOY STEEL,
3/8 IN

ALLOY STEEé. ASTM A193,

EAD
875-9 UNC-2A

ALLOY STEEL,
.75-10 UNC X .

.CONTINUOUS ALLOY STEEL,

.75-10 UNC X

.CONTINUOUS ALLOY STEEL

.75-10 UNC X

ALLOY STEEL,
.25 IN LONG,

ALLOY STEEL,

.CONTINUOUS READ
. 0.75-10 UNC X
.CONTINUOUS TH
HEAT TREATED.

.CONTINUOUS THREAD
HEAT TREATED.

ALLOY STEEL, ASTM A193, GRADE

.5-13 UNCX IN LONG, C/W TWO HEAVY HEX NUTS, HEAT fREATED, ASTM Al194, GRADE 2H

BOLTING MATERIALS: QA ¢ 2

CONTRACT

88PBDO99LA.
SIZE .125 1IN,

88PGKB4282A

87PKC851831

TEMP 1020.0 DEG F

S9PEEGOGB708B
QUOTING:
Al183. GR B7, 87PCESSO4S4
ASTM A193, GR 87, 88PCESS52298
A193, GR B7, 87PBFS5269A
FITTING ON EACH END,
ASTM A193., GR B7, 87PCD850860

C/W TWO HEX NUTSSTANDARD

A193 GRADE 88PCE3166SB

THD . C/W TWO HEAVY HEX NUTS, HEAT
$8PCES13088B

MANUFACTURER

SALELLITE STUD,
PUSH-PULL

PEACH STATE

VICTORY BOLT

METAL FASTENER SUPPLY CO
SQUAW SUPPLIZINC

€ & K FASTENERS
APPROX 15 EA PER

A193 GR B7, 86PCD802030

A193 GR B7, 86PCES06394

8l1.1

A193 GR B7, 87PCB851343

B1.1 DRIVE STYLE SLOT

A193 GR 87, 8SPCF982422

B1.1 STANDARD, 100 PER BOX

A193-87 86PCD803999

Al193-87 88PEES95278B

G .75 1IN, APPROX 100 PER BOX

Al193-8B7, 87PCES3416A
FASTENER LG 3.

BOLTS & NUTS

BOLTS & NUTS INC
816 (B16 IS THE LATEST REVISION OF 814)

CAVALIER BOLT
SATELLITE STUD
CAVALIER

FOR WELDING WITH ACETYLENE AND

ALLIED VALVE & MACHINE
HARDENER, MIXING RATIO 1:1,

HOUSTON FASTENERS
TREATED, ASTM A194, GRADE 2H

CAVALIER BOLT

EXTERNAL THREAD SIZE

BASIC PIPE & SUPPLY

v
BINDER, AND FILLER TEMPERATURE
VINSON INDUSTRIAL PDTS

v 0
16.496 LBS PER SQ

INC
AUTOMATIC (ELA) ROLLT YPE AIR

MOUNTAIN CITY INDL SUPPLY
S IN BOOY LENGTH
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STUD

B-16.
STUD.

Bl14,

STUD
B14.

STUD
Bid.

STUD,

B16.

STUD,

816,

STUD
B16.

STUD
B816.

STUD,

B16 .

STUD
B16.

STUD.

B16.

STUD
815,

STUD,

B16 .

STUD.

B16.

STUD
B16 .

STUD
B16 .

STUD
816 .

BOLTING MATERIALS: QA ¢ 2

DESCRIPTION

.CONTINUOUS THREAD

HEAT TREATED, 1.25-8 UN

CONTINUOUS THREAD
HEAT TREATED, 0.625-11

.CONTINUOUS THREAD

HEAT TREATED. 0.75-10

.CONTINUOUS THREAD

0.625-11 UNC X 4 IN LONG,.

CONTINUOUS THREAD
HEAT TREATED, 0.5-13 UNC

CONTINUOUS THREAD
HEAT TREATED. 0.5-13 UNC

.CONTINUOUS THREAD

HEAT TREATED. 0.625 DIA

,CONTINUOUS THREAD

HEAT TREATED, 0.625-11

CONT] (UOUS THREAD
HEAT IREATED, 0.625-11

.CONTINUOUS THREAD

HEAT TREATED. 0 75-10

CONTINUOUS THREAD
HEAT TREATED, 0.75-10

.CONTINUOUS THREAD

HEAT TREATED, 0.75-10

CONTINUOUS THREAD
HEAT TREATED, 0.75-10

CONTINUOUS THREAD
0.375 DIA X 2 IN LONG,

.CONTINUOUS THREAD

0.375 DIA X 2 IN LONG,

.CONTINUOUS THREAD

0 375 DIA X 2 IN LONG,

.CONTINUOUS THREAD

0.625-11 UNC X 3.75 IN

ALLOY STEEL, ASTM A193, GRADE
X 8.75 IN LONG. C/W TWO HEAVY HEX

ALLOY STEEL, ASTM A193, GRADE
UNC-2A X 4 IN LONG

ALLOY STEEL, ASTM A193, GRADE
UNC-2A X 3.5 IN LONG

ALLOY STEEL, ASTM A193, GRADE
C/W TWO CLASS 2H HEX NUTS

ALLOY STEEL, ASTM A193, GRADE 88PCG59276A02
X 3 IN LONG., C/W TWO HEAVY HEXNUTS, HEAY

ALLOY STEEL. ASTM A193, GRADE S9PEE625508

X 3 IN LONG. C/W TWO HEAVY HEXNUT

ALLOY STEEL. ASTM A193, GRADE 89PQGR6 14928
ALLOY STEEL, ASTM A193, GRADE 88PCEJ16658
UNC X 68 IN LONG, C/W TWO HEAVYHEX NUTS, ASTM Al194, GR 2H,
ALLOY STEEL, ASTM A193, GRADE 89PEE6O7518B
UNC X 6 IN LONG, C/W TWO HEAVYHEX NUTS, HEAT
ALLOY STEEL, ASTM A193, GRADE 88PCESS968B
UNC-2A X 3.5 IN LONG

ALLOY STEEL, ASTM A193, GRADE 88PCES08908B
UNC-2A X 5.25 IN LONG

ALLOY STEEL, ASTM A193, GRADE 88PCEB5525A
UNC-2A X 5.25 IN LONG

ALLOY STEEL, ASTM A193, GRADE 88PCES63378
UNC-2A X 5.25 IN LONG C-1020

ALLOY STEEL, ASTM Al193, GRADE 8TPCES8459A
HEAT TREATED, S50 PER BOX

ALLOY STEEL, ASTM A193, GRADE 88PCEBS158A

HEAT TREATED. SO PER BOX, C/W TWO HEAVY HEX NUTS,

ALLOY STEEL, ASTM A193, GRADE

HEAT TREATED, 50 PER BOX, C/W TWO HEAVY HEX NUTS,

ALLOY STEEL, ASTM A193, GRADE
LONG, ALLOY STEEL.W/2 EA NUTS,GRA

CONTRACTY

87PCES8459A
NUTS, HEAT

RS8PGIGBASCA

WESTINGHOUSE MAI} GENERATOR
SS8PCESS111A01

87PGKS6980A

16EH, 2000 GPM,

MANUFACTURER

THIRD COAST PRODUCT
TREATED, ASTM A194, GRADE 2H

KNOXVILLE BOLT & SCREW
CAVALIER BOLT
ATLANTA ROD CO

TOH-110 FT, 1770 RPM
B & B BOLT & SCREW CO INC

TREATED, ASTM A1984 GRADE 2H

SQUAW SUPPLY INC

S. HEAT TREATED, ASTM A194 ,GRADE 2H

89PEE625508

88PCE316208

DE 2H, ASTM A194, HEAT

QUAD CITIES BOLT & SCREW
HOUSTON FASTENERS

HEAT TREATED
HOUSTON FASTENERS

TREATED, ASTM A194, GRADE 2H
CAVALIER BOLT
CAVALIER BOLT
CAVALIER BOLT
BOLTS & NUTS INC
THIRD COAST PRODUCTS
INC

SQUAW SUPPLY

THIRD COAST
TREATED

SEAL OIL SYSTEM

VENDOR

FLAG

& G MFG
ASTM A194 GRADE 2H, HEAT TREATED

v
ASTM A194 GRADE 2H, HEAT TREATED

PAGE 1,138
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD .CONTINUOUS THREAD ALLOY STEEL., ASTM A193, GRADE 87PCES58459A THIRD COAST PRODUCTS
Bl16. 0.625-11 UNC X 4 IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A194, GR 2H
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A1983, GRADE 88PCES67448 SHOALS FASTENER SUPPLY v
Bl16., 0.625-11 UNC X 4 1IN LONG, C/W TWO HEAVY HEX NUTS, ASTM A184, GR 2H HEAT TREATED 10 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A193, GRADE 89PGR614928B QUAD CITIES BOLT & SCREW v o
B16. 0.75-10 UNC X 4 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE 87PCES8459A THIRD COAST PRODUCTS
B16. 0.75-10 UNC X 4 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE 87PCES8459A THIRD COAST PRODUCTS
B16. 0.875-9 UNC X 6.5 IN LONG. C/W TWO HEAVY HEX NUTS, GR 2H
STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A193, GRADE 88PGK6S495A B & B BOLT & SCREW CO INC v
B16. 0.875-9 UNC X 6.5 IN LONG, C/W TWO HEAVY HEX NUTS, GR 2H N-15682 THRU N-1566S
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE 88PCES4124801 CAVALIER BOLT 0
B16. 0.875-9 UNC X 6.5 IN LONG, C/W TWO HEAVY HEX NUTS, GR 2H SO PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL. ASTM A193, GRADE 88PCE316658 HOUSTON FASTENERS
Bl16. 1-8 UNC X 9.25 IN LONG. C/W TWO HEAVY HEX NUTS, ASTM A194, GR 2H, HEAT TREATED
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM Al193, GRADE 88PCES190808B ATLANTA STUD 0
B7. HEAT TREATED. 0.625-11 UNCX 4.5 IN LONG, C/W TWO HEX NUTS
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE 86PCD80S612 METAL FASTENER SUPPLY CO v
B7. HEAT TREATED, 0.625-11 UNCX 4.5 IN LONG, C/W TWO HEX NUTS 100 PER BOX
STUD,CONTINUOUS THREAD ALLOY STEEL., ASTM A193, GRADE 86PCF998600 PORTER WALKER INC v
87. 0.5 DIA X 3 IN LG
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A1983, GRADE 87PCES4392A SATELLITE STUD
B7 0.5 DIA X 3 IN LG
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE 87PCEB0O771702 CAVALIER
B7. 0.5 DIA X 3 IN LG
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE 88PCES01798 SATELLITE STUD
B7. 0.5 DIA X 3 IN LG
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE SS8PEES80818B SATELLITE STUD 0
B7. 0.5 DIA X 3 IN LG 1/4 - 20 DIA. INTERNAL, SECOND END THREADED EXTERNAL,
STUD,CONTINUOUS AD ALLOY STEEL, ASTM A193, GRADE 88PCEG4427A DAVIS BOLT 0
B7. 0.5-13 UNC X 2 25 IN LONG
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A183, GRADE 87PCES4392A SATELLITE STUD

B7, 0.625-11 UNC X 6 IN LONG
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DESCRIPTION
STUD ,CONTINUOUS THREAD ALLOY STEEL. ASTM A193, GRADE
B7. 0.625-11 UNC-2A X 2 IN LONG
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. 0.625-11 UNC-2A X 2.5 IN LONG
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. 0875-9 UNC-2A X 6 IN
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A193., GRADE
B7. 0875-9 UNC-2A X 6 IN LONG
STUD.CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. 0875-9 UNC-2A X 6 IN LONG
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. 1.125-7 UNC X 6 IN LONG, THREADS ANSI Bl.1
STUD, CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. i.125-7 UNC-2A X 7 IN LONG, THREADS ANSI Bl.1
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. 1 125-7 UNC-2A X 7 IN LONG, THREADS ANSI Bi.1
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. 1.125-8 UN X 6.5 IN LONG
STUD,CONTINUOUS THREAD ALLOY STEEL. ASTM A193, GRADE
B7. 1.125-8 UN X 6.5 IN LONG
STUD,CONTINUOUS THREAD ALLOY STEEL, ASTM A GRADE
B7. 1-8 UNC X 6.5 IN LONG OFF , FEMALE RED HEAD "BOLT
STUD .CONTINUOUS THREAD ALLOY STEEL., ASTM A193, GRADE
B7. 1-8 UNC X 6.75 IN LONG ROLL,25 PER BOX
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE
B7. 1-8 UNC X 6.75 IN LONG THD 24, UNC, FASTENER g 1.
STUD ,CONTINUOUS THREAD ALLOY STEEL, ASTM A183, GRADE
B7. 1-8 UNC X 5.75 IN LONG 0.75-10 UNC X 3.5 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, ASTM A193, GRADE

B7. 1-8 UNC-2A X S IN LONG
STUD .CONTINUOUS THREAD

B7. i-8 UNC-2A X 9.5 IN LONG,

STUD .CONTINUOUS THREAD
LENGTH 8.25 IN, HEAT TREATED,

ANSI Bl .1

ALLOY STEEL, ASTM A193, GRADE
THREADS ANSI B1.1

ALLOY STEEL, DIA 1.125 IN,
GR-B-16

PAGE
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
89PEE601878B PORTER WALKER INC v 0
SPRING B80OX
88PCEG4948A01 U S BOLT & SCREW
SOPEEG14818 MOUNTAIN CITY INDL SUPPLY v o]
88PCES68418 SATELLITE STUD 0
87PCDS9807A SERVICE FASTENERS CENTER v
LEAD, CAN BE USED FOR NTERIOR OR EXTERIOR
87PCDS59807A SERVICE FASTENERS CENTER
LEAD, CAN BE USED FOR INTERIOR OR EXTERIOR
88PCES29308B CAVALIER BOLT 0
87PCDS9807A SERVICE FASTENERS CENTER v
LEAD, CAN BE USED FO TERIOR OR EXTERIOR
87PCES8542A CAVALIER
87PCES9141A SATELLITE STUD
89PEE625228B SATELLITE STUD 0
SIZE 0.250 IN, THREAD DEPTH 0.375 IN
88PBD575598 SATELLITE STUD (]
SCREW. NO 10 (100 PER BOX) S00 PER BOX
88PCE672983A BOLTS & NUTS INC v
IN, INT DRIVE STYLE SLOT, SO PER BOX
88PCES39528 NASHVILLE FASTENERS & SUP v 0
HEXAGON, CUP POINT, HEAT TREATED, SO PER BOX
83PCE68316A CROWN
87PCDS9807A SERVICE FASTENERS CENTER v
LEAD, CAN BE USED FOR INTERIOR OR EXTERIOR
88PEES825¥%p 0

CLASS HEAVY, HEAT TREATED

S0 PER BOX

1,138
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD,CONTINUOUS THREAD ALLOY STEEL, GRADE B7, HEAT 87PCE852830 CAVALIER BOLT 0
TREATED., 0.75-10 UNC X 3.5 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE B7, HEAT 86PCES804914 GENERAL INDUSTRY SUPPLY v
TREATED, 0.75-10 UNC X 3.5 IN LONG HEAT TREATED
STUD,CONTINUOUS THREAD ALLOY STEEL., GRADE B7, HEAT 89PEE615498 SATELLITE STUD 0
TREATED. 0.75-10 UNC X 3.5 IN LONG HEXAGON, 50 PE oXx BOX
STUD ,CONTINUOUS THREAD ALLOY STEEL, GRADE B7, HEAT 87PKD8S0560 BETHLEHEM STEEL
TREATED, 0.75-10 UNC X 3.5 IN LONG OTHERWISE SPECIFIED), MAX OPR PRESS 100 PSIG
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE 87, HEAT 86PCF995796 A & C SALES v
TREATED, 0.75-10 UNC X 3.5 IN LONG STANDARD, HEAT TREATED AND HBM,ON FLUID COUPLING.NO
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE B7., HEAT 86PBF996899 VINSON INDUSTRIAL PDTS v 0
TREATED. 0.75-10 UNC X 4.75 INLONG DEVICE BOXES 2 GANG
STUD,CONTINUOUS THREAD ALLOY STEEL, GRADE 87, HEAT 87PCF852077 CAVALIER
TREATED, 0.75-10 UNC X 5.25 INLONG POINT 80X
STUD.CONTINUOUS THREAD ALLOY STEEL, GRADE 87, HEAT 89PEE60182B MOUNTAIN CITY INDL SUPPLY v o
TREATED, 0.75-10 UNC X 5.25 INLONG POINT GPH, S/N 481794, 481810 AND
STUD,CONTINUOUS THREAD ALLOY STEEL, GRADE B7. HEAT 86PCB995946 VICTORY BOLT v
TREATED. 0.75-10 UNC X S.25 INLONG STYLE SLOT TEMPERATURE TO 1200 DEG F
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 86PCD80A3SS FASTENER HOUSE INC v
HEAVY HEX NUTS., TYPE 2H,
STUD ,CONTINUOUS THREAD ALLOY STEEL., GRADE B7, W/2 87PCB809943 FASTENER HOUSE INC v
HEAVY HEX NUTS., TYPE 2H,
STUD .CONTINUOUS THREAD ALLOY STEEL. GRADE B7, W/2 87PCB800943 FASTENER HOUSE INC v
HEAVY HEX NUTS. TYPE 2H.
STUD .CONTINUOUS THREAD ALLOY STEEL., GRADE B7, W/2 87PCE808334 KNOXVILLE BOLT & SCREW v
HEAVY HEX NUTS, TYPE 2H, 0.625-11 UNC ¥ 3.25 IN LONG
STUD ,CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 86PCD804037 SATIALITE STUD
HEAVY HEX NUTS. TYPE 2H, 0.625-11 UNC X 3.25 IN LONG FASTENER LG 3.5 IN, 25 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL., GRADE B7, w/2 89PEES59357B BOLTS & NUTS INC v 0
HEAVY HEX NUTS, TYPE 2H, 0.625-11 UNC X 5.25 IN LONG IN, INT DRIVE STYLE SLOT, SO PER BOX
STUD.CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 85PK1983580 CHALLENGE SUPPLY INC v
HEAVY HEX NUTS., TYPE 2H, 0.625-11 UNC X 5.25 IN LONG STYLE SLOT. 100 PER BOX 8.32X11/2
STUD,CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 86PCE99806302 SOUTHEASTERN BOLT & SCREW v
HEAVY HEX NUTS, TYPE 2M, 0.625-11 UNC X $.25 IN LONG 3.0 IN, 25 PER BOX

el vee

Y -
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VENDOR

DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD .CONTINUOUS THREAD ALLOY STEEL., GRADE B7, W/2 88PCES39528 NASHVILLE FASTENERS & SUP 0
HEAVY HEX NUTS, TYPE 2H. 0.75-10 UNC X 3.5 IN LONG HEXAGON, CUP POINT, HEAT TREATED, 50 PER BOX
STUD,CONTINUOUS THREAD ALLOY STEEL., GRADE B7, W/2 8$7PCB53789A01 FASTENER HOUSE INC v
HEAVY HEX NUTS., TYPE 2H, 0.75-10 UNC X 3.5 IN LONG 4.0 IN, 25 PER BOX WELDLESS
S1UD.CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 88PCES29628B01 NASHVILLE FASTENERS & SUP 0
HEAVY HEX NUTS, TYPE 2H, 0.75-10 UNC X 4.25 IN LONG 25 PER BOX PLATED. 100 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL. GRADE B7, W/2 86PCE806250 VICTORY BOLT v
HEAVY HEX NUTS, TYPE 2H, 0.75-10 UNC X 4.25 IN LONG A 194 GR 2H
STUD ,CONTINUOUS THREAD ALLOY STEEL. GRADE B7, W/2 89PEES93578 BOLTS & NUTS INC v 0
HEAVY HEX NUTS, TYPE 2H, 0.75-10 UNC X 4.25 IN LONG IN, INT DRIVE STYLE SLOT, 50 PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE B7. W/2 85PK1978048 CHALLENGE SUPPLY INC
HEAVY HEX NUTS, TYPE 2H, 0.75-10 UNC X 4.25 IN LONG WSP, 6000 WOG, T PATTERN CWP 400 PSIG, STEM TYPE
STUD,CONTINUOUS THREAD ALLNY STEEL, GRADE B7. H‘Z 88PCES20228 MACKSON INC.
HEAVY HEX NUTS., TYPE 2H, 0.75-10 UNC X 4.75 IN LONG
STUD ,CONTINUOUS THREAD ALLOY STEEL, GRADE B7, H‘Z 86PCF803401 METAL FASTENER SUPPLY CO v
HEAVY HEX NUTS. TYPE 2H, 0.75-10 UNC X 4.75 IN LONG A 194 GR 2H OOSTER,PUMP, TYPE SF, SIZE 1,
STUD ,CONTINUOUS THREAD ALLOY STEEL. GRADE B7, W/2 85PK3979623 MOUNTAIN CITY INDL SUPPLY v
HEAVY HEX NUTS, TYPE 2H, 0.75-10 UNC X 4.75 IN LONG SWIVEL CONNECTORS 63-190535-20, 1-5/8-12 THD
STUD ,CONTINUOUS THREAD ALLOY STEEL. GRADE B7, W/2 87PCFS0627A FASTENER HOUSE INC v
HEAVY HEX NUTS, TYPE 2H, 0.875-9 UNC X 4 IN LONG HEAT TREATED. 10 PER BOX BINDER, AND FILLER TEMPERATURE
STUD ,CONTINUOUS THREAD ALLOY STEEL, GRADE B7. W/2 85PCD985430 VICTORY BOLT v
HEAVY HEX NUTS, TYPE 2ZH, 0.875-9 UNC X 4 IN LONG FASTENER LG 2.0 IN, APPROX 10 EA PER BOX
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 87PCESS287A SATELLITE STUD
HEAVY HEX NUTS, TYPE 2H, 0.875-9 UNC X 5.25 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE B7, H“Z 88PCEG4248A HOUSTON FASTENERS
HEAVY HEX NUTS. TYPE 2H, 0.875-9 UNC X 5.25 IN LONG
STUD .CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 86PCE99806301 VICTORY BOLT v
HEAVY HEX NUTS, TYPE 2H, 0.875-9 UNC X 5.25 IN LONG SERIES TM-20, NO 67 P/C VALVESSIZE 17-TM-20, AND SERIES
STUD .CONTINUOUS THREAD ALLOY STEEL. GRADE B7: W/2 8SPCD986004 KEYSTONE THREADINGS
HEAVY HEX NUTS, TYPE 2H, 0.875-9 UNC X 5.5 IN LONG PER BOX 2 X 24 X 48 IN
STUD ,CONTINUOUS THREAD ALLOY STEEL, GRADE B7, W/2 86PCE990152 SOUTHEASTERN BOLT & SCREW v
HEAVY HEX NUTS, TYPE 2H, 0.875-9 UNC X 6 IN LONG
STUD ,CONTINUOUS THREAD ALLOY STEEL. GRADE B7, W/2 86PCE999058 DANIEL MFG

HEAVY HEX NUTS, TYPE 2H, 0.875-9 UNC X 6 IN LONG
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STUD ,CONTI UOUS
HEAVY HEX MNITS,

STUD .CONTINLNOUS
HEAVY HEX NUTS,

STUD . CONTINUOUS
HEAVY HEX NUTS,

STUD ,CONTINUOUS
HEAVY HEX NUTS.

STUD ,CONTINUOUS
HEAVY HEX NUTS,

STUD .CONTINUOUS
HEAVY HEX NUTS,

STUD . CONTINUOUS
HEAVY HEX NUTS,

STUD . CONTINUOUS
HEAVY HEX NUTS,

STUD ,CONTINUOUS
HEAVY HEX NUTS,

STUD .CONTINUOUS
HEAVY HEX NUTS,

STUD .CONTINUO''S
HEAVY HEX NUTS,

STUD.CONTINUOUS
UN X 6 IN LONG

STUD ,CONTINUOUS
UN X 6 IN LONG

STUD ,CONTINUOUS
UN X 6 IN LONG

STUD .CONTINUOUS
UN X 6.

STUD, CONTINUOUS
UN X 7.25 IN LO

STUD .CONTINUOUS
UN X 10 IN LONG

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

TYPE 2H,

THREAD

THREAD

THREAD

THREAD

25 IN LONG

THREAD
NG

THREAD

DESCRIPTION

BOLTING MATERIALS: QA < 2 PAGE 1,141
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL

ALLOY STEEL, GRADE B7, W/2 87PCES56046A KNOXVILLE BOLT & SCREW v

0.875-9 UNC X 6 IN LONG A 194 GR 2H

ALLOY STEEL GRADE 87, W/2 86PCD804037 SATAILITE STUD

.875-9 UNC X 6 LONG A 194 GR 2H 25 PER BOX

ALLOY STEEL., GRADE B7, W/2 87PCBS53789A01 FASTENER HOUSE INC v

0.875-9 UNC X 6 IN LONG A 194 GR 2H WELOLESS

ALLOY STEEL, GRADE B7, W/2 85PK398166702 SATELLITE STUD

0.875-9 UNC X 6 IN LONG FIRST/IDENT END NOM SIZE 2.0

ALLOY STEEL. GRADE 87, W/2 86PCES90152 SOUTHEASTERN BOLT & SCREW v

0.875-9 UNC X 6.5 IN LONG

ALLOY STEEL, GRADE B7., W/2 86PCF803079 GENERAL INDUSTRY SUPPLY v

0.875-9 UNC X 6.5 IN LONG

ALLOY STEEL, GRADE 87, W/2 86PCB9918S3 VICTORY BOLT v 0

0.875-9 UNC X 6.5 IN LONG EQUIPPED W/1-0 DESIGNATION PLATE, STRAIGHT-LINE RINGER,

ALLOY STEEL., GRADE B7, W/2 87PCFS3094A FASTENER HOUSE INC v

0.875-9 UNC X 6.5 IN LONG HEXAGON, CUP POINT, HEAT TREATED, 100 PER BOX

ALLOY STEEL, GRADE B7. W/2 88PCD544978 KNOXVILLE BOLT & SCREW v 0

0.875-9 UNC X 6.5 IN LONG 1.5 IN, SO PER BOX BOX

ALLOY STEEL. GRADE B7, W/2 88PCES39568 SATELLITE STUD o]

0.875-9 UNC X 7.25 IN LONG A 194 GR 2H

ALLOY STEEL, GRADE 87, wW/2 85PCE982568 MID SOUTH BOLT & SCREW v

0.875-9 UNC X 7.25 IN LONG 3/8 OD X 33 IN LG

ALLOY STEEL, GRADE B7, 1.125-8 87PCE60847A SATELLITE STUD

ALLOY STEEL, GRADE 1.125-8 87PCE850920 VICTORY BOLT v

C/W TWO HEAVY HEX NUT§ ASTM A 194 GR 2H

ALLOY STEEL, GRADE B7, 1.125-8 87PCD55792A01 SERVICE FASTENERS CENTER

16, UNF, FASTENER LG 3.5 IN, 25 PER BOX BINDER, AND FILLER TEMPERATURE

ALLOY STEEL, GRADE B7, 1.125-8 87PCE852731 CAVALIER

ALLOY STEEL, GRADE B7, 1.125-8 89PEEB25228B SATELITE STUD 0 !

OFF ., FEMALE, RED HEAD, BOLT SIZE 0.250 IN, THREAD DEPTH 0.375 IN

ALLOY STEEL, GRADE B7, 1.25-8 88PCES2022B MACKSON, INC.
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CONTINUOUS
10 IN LONG

.CONTINUOUS
9 IN LONG

.CONT1NUOUS
9 IN LONG

.CONTINUOUS
IN LONG

STUD.
UN X

STUD
UN X

STUD
UN X

STUD
UN X 3

STUD ,CONTINUOQUS
UN X 9 IN LONG

STUD . CONTINUOUS
X 4.75 IN LONG

STUD ,CONTINUOUS
X 4.75 IN LONG

STUD .CONTINUOUS
X 4.75 IN LONG

STUD,CONTINUOUS
X 5.5 IN LONG

STUD ,CONTINUOUS
X 6 IN LONG

STUD .CONTINUOUS
X 6 IN LONG

STUD .CONTINUOUS
GR B16.

STUD ,CONTINUOUS
GR BIS.

STUD .CONTINUOUS
GR B-7. 1-8 UNC

STUD ,CONTINUOUS
GR B-7. 1-8 UNC

STUD ,CONTINUOUS
GR B-7. 1-8 UNC
STUD .CONTINUOUS

GRADE B-7.

0.75-10 UNC X 3 IN LONG

BOLTING MATERIALS: QA < 2 PAGE 1,142
VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
THREAD ALLOY STEEL, GRADE B7, 1.25-8 87PCBS3789A01  FASTENER HOUSE INC v
IN. THREAD 10. UNC, 10 PER BOX DLESS
THREAD ALLOY STEEL. GRADE B7, 1.25-8 88PCES39528 NASHVILLE FASTENERS & SUP 0
375 IN. INT DRIVE STYLE HEXAGON, CUP POINT. HEA TREATED, SO PER aox
THREAD ALLOY STEEL. GRADE B7, 1.25-8 88PCES567548 SATELLITE sruo
C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H OINT. HEAT TREATED, SO PER
THREAD ALLOY STEEL. GRADE B7, 1.25-8 87PCES6773A A&G ENGINEERING
C/W TWO HEAVY HEX UNITS. ASTM A 194 GR 2H
THREAD ALLOY STEEL. GRADE B7, 1.25-8 88PCE63593A02 BOLTS & NUTS INC v
1.0 IN. HEAT TREATED, 25 PER BOX 250 PER BOX
THREAD ALLOY STEEL. GRADE B7. 1-8 UNC  86PCE802400 SOUTHEASTERN BOLT & SCREW v
THREAD ALLOY STEEL. GRADE B7, 1-8 UNC  8TPCES4466A SATELLITE STUD
THREAD ALLOY STEEL. GRADE B7, 1-8 UNC  8BPEES78518B SATILITE STUD 0
LG .0 IN, HEAT TREATED 25 PER BOX, QUOTING ZINC PLATED. QUOTING ZINC PLATED.
THREAD ALLOY STEEL. GRADE B7, 1-8 UNC  89PEE62522B SATELLITE STUD 0
C/W TWO HEAVY HEX NUTS, ASTM A 194 GR 2H 0.375 IN
THREAD ALLOY STEEL. GRADE B7, 1-8 UNC  87PCES4466A SATELLITE STUD
THREAD ALLOY STEEL. GRADE B7, 1-8 UNC  89PEES93578 BOLTS & NUTS INC v )
0 625-11 UNC X 5.25 IN LONG IN, INT DRIVE STYLE SLOT, SO PER BOX
THREAD CARBON STEEL, ASTM A 193, 87PCBS3724A VICTORY BOLT
HEAT TREATED. 0.375-16UNC X 4 IN LONG 25 PER BOX BINDER, AND FILLER TEMPERATURE
THREAD CARBON STEEL, ASTM A 193, 88PCE69S45A01 BOLTS & NUTS INC v
HEAT TREATED, 0.375-16UNC X 4 IN LONG INT DRIVE STYLE SLOT. 100 PER BOX., TYPE A
THREAD CARBON STEEL. ASTM A-193, 86PCE802400 SOUTHEASTERN BOLT & SCREW v
X 5 IN LONG
THREAD CARBON STEEL, ASTM A-193, 87PCE850484 CAVALIER BOLT
X S IN LONG
THREAD CARBON STEEL, ASTM A-193, 87PCBS3789A01  FASTENER HOUSE INC v
X 5 IN LONG 0.875-9 UNC X 6 IN LONG A 194 GR 2H WELDLESS
THREAD CARBON STEEL, ASTM A-193, 87PCD809222 CAVALIER
SAE J429. APPROX 100 PER 8OX
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DESCRIPTION

STUD,CONTINUOUS THREAD
GRADE B-7., 0.75-10 UNC X 3 IN

STUD .CONTINUOUS THREAD
B-7, 1-8 UNC X 4 IN LONG

STUD ,CONTINUOUS THREAD
HEAT TREATED. 0.625-11

STUD ,CONTINUOUS THREAD
HEAT TREATED, 0.625-11 UNC X

STUD ,CONTINUOUS THREAD
TREATED. LESS NUTS, 1-8 UNC X

STUD ,CONTINUOUS THREAD
TREATED. 0.625-11 UNC X 6 IN

STUD .CONTINUOUS THREAD
ASTM A-193. GRADE B-14,

STUD.CONTINUOUS THREAD
GRADE B7, 1 IN X 4.50 IN NC,

STUD.CONTINUOUS THREAD
GRADE B7. ! IN X 4.50 IN NC,

STUD ,CONTINUOUS THREAD
GRADE B7. 1 IN X 4.50 IN NC,

STUD.CONTINUOUS THREAD

UNC X

GRADE B7. 1 IN X 4.50 IN NC,
STUD .CONTINUOUS THREAD
GRADE B6X, TYPE 18-8, 0.5-13
STUD ,CONTINUOUS THREAD
GRADE B6X, TYPE 18-8, 0.5-13
STUD , CONTINUOUS THREAD

0.5 DIA X 2.25 IN LONG, WITH

STUD ,CONTINUOUS THREAD
UNC X 003.750 IN LG,

STUD .CONTINUOUS THREAD
1 IN X 4.50 IN NC, WITHOUT

STUD,CONTINUOUS THREAD
X 002 .5C0 IN, FOR VIBRATORY

BOLTING MATERIALS: QA ¢ 2

SCREW CO INC v
TEMPERATURE TO 1200 DEG F

ATTACHED TVA STANDARD

ING THX .25 IN, 8- 0 625 X

MICRONS AND LARGER,

v

v

AND 99.7

CENTRIFUGALPUMP, TYPE LV, SIZE ASO, 3 X

CONTRACT MANUFACTURER
CARBON STEEL, ASTM A-193, 88PCES535068 BOLTS & NUTS INC
LONG CHROMATE , C/W SPRING
CARBON STEEL. ASTM A193, GRADE 87PCE809385 CAVALIER
CARBON STEEL, ASTM A913 GR B7, 88PCES513088 CAVALIER BOLT
3 IN LONG
CARBON STEEL., ASTM A913 GR B7, 86PCD807739 B & B BOLT &
3 IN LONG HEAT TREATED
CARBON STEEL., GRADE B-7, HEAT 87PCF52668A02 KEYSTONE
7 IN LONG APPROX SO EA PER BOX
CARBON STECL. GRADE B7, HEAT 85PK1981199 CHALLENGE SUPPLY INC
LONG, C/W TWO HEAVY HEX NUTS, GR 2H
CARBON STEEL, HEAT TREATED, 87PCEG6O0517A MAJESTIC
0.5-13 UNC X 2.5 IN LONG
STAINLESS STEEL ASTM A193, 86PCE803338 VICTORY BOLT
STAINLESS STEEL ASTM A193, 86PCE803338 CAVALIER BOLTY
WITHOUT NUTS
STAINLESS STEEL ASTM A193, 86PCEB066394 CAVALIER
WITHOUT NUTS
STAINLESS STEEL ASTM A193, 87PGKS6102A CAVALIER
WITHOUT NUTS PBS50-100
STAINLESS STEEL, ASME SA-193, 84PK7902140 CHALLENGE SUPPLY INC
STAINLESS STEEL, ASME SA-183, 85PK3916586 VINSON INDUSTRIAL PDTS
STAINLESS STEEL, TYPE 18- 8ENNSBB472A LABQUR PUMP COMPANY
0.5 IN HEAVY HEX NUT, REF 205 FOR PUMP CASING ON
STAINLESS STEEL, 000.500-13 87NNR383248 ANCHOR DARLING VALVE CO
RETAINING BLOCK, FOR 010.000 1IN SWING CHECK VALVE, NO S-
STﬁgL ASTM A193, GRADE B7, 88PCES71938 BOLTS & NUTS INC
NU
STEEL, CADIUM PLATED 000 625 85PGGSS7851 CENTRIFUGAL & NECHANI»AL
CENTRIFUGE, MODEL VC EL VC48B, ON COAL WASH

v

TYPE INGERSOLL RAND AUXILIARY
0

PAGE 1,143
VENDOR
FLAG QA LVL
v 0
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VENOOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD .CONTINUOUS THREAD STEEL, CADMIYM PLATED, NUT,K6 2. 87PGIS7713A CENTRIFUGAL & MECHANICAL
S IN OVERALL LENGTH, ONE END THREADED EXTERNAL O. 625 IN LONG, DIAMETER 0.625-18 UNF, OTHER END HEX 1.875 IN LONG, I
STUD .CONTINUOUS THREAD STEEL, CADMIUM PLATED NUT, 2. 88PGIS13178B CENTRIFUGAL & MECHANICAL
S IN OVERALL LENGTH. ONE END THREADED EXTERNAL 625 IN LONG, DIAMETER 0.625-18 UNF, OTHER END HEX 1.875 IN LONG, I
STUD .CONTINUOUS TREAD STEEL. CADMIUM PLATED, NUT, 6 2. 88PG1536098 CENTRIFUGAL & MECHANICAL 0
S IN OVERALL LENGT ! ONE END THREADED EXTERNAL 0.625 IN LONG, DIAMETER 0.625-18 UNF, OTHER END HEX 1.875 IN LONG. I
STUD .CONTINUOUS THREAD STEEL, DIA .250 IN, OA LG 85PK3921005 CHALLENGE SUPPLY INC v
1. 000 IN. NUT END 20 FOR )
STUD .CONTINUOUS THREAD STEEL. 0.5-13 UNC X 2 IN LONG, RD 940441 ALLEN-SHERMAN-HOFF CO v
FOR PRECIPITATOR
STUD .CONTINUOUS THREAD STL.SA194 GR B7,00.75X05.00IN 81PKS5311772 CHALLENGE SUPPLY INC v
STEEL. W/2 EA HEX NUTS, ASME
STUD ,CONTINUOUS THREAD STUD CONTUNUOUS THREAD., ALLOY 83PK7337984 CARDINAL THREADING
STEEL. 0 5S00-13 X 2 1/2" UNC, §00 INCH THICK X 48 X96 INCHES HOLL ROLLED, ANNEALED
STUD,CONTINUOUS THREAD STUD ,CONTINUOUS THREAD.7/8 IN- 83PK3339491 CHALLENGE SUPPLY INC v
9 UNC X 6 IN LONG ASME SA-193 ASSURANCE LEVEL 1. ATTACHMENTS:APPENDIX 1 N76A10.PP 14-15(PP3-4) APPENDIX E,ATTACHMENT 6.0
STUD . CONTINUOUS THREAD 0. 625’ 11 UNC 2A X 4"ASME SA-1 84PK7346631 CARDINAL THREADING
93 GR B7. ASME SECTION III. Cci1 IF QUANTITY DOES NOT MEET YOUR THEN PLEASE QUOTE YOUR
STUD .CONTINUOUS THREAD .375" - 8 UNC X 11°, ALL 85PK7359492 GRAY TOOL COMPANY
STEEL ASME SA 453, GR660 CLASSA OR B, ASME SEC. III, CLASS 1FOR QUICK COUPLING CONNECTOR
STUD ,CONTINUOUS THREAD 7/8-9 X 5 1/2° LONG, ASME 84PK3343876 CHALLENGE SUPPLY INC v
SA913. B7. ASME SEC III CL2
STUD .CONTINUOUS THREAD ALLOY STEEL ASTM A193, GRADE B7, 88PCEB7699A BOLTS & NUTS INC v 0
1 IN X 4.50 IN NC, WITHOUT NUTS HAZARDS OR INCIDENTS ARE MADE PART OF THIS ITEM.
STUD .CONTINUOUS THREAD. B-16, ALLOY STEEL., ASTM A193, GR B7, 88PGK390688B SHOALS FASTENER SUPPLY
HEAT TREATED. 0.75-10 UNC X 5.25 IN LONG. C/W TWO HEX NUTSAND KEYSEATED, FOR 003.000 IN STANDARD TAPER SHAPE
STUD .CONTINUOUS THREAD, CLASS B7. ALLOY STEEL. AISI 4140 87PGK34229A B & G MANUFACTURING
(SAE) . OR AISI 4142 (SAE) . 105,000 PSI YIELD POINT, FINE THREAD. 12 THREADS PER INCH, 2 1/4 IN DIA X 30 IN LONG,
STUD FULL. THD LGTH, 1 1/2" - 8 UNC-2A X 14 1/2" ASME SA-193 86PCA370429 PERFEX DIV
GRADE B7. ASME SEC. III, CLASS2, IMPACT TEST AT O DEG F, 1 1/2 X 14 172", PERFEX HEAT EXCGR.
STUD.PLAIN ALLOY STEEL ASME SA193, GR 7, 88NNS329238B cIP
1 125-8 UN-2A, X 7.5 IN LENGTHW/NUTS, THREADED 2 IN EACH END, NUT MATERIAL ASME SA 194, GR?
STUD.PLAIN ALLOY STEEL, ASME SA193, 87NJS382461 HUB INCORPORATED v

GRADE B7. 000.750 ¢ 004.500
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VENDO
DESCRIPTION CONTRACT MANUFACTURER FLAG

STUD.PLAIN ALLOY STEEL, ASME SA193, 87NJS382461 CARDINAL INDUSTRIAL PROD.
GRADE B7. 000.750 X 004.500 IN LG, ASME SEC III, CL 2 KW TANDEM DIESEL GENERATING SETS, SYSTEM 82
STUD.PLAIN ALLOY STEEL, ASME SA4S3, 86PNQ363866 WESTINGHOUSE ELEC CORP
GRADE 6608. 000.625-11 UNC X 004.500 LG. SPIN ASVANS, END AND OR TAP, FOR 006.000 IN, 1500.000 PSIG, GATE
STUD,PLAIN ALLOY STEEL. TYPE 4140, HEST 86PCF802572 SURE LOC INC.
TREATED. THREADED BOTH ENDS, SHOULDER LENGTH 1 IN CENTERED,0.437-14 UNC X 5.25 IN LONG. FOR PENBERTHY TYPE ST
STUD,PLAIN ALLOY STEEL, TYPE 4140, HEST 87PCE808445 ATLANTA ROD
TREATED. THREADED BOTH ENDS., SHOULDER LENGTH 1 IN CENTERED,0.437-14 UNC X S.25 IN LONG, FOR PENBERTHY TYPE ST
STUD . PLAIN ALLOY STEEL, TYPF 4140, HEST 87PCF809842 VICTORY BOLT v
TREATED. THREADED BOTH ENDS, SHOULDER LENGTH 1 IN CENTERED,0.437-14 UNC X 5.25 IN LONG, FOR PENBERTHY TYPE ST
STUD.PLAIN AS SA193GRB7.01.13-8 UNC-2A 82PK3322794 CHALLENGE SUPPLY INC v
NUT .06 .00 IN LG.
STUD PLAIN RBON S7CEL . HEAT TREATED, 86PBG997007 PIPING SUPPLY COMPAN
SHOULDER LENGTH 1 IN. 0.437- 14UNC X 5.25 IN LONG ENDS PLAIN, SEAMLESS, ANNEALED SPECIFIC LENGTH 600 0 IN,
STUD.PLAIN STAINLESS STEEL, DIA .375 IN, 85PM2913579 TENCARVA MACHINERY CO v
OA LG 3 125 IN. DIFFUSER., REF
STUD.PLAIN STAINLESS STEEL, TYPE 316, 84PM8900519 DAVID F MOORE & ASSOCS v
000 750 x 004 000 IN LG,
STUD,PLAIN STEEL, DIA .375 IN, OA LG 84PM233975S GALIGHER ASH COMPANY v
4. 75" UNEF THD LGTH 1.37S5"
STUD,PLAIN STEEL. DIA .375 IN, OA LG 4.75 86PCE989322 BGA INTERNATIONAL

IN. UNEF THD LGTH 1.375 IN POINT OF MANUFACTURE -
STUD,SIZE 875"-9 UNC X 7.125"LONG, CONTINUOUS THREAD, ALLOY 87PCF32472A EAGLE MFG
STEEL. ASTM A-193, GRADE B-16 ,HEAT TREATED. C/W TWO EACH HEAVY HEX NUTS, HEAT TREATED, ASTM A- 194, GRADE 2H

STUD WELDING
$30400. NOT OTHERWISE

STUD WELDING

WELDED STUD STYLE, THREADLESS
STUD WELDING
WELDED STUD STYLE, THREADLESS
STUD .WELDING
WELDED STUD STYLE, THREADLESS,

STUD .WELDING
WELDED STUD STYLE,

THREADLESS ,0

STAINLESS STEEL AISI 304 83PK3891637
STAINLESS STEEL TYPE 87PGKS6E12A
KNOCK OFF, 0.375 DIA X 0 75 INLONG, FLUX BEATURE
STAINLESS STEEL TYPE 430, 87PKD808963
KNOCK OFF, 0.375 NIA X 0.75 INLONG, FLUX BEATURE
STAINLESS STEEL TYPE 430, 8§83PGK63939A
0.375 DIA X 0.75 IN LONG, AUTOFEED, FLUX FEATURE
STAINLESS STEEL TYPE 430, 89PGR61898B

375 DIA X 0.75 IN LONG, AUTOFEED, FLUX FEATURE

TRW NELSON D1V v

NELSON DIVISION
INCLUDED,

NELSON DIVISION
INCLUDED,

NELSON DIVISION
INCLUDED,

NELSON DIVISION
INCLUDED,

CONVEX TYPE, W/O FERRULES,
CONVEX TYPE, W/O FERRULES,
CONVEX TYPE, W/0 FERRULES,

CONVEX TYPE, W/0 FERRULES,

PAGE

1,145

QA LVL

FOR
FOR
FOR

0
FOR
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
STUD .WELDING STAINLESS STEEL TYPE 89PGR621448 NELSON DIVISION
WELDED STUD STYLE. THREADLESS,0.375 DIA X 0.75 IN LONG AUTOFEED ., FLUX FEATURE INCLUDED, CONVEX TYPE, W/0O FERRULES, FOR
STUD WELDING. CONVEX, STAIN- LESS STEEL AISI 430 OR 431. 86PGI4A65316 NELSON DIVISION '
S30400. NOT OTHERWISE SPECIFIED, WELDED STUD STYLE THREADLESS KNOCK OFF, OA LG .75 IN, SHANK DIA .375 IN,
STUD WELDING. STAINLESS STEEL,AISI 430. WELDED STUD STYLE 86PBD997986 TRW NELSON
THREADLESS KNOCKOFF, 0.75" OVERALL LENGTH. 0.375" SHANK DIAMETER, CONVEX TYPE, WITH FLUX FEATURE, WITHOUT FERRULES
STUDS FOR PACKING GLAND 83NNS334268 WORTHINGTON
LENGTHS P-33160-27 FOR OFF-GAS MONITORING &
STUDS FOR PLUNGER 87NJR382648 F. E. MYERS CO.
NITROGEN GAS INPUT SIZE 171, TYPE VS, CLASS 2, SERIAL 73-171F-2B, ORDER
STUDS WITH FERRULES, NELSON STANDARD PART NO. 85PK3358158 TRW NELSON D1V v
101-017-17%, 3/8" DIAMETER
STUDS 1/4° X 1-1/2%L, NELSON P/N 101-226-150 85PK3962414 NELSON STUD WELDING CO
QA LEVEL II IS ASSIGNED TO ITEMS 1-3. THIS QA CLASSIFICATION IS FOR TVA
STUDS 1/4" X 1-1/4"L, NELSON P/N 101-226-125 85PK3962414 NELSON STUD WELDING CO v
PER BOX) REPLACE WORN OUT SECTION OF ACID WASH LINE, DURING UNIT 2
STUDS 1/4" X 1"L. NELSON P/N 101-226-100 85PK3962414 NELSON STUD WELDING CO v
PER BOX) REPLACE WORN OUT SECTION OF ACID WASH LINE, DURING UNIT 2
STUDS 1/4" X 3/4° 1000 PER BOX 86PJS376262 NELSON
CENTRIFUGAL PUMP, MODEL D-1012, SIZE 1-1/2 X 1 X 6 IN. 275 PSI, SN Y642371B & C
STUDS. 3/4-IN X 4-IN LONG, 87PCE33965A B & B BOLT & SCREW CO INC v
GRADE B7
STUDS. 3/4-IN X 6-IN LONG, 87PCE33965A B & B BOLT & SCREW CO INC v
GRADE B7
STUDS. ALL THREADED 1 1/8 IN. -7 UNC X 7 IN. LONG ALLOY 87PJL380606 FASTENER HOUSE INC v
STEEL. SA-193 GRADE B7, ASME SECT. III CLASS 2 EACH LINKS, TYPE 304 STAINLESSSTEEL, 0.375 IN X 1.825 IN X
STUDS. ALL THREADED 3/4 IN.-10 UNC X S IN. LONG, ALLOY STEEL 87PJL380606 FASTENER HOUSE INC v
ASME SA-193 GRADE B7, ASME SECT. III CLASS 2 EACH LINKS. TYPE 304 STAINLESSSTEEL, 0.375 IN X 1.625 IN X
STUDS. B-16. 2~ DIAMETER X 21"LONG, 12 THREADS PER INCH, 85PCE450499 QUALITY FASTENERS v
WITH 2 EACH NUTS AND 2 EACH FLAT WASHERS.
STUDS. METAL. 10" X 3-1/2" 22 GAUGE. 85PK3973933 MCBRYAN LUMBER COMPANY i 0
WHITE ON BLACK CORE CORNERS MUST BE ROUNDED. NAME-
STUDS. NC (ALL THREAD B7 HEATTREATED). SIZE 5/8" X 5°7. 87PCE31000A SATELLITE STUD 0

POINT OF MANUF- ATLANTA



1723/89 BOLTING MATERIALS: QA ¢ 2 PAGE 1,
VENOOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

STUDS, NELSON, 1/4° X 1-1/2" I, NELSON P/N 101-226-150, 85PCE456215 NELSON STUD WELDING ¢

2500 PER BOX. ROLL) DIAMETER STEEL PIPE IS HARRINGTON COMPANY

STUDS. PINE., KILNDRIED LODGEPOLE, 2 X 4 X 92 S5/8 86KCB749811 CLINTON HOME CENTER v

STUDS., PRECUT, 2" X 4= X 12°', SPRUCE. 85PK3451036 COLLINS SUPPLY INC v

STUDS., PRECUT, 2" X 4" X 8', SPRUCE. 85PK3451036 COLLINS SUPPLY INC v

STUDS. SHELL TO CHANNEL, SIZE 1 5/8". ITEM 86S 82PKS5181768 PERFEX CORP v

STUDS. STAINLESS STEEL. ASTM A193 GRADE B8, 5/16 UNC X 2~ 87NJL380656 HUB INCORPORATED

LONG, C O. C. SEAMLESS, SOFT TEMFER, SPECIFIC LENGTH 600.0 IN, ENDS SEALED FOR

STUDS. STAINLESS STEEL., 1/2- INCH X 1-1/72 INCHES LONG, NC 84PK394617002 BOLTS & NUTS INC _ v

WITH NUTS ASTM 193 GKADE 8 AND NUTS TO BE ASTM Al194 2H .

STUDS, STEEL CHANNEL, 3-5/8" X25 GAUGE X 8°' LONG, (S0 EACH 84PK2957988 COLLINS SUPPLY INC v

STUDS. STEEL CHANNEL ,3-5/8" X 25 GAUGE. 84PK3957823 A & E INC v
PARTICLES, WHICH ARE DRY AND UNCONTAMINATED, 100 PERCENT PASSING A NO. 14 SIEVE, ALL

STUDS . WELDING, THREADLESS, STAINLESS STEEL. CONVEXED 84PB4945496 OMARK INDUSTRIES v

HEAD, PIis TYPE, SIZE 3/8" X 374" TYPE 430 SS. LESS FERRULES. CHAIN LENGTH SHALL CONSIST OF

STUDS. 1 7/8"-8 UNC, ASME SA-193 GR B7, 13" LONG 85PK3965949 SOUTHEASTERN BOLT & SCREW v

STUDS., 1/2" X 2® LONG N.C., A193, GRADE B6X 83PK3938365 SOUTHEASTERN BOLT & SCREW v

STUDS, 1/2" X 2° NC, ASME 193 GRADE B6X 83PK3341691 SOUTHEASTERN BOLT & SCREW v

STUDS. 1/4-20 X 3/4" MILD STEE 87PRF378223 CUTLESS CO. 0
Y SIMULATOR AFTER IT'S RELOCATION TO THE PLANT SITE.

STUDS. 1/4" X 1 1/2"° L 1000 PER BOX 86PJS376262 NELSON
CENTRIFUGAL PUMP, MODEL D-1012, SIZE 1-1/2 X 1 X 6 IN, 275 PSI, SN Y6423718B & C

STUDS. 1/4° X 1" L 1000 PER BOX 86PJS376262 NELSON
CENTRIFUGAL PUMP, MODEL D-1012, SIZE 1-1/2 X 1 X 6 IN, 275 PSI, SN Y6423718 & C

1"-8UNC, ASME SA-193 GR B7, 7" LONG 85PK3965949 SOUTHEASTERN BOLT & SCREW v

STUDS.
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BOLTING MAT

DESCRIPTION

STUDS. 10-32 X 3/4" MILD STEEL
Y SIMULATOR AFTER IT'S

STUDS. 11" LONG., 1-5/8" - 8 THREAD. MATERIAL ASTM A-183
GRADE B-16 COVER #PDNSL
STUDS. 2 X 4. 82 CONSTRUCTION GRADE.
STUDS. 2" X 4~ X 8, %2 CONSTRUCTION GRADE

STUDS. 3/8 DIA X 2-1/8 DORMAN P/N 675-004, FOR BCL 4 BELT
CONVEYOR

STUDS. 3/8° O X 6-1/8" WITH FERRULES FOR WELDING TO
INSIDE RADIUS OF STEEL ANGLES.GENERAL CONSTRUCTION SPECI-

STUDS. 3/8~ DIAMETER BY 3-1/2" LONG. NELSON TYPE CPL OR EQUI
VALENT, MATERIAL TO BE TYPE 30

STUDS. 3/8~ DIAMETER BY 3-1/2°"LONG. NELSON TYPE CPL OR
EQUIVALENT, MATERIAL TO BE TYPE 304 OR 305 STAINLESS
STUDS. 5/8~ DIAMETER X S-1/4° LONG, 11 THREADS/INCH, B-7-R
MATERIAL, PER SAMPLE .

STUDS. S/8~ DIAMETER X 7-1/2" LONG, 11 THREADS/INCH, B-7-R
MATERIAL. PER SAMPLE NOTE: MUST HAVE FLAT SHEETS

STUDS. 5/8- 0 X 6-9/16" WITH FERRULES FOR WELDING TO

FLAT SURFACES. GENERAL CONSTRUCTION SPECI-
STUDS. 6-1/2 INCH LONG, 3/4 INCH DIAMETER, A325 GRADE
3/4" - 10 THREAD ONE END AND 2-1/2" - 10 THREAD
STUDS. 5-32 X 3/4" MILD STEEL.

Y SIMULATOR AFTER IT'S
STUDS. 7/8" - 9 NC X 4 1/2° LONG., ASME SA193, GRADE B7
§IUDS. 7/8" - 9 UNC-2A X 11-1/72" LONG, ASTM A193, GRADE
STUDS. 8-32 X 3/4" MILD STEEL.

Y SIMULATOR AFTER IT'S
STUDS .3/4" X 3-3/8" LONG. FOR THROUGH DECK WELDING, NELSON
PART NO. 101-098-132 WITH FERRULE, PART NO. 100-101-175.

ERIALS: QA ¢ 2 PAGE
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL

87PRF378223 CUTLESS CO 0

RELOCATION TO THE PLANT SITE.
87PCF381296 B & B BOLT & SCREW CO INC v

ARMSTRONG 520 : 3.375-IN. OD
85KK1738058 S & M SUPPLY INC v 0
8SKCE741087 EAST BRAINERD LUMBER CO v

FOR: STOCK
85PM6450656 SOUTHEASTERN AUTOMOTIVE v
85KK1722894 ERICO JONES COMPANY v

FICATION NO. T-1. CONFORMING TO THE REQUIREMENTS
85P71969394 NELSON STUD WELDING CO v
85PK3973443 ATLAS BOLT COMPANY INC v o]

STEEL. COMPLETE WITH FERRULES,16 THREADS PER INCH.

84PK7952144 MURRAY MACHINE & TOOL CO v
PLEASE NOTE SHOULDER ON ABOVE STUDS WHICH IS 25/32" FROM

1,148

84PK7952144

SHIPPED IN FLAT CONTAINERS

85KK1722894
rICATION NO. T-1.

84PK3947870
ONE END

87PRF378223

MURRAY MACHINE & TOOL CO v

ERICO JONES COMPANY

DO NOT ROLL

v
CONFORMING TO THE REQUIREMENTS

SULLIVAN BOLT C
FOR

CUTLESS CO.

RELOCATION TO THE PLANT SITE.

84PK3959073

86PCB350008

87PRF378223

SOUTHEASTERN BOLT & SCREW

HUB INCORPORATED

CUTLESS CO.

RELOCATION TO THE PLANT SITE.

8SKCB747004
314 1/4.

TRW NELSON DIV
(S GALLON

o v
APPLICATION AT THE MUSCLE

0

v

Vv
A AND S GALLON B
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STUDS

172"

DIA X 2 1/4°

304 STAINLESS STEEL

STUDS

SUPERTANIUM METRIC SOCKET SCREW SET 89NNS420918 UNBRA
SMITH PROVIDED IN ACCORDANCE WITH YOUR QUOTE DATED 10/20/88 WHICH IS MADE A PART OF THIS
SUPERTANIUM SCREW EXTRACTOR ASSORTMENT 87PCE37566A PREMIER FASTENER COMPANY 0
O DAYS AFTER THE CONTRACT AWARD DATE.
SUPPORT INSULATOR, 805930- 20458 87KCFO05924A HEWLETT PACKARD
OR BETTER THAN SARGENT-WELCH . NO. S§-78507-06. LIFE SPAN-TWO YEARS.
SURFACE TRACTION - WOOSTER PRODUCTS FLEX-TRED OR EQUAL, 85PK3969526 COLLINS SUPPLY INC v
6~ WIDE X 60 FOOT ROLL. ALUMINUM, CATALOG NO. B64454 EQUAL. SAFETY SHOES, 20° NOMINAL
SUSPENSION CEILING MLI10O 10° ANGLE MOLD 85PK3969526 COLLINS SUPPLY INC v
ALUMINUM, CATALOG NO. BEB4454 EQUAL. SAFETY SHOES, 20°' NOMINAL
SWAGELOK HEXNUT FOR 174" TUBE,CAT. NO. SS-402-1 84PK3345522 RIDGE VALVE & FITTING CO v
SWITCH PTT S202. 300-04 87KREL13B48A UNIDEN
N PART NO. AND/OR DESCRIPTIONS RELEASE TITLE TO TVA UPON PECEIPT OF
T-BAR MAIN RUNNER. CENTER SUPPORT FOR ITEM 10, 8§5PCBAS4115 S & M SUPPLY INC v
LONG WHITE MINABOARD PANELS, IN X 48 IN X 5/8 IN LAY IN IN CASES OF 64 FT 2 EACH
T-80LT 88PCEJ6131C PLANHOLD 0
0.875 IN BOLT. COTTER. TVA SPEC 54.057, REF 4
T-CONNECTOR. BRONZE. FOR -1/2" IPS COPPER TUBING 84PN7834077 SIES ELECTRIC SUPPLY CO v
TO 500 MCM COPPER CABLE TAP SIMILAR TO SOUTHERN TATES EQUIPMENT CATALOG NO. TC-2656.MARK NJF
T-CONNECTOR. BRONZE, FOR 1000 MCM COPPER CABLE RUN TO S00 84PN7834077 DOSSERT
MCM COPPER CABLE TAP SIMILAR TO BURNDY CATALOG NO. QT-4434 MARK NSA. NO. SWH-100-C. MARK NKV-1
T-NUTS. SIZE 10-24. PROODUCT NO : TN 10 (100 PER BOX) 88NNS376948 BOLTS & NUTS INC
AlISI 1020 FIG 632 MODEL 9045573,010.000 IN,DWG A17117, 1000
TAP. BOTTOMING. 3/8" - 16, NO. 2521AS513, 82PK3203584 ROGERS-BAILEY SUPPLY CO v
TAP SCREW. 810 X 1-1/2", PAN HEAD, SLOTTED 88KCE24153A ACE BOLT & SCREW CO. o]
8BC-258J
TAP., STARTER. 1/4" SUPERTANIUM 88PCE374278B PREMIER FASTNER
QUOTING: 1/4-20 P/N 4734 OR EQUAL

1/2"

DESCRIPTION

LONG, NECKED (WELDING STUDS)
PLETELY PORTABLE,

DIA. X 2" LONG SST WELDING STUDS TYPE 304
PLETELY PORTABLE,

BOLTING MATERIALS: QA ¢« 2

CONTRACT

87NJD4AS5765A01

87NJDAS765A01

MANUFACTURER

SOUTHEASTERN FASTENERS
OPERATED, SELF-CALIBRATING, MUST BE ABLE TO DETECT MINUTE

SOUTHEASTERN FASTENERS v
OPERATED, SELF-CALIBRATING, MUST BE ABLE TO DETECT MINUTE

VENDO
FLAG

PAGE

1,148

QA LVL



BOLTING MATERIALS: QA ¢« 2

DESCRIPTION

1/23/89
TAP, STARTER, 5/167.
TAP. THREAD CUTTING., BOTTOM
TAPE. JOINT, SHEETROCK, 250°
TAPE. JOINT, SHEETROCK, 250°
TAPE. MASKING, 2" WIDE
TAPE, MEASURING, 5/8" X 100°

LUFKIN 8406

TAPE., SHEETROCK JOINT,
TAPE, SHEETROCK. JOINT,
TAPE, TEFLON. FOR SEALING

ROLL 172" BY 520" LONG
TAPES. EV/NS SIZE 1/2" X 6

TAPPING SCREWS. PAN HEAD,

TAPPING SCREWS. PAN HEAD,

CHROMATE

TAPS, 1/4-28. P/N 47497

TAPS. S/16-24, P/N 47502

TEE. PIPE. STD, BLK, 1-1/2°

TEES. STD. 125 LBS.

TEFLON BUSHING

SCREWED .

SUPERTAN-TIUM

i?' DIA X 12 THD/INCH)
D. 2,750 O.D. X 0185°

PER ROLL.
PER ROLL
PARTICLES. WHICH ARE DRY AND

DIE CAST ZINC

REEL, NON- MEYALLIC W/HOOK
CO. P/N MP030

250 FT. ROLL
PART NO. 4HDY30

250 FTROLLS

REX FBX1900.

THREADED JOINTS, EACH
PROMISED IN YOUR QUOTATION

MODEL 20641010
GRAY, FIVE GALLON CAN

NO. 6 X 1 IN LONG
TO 3:00 PM MONDAY THRU FRIDAY.

PHILLIPS #8 X 1-1/2" ZINC

RIGHT REGULAR LAY, TO BE IN
BANDED, PIPE, BLK, 1/2°
ON CONTRACT NO. 74-85163.

PAGE
VENOOR
CONTRACT MANUFACTURER FLAG QA LVL
88PCE374278 PREMIER FASTNER
QUOTING: S/16-18 P/N 47382 OR EQUAL
88NJD303278B INDUSTRIAL HROW
THICK, ZINC PLATED
84PK2957968 COLLINS SUPPLY INC v
84PK3957823 A & E INC v
UNCONTAMINATED, 100 PERCENT PASSING A NO. 14 SIEVE, ALL
84PL7955260 DICK WRIGHT HARDWARE co v
ON SIDE OUTSIDE OF PAPER UNCH. TITEM #SP-119.
$8KTD17192A PORTER-WALKER INC v
II. CLASS A. NOTE: S PCS. NO CASE. LITERATURE ENCLOSED

85PK3451608 S & M SUPPLY 0
MARKING IS NOT POSSIBLE DUE TO SIZE OR POSSIBLE DEORADATION

85PCBAS4115 S & M SUPPLY INC v

NCH . FEDERAL SPEC. FF-P-001480
S8NCE74401A FEDERAL CRANE 0

DATED 3-11-88. F.O0.B. DESTINATION
86PCE375775 RUTLAND TOOL & SUPPLY CO

EQUAL. BE VARIABLE SPEED AND
88PCE37148C QUAD CITIES BOLT & SCREW A 0
88KCE750160 BOLTS & NUTS INC v

PT. OF MANUF- CHICAGO, ILL FL
88PCE374278B PREMIER FASTENER COMPANY v

QUOTING: 5/16-18 P/N 47382 OR EQUAL
88PCE374278 PREMIER FASTENER COMPANY v

QUOTING: 5/16-18 P/N 47382 OR EQUAL
85PCB360645 MOUNTAIN CITY INDL SUPPLY

MULTIPLES OF 2000 FEET PER REEL, AND IN ONE CONTINUOUS
84PKB948708 PRESANT INDUSTRIAL SUPPLY

FLOAT TAPE, 178 FEET LONG,

88NLB80338A MOTO 3
INTENDED USE: DIESEL ENGINE FIRE PUMP

1.150
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
TEK SCREWS. WITH NEOPRENE WASHER, HEX HEAD, SELF-DRIL- 84PK29505685 METAL FASTENER SUPPLY CO
LING, SELF TAPPING, #10 X 3/4"LONG, SELF SEALING, CARBON STEEL, ZINC PLATED. $750 MOLD CHARGE WHICH
TELEPHONE . WALL SET. TYPE 90M., BLACK, RETRACTABLE C2RD, DIAL 83PK3931420 CHALLENGE SUPPLY INC v
1-0 NUMBERS. PLATESTRAIGHT LIINE SHOP BEARING PULLER
TEM-014A 87KCE17193A KNOXVILLE BOLT & SCREW v 0
SCREW., DRYWALL, 3" BUGLE HEAD JD, GYPLOK P/N: GS-00-052-8233 AS TO ITS CONTENTS
TEM-01SA 87KCE17193A KNOXVILLE BOLT & SCREW v o]
SCREW. SELF DRILL, 7/18", PAN PHILLIPS, ZINC. PACKAGED SEPARATELY & LABELED AS TC ITS CONTENTS
TEM-1708/C31 BIT, ROUNDER, FLUSH TRIM 88KTD13408A01 SERVICE INDUSTRIAL SUPPLY v
CUTTER., 1/4°,  BOSCH NO. 85509 REGULATOR AND AUTOMATIC OILER, 1/4" - 18 N. .F. FEMALE AIR INLET, 6000 RPM,
TEM-1718 BALL BEARING ROLLER FOR ROUTER 88KT013408A01 SERVICE INDUSTRIAL SUPPLY v
BITS., BOSCH NO 3-600-900-506 BOSCH NO. 8551 OILER, 174" - 18 N. FEMALE AIR INLET, 6000 RPM,
TEM-1718 BIT, BEVEL CUTTER, 22 DEGREES, 88KTD13408A01 SERVICE INDUSTRIAL SUPPLY v
1/4" . ARBOR. FOR ROUTER, BOSCH NO. 85511 OILER, 1/4° - 18 N P.T.F. FEMALE AIR INLET, 6000 RPM,
TEM-1818B/249 SCREW, WOOD, %4 X 3/4°, BRASS, 88KCE22340A BOLTS & NUTS INC v 0
FLAT HEAD. SLOTTED. 100/£X 3716 X 1 174", ZINC, 100/8X COMMENCEMENT AND COMPLETION OF WORK).
TEM-206 AUGER, POWER, SHIP, 18" X 1", 88KTD13408A02 IRWIN AUGER
P/N 166-PT. BY GREEN OR EQUAL.NO KEL-SAN NUMBER. MOPS . 1500 SERIES., 30" X 60",
TEM-208A/650 87KCE17193A KNOXVILLE BOLT & SCREW v 0
SCREW. TAP, 8" X 1.5, PAN PHILLIPS P/N: GS-00-052-8233 AS TO ITS CONTENTS
TEM-212A/M34 88KTD17192A VULCAN THREAOED ROD
RODO. THREADED. 3/8", UNC X 10°NUTS 5345-00-292231A MANF STICK & STONE UNLIMITED P/N SJP-13
TEM-280B/CA3 BLADE FOR HACKSAW, BIMETAL, 88KTD13408A02 NICHOLSON
HI-SPEED. SIZE 12°L X 1"W X .050" THICKNESS. 14 TEETH PER INCH, HACKMASTER NO. 254H, EDPNO. 22011, MANF. LENOX, 10
TEM-300A/187 BOLT, BAREL, POLISHED STEEL, 88KCE22340A BOLTS & NUTS INC v 0
6" 3716° X 1 1/4°, ZINC, 100/BX COMMENCEMENT AND COMPLETION OF WORK).
TEM-303A/188 BOLT, BARREL, SATIN BRASS, 88KCE22340A BOLTS & NUTS INC v 0
3" 3/716° X 1 1/4°, ZINC, 100/8X COMMENCEMENT AND COMPLETION OF WORK).
TEM-327A SCREW. DRYWALL. NO. 6 X 1-5/8" 88KCE22418A KNOXVILLE BOLT & SCREW v 0
LONG TO BE USED WITH METAL STUDS. S000 PIECES PER BOX/30 LB. BOXES
TEM-331A 87KCEL17193A KNOXVILLE BOLT & SCREW v 0
SCPEW. WOOD, 4° X 1/2° . PHILLIPS, FLAT HEAD, BRASS P/N: GS-00-052-8233 AS TO ITS CONTENTS
TEM-331A/121 SCREW, WOOD, BRASS, FLAT HEAD, 88KCE22340A BOLTS & NUTS INC v 0
PHILLIPS, #4 X 3/4~, 100/BX 100/8X COMMENCEMENT AND COMPLETION OF WORK).
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

TEM-332A/171 87KCE17193A KNOXVILLE BOLT & SCREW v o]
SCREW. TAP. #10 X 5/8", PAN., PHILLIPS P/N: GS-00-052-8233 AS TO ITS CONTVENTS
TEM-479A/GG12 SAW, HOLE, 1-1/8" DIA., DEEP $8KTD13408A0!1 BLU-MOL
CUT. HI-SPEED. REGULATOR AND AUTOMATIC OILER, 1/4" - 18 N.P.T.F. FEMALE AIR INLET, 6000 RPM,
TEM-528A/238 WASHER . FLAT, GALV. 9/16" 88KCE22340A BOLTS & NUTS INC v o

3/16" X 1 1/4°, ZINC, 100/BX COMMENCEMENT AND COMPLETION OF WORK).
TEM-553A/141 87KCEL7193A KNOXVILLE BOLT & SCREW \) 0
SCREW. MACHINE, ROUND HEAD. 1= x 3/716" PACKAGED SEPARATELY & LABELED AS TO ITS CONTENTS
TEM-725A/316 88KTD17192A MABLETON SUPPLY
BOLT. MACHINE, FINISH, HEX HEAD, 3/8-24 X 1-1/2" 5345-00-292231A MANF. STICK & STONE UNLIMITED P/N SJP-13
TEM-853A/C43 BIT. UNI-BIT NO. 3 8§8KTD13408A02 PETERSON MFG. CO.

NO KEL-SAN NUMBER. MOPS . 1500 SERIES, 30" X 60",
TEM-964A/142 88KTD17192A BELL FASTENERS
BOLT. 5/8~ X 2-1/2" UNC. SS. HEX HEAD 5345-00-292231A MANF. STICK & STONE UNLIMITED P/N SJP-13
TEMOOSA. CHALK. MARKING, RED, ULTRA FINE POWDER, 8 OZ. 88KCD705475 IRWIN CO.
BOTTLE. ROLL, SCOTCH BRAND #3750 OR EQUAL. BPV-31A.
TEMOO9A. TRACK. PLASTIC., FOR 3/4" SLIDING DOOR, TOP TRACK, 86KCD705475 CABINET MFG'S SUPPLY
KNAPE -VOGY NO 2418. 12° LONG.ROLL, SCOTCH BRAND #3750 OR EQUAL. BPV-31A.
TEMO10A. SAME AS ITEM 8 EXCEPTBOTTOM TRACK, KNAPT-VOGT 86KCD705475 CABINET MFG'S SUPPLY
NO. 2420. 12 LONG. ROLL., SCOTCH BRAND #3750 OR EQUAL. BPV-31A.
TEMO14A. SCREW. DRYWALL. 3", EUGLE HEAD, 24 LB. BOX. 86KCD705475 BOLTS & NUTS

ROLL. SCOTCH BRAND #3750 OR EQUAL. BPV-31A.
TEMO16A. TAPE. TRANSPARENT, PRESSURE SENSITIVE, FOR 86KCD705475 3M CO.
SEALING BOXES., 2" X 60 YD. ROLL, SCOTCH BRAND #3750 OR EQUAL. BPV-31A.
TERMINAL NUT, CAT. ITEM 10, 6-32 UNC §7PLB379207 RO ORK

- S PER PACK TELESCOPIC PROBE
TERMINAL NUT. CAT. ITEM 11, 10-24 UNC 87PLB379207 ROTORK

. S PER PACK TELESCOPIC PROBE

TERMINAL, BRONZE., STRAIGHT BOLT, FOR 1000 MCM STRANDED 84PN7834077 SIES ELECTRIC SUPPLY CO v
COPPER CABLE TO 4-BOLT UNDRILLED FLAT TONGUE. SIMILAR TO ANDERSON CATALOG NO. SWH-100-C. MARK NKV-1
TERMINAL ., BRONZE. STRAIGHT 8OLT, FOR 1000 MCM STRANDED 84PN7834077 SIES ELECTRIC SUPPLY CO v
COPPER CABLE TO 90 DEG 4-BOLT UNDRILLED FLAT TONGUE. SIMILAR TO ANDERSON CATALOG NO. SWH-100-C-Y90. MARK NKV
TERMINAL. NYLON HOOK, 12-10 GA . 87PWC378317

LONG 40 REVOLUTIONS OF HAND JEWEL BEARINGS
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DESCRIPTION

TERMINAL, NYLON HOOK, 16-14 GA.

LONG
TERMINAL. NYLON RING, 16-14 GA.

LONG
TERMINAL, NYLON RING, 16-14 GA .

LONG
TEST PLUG., SOIL TYPE, WITH WING NUT 30 P
*SEE ATTACGED - MCMASTER CARR CAT. PAGE 573
TFE BOTTOM FERRULE, 8175978
TFE NUT. 8169450
TFE TOP FERRULE., 81776286
TH X 164" LONG

TURN BACK (LI
THE FOLLOWING ARE BROLTS, TOGGLESPRING WING T
WALTER A. WOOD CAT. # OR EQUAL.

THE FOLLOWINS FOR AIR COLLERS UNITS AT SYST
BOLT. HEX HEA

THE FOLLOWI FOR BLOW-OUT PANELS, LOCAT
BUILDING., E_.-VATION 676 PUMP ROOMS:

THE FOLLOWING FOR NORDBERG STATION AIR C
SIZE 14-1/2 X 9 X 6-1/2. 610 CFM @ 100

THE FOLLOWING FOR ZURN AMERI-
SERIES HPS. S/N 26167 AND

THE FOLLOWING IS NEEDED FOR
ON THE MAIN TRANSFORMERS AT

THE FOLLOWING ITEMS ARE REPAIRPARTS FOR FIS
1008 ED. SN 7458713, SIZE 6

THE FOLLOWING MATcRIAL FOR INSTALLING TH
LINKS FOR UNITS 1 AND 2 MAIN GENERATORS:

THE FOLLOWING MATERIAL IS FOR USE 1IN BORATE
TVA CLASS B PIPING, SYSTEMS 62.,63,68.72.7

THE BUSHING T

FLEX COUPLING.

BOLTING MATERIALS: QA ¢ 2

CONTRACT MANUFACTURER
87PWC378317 LAWSO
40 REVOLUTIONS OF HAND, JEHEL BEARINGS
87PWC378317 LAWSON
40 REVOLUTIONS OF HAND, JEWEL BEARINGS
87PWC378317 LAWSO

40 REVOLUTIONS OF HAND, JENEL BEARINGS

VENOOR

FLAG

PAGE 1,183

QA LVL

v
FEET X TENTHS

CENTER

0

SI, SIZE 6° 84PK1950414 TALLMAN COMPANY
(QUOTING - TP 1-8 6~ ANGLE WING NUT TEST PLUG
88KCG14669A O I CORPORATION
300 WATERRULE, REEL MOUNTED, MEASURING UNITS: FEET X TENTHS
88KCG14669A O I CORPORATION
300 WATERRULE, REEL MOUNTED, MEASURING UNITS:
S8KCG14669A o CORPORATION
300 WATERRULE, REEL MOUNTED MEASURING UNITS: FEET X TENTHS
87KCB760386 HARRISON MANUFACTURING CO v
P), WITH APPROX- IMATELY 1-1/2" X 1-3/4" KNOCKOUTS SPACED ON 24°
YPE, ROUND HEAD, 83PK7938005 CHALLENGE SUPPLY INC v
CAT. #3015-4000. 1/4 IN X 4 INIOO PER BOX.
EM 30 & 31: 84PK2948118 CHALLENGE SUPPLY INC v
D. 3/8 IN. OIAMETER, 1-1/2 IN. LONG, UNC THREADS (16 THREADS PER INCH),
ED IN THE AUX. 84PK3344480 E G SMITH CONSTR PRODUCTS
BOLT, EXPLOSION, WITH HEX NUT,
OMPRESSOR, 84PM8351131 NORDBERG
PSI1G, TYPE Vv, MODEL VH75, S/N S170:
SIZE #10-10, 83PK7934949 J T SUDDUTH & COMPANY INC v
O BUSS CONNECTORS 84PK3955630 SOUTHEASTERN BOLT & SCREW v
HER VALVES, TYPE 84PK4950808 CONTROL SOUTHERN v
E GENERATOR 84PK3943449 BOLTS & NUTS INC v
35P7234 4013 v

2 WA TE SYSTEMS; £ ENERGY STEEL & SUPPLY CO

CN-L-5691
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THE FOLLOWING MFG. BY CRANE AND ARE NOT INCLUDED IN 84PK695643401 NOLAND COMPANY v
REPAIR KIT K-240: . SCREW, P/N S-502, 100 PER BOX .
THE FOLLOWING PARTS ARE FOR CM HOIST: 84PM1353570 PORTER WALKER INC v
THE FOLLOWING RE MISCELLANEOUSBOLTS FOR USE ON REAC.'® 84PK3343765 BRIGHTON-BEST
COOLANT PUMP SEALS. ORIGINALLYPURCHASED ON TVA CONT. 868C60-91934 ®
THE FOLLOWING TO BE PROCURED TO ASME SECTION 111, CLASS 2 RE 84P71337548 RONSON MANUFACTURING INC \
QUIREMENTS - ROD. CONTINUOUS THREAD. ASME SAS564, GR. 630, THREADED PER ANSI Bl.1, CLASS 2A FIT, 9/16 IN-12 UNC X
THIS MATERIAL IS NEEDED TO REMAIN ON SCHEDULE AND PREVENT 83PK6943224 CHALLENGE SUPPLY INC v
A DELAYED STARTUP. (SUPPORT FW SYSTEM CLEAN-UP SCHEDULE DATE) .
THREAD INSERT ASSORTMENT $7PWC381125 PREMIER FASTENER CO.

RT S22 OR EQUIVALENT. VENDOR RESPONSIBLE FOR TRANSPORATION TO AND FROM TVA JOB SITE.
THREADED COIL ROD. NO. B-12, 1/2° DIAMETER, 12°' LENGTHS, 87KCF744816 ENCO MATERIALS INC v
25 PlECES. MANUFACTURED BY U.S.E. DIAMOND, INC., YORK, PA SPECIALTIES CATALOG NO.
THREADED ROO. ASME SA-193, GRADE B7, 2-1/2" DIAMETER, 8 UN T 83PK2337894 CARDINAL INDUSTRIAL PDTS v
HREADS., 6 FT LENGTHS. 111, CL 2
THREADED ROD. 1-3/4" - 8 UN X 6°', ASME SA-193, GRADE B7. 84PK7343893 POWER & ENGINEERED v
. MANUFACTURER------<-~cccec=c-=- . POINT OF MFG.--~=ccc-e-cocccc=
THREADED ROD. 1-3/8" - 6 X 6°' ASME SA-193., GRADE 87 8$3PK7339339 HUB INC v
THREADED ROO. 1-3/8" - 8 X 6°' ASME SA-193, GRADE B7 83PK7339339 HUB INC v
THREADED ROD. 2 - 8 UN X 6', ASME SA-193. GRADE B7. 84PK7343893 POWER & ENGINEERED v

150, ASME SEC. III CLASS 2, 2 IN, 150 LB .
THREAUED ROD.NOMINAL DIA. OF BOLT, 1-1/8", ASTM A193, 84PK3942883 CHALLENGE SUPPLY INC v 0
GR. B7. 8 THREADS PER INCH. . QA LEVEL 1 - 10 CFR PART 21 NOT REQUIRED
THREADED STUD STEEL CASE #853814200. 86KCF754801 CHATTANOOGA OFFICE SUPPLY v 0

9, 1986 CASSETTE DECK, 8" FULL RANGE SPEAKER, EQUIPPED FOR AC OR DC
THREACED STUDS. 1/4" - 20, 5/32" BODY SIZE DIA, 1-5/8° 83PM8941303 MCMASTER-CARR SUPPLY CO
OVERALL LENGTH. 1~ BODY LENGTH., 5/8" HEAD LENGTH, CONCRETE APPLICATION .
THREADED STUDS. 1/4~ - 20, 5/32" BODY SIZE DIA, 2-1/4" 83PM8941303 MCMASTER-CARR SUPPLY CO
OVERALL LENGTH, 1-1/4" BOOY LENGTH. 1" HEAD LENGTH, CON- CRETE APPLICATION .
THREADER. CONDUIT. RIGID NO. 141 JAM-PROOF GEARED THREADER: 8SPWD872660 RIDGE TOOL CO
THREADS 2-1/2"., 3", 3-1/2", AND 4° PIPE AND CONDUIT, COM- PLETE, WITH ONE SET OF HIGH SPEED DIES FOR CONDUIT, NO.
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THREADING BLADE. HIGH SPEED ALORIS NO. P-10, 60 DEGREE. 85PM4958977 MOORE HANDLEY INC v
THRUST BEARING. ITEM 48, P/N 3311 88NNS84305A R_P ADAMS COMPANY v 3
117672, MOOEL NO. VWS 13, 250 GPM, 250 PSI, ORIGINAL CONTRACT NO. 71CS55-92650-1,
THRUST COLLAR, SPLIT RING NIK73, REF. NO. 9 88KWA14318A FIARBANKS MORSE 0
(TWO HALVES) RED TO SUBMIT SAMPLES AT THEIR OWN EXPENSE OF ITEMS OFFER TO ALLOW EVALUATION OF
THRUST NUT, SIZE 3-3/4-INCH, LEFT HAND FOR RODNEY HUNT 84PK3945455 RODNEY HUNT COMPANY v
SLUICE GATE. DWG. 8E-4806.
THRUST NUT, SIZE 3-3/4-INCH, RIGHT HAND FOR ROONEY HUNT 84PK3945455 RODNEY HUNT COMPANY v
SLUICE GATE. DWG BE-4806.
THUMBSCREWS, PLATED. 3/8" CIAMET ER X 1-1/4" LONG 88NNR74250A AMERICAN WARMING & VENTIL v
PRICES. APPENDIX E, ATTACHMENT 6, QUALITY ASSURANCE REQUIREMENTS FOR A
TIE ROD. ITEM 11, P/N 3328 83NNS84305A R P ADAMS COMPANY v 3
117672, MODEL NO. WWS 13, 250 GPM, 250 PSI, ORIGINAL CONTRACT NO. 71C55-92650-1,
TIE RODS. 2-1/2" 0 X 41° 9", A-36, WITH 6-1/2" THREADED 8SKCB722969 CHALLENGE SUPPLY INC v
SCREW ENDS TO FIT ITEM 1
TIE WIRE. 3-1/2 LBS/ROLL., 20 ROLLS/BOX 84PK3945720 WALTER A WOOD SUPPLY CO v
11-5/8". CAP. 570 L8B., #2443737 10.9 X 3.50-4 (0,0]
TINNERS RIVETS, SIZE - S LB. 85PK3968731 METAL FASTENER SUPPLY CO v
TINNERS RIVETS. ZINC PLATED., 5/32" X 1/2" 84PK6950497 BOLTS & NUTS INC
. . OPERATIONAL QUALITY ASSURANCE
TOGGLE BOLTS 1/4" X 6" 86PCBA56285 VICTORY BOLT v
B8, TYPE 410, STRAIN HARDENED ANNEALED.
TOGGLE BOLTS 3/8" X 6" 86PCB456285 VICTORY BOLT v
ONLY ONE AWARD WILL BE MADE. NO QA. FOR: NON CSSC SYSTEM
TOGGLE t2LTS S5/16° X 6~ 86PCBAS628S VICTORY BOLT v
86. TYPE 410, STRAIN HARDENED ANNEALED.
TOGGLE BOLTS. #97121A204 84PM8943987 MCMASTER-CARR SUPPLY C
QUOTING 2899A12 (PG 1386) (EA = SET) ACCESSORIES IN CASE VS 1
TOGGLE EOLTS., 1/2°, BOX OF 25 8SPWD450378 RAMSET
MICROFLO-ALLOY, 3.3 LB. CONTAINER. IN ACCORDANCE WITH ATTACHED
TOGGLE BOLTS., 1/4°, BOX OF SO 8§5PWD450378 RAMSET
MICROFLO-ALLOY, 3.3 LB. CONTAINER. IN ACCORDANCE WITH ATTACHED
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DESCRIPTION
TOGGLE BOLTS, 3/16°. BOX OF 50
MICROFLO-ALLOY, 3.3 LB.
TOGGLE BOLTS. 3/8". BOX OF 25
MICROFLO-ALLOY, 3.3 LB.

#5520570, 3/16" WITH SCREW
STAINLESS STEEL - TYPE 316.

(FOR HOLLOW MATERIALS FROM

TOGGLER BOLT. HILTI CATALOG

(SO PER BOX)
TOGGLERS, HILTI KWIK-TOGE,

S/8" TO 7/8".)
TOGGLERS, HILTI KWIK-TOGZ, (FOR HOLLOW MATERILAS FROM
3716~ TO 5/8".)
TONE MOOULE
TELEPHONE SYSTEM
TOOL BOX, PORTABLE. METAL, 8.5" X 32" WITHOUT TRAY
0.25" NSN: 5140-00-2778836.
TOOL. UNDERCUTTING, MAXI-BOLT, PART NO. MBTA-1000-18-WC,

WATERCOOLED WITH DIAMOND INSERTS.

TOP SEAL., ITEM #7 OF ATTACHED DRAWING
FOLLOWS:
TOP SHAFT BEARING. ITEM #9 OF ATTACHED DRAWING
FOLLOWS :
TORQUE CLUTCH BOTTOM HALF, ITEM 834 OF ATTACHED DRAWING.
FOLLOWS :
TRACK, METAL 3-1/2 IN X 10 FT.18 GA
PART NO. 4HDY30
TRACK. METAL 3-5/8", 25 GAUGE,10 FT LONG
A CONSTRUCTION-HEAVY
TRACK., METAL. 3-1/2 IN X 10 FT18 GA
REX FBX1900.
TRACK ., METAL, 3-1/2" X 107, 18 GA
TRACK. STEEL RUNNER, 3-5/8" X 25 GAUGE X 10° LONG, 25 GAUGE
X 10" LONG
TRACK. STEEL RUNNER, 3-5/8" X 25 GAUGE

PARTICLES, WHICH ARE DRY AND

BOLTING MATERIALS:
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VENDOR
CONTRACT MANUFACTURER FLAG QA LVL
85PWD450378 RAMSET
CONTAINER. IN ACCORDANCE WITH ATTACHED
85PWD450378 RAMSET
CONTAINER. IN ACCORDANCE WITH ATTACHED
84PK33471988 RAWL POLY-TOGGLE
PORT. LEVEL II MATERIAL SHALL BE
86KCF748098 HILTI FASTENING SYSTEMS v 0
ONLY ONE AWARD WILL BE MADE.
86KCF748098 HILTI FASTENING SYSTEMS v 0
ONLY ONE AWARD WILL BE MADE.
87PREAB7731 REACH
2 1/2 LB. 27 1/2" X 8° (BASE PLATE) LABEL: CAUTION
88KTD17192A KENNEDY
NOTE: INDEX ONLY. NO DRILLS BLADE LENGTH, HANDLE SIZE
8SPCE454137 ORILLCO EQPT COMPANY INC v

87KHF07925A PURESTREAM

A. TRAFFIC COUNTER MODEL TT1i, SERIAL NO.

87KHF07925A PURESTREAM

A. TRAFFIC COUNTER MODEL TT1l1,SERIAL NO.

87KHF07925A PURESTREAM

A. TRAFFIC COUNTER MODEL TT1l,SERIAL NO.
SUPPLY

85PK3451608

MODIF ICATIONS 184-85

INDUSTRIES INC v
1085, Tv-532790,

INDUSTRIES INC Vv
1085, Tv-532790,

INDUSTRIES INC v
1085, Tv-532790,

IN

S&M [ v 0
MARKING IS NOT POSSIBLE DUE TO SIZE OR POSSIBLE DEGRADATION,

841K3948299 LOWES OF CHATTANOOGA v
AGGREGATE CONCRETE .
85PCB454115 S & M SUPPLY INC v
INCH. FEDERAL SPEC. FF-P-001480
g¢5PK3961652 C K SUPPLY v
84PK2957968 COLLINS SUPPLY INC v
84PK3957823 A & E INC v
UNCONTAMINATED, 100 PERCENT PASSING A NO. !4 SIEVE, ALL
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TRACKING BRACKET DWG C-921660 81P33192893 C E AIR PREHEATER v 0
TRACKING BRACKET DWG. C-921304 81P33192893 C E AIR PREHEATER v o]
TRACKING BRACKET DWG. D-75980 81P33192893 C E AIR PREHEATER v 0
TRACKING FRAM COVER DWG.E-921662 81P33192893 C E AIR PREHEATER v 0
TRACKING FRAME COVER DWG. E-921310 81P33192893 C E AIR PREHEATER v 0
TRACKING FRAME COVER DWG. E-921666 81P33192893 C E AIR PREHEATER v 0
TRACKING PLATE DWG E-921311 81P33192893 C E AIR PREHEATER v 0
TRACKING PLATE DWG E-921644 81P33192893 C E AIR FREHEATER v 0
TRU-KIT VICE, NO. 710439 86KCE752203 MEMPHIS CONNECTOR
TWO COPIES OF A CERTIFICATE OF CONFORMANCE (COC) SIGNED
TRUCK PLATFORM, SUPER DUTY, 386" X 72" DECK, WHEEL SWIVEL 86PWD359692 CARLTON BATES COMPANY v
8 X 2-1/2 RIGID 16 X 3, DECK HEIGHT 20", CAP 4000-LB, MODEL #2325-MR3672(B-HANDLE) TV #442586.
TUBE EXPANDERS TO EXPAND A 3/4INCH O.D X 20 BWG TP 304 85PM5966720 THOMAS C. WILSO
FEEDWATER HEATER TUBE IN TUBE-SHEETS 3-3/4-INCH TO 5 1/8 INCH THICK. THESE EXPANDERS ARE TO HAVE A FLUSH THRUST
TUBE EXTRACTOR BOLTS, 3/4 IN DIA. X 8 IN LONG 87PCD42386A B & B BOLT & SCREW CO INC v
NC. LAMALLOY L-8, (MUST BE 8-IN UNDER HEAD) GRIT 120 149-74. NO MS-M
TUBE GUIDES FOR 3/4-INCH O.D. X 20 BWG WALL THICKNESS 85PM5966720 THOMAS C. WILSO 0
FEEDWATER HEATER TUBES. GUIDESTO BE MADE OF COMMERCIAL BRASSAND MUST BE HELD IN THE TUBES HITH SPRING-LOADED BALL BEAR-
TUBE SHEET NUT AND STUD, ITEM 14, P/N 6041 83NN384305A R _P_ADAMS COMPANY 3
117672, MODEL NO. WWS 13, 250 GPM, 250 PSI, ORIGINAL CONTRACT NO. 71C55- 92850 1,
TUBE SUPPORT ROD NUT, ITEM 7, P/N 8323 88NNS84305A R P _ADAMS COMPAN 3
117672, MODEL NO. WS 13, 250 GPM, 250 PSI, ORIGINAL CONTRACT NO. 71CSS- 92850 1,
TUBE. PART NO. 71-116-868-001 83PN8941856 SIEMENS ALLIS
THIS TUBE IS ITEM NO. 7 SHOWN ON FIGURE 6, BOOK NO. BwWx-6671- AND POWER RAIL SYSTEMS
TUBING. STAINLSS STEEL, 3/4 O.D.. .065" WALLS 85PK3969261 VICTORY BOLT v
MCMASTER-CARR CAT. NO. 98611A010. 934 PIECES. SAFETY SHOES, 20°' NOMINAL
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TURNBUCKLE ., WITH STUD ENDS, CROSBY-LAUGHLIN #HS-251 OR 86PCA352269 NOLAND COMPANY v
EQUAL. SIZE 1/2°, TAKE UP LENGTH 6" 5/78° X 4°.
TVA NO. ESJ308 . 83PK3327448 BOSCO FASTENING SERVICE v
BOLT. CARRIAGE, ROUND HEAD. SQUARE NECK, SIZE 3/4" X S, NC THREAD. STAINLESS STEEL TYPE 18-38
TVA NO. ES308 . 83PK3327448 BOSCO FASTENING SERVICE v
NUT., HEX. N.C. SIZE 3/8" SILICON BRONZE (100-PER BOX) -8 TYPE 18-8
TVA NO. ES308 . 83PK3327448 BOSCO FASTENING SERVICE \)
NUT, JAM. NC THREAD. SIZE 3/4". STAINLESS STEEL 1YPE 18-8 TYPE 18-8
TVA NO. ES308 . 83PK3327448 BOSCO FASTENING SERVICE v
WASHER, BRASS, FLAT, SMALL. NO. 10-S 18-8 TYPE 18-8
TVA NO. ES308 . 83PK3327448 BOSCO FASTENING SERVICE v
WASHER, LOCK, SIZE 3/4", STAINLESS STEEL TYPE 18-8 18-8 TYPE 18-8
TVA NO ES308 NUT PLAIN HEX, 1/2"°, STEEL, 85PK3958789 SURE LOC INC v
FINISHED. NF THD.
TVA NO. E5308 NUT.PLAIN HEX, 1/4" - 20, BRASS 85PK3959789 SURE LOC INC v
TVA NO. ES308 NUT . SELF-LOCKING (NOT PLASTIC 84PK3954766 SURE LOC INC v 0
SELF-LOCKING DEVICE), SIZE S/8", NC GRADE 85 LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES5308 BOLT ,MACHINE, 3/8" X 3/4", STEEL, 85PK3959789 SURE LOC INC v
BLACK., NC CUT THREAD, SQ. HD.,
TVA NO. ES308 80LT.144' X 3%, TYPE #5, 82915R, 84PK3954766 SURE LOC INC vV 0
SPRING WING. ROUND BOLT HEAD HE LOWEST ACCEPTABLE DOMESTIC QUOTATION IS MORE THAN 112 PERCENT OF THIS AWARD.
TVA NO. NUT. PLAIN HEX, S5/8", STEEL, LIGHT 84PK3054768 SURE LOC INC v o]
SEMI- FINISHED NF THREAD BOLTING, ASTM A-193, FULL LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES5308 NUT, PLAIN HEX, 7/8%, STEELALLOY 84PK3954766 SURE LOC INC v 0
ASTM-A-194. C1-2H., NC THREADS BOLTING, ASTM A-193, FULL LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ESJO08 NUT, PLAIN, HEX, STL HT, HVY., 84PK3954766 SURE LOC INC \ 0
CLASS 2. ASTM SPEC A-184-2H, 2% - 8 THRE LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES308 BOLT., EYE. 1/4°, SHOULDER PATTERN, 84PK3954766 SURE LOC INC v 0
STEEL. BLACK, NC CUT THREAD HEAD DOMESTIC QUOTATION IS MORE THAN 112 PERCENT OF THIS AWARD.
TVA NO. E5308 BOLT, MACHINE, 1/2° X 6", STEEL, 84PK3954766 SURE LOC INC v 0
BLACK. NC CUT THREAD, SQUARE HEAD DOMESTIC QUOTATION IS MORE THAN 112 PERCENT OF THIS AWARD .
TVA NO. ES308 BOLT. SQ. NECK, 3/8" X 2-1/2", STEEL 84PK3954766 SURE LOC INC v 0
BLACK., NC CUT THREAD. OVAL HEAD DOMESTIC QUOTATION IS MORE THAN 112 PERCENT OF THIS AWARD.
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TVA NO. ES308 BOLT, STOVE, 1/4° X 1°, STEEL, 84PK3954763 SURE LOC INC v
BLACK, FLAT HEAD, WITH SQUARE NUTS DOMESTIC QUOTATION IS MORE THAN 112 PERCENT OF THIS AWARD.
TVA NO . ES308 BOLT, STUD, HEAT TREATED, NC THREAD 84PK3954766 SURE LOC INC v 0
GRADE B7. ASTM-193, THREADED FULL LENGTH, 3/8" X 3~ LONG DOMESTIC QUOTATION IS MORE THAN 112 PERCENT OF THIS AWARD.
TVA NO. ES308 BOLT, STUD, 1/2° X 2-1/2", CRANE 84PK3954766 SURE LOC INC v 0
TEMPLEX STEEL. GRADE B7 BOLTING, ASTM A-193, FULL LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES308 CAP SCREW, HEX HD., 1° X 3-1/2" LG 84PK3954766 SURE LOC INC v 0
NF THD . GRADE 8 5/8°. NC GRADE 85 NGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES530 UT. PLAIN HEX, .=, STEEL ALLOY 84PK3954766 SURE LOC INC v 0
ASTM-A-194 Cl -2H, NC THREADS BOLTING, ASTM A-193, FULL LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. E5308 NUT. PLAIN HEX 3/8" STEEL, HEAVY, 84PK3954766 SURE LOC INC v 0
NC THREAD BOLTING, ASTM A-193, FULL LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO ES5308 NUT, PLAIN, HE., STL., HT, ASTM 84PK3954766 SURE LOC INC v 0
SPEC A-194., CLASS 2H. 1-3/4" -8 THREAD LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES5308 SCREW.CAP, 1/2" X 4", STEEL, BRIGHT, 84PK3954766 SURE LOC INC v 0
NC THREAD., HEX HEAD 5/8%., NC GRADE #5 LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES308 SCREW CAP, 1/4" X 1=, STEEL. BRIGHT, 85PK3959789 SURE LOC INC v
NC THD.. HEX HEAD
TVA NO. ES5308 SCREW.CAP, 3/8" X 1/2" STEEL, BRIGHT 84PK3954766 SURE LOC INC v 0
NC THREAD, HEX HEAD S/8", NC GRADE #S LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES308 SCREW.CAP, 5/16" X 2-1/2", STEEL, 85PK3959789 SURE LOC INC v
BRIGHT. NC THD., HEX HEAD
TVA NO ES5308 SCREW.CAP, 5/16" X 3/4", STEEL, 84PK3854766 SURE LOC INC v 0
BRIGHT. NF THREAD. HEX HEAD 5/8%. NC GRADE #5 LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO ES308 SCREW ,CAP, 5/16" X 3", STEEL, BRIGHT 85PK3359789 SURE LOC INC v
NC THD.. HEX HEAD
TVA NO. ES308 SCREJ . CAP, 5/8" X 2", STL., NC THD., 85PK3959789 SURE LOC INC v
SLOTTED FLAT HEAD (PKG)
TVA NO. ES5308 SCREW.CAP, 5/8" X 3", STL., BRT., 84PK3954766 SURE LOC INC v 0
NC THD ., HH PKG 5/8". NC GRADE 85 LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO ES308 STUD, ALL-THREAD, SIZE 7/16", 3* 84PK3954766 SURE LOC INC v 0
LONG. GKRADE B 7 MATERIAL, ASTM-193 FULL THREAD OOMESTIC QUOTATION IS MORE THAN 112 PERCENT OF THIS AWARD.
TVA NO. ES308 SCREW, CAP, 1/4" X 1-1/2", STEEL, 84PK3954766 SURE LOC INC v 0

BRIGHT. NC THREAD, HEX HEAD 5/8°. NC GRADE 85 LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
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TVA NO ES5308 SCREW, CAP $/16" X 1°, STEEL, BRIGHT 84PK3954766 SURE LOC INC v 0
NF THREAD, HEX HEAD 5/8°, NC GRADE s LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES308 SCREW, CAP, 5/16" X 2", STEEL., BRIGHT 84PK39547686 SURE LOC INC v 0
NC THREAD, HEX HEAD S/8%. NC GRADE #5 LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO ES5308 SCREW, CAP, 7/8" X 3", STEEL., BRIGHT, 84PK3954766 SURE LOC INC v 0
NC THREAD. HEX HEAD 5/8". NC GRADE #5 LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ES308 SCREW, SET, 174" X 172", STEEL ALLOY, 34PK3954766 SURE LOC INC v 0
NC THREAD. CUP POINT, SOCKET HEAD LENGTH, NC THREAD N 112 PERCENT OF THIS AWARD.
TVA NO. ESJ03 WASHER .FLAT, 1-1/8", STD. WROUGHT 85PK3959789 SURE LOC INC v
IRON, HEAVY
TWELVE FOOT PIECE OF HEX BRASS1 1/4-INCH ACROSS FLAT 84PK3944765 GENERAL INDUSTRY SUPPLY v
TWIN APPLICATION SCREWS CATALOG NO. 612.20 STIKCF744898 CABINET MAKER SUPPLY CO
OUT HOLES DRIL ED (70 PCS) HINGES, SLIP RESISTANT RUBBER
U BOLT. FOR 3" OD PIPE. ANS COARSE-THREAD. RIGHT HAND 87NCE32062A ITT GRINNELL
THREADS. GRINNELL FIGURE NO 137. FED. SPEC. WW-H-171D (TYPE 24)
U-BOLT FOR 36" PIPE, ITT GRINNELL PART 137S A=1", SSNJR84AL144A PIPING SUPPLY COMPANY v o
B=36-1/8". C=237-1/8", O=4'-2", E=8" WITH HEX NUTS STORES, PHONE 870-6524. TEM NUMBER, AND PART NUMBER,
U-BOLT STAINLESS STEEL WIRE ROPE CLIPS, 316 S.S., 2 CLIPS 86PBD376733 MOUNTAIN CITY INDL SUPPLY v
PER FASTENERS W/NUTS.
U-BOLT. CARBON STEEL. LONG- TANGENT, FURNISH WITH 4 EA HEX 84PK3943972 BERGEN PATERSON PIPE SUPT v
NUTS. DIAMETER 1/4°,  PIPE SIZE 1/2", BERGEN PATTERSON #6502, OR EQUAL WELDING DURING UNIT 3, CYCLE
U-BOLT., CARBON STEEL. TANGENT, FURNISH WITH 4 EA HEX 84PK3943972 BERGEN PATERSON PIPE SUPT v
NUTS. DIAMETER 1/4°, PIPE SIZE3/4', BERGEN PATTERSON 86502, OR EQUAL WELDING DURING UNIT 3, CYCLE
U-BOLT. CARBON STEEL. LONG- TANGENT, FURNISH WITH 4 EA HEX 84PK3943972 BERGEN PATERSON PIPE SUPT v
NUTS. DIAMETER 3/8". PIPE SIZE1-1/2". BERGEN PATTERSON #65020R EQUAL WELDING DURING UNIT 3, CYCLE
U-BOLT. CARBON STEEL. LONG- TANGENT. FURNISH WITH 4 EA HEX 84PK3943972 BERGEN PATERSON PIPE SUPT v
NUTS. OIAMETER 3/8-, PIPE SIZEl-1/4", BERGEN PATTERSON $865020R EQUAL WELDING DURING UNIT 3, CYCLE
U-BOLT. CARBON STEEL, LONG- TANGENT, FURNISH WITH 4 EA HEX 84PK3943972 BERGEN PATERSON PIPE SUPT v
NUTS. DIAMETER 3/8", PIPE SIZEQ2", BERGEN PATTERSON #8502, OREQUAL WELDING DURING UNIT 3, CYCLE
U-BOLT. CARBON STEEL, LONG- TANGENT, FURNISH WITH 4 EA NEX 84PK3943872 BERGEN PATERSON PIPE SUPT v
NUTS. DIAMETER 1/4*. PIPE SIZEL1l", BERGEN PATTERSON 88502, OREQUAL WELDING DURING UNIT 3, CYCLE
U-BOLT. CARBON STEEL, PIPE SIZE 1=, 1/4". PER FEDERAL 84PK3950525 BE PATTERSON
SPEC. SWW-H-171D. OR EQUAL. 8WW-H-171D, OR EQUAL. CYLINDER SHAPE, AS FOLLOWS .
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U-BOLT. CARBON STEEL., PIPE SIZE 4~, 1/2°. WITH 2 84PK3950525
HEX NUTS. PER FEDERAL SPEC. SWW-H-171D, OR EQUAL. CYLINDER SHAPE, AS
U-BOLT. CARBON STEEL, PIPE SIZE 6, 5/8" wxru 2 HEX 84PK3950525
NUTS. PER FEDERAL SPEC. sww-H-111D, OR EQUA CYLINDER SHAPE, AS
U-BOLT, CARBON STEEL. STANDARDFURNISH WITH 4 EA HEX NUTS, 84PK3943972
DIA 3/8~., PIPE SIZE 1-1/2". BERGEN PATTERSON #6510, OR UAL
U-BOLT. CARBON STEEL, STANDARDFURNISH WITH 4 EA HEX NUTS, 84PK3943972
DIA 3/8~. PIPE SIZE 1-1/4". BERGEN PATTERSON #6510, OR QUAL
U-BOLT. CARBON STEEL. STANDARDFURNISH WITH 4 EA HEX NUTS, 84PK3943972
DIAMETER 1/4°. PIPE SIZE 1/4° .BERGEN PATTERSON #6510, OR QUAL
U-BOLT, CARBON STEEL, STANDARDFURNISH WITH 4 EA HEX NUTS, 84PK3943972
DIAMETER 1/4" ., PIPE SIZ2E 1°. BERGEN PATTERSON #6510, OR QUAL
U-BOLT. CARBON STEEL. STANDARDFURNISH WITH 4 EA HEX NUTS, 84PK3943972
DIAMETER 174", PIPE SIZF 3/4- BERGEN PATTERSON #6510, OR UAL
U-BOLT. CARBON STEEL. STANDARDFURNISH WITH 4 EA HEX NUTS, 84PK3943972
DIAMTER 3/8". PIPE SIZE 2", BERGEN PATTERSON #8510, OR EQUAL
U-BOLT. CARBON STEEL. STD.. BERGEN PATTERSON 6510, 1/2* 83PK7939056
DIA . 3" PIPE SIZE SIZE
v- BOLT CARBON STEEL. STD.. BERGEN PATTERSON 6510, 1/2° 83PK7939056
DIA . 4" PIPE SIZE SIZE
U-BOLT. CARBON STEEL. STD. BERGEN PATTERSON 6510, 1/4" 83PK7939C56
DIA . 1° PIPE SIZE SIZE
U-BOLT. CARBON STEEL. STD.. BERGEN PATTERSON 6510, 3/8° $3PK79390586
DIA.. 2" PIPE SIZE 3¢43
U-BOLT. CARBON STEEL. STD.., BERGEN PATTERSON 6510, 5/8° $3PK7939058
DIA . 6* PIPE SIZE SI2€
U-BOLT. CARBON STEEL. STD.. BERGEN PATTERSON 8510: 1/4° 83PK79390586
DIA. . 172" PIPE SIZE SIZE
U-BOLT. CARBON STEEL., 1-1/2° PIPE SIZE, 3/8"-16 X 2-5/8" X S$6PCE368119
2" X 1-1/4", NO. 304 3139 MINUTE WORKING LIFE, TWO GALLON KIT. CLS202
U-BOLT. CARBON STEEL. 1-1/4" PIPE SIZE, 3/8°-16 X 2-3/4" X S86PCE368119
1-3/4°°X 1-1/8". NO. 3043T738. MINUTE WORKING LIFE, TWO GALLON KIT. CLS202
U-BOLT. CARBON STEEL., 1/2" PIPE SIZE, 3/8°-18 X 2-1/4" X S6PCE368119
1 X 1°1/4°, NO. 30437135 MINUTE WORKING LIFE, TwO OGALLON KIT. CLS202

VENDOR
MANUFACTURER FLAG
BERGEN
FOLLOWS :
BERGEN PATTERSON
FOLLOWS : .
BERGEN PATERSON PIPE SUPT v
WELDING DURING UNIT 3,
BERGEN PATERSON PIPE SUPT v
WELDJING DURING UNIT 3,
BERGEN PATERSON PIPE SUPT v
WELDING DURING UNIT 3,
BERGEN PATERSON PIPE SUPT v
WELDING DURING UNIT 3,
BERGEN PATERSON PIPE SUPT v
WELDING DURING UNIT 3,
BERGEN PATERSON PIPE SUPT v
WELDING DURING UNIT 3,
CHALLENGE SUPPLY INg v
CHALLENGE SUPPLY INS v
CHALLENGE SUPPLY INg v
CHALLENGE SUPPLY INg v
CHALLENGE SUPPLY IN% v
CHALLENGE SUPPLY INg v
GENERAL INDUSTRY SUPPLY v
GENERAL INDUSTRY SUPPLY v
GENERAL INDUSTRY SUPPLY v

PAGE 1,161

QA LVL

CYCLE
CYCLE
CYCLE
CYCLE
CYCLE

CYCLE
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

U-BOLT, CARBON STEEL. 1° PIPE SI2E, 3/8°-16 X 2-1/2° X $6PCEJ68119 GENERAL INDUSTRY SUPPLY v

1-1/2° X 1-1/4", NO. 3043737 MINUTE WORKING LIFE, TWO GALLON KIT. CLS202

U-BOLT. CARBON STEEL. 2" PIPE SIZE. 3/8--16 X 3-1/8° X 308119 GENERAL INDUSTRY SUPPLY v

2-1/2" X 1-1/4", NO. 3043T41. MIN NUTE WORKING LIFE, TWO OALLON KIT CLS202

U-BOLY. CARBON STEEL. 3/4° PIPE SIZE. 3/8"-16 X 2-1/4" X S6PCEJEBS8119 GENERAL INDUSTRY SUPPLY v

1-1/74° X 1-1/4", NO. 3043T38. MINUTE WORKING LIFE, TWO GALLON KIT. CLS202

U-BOLT, FEDERAL SPEC WW-H-171E, TYPE 2‘ CARBON $4PK3947053 CONSOLIDATED PIPE & S

STEEL. GRINNEL FIG 137, GALVANIZED, 1/4" 1° REQUEST PACKINO SLIP

U-BOLT, FEDERAL SPEC. WW-H-171E, TYPE 24. CARBON 84PK394703%3 CONSOLIDATED PIPE & SUP

STEEL. GRINNEL FIG. 137, GALVANIZED. 174° X 3/4°. REQUEST PACKING SLIP

U-BOLT. FEDERAL SPEC. -H-171E, TYPE 24, CARBON 84PK3947053 CONSOLIDATED PIPE & SUP

STEEL. GRINNEL FIG. 137, GALVANIZED. 3/8" X 1-1/72°. REQUEST PACKING SLIP

U-BOLT. FEDERAL SPEC. WW-H-171E, TYPE 24,  CARBON $4PK1947053 CONSOLIDATED PIPE & SUP

STECL. GRINNEL FIG. 137, GALVANIZED. /8" x 2°. REQUEST PACKING SLIP

U-BOLT. FEDERAL SPEC -d-171€, TYPE 24, CARBON $4PK3947053 CONSOLIDATED PIPE & v

STEEL. QGRINNEL FIG. 137, GALVANIZED. J/8° Xi-1/74° REQUEST PACKING SLIP

U-BOLT. FOR 8" PIPE, S/8° ROO $3PK3940055 SURE LOC INC v

U-BOLT. LONG TANGENT, CARBON EEL, 1 1/2° PIPE SIZE. 3/8" $7NJGI2093A BERGEN-PATTERSON

ROO D1A SEPA ATORS, FIRE RESISTANT PLYWOOD FRANE. MODEL 1HT-10001WS S, 11.5 X 24 X 24 IN

U-BOLT. LONG TANGENT, CARBON TEEL, 1° PIPE SIZE, 1/4° ROD 87NJG32093A BERGEN-PATTERSON

DIA SEPARATORS FIRE RESISTANT PLYWOOD FRAME, MODEL IHT-10001WS S, 11.5 X 24 X 24 IN
-BOLT. LONG TANGENT, 4~ PIPE SIZE, 1/2" ROD SIZE $SPCEA4S1330 CONSOLIDATED PIPE &

ERGEN PATERSON NO. 6502. OPERATIONAL OUALITY ASSURANCE
U-BOLT. STAINLESS STEEL BERGEN PATTERSON 6500, LONG $3PK7939056 CHALLENGE SUPPLY INC v
TANGENT . 3/8" DIA.. 2" PIPE SIZE 6
U-BOLT, STAINLESS STEE BERGEN PATTERSON 8500, LONG $3PK79390586 CHALLENGE SUPPLY INC v
TANGENT ~1/2° DIA.. 2-1/2° PIPE SIZE 6
U-BOLT. STAINLESS STEEL. BERGEN PATTERSON 6500, LONG $3PK7939058 CHALLENGE SUPPLY INC v
TANGENT 1/2° DIA., 3" PIPE SI1ZE ]

U-BOLT. STAINLESS STEEL. BERGEN PATTERSON 8500, LONG $3PK79390%6 CHALLENGE SUPPLY INC v
TANGENT . 1/2° DIA., 4~ PIPE S1Zt 6
U-BOLT. STAINLESS STEEL, BERGEN PATTERSON 6500, LONG $3PK7939056 CHALLENGE SUPPLY INC v
TANGENT 3/8" DIA. 1-1/2° PIPE SIZE 6



1/723/%9
DESCRIPTION

U-BOLT. STAINLESS STEEL. BERGEN PATTERSON
TANGENT: 3/8" DIA., 1-1/4" PIPE SI12E
U-BOLT. STAINLESS , BERGEN PATTERSON
TANGENT S5/8" DIA 6" PIPE SIZE
U-BOLT, STAINLESS STEEL BERGEN PATTERSON
DIA.. 1* PIPE SIZE SIZE
U-BOLT, STAINLESS STEEL BERGEN-PATTERSON
TANGENT: 1/4° DIA., 1/2" PIPE SIZE
U-BOLT, STAINLESS STEEL, BERGEN-PATTERSON
TANGENT . 1,4~ DIA 3/4" P1PE SIZE
U-BOLT, STEEL. 1 1/2 IN W/NUTS 3/8 1IN
U-BOLT., STEEL. ! 1/4 1IN, W/NUTS, 3/8 IN.
U-BOLT, STEEL. 1/2 IN, W/NUTS 1/4 IN

LOLT, STEEL. 2 IN W/NUTS 3/8 IN.
U-BOLT. STEEL., 2 1/2 IN W/NuUTS 1/2 1IN
J-BOLT, STEEL, 3 IN, W/NUTS 1/2 IN
U-BOLT. STEEL. 3 1/2 IN, W/NUTS 1/2 IN
U-BOLT. STEEL, 3/4 1IN, W/NUTS 1/4 1IN
U-BOLT, STEEL. 4 IN, W/NUTS 1/2 IN
U-BOLT. STEEL. S IN, W/NUTS 172 1IN
U-BOLT. STEEL. 6 IN., W/NUTS 1/2°
U-BOLT. 1 1/2" PIPE SIZE, I"- ROD SI

BOLTING MATERIALS: QA < 2

6500,

6500,

6500,

6500,

6500,

LONG

LONG

1/4°

LONG

LONG

WAFFER OATE VALVE 20 IN

CONTRACY
83PK79390586

83PK7939056

83PK7939058

83PK79390586

83PK79390S6

86PCE46582]

88PCE465821

86PCE465821

86PCE4685821

86PCEA4GS821

86PCEA4658° 1

86PCE46582]

86PCE46582]

86PCEA6S82])

86PCE46582])

S6PCE46582]

86PCE376388

CHALLENGE SUPPLY

CHALLENGE SUPPLY

CHALLENGE SUPPLY

CHALLENGE SUPPLY

CHALLENGE SUPPLY

MILLS

MILLS

MILLS

MILLS

MILLS

MILLS

MILLS

MILLS

MILLS

MILLS

MILLS

BASIC

MANUFACTURER

&

&

&

&

LUPTON

LUPTON

LUPTON

LUPTON

LUPTON

LUPTON

LUPTON

LUPTON

LUPTON

LUPTON

LUPTON

INC
6
INC
6
INC
6
INC
6
INC
]
SUPPLY
SUPPLY
SUPPLY
SUPPLY
SUPPLY
SUPPLY
SUPPLY
SUPPLY
SUPPLY
ILLY

SUPPLY

ENGINEERS D1V

co

co

co

co

co

co

co

co

co

co

co

VENDOR

FLAG
v

v

PAGE
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1/723/89 BOLTING MATERIALS: QA ¢ 2 1,164
VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
U-BOLT, 1 1/2" PIPE, 3/8" ROD $3PK3940055 SURE LOC INC v
U-BOLT. 1 174~ PIPE SIZE, 3/8° ROD SIZE 86PCE37682388 BASIC ENGINEERS DIV v
IN WAFFER GATE VALVE 20 IN
U-BOLT. 1/2° X 3-1/2" WITH 4 HEXAGON NUTS, IN ACCORDANCE S6PCEL1086862 BOLTS & NUTS INC v
WITH TVA STANDARD SPECIFICA-
U-BOLT. 1/2", STEEL. WITH NUTS. 1/4° 84PK3953784 CHALLENGE SUPPLY INC \)
. ALL THE ABOVE ITEMS ARE
U-BOLT, 1= PIPE SIZE, 1/4" RODSIZE 86PCE376388 BASIC ENGINEERS D1V v
IN WAFFER GATE VALVE 20 IN
U-80OLT, 2" PIPE SIZE., 3/8" RODSIZE 86PCE376388 BASIC ENGINEERS DIV v
IN WAFFER GATE VALVE 20 IN
uU-8OLT, 2" PIPE. 3/8‘ ROD, EYE BOLT, THREADED WITH SHOULDER 83PK3930901 CHALLENGE SUPPLY INC
PATTERN WITH SHOULDER PATTERN NICHOLSON
U-BOLT. 3-1/2". STEEL. WITH NUTS 1/2° 84PK3953784 CHALLENGE SUPPLY INC v
. ALL THE ABOVE ITEMS ARE
U-BOLT, 3/4", ASTM AS76, GRADE 1030, WITH FOUR HEX 85PK34512862 CONSOLIDATED PIPE & SUP v
NUTS. GRINNEL FIG. #1375,
U-BOLT. 3/4", STEEL, WITH NUTS 1/4° 84PKI953784 CHALLENGE SUPPLY
. THE ABOVE ITEMS ARE
U-BOLT, 3" PIPE. 1/2" ROD * 86PCE37476901 VICTORY BOLT v
-BOLT. S/18 IN 2 INCH CENTER TO CENTER, PEE38057 BOLTS & NUTS INC (¥]
-1/2 INCH LONG LEGS WITH 1-1/2 INCH LONG, LEGS NITH 1-1/72 INCH THREADS, THROAT TO BE SQUARE TO
U-BOLT, S5/16 INCH, 4-1/2 INCH CENTER TO CENTER, 89PEE38057C BOLTS & NUTS
3-1/2 INCH LONG, LEGS WITH 1-1/2 INCH THREADS, THROAT TO BE SQUARE TO ADDLE 4 INCH WIDE FLAT
U-BOLT. 5", STEEL. WITH NUTS 1/72° 84PK3953784 CHALLENGE SUPPLY
. ALL THE ABOVE ITEMS ARE
U-BOLT. 6. STEEL., WITH NUTS 9/16" 84PK3953784 CHALLENGE SUPPLY INC v
: ALL THE ABOVE ITEMS ARE
U-EOLTS WITH 4 NUTS EACH. BASIC ENGINEERS FIGURE BE1Ol 84PK395061101 HAJOCA CORPORATION

OR EQUAL. CARBON STEEL. FOR
-8OL

STAINLESS STEEL

14-INCH PIPE

X 174" THREAD SIZE.
C OCIDOLITE INSULATION

87PCB32872A

WITH NON-COMBUSTI

LTS. ASTM A307, THREAOED

FERGUSON ENTERPRISES INC

BLE ADHESIVE COLD WATER, STEAM, PETROLEUM
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
U-BOLTS, 5/18 INCH DIAMETER, FOR SQUARE  88PCG37479C SHOALS FASTENER SUPPLY o
TUBE. 2 INCH CENTER TO CENTER.3-1/2 INCH LONG LEGS WITH 1-1/2 INCH THREADS ON BOTH LEGS, CADMIUM COATED
-BOLTS, CARBON STEEL LONG  TANGENT, BLACK 8SNNQ4AST66A BERGEN PATERSON
PIPE SIZe 3/4 IN ANSI Bis . 21.1, 0.2%5 IN. (100 PER BOX) DISC NOT ACCEPTABLE)
U-BOLTS. FABRICATED USING i/2° ROUND 3AR AS SHOWN 86! SE736165 DANNER STEEL INC v
ON THE ATTACHED DRAWINGS. TWO GROOVES ON INSIDE)- GASKETS FOR USE WITH 200 PSI PIPE.
U-BOLTS. SIZE 174" X 2". 86PBBAGALAT BASIC PIPE & SUPPLY CO v ;.
U-BOLTS. STAINLESS STEEL WITH NUTS, SIZE 1/2" PIPE 84PK3959213 NOLAND COMPANY v v
& A364TB2SN, 7.6840 RPM 90-80 X 3/32* 1-84 X 1/4°
U-BOLTS. STAINLESS STEEL, BERGEN-PATTERSON 6510, 1/2" 83PK7939056 CHALLENGE SUPPLY INC v .
DIA ., 2-1/2" PIPE SIZE ) 6 :
U-BOLTS., STAINLESS STEEL, BERGEN-PATTERSON 6510, 1/2" 83PK7939058 CHALLENGE SUPPLY INC v 1
DIA.. 3" PIPE SIZSE ) ¢
U-BOLTS. STAINLESS STEEL. BERGEN -PATTERSON 6510, 1/2" 83PX7938056 CHALLENGE SUPPLY INC v
DIA . 4* PIPE SIZE ) 6
U-BOLTS, STAINLESS STEEL. BERGEN-PATTERSON 6510, 1/2° 83PK7939056 CHALLENGE SUPPLY INC v
DIA . 6% PIPE SIZE ) 6
U-BOLTS. STAINLESS STEEL, BERGEN-PATTERSON 6510, 1/4" 82PK7939056 CHALLENGE SUPPLY INC v
DIA. . PIPE SIZE 1" ) 6 :
U-BOLTS. STAINLESS STEEL, BERGEN-PATTERSON 6510, 1/4" 83PK7939056 CHALLENGE SUPPLY INC v IE
DIA . PIPE SIZE 3/4" .) 6 4
U-BOLTS. STAINLESS STEEL, BERGEN-PATTERSON 6510, 3/8" 83PK7939058 CHALLENGE SUPPLY INC v >
DIA.. 1-1/2" PIPE SIZE ) 6 i
U-BOLTS. STAINLESS STEEL, BERGEN-PATTERSON 6510, 3/8" 83PK7939056 CHALLENGE SUPPLY INC v ;
DIA. . 2" PIPE SIZE ) 6 :
U-BOLTS. STAINLESS STEEL. BERGEN-PATTERSON 6510: 1/4" 83PK7939056 CHALLENGE SUPPLY INC v
DIAMETER, PIPE SIZE 1/2- ) 6 )
U-BOLTS, STAINLESS STEEL. 3/8% X 3" 87NCE35049A BOLTS & NUTS () '
DEG F.C/W CLAMP SOUNDSTRAND SOSN260A282-001 ouoreo 975-0568- oox
U-BOLTS. STEEL. 1 IN, W/NUTS 1/4 IN. 86PCEA65821 MILLS & LUPTON SUPPLY CO v
U-BOLTS, STEEL. 2" AE 038X 87FCE206709 B & B BOLT & SCREW CO INC v




1723789 BOLTING MATERIALS: QA < 2 P
VENDO
DESCRIPTION CONTRACT MANUFACTURER LAG
U-BOLTS. 2T-55165. STYLE 26, 1-1/4" DIA. BY 12°', 9-1/2° 85PX2450011 COMBUSTION ENGINEERING v
DEVELOPED LENGTH WITH 4 HEX
U-DRIVE SCREWS. 1/8" DIA, 3/16" LG, 100 PER BOX 84PK33478605 METAL FASTENER SUPPLY CO v
86 X 3/16 (MAX DIA. .140),
U-DRIVE SCREWS., 1/8" DIA, 1/4"LG. 100 PER BOX 84PK3347605 METAL FASTENER SUPPLY CO v
#6 X 1/4 (Mf DIA. 140),
U-DRIVE SCREWS. i/8" DIA, 3/8"LG, 100 PER BOX 84PK3347605 METAL FASTENER SUPPLY CO v
06 X 3/8 (MAX DIA. .140)
ULTRA-SOCKET, PRODUCT NO. 44007 8SKCE735678 REVERE PRODUCTS CORP v
EXTRACTOR FOR LIGHT EQUIPMENT SHOP UGE .
UNDERCUT ANCHOR BOLT, 1-1/4" X 32", TO BE MAXIBOLT 88KCE745154 DRILLCO EQPT COMPANY INC v
NO MB-1250-32-27-PW, AS MANUFACTURED BY DRILLCO DEVICES LTD., OR EQUAL
UNDERCUT ANCHOR BOLT, S5/8° DIAMETER X 12° OVERALL 88KCE745092 ORILLCO DEVICES LTD
LENGTH WITH A 8- SLEEVE LENGTHTO BE MAXIBOLT NO. MB-625-12-8, AS MANUFACTURED BY DRILLCO DEVICES LTD
UNDERCUT ANCHOR BOLT., 5/8" DIAMETER X 12" OVERALL LENGTH 88KCE745092 DRILLCO DEVICES LTD v
WITH A 8- SLEEVE LENGTH TO BE MAXIBOLT NO. MB-625-12-6, AS MANUFACTURED BY DRILLCO DEVICES, LTD. OR EQUAL.
UNDERCUT ANCHOR BOLT, S5/8" DIAMETER X 12" OVERALL 88KCE745092 ODRILLCO DEVICES LTD
LENGTH WITH A 9-1/2" SLEEVE LENGTH TO BE MAXIBOLT NO. MB-625-13-9-1/2, AS MANUFACTURED BY DRILLCO
UNDERCUT ANCHOR BOLT. 5/%" OIAMETE® X 14" OVERALL 88KCE745082 DRILLCO DEVICES LTD
LENGTH WITH A 6" SLEEVE LENGTH TO BE MAXIBOLT NO. MB-625-14-6. AS MANUFACTURED BY ORILLCO DEVICES LTD
UNDERCUT ANCHOR BOLT. 5/8° DIAMETER X 9° OVERA 8$8KCE745092 DRILLCO DEVICES LTD
LENGTH WITH A 6 SLEEVE LENGTH TO BE MAXIBOLT NO. MB -625-9-6AS MANUFACTURED BY DRILLCO DEVICES LTD., OR EQUAL.
UNDERCUTTING TOOL INSERT BLADES, DRILLCO PN 88NJD34915B DRILLCO DEVICES LTD v

MBI-625

UNDERCUTTING TOOL TO BE
MANUFACTURED BY DRILLCO

UNDERCUTTING TOOL. S5/8°
UNION. 1-1/8" CU TO CU,
1 1/8 SWEAT COPPER UNION

UNIONS. COPPER TO COPPER,
SIZE 1"

UNISTRUT NUTS, (WITHOUT

FOR REPLACING 5/8" SSD

MBTB-1250-16-26-WC AS
EQUIPMENT CO.

DRILLCO PN MBTB--625-8-12-WC
FOR REPLACING S5/8" SSD

SOLDER JOINT
PER BX)

WROUGHT COPPER SOLDER JOINT,

SPRING), SIZE: 16

GE RECORDER

3/8° -

ANCHORS WITH 5/8" “MAXI-BOLT" ANCHORS

87KCB744937 ORILLCO DEVICES LTD
BEAM GUARDRAIL ON THE GREAT FALLS POWERHOUSE ACCESS ROAD
88NJD349158 DRILLCO DEVICES LTD v
ANCHORS WITH §/8" "MAXI-BOLT" ANCHORS
8$SPCE36064303 LEINARTS INCORPORATED v
HESE CERAMIC BLOCKS WILL
84PK3948791 CAMBRIDGE LEE
RUBBER SCREEN PANEL FOR THE FEED END. 94" WIDE
87NLGAS4STA UNISTRUT CORPORATION
L & N 12 POINT RECORDER REVISION R. NAMCO P/N:

AGE 1,168

QA LVL

BE
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DESCRIPTION
UNISTRUT NUTS, 1/4°,  P/N UNAVATLABLE.
UNISTRUT STRAP, 1/2" EMT 88B-420L
UNISTRUT STRAP, 1" EMT BBB-442Y
UNISTRUT STRAP, 3/4" EMT BBK-7248
UNISTRUT. 1-5/8" B-22-SH

UNIVERSAL NUT AND PLASTIC SLEEVE ASSY 1/4" OD TUBE,

UPPER ARM

BOLTING MATERIALS: QA < 2

#50S53K11

TIONAL QUALITY ASSURANCE LVEL III IS REQUIRED.

ADDITIONAL YEAR. TVA DOES
UPPER BEVEL GEAR, ZAE K3/682, NR.7, PN60-1008A-049A
(COMES WITH P/N 60-1008A-056, NUT)
V PACKIWNG FOR PLUNGER

NITROGEN GAS INPUT
VACUUM BREAKER REPAIR KITS CONSISTING OF: BR-78 BRASS
WASHER., PN 6369, MFG. NO. F3;
VALVE WRENCH, GEARENCH 8W10
VALVE WRENCH, GEARENCH 8wwl2
VALVE WRENCH, GEARENCH 8&Vw3
VALVE WRENCH, GEARENCH, #WO
VALVE., GATE, 2-INCH, SOCKET, GLUE TYPE, PV

WHEELS FOR BENCH GRINDER
VALVE, P/N 4897 (7385)

NORZON III, NORTON
VALVE. 1/° IN BALL, FOR EYE HASHERS SPEAKMAN C#. .OG RP-7

15808999, SIZE . /2S, DIA.

PAGE 1,167
VENDO
CONTRACT MANUFACTURER FLAG QA LVL
84PK2956307 B-LINE
UNISTRUT NUTS, 3/8" NO. P10OO8.CONEL AND 318 SS; MUST BE COM-
88KCE24135A -LINE
PT OF MANUF- ADDISON ILL 16 HR/ YR
88KCE24135A LINE
PT OF MANUF- ADDISON ILL 16 HR/ YR
88KCE24135A B-LINE
PT OF MANUF- HIGHLAND 18 HR/ YR
8SPN1973128 RAMSEY ELECTRIC SUPPLY v
83PK7935214 CHALLENGE SUPPLY INC v
THIS CLASSIFICATION IS FOR TVA INTERNAL US
8SPWD969093 ARCAIR COMPANY 0
NOT GUARANTEE TO PURCHASE ANY MAXIMUM OR MINIMUM QUANTITY.
87KJS742866 TAPROGGE AMERICA CORP v
RADIUS. PARKER EXACTOL MODEL NO. 412, FOR TUBING
87NJR382648 F. E. MYER
SIZE 171, TYPE VS, CLASS 2, SERIAL 73-171F-28, ORDER
84PKS860766 WHOLESALE PLUMBING & ELEC v
88PGE359637 GEARENCH INC v
86PGE359637 GEARENCH INC v
86PGE359637 GEARENCH INC v
86PGE359637 GEARENCH INC v
85PK3971452 P V F SUPPLY COMPANY INC v
LOCATED IN FAB SHOP .
88KCG03337A FINN CORPORATION
P/N K1-115-038 ANCHORS SHALL BE ASTM Al108

83PK6337568
8 IN,

CO.
TYPE SPL, GPM 1800, SN SP-492632

SPEAKMAN
QUOTING
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BOLTING MATERIALS: QA < 2 PAGE 1,188
VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

VHF HELIC*. RUBBERFLEX ANTENNA 87KRE13648A UNIDEN CORP OF AMERICA v

N PART NO. AND/OR DESCRIPTIONS RELEASE TITLE TO TVA UPON RECEIPT OF
VICTUALIC COUPLING BOLTS, 3/4" X 4-1/4" OVAL HEAD WITH 8$SPK4966492 HENRY A PETTER SUPPLY CO v
NUT FOR 5= COUPLING #13050.
VINYL COMPOSITION TILE, KENTILE "AVANTE", NO. 612 85PK3451036 COLLINS SUPPLY INC v
BERGAMS GRAY, KENTILE NO.
VINYL FLAPPER, CLOSET 8019596 87KCF209255 RADIATOR SPECIALITY

121 CARBORUNDUM.
VISABLE DETECTOR FILTER 410 MM WAVE LENGTH 88NTE350318 DIONEX

L8 BTL 1/4 LB (6/PK)
VISABLE DETECTOR FILTER S20 MM WAVE LENGTH 88NTE350318 DIONEX

LB BTL 1/4 L8 (6/PK)
VISABLE DETECTOR FILTER 440 MMWAVE LENGTH 88NTE350318 DIONEX

L8 BTL 1/4 LB (6/PK)
VOLT. 7/8" - 9 UNC 2A 3-1/2" LONG, STAINLESS STEEL ALLOY 85PK3970316 BOLTS & NUTS INC v
188 304P, MINIMUM TENSILE 120,000. PACKAGING. SAFETY SHOES, 20°' NOMINAL
WAHER. FLAT #14L 84PKB953772 SOUTHEASTERN BOLT & SCREW 0

LENGTH 3/4" W/SPECIAL FEATURE #84- . = P/N JF20-3 @ 7.05 EA.
WAMSER, FLAT, 5/8° CARBON STEEL, ZINC PLATED 84PK3953844 METAL FASTENER SUPPLY CO

TION WW-H-1710 OPERATIONAL QUALITY ASSURANCE
WAHSER, 1-3/8" ROUND, WITH 9/16~" HOLE, IN ACCORDANCE WITH 8SPRD10862001 TVA
TVA STANDARD SPECIFICATION 54.063, REVISED 5-20-76. 6-1-81. ACCEPTABLE ON BOLT 15" OR
WALL ANGLE 84PK395910902 DIAMOND BLDG SUPPLY v
WARNER BALL BEARING SCREW RLOBOS-12-F-A-4-D-X SS8KCE14442A ELECTRIC MOTOR SLS & SUP v

PROP. (PRICE REFLECTS DIFFERENCE)
WARNER BALL BEARING SCREW R0605-12-F-A-D-4-X S8KCE14442A ELECTRIC MOTOR SLS & SUP v

PROP. (PRICE REFLECTS DIFFERENCE)
WARNER BALL BEARING SCREW R0O705-24-F-0-D-D-X SS8KCE14442A ELECTRIC MOTOR SLS & SUP v

PROP. (PRICE REFLECTS DIFFERENCE)
WASHER S87PCGA4049A MOTOROLA

CLOTH. .037" THICK, PACKED SO YARDS PER ROLL. 38~ HIGH, MODEL PA4SH30XDTS30,
WASHER 83PHNA4234A KRAUTKRAMER

GAUGES 0-100 PSI, (2) GA-125 GAUGE ADAPTOR, (1) T-220 & (1) T-125 1 INCH DIAL FACE
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DESCRIPTION

WASHER ASTM F844. 0.187 IN NOMINAL,
0.562 OD X 0.25 IN X 0.046 IN,GRADE I, TYPE A, CLASS A,
WASHER ASTM F844, 0.5 IN NOMINAL,
0.562 IN ID X 1.375 IN OD X 0.109 IN THK, TYPE A
WASHER BELLVILLE, STEEL, 1-1/2 OD X
0.14" THK. 3000% CAPACITY, THE SOLON MFGR CO
WASHER BELLVILLE, STEEL, 1-1/2 0D X
0.14" THK, 30008 CAPACITY, THE SOLON MFGR CO
WASHER BRASS, FOR LEEDS AND NORTHRUP
RECORDER BOILERS, S TO 9 (47)
WASHER BRASS. FOR LEEDS AND NORTHRUP
RECORDER MICROMAX
WASHER BRASS, FOR LEEDS AND NORTHRUP
RECORDER NORTHRUP RECORDER
WASHER BRASS, FOR LEEDS AND NORTHRUP
RECORDER RECORDER
WASHER BRASS. FOR LEEDS AND NORTHRUP
RECORDER TEMPERATURE RECORDER
WASHER CARBON STEEL, SIZE .19 IN,
ZINC PLATED, REGULAR NO 10, HELICAL SPRING, ANSI
WASHER CUP, FOR GE CONTACTOR
CR2800-1137W17-17
WASHER FLAT, PLAIN STL, ROUND
(NONHEAT-TREATED). 1 LB BOX
WASHER FLAT, PLAIN STL, ROUND
(NONHEAT-TREATED), 1 LB BOX
WASHER FLAT, PLAIN STL., ROUND
(NONHEAT-TREATED), 1 LB BOX
WASHER FLAT, PLAIN STL., ROUND
(NONHEAT-TREATED). 1 LB BOX
WASHER FLAT, PLAIN STL. ROUND
(NONHEAT-TREATED), 1 LB BOX
WASHER FLAT, PLAIN ST ROU
(NONHEAT-TREATED), 1 LB B8OX X 0.187 IN THI

BOLTING MATERIALS: QA ¢ 2

CONTRACT

88NNT356848B
PLAIN FINISH

SBNNTJSSGIB
CONTRA

86PCE990187
IN
84PK3904278
/21IN
926617

RD
36543153, (47)

RD 972245
EOGE

RD 911641
2-56 1/8 IN

RD 939220
HZ, 18,000 V,

RD 926544
1-4 (47)

88NNT356848
18.21.1

81PN331029201

84PK3904051

84PK3908647

85PK39768209

85PK3980480

8SPK3981747

VENDOR

MANUFACTURER FLAG

APT '
A, CLASS A

APT

SOLON MANUFACTURING CO

SOLON MANUFACTURING CO
COAL VIBRATING SCREEN

L&N

TYPE 86-RF, 001.250 IN,
L&N

PER FOOT
L&N

FOR 135,000 KW TURBINE.

LEEDS & NORTHRUP COMPANY

PAGE
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QA LVL

,000 Kw, HYDROGEN COOLED,

L&N

TERMINALS, FOR ANALYZER, MODEL

KANEBRIDGE CORP.

LEWIS ELECTRIC SUPPLY CO v
RIBSCO INC v
BOLTS & NUTS INC v
VICTORY BOLT v
VICTORY BOLT v
BOLTS & NUTS INC v

COMMON ITEM SEVERAL MFRS

L, ND RD 90907S
CK X 240 IN LONGSHAPE STYLE E-2 ANGLE, 90

3
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

WASHER FLAT. PLAIN STL, ROUND 8SPCD986004 ATLAS SCREW

{NONHEAT-TREATED), 1 LB BOX 7/16 IN FED SPEC HH-I1-523, TYPE 1 2 X 24 X 48 IN

WASHER FOR LOCAL POWER RANGE 81PN5298360 GENERAL ELECTRIC CO v

MONITOR, SOURCE RANGE MONITOR

WASHER LOCK, SPRING CARBON STL, 100 84PK3906971 SURE LOC INC v

PER BOX

WASHER LOCK. SPRING CARBON STL, 100 8SPK1977492 CHALLENGE SUPPLY INC v

PER BOX

gggHgg LOCK, SPRING CARBON STL, 100 85PK3912801 CHALLENGE SUPPLY INC v 0
X

WASHER LOCK, SPRING CARBON STL, 100 RD 889058 COMMON ITEM-SEVERAL MFRS

PER BOX . LP UNIT SN 170 X

WASHER LOCK, SPRING CARBON STL, 100 RD 889058 COMMON ITEM-SEVERAL MFRS

PER BOX ., LP UNIT SN 170 X

WASHER LOCK. SPRING CARBON STL, 100 RD 809102 COMMON ITEM-SEVERAL MFRS

PER BOX RAYMOND MOD 743RPS BOWL MILL CABINET ASSEMBLY, DWG D-386- 830-0, ON BOILER, UNIT 8 (37)

WASHER LOCK, SPRING CARBON STL, 100 RD 909075 COMMON ITEM-SEVERAL MFRS

PER BOX X 0.i87 IN THICK X 240 IN LONGSHAPE STYLE E-2 ANGLE, 90 DEGREE

WASHER LOCK, SPRING CARBON STL, 100 85PK3919823 MELLOWS - LOCKWASHERS

PER BOX 3/8 IN

WASHER LOCK, SPRING CARBON STL, 100 86PCB806301 COMMON ITEM-SEVERAL MFRS

PER BOX 3/8 IN ODRIVE STYLE SLOT, 100 PER BOX

WASHER LOCK, SPRING CARBON STL, 100 87PCBS0526A COMMON ITEM-SEVERAL MFRS o]

PER BOX 3/8 IN ORIVE STYLE SLOT, 100 PER B8OX

WASHER LOCK, SPRING CARBON STL, 100 85PCF9820€6 COMMON ITEM-SEVERAL MFRS

PER BOX 3/8 IN NUTTING #C32-05-1068 OR EQUAL.

WASHER LOCK, SPRING CARBON STL, 100 86PCES94173 COMMON ITEM-SEVERAL MFRS

PER BOX 3/8 IN 21.002, 1000 FT REEL

WASHER LOCK, SPRING CARBON STL, 100 RO 927145 COMMON ITEM-SEVERAL MFRS

PER BOX 3/8 IN 4-1601-1S THREADED INTERNAL PLAIN, ENO

WASHER LOCK. SPRING STEEL, SPLIT, RD 923271 RIBSCO INC v

RD. BLK, 100 PER BOX

WASHER LOCK. SPRING STEEL, SPLIT, 84PK3811121 SURE LOC INC v

RD. BLK. 100 PER BOX
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

WASHER LOCK, SPRING STEEL, SPLIT, 09075 COMMON ITEM- SEV'RAL MFRS
RD. BLK. 100 PER BOX X 0.187 IN THICK X 240 IN LONGSHAPE STYLE E-2 ANGLE, 90 DEGREE
WASHER LOCK, SPRING STEEL, SPLIT, 87PCD809222 WROUGHT VASHERS
RD. BLK. 100 PER BOX 1/2 1IN SAE J429, APPROX 100 PER
WASHER LOCK, SPRING STEEL, SPLIT, 85PHD98521401 COMMON TTEM-SEVERAL MFRS
RD. BLK, 100 PER BOX 1/2 1IN TURN, WITH 2 SNAP ACTION SWITCHES, 125/250 VOLTS, 15/30
WASHER LOCK, SPRING STEEL, SPLIT, 86PCD377903 WROUGHT WASHER
RD, BLK, 100 PER BOX 1/2 1IN BY TVA CLASS A&B
WASHER LOCK, SPRING STEEL, SPLIT, RD 927213 COMMON ITEM-SEVERAL MFRS
RD, BLK, 100 PER BOX 1/2 1IN SN 562337 1000 VAC
WASHER LOCK, SPRING STEEL, SPLIT, 86PCE994173 COMMON ITEM-SEVERAL MFRS
RD. BLK. 100 PER BOX 172 IN 21.002, 1000 FT REEL
gASHER LOCK, SPRING STL, SPLIT, RD, RD 800469 DETROIT BOLT & NUT CO DIV v

LK
WASHER LOCK, STEEL, CLASS A, STYLE 84PK3905285 BOLTS & NUTS INC v
II. 100 PER BOX
WASHER LOCK. STEEL. CLASS A, STYLE 86PCE994173 COMMON ITEM-SEVERAL MFRS
II. 100 PER BOX S/16 IN 21.002, 1000 FT REEL
WASHER PIN, FOR USE WITH MELAMINE 84PN8343308 - WESTINGHOUSE ELEC CORP
ALIGNING PIN NO 12SA778H02. FOR DE-ION GRIDS OF 161-KV TYPE GM-5 OIL CIRCUIT BREAKER 100V LAMP, ALL 80 HZ EXC:PT
:SSHER RD. FLAT, BLK STL, 1 LB PER 84PK3906971 SURE LOC INC v

X
KSSHER RD, FLAT, BLK STL, 1 LB PER 85PKS920989 VICTORY BOLT v

X
WASHER RD, FLAT, BLK STL, 1 PER 075 COMMON ITEM-SEVERAL MFRS
B8OX X 0.187 IN THICK X 240 IN LONGSHAPE STYLE E-2 ANGLE, 90 DEGREE
WASHER RD, FLAT, BLK STL, 1 LB PER 85PWES8469002 COMMON ITEM-SEVERAL MFRS
BOX $/16 IN #1218 M HIGH SPEED STEEL RATCHET, HINGE HANDLE, 3 IN
WASHER RD, FLAT, BLK STL, 1 LB PER 886PCB806301 COMMON ITEM-SEVERAL MFRS
BOX 5/16 1IN DRIVE STYLE SLOT, 100 PER BOX
WASHER RD., FLAT, BLK STL, 1 LB PER RD 927213 COMMON ITEM-SEVERAL MFRS
8OX S/716 IN SN 562337 1000 VAC
WASHER RD, STNLS STEEL, BELLEVILLE 84PK4396729 CHALLENGE SUPPLY INC
SPRING. 17-7 STAINLESS STEEL, DI-CHROMATE SEALED, FOR 1/2 IN BOLT, 1-1/4 IN DISH POINT, .25 IN DOSSERT, BHIIZA
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

WASHER RD., STNLS STEEL, BELLEVILLE 86PCB99344201 CHALLENGE SUPPLY INC

SPRING. 410 CADIUM PLATED, DI-CHROMATE SEALED, FOR 1/2 IN BOLT, 1-17/4 IN DISH POINT, .25 IN DOSSERT, BWIIZA
WASHER RETAINING(SPECIAL).STEEL,6.500 85PK4919861 MAXITROL CO v

oD X 1.000 IN. ID.FOR 8 IN.,
WASHER ROUND, CARBON STEEL, NOMINAL 88NNT356848 MSL STAMPING 3
0. 437 1.25 OD X 0.5 ID X O0.078IN THK. ASTM F844, GRADE I, TYPE A, CLASS A, PLAIN A, CLASS A
WASHER ROUND CARBON STEEL PLAIN, 88NNT356848B MSL STAMPING 3
NOMINAL 0. 375 IN, 1.0 IN OD X 4375 IN ID X 07813 IN THK, ASTM F844, GRADE I, TYPE A, CLASS A
WASHER ROUND, HOT DIPPED GALVANIZED, 84PK7905894 VINSON INDUSTRIAL PDTS v
CUT. 14 GAUGE, 1 IN OD, 0.437
WASHER SET C/0 32 FLAT WASHERS, ITEM RD 760081 WESTINGHOUSE ELEC CORF v

8. DWG SH180. 32 CONCAVE
WASHER SET C/0 32 FLAT WASHERS, ITEM RO 760081 WESTINGHOUSE ELEC CORP v

8. DWG 9H180, 32 CONCAVE
WASHER SQUARE, STEEL. W/HOLE CENTER RO 899317 BABCOCK & WILCOX COMPANY v

TAPPED FOR 3/8 NC STUD ON
WASHER SQUARE , STEEL, W/HOLE CENTER RD 926980 BABCOCK & WILCOX COMPANY v

TAPPED FOR 3/8 NC STUD ON
WASHER $SD-257716. STEEL. FOR RD 903636 BABCOCK & WILCOX COMPANY v

BABCOCK AND WILCOX RB-163 AND

WASHER STAT-O-SEAL SEALING, STEEL 87PJR380792 PARKER SEAL

RETAINER. CADMIUM PLATE FINISH NITRILE BUNA N CMPD RUBBER, FOR FERRANTI TRANSFORMER 18. MAIN 500-KV
WASHE STEEL, FOR 4-WAY ELECTRIC 83PK2887819 ABERNATHY-THOMAS ENGG CO v

VALVE VILCRNX1

WASHER TEFLON RD 886065 ALLEN-SHERMAN-HOFF CO

02.62 X 01.62 IN 2-5/8Xx1-5/81IN AT 675 FT HEAD, S/N
WASHER TEFLON, FOR MODEL MVS524B, P/N 84PM29068421 MAROTTA SCIENTIFIC CNTRLS v
2112337-006 MAROTTA

WASHER TEFLON, FOR 8 IN AIR LOCK RO 908283 ALLEN-SHERMAN-HOFF CO v

VALVE., 5.5 CU/FT, ASSY

WASHER TEFLON, 0.500 X 0.250 X 1.750 RD 902258 BRANDEIS MACHINERY & SUP v

IN., FOR COAL SCRAPPER GEAR BOX

WAS FLON, 0.500 X 0.250 X 86PWB998041 WABCO

IN, FOR COAL SCRAPPER GEAR BOXMOOEL VZZZO7 ON WABCO TRACTORBMIZP AND/OR TRACTOR MODEL 333F,
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL

WASHER TEFLON, 0.500 X 0.250 X 1.7S0 RD 935087 WABCO

IN. FOR COAL SCRAPPER GEAR BOXMODEL VZ2207., ON WABCO TRACTOR1O IN LG UPLINGS

WASHER TUFTING, MONEL OR STNLS 83PK4885495 SOUTHERN COMFORT INSUL v

STEEL. W/2 HOLES Y-PATTERN

WASHER 136 X .250 X .020 FAB SST 88NTE350318 DIONEX
LB BTL 1/4 LB (6/PK)

WASHER - 3/4" NOMINAL. PLAIN ROUND (TY?E A) 18-8 STAINLESS 84PK3947513 SOUTHEASTERN BOLT & SCREW v

STEEL. GRADE 1., CLASS B, CONFORMIN3 TO FED. SPEC FF-W-928 WHEEL AND SWIVEL.

WASHER #2154-2062-165 83PK3929313 ASEA INC
MCMASTER CARR NO. 4239A14 OR EQUAL. MERCER NICHOLSON

WASHER “0" RING. PN 700-662 84P29936396 DRESSER CRANE v

1975, AS FOLLOWS: NUT, SELF LOCKING, PN 700-631 E AT 90 PSI, SELF CLOSING THRO

WASHER FOR GUARD ROD PROTECTOR, ITEM TO FIT 85PK3962439 JERGUSON GAGE & VALVE v

JERGUSON VALVE 856 AND/OR

WASHER HEAD BOLT. (100 PER CASE)., SIZE 1/4"-20 X 1-1/4" 87PCE32402B WEBCO SUPPLY, INC. 0}
IN ITEM 84 OF THIS REQUISITION. 4 SECTIONS OF 9" 0D

WASHER HEAD BOLT, (100 PER CASE). SIZE: 1/47-20 X 1-1/2" 87PCE324028 WEBCO SUPPLY, INC. 0
IN ITEM 84 OF TMIS REQUISITION. 4 SECTIONS OF 9" 0D

WASHER HEAD BOLT. (100 PER CASE%. SIZE: 1/4"-20 X 1/2" 87PCE324028B WEBCO SUPPLY, INC. 0
IN ITEM ¢4 OF THIS REQUISITION. 4 SECTIONS OF 8" OD

WASHER HEAD BOLT. 100 PER CASESIZE 3/8"-16 X 1/2° 87PCE32402B WEBCO SUPPLY, INC. ()
IN ITEM 84 OF THIS REQUISITION. 4 SECTIONS OF 8" OD

WASHER 4EAD BOLT. 100 PER CASESIZE 3/8"-16 X 3/4°" 87PCE32402B WEBCO SUPPLY, INC. 0
IN ITEM #4 OF THIS REQUISITION. 4 SECTIONS OF 9~ 0D

WASHER HEAD BOLT, 100 PER CASESIZE S/8- 16 X 1 1/2 87PCE324028 WEBCO SUPPLY. INC. 0
IN ITEM 84 OF THIS REMISITION. 4 SECTIONS OF 8 00

WASHER HEAD BOLT, 100 PER CASESIZE 5/8-16 X 1 87PCE324028B WEBCO SUPPLY, INC. 0
IN ITEM #4 OF THIS REQUISITION. 4 SECTIONS OF 9~ 0D

WASHER HEAD BOLT. 100 PER CASESIZE 5/8-16 X 1 1/4 87PCE324028 WEBCO SUPPLY, INC. 0
IN ITEM 84 OF THIS REQUISITION. 4 ' SECTIONS OF 9" OD

WASHER HEAD BOLT., 100 PER CASESIZE: 1/2"-13 X 1-1/2" 87PCE324028B WEBCO SUPPLY, INC. 0
IN ITEM #4 OF THIS REQUISITION. 4 SECTIONS OF 9= 0D

WASHER HEAD BOLT, 100 PER CASESIZE: 1/2"-13 X 1-1/4" 87PCE324028B WEBCO SUPPLY, INC. 0
IN ITEM 84 OF THIS REQUISITION. 4 'SECTIONS OF 9~ 00




1/23/89

BOLTING MATERIALS: QA < 2

DESCRIPTION
WASHER HEAD BOLT. 100 PER CASESIZE: 1/2°-13 X 1/2
IN ITEM 84 OF THIS
WASHER HEAD BOLT., 100 PER CASESIZE 1/2'-13 X 1°
IN ITEM 84 OF THIS
WASHER HEAD BOLT. 100 PER CASESIZE: 1/2"-13 X 3/4°
IN ITEM 84 OF THIS
WASHER HEAD BOLT., 100 PER CASESIZE: 3/8"-16 X 1-1/2°
IN ITEM 84 OF THIS
WASHER HEAD BOLT. 100 PER CASESIZE: 3/8"-16 X 1-1/4°
IN ITEM 84 OF THIS
WASHER HEAD BOLT. 100 PER CASESIZE: 3/8"-18 X 1°
IN ITEM #4 OF THIS
WASHER HEAD BOLT. 100 PER CASESIZE: S/8-16 X _3/4
IN ITEM 84 OF THIS
WASHER HEAD BOLTS (100 PER CASE%, SIZE 1/4'-20 X 1-
IN ITEM 84 OF THIS
WASHER HEAD BOLTS (100 PER CASE). SIZE 1/4'-20 X 3/4°
IN ITEM #4 OF TH
WASHER HEAD BOLTS (100 PER CASE). SIZE: 5/8- lG X 1/2
IN ITEM #4 OF THI
WASHER HOOKS, STAINLESS STEEL.2 HOLE
4-HS-8D
WASHER LOCK., HELICAL SPRING REGULAR MEDIUM CARBON STEEL
PLAIN FINISH. ANSI B18.21.1, BOLT SIZE 1 3/4°
WASHER S.§. 2-1/2" X 2-1/2" X 1/32 §.§.5S.C. 250-10-1
WASHER SET, SPHERICAL ALLOY STEEL AISI 4140 (SAE)
G41400, SIZE 1.25 IN, 2 PER SET.FOR REACTOR BUILDING
WASHER SET SPHERICAL STEEL, 0.75 IN
PILOT OPERATED, SIZE 6 X 10
WASHER. .S00 IN., FLAT PLATE STEEL .500 IN., ASTM A36,
1 750 SQ X .250 IN. THK, .5625 HOLE
WASHER, (FLAT) PLAIN. ROUND, CARBON STEEL,
ASTM F-844. NOMINAL BOLT SIZE 0.164 IN. TYPE A,

CONTRACT

87PCE324028B
REQUISITION.

87PCE324028B
REQUISITION.

87PCE324028B
REQUISITION.

£324028
TION.
€

o =HOo
N M-
m mu

SNJE33
FILTER CELL 24

§SFCF737466
88NNR355288
ACCESS HATCHES
84P69354114

IN, DWG 67F-004

88NJE49696A
SIZE WITH 1 IN

88NNR357598B
0.188 IN.

ID. X 0.438 IN.

MANUFACTURER

wEBCO
4

WEBCO SUPPLY

WEBCO SUPPLY

WEBCO SUPPLY

WEBCO SUPPLY

WEBCO

WEBCO

WEBCO SUPPLY

4

WEBCO
4

WEBCO SUPPLY,

SUPPLY,
. _INC.

4 SECTIONS
. _INC.

4 SECTIONS
. _INC.

4 SECTIONS
. _INC.

4 SECTIONS

SUPPLY, INC.

4 SECTIONS

SUPPLY, INC.

4 SECTIONS

, _INC.
SECTIONS

SUPPLY,

séggious OF 9"
oF 9"
OF 9"
OF 9°
OF 9"
OF 9"
OF 8°
OF 9°

INC.
SECTIONS

INC.

OF 9°

4 SECTIONS OF 8°
TRIANGLE INSULATION CO

L AND NEOPRENE WASHER,

WALKER
X 24 X 10 IN

TON CAPACITY

SHOOK & FLETCHER INSUL CO

CBI SERVICES

INC.

3-INCHES

PAGE 1,174
VENDOR
FLAG QA LVL
0
00
0
oD
0
(0 ]
0
oD
0
00
0
oD
0
oo
0
oD
0
oD
o]
oD
Vv
LONG.
v

TEM NUMBER., AND PART NUMBER,

NORTHWESTE N

TOOL INC

9/18X2-3/4 1IN
DRILLCO DE\VICES

INSULATION,

CARDINAL INDUSTRIAL PDTS

ob. X

0.049 IN. THK.

LTD
INTE*IOR APPLIED MOISTURE

ZINC
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VENDOR
DESCRIPTION CONTRACT MANUFACTURER FLAG QA LVL
WASHER., (FLAT), PLAIN. ROUND, CARBON STEEL, ASTM F-844, 88NNR357598 CARDINAL INDUSTRIAL PDTS v
NOMINAL BOLT SIZE 0.138 IN.. TYPE A. 0.156 IN. ID. X 0.375 IN. OD. X 0.049 IN. THK., ZINC PLATED
HASHE' 810 LARGE PATTERN HARD BRASS. SIZE 1/2" 0.D. X 83PK6936432 DIAMOND POWER SPECIALTY v
200" 1.0 X .000" THICK DIAMOND POWER PART #869002- 1000.FOR MOTOR CONTROL VALVE, #301580-1024.,

WASHER. #5 FLAT BRASS., DIAMONDPOWER PART #869001-0500. FOR 83PK8936432 OIAMOND POWER SPECIALTY
MOTOR CONTROL VALVE. #301580-1024., ON IK AND IR SOOT BLOWER1000.FOR MOTOR CONTROL VALVE, #301580- 1024
WASHER. #7 STAINLESS STEEL 85PK6351630 BARTON

INITIAL STOCK IN O MAX 1 - BOTH ITEMS POINT OF MANUFACTURE -
WASHER ., AIR SEAL INNER. COMBUSTION PART NO. RJ16S, 85PGA450525 COMBUSTION ENGINEERING v
FOR RAYMOND SIZE 673 BOWL MILLR 14 FT, F 16 FT 11.375 IN, WITH NOZZLE P/N 346623-2000, FOR SOOT BLOWER, UNITS 1-4
WASHER ., AIR SEAL OUTER COMBUSTION PART NO. RJ164, 85PGA450525 COMBUSTION ENGINEERING
FOR RAYMOND SIZE 673 BOWL MILLR 14 FT,  F 16 FT 11.375 IN, WITH NOZZLE P/N 346623-2000, FOR SOOT BLOWER, UNITS 1-4
WASHER, ALUMINUM. .597" OD X .264" ID X 1/16" THICK 86FCB748977 VICTORY BOLT v
WASHER, ALUMINUM, .597° OD X .427" 1D X 1/16" THICK 86FCB748977 VICTORY BOLT v
WASHER, ANSI B18.21.1, LOCK HELICAL SPRING, 1/4" NOMINAL, 85PK3963041 BOLTS & NUTS INC v 0
REGULAR. STAINLESS STEEL. CORROSION RESISTANT QA 3 - THIS QA CLASSIFICATION
WASHER. ASTM A194 GRADE 2H, 3/4°" 84PK3955292 KNOXVILLE BOLT & SCREW

4™ X 2" X 3/4" OR EQUAL SAFE OPERATING SPEED MUST BE
WASHER ., ASTM A36 1-1/74" OO0 X 1/4" X 9/16" S89NNQ74959A PIPING SUPPLY COMPAN
1D PLANT - UNIT 1 WASHERS & ROD MATERIAL FOR PRESSURE CONFINING
WASHER. ASTM AB68 .  GRADE A, TYPE 304; 1-1/4" OD X 5/32" 89NNQ74959A PIPING SUPPLY COMPANY
X 1-1/16" 1D PLANT - UNIT 1 WASHERS & ROD MATERIAL FOR PRESSURE CONFINING
WASHER . ASTM AB66, GRADE A, TYPE 304 2-1/72" OD X 5/32" 89INNQ74959A PIPING SUPPLY COMPANY
X 1-1/16" 10 PLANT - UNIT 1 WASHERS & ROD MATERIAL FOR PRESSURE CONFINING
WASHER, BELLEVILLE SPRING TYPE, SIZE 5/8", STAINLESS 84PK3350534 SOUTHEASTERN BOLT & SCREW
STEEL. TYPE 18-8. (INV. QTY = 200-€EA) QA III, THIS QA CLASSIFICATIONIS FOR TVA INTERNAL USAGE
WASHER. BELLEVILLE. SS., 1/2" 84PK3955202 CHALLENGE SUPPLY INC

4 X 2" X 3/4" OR EQUAL SAFE OPERATING SPEED MUST BE
NS?SER. BELLEVILLE., STAINLESS STEEL, 18-8, 1-1/4" X 5/8" X 86PCES37833 KNOXVILLE BOLT & SCREW v
WASHER , BELLEVILLE. STEEL, SIZE 1-1/2° X 3/4° X .108" GPC5367994 KNOXVILLE BOLT & SCREW v
THICK DIA. MIN 1.063", HEAD HEIGHT MIN .364", 60 DEG W/ HEX NUTS
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WASHER . BEVEL SQUARE., HIGH TENSILE, ASTM-A-325, SIZE 3/4° 8$5PK3965108 CHALLENGE SUPPLY INC v
WASHMER . BEVEL. NEOPRENE, 3-1/40D X 2-3/8 X S/8° THICK 85PM2361833 WEIL PUMP COMPANY 0

173 HP. 115 VAC
WASHER. BEVEL. SIZE 1" GRADE S 84PK3958894 KNOXVILLE BOLT & SCREW

2408782 OF SPECIAL ALLOY STEEL WITH MICRO FINISH, ALSO INCLUDES
WASHER ., BEVELED., HILLSIDE, 3/4° 86PCF367854 SURE LOC INC

HEELS WHICH HAVE BEEN USED AND PROVEN ACCEPTABLE. PLEASE PROCURE ONLY THESE
WASHER . BEVELED. STRUCTURAL. HARDENED. BLACK, STEEL, SIZE 87PCEAG688102 KNOXVILLE BOLT & SCREW v
1" BOLT SIZE. PACKAGED. PACKAGES. SECTION III, CLASS I IPS., 2 IN INSL.. 90 DEG
WASHER. BIB. DIAL-EZE 186 CRANE 83PK3934404 ROGERS-BAILEY SUPPLY CO v 0

RIVE, SUITE 300 KNOXVILLE, TN 37823
WASHER. BLACK STEEL. CUT, ROUND. FLAT, PACKAGED, 8S5SPKE352278 SOUTHEASTERN BOLT & 0
S1ZE S/8" NUCLEAR INCIDENTS WARRANTY GOVERNING NUCLEAR HAZARDS OR INCIDENTS
WASHER . BLACK, BUT. ROUND, S5/8° 83PK3925743 CUMBERLAND BOLT & SCREH

TED. TYPE A. NOIX E. ATTACHMENT 8.0
WASHER. BLACK, CUT, ROUND, 1-1/4". 84PK6949556 CHALLENGE SUPPLY INC v

7-1/2" LONG, CRANE TIMPLEX STEEL. SUBSTITUTE; FITTINGS ARE TO BE
WASHER. BLACK, CUT. ROUND. 1-1/8°. 84PK6949558 CHALLENGE SUPPLY INC v

7-1/2" LONG, CRANE TIMPLEX STEEL. SUBSTITUTE; FITTINGS ARE TO BE
WASHER . BLACK, CUT. ROUND, 174" 84PK6949556 CHALLENGE SUPPLY INC v

7-1/2" LONG, CRANE TIMPLEX STEEL. SUBSTITUTE; FITTINGS ARE TO BE
WASHER, BLADE BOLT, KEY NO. 3-145. 8SPM1973439 HERR VOSS CORP v
WASHER. BOLT SIZE 1/4° FLAT, BRASS, FED. SPEC. FF-W-928B, 85PK3359044 SOUTHEASTERN BOLT & SCREW v
GRADE I. TYPE A. CLASS E, PLAIN, 11/16" O.D. X .0S51" TH. X. .260" I. D. .
WASHER . BRASS., FLAT #14L. (1/4%) 84PK3944109 CHALLENGE SUPPLY INC v 0

NEW #10225 . FIELD SERVICES GROUP 84-0269
WASHER . BRASS. FLAT &8 $5PK3360603 VICTORY BOLT

D-4, GRADE 883, .25 SQ X 2 IN LEFT HAND. THESE BEFORE RECEIVING INTO
WASHER . BRASS. FLAT 10S, 7/16" 0.D. X .200" 1.D. X .036" 86PCE267833 KNOXVILLE BOLT & SCREW v

TH1CK
WASHER . BRASS. FLAT, #14L. 174" 86PCE367833 KNOXVILLE BOLT & SCREW v
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Hsgggkfnggass_ FLAT, NO. 6L, 3/8" O.D. X .147 1.D. X 86PCE367833 KNOXVILLE BOLT & SCREW v
WASHER. BRASS. FLAT, NO. 8S, 3/8" 0.D. X .172" 1.0. 86PCE367833 KNOXVILLE BOLT & SCREW v
X 032" TMICK
WASHER. BRASS, FLAT, K 5/8" 84PK3959433 SURE LOC INC v 0

G AND BOTTOM IN SIZES: FOR GALION GRADER, S/N CC02879.
WASHER, BRASS. FLAT, S/8". 86PCD36780202 SURE LOC INC v :

#6-21S 20 GL X 20.95 = 419.0086-2186 20 GL X 16.95 = 339.00 .

WASHER., BRASS. LOCK, 3/8 1IN 88PCE37148C QUAD CITIES BOLT & SCREW v (] B

TO 3:00 PM MONDAY THRU FRIDAY.
WASHER . BRASS. 2-1/4" OUTSIDE DIAMETER. 1-1/4 88PCE307768B KNOXVILLE BOLT & SCREW
INSIDE DIAMETER. 1,8 THICK RIOR TO COMMENCING PERFORMANCEHEREUNDER, THE TOTAL PRICE TO BE PAID BY TVA SHALL REMAIN
WASHER . CARBON STEEL, PLAIN (FLAT), ASTM F-4386, 88NNQ3SS728 CARDINAL INDUSTRIAL PDTS
NOMINAL O D. 1 3125 1IN, NOMINAL 1.D. 0.6875 IN, THICKNESS (0.122 MIN-0.177 MAX) IN.
WASHER . CARBON STEEL, PLAIN (FLAT), ASTM F-4386, 88NNQ355728 CARDINAL INDUSTRIAL PDTS
NOMINAL O .D. 1.4688 IN. NOMINAL I.D. 0.8125 IN, THICKNESS (0.122 MIN-0.177 NAX) IN.
WASHER., CARBON STEEL., PLAIN (FLAT), ASTM F-436, NOMINAL 88NJL355408 CARDINAL INDUSTRIAL PDTS
O D 2.5 IN, NOMINAL 1.0D. 1.375 IN, THICKNESS (0.136 MIN. - 0.177 MAX) IN. GATE VALVE, MUELLER NO
WASHER., CARBON STEEL, ROUND, FLAT, 1/2" 84PK3953844 METAL FASTENER SUPPLY C

TION WW-H-1710 . OPERATIONAL QUALITY ASSURANCE
WASHER . CARBON STEEL, ROUND, FLAT, S5/8" 84PK3953844 METAL FASTENER SUPPLY CO

TION WW-H-1T710 . OPERATIONAL QUALITY ASSURANCE
WASHER . CARBON STEEL. ROUND, NOMINAL DIA. .625 IN., OD S8NNRB8AA34A WALKER BOLT 3
175 IN . ID 688 IN., THK .134 IN . ASTM F844
WASHER. CERAMIC, CATALOG #96AC 8§5PK3358365 PREISER SCIENTIFIC INC v 0

H CYLINDER, 70 LBS. EMPTY, APPROXIMATELY, S/N FF33547.
WASHER . CIRCU CARBON STEEL., HARDENED, S8SNNR84A434A WALKER BOLT 3
NOMINAL DIA 5 IN . ZINC PLATED. HOT DIPPED, 100 PER BOX (A325)
WASHER . CIRCULAR. HARDENED. CARBON STEEL ASTM F 436 SIZE 85PCB364944 CHALLENGE SUPPLY INC

312 IN. OD 875 IN .06375 IN GALVANIZED. GRADE 8 ZINC PLATED, ANSI 818 2.1-

WASHER ., CIRCULAR., HARDENED. S/16" NORMINAL STEEL, ANSI 84PK2958065 METAL FASTENER SUPPLY CO v

B18 .22 1. SAE J488 GRADE S,
WASHER . COMMERCIAL FLAT, 172", 18-8 SS. PKG 82PKS197584( 1 T & M METAL BLDG SUPPLY v
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WASHMER COMMERCIAL FLAT, 172", 18-8 SS. 82PKS19758401 T & M METAL BLDG SUPPLY

77-4 AIRSET W/NECESSARY LINKAGE FOR FIELD MTG W/A 89 TOP INCLUDING TURNBUCKLE p
WASHER. COMMERCIAL FLAT, 1/2", 18-8, SS PKG. 82PKS519758402 CHALLENGE SUPPLY INC v
WASHER . COMMERCIAL FLAT, 7/16~. 18-8 SS, PKG 82PK519758401 T & M METAL BLDG SUPPLY v
WASHER . COMMERCIAL FLAT, 7/8", 18-8 SS, PKG 82PK519758401 T & M METAL BLDG SUPPLY v
WASHER . COMMERCIAL, 3/4°, FLAT, 18-8 SS, PKG 82PKS519758402 CHALLENGE SUPPLY INC v
WASHER . COMMERCIAL. 3/8". FLAT, 18-8 SS, PKG 82PK519758403 CUMBERLAND BOLT & SCREW v
WASHER . COMMERICAL FLAT, 5/16", 18-8 SS. PKG. 82PKS519758401 T & M METAL BLDG SUPPLY v
WASHER. CON CAV BEVEL, ROUND, SPRING. 1/2 IN X S9PEEJI804SC BELL MFG. CO. 0
1-1/8 IN OD. 1/8 IN THICKNESS LONG, "QUOTING STAINLESS STEEL INSTALLATION BEFORE EQUIPMENT HAS BEEN ELECTRICALLY
WASHER. CONICAL - G. E. 8209A4106P001 . 86PNR37309001 GENERAL ELECTRIC COMPANY

INTERNAL, NPT, MAX DIFF 150 PSIG. DESIGNED FOR AIR, BOOY MATL BRASS, 35. 1 WATTS,

WASHER . COPPER 87PCGA9871A LIS 0

TO 3:00 PM MONDAY THRU FRIDAY.PART NO. 25545-24811-CAF S/N 793684
WASHER . COPPER. STUD TO PISTON ROD 87NJR382648 F. E. MYERS

NITROGEN GAS INPUT SIZE 171, TYPE VS, CLASS 2, SERIAL 73-171F-28, ORDER
WASHER, COPPER, 1/2" 1.D. 88PCE37580B NO. CAROLINA SUPPLY
100/PKG S 1, 2 AND 3). APPENDIX K, NQAM, PART III,k SEC. 2.1 (P 1) P 4
WASHER., COPPER, 1/4" 1.D. $8PCE375808 NO. CAROLINA SUPPLY
100/PKG S 1, 2 AND 3). APPENDIX K., NQAM, PART III, SEC. 2.1 (P 1) P 4
WASHER, COPPER, 3/8" 1.D. S$8PCE375808 NO. CAROLINA SUPPLY
100/PKG . S 1. 2 AND 3). APPENDIX K, NQAM, PART III, SEC. 2.1 (P 1) P 4
WASHER _ COPPER, S5/16" 1.D. 88PCE375808 NO. CAROLINA SUPPLY
100/PKG S 1, 2 AND 3). APPENDIX K, NQAM, PART II1, SEC. 2.1 (P 1) P 4
WASHER, CORBIN #231FSS, STANDARD PACK:100 84PK3951805 MCOONALD DASH v
g:gHgg‘ CORBIN #264F90, STANDARD PACK: 100, WITHOUT 84PN3951805 MCDONALD DASH v

N




1723/89 BOLTING MAT
DESCRIPTION
WASHER, CP8510M
RED TO SUBMIT SAMPLES AT
WASHER. CUT, BLACK. ROUND. s/8"
WASHER . CUT., BLK.. ROUND. 1
RECESSED HEAD, S/16" X 1/2°
WASHER, CUT. BLN, ROUND, 5/8"
174 X 1/2°
WASHER . CUT, RND, BLK, 1/4".
S SIZES OF EXTRACTORS FOR
WASHER. CUT, ROUND, BLACK, 1/4" . FLAT
EQUAL
WASHER , CUT, ROUND., BLACK, 3/4°, FLAT
EQUAL
WASH SUT, ROUND, BLACK, 5/8" IN 1 LB. PACKAGE
3/4° X 1-3/4"
HSSHER, CYLINDER LOX. CORBIN #253F09. STANDARD PACK:
1
WASHER . EXTERNAL TYPE. 11/16° OD LOCK, SHAKEPROOF, CARBON
STEEL CADMIUM PLATED “JR 3/8"BOLT SIZE.
WASHER = EXTRUOED. INSULATING, 'YALDON ELECTRONICS., INC.
TYPE Fw-389.
WASHER. FAUCET. ASST. BEVELED MOLDED SBR COMPOUND SOLDER
SEAL "GOLDEN STATE MASTER PLUMBER PART NO. W-143
WASHER . FAUCET, ASST. FLAT, MOLDED SBR COMPOUND, SOLDER
SEAL "GOLDEN STATE MASTER PLUMBER" PART NO. W-157
WASHER ., FAUCET., BEVELED, ASSORTED SIZES. 100 EA.PER
BOX TH 6~
WASHER . FAUCET. BEVELED, (BOX CONTAINING 100 EA ASSORTED
SIZES). PARKER 4-FBTX., OR EQUAL
WASHER. FED. SPEC. -W-928, .375 IN ID X .875 IN OD X .083
IN THICK. GRADE 1. TYPE A, CLASS A, CADIUM PLATED.
WASHER. FED. SPEC. FF-W-92B, FLAT, K (#88) 125 NOMINAL.0.174"
X 0 375" x 0.032", GRADE 1I, TYPE A, CLASS B, STAINLESS

ERIALS: QA < 2 PAGE 1.179
VENDOR
CONTRACT MANUFACTURER FLAG QA LVL |
S8KWA14318A FAIRBANKS MORSE 0 <
THEIR OWN EXPENSE OF ITEMS OFFER TO ALLOW EVALUATION OF .
S8PCE367833 KNOXVILLE BOLT & SCREW v .
»
$7PCE33634A FASTENERS OF TENNESSEE v '
84PK3951257 FASTENERS OF TENNESSEE v -
PIECES EQUAL ONE EA., WITH SLOTTED HEX HEAD SCREW AND NUT N
85PK3352421 CHALLENGE SUPPLY INC v o] '
SCREW SIZES 1/4" S5/16", 3/8°, 7/18~, 1/2", 9/16" AND S/8"
85PK3352379 FASTENERS OF TENNESSEE
5400 POUNDS.  THE HAROWARE SHALL BE CAPABLE OF
85PK3352379 FASTENERS OF TENNESSEE
5400 POUNDS. ' THE HAROWARE SHALL BE CAPABLE OF
85PK3352818 NOLAND COMPANY v
4" . ASSEMBLED.
84PK3951805 MCDONALD DASH v
84PK1939313 CHALLENGE SUPPLY INC
UAL. ALVE . 135 LB. CLASS AT
84PN1350902 BLUFF CITY ELECTRONICS v
84PK695488S MILLS & LUPTON SUPPLY CO v
PRESENT FITTING AS REPLACEMENTPARTS)
S4PK69S48SS MILLS & LUPTON SUPPLY CO v
PRESENT FITTING AS REPLACEMENTPARTS)
85PCA352269 NOLAND COMPANY v
S/8% X 4.
84PKX394943703 KIRKHILL
ML-304, WITH 20-HP MOTOR, 1750-R/MIN 2207440 VOLTS,
85PK1362426 CHALLENGE SUPPLY INC v
UNDERWRITER'S LABORATORIES  CLASSIFIED.
84PK4951888 INC

CHALLENGE SUPPLY
AT

v
STEEL (304) DAYS. COARSE AGGREGATE
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WASHER FED. SPEC. FF-W-92B, FLAT, 1/4° NOMINAL, 0.281" X 8§5PK3963041 BOLTS & NUTS INC v 3
0.734" X 0.063", GRADE I. TYPE A ROUND. CLASS B. STAIN- LESS STEEL SUBSTITUTE
WASHER. FED. SPEC. FF-W-92B. FLAT, (910). 10 NOMIN 84PK4951888 CHALLENGE SUPPLY INC
0.203" X 0.437" X 0.032" .GRADEI. TYPE A, CLASS 8. STAINLESS STEEL (304) AT 28 DAYS. COARSE AGGREGATE
WASHER. FED SPEC FF-w-92B, LOCK. (#10) 10 NOMINAL, .062° 84PK4951888 THALLENGE SUPPLY INC
X 047", GRADE 1. TYPE B. STAINLESS STEEL (304) STEEL (204) AT 28 DAYS. COARSE AGGREGATE
WASHER, FEDERAL SPEC. FF-W-92B.25" NOMINAL, .3127 X .734° X 87PCEJ82424 FASTENER HOUSE INC A

_065-. GRADE 1. CLASS A, TYPE A, ZINC PLATED
WASHER . FEDERAL SPEC. FF-W-92B88 NOMINAL. GRADE I, TYPE A 84PK3948328 CHALLENGE SUPPLY INC 4
CLASS E (BRASS) THICK. GRADE I, TYPE A, CLASS B. 100/PKG FIELD SERVICES 254- 34
WASHER . FEDERAL SPEC. FF-W-92BNOMINAL, .438" X 1.00° X .083" 87PCE382424 MSL
GRADE 1. CLASS A. TYPE A, ZINC PLATED
WASHER . FEDERAL SPEC. FF-W-92BSIZE 0.50" X 1.50° OD X 0.062° 84PKS5350307 CHATTANOOGA BOLT & SCREW

THICK., GRADE 1. TYPE A, (ROUND) CLASS B, STAINLESS STEEL AISI 304 8/20/84, 9/20/84, 10/22/84,
WASHER . FEDERAL SPEC. FF-w-92B3/8 IN, NOMINAL, K GRADE 1. 84PK3948328 CHALLENGE SUPPLY INC v 0
TYPE A. CLASS A, PLAIN FINISH STEEL. 100/BX IELD SERVICES 34-84
WASHER ., FEDERAL SPEC. ., FF-W-92B, 3/4 IN NOMINAL. 84PK3948328 CHALLENGE SUPPLY INC 3
1-7/8 IN X 13/16 X .109 IN THICK, GRADE I, TYPE A, CLASS B, 100/PKG FIELD SERVICES 254- l‘
WASHER . FEDERAL SPECIFICATION FF-W-92B, .75 NOMINAL 2° OD X 84PKS5354824 SURE LOC INC v

813" ID X 156", GPADE I, TYPE A. GLASS A. PLAIN FINISH.REPLACEMENT PARTS, AND FOR TEST CONNECTIONS.
WASHER . FEDERAL SPECIFICATION FF-w'-92B, 1.125° NOMINAL, 84PK5354824 SURE LOC INC v

2.750" 0D X 1.250" 1D X .17188", GRADE I. TYPE A, CLASS A, PLAIN FINISH. TEST CONNECTIONS.
WASHER. FEDERAL SPECIFICATION FF-W-92B. 1.375° NOMINAL, 84PK5354824 SURE LOC INC v

3 26 OD X 1.50" ID X .1875", GRADE I. TYPE A, CLASS A, PLAIN FINISH. TEST CONNECTIONS.
WASHER . FEDERAL SPECIFICATION FF-W-92B, 1/2" NOMINAL, CIRCUL 85P71358572 MAJESTIC FASTENERS CO v 0
AR. CLASS A (CARBON STEEL PLAIN FINISH) . THE FIXTURE SHALL CONSIST OF ABALLAST HOUSING, 3/4-INCH
WASHER . FEDERAL SPECIFICATION FF-W-92B. 1/4" NOMINAL, CIRCUL 85P71358572 MAJESTIC FASTENERS CO v 0
AR_ CLASS A (CARBON STEEL PLAIN FINISH) THE FIXTURE SHALL CONSIST OF ABALLAST HOUSING, 3/4-1INCH
WASHER . FEDERAL SPECIFICATION FF-W-92B. 3/4° NOMINAL. CIRCUL 85P71358572 MAJESTIC FASTENERS CO v 0
AR. CLASS (CARBON STEEL PLAIN FINISH). THE FIXTURE SHALL CONSIST OF ABALLAST HOUSING, 3/4-INCH
WASHER . FEDERAL SPECIFICATION FF-w-92B. 3/8" NOMINAL, CIRCUL 85P71358572 MAJESTIC FASTENERS CO v o]
AR, CLASS A (CARBON STEEL PLAIN FINISH) . THE FIXTURE SHALL CONSIST OF ABALLAST HOUSING, 3/4-INCH
WASHER . FEDERAL SPECIFICATION FF-w-92B, 5/8" NOMINAL, CIRCUL 85P71358572 MAJESTIC FASTENERS CO v 0
AR. CLASS A (CARBON STEEL PLAIN FINISH) . THE FIXTURE SHALL CONSIST OF ABALLAST HOUSING, 3/4-1INCH
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WASHER, FEDERAL SPECIFICATION FF-2-92B, .375" NOMINAL 1° 00 84PKS354824 SURE LOC INC
X 4375° 1D X .07813°, GRADE ITYPE A, CLASS A, PLAIN FINISH.CLASS A, PLAIN FINISH. TEST CONNECTIONS.
WASHER . FEDERAL SPECIFICATIONSFF-W-92B, NOMINAL 2S8", 84PK3353744 SOUTHEASTERN 80L1 & SCREW
75" X .3125° X .0625", GRADE I, TYPE A, CLASS A, GALVANIZE ZINC FINISH SCOTSMAN QC, TYPE IZI A24RB
WASHER. FENDER. CADIUM. 1/4° X 1-1/4", A-307 8SKCE729336 URE LOC
NOTE: TVA DESIGNATED AGENTS SHALL AT ALL TIMES HAVE ACCESS

WASHER . FENDER. PLAIN. FEDERALSPECIFICATION FF-wW-928, 1-1/4 85PK7362375 VICTORY BOLT v 0
INODO. X 1/4 IN ID X 1/16 IN THK., GRADE 1, CLASS A, CADMIUM PLATED (100 PER PKG.) TYPE A
WASHER . FENDER. WIDE SERIES, FLAT, 6 PLATED, 3/8" ID 86PCDA4B4317 B & B BOLT & SCREW CO INC
1-1/72" 00 HIGH-STRENGTH, SEMI- FLEXIBLE CLEAR, NON-SHRINKING, FOR BONDING GLASS, CERANXCS
WASHER., FENDER. 1/4 X 1-1/4, ZINC CHROMATE PLTD. lOO‘BX 86KCF720496 KNOXVILLE BOLT & SCREW 0

70027 TERMS AND CONDITIO! WILL APPLY IN VIEW OF TVA'S TERMS AND CONDITION S.
WASHER, FIBER, INSULATING, 3-1/72° 0D, 2-3/4" 1D, 84PN3954381 SIES ELECTRIC SUPPLY CO v
1/8" THICK. APPLETON PART NO. 300175. . R
WASHER ., FIBRE 8077578 87KCET734540 J A SEXAUER INC v
WASHER. FIBRE OEMA-31 FOR URINAL HANDLE ITEM 25 090142 87KCG11133A J A SEXAUER INC

14~ WIDE X 17-1/2" HIGH - INCLUDES WALL HANGER AND RE- MOVABLE BEEHIVE STRAINER.
WASHER, FLANGE 8064220 87KCE734540 J A SEXAUER INC v
WASHER  FLAT ROUND, IRON, SIZE 15/16 ID 8$7PCDS57229A WROUGHT WASHER
X 2-1/4 00D X 11/65 TK WROUGH IRON, HEAVY GIMLET POINT, 100 PER BOX ASTM D-3005-82A, TYPE 1, UL
WASHER, FLAT (PLAIN), fED SPECFF-W-92B, .187" NOMINAL, GRADE 85PK3355033 CHALLENGE SUPPLY INC v 3
1. TYPE A, 250" X S62" 046", ROUND. CLASS A. PLAIN FINISH PART OF A HOLOPHANE PART
WASHER. FLAT (PLAIN). FED SPECFF-W-92B, .250" NOMINAL, .312° 85PK3355033 CHALLENGE SUPPLY INC v 3
X 750" X 062°. GRADE I. TYPEA. ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHER . FLAT (PLAIN), FED SPECFF-W-92B, .437° NOMINAL, .500" 85PK3355033 CHALLENGE SUPPLY INC v 3
X 1.250" x .078". GRADE I, TYPE A, ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHE?  FLAT (PLAIN) FED SPECFF-W-92B. .S00" NOMINAL, .S562° $5PK3355033 CHALLENGE SUPPLY INC v 3
X 1.3'5" X .108". GRADE I, TYPE A. ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHIR K FLAT PLAIN] FED SPECFF-wW-92B., 562" NOMINAL, .625° 8§SPK3355033 CHALLENGE SUPPLY INC v 3
X 1 500" X .109°", ADE 1. TYPE A, ROUMD, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHER, FLAT (PLAIN) FED SPECFF -928. 1.500" NOMINAL 85PK3355033 CHALLENGE SUPPLY INC v 3
1 625 X 3.500" X . RADF I, TYPE A, ROUND. CLASS A. PLAIN FINISH PART OF A HOLOPHANE PART
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WASHER | LAT PLAIN) FED SPECFF-W-92B, 1.625" NOMINAL. 85PK3355033 CHALLENGE SUPPLY INC v 3
1.750" X 56 187", GRADEI, TYPE A, ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHER. FLAT (PLAIN). FED SPECFF-W-928. 1.750" NOMINAL 8§5PK3355033 CHALLENGE SUPPLY INC v 3
1.875" X 4 000" X .187". GRADEI., TYPE A, ROUND., CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
"JASMER . FLAT (PLAIN), FED SPECFF-W-92B., 1.875" NOMINAL. 85PK3355033 CHALLENGE SUPPLY INC v 3
2 000" X 4.250" X .187°. GRADEI, TYPE A, ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHER . FLAT (PLAIN), FED SPECFF-W-928, 2 000" NOMINAL, 85PK3355033 CHALLENGE SUPPLY INC v 3
2 125" X 4 500" X 187", GRADEI. TYPE A, ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHER. FLAT (PLAIN). FED SPECFF-W-92B, 2.250" NOMINAL. 85PK3I3$5033 CHALLENGE SUPPLY INC v 3
27375'X 4 750~ X .218". GRADEI, TYPE A, ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHER, FLAT (PLAIN),. FED SPECFF-W 92B, 2 S00" NOMINAL, 85PK3I355033 CHALLENGE SUPPLY INC v 3
2 625" X S 00" X 234" RADE 1. TYPE A, ROUND, CLASS A, PLAIN FINISH PART OF A HOLOPHANE PART
WASHER. FLAT (PLAIN). FEDERAL SPEC(FICATION FF-W-928, $S5PK3356993 WALTER A WOOD SUPPLY v
0 312" NOMINAL. 0.375" X 0.875: X 0.078", GRADE I, TYPE A, CLASS A, PLAIN FINISH NPT, FORGED
WASHER, FLAT 84 84PK6953772 SOUTNEASYERN BOLT & SCREW 0
LENGTH 3/4° W/SPECIAL FEATURE 884- . = P/N JF20-3 @ 7.05 EA.
WASHE” FLAT ASSORTMENT. FOR SEXAUER HANDY ANDY REGULAR FAUC 83PK3201275 ORION INDUSTRIAL SUPPLY v
ET RE AIR. SEXAUER 086470 SIEVE, ALL RETAINED
WASHER, FLAT BLACK STEEL. 1-1/4" 85PK3360515 MAJESTIC
NOTE: ORDERED FOR ANNUAL OUTAGE MARCH 1985.
WASHER. FLAT BRASS, FOR 3/8" BOLT. 86PCE368058 SOUTHEASTERN BOLT & SCREW v
PER BOX. D PKG 3EA RESIN AND 3EA HARDE-NER PER PACKAGE
WASHER . FLAT CIRCULAR CARBON STEEL NOMINAL SIZE SONNQS2168A04 A & G ENGINEERING CO v 3
5/8 INCH ASTM F436 ZINC COATEDZINC PLATED AWARD WILL BE MADE. 1IN ORDER FOR YOUR PROPOSAL TO BE
WASHER, FLAT CIRCULAR, CARBON STEEL NOMINAL SONNQS2188A01 CARDINAL INDUSTRIAL PDTS v 3
SIZE 3/4 INCH ASTM F436 ZINC COATED AWARD WILL BE MADE. 1IN ORDER FOR YOUR PROPOSAL TO BE
WASMER . FLAT CIRCULAR, CARBON STEEL NOMINAL SIZE S9NNQB2168A04 A & G ENGINEERING C v 3
1 1/4 INCH ASTM F436 ZINC COATED AWARD WILL BE MADE. IN ORDER FOR YOUR PROPOSAL TO BE
WASHER . FLAT CIRCULAR. CAKBON STEEL NOMINAL SIZE S9NNQ82168A04 A & G ENGINEERING CO v 3
1 1/8 INCH ASTM FA436 ZINC COATED AWARD WILL BE MADE. 1IN ORDER FOR YOUR PROPOSAL TO BE
WASHER . FLAT CIRCULAR, CARBON STEEL NOMINAL SIZE SONNQ82168A04 A & G ENGINEERING C v 3
7/8 INCH ASTM F436 ZINC COATEDZINC COATED AWARD WILL BE MADE. IN ORDER FOR YOUR PROPOSAL TO BE
WASHER. FLAT CIRCULAR. CARBON STEEL NOMINAL SIZE 1 INCH S9NNQS82168A01 CARDINAL INODUSTRIAL POTS v 3
ASTM F438 ZINC COATED ZINC COATED AWARD WILL BE MADE. IN ORDER FOR YOUR PROPOSAL TO BE
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WASHER. FLAT CIRCULAR, CARBON STEEL, .375 IN ASTM F-844, S87NCB31867A ENERGY STEEL & SUPPLY CO v
PLAIN FINISH. CLASS A ANSI B18.21.1 A,0.625 IN ID 100 PER BOX
WASHER. FLAT FOR INDICATOR TUBE SCREW ON PSA-3 & PSA-10 SONNTS1778A PSA 3
MECH SHOCK ARRESTOR (100 PER PACKAGE) ONTRACT.
WASHER. FLAT FOR INDICATOR TUBE SCREWS ON PSA-1 MECH SONNTB81778A PSA k)
SHOCK ARRESTOR -32 X 1/74° CONTRACT.
WASHER., FLAT FOR NO. 10-32 MACHINE SCREW, INSIDE 87NCE4723021 BOLTS & NUTS INC v
ODIAMETER 0 219" X OUTSIDE DIAMETER 0.5009" X 0.049" NOMINAL THICKNESS, GRADE I, TYPE A, CLASS A, GALVANIZED
WASHER. FLAT FOR 6-32 MACHINE SCREW. INSIDE DIAMETER 87NCEA73021 BOLTS & NUTS INC v
0.156" X OUTSIDE DIAMETER 0.375" X NOMINAL THICKNESS 0.049°, GRADE I, TYPE A,CLASS A, GALVANIZED ZINC OR EQUAL,
WASHER ., FLAT FOR NO. 8-32 MACHINE SCREW INSIOE DIAMETER 87NCEAT73021 BOLTS & NUTS INC v
0.188" X OUTSIDF DIAMETER 0.438" X 0.049" NOMINAL THICK-NESS. GRADE I, TYPE A, CLASS A, GALVANIZED ZINC OR EQUAL,
WASHER ., FLAT FOR 5/8° BOLTS, CARBON STEEL. 85PCDA53565 INFASCO
ROLLS OF PVC TAPE). MOOEL 4-LH-24-S STOCK NO. 3w229.
WASHER., FLAT PLAIN FEDERAL SPEC. FFW92B 1/2 IN NOMINAL 83NJR3I7392A BOLTS & NUTS INC v
SIZE GRADE 1 TYPE A CLASS B STAINLESS STEEL GRADE F318, SIZE 1" X 3/4° 100 IN LG.
WASHER. FLAT ROUND STAINLESS STEEL, AISI 316 88NNS836685A
$31600. SIZE .25 IN. ID, 687 IN. OD. .062 TK, FED. SPEC. FFW92, GRADE 1, TYPE A, CLASS B
WASHER, FLAT ROUND BLK S5/18°" 85PCB352470 CHALLENGE SUPPLY INC v 0
WHEELS .
WASHER, FLAT SILICON BRONZE 3/8" 85PK3351294 CHALLENGE SUPPLY INC
S/8 X 2 1-3/4" OVERALL LENGTH WITH STANDARD HEX NUTS & LOCK
WASHER. FLAT SILLICON BRONZE, 5/16° 100/BX. $5PK3360529 TENNESSEE MILL & MINE SUP v
SECTION III, CLASS 2 VALVE, BORG WARNER DWG 80290, ID CODE 79294
WASHER. FLAT STANDARD STAINLESS CTLEL, 3/8 IN, FF-W- 85?C8387316 CHALLENGE SUPPLY INC
92 B. TYPE A, GRADE ! SERVICE TO 1200 DEG. F, 4 PC'SEQUAL 3 FT. CERTIFIED TO MEET NUC. REG. GUIDE 1. 36 22 IN
WASHER ., FLAT STEEL, BLACK, 1-1/8". 86PCD3IBSATS TENNESSEE MILL & MINE SUP v
PER PKG IN LG MEETS ANSI 2-53.1
WASHER., FLAT WROUGHT 3/8" 81PKS517759102 GENERAL FASTENER & SUPPLY \
WASHER. FLAT WROUGHT 7/16" 81PKS17759102 GENERAL FASTENER & SUPPLY v
WASHER. FLAT WROUGHT, U.S. STANDARD SIZE 5/16" 81PXK517759102 GENERAL FASTENER & SUPPLY v
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WASHER. FLAT 1 INCH NOMINAL INSIDE DIAMETER CIRCULAR 88NNR81536A CARDINAL INDUSTRIAL PDTS v 3
HARDENED CARBCN STEEL., ASTM F436, ZINC PLATED
WASHER. FLAT 1/2 INCH NOMINAL INSIDE DIAMETER CIRCULAR SSNNRS1S38A CARDINAL INDUSTRIAL PDTS v 3
HARDENED CARBON STEEL, ASTM F436. ZINC PLATED
WASHER. FLAT 1/4 INCH NOMINAL INSIDE DIAMETER CIRCULAR SSNNR81536A CARDINAL INDUSTRIAL PDTS v 3
HARDENED CARBON STEEL. ASTM F436, ZINC PLATED
WASHER . FLAT 1/8° THICK, STAINLESS STEEL, TYPE 316, 85PK6361763 GOULD INC A
SIZE 5/16" CIRCULAR
WASHER. FLAT 3/4 INCH NOMINAL INSIDE DIAMETER CIRCULAR SSNNRS1536A CARDINAL INDUSTRIAL PDTS v 3
HARDENED CARBON STEEL. ASTM F436, ZINC PLATED
WASHER. FLAT 3,8 INCH NOMINAL INSIDE DIAMETER CIRCULAR SSNNRE1S36A CARDINAL INDUSTRIAL PDTS v 3

HARDENED CARBON STEEL, ASTM F436, ZINC PLATED

WASHER. FLAT 3/8". UNISTRUT SHFLWO37EG, OR EQUA 83PK3939009 WESCO v
FLANGED ENDS WITH CERAMIC LINING. ET OSHA STANDARDS. IT

WASHER. FLAT S5/15 INCH NOMINQL INSIDE DIAMETER CIRCULAR 88NNR81536A CARDINAL INDUSTRIAL PDTS v 3
HARDENED CARBON STEEL, FAa36, ZINC PLATED
WASHER. FLAT S/8 INCH NOMINAL INSIDE DIAMETER CIRCULAR SSNNR815S36A CARDINAL INDUSTRIAL PDTS v 3
HARDENED CARBON STEEL. ASTM F436, ZINC PLATED
WASHER. FLAT 7/8 INCH NOMINAL INSIDE DIAMETER CIRCULAR SS8NNR81536A CARDINAL INDUSTRIAL PDTS v 3
HARDENED CARBON STEEL, ASTM FA436. ZINC FLATED
WASHER . FLAT STAINLESS STEEL., CADMIUM S9PEEJ38045C STAR STAINLESS SCREW C
PLATED. 1/2 IN X 1-1/4 IN LONG. QUOTING STAINLESS STEEL INSTALLATION BEFORE EQUIPMENT HAS BEEN ELECTRICALLY
WASHER. FLAT, -1/2 IN DIAMETER WITH 87PCE33865 SHOALS FASTENER SUPPLY
S/8 INCH 1D LENGTN 2-1/4 IN LENGTH UNDER HEAD WITH 1- 1/2 IN OF THDS, TYPE 304 STAINLESS STEEL
WASHER, FLAT, -1/2" OD WITH 13/16° HOLE, S6FCEA84288 METAL FASTENER SUPPLY CO
3/16" THICK ATTACHED PAGE FROM CROSBY GROUP GENERAL CATALOG WITH HIGHLIGHTED DIMENSIONS
WASHER, FLAT, (PLAIN) FED SPEC. FF-w-92B, GRADE I, 8SPCE366489 CHALLENGE SUPPLY INC
TYPE A. CLASS A (CARBON STEEL), SIZE 1/4 16, UNC, FASTENER LG 1.5 IN, INT DRIVE STYLE HEXAGON
WASHER. FLAT, #10. BRASS 85PK3351942 SURE LOC INC v

MATERIAL WILL BE INVOICED AT $15.76/M
WASHER, FLAT, #10L 84PKB953772 SOUTHEASTERN BOLT & SCREW 0

LENGTH 3/4" W/SPECIAL FEATURE #84- . = P/N JF20-3 @ 7.05 EA.
WASHER. FLAT, #12L. BRASS 8SPK3351942 SURE LOC INC v

MATERIAL WILL BE INVOICED AT $15.76/M
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BOLTING MATERIALS: QA ¢ 2

DESCRIPTION
FLAT, 812S
LENGTH 3/4°
FLAT, 818, BRASS
4 X 2" X 3/4" OR EQUAL
FLAT, A-325 HARDENED STEEL, ROUND, FOR BOLT SIZE
.D. 13/16 " X 0.D. 1-15/32* MAX X THICKNESS
FLAT, ASTM A-307 /4"
FLAT, ASTM A-325, 13/8"
FLAT. ASTM A307, CADMIUM PLATED, 0.375 NOMINAL 1.D.
O.D. X .083 THICK
FLAT, AUSTENITIC SS, AISI TYPE 304, 3/8 IN.
13-75
FLAT, BLK ROUND 1/2"
WHEELS .
FLAT, BLK.,K 3/8"
FLAT, BLK 7/8"
RECESSED HEAD, S5/16" X 1/2°
FLAT, BRASS 812
FLAT, BRASS FOR 1/2" BOLT.
HOUSING (CO-504-10).
FLAT, BRASS, #SS, PACKAGED.
FLAT, BRASS, #10
FLAT, BRASS, #10L.
HOUSING (CO-504-10),
FLAT, BRASS, #14L, FOR1/4" SCREWS
NC THD.
FLAT, BRASS, #6

A
b AN
naif

PAGE 1,185 °
VENDOR B
CONTRACT MANUFACTURER FLAG QA LVL u
84PK6953772 SOUTHEASTERN BOLT & SCREW o .
W/SPECIAL FEATURE #84- EA. - P/N JF20-3 @ 7.05 EA. .
84PK3954765 SOUTHEASTERN BOLT & SCREW
AFE OPERATING SPEED MUST &