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To Whom It May Concern;

Please be advised that all bi-product materials have been removed and therc arc no more
on premises from our Vineland facility of 1470 S Main RD, Vineland, NI 08360.

Thanks You,
Chyrl Osborne, VP Business Operations
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Certificate of Instrument Calibration
Facllity:  Eastiantic Vineland D# 072
Manufacturer: Ludlum Model: 14c Serial No. 185131
Detector Type: GM Detector Model: End Window ~ Serlal No. 193211
Temperature: 779 oF Humidity:  45% Pressure: 30.03 inHg
Battery Check:  OK Dedicated Check Source: 1.6 mR/hr
Calibration Geometry: Perpendicular ‘ " Calibration Window: Closed
Scale ‘Distance Calculated Measured Correction
Multiplier : (cm) Reading ‘ mR/hr Factor
X 1000 390 1500 1450 - 1.03
X 1000 67.6 500 520 ‘ 0.96
X 100 123.4 150 150 1.00 -
X 100 2137 50 50 1.00
X 10 2731 16 14 107
X 10 3196 5.0 o 5.5 - 09
X1 1222 | 15 15 1.00
X1 211.6 0.5 0.5 1.00
X 0.1 118.1 0.15 0.15 1.00
X 0.1 204.5 0.05 : 0.05 1.00

Mid-America Calibrations, Inc. Calibrated By: /& = # —

808 SW Nautica Court

Lee's Summit, Missouri 64082 Date Calibrated: August 5, 2008

816.537.4147 Date Due: , August 5, 2009
NRC License # 24-32531-01

Ina above Instrumant was calibrated with a J.L. Shepherd Model 28-6A calibralor, sarial B10018, 1.2 Ci Ca-137, 3M 4F6H, sourcs aeria! # 2824 of 3 Ludlum Modé! 500-2 Pulser,
senal 127633 The oLIpuL 15 rACAADIe 10 the NBS (N.1.5.T.) and all inalrumsnts are calibrated in sccordance with MIL-STD 45682A and ANSI N323-1878.
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Certificate of Instrument Calibration

Facllity:  Eastlantic Diagnostic - Vineland ID#: 072

Manufacturer: Ludlum ' Model: 14c ' Serial No. 191844

Detector Type: GM : Detector Model: End Window Serial No. 198044

Temperature: 72.5 oF Humidity:: 25% Pressure: 30.00 inHg

Battery Check: OK : Dedicated Check Source: 16.5 mR/hr

Calibration Geomeg: PereendiCular , Calibrati_%n Wingow: Closed

~ Scale Distance Calculated Measured Correction

Muitiplier {cm) Reading mR/hr Factor

X 1000 392 1500 | 1400 107

X 1000 , 68.0 500 500 . 1.00

.X 100 : 124.1 150 . 150 1.00

X 100 ‘ 214.9 50 ’ 50 1.00

X10 2747 15 14 1.07

X10 3214 - 50 . 55 ' 0.91

X 1 129 15 15 100

X1 212.8 - 05 0.5 -1.00 -

X 0.1 1188 0.15 0.15 1.00

X 0.1 205.7 0.05 0.05 ' 1.00

Mid-America Callbrations, Inc. Calibrated By: % -

808 SW Nautica Court
Lee's Summit, Missouri 64082 Date Calibrated: January 31, 2008
816.537.4147 Date Due: . January 31, 2009

NRC License # 24-32531-01

The above inalrument was calibrated with 3 J L. Shapherd Modal 28-8A calibrator, serial #1009, 1.2 Ci C5-137, 3M AF6H, source serial # 2624 or a Ludlum Model £00-2 Pulsar,
serinl #127533. The oulpul is Iracesble ta the NBS (N 1.S T ) and 3l instruments are calibrated In accorcance with MiL-STD 48662A and ANST N323-1974.,



